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Preface 


Basic Engineering Mathematics 5th Edition intro- 
duces and then consolidates basic mathematical princi- 
ples and promotes awareness of mathematical concepts 
for students needing a broad base for further vocational 
studies. 

In this fifth edition, new material has been added to many 
of the chapters, particularly some of the earlier chap- 
ters, together with extra practical problems interspersed 
throughout the text. The extent of this fifth edition 
is such that four chapters from the previous edition 
have been removed and placed on the easily available 
website http://www.booksite.elsevier.com/newnes/bird. 
The chapters removed to the website are ‘Number 
sequences’, ‘Binary, octal and hexadecimal’, *Inequali- 
ties’ and ‘Graphs with logarithmic scales’. 

The text is relevant to: 


* ‘Mathematics for Engineering Technicians’ for 
BTEC First NQF Level 2 — Chapters 1-12, 16-18, 
20, 21, 23 and 25—27 are needed for this module. 

• The mandatory ‘Mathematics for Technicians’ for 
BTEC National Certificate and National Diploma in 
Engineering, NQF Level 3 – Chapters 7-10, 14-17, 
19, 20-23, 25-27, 31, 32, 34 and 35 are needed 
and, in addition, Chapters 1-6, 11 and 12 are helpful 
revision for this module. 

* Basic mathematics for a wide range of introduc- 
tory/access/foundation mathematics courses. 

e GCSE revision and for similar mathematics courses 
in English-speaking countries worldwide. 


Basic Engineering Mathematics 5th Edition provides a 
lead into Engineering Mathematics 6th Edition. 

Each topic considered in the text is presented in a 
way that assumes in the reader little previous know- 
ledge of that topic. Each chapter begins with a brief 
outline of essential theory, definitions, formulae, laws 
and procedures; however, these are kept to a minimum 


as problem solving is extensively used to establish and 
exemplify the theory. Itis intended that readers will gain 
real understanding through seeing problems solved and 
then solving similar problems themselves. 

This textbook contains some 750 worked problems, 
followed by over 1550 further problems (all with 
answers at the end of the book) contained within some 
161 Practice Exercises; each Practice Exercise fol- 
lows on directly from the relevant section of work. In 
addition, 376 line diagrams enhance understanding of 
the theory. Where at all possible, the problems mirror 
potential practical situations found in engineering and 
science. 

Placed at regular intervals throughout the text are 
14 Revision Tests (plus another for the website 
chapters) to check understanding. For example, Revi- 
sion Test 1 covers material contained in Chapters 1 
and 2, Revision Test 2 covers the material contained 
in Chapters 3—5, and so on. These Revision Tests do 
not have answers given since it is envisaged that lec- 
turers/instructors could set the tests for students to 
attempt as part of their course structure. Lecturers/in- 
structors may obtain a complimentary set of solu- 
tions of the Revision Tests in an Instructor’s Manual, 
available from the publishers via the internet — see 
http://www.booksite.elsevier.com/newnes/bird. 

At the end of the book a list of relevant formulae con- 
tained within the text is included for convenience of 
reference. 

The principle of learning by example is at the heart of 
Basic Engineering Mathematics 5th Edition. 


JOHN BIRD 

Royal Naval School of Marine Engineering 
HMS Sultan, formerly University of Portsmouth 
and Highbury College, Portsmouth 
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Chapter 1 


Basic arithmetic 


1.1 Introduction 


Whole numbers are called integers. +3, +5 and +72 
are examples of positive integers; —13, —6 and —51 
are examples of negative integers. Between positive 
and negative integers is the number 0 which is neither 
positive nor negative. 

The four basic arithmetic operators are add (--), subtract 
(—), multiply (x) and divide (+). 

It is assumed that adding, subtracting, multiplying and 
dividing reasonably small numbers can be achieved 
without a calculator. However, if revision of this area 
is needed then some worked problems are included in 
the following sections. 

When unlike signs occur together in a calculation, the 
overall sign is negative. For example, 


3-(-4-3--4-3-4--1 
апа 


(+5) x (-2) = –10 


Like signs together give an overall positive sign. For 
example, 


3-(-4443--4-3-4-17 
and 
(-6) x (-4) = +24 


1.2 Revision of addition and 


subtraction 


You can probably already add two or more numbers 
together and subtract one number from another. How- 
ever, if you need a revision then the following worked 
problems should be helpful. 


DOI: 10.1016/B978- 1-856 17-697-2.00001-6 


Problem 1. Determine 735 + 167 


HTU 
T33 
+167 


902 


11 


(1) 5+7 = 12. Place 2 in units (U) column. Carry 1 
in the tens (T) column. 


Gi) 3+6+1 (carried) = 10. Place the 0 in the tens 
column. Carry the | in the hundreds (H) column. 


(іі) 7+1+1 (carried) = 9. Place the 9 in the hun- 
dreds column. 


Hence, 735 + 167 = 902 


Problem 2. Determine 632 — 369 


HTU 
632 
-369 


263 


(i) 2-—9 is not possible; therefore ‘borrow’ 1 from 
the tens column (leaving 2 in the tens column). In 
the units column, this gives us 12 — 9 = 3. 


(ii) Place 3 in the units column. 


(1) 2-6 is not possible; therefore ‘borrow’ 1 from 
the hundreds column (leaving 5 in the hun- 
dreds column). In the tens column, this gives us 
12-6-б6. 


(iv) Place the 6 in the tens column. 
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(v) 5-3-2. 
(vi) Place the 2 in the hundreds column. 


Hence, 632 — 369 = 263 


Problem 3. Add 27, —74, 81 and —19 


This problem is written as 27 — 74 + 81 — 19. 


Adding the positive integers: 


Sum of positive integers is 


Adding the negative integers: 


Sum of negative integers is 


Taking the sum of the negative integers 
from the sum of the positive integers gives 


Thus, 27 — 74 +81 — 19 = 15 


Problem 4. Subtract —74 from 377 


This problem is written as 377 — —74. Like signs 


together give an overall positive sign, hence 


aj ==74=3774 74 377 
4 74 


451 


Thus, 377 — —74 2 451 


Problem 5. Subtract 243 from 126 


The problem is 126 — 243. When the second number is 
larger than the first, take the smaller number from the 


larger and make the result negative. Thus, 


126 — 243 = — (243 — 126) 243 
—126 


117 


Thus, 126 — 243 = —117 


Problem 6. Subtract 318 from —269 


The problem is —269 — 318. The sum of the negative 
integers is 


269 
+318 
587 


Thus, —269 — 318 = —587 


Now try the following Practice Exercise 


Practice Exercise 1 Further problems on 
addition and subtraction (answers on 
page 340) 


In Problems 1 to 15, determine the values of the 
expressions given, without using a calculator. 


1. 67kg—82kg+34kg 

73m —57m 

851 mm — 372mm 

124 — 2773 -- 481 — 398 

£927 —£114+ £182 — £183 — £247 
647 — 872 

2417 — 487 + 2424 — 1778 — 4712 
—38419 — 2177 + 2440 — 799 + 2834 


£2715 — £18250+ £11471 — £1509 + 
£113274 


10 ЕСЕТА — (23) 
ЇЇ! 8135 05674) 

12) 3151 — ©2763) 
13. 4872g— 4683р 
14. —23148 — 47724 
15. $53774 — $38441 


99 69 cl 5 go so $9 Bo 


16. Holes are drilled 35.7 mm apart in a metal 
plate. If a row of 26 holes is drilled, deter- 
mine the distance, in centimetres, between 
the centres of the first and last holes. 


17. Calculate the diameter d and dimensions A 
and B for the template shown in Figure 1.1. 
All dimensions are in millimetres. 
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110 


ь 


50 38 
120 


Figure 1.1 


1.3 Revision of multiplication and 


division 


You can probably already multiply two numbers 
together and divide one number by another. However, if 
you need a revision then the following worked problems 
should be helpful. 


Problem 7. Determine 86 x 7 


HTU 
8 6 
x 7 


602 


4 


(i) 7х6--42. Place the 2 in the units (U) column 
and ‘carry’ the 4 into the tens (T) column. 


Gi) 7x 8= 56; 56 + 4 (carried) = 60. Place the 0 in 
the tens column and the 6 in the hundreds (H) 
column. 


Hence, 86 x 7 = 602 

A good grasp of multiplication tables is needed when 
multiplying such numbers; a reminder of the multipli- 
cation table up to 12 x 12 is shown below. Confidence 
with handling numbers will be greatly improved if this 
table is memorized. 


Problem 8. Determine 764 x 38 


764 
х 38 
6112 
22920 


29032 


Multiplication table 
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(i) 8 x 4=32. Place the 2 in the units column and 
carry 3 into the tens column. 


(бі) 8 x 6=48; 48 +3 (carried) = 51. Place the | in 
the tens column and carry the 5 into the hundreds 
column. 


(1) 8 x 7=56;56+5 (carried) = 61. Place | inthe 
hundreds column and 6 in the thousands column. 


(iv) Place 0 in the units column under the 2. 


(v) 3x4= 12. Place the 2 in the tens column and 
carry | into the hundreds column. 


(vi) 3x 6=18; 18+ 1 (carried) = 19. Place the 9 in 
the hundreds column and carry the | into the 
thousands column. 


(vii) 3х7= 21; 21+ 1 (carried) = 22. Place 2 inthe 
thousands column and 2 in the ten thousands 
column. 


(viii) 6112 4- 22920 = 29032 


Hence, 764 х 38 -- 29032 

Again, knowing multiplication tables is rather important 
when multiplying such numbers. 

It is appreciated, of course, that such a multiplication 
can, and probably will, be performed using a calculator. 
However, there are times when a calculator may not be 
available and it is then useful to be able to calculate the 
‘long way’. 


Problem 9. Multiply 178 by —46 


When the numbers have different signs, the result will 
be negative. (With this in mind, the problem can now 
be solved by multiplying 178 by 46). Following the 
procedure of Problem 8 gives 


178 
x 46 


1068 
7120 


8188 


Thus, 178 x 46 = 8188 and 178 x (—46) = —8188 


Problem 10. Determine 1834 — 7 


262 


7)1834 


(i) 7 into 18 goes 2, remainder 4. Place the 2 above 
the 8 of 1834 and carry the 4 remainder to the 
next digit on the right, making it 43. 


(i) 7 into 43 goes 6, remainder 1. Place the 6 above 
the 3 of 1834 and carry the 1 remainder to the 
next digit on the right, making it 14. 


(iii) 7 into 14 goes 2, remainder 0. Place 2 above the 
4 of 1834. 


1834 
Hence, 1834 — 7 = 1834/7 = a = 262. 


The method shown is called short division. 


Problem 11. Determine 5796 — 12 


483 


12)5796 


48 
99 


(i) 12 into 5 won't go. 12 into 57 goes 4; place 4 
above the 7 of 5796. 


(i) 4x 12 = 48; place the 48 below the 57 of 5796. 
(1) 57-48--9. 
(iv) Bring down the 9 of 5796 to give 99. 
(v) 12 into 99 goes 8; place 8 above the 9 of 5796. 
(vi) 8 x 12 = 96; place 96 below the 99. 
(vii) 99 —96 = 3. 
(viii) Bring down the 6 of 5796 to give 36. 
(ix) 12into 36 goes 3 exactly. 
(x) Place the 3 above the final 6. 
(xi) Place the 36 below the 36. 
(хи) 36—36 = 0. 


5796 
Непсе, 5796 — 12 = 5796/12 = p 483. 


The method shown is called long division. 
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Now try the following Practice Exercise 


Practice Exercise 2 Further problems on 
multiplication and division (answers on 
page 340) 


Determine the values of the expressions given in 
problems 1 to 9, without using a calculator. 


1. (3)78 x 6 (b) 124 x 7 

2. (a)£261 x 7 (b) £462 x 9 

3. (a)783kg x 11 (b) 73kg x 8 

4. (a)27mm x 13 (b) 77 mm x 12 

5. (a)448 x 23 (b) 143 x (—31) 

6. (а)288ш--6 (b) 979 m — 11 
1813 896 

7. (a) Um (b) TTA 

8. (a) T (b) 15900 + 15 

9. (a) шы (b) 46858 + 14 


10. А screw has a mass of 15 grams. Calculate, 
in kilograms, the mass of 1200 such screws 
(1 Ко = 10006). 


Highest common factors апа 


lowest common multiples 


When two or more numbers are multiplied together, the 
individualnumbers are called factors. Thus, a factoris a 
number which divides into another number exactly. The 
highest common factor (HCF) is the largest number 
which divides into two or more numbers exactly. 

For example, consider the numbers 12 and 15. 

The factors of 12 are 1, 2, 3, 4, 6 and 12 (i.e. all the 
numbers that divide into 12). 

The factors of 15 are 1, 3, 5 and 15 (i.e. all the numbers 
that divide into 15). 

1 and 3 are the only common factors; i.e., numbers 
which are factors of both 12 and 15. 

Hence, the HCF of 12 and 15 is 3 since 3 is the highest 
number which divides into both 12 and 15. 

A multiple is a number which contains another number 
an exact number of times. The smallest number which 


is exactly divisible by each of two or more numbers is 
called the lowest common multiple (LCM). 

For example, the multiples of 12 are 12, 24, 36, 48, 
60, 72,... and the multiples of 15 are 15, 30, 45, 
60, 75,... 

60 is acommon multiple (i.e. a multiple of both 12 and 
15) and there are no lower common multiples. 

Hence, the LCM of 12 and 15 is 60 since 60 is the 
lowest number that both 12 and 15 divide into. 

Here are some further problems involving the determi- 
nation of HCFs and LCMs. 


Problem 12. Determine the HCF of the numbers 
12, 30 and 42 


Probably the simplest way of determining an HCF is to 
express each number in terms of its lowest factors. This 
is achieved by repeatedly dividing by the prime numbers 
2, 3, 5, 7, 11, 13, ... (where possible) in turn. Thus, 


The factors which are common to each of the numbers 
are 2 in column 1 and 3 in column 3, shown by the 
broken lines. Hence, the HCF is 2 x 3; i.e., 6. That is, 
6 is the largest number which will divide into 12, 30 
and 42. 


Problem 13. Determine the HCF of the numbers 
30, 105, 210 and 1155 


Using the method shown in Problem 12: 


The factors which are common to each of the numbers 
are 3 in column 2 and 5 in column 3. Hence, the HCF 
153 х 5 = 15. 


Problem 14. Determine the LCM of the numbers 
12, 42 and 90 
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The LCM is obtained by finding the lowest factors of 
each of the numbers, as shown in Problems 12 and 13 
above, and then selecting the largest group of any of the 
factors present. Thus, 


The largest group of any of the factors present is shown 
by the broken lines and are 2 x 2in 12, 3 x 3in 90, 5 in 
90 and 7 in 42. 

Hence, the LCM is2 х2х3х3х5 х7 = 1260 and 
is the smallest number which 12, 42 and 90 will all 
divide into exactly. 


Problem 15. Determine the LCM of the numbers 
150, 210, 735 and 1365 


Using the method shown in Problem 14 above: 


21022 x3 x5 х 7 
735 = 3x5 


1365 - 


Hence, the LCM is 2x3x5x5x7x7x13= 
95550. 


Now try the following Practice Exercise 


Practice Exercise 3 Further problems on 
highest common factors and lowest common 
multiples (answers on page 340) 


Find (a) the HCF and (b) the LCM of the following 
groups of numbers. 


13985512 A (90. 1/2) 

37 50) 7.0 4. 270, 900 

5. 6, 10, 14 6. 12, 30, 45 

7. 10, 15, 70, 105 8. 90, 105, 300 
9. 196, 210,462,910 10. 196, 350, 770 


1.5 Order of precedence and brackets 


1.5.1 Order of precedence 


Sometimes addition, subtraction, multiplication, divi- 
sion, powers and brackets may all be involved in a 
calculation. For example, 


$—3344202454345)-3^ 


This is an extreme example but will demonstrate the 
order that is necessary when evaluating. 

When we read, we read from left to right. However, 
with mathematics there is a definite order of precedence 
which we need to adhere to. The order is as follows: 


Brackets 

Order (or pOwer) 
Division 
Multiplication 
Addition 
Subtraction 


Notice that the first letters of each word spell BOD- 
MAS, a handy aide-mémoire. Order means pOwer. For 
example, 4?—4x4- 16. 
5-3х4-24-(3--5)-32 is 
follows: 


evaluated as 


5—33x44244(45)-3* 


-5-2х4--24--8-32 (Bracket is removed and 


3 + 5 replaced with 8) 
-5-3х4-24-8-9 (Order means pOwer; in 


this case, 32-3х3- 9) 


-5-3х4-3-9 (Division: 24 + 8 = 3) 
-5-12-3-9 (Multiplication: — 3 x 4 = —12) 
-8-12-9 (Addition: 5 + 3 = 8) 
--13 (Subtraction: 8 — 12 — 9 = —13) 


In practice, it does not matter if multiplication is per- 
formed before division or if subtraction is performed 
before addition. What is important is that the pro- 
cess of multiplication and division must be completed 
before addition and subtraction. 


1.5.2 Brackets and operators 


The basic laws governing the use of brackets and 
operators are shown by the following examples. 


Basic arithmetic 7 


(е) 


(f) 


(g) 


2--3--3--2; ie. the order of numbers when 
adding does not matter. 


2х3=3 х 2; i.e., the order of numbers when 
multiplying does not matter. 


24+ (34-4) = (2+3) +4; 1.е., the use of brackets 
when adding does not affect the result. 


2x (3 x 4) = (2 x 3) x 4; i.e., the use of brackets 
when multiplying does not affect the result. 


2х (3+4) = 2(3 +4) =2х3+2 х 4; ie, а 
number placed outside of а bracket indicates 
that the whole contents of the bracket must be 
multiplied by that number. 


(24-3)(4 4-5) = (5)(9) = 5 х9 = 45; ie. adja- 
cent brackets indicate multiplication. 

2[3 + (4 x 5)] = 2[3 +20] = 2 x 23 = 46; i.e., 
when an expression contains inner and outer 


brackets, the inner brackets are removed 
first. 


Here are some further problems in which BODMAS 
needs to be used. 


Problem 16. Find the value of 6 4- 4 — (5 — 3) 


The order of precedence of operations is remembered 
by the word BODMAS. Thus, 


6--4-(5-3)--6--4--2 (Brackets) 
=6+2 (Division) 
-8 (Addition) 


Problem 17. Determine the value of 
13-2х3-14-42--5) 


13—2x3+14+(2+5)=13-2x3+14+7 (B) 


-13-2х3-2 (D) 
= 13-642 (M) 
= 15-6 (A) 
= (S) 


Problem 18. Evaluate 
16 —(2 4- 6) +18[3 + (4 x 6) — 21] 


16— (2+6) + 18[3 + (4 x 6) — 21] 
= 16-— (2+6) + 18[3 + 24— 21] (B: inner bracket 


is determined first) 


= 16+8+18 x6 (B) 
-2-18х6 Ф) 
=2+ 108 (M) 
=110 (A) 


Note that a number outside of a bracket multiplies all 
that is inside the brackets. In this case, 


18[3 4-24 — 21] = 18[6], which means 18 x 6 = 108 


Problem 19. Find the value of 


340 x74 соо) 
(14=8) 
B-AQxD TO an-A 144+ 2 (B) 
-23-4х14-6 (D) 
—23— 564-6 (M) 
= 29 — 56 (A) 
-T (S) 


Problem 20. Evaluate 


3+ (92-32) +23 


IS dor 2) <7 = Il 


3+4,/(5? — 32) +23 


+ 
1--(4х6)--(3х4) 3х44-8-32-1 


15-3-2х7-1 


+ 
1--(4х6)--(3х4) 3x444-8—3241 


Е 15:232571 
714-24-12: 3x24+8-9+1 


Эгэл. 5-2х7-1 
1+2 3х2-8-9-1 


15 5-14-1 


3--44-8 
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Now try the following Practice Exercise 


Practice Exercise 4 Further problems on 8. EDEN) 
order of precedence and brackets (answers 411-6)--(3-8) 
оп раде 340) о 049х6)-3-2-2 
Evaluate (һе following expressions. |^ 3х6-(4-9)-32--5 
1. 14+3x15 7 (4 x 32424) -5--9 x3 
28:(7:12:1 i 2х32-15--3 
3. 86+24+ (14-2) 2427+34+12+2-37 
4772251:::1255| ae ee 
5. 63-8(14--2)--26 11 1--/25-3х2-8--2 

40 MENS 
6022-6807) 3x4- (2) +1 

50— 14 4х2-7х2)-11 
ТУ; 60-1% 7046-7-7 шоог 


3 «912202023 


2.1 Introduction 


A mark of 9 out of 14 in an examination may be writ- 


9 9 
ten as 14 9! 9/14. 14 is an example of a fraction. The 


number above the line, i.e. 9, is called the numera- 
tor. The number below the line, i.e. 14, is called the 
denominator. 

When the value of the numerator is less than the 
value of the denominator, the fraction is called a 


9 
proper fraction. 14 is an example of a proper 


fraction. 
When the value ofthe numerator is greater than the value 
of the denominator, the fraction is called an improper 


D5 . : 
fraction. — is ап example of an improper fraction. 
A mixed number is a combination of a whole number 


and a fraction. 2- is an example of a mixed number. In 


5 1 
fact, - =2-. 
2 2 
There are a number of everyday examples in which 


fractions are readily referred to. For example, three 
people equally sharing a bar of chocolate would have 


1 
= each. A supermarket advertises = off a six-pack of 
beer; if the beer normally costs £2 then it will now 


cost £1.60. — of the employees of a company are 


women; if the company has 48 employees, then 36 are 
women. 

Calculators are able to handle calculations with frac- 
tions. However, to understand a little more about frac- 
tions we will in this chapter show how to add, subtract, 
multiply and divide with fractions without the use of a 
calculator. 


DOI: 10.1016/B978- 1-856 17-697-2.00002-8 


Chapter 2 


Fractions 


Problem 1. Change the following improper 
fractions into mixed numbers: 


28 


(o 


9 D 
(95, ІШТЕ 5 


9 9 
(а) 2 means 9 halves апа 2 =9+2, апа9--2--4 
and 1 half, i.e. 


ae (еі 
2 2 


13 13 
(b) а means 13 quarters and ze 13--4, and 
13 —4 = 3 and 1 quarter, i.e. 
13 . 1 


3- 
4 74 


28 28 
(с) 5 means 28 fifths and == 28 — 5,апа28 — 5 = 
5 and 3 fifths, i.e. 


3 
t mS. 
5 5 


Problem 2. Change the following mixed numbers 
into improper fractions: 


E 7 3 


3 3 
(a) 21 means 5 + i 5 contains 5 x 4 = 20 quarters. 
3 
Thus, 27 contains 20 + 3 = 23 quarters, 1.6. 


3 23 
54774 
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3 
The quick way to change 5— into an improper 


. , 4x543 23 
fraction is ————— = —. 
4 
7 9х1-7 16 
b 1--, LL 
(5) 9 9 9 
3 7х2-3 17 
(nog seem, E 
7 7 7 


Problem 3. Ina school there are 180 students of 
which 72 are girls. Express this as a fraction in its 
simplest form 


The fraction of girls is ЦЭ 
Dividing both the numerator and denominator by the 
lowest prime number, i.e. 2, gives 
72 36 
180 90 
Dividing both the numerator and denominator again by 
2 gives 
72 36 18 
180 90 45 
2 will not divide into both 18 and 45, so dividing both the 


numerator and denominator by the next prime number, 
i.e. 3, gives 


180 90 45 15 
Dividing both the numerator and denominator again by 
3 gives 
72 36 18 6 
180 90 45 15 5 


2 
о 1805 in its simplest form. 


2 
Thus, 5 of the students аге girls. 


2.2 Adding and subtracting fractions 


When the denominators of two (or more) fractions to 
be added are the same, the fractions can be added ‘on 
sight’. 

7 3 1 4 


ep 4-4 
= — ап = —. 
9::9:-9 8 8 8 


In the latter example, dividing both the 4 and the 8 by 


For example, 


4 1 
4 gives 4-2 which is the simplified answer. This is 


called cancelling. 


Addition and subtraction of fractions is demonstrated 
in the following worked examples. 


1 fl 
Problem 4. Simplify 3 Jr 2 


(i) Make the denominators the same for each frac- 
tion. The lowest number that both denominators 
divide into is called the lowest common multiple 
or LCM (see Chapter 1, page 5). In this example, 
the LCM of 3 and 2 is 6. 


(1) 3 divides into 6 twice. Multiplying both numera- 


tor and denominator of 3 by 2 gives 


09-09 


(iii) 2 divides into 6, 3 times. Multiplying both numer- 


ator and denominator of 2 by 3 gives 


1 3 Е 
2 6 Е 
(iv) Hence, 
1,1 23 5 " Е 
3 2 6 6 6 m 


221 
Problem 5. Simplify — — — 
roblem шит, 16 


(i) Make the denominators the same for each frac- 
tion. The lowest common multiple (LCM) of 4 
and 16 18 16. 


(ii) 4 divides into 16, 4 times. Multiplying both 


numerator and denominator of 4 by 4 gives 


7 
(11) 16 already has a denominator of 16. 


(iv) Hence, 


3 7 12 7 5 


4 16 16 16 416 


20 
Problem 6. Simplify 45 —1- 


2 1. 2 1 20 
4--1- is the same as 1(4-1-11- | which is the 
3 6 j) ( ) 


2 1 
same as (4+ 2) - (1+ 5) which is the same as 


3 6 


a i which is the same as таг” which 


3 
is th 345 1 342 T 
is the same as = = 
6 6 6 2 
Th 2 i 3l 
us, 4- — 1- —3- 
3 6 2 


1 3 
Problem 7. Evaluate 5 - 52 


1! 53 7+! as 741 5 
SS E 8 7) 8 


"27:11 
8 7 56 
ышы ap cL 

56 56 56 


112 17 112-17 95 139 
56 56 56 56 56 


Problem 8. Determine the value of 


42 3112 
ve? unas 
42 3442.8 ТЕТЕ : ша 
8 a 5 8 4 5 
5x5—10x1-4-8x2 
314 
40 
225-10-16 
B 40 
31-31 
"040 


Fractions 


Now try the following Practice Exercise 


PracticeExercise5 Introduction to 
fractions (answers on page 340) 


15 
1. Change the improper fraction = into a 


mixed number. 


37 
2. Change the improper fraction z into a 


mixed number. 


4 
3. Change the mixed number 25 into an 


improper fraction. 


7 
4. Change the mixed number 84 into an 


improper fraction. 


5. A box contains 165 paper clips. 60 clips 
are removed from the box. Express this as 
a fraction in its simplest form. 


6. Order the following fractions from the small- 
est to the largest. 


078/7255 
7. Atraining college has 375 students of which 
120 are girls. Express this as a fraction in its 
simplest form. 


Evaluate, in fraction form, the expressions given in 
Problems 8 to 20. 


П 2 5 A 

B. -аь- QUE 25 
gus 6 15 
12222 ТАЧ 

ПО = ОЕ м 
21% 16 4 
2733 2 1.2 

12:55 ope gee tue 
и 9 713 
2224 ШАР они 5 

454221240 02-00 
35 3 > 2 379 
3 3 5 2 

П c ec Ї 22202 
B 827235 

18 102 82 19 з! А12 

522 CC 787% 


20S 3- 
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2.3 Multiplication and division of 


fractions 


2.3.1 Multiplication 


To multiply two or more fractions together, the numer- 
ators are first multiplied to give a single number 
and this becomes the new numerator of the com- 
bined fraction. The denominators are then multiplied 
together to give the new denominator of the combined 
fraction. 


E i 2 4 2x4 8 
or example, 2Х75-35,75 2) 


2 
Problem 9. Simplify 7 x 5 


7 2 7х2 14 4 
7Х---х-- - -2 
5 1 5 1х5 5 5 


1 
Problem 10. Find the value of 5 х — 


Dividing numerator and denominator by 3 gives 


l4 1x14 
5 7x5 


Dividing numerator and denominator by 7 gives 


1x14 1x2 2 
7x5 1x5 5 


This process of dividing both the numerator and denom- 
inator of a fraction by the same factor(s) is called 
cancelling. 


3 4 
Problem 11. Simplify 5 x 9 


by cancelling 
3 


3 1 
Problem 12. Evaluate 1= х2- x 3= 
roblem шиг 


Mixed numbers must be expressed as improper Їгас- 
tions before multiplication can be performed. Thus, 


оо. 53 : 6,1 " 213 
5773777 NS 5 з 3 7 7 


8 7 24 8х1х8 64 

“ага х 5 

-12- 

ЕСЕК Жегі 2 3 
Problem 13. Биш 214 x27 


Тһе mixed numbers need to be changed to improper 
fractions before multiplication can be performed. 


1 2 3 16 5 1 
3- xl- х 2- = х = х 
5 3 4 5 3 4 
_4 1 2 li 
талатз у cancelling 
4х1х11 44 2 
1x3x1 3 3 


2.3.2 Division 


The simple rule for division is change the division 
sign into a multiplication sign and invert the second 
fraction. 


2 
For example, 3^ = – х – = 


2006 
Problem 14. Simplify = — — 


7:282] 
8 3. 91. ^3; "3 Я 
: = — х — = — x — by cancelling 
7 21 7 8 1 8 
3x3 9 i 
“1x8 8 8 
Я 3) 1 
Problem 15. Find the value of 5 5 = 13 


The mixed numbers must be expressed as improper 
fractions. Thus, 


3 .,1. 28 2 .28 3 14 3 42 


2 37773 
Problem 16. Simplify 3- х1---2- 
roblem 16. Simpli Ў 21127 
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Mixed numbers must be expressed as improper fractions 
before multiplication and division can be performed: 


2 3 3 11 7 11 11 7 4 
3-х1-- = х = = = х= х 
3 4 4 3 4 4 3 4 11 
ee lli 
= — — ——— by cancellin 
3x1xl y в 
7 1 
= 2) — 
3 3 


Now try the following Practice Exercise 


PracticeExercise6 Multiplying and 
dividing fractions (answers on page 340) 


Evaluate the following. 


Le 29 23 uu 
S y 9 
B 8 ONES 
J Sx цэ 
21 22: 
Ши 3 7 2 
э = == 6. = х= х1- 
35 8 J9 7/ 
13 7 4 1 3 5) 
үгт ос 8 -х--хі-- 
17 11 39 ан! 39 
Он 27 5 
OL. m 10. 2—— 
O0 8 64 
3 5 3 4 
j| ee 12. ——1- 
8 32 4 5 
1 2 1 5 
92: 2—x i= 14. 1---2- 
4 3 3 9 
4 7 2 
15 Re 16. 2222 
5 10 4 3 
1 1 1 2 
17. MS 18. ate cs 
9 4 B 4 5 13 


1 
19. A ship’s crew numbers 105, of which 7 аге 


1 
women. Of the men, - are officers. How 


many male officers are on board? 


20. If a storage tank is holding 450 litres when 
it is three-quarters full, how much will it 
contain when it is two-thirds full? 


21. Three people, P, Q and R, contribute to a 
fund. P provides 3/5 of the total, Q pro- 
vides 2/3 of the remainder and R provides 
£8. Determine (a) the total of the fund and 
(b) the contributions of P and Q. 


22. Atank contains 24,000 litres of oil. Initially, 
7 
10 of the contents are removed, then — of 


the remainder is removed. How much oil is 
left in the tank? 


Order of precedence with 


fractions 


As stated in Chapter 1, sometimes addition, subtraction, 
multiplication, division, powers and brackets can all be 
involved in a calculation. A definite order of precedence 
must be adhered to. The order is: 


Brackets 

Order (or pOwer) 

Division 

Multiplication 

Addition 

Subtraction 
This is demonstrated in the following worked problems. 
3 4 
S mcs 


7 
Problem 17. Simplify — — 
20 8 5 


7 3 4 7 3xl 1 
Х-- by cancelling (M) 
20 8 5 20 2x5 


7 3 
520710 ин 
7 6 
720 20 
1 
257 (5) 
l i 5 9 
Problem 18. а= СЫТ 
LE 0 1.10 5.9 
4 5 8 10 4 5 8 10 
ho a ir banca 
4 1 8 10 
1 Ill 9 
“478710 ын 
1x10 11х5 9x4 
“4х10 8x5 10x4 


(since the LCM of 4, 8 and 10 is 40) 
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| 10 INE 
740 40 40 
10-55--36 
LL A/S 
40 es) 
229 

740 


Problem 19. Simplify 


5 oa gee Jo 2 (B) 
- : х 
2 5х4 4х5 8 3 
5 8 15 5 2 
= : B 
2 (552) (553) (B) 
5 23 5 1 . 
"ат. (5 х 5) by cancelling (B) 
Эс 29. 5 
mr (B) 
2 20 12 
2 12 
S e (D) 
2 20 5 
5 23- 3 
=3 75 * 3 Py cancelling 
5 69 
----- М 
2. 25 s 
5x25 69x2 
- - (S) 
2x25 25x2 
125 138 
= - (8) 
50 50 
213 
50 
Problem 20. Evaluate 
Цаг 41 33 "s 4 1 
22372077 52 
1 Ё 41 42 ia. 4 1 
о : 
2 4 S S 2 
1 #1243 4 1 (B) 
= о Р 
3 4 5 2 
1 7, 19 4 1 (0) 
--х : 
3 4 5 5 2 


(Note that the ‘of’ is replaced with a 
multiplication sign.) 


e та. 16 3 1 (D) 
3 4 5 4 2 

= : "Em x I ay cancelling 
з 4 

EE mu 
12 1 2 
7 48 6 

рр (A/S) 
49 

ші >; 
1 

ni: 

Now try the following Practice Exercise 
Practice Exercise7 Order of precedence 
with fractions (answers on page 340) 
Evaluate the following. 

ple е 
QUSS 27 2 47 27 
сг 
Ds iy 8 5 3-9 4 
5. 205 but. 
о д 0-6 9 
6. 5 (5 5) (253) 
5 3 50) 6 2 
7 sof (45 53) (3553) : 
2 5 10 3153 5 
65 x 12-3 
Qu me 
CE5 
9 ee ee 
3 DS 
10. 226 шоог 
tS Sana 15 
d TUN 
її. 2 
eel 
82 


1 1 
1223 of | 2 2 12 541251: : 
13 10 5 3 3 4 


Revision Test 1 : Basic arithmetic and fractions 


This assignment covers the material contained in Chapters | and 2. The marks available are shown in brackets at the 
end of each question. 


1? 


7; 
8. 


9 


Evaluate 

1009 cm — 356cm — 742 cm + 94 cm. (3) 
Determine £284 x 9. (3) 
Evaluate 

(a) —11239 — (—4732) 4- 9639 

(b) —164 x —12 

(c) 367 x —19 (6) 
Calculate (а) $153 —9 (b) 13970-11 (4) 


A small component has a mass of 27 grams. 
Calculate the mass, in kilograms, of 750 such 
components. (3) 


Find (a) the highest common factor and (b) the 
lowest common multiple of the following num- 


bers: 15 40 75 120. (7) 
Evaluate the expressions in questions 7 to 12. 
1-20-95) (3) 
147 —2104 —3) + 31 (3) 
40+(1+4)+7[8+ (3 x 8) - 27] (5) 
(-3)2-5) 
(3) 


10. 


БОРОО) 


(1-4х5)-3-6-2 
2х4-(5-8)-22--3 


(5) 


(42х58) 3 +9х 8 
4х 3220-5 


(5) 


ЦЭ, 


14. 


157 


16. 


ІШЕ 


18. 


Simplify 
3 7 
Е 
5 1 5 
рт? 8 
(5) 1722275 (8) 


А training college has 480 students of which 150 
are girls. Express this as a fraction in its simplest 
form. (2) 


7 
A tank contains 18 000 litres of oil. Initially, 10 of 


the contents are removed, then 5 of the remainder 


is removed. How much oil is left in the tank? (4) 


Evaluate 

75 3 3 

J| cao e 
Ооз 
(b) 23 : 1 

СН: 
(с) ТЕ 21 2 (10) 
c) 1-х2--- 

3 B 55) 
Calculate 

i 2 i 2.4 
(a) x ---- 


ыг 211 
х 
5 2 3 


3.1 Introduction 


The decimal system of numbers is based on the digits 
0 to 9. 

There are anumber of everyday occurrences in which we 
use decimal numbers. For example, a radio is, say, tuned 
to 107.5 MHz FM; 107.5 is an example of a decimal 
number. 

In a shop, a pair of trainers cost, say, £57.95; 57.95 is 
another example of a decimal number. 57.95 is a decimal 
fraction, where a decimal point separates the integer, i.e. 
57, from the fractional part, i.e. 0.95 


57.95 actually means (5 x 10) + (7 x 1) 


alis 34527 
* 10 Х 100 


3.2 Converting decimals to fractions 


and vice-versa 


Converting decimals to fractions and vice-versa is 
demonstrated below with worked examples. 


Problem 1. Convert 0.375 to a proper fraction in 
its simplest form 


: . 0.375 x 1000, 
(i) 0.375 ps written as — 1000 00 
0.375 — 1000 
(i) Dividing both numerator and denominator by 5 
gives = — 
1000 200 


DOI: 10.1016/B978-1-85617-697-2.00003-X 


Decimals 


(ii) Dividing both numerator and denominator by 5 


again gives 20040 
(iv) Dividing both numerator and denominator by 5 
1 


5 
again gives 405 


Since both 3 and 8 are only divisible by 1, we cannot 
‘cancel’ any further, so 5 is the ‘simplest form’ of the 
fraction. 

Hence, the decimal fraction 0.375 = 5 as a proper 
fraction. 


Problem 2. Convert 3.4375 to a mixed number 


: . 0.4375 x 10000 , 
(i) 0.4375 may be written as — 10000 . i.e. 
4375 

10000 


(1) Dividing both numerator and denominator by 25 
4375 175 


10000 400 


(ii) Dividing both numerator and denominator by 5 
175 35 


0.4375 — 


gives 


(iv) Dividing both numerator and denominator by 5 
uou ЭЭ? 7 
again gives 205 8 
Since both 5 and 16 are only divisible by 1, we 
cannot ‘cancel’ any further, so 16 is the ‘lowest 
form’ of the fraction. 


7 
H , 0.4375 = — 
(v) ence 16 


7 
Thus, the decimal fraction 3.4375 — 316 as a mixed 
number. 


7 
Problem 3. Express 8 as a decimal fraction 


To convert a proper fraction to a decimal fraction, the 
numerator is divided by the denominator. 


0.87 5 


8)7.000 


(i) Sinto 7 will not go. Place the 0 above the 7. 


(i) Place the decimal point above the decimal point 
of 7.000 


(iii) 8 into 70 goes 8, remainder 6. Place the 8 above 
the first zero after the decimal point and carry the 
6 remainder to the next digit on the right, making 
it 60. 


(iv) 8 into 60 goes 7, remainder 4. Place the 7 above 
the next zero and carry the 4 remainder to the next 
digit on the right, making it 40. 


(v) 8 into 40 goes 5, remainder 0. Place 5 above the 
next zero. 


7 
Hence, the proper fraction im 0.875 as a decimal 


fraction. 
15 А 1 
Problem 4. Express 206 as a decimal fraction 


For mixed numbers it is only necessary to convert the 
proper fraction part of the mixed number to a decimal 
fraction. 


0.8125 


16)13.0000 


(i) 16 into 13 will not go. Place the 0 above the 3. 


(i) Place the decimal point above the decimal point 
of 13.0000 


(11) 161into 130 goes 8, remainder 2. Place the 8 above 
the first zero after the decimal point and carry the 
2 remainder to the next digit on the right, making 
it 20. 


(v) 16into 20 goes 1, remainder 4. Place the 1 above 
the next zero and carry the 4 remainder to the next 
digit on the right, making it 40. 


(v) 16into 40 goes 2, remainder 8. Place the 2 above 
the next zero and carry the 8 remainder to the next 
digit on the right, making it 80. 


Dedmals 17 


(vi) 16 into 80 goes 5, remainder 0. Place the 5 above 
the next zero. 


13 
(vii) Hence, Ta 0.8125 


1 
Thus, the mixed number 5 = 5.8125 as a decimal 
fraction. 


Now try the following Practice Exercise 


Practice Exercise 8 Converting decimals to 
fractions and vice-versa (answers on 
page 341) 


Convert 0.65 to a proper fraction. 
Convert 0.036 to a proper fraction. 


1. 
2* 
3. Convert 0.175 to a proper fraction. 
4. Convert 0.048 to a proper fraction. 
5 


Convert the following to proper fractions. 
(a) 0.65 (b) 0.84 
(d) 0.282 (e) 0.024 


Convert 4.525 to a mixed number. 


(c) 0.0125 


Convert 23.44 to a mixed number. 


Convert 10.015 to a mixed number. 


39 go 50 23 


Convert 6.4375 to a mixed number. 


10. Convert the following to mixed numbers. 


(a) 1.82 (b) 4.275 (c) 14.125 
C ses © 162л25 


5 
11. Express 8 as a decimal fraction. 
11 À 
12. Express OT as a decimal fraction. 
7 
13. Express 32 as a decimal fraction. 
3 : : 
14. Express u as a decimal fraction. 


9 
15. Express зээ a decimal fraction. 


Significant figures and decimal 


places 


A number which can be expressed exactly as a 
decimal fraction is called a terminating decimal. 
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For example, 


336 = 3.1825 is a terminating decimal 


A number which cannot be expressed exactly as a deci- 
mal fraction is called a non-terminating decimal. For 
example, 


15 = 1.7142857... is a non-terminating decimal 


The answer to a non-terminating decimal may be 
expressed in two ways, depending on the accuracy 
required: 


(a) correct to a number of significant figures, or 


(b) correct to a number of decimal places i.e. the 
number of figures after the decimal point. 


The last digit in the answer is unaltered if the next digit 
on the right is in the group of numbers 0, 1, 2, 3 or 4. 
For example, 


1.714285... — 1.714 correct to 4 significant figures 


— 1.714 correct to 3 decimal places 


since the next digit on the right in this example is 2. 
The last digit in the answer is increased by 1 if the next 
digit on the right is in the group of numbers 5, 6, 7, 8 or 
9. For example, 


1.7142857 ... = 1.7143 correct to 5 significant figures 


— 1.7143 correct to 4 decimal places 


since the next digit on the right in this example is 8. 


Problem 5. Express 15.36815 correct to 
(a) 2 decimal places, (Б) 3 significant figures, 
(с) 3 decimal places, (4) 6 significant figures 


(a) 15.36815 = 15.37 correct to 2 decimal places. 
(b) 15.36815 — 15.4 correct to 3 significant figures. 
(c) 15.36815 = 15.368 correct to 3 decimal places. 
(d) 15.36815 = 15.3682 correct to 6 significant 


figures. 


Problem 6. Express 0.004369 correct to 
(a) 4 decimal places, (Б) 3 significant figures 


(a) 0.004369 — 0.0044 correct to 4 decimal places. 


(b) 0.004369 — 0.00437 correct to 3 significant 
figures. 


Note that the zeros to the right of the decimal point do 
not count as significant figures. 


Now try the following Practice Exercise 


Practice Exercise 9 Significant figures and 
decimal places (answers on page 341) 


1. Express 14.1794 correct to 2 decimal places. 
2. Express 2.7846 correct to 4 significant figures. 
3. Express 65.3792 correct to 2 decimal places. 
4 


Express 43.2746 correct to 4 significant 
figures. 


a 


Express 1.2973 correct to 3 decimal places. 


6. Express 0.0005279 correct to 3 significant 
figures. 


3.4 Adding and subtracting decimal 


numbers 


When adding or subtracting decimal numbers, care 
needs to be taken to ensure that the decimal points 
are beneath each other. This is demonstrated in the 
following worked examples. 


Problem 7. Evaluate 46.8 + 3.06 + 2.4 + 0.09 
and give the answer correct to 3 significant figures 


The decimal points are placed under each other as 
shown. Each column is added, starting from the 
right. 


46.8 
3.06 
2.4 

+0.09 

52.35 
11:1 


G) 6+9= 15. Place 5 in the hundredths column. 
Carry | in the tenths column. 


(i) 8+0+4+0+1 (carried) = 13. Place the 3 in 
the tenths column. Carry the 1 into the units 
column. 


Gii) 6+3+2+0+1 (carried) = 12. Place the 2 in 
the units column. Carry the | into the tens column. 


(iv) 4+ (carried) = 5. Place the 5 in the hundreds 
column. 


Hence, 


46.8 + 3.06 + 2.4 + 0.09 = 52.35 


— 524, correct to 3 
significant figures 


Problem 8. Evaluate 64.46 — 28.77 and give the 
answer correct to 1 decimal place 


As with addition, the decimal points are placed under 
each other as shown. 


64.46 
-28.77 
35.69 


(i) 6—7 is not possible; therefore ‘borrow’ 1 from 
the tenths column. This gives 16 — 7 = 9. Place 
the 9 in the hundredths column. 


(i) 3-17 is not possible; therefore ‘borrow’ 1 from 
the units column. This gives 13 — 7 = 6. Place the 
6 in the tenths column. 


(ii) 3- 8 is not possible; therefore ‘borrow’ from the 
hundreds column. This gives 13 — 8 — 5. Place 
the 5 in the units column. 


(iv) 5—2 = 3. Place the 3 in the hundreds column. 
Hence, 
64.46 — 28.77 = 35.69 


= 35.7 correct to 1 decimal place 


Problem 9. Evaluate 312.64 — 59.826 — 79.66 4- 
38.5 and give the answer correct to 4 significant 
figures 


The sum of the positive decimal fractions 
= 312.64 + 38.5 = 351.14. 
The sum of the negative decimal fractions 


= 59.826 + 79.66 = 139.486. 
Taking the sum of the negative decimal fractions from 
the sum of the positive decimal fractions gives 


351.140 
—139.486 
211.654 


Hence, 351.140 — 139.486 = 211.654 = 211.7, cor- 
rect to 4 significant figures. 
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Now try the following Practice Exercise 


Practice Exercise 10 Adding and 
subtracting decimal numbers (answers on 
page 341) 


Determine the following without using a calcula- 
tor. 


1. Evaluate 37.69 + 42.6, correct to 3 signifi- 
cant figures. 


2. Evaluate 378.1 — 48.85, correct to 1 decimal 
place. 


3. Evaluate 68.92 -- 34.84 — 31.223, correct to 
4 significant figures. 


4. Evaluate 67.841 — 249.55 4- 56.883, correct 
to 2 decimal places. 


5. Evaluate 483.24 — 120.44 — 67.49, correct 
to 4 significant figures. 


6. Evaluate 738.22 —349.38 — 427.336 + 56.7779, 
correct to 1 decimal place. 


7. Determine the dimension marked x in the 
length of the shaft shown in Figure 3.1. The 
dimensions are in millimetres. 


82.92 
« >| 


27.41 ea X 34.67 
Т | 


Figure 3.1 


3.5 Multiplying and dividing decimal 


numbers 


When multiplying decimal fractions: 


(a) the numbers are multiplied as if they were integers, 
and 


(b) the position of the decimal point in the answer is 
such that there are as many digits to the right of 
it as the sum of the digits to the right of the dec- 
imal points of the two numbers being multiplied 
together. 


This is demonstrated in the following worked examples. 
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Problem 10. Evaluate 37.6 x 5.4 


376 
х54 
1504 

18800 
20304 


(1) 376 x 54 = 20304. 


(i) As there are 1 4- 1 —2 digits to the right of 
the decimal points of the two numbers being 
multiplied together, 37.6 x 5.4, then 


37.6 x 5.4 = 203.04 


Problem 11. Evaluate 44.25 = 1.2, correct to 
(a) 3 significant figures, (b) 2 decimal places 


44.25 
44.25 —-1.22 ——— 
1.2 


The denominator is multiplied by 10 to change it into an 
integer. The numerator is also multiplied by 10 to keep 
the fraction the same. Thus, 
4425 44.25 х10 442.5 
12 12x10 12 


The long division is similar to the long division of 
integers and the steps are as shown. 


36.875 


12)442.500 


(1) 12 into 44 goes 3; place the 3 above the second 
4 of 442.500 


(1) 3х 12=36; place the 36 below the 44 of 
442.500 


(ш) 44—36-8. 
(iv) Bring down the 2 to give 82. 


(v) 12 into 82 goes 6; place the 6 above the 2 of 
442.500 


(vi) 6x 12 = 72; place the 72 below the 82. 
(vii) 82—72 = 10. 
(уш) Bring down the 5 to give 105. 
(ix) 12 into 105 goes 8; place the 8 above the 5 of 
442.500 
(x) 8х 12 = 96; place the 96 below the 105. 
(xi) 105 —96 —9. 
(xii) Bring down the 0 to give 90. 
(xiii) 12 into 90 goes 7; place the 7 above the first 
zero of 442.500 
(xiv) 7 x 12 = 84; place the 84 below the 90. 
(ху) 90—84 = 6. 
(xvi) Bring down the 0 to give 60. 
(xvii) 12 into 60 gives 5 exactly; place the 5 above 
the second zero of 442.500 
га 442.5 
(хуш) Hence, 44.25 — 1.2 = E 36.875 
So, 
(a) 44.25—1.2— 36.9, correct to 3 significant 
figures. 
(b) 44.25 — 1.2 = 36.88, correct to 2 decimal 
places. 


2 
Problem 12. Express 1% as a decimal fraction, 


correct to 4 significant figures 


2 
Dividing 2 by 3 gives = 0.666666... 


2 
апа 78 — 7.666666... 


Hence, 7- = 7.667 correct to 4 significant figures. 


Note that 7.6666... is called 7.6 recurring and is 
written as 7.6 


Now try the following Practice Exercise 


Practice Exercise 11 Multiplying and 
dividing decimal numbers (answers on 


page 341) 
In Problems 1 to 8, evaluate without using a 
calculator. 

1. Evaluate 3.57 x 1.4 


2* 


Evaluate 67.92 x 0.7 


Evaluate 167.4 x 2.3 
Evaluate 342.6 x 1.7 
Evaluate 548.28 — 1.2 


ос 


Evaluate 478.3--1.1, correct to 5 significant 
figures. 


7. Evaluate 563.48 + 0.9, correct to 4 signifi- 
cant figures. 


8. Evaluate 2387.4 — 1.5 


In Problems 9 to 14, express as decimal fractions 
to the accuracy stated. 


4 
97 9” correct to 3 significant figures. 
17 1 
10. 27” correct to 5 decimal places. 


9 
iH ie correct to 4 significant figures. 


159 


125 


14. 


15: 


16. 


ІШЕ 


18. 
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5 
55 ЇГ correct to 3 decimal places. 


31 
13 37 correct to 2 decimal places. 


9 
8 13” correct to 3 significant figures. 


Evaluate 421.8 + 17, (a) correct to 4 signif- 
icant figures and (b) correct to 3 decimal 
places. 


Evaluate 


, (a) correct to 5 decimal 


places and (b) correct to 2 significant figures. 


12.6 
Evaluate (a) ЛЭ (05:22:12 


A tank contains 1800 litres of oil. How many 
tins containing 0.75 litres can be filled from 
this tank? 


Chapter 4 


Using a calculator 


4.1 Introduction 


In engineering, calculations often need to be performed. 
For simple numbers it is useful to be able to use men- 
tal arithmetic. However, when numbers are larger an 
electronic calculator needs to be used. 

There are several calculators on the market, many of 
which will be satisfactory for our needs. It is essential 
to have a scientific notation calculator which will have 
all the necessary functions needed and more. 

This chapter assumes you have a CASIO fx-83ES 
calculator, or similar, as shown in Figure 4.1. 

Besides straightforward addition, subtraction, multipli- 
cation and division, which you will already be able 
to do, we will check that you can use squares, cubes, 
powers, reciprocals, roots, fractions and trigonomet- 
ric functions (the latter in preparation for Chapter 21). 
There are several other functions on the calculator 
which we do not need to concern ourselves with at this 
level. 


4.2 Adding, subtracting, multiplying 


апа аіміаіпд 


Initially, after switching on, press Mode. 

Of the three possibilities, use Comp, which is achieved 
by pressing 1. 

Next, press Shift followed by Setup and, of the eight 
possibilities, use Mth IO, which is achieved by press- 
ing 1. 

By all means experiment with the other menu options — 
refer to your ‘User’s guide’. 

All calculators have +, -, x and ~ functions and 
these functions will, no doubt, already have been used 
in calculations. 


DOI: 10.1016/В978-1-85617-697-2.00004-1 


Problem 1. Evaluate 364.7 + 57.5 correct to 3 
decimal places 

() Type in 364.7 

(ii) Press +. 


(iii) Type in 57.5 


. . 3647 
(iv) Press = and the fraction 575 appears. 


(v) Press the 5 <> D function and the decimal answer 
6.34260869... appears. 


Alternatively, after step (iii) press Shift and = and the 
decimal will appear. 

Hence, 364.7 + 57.5 = 6.343 correct to 3 decimal 
places. 


12.47 x 31.59 


= 1104 
ти 002102 


Problem 2. Evaluate 


significant figures 


(1) Type in 12.47 
(ii) Press x. 
(ii) Type in 31.59 
(iv) Press +. 
(v) The denominator must have brackets; i.e. press (. 


(vi) Typein 70.45 x 0.052 and complete the bracket; 
Le. ). 
(vii) Press = and the answer 107.530518... appears. 


12.47 x 31.59 


70:45 х 0.052 ^ 107-5 correct to 4 significant 


Hence, 
figures. 
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3. Evaluate 562.6 — 41.3 correct to 2 decimal 
CASIO SCIENTIFIC CALCULATOR fx-83 ES 


places. 
4. Буш 17.35 х 34.27 соо 
5 aluate -------- correct to 3 decima 
МИНИ 
places. 


5. Evaluate 27.48+13.72 x 4.15 correct to 
4 significant figures. 
(4.527 4- 3.63) 


сага. t 
22120121 К 


to 5 significant figures. 


12.5+41.4 
7. Evaluate 52.34 Wie 2 correct to 
(24.6 — 13.652) 


3 decimal places. 
52.14 x 0.347 x 11.23 


8. Evaluate correct to 
19,73 = 3.54 
4 significant figures. 
451.2 363.8 
9. Evaluate ——- correct to 4 signifi- 


24.57 46.79 
cant figures. 


45.6 — 7.35 x 3.61 


10. Evaluat tt 
0 valuate 467223195 correct to 3 


decimal places. 


4.3 Further calculator functions 


4.3.1 Square and cube functions 


Locate the x? and x? functions on your calculator and 
then check the following worked examples. 


Problem 3. Evaluate 2.4? 


) Typein 2.4 

Figure 4.1 A Casio fx-83ES calculator (i) Press x? and 2.42 appears on the screen. 
2. 144 

(iii) Press = and the answer 25 appears. 


(iv) Press the S< D function and the fraction 


Now try the following Practice Exercise . 
changes to a decimal 5.76 


Alternatively, after step (ii) press Shift and =. 


Practice Exercise 12 Addition, subtraction, Thus, 2.42 = 5.76 


multiplication and division using a calculator 
(answers on page 341) 


1. Evaluate 378.37 — 298.651 4- 45.64 — 94.562 Problem 4. Evaluate 0.17? in engineering form 


2. Evaluate 25.63 x 465.34 correct to 5 signif- 


қ () Туреіп 0.17 
icant figures. 


(ii) Press x? and 0.17? appears on the screen. 
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(iii) Press Shift and = and the answer 0.0289 appears. 


(iv) Press the ENG function and the answer changes 
to 28.9 x 1073, which is engineering form. 


Hence, 0.172 = 28.9x 10^? in engineering form. The 
ENG function is extremely important in engineering 
calculations. 


Problem 5. Change 348620 into engineering 
form 


(i) Type in 348620 
(ii) Press = then ENG. 
Hence, 348620 = 348.62 х 10° in engineering form. 


Problem 6. Change 0.0000538 into engineering 
form 


() Type in 0.0000538 
(ii) Press = then ENG. 
Hence, 0.0000538 = 53.8х 10~° in engineering form. 


Problem 7. Evaluate 1.4? 


) Typein 1.4 

(ii) Press x? and 1.4? appears on the screen. 
7 343 
(iii) Press = and the answer 125 appears. 


(iv) Press the S <> D function and the fraction 
changes to a decimal: 2.744 


Thus, 1.4? = 2.744. 


Now try the following Practice Exercise 


Practice Exercise 13 Square and cube 
functions (answers on page 341) 


1. Evaluate 3.5? 

2. Evaluate 0.19? 

3. Evaluate 6.85? correct to 3 decimal places. 
4. Evaluate (0.036)? in engineering form. 
5 


Evaluate 1.563? correct to 5 significant 
figures. 


6. Evaluate 1.3? 


7. Evaluate 3.14? correct to 4 significant 
figures. 


8. Evaluate (0.38)? correct to 4 decimal places. 
9. Evaluate (6.03)? correct to 2 decimal places. 


10. Evaluate (0.018)? in engineering form. 


4.3.2 Reciprocal and power functions 
1 1 
The reciprocal of 2 is 27 the reciprocal of 9 is 9 and the 


; 221 сан шон 
reciprocal of x is —, which from indices may be written 
x 


as х1. Locate the reciprocal, i.e. x7! on the calculator. 
Also, locate the power function, i.e. х-, on your 
calculator and then check the following worked 
examples. 


1 
Problem 8. Evaluate 32 


(i) Type in 3.2 
(ii) Press x^! and 3.27! appears on the screen. 
5 
(iii) Press = and the answer 16 appears. 


(iv) Press the 5 <» D function and the fraction 
changes to a decimal: 0.3125 


1 
Thus, — = 0.3125 
id 


Problem 9. Evaluate 1.5? correct to 4 significant 
figures 


(i) Туреіп 1.5 
апа 1.5 


(i) Press x appears on the screen. 
(iii) Press 5 and 1.5? appears on the screen. 


(iv) Press Shift and — and the answer 7.59375 
appears. 


Thus, 1,55 = 7.594 correct to 4 significant figures. 


Problem 10. Evaluate 2.46 — 1.94 correct to 3 
decimal places 


) Typein 2.4 


(i) Press х- and 2.4- appears on the screen. 
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Press 6 and 2.49 appears on the screen. 


(iii) 


(iv) The cursor now needs to be moved; this is 
achieved by using the cursor key (the large 
blue circular function in the top centre of the 
calculator). Press > 

(v) Press — 

(vi) Type in 1.9, press x~, then press 4. 

(vii) Press = and the answer 178.07087... appears. 


Thus, 2.4$ — 1.94 = 178.071 correct to 3 decimal 


places. 


Now try the following Practice Exercise 


Practice Exercise 14 Reciprocal and power 


functions (answers on page 341) 


1 
1. Evaluate 135 correct to 3 decimal places. 


1 
Oo Brimi —— 
a (10720 


1 
3. Evaluate 7 43 correct to 5 significant figures. 


1 
4. Evaluate ——— 
0.00725 


1 1 
0.065 2.341 
cant figures. 


5. Evaluate 


6. Evaluate 2.14 


correct to 1 decimal place. 


correct to 4 signifi- 


7. Evaluate (0.22)? correct to 5 significant 


figures in engineering form. 


8. Evaluate (1.012) correct to 4 decimal 


places. 


9. Evaluate (0.05) in engineering form. 


10. Evaluate 1.1? + 2.9^ — 4.4? correct to 4 sig- 


nificant figures. 


4.3.3 Root and x10* functions 


Locate the square root function vO and the 


Js 


function (which is a Shift function located above 


the x 


function) on your calculator. Also, locate the 


x10* function and then check the following worked 


examples. 


Problem 11. 


Evaluate 4/361 


(1) Press the VO function. 
(i) Type in 361 and 4/361 appears on the screen. 


(iii) Press = and the answer 19 appears. 


Thus, 


4/361 = 19. 


Problem 12. Evaluate 4/81 


(i) 
(ii) 
(iii) 


(iv) 
Thus, 


Press the yO function. 


Type in 4 and YO appears on the screen. 


Press — to move the cursor and then type in 81 
and 4/81 appears on the screen. 


Press = and the answer 3 appears. 


4/81--3. 


Problem 13. Evaluate 6 x 10° x 2x 1077 


0) 
i) 


(iii) 
(iv) 
(v) 
(vi) 
(vii) 
(viii) 


(х) 


Туре ш 6 


Press the x 107 function (note, you do not have 
to use x). 


Type in 5 

Press x 

Type in 2 

Press the x 10* function. 


Type in —7 
3 
Press — and the answer 25 appears. 


Press the S =D function and the fraction 
changes to a decimal: 0.12 


Thus, 6 x 10° x 2x 1077 = 0.12 


Now try the following Practice Exercise 


Practice Exercise 15 Root and x10* 
functions (answers on page 341) 


Il; 
2, 


Evaluate 4/4.76 correct to 3 decimal places. 


Evaluate 4/123.7 correct to 5 significant 
figures. 
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3. Evaluate v 34528 correct to 2 decimal places. 


4. Evaluate 4/0.69 correct to 4 significant 
figures. 


5. Evaluate 4/0.025 correct to 4 decimal places. 
6. Evaluate 4/17 correct to 3 decimal places. 


7. Evaluate 4/773 correct to 4 significant 
figures. 


8. Evaluate 4/3.12 correct to 4 decimal places. 


9. Evaluate 4/0.028 correct to 5 significant 
figures. 


10. Evaluate y 2451 — Al 46 correct to 3 decimal 
places. 


Express the answers to questions 11 to 15 in 
engineering form. 


11. Evaluate 5 x 107? x 7 x 108 


35 10:7 
12. Evaluate ————— 
valuate 8x 10-9 
10? x 14 x 107^ 
Па). о wes ^10 
2 x 106 
56.43 x 107? x 3 x 10* 
14. Evaluate is шэг correct to 
8.349 x 103 
3 decimal places. 
99 x 10° x 6.7 x 1073 
15. Evaluate 5 n 2 correct to 4 


36.2 x 10-4 
significant figures. 


4.3.4 Fractions 


Locate the — and 


—functions on your calculator 


(the latter function is a Shift function found above 


the —function) and then check the following worked 


examples. 


ШЕ) 
Problem 14. Evaluate 4 + 3 


(i) Press the — function. 


(1) Type in 1 


(iii) Press | on the cursor key and type in 4 


(iv) 1 appears on the screen. 


(v) Press — on the cursor key and type in + 


(vi) Press the — function. 


(vii) Typein2 


(уіп) Press | on the cursor key and type in 3 


(ix) Press — on the cursor key. 


11 
(x) Press — and the answer 12 appears. 


(xi) Press the S <> D function and the fraction 
changes to a decimal 0.9166666. . . 
Th 1.2 п . 
us, 1*3 - 12 = 0.9167 as a decimal, correct to 
4 decimal places. 
It is also possible to deal with mixed numbers on the 


calculator. Press Shift then the — function and O— 
appears. 


1 
Problem 15. Evaluate 5 5 - 


(i) Press Shift then the — function and 


— appears 


on the screen. 
(i) Type in 5 then — on the cursor key. 
(ii) Type in 1 and J on the cursor key. 
1 
(iv) Туреіп 5 and 5; appears оп the screen. 


(v) Press — on the cursor key. 


(vi) Typein – and then press Shift then the — function 


— appears on the screen. 


1 
and 5- — 
5 


(vii) Type in З then — on the cursor key. 


Type in 3 and | on the cursor key. 


1 3 
(ix) Type in 4 and 5; - 32 appears on the screen. 


29 
(x) Press = and the answer 20 appears. 


(xi) Press 5 <> D function and the fraction changes to 
a decimal 1.45 
3 29 9 


1 E 20 - 150 = 1.45 as a decimal. 


1 
Thus, 5= – 3 
us, 55 


Now try the following Practice Exercise 


Practice Exercise 16 Fractions (answers on 
page 341) 


aj 
1. Evaluate – — — as a decimal, correct to 


4 decimal places. 


2 Evaluate ------а Ї ПО 
б аша 5 a traction. 


5 5 
3. Evaluate 2, + E: as a decimal, correct to 


4 significant figures. 


6 1 
4. Evaluate 5— —3-— as a decimal, correct to 


4 significant figures. 


i 3 8 
5. Evaluate 3 m x 21 as a fraction. 


3 5561 
6. Evaluate – + — — 2 as a decimal, correct to 


4 decimal places. 


3 4 4 : 
7. Evaluate — x – — — + — as a fraction. 
a 5) 9 
8 2 А 
8. Evaluate gm E 25 as a mixed number. 


1 1 7 
9. Evaluate 3- x 1-2 — lT as a decimal, cor- 
rect to 3 decimal places. 


1 2 
25 - i 
—— — — — as a decimal, cor- 


1 
322 2 
4 5 


10. Evaluate 


rect to 3 significant figures. 


4.3.5 Trigonometric functions 


Trigonometric ratios will be covered in Chapter 21. 
However, very briefly, there are three functions on your 
calculator that are involved with trigonometry. They are: 


sin which is an abbreviation of sine 
cos which is an abbreviation of cosine, and 
tan which is an abbreviation of tangent 


Exactly what these mean will be explained in 


Chapter 21. 
There are two main ways that angles are measured, i.e. 
in degrees or in radians. Pressing Shift, Setup and 3 
shows degrees, and Shift, Setup and 4 shows radians. 

Press 3 and your calculator will be in degrees mode, 
indicated by a small D appearing at the top of the screen. 
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Press 4 and your calculator will be in radian mode, 
indicated by a small R appearing at the top of the 
screen. 

Locate the sin, cos and tan functions on your calculator 
and then check the following worked examples. 


Problem 16. Evaluate sin 38? 


(1) Make sure your calculator is in degrees mode. 


(ii) Press sin function and sin( appears on the 
screen. 


(ii) Typein38 and close the bracket with) and sin (38) 
appears on the screen. 


(v) Press — and the answer 0.615661475... appears. 


Thus, sin 38° = 0.6157, correct to 4 decimal places. 
Problem 17. Evaluate 5.3 tan (2.23 rad) 


() Make sure your calculator is in radian mode by 
pressing Shift then Setup then 4 (a small R appears 
at the top of the screen). 


(1) Type in 5.3 then press tan function and 5.3 tan( 
appears on the screen. 


(ii) Type in 2.23 and close the bracket with) and 
5.3 tan (2.23) appears on the screen. 


(v) Press = and the answer —6.84021262... appears. 


Thus, 5.3tan (2.23rad) = —6.8402, correct to 4 dec- 
imal places. 


Now try the following Practice Exercise 


Practice Exercise 17 Trigonometric 
functions (answers on page 341) 


Evaluate the following, each correct to 4 decimal 
places. 


1. Evaluate sin 67? 
Evaluate cos 43? 


Evaluate tan 71? 


Evaluate cos 63.74? 
Evaluate tan 39.55? — sin 52.53? 


2, 
3 
4. Evaluate sin 15.78? 
5 
6 
7. Evaluate sin(0.437 rad) 
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8. Evaluate cos(1.42 rad) 


9. Evaluate tan(5.673 rad) 
(sin 42.6?) (tan 83.22) 
cos 13.8? 


10. Evaluate 


4.3.6 лапае“ functions 


Press Shift and then press the x 10* function key and т 
appears on the screen. Either press Shift and — (or — 
and 5 <> D) and the value of x appears in decimal form 
as 3.14159265... 

Press Shift and then press the In function key and e 
appears on the screen. Enter 1 and then press — and 
e! =e = 2.71828182... 

Now check the following worked examples involving л 
and e* functions. 


Problem 18. Evaluate 3.577 


(i) Enter 3.57 


(ii) Press Shift and the х 10* key and 3.57л appears 
on the screen. 


(ii) Either press Shift and = (or = and 5 < D) 
and the value of 3.572 appears in decimal as 
11.2154857... 


Hence, 3.57 = 11.22 correct to 4 significant figures. 


Problem 19. Evaluate e??? 


(1) Press Shift and then press the In function key and 
e- appears on the screen. 


(1) Enter 2.37 and e??? appears on the screen. 
(iii) Press Shiftand = (or = and 5 <> D) and the value 
of e?" appears in decimal as 10.6973922... 


Hence, e 2:37 = 10.70 correct to 4 significant figures. 


Now try the following Practice Exercise 


Practice Exercise 18 л and e* functions 
(answers on page 341) 


Evaluate the following, each correct to 4 significant 
figures. 


1. 1.597 2-2210:-1) 


3 л? (4713-1) 17: 
5. 8.5е-25 
7. зсбл-1) 


| 525970 | 
2e? х 4/26.73 


4.4 Evaluation of formulae 


The statement y = тх +c is called a formula for y in 
terms of m, x and c. 

y, m, x and c are called symbols. 

When given values of m, x and c we can evaluate y. 
There are a large number of formulae used in engineer- 
ing and in this section we will insert numbers in place 
of symbols to evaluate engineering quantities. 

Just four examples of important formulae are: 


1. Astraight line graph is of the form y = mx + c (see 
Chapter 17). 


2. Ohm’s law states that V = I х R. 

3. Velocity is expressed as v = u + at. 

4. Force is expressed as F =m x a. 

Here are some practical examples. Check with your 


calculator that you agree with the working and answers. 


Problem 20. In an electrical circuit the voltage V 
is given by Ohm's law, i.e. V — IR. Find, correct to 
4 significant figures, the voltage when J = 5.36 А 
and R = 14.76 Q 


V = IR = (5.36)(14.76) 
Hence, voltage V = 79.11 У, correct to 4 significant 


figures. 


Problem 21. The surface area A of a hollow cone 
is given by A = zrl. Determine, correct to 1 
decimal place, the surface area when r — 3.0cm 
and / = 8.5cm 


A = лгі = z (3.0)(8.5) cm? 


Hence, surface area A = 80.1 cm?, correct to 1 deci- 
mal place. 
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Problem 22. Velocity v is given by v =u + at. If 
u=9.54m/s, а = 3.67 m/s” and t = 7.825, find v, 
correct to 3 significant figures 


v = u +at = 9.54 + 3.67 x 7.82 


= 9.54 + 28.6994 = 38.2394 


Hence, velocity v = 38.2 m/s, correct to 3 significant 
figures. 


Problem 23. The area, A, of a circle is given by 
A = z ?. Determine the area correct to 2 decimal 
places, given radius r — 5.23m 


A = лт? = n (5.23)? = n (21.3529) 


Hence, area, А = 85.93m?, correct to 2 decimal 
places. 


mass 


Problem 24. Density = Find the density 


volume ` 
when the mass is 6.45 kg and the volume is 


300 х 10776 cm? 


mass 6.45 kg 
volume 300 x 1076 m3 


Density — = 21500 kg/ m? 


Problem 25. The power, P watts, dissipated in an 


electrical circuit is given by the formula P — PE 


Evaluate the power, correct to 4 significant figures, 
given that V = 230 V and R = 35.63 Q 


V? (230): 52900 
ТОР 35.63 35.63 


Press ENG and 1.48470390... х 10° appears оп the 
screen. 

Hence, power, P = 1485 W or 1.485kW correct to 4 
significant figures. 


= 1484.70390... 


Now try the following Practice Exercise 


Practice Exercise 19 Evaluation of 
formulae (answers on page 341) 


1. The area A of a rectangle is given by the 
formula A = Ір. Evaluate the area when 
| = 12.4 cm and b = 5.37 cm. 


10. 


11. 
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The circumference C of a circle is given Бу 
the formula С = 2zrr. Determine the circum- 
ference given r = 8.40mm. 


A formula used in connection with gases 


. BV 
is А = ——. Evaluate R when Р = 1500, 
У = 5 апат = 200. 


The velocity of a body is given by v = и + at. 
The initial velocity и is measured when time 
t is 15 seconds and found to be 12 m/s. If the 
acceleration a is 9.81 m/s? calculate the final 
velocity v. 


Calculate the current / in an electrical circuit, 
where J = V/R amperes when the voltage V 
is measured and found to be 7.2 V and the 
resistance А is 17.79. 


1 
Find the distance 5, given that s = Cd 


when time £ — 0.032seconds and accelera- 
tion due to gravity g — 9.81 m/s?. Give the 
answer in millimetres. 


The energy stored in a capacitor is given 
1 
by E= zC V? joules. Determine the energy 


when capacitance C = 5 x 107% farads and 
voltage V = 240 V. 


1 
Find the area A of a triangle, given A = — bh, 


when the base length / is 23.42 т and the 
height h is 53.7 m. 


Resistance Ко is given by R = Ri (1+ art). 
Find Ко, correct to 4 significant figures, when 
ЇЕ 2207 62510100002 ао 12-557:2:09 


А mass 
Density = 
volume 


. Find the density when 


the mass is 2.462kg and the volume is 
173 cm. Give the answer in units of kg/m?. 


Velocity = frequency x wavelength. Find 
the velocity when the frequency is 1825 Hz 
and the wavelength is 0.154 m. 


Evaluate resistance Rr, given 
1 1 E 1 x 1 
Rr n "Eo RS 


Кә =7.42Q and Аз = 12.69. 


when Ri = 392, 


Here are some further practical examples. Again, check 
with your calculator that you agree with the working 
and answers. 
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Problem 26. The volume V cm? of a right 
1 
circular cone is given by V = gah. Given that 


radius r = 2.45 cm and height h = 18.7 cm, find the 
volume, correct to 4 significant figures 


Ї 2 Ї 2 
V = 30h = 22045) 018.7) 


І 2 
= х 18.7 
= 117.544521... 


Hence, volume, У = 117.5 ст?, correct to 4 signifi- 
cant figures. 


Problem 27. Force F newtons is given by the 

Gmim» 
d? 

masses, d their distance apart and G is a constant. 

Find the value of the force given that 

G = 6.67 x 105) mi = 136 ma = 15.5 and 

d = 22.6. Express the answer in standard form, 

correct to 3 significant figures 


formula F = , where mı and тэ are 


Gmım (6.67 x 107!!)(7.36)(15.5) 

d (22.6)? 
(6.67)(7.36)(15.5) 1.490 
(10!1)(510.76) 101 


Hence, force F =1.49x107!! newtons, correct to 
3 significant figures. 


Problem 28. The time of swing, / seconds, of a 
l 

simple pendulum is given by t = 27, | — 
8 


Determine the time, correct to 3 decimal places, 
given that / — 12.9 and g — 9.81 


1-2 (2 TEE 7.20510343 
-.. л gai ^ 888 


Hence, time t = 7.205 seconds, correct to 3 decimal 
places. 


Problem 29. Resistance, ЁО, varies with 
temperature according to the formula 

R = Ro(1 + at). Evaluate R, correct to 3 significant 
figures, given Ко = 14.59, о = 0.0043 and t = 80 


R= Ro(1-r at) = 14.59[1 + (0.0043) (80)] 
— 14.59(1 4- 0.344) 
— 14.59(1.344) 


Hence, resistance, R = 19.6 Q, correct to 3 significant 
figures. 


Problem 30. Тһе current, J amperes, in an a.c. 


y 
у (R? + X?) 
current, correct to 2 decimal places, when 
V = 250V, R=25.0Q and X = 18.0Q. 


circuit is given by J = . Evaluate the 


V 250 


I= = = 8.11534341... 
МО +X?) /(25.02 + 18.02) 


Hence, current, J =8.12 A, correct to 2 decimal 
places. 


Now try the following Practice Exercise 


Practice Exercise 20 Evaluation of 
formulae (answers on page 341) 


1. Find the total cost of 37 calculators cost- 
ing £12.65 each and 19 drawing sets costing 
£6.38 each. 


force x distance 


2. Power = . Find the power 


time 
when a force of 3760N raises an object a 
distance of 4.73 m in 35s. 


3. The potential difference, V volts, available 
at battery terminals is given by V — E — Ir. 
Evaluate V when E = 5.62, І = 0.70 and 
R=4.30 

1 
4. Given force F = тб — u°), find F when 


т = 18.3, v = 12.7 апаи = 8.24 


5. The current J amperes flowing in a number 


of cells is given by J = PUER. Evaluate the 
nr 

curent when //-- 90 E —» 20 RC—2:80) 

and r — 0.50 


6. The time, 1 seconds, of oscillation for a 
1 
simple pendulum is given by t = 2л (=. 


8 
Determine the time when / = 54.32 and 
p es 


10. 


il 


Energy, E joules, is given by the formula 


Е--117. Evaluate the energy when 
Папа 80 


The current 1 amperes іп ап а.с. circuit 


ү 
Ra 


current when V =250, R=11.0 and X=16.2 


is given by J = . Evaluate the 


Distance s metres is given by the formula 
1 

s=ut+ 54^. i u= 950 7 — 4-60 and 

a = —2.50, evaluate the distance. 


The area, A, of any triangle is given 

by A=/[s(s —a)(s —b)(s —c)] where 
b 

Әке LÁ. Evaluate the area, given 

а = 3.60cm, р = 4.00cm and c = 5.20cm. 


Given that a — 0.290, b — 14.86, c — 0.042, 
d — 31.8 and e — 0.650, evaluate v given that 


e 2) 
түг 
cC e 


Using a calculator 


12. Deduce the following information from the 


train timetable shown in Table 4.1. 


(a) At what time should a man catch a train 
at Fratton to enable him to be in London 
Waterloo by 14.23h? 


(b) A girlleaves Cosham at 12.39 h and trav- 
els to Woking. How long does the jour- 
ney take? And, if the distance between 
Cosham and Woking is 55 miles, calcu- 
late the average speed of the train. 


(c) A man living at Havant has a meeting 
in London at 15.30h. It takes around 
25 minutes on the underground to reach 
his destination from London Waterloo. 
What train should he catch from Havant 
to comfortably make the meeting? 


(d) Nine trains leave Portsmouth harbour 
between 12.18h and 13.15h. Which 
train should be taken for the shortest 
journey time? 
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Table 4.1 Train timetable from Portsmouth Harbour to London Waterloo 
Portsmouth Harbour - London Waterloo 


Saturdays 
OUTWARD Time Time Time Time Time Time Time Time Time 
Train Alterations S04 503 508 502 503 504 504 501 502 
Portsmouth Harbour dep 12:185" 12:229" 12:229" 12:455" 12:459" 12:459" 12:549" 13:129" — 13:155" 
Portsmouth & Southsea ar 12:21 12:25 12:25 12:48 12:48 12:48 12:57 13:15 13:18 
Portsmouth & Southsea dep 12:24 12:27 12:27 12:50 12:50 12:50 12:59 13:16 13:20 
Fratton ат 12:27 12:30 12:30 12:53 12:53 12:53 13:02 13:19 13:23 
Fratton dep 12:28 12:31 12:31 12:54 12:54 12:54 13:03 13:20 13:24 
Hilsea ar 12:32 13:07 
Hilsea dep 12:32 13:07 
Cosham arr 12:38 12:38 13:12 
Cosham dep 12:39 12:39 13:12 
Bedhampton ar 12:37 
Bedhampton dep 12:37 
Havant arr 12:39 13:03 13:03 13:02 13:29 13:33 
Havant dep 12:40 13:04 13:04 13:04 13:30 13:34 
Rowlands Castle arr 12:46 
Rowlands Castle dep 12:46 
Chichester arr 13:40 
Chichester dep 13:41 
Barnham arr 13:48 
Barnham dep 18:49 
Horsham arr 14:16 
Horsham dep 14:20 
Crawley arr 14:28 
Crawley dep 14:29 
Three Bridges arr 14:32 
Three Bridges dep 14:33 
Gatwick Airport arr 14:37 
Gatwick Airport dep 14:38 
Horley arr 14:41 
Horley dep 14:41 
Redhill arr 14:47 
Redhill dep 14:48 
East Croydon arr 15:00 
East Croydon dep 15:00 
Petersfield arr 12:56 13:17 13:17 13:17 13:47 
Petersfield dep 12:57 13:18 13:18 13:18 13:48 
Liss arr 13:02 
Liss dep 13:02 
Liphook ar 13:09 
Liphook dep 13:09 
Haslemere ат 13:14С 13:31 13:31 13:30С 14:01 
Haslemere dep 13:20% 13:32 13:32 13:36% 14:02 
Guildford ат 13:55C | 13:45 13:45 14:11C 14:15 
Guildford dep 14:025" 13:47 13:47 144752 14:17 
Portchester arr 13:17 
Portchester dep 13:17 
Fareham arr 12:46 12:46 13:22 
Fareham dep 12:47 12:47 13:23 
Southampton Central arr 13:08C 
Southampton Central dep 13:305" 
Botley arr 13:30 
Botley dep 13:30 
Hedge End arr 13:34 
Hedge End dep 13:35 
Eastleigh arr 13:00C 13:41 
Eastleigh dep 13:095" 13:42 
Southampton Airport Parkway arr 13:37 
Southampton Airport Parkway dep 13:38 
Winchester arr 13:17 13:47 13:53 
Winchester dep 13:18 13:48 13:54 
Micheldever arr 14:02 
Micheldever dep 14:02 
Basingstoke arr 13:34 14:15 
Basingstoke dep 13:36 14:17 
Farnborough arr 14:30 
Farnborough dep 14:31 
Woking ат 14:11 14:19 13:57 13:57 14:25 14:40 14:25 
Woking dep 14:12 14:21 13:59 13:59 14:26 14:41 14:26 
Clapham Junction arr 14:31 14:12 15:01 15:11C 
Clapham Junction dep 14:32 14:13 15:25": 
Vauxhall arr 15:26 
Vauxhall dep 15:26 


London Waterloo arr 14:40 14:24 14:49 14:23 14:27 14:51 15:13 15:31 14:51 


5.1 Introduction 


Percentages are used to give a common standard. The 
use of percentages is very common in many aspects 
of commercial life, as well as in engineering. Interest 
rates, sale reductions, pay rises, exams and VAT are all 
examples of situations in which percentages are used. 
For this chapter you will need to know about decimals 
and fractions and be able to use a calculator. 

We are familiar with the symbol for percentage, i.e. %. 
Here are some examples. 


* Interest rates indicate the cost at which we can bor- 
row money. If you borrow £8000 at a 6.5 96 interest 
rate for a year, it will cost you 6.5% of the amount 
borrowed to do so, which will need to berepaid along 
with the original money you borrowed. If you repay 
the loan in 1 year, how much interest will you have 
paid? 

e A pair of trainers in a shop cost £60. They аге adver- 
tised in a sale as 2096 off. How much will you 
pay? 

* If you earn £20000 p.a. and you receive a 2.5% 
pay rise, how much extra will you have to spend the 
following year? 


* A book costing £18 can be purchased on the internet 
for 3096 less. What will be its cost? 


When we have completed his chapter on percentages 
you will be able to understand how to perform the above 
calculations. 

Percentages are fractions having 100 as their denom- 


40 
inator. For example, the fraction 100 18 written as 4096 


and is read as ‘forty per cent’. 
The easiest way to understand percentages is to go 
through some worked examples. 


DOI: 10.1016/B978-1-85617-697-2.00005-3 


Percentages 


5.2 Percentage calculations 


5.2.1 То convert a decimal to a percentage 


A decimal number is converted to a percentage by 
multiplying by 100. 


Problem 1. Express 0.015 as a percentage 


To express a decimal number as a percentage, merely 
multiply by 100, i.e. 


0.015 — 0.015 x 10096 
— 1.596 


Multiplying a decimal number by 100 means moving 
the decimal point 2 places to the right. 


Problem 2. Express 0.275 as a percentage 


0.275 — 0.275 x 10096 
= 27.5% 


5.2.2 To convert a percentage to а decimal 
A percentage is converted to a decimal number by 
dividing by 100. 


Problem 3. Express 6.5% as a decimal number 


6.5 
6.5% = — = 0.065 
° 100 
Dividing by 100 means moving the decimal point 2 
places to the left. 
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Problem 4. Express 17.5% as a decimal number 


17.5 
17,5096 = — — 
100 


— 0.175 


5.2.3 To convert a fraction to a percentage 


A fraction 18 converted to a percentage by multiplying 
by 100. 


5 
Problem 5. Express 8 as a percentage 


= 
8 8 8 


= 62.5% 


3 
Problem 6. Express 19 as a percentage, correct 
to 2 decimal places 


= 26.3157889...by calculator 


= 26.32% correct to 2 decimal places 


Problem 7. In two successive tests a student 
gains marks of 57/779 and 49/67. Is the second 
mark better or worse than the first? 


57 57 5700 
57/79 = — = — x 100% = 90 
79 79 79 
= 72.15% correct to 2 decimal places 
49 49 4900 
ui a Цашийн 67 % 


= 73.13% correct to 2 decimal places 


Hence, the second test is marginally better than the 
first test. This question demonstrates how much easier 
it is to compare two fractions when they are expressed 
as percentages. 


5.2.4 To convert a percentage to a fraction 


A percentage is converted to a fraction by dividing by 
100 and then, by cancelling, reducing it to its simplest 
form. 


Problem 8. Express 75% as a fraction 


75 


100 
3 


4 


75 
The fraction 100 is reduced to its simplest form by can- 


75% = 


celling, i.e. dividing both numerator and denominator 
by 25. 


Problem 9. Express 37.5% as a fraction 


ES 
“е 100 


375 by multiplying both numerator and 


~ 1000 denominator by 10 
_ 15 by dividing both numerator and 
40 denominator by 25 
= 3 by dividing both numerator and 
8 denominator by 5 


Now try the following Practice Exercise 


Practice Exercise 21 
on page 342) 


Percentages (answers 


In problems 1 to 5, express the given numbers as 
percentages. 


1. 0.0032 2. 1.734 

3. 0.057 4. 0.374 

Do 1255 

6. Express 2096 as a decimal number. 
7. Express 1.2596 as a decimal number. 


11 
8. Express 16 as a percentage. 


5 
9. Express 13 as a percentage, correct to 3 


decimal places. 


10. Express as percentages, correct to 3 significant 
figures, 
(a) 2 (b) = (c) Ёс 
99 24 16 
11. Place the following in order of size, the small- 
est first, expressing each as a percentage 
correct to 1 decimal place. 


12 9 5 6 
EP Nh E Судас 
ши. 9 ШІ a 

12. Express 65% ав a fraction in its simplest form. 


13. Express 31.25% as a fraction in its simplest 
form. 


14. Express 56.25% as a fraction in its simplest 
form. 


15. Evaluate A to J in the following table. 


Decimal number Fraction Percentage 


0.5 A B 
1 

С - р 
4 

Е Е 30 

G 2 H 
5 

I J 85 


5.3 Further percentage calculations 


5.31 Finding a percentage of a quantity 


To find a percentage of a quantity, convert the percentage 
to a fraction (by dividing by 100) and remember that ‘of? 
means multiply. 


Problem 10. Find 27% of £65 


27% of £65 = 27. x 65 
"ene 1723 


= £17.55 by calculator 


Problem 11. Ina machine shop, it takes 32 
minutes to machine a certain part. Using a new tool, 
the time can be reduced by 12.5%. Calculate the 
new time taken 
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. 12.5 
12.596 of 32 minutes 2 —— x 32 
100 


— 4 minutes 


Hence, new time taken — 32 — 4 — 28 minutes. 


Alternatively, if the time is reduced by 12.596, it now 
takes 10096 — 12.5% = 87.5% of the original time, i.e. 


Visus so mines Т? 90 
Я о minutes = —— x 
á 100 


= 28 minutes 


Problem 12. A 160 GB iPod is advertised as 
costing £190 excluding VAT. If VAT is added at 
17.5%, what will be the total cost of the iPod? 


17. 
VAT = 17.5% of £190 = юэ х 190 = £33.25 


Total cost of iPod = £190 + £33.25 = £223.25 


A quicker method to determine the total cost is: 1.175 x 
£190 = £223.25 


5.3.2 Expressing one quantity as a 
percentage of another quantity 


To express one quantity as a percentage of another quan- 
tity, divide the first quantity by the second then multiply 
by 100. 


Problem 13. Express 23cm as a percentage of 
72cm, correct to the nearest 1% 


23 
23cm as a percentage of 72cm — 72 x 10096 


= 31.94444...% 
= 32% correct to 


the nearest 1% 


Problem 14. Express 47 minutes as a percentage 
of 2 hours, correct to 1 decimal place 


Note that it is essential that the two quantities are in the 
same units. 


Working in minute units, 2 hours = 2 x 60 


= 120 minutes 
47 minutes as a percentage 


f 120 min = — x 1 
of 120 min 120" 0096 


= 39.2% correct to 
1 decimal place 
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5.3.3 Percentage change 


Percentage change is given by 
new value — original value 


— x 10096. 
original value 


Problem 15. А box of resistors increases in price 
from £45 to £52. Calculate the percentage change 
in cost, correct to 3 significant figures 


lue — original val 
new value — original value x 100% 


% change = — 
original value 


52—45 7 
- х 100% = — x 100 
45 45 


= 15.6% = percentage change in cost 


Problem 16. А drilling speed should be set to 
400 rev/min. The nearest speed available on the 
machine is 412 rev/min. Calculate the percentage 
overspeed 


available speed — correct speed 


90 overspeed — х 10096 


correct speed 


412—400, one 12 os 
SS a = == % 
400 ° = 400 1 


- 3% 


Now try the following Practice Exercise 


Practice Exercise 22 
(answers on page 342) 


1. Calculate 43.6% of 50kg. 
2. Determine 36% of 27m. 


Further percentages 


3. Calculate, correct to 4 significant figures, 
(a) 18% of 2758 tonnes 


(b) 47% of 18.42 grams 
(c) 147% of 14.1 seconds. 


4. When 1600 bolts are manufactured, 36 are 
unsatisfactory. Determine the percentage that 
is unsatisfactory. 


5. Express 
(a) 140kg as a percentage of 1 t. 


(b) 47sasa percentage of 5 min. 


(c) 13.4cm as a percentage of 2.5 m. 


6. A block of Monel alloy consists of 7096 
nickel and 30% copper. If it contains 88.2 g 
of nickel, determine the mass of copper in the 
block. 


7. Ап athlete runs 5000m in 15 minutes 20 
seconds. With intense training, he is able to 
reduce this time by 2.596. Calculate his new 
time. 


8. Acopper alloy comprises 8990 copper, 1.596 
iron and the remainder aluminium. Find the 
amount of aluminium, in grams, in a 0.8kg 
mass of the alloy. 


9. A computer is advertised on the internet at 
£520, exclusive of VAT. If VAT is payable at 
17.5%, what is the total cost of the computer? 


10. Express 325mm as a percentage of 867 mm, 
correct to 2 decimal places. 


11. A child sleeps on average 9 hours 25 minutes 
per day. Express this as a percentage of the 
whole day, correct to | decimal place. 


12. Express 408 g as a percentage of 2.40kg. 


13. When signing a new contract, a Premiership 
footballer’s pay increases from £15500 to 
£21500 per week. Calculate the percentage 
pay increase, correct to 3 significant figures. 


14. А metal rod 1.80m long is heated and its 
length expands by 48.6 mm. Calculate the 
percentage increase in length. 


15. 12.596 of a length of wood is 70cm. What is 
the full length? 


16. A metal rod, 1.20m long, is heated and 
its length expands Бу 42 mm. Calculate the 
percentage increase in length. 


5.4 More percentage calculations 


5.4.1 Percentage error 


error 


Percentage error — x 10096 


correct value 


Problem 17. The length of a component is 
measured incorrectly as 64.5 mm. The actual length 
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is 63mm. What is the percentage error in the 
measurement? 
error 


90 error = ——————_ x 100% 
correct value 


_ 645-63 oa 
= ^ 


The percentage measurement error is 2.38% too high, 
which is sometimes written as + 2.38% error. 


Problem 18. The voltage across a component in 
an electrical circuit is calculated as 50 V using 
Ohm's law. When measured, the actual voltage is 
50.4 V. Calculate, correct to 2 decimal places, the 
percentage error in the calculation 


error 
90 error = ——————— x 100% 
correct value 
50.4 — 50 1009 
= ——— —— x 
50.4 И 
2-8 10096 -- % 
7 504 “7 504” 
= 0.79% 


The percentage error іп the calculation is 0.79% too 
low, which is sometimes written as —0.79% error. 


5.4.2 Original value 


Original val new value 100% 
riginal value = x 
5 100 + % change d 


Problem 19. A man pays £149.50 in a sale for a 
DVD player which is labelled ‘35% off’. What was 
the original price of the DVD player? 


In this case, it is a 3596 reduction in price, so we 


new value . : 1 : 
use — — — — ——— x 100, i.e. a minus sign in the 
100 — % change 
denominator. 
Original pri new value 100 
riginal price = —————————— x 
ха 100 — % change 
149.5 
= —— — — x 100 
10035 “ 
149.5 14950 
= — х 100 = —— 
65 65 


Problem 20. A couple buys a flat and make an 
18% profit by selling it 3 years later for £153 400. 
Calculate the original cost of the house 


In this case, it is an 18% increase in price, so we 


new value А . . 
е — — — х 100, i.e. a plus sign in the 
100+ % change 
denominator. 
базхадан new value 100 
riginal cost = x 
Ё 100-4-90 change 
1534 
100--18 
1534 
БУ сал саи 
118 
= £130 000 


Problem 21. An electrical store makes 4090 profit 
on each widescreen television it sells. If the selling 
price of a 32 inch HD television is £630, what was 
the cost to the dealer? 


In this case, it is a 4096 mark-up in price, so we 


new value : қ : 
е — — — — —— x 100, i.e. a plus sign in the 
100 + % change 
denominator. 
new value 
Dealer cost = ————————— x 100 
100 + % change 
630 
= — x 100 
1004-40 * 
030 diio £2090 
140 140 
= £450 


The dealer buys from the manufacturer for £450 and 
sells to his customers for £630. 


5.4.3 Percentage increase/decrease and 
interest 
100 + % increase 


New value = x original value 
100 


Problem 22. £3600 is placed in an ISA account 
which pays 6.25% interest per annum. How much is 
the investment worth after 1 year? 
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100 + 6.25 
100 
. 106.25 
77100 
= 1.0625 х £3600 


= £3825 


Value after 1 year = x £3600 


x £3600 


Problem 23. The price of a fully installed 


combination condensing boiler is increased by 6.5%. 


It originally cost £2400. What is the new price? 


100+ 6.5 
New price = BATA x £2,400 
106. 
= Dis x £2,400 — 1.065 x £2,400 
100 


— £2,556 


Now try the following Practice Exercise 


Practice Exercise 23 Further percentages 
(answers on page 342) 


1. A machine part has a length of 36 mm. The 
length is incorrectly measured as 36.9 mm. 
Determine the percentage error in the mea- 
surement. 


2. When a resistor is removed from an electri- 
cal circuit the current flowing increases from 
450 uA to 531 uA. Determine the percentage 
increase in the current. 


3. Ina shoe shop sale, everything is advertised 
as 40% off’. If a lady pays £186 for a pair of 
Jimmy Choo shoes, what was their original 
price? 


4. Over a four year period a family home 
increases in value by 22.596 to £214375. 
What was the value of the house 4 years ago? 


5. An electrical retailer makes a 35% profit on 
all its products. What price does the retailer 
pay for a dishwasher which is sold for £351? 


6. The cost of a sports car is £23500 inclusive 
of VAT at 17.596. What is the cost of the car 
without the VAT added? 


7. £8000 is invested in bonds at a building soci- 
ety which is offering a rate of 6.7596 per 


10. 


ШІ 


129 


183 


14. 


153 


16. 


We 


annum. Calculate the value of the investment 
after 2 years. 


An electrical contractor earning £36 000 per 
annum receives a pay rise of 2.596. He 
pays 2296 of his income as tax and 1196 
on National Insurance contributions. Calcu- 
late the increase he will actually receive per 
month. 


Five mates enjoy a meal out. With drinks, the 
total bill comes to £176. They add a 12.596 
tip and divide the amount equally between 
them. How much does each pay? 


In December a shop raises the cost of a 40 
inch LCD TV costing £920 by 5%. It does 
not sell and in its January sale it reduces 
the TV by 596. What is the sale price of 
the TV? 


A man buys a business and makes a 2096 
profit when he sells it three years later for 
£222 000. What did he pay originally for the 
business? 


A driling machine should be set to 
250rev/min. The nearest speed available on 
the machine is 268rev/min. Calculate the 
percentage overspeed. 


Two Kilograms of a compound contain 3096 
of element A, 45% of element B and 25% of 
element C. Determine the masses of the three 
elements present. 


A concrete mixture contains seven parts by 
volume of ballast, four parts by volume of 
sand and two parts by volume of cement. 
Determine the percentage of each of these 
three constituents correct to the nearest 190 
and the mass of cement in a two tonne dry 
mix, correct to 1 significant figure. 


In a sample of iron ore, 18% is iron. How 
much ore is needed to produce 3600kg of 
iron? 


A screw’s dimension is 12.5 + 8% mm. Cal- 
culate the maximum and minimum possible 
length of the screw. 


The output power of an engine is 450kW. If 
the efficiency of the engine is 7596, determine 
the power input. 


Revision Test 2 : Decimals, calculators and percentages 


This assignment covers the material contained in Chapters 3-5. The marks available are shown in brackets at the 
end of each question. 


[А 
23 


3l 


Convert 0.048 to a proper fraction. (2) 

Convert 6.4375 to a mixed number. (3) 
9 

Express 32 as a decimal fraction. (2) 


Express 0.0784 correct to 2 decimal places. (2) 
Express 0.0572953 correct to 4 significant 


figures. (2) 
Evaluate 

(a) 46.7 + 2.085 + 6.4 + 0.07 

(b) 68.51 — 136.34 (4) 
Determine 2.37 x 1.2 (3) 
Evaluate 250.46 — 1.1 correct to 1 decimal 
place. (3) 
Evaluate 5.2 x 12 Q) 
Evaluate the following, correct to 4 significant 
figures: 3.32 — 2.7? + 1.84 (3) 
Evaluate 4/6.72 — 4/2.54 correct to 3 decimal 
places. (3) 


1 
— ——- — —— correct to 4 significant 
0.0071 0.065 
figures. (2) 


Evaluate 


The potential difference, V volts, available at bat- 
tery terminals is given by V = E — Ir. Evaluate 
Vi when k = 7231 = 5/9£a0nd т = 3100, (3) 


a, il 
Evaluate 9 + 5-8 as a decimal, correct to 3 


significant figures. (3) 
16 х 10:5х 5х 107. Ке 

Evaluate in engineering 

2 х 107 

form. (2) 

Evaluat ist R, gi : Яг : sls 
valuate resistance, В, given — = — + — 
шог 

Em when Ry =3.6kQ2, Ro =7.2kQ апа 

3 
Кз = 13.6 КО. (3) 


ШІ 


18. 


19), 


20. 


ДІР 


223 


2/3. 


24. 


25. 


26. 


207. 


2 5 
Evaluate 6= —4— as a mixed number and as a 


decimal, correct to 3 decimal places. (3) 

Evaluate, correct to 3 decimal places: 
D x IET 

E » 
4.61 х 3x 


If a = 0.270, b = 15.85, c = 0.038, d = 28.7 and 
e = 0.680, evaluate v correct to 3 significant 


А ab d 
figures, given that v — ---- (4) 
G ё 
Evaluate the following, each correct to 2 decimal 
places. 


36.22 x 0.561 V^ 
oO 1 
27.8 x 12.83 


14.69? 
) (4) 


b T ЗЫЙ ИоБЕБАЕВЕ 
i = x 37.98 


If 1.6km=I1mile, determine the speed of 
45 miles/hour in kilometres per hour. (2) 


The area A of a circle is given by A = zr’. Find 
the area of a circle of radius r = 3.73 cm, correct 
to 2 decimal places. (3) 


Evaluate B, correct to 3 significant figures, when 

W =7.20,v=10.0 and g=9.81, given that 
ү 2 

B-— (3) 
28 

Express 56.25% as a fraction in its simplest 

form. (3) 


12.5% of a length of wood is 70cm. What is the 
full length? (3) 


A metal rod, 1.20 m long, is heated and its length 
expands by 42 mm. Calculate the percentage inc- 
rease in length. (2) 


A man buys a house and makes a 20% profit when 
he sells it three years later for £312 000. What did 
he pay for it originally? (3) 


Ratio and proportion 


6.1 Introduction 


Ratio is a way of comparing amounts of something; it 
shows how much bigger one thing is than the other. 
Some practical examples include mixing paint, sand 
and cement, or screen wash. Gears, map scales, food 
recipes, scale drawings and metal alloy constituents all 
use ratios. 

Two quantities are in direct proportion when they 
increase or decrease in the same ratio. There are sev- 
eral practical engineering laws which rely on direct 
proportion. Also, calculating currency exchange rates 
and converting imperial to metric units rely on direct 
proportion. 

Sometimes, as one quantity increases at a particular 
rate, another quantity decreases at the same rate; this is 
called inverse proportion. For example, the time taken 
to do a job is inversely proportional to the number of 
people in a team: double the people, half the time. 

When we have completed this chapter on ratio and 
proportion you will be able to understand, and confi- 
dently perform, calculations on the above topics. 

For this chapter you will need to know about decimals 
and fractions and to be able to use a calculator. 


Ratios are generally shown as numbers separated by a 
colon (:) so the ratio of 2 and 7 is written as 2:7 and we 
read it as a ratio of ‘two to seven.’ 
Some practical examples which are familiar include: 
* Mixing | measure of screen wash to 6 measures of 
water; 1.е., the ratio of screen wash to water is 1:6 
* Mixing 1 shovel of cement to 4 shovels of sand; i.e., 
the ratio of cement to sand is 1:4 
* Mixing 3 parts of red paint to 1 part white, i.e., the 
ratio of red to white paint is 3:1 
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Ratio is the number of parts to a mix. The paint mix is 
4 parts total, with 3 parts red and 1 part white. 3 parts 
red paint to 1 part white paint means there is 


3 1 
— red paint to — white paint 
q P 4 p 


Here are some worked examples to help us understand 
more about ratios. 


Problem 1. In a class, the ratio of female to male 
students is 6:27. Reduce the ratio to its simplest 
form 


(i) Both 6 and 27 can be divided by 3. 
(i) Thus, 6:27 is the same as 2:9. 


6:27 and 2:9 are called equivalent ratios. 
Itis normal to express ratios in their lowest, or simplest, 
form. In this example, the simplest form is 2:9 which 
means for every 2 females in the class there are 9 male 
students. 


Problem 2. А gear wheel having 128 teeth is in 
mesh with a 48-tooth gear. What is the gear ratio? 


Gear ratio — 128:48 


A ratio can be simplified by finding common factors. 


(i) 128 and 48 сап both be divided by 2, i.e. 128:48 
18 the same as 64:24 


(1) 64 and 24 can both be divided by 8, i.e. 64:24 is 
the same as 8:3 


(11) There is no number that divides completely into 
both 8 and 3 so 8:3 is the simplest ratio, i.e. the 
gear ratio is 8:3 
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Thus, 128 :48 is equivalent to 64:24 which is equivalent 
to 8:3 and 8:3 is the simplest form. 


Problem 3. A wooden pole is 2.08 m long. Divide 
it in the ratio of 7 to 19 


(i) Since the ratio is 7:19, the total number of parts 
is 7+ 19 = 26 parts. 


(1) 26 parts corresponds to 2.08 m = 208 cm, hence, 


208 
] part corresponds to D 8. 


(11) Thus, 7 parts corresponds to 7 х 8 = 56 cm and 
19 parts corresponds to 19 x 8 = 152 cm. 


Hence, 2.08 m divides in the ratio of 7:19 as 56cm 
to 152 cm. 

(Check: 56 + 152 must add up to 208, otherwise an error 
would have been made.) 


Problem 4. In a competition, prize money of 
£828 is to be shared among the first three in the 
ratio 5:3:1 


(i) Since the ratio is 5:3:1 the total number of parts 
is 5 +3 + 1 = 9 parts. 


(1) 9 parts corresponds to £828. 


828 
(11) 1 part corresponds to "9 T £92, 3 parts cor- 


responds to 3 x £92 — £276 and 5 parts corre- 
sponds to 5 x £92 — £460. 


Hence, £828 divides in the ratio of 5:3:1 as £460 to 
£276 to £92. (Check: 460 + 276 + 92 must add up to 
828, otherwise an error would have been made.) 


Problem 5. А map scale is 1:30000. On the map 
the distance between two schools is 6 cm. 
Determine the actual distance between the schools, 
giving the answer in kilometres 


Actual distance between schools 
= 6 х 30000 cm = 180000 cm 


1 
-I89 900... ГЭЛ 
100 
1800 
oo 


(1 mile © 1.6km, hence the schools are just over 1 mile 
apart.) 


Now try the following Practice Exercise 


Practice Exercise 24 Ratios (answers on 
page 342) 


1. In a box of 333 paper clips, 9 are defective. 
Express the number of non-defective paper 
clips asaratio of the number of defective paper 
clips, in its simplest form. 


2. A gear wheel having 84 teeth is in mesh with 
a 24-tooth gear. Determine the gear ratio in its 
simplest form. 


3. In a box of 2000 nails, 120 are defective. 
Express the number of non-defective nails as 
a ratio of the number of defective ones, in its 
simplest form. 


4. А metal pipe 3.36 m long is to be cut into two 
in theratio 6 to 15. Calculate the length of each 
piece. 


5. Тһе instructions for cooking a turkey say that 
it needs to be cooked 45 minutes for every 
kilogram. How long will it take to cook a 7 kg 
turkey? 


6. Ina will, £6440 is to be divided among three 
beneficiaries in the ratio 4:2:1. Calculate the 
amount each receives. 


7. Alocal map has a scale of 1:22500. The dis- 
tance between two motorways is 2.7 km. How 
far are they apart on the map? 


8. Prize money in a lottery totals £3801 and is 
shared among three winners in the ratio 4:2 : 1. 
How much does the first prize winner receive? 


Here are some further worked examples on ratios. 


Problem 6. Express 45 p as a ratio of £7.65 in its 
simplest form 


(1) Changing both quantities to the same units, i.e. to 
pence, gives a ratio of 45:765 

(ii) Dividing both quantities by 5 gives 
45:765 = 9:153 


(iii) Dividing both quantities Бу 3 gives 


9:153 = 3:51 


(iv) Dividing both quantities Бу 3 again gives 
3:51=1:17 
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Thus, 45 p as a ratio of £7.65 is 1:17 
45:765,9:153,3:51 and 1:17 are equivalent ratios 
and 1:17 is the simplest ratio. 


Problem 7. А glass contains 30 ml of whisky 
which is 40% alcohol. If 45 ml of water is added and 
the mixture stirred, what is now the alcohol content? 


(i) The 30 ml of whisky contains 40% 
40 
Icohol = — x 30 = 12 ml. 
alcoho 100 х m 


(іп) After 45ml of water is added we have 30+ 45 
= 75 ml of fluid, of which alcohol is 12 ml. 


12 
(11) Fraction of alcohol present = 75 


12 
(v) Percentage of alcohol present — 75 x 10096 


= 16%. 


Problem 8. 20 tonnes of a mixture of sand and 
gravel is 3096 sand. How many tonnes of sand must 
be added to produce a mixture which is 4090 gravel? 


(i) Amount of sand in 20 tonnes = 30% of 20t 


- 2. х 20 = 6t. 
100 


(ii) If the mixture has 6t of sand then amount of 
gravel = 20 — 6 = 14t. 


(iii) We want this 141 of gravel to be 40% of the 


14 
new mixture. 196 would be 20 t and 100% of the 
14 
mixture would be 20 х 100t = 351. 


(iv) If there is 14t of gravel then amount of sand 
=35-14=21t. 


(v) We already have 6t of sand, so amount of sand 
to be added to produce a mixture with 40% 
gravel = 21 — 6 = 15t. 


(Note 1 tonne = 1000 kg.) 


Now try the following Practice Exercise 


Practice Exercise 25 Further ratios 


(answers on page 342) 


1. Express 1306 as a ratio of 1.95kg. 


2. Ina laboratory, acid and water are mixed in the 
ratio 2:5. How much acid is needed to make 
266 ml of the mixture? 


3. A glass contains 30ml of gin which is 40% 
alcohol. If 18ml of water is added and the 
mixture stirred, determine the new percentage 
alcoholic content. 


4. А wooden beam 4m long weighs 84 kg. Deter- 
mine the mass of a similar beam that is 60 cm 
long. 


5. Analloy is made up of metals P and Q in the 
ratio 3.25:1 by mass. How much of P has to 
be added to 4.4 kg of Q to make the alloy? 


6. 15000kg of a mixture of sand and gravel is 
2096 sand. Determine the amount of sand that 
must be added to produce a mixture with 30% 
gravel. 


6.3 Direct proportion 


Two quantities are in direct proportion when they 
increase or decrease in the same ratio. For example, 
if 12 cans of lager have a mass of 4kg, then 24 cans of 
lager will have a mass of 8 kg; i.e., if the quantity of cans 
doubles then so does the mass. This is direct proportion. 
In the previous section we had an example of mixing 
1 shovel of cement to 4 shovels of sand; 1.e., the ratio 
of cement to sand was 1:4. So, if we have a mix of 10 
shovels of cement and 40 shovels of sand and we wanted 
to double the amount of the mix then we would need 
to double both the cement and sand, i.e. 20 shovels of 
cement and 80 shovels of sand. This is another example 
of direct proportion. 
Here are three laws in engineering which involve direct 
proportion: 


(a) Hooke’s law states that, within the elastic limit of 
a material, the strain = produced is directly propor- 
tional to the stress с producing it, i.e. е x o (note 
than ‘cx’ means ‘is proportional to’). 


(b) Charles's law states that, for a given mass of gas 
at constant pressure, the volume V is directly pro- 
portional to its thermodynamic temperature T , i.e. 
V«T. 


(с) Ohm's law states that the current / flowing 
through a fixed resistance is directly proportional 
to the applied voltage V, i.e. I сх V. 
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Here are some worked examples to help us understand 
more about direct proportion. 


Problem 9. 3 energy saving light bulbs cost 
£7.80. Determine the cost of 7 such light bulbs 


(i) 3 light bulbs cost £7.80 


7.80 
(1) Therefore, 1 light bulb costs ES — £2.60 


Hence, 7 light bulbs cost 7 x £2.60 — £18.20 


Problem 10. If 56litres of petrol costs £59.92, 
calculate the cost of 32 litres 


(i) 56litres of petrol costs £59.92 


(1) Therefore, 1 litre of petrol costs - £1.07 


Hence, 32 litres cost 32 x 1.07 — £34.24 


Problem 11. Hooke's law states that stress, с, is 
directly proportional to strain, в, within the elastic 
limit of a material. When, for mild steel, the stress 
1s 63 MPa, the strain 1s 0.0003. Determine (a) the 
value of strain when the stress is 42 MPa, (b) the 
value of stress when the strain is 0.00072 


(a) Stress is directly proportional to strain. 
(1) When the stress 18 63MPa, the strain is 
0.0003 


(1) Hence, a stress of 1 MPa corresponds to a 
0.0003 


63 
(iii) Thus, the value of strain when the stress is 


42 MPa = ши х 42 = 0.0002 


strain of 


(b) Strain is proportional to stress. 
(i) When the strain is 0.0003, the stress is 
63 MPa. 
(ii) Hence, a strain of 0.0001 corresponds to 
63 
— MPa. 
3 


(iii) Thus, the value of stress when the strain is 


0.00072 = = x 7.2 = 151.2 MPa. 


Problem 12. Charles’s law states that for a given 
mass of gas at constant pressure, the volume is 
directly proportional to its thermodynamic 
temperature. A gas occupies a volume of 2.4 litres 


at 600 K. Determine (a) the temperature when the 
volume is 3.2 litres, (b) the volume at 540 K 


(a) Volume is directly proportional to temperature. 
(1) When the volume is 2.4 litres, the tempera- 
ture is 600 K. 


(ii) Hence, a volume of 1 litre corresponds to a 
600 
t t f — K. 
emperature o 24 
(iii) Thus, the temperature when the volume is 
0 
3.2 litres = — x 3.2= 800K. 
itres 24 x 
(b) Temperature is proportional to volume. 


() When the temperature is 600 K, the volume 
is 2.4 litres. 


(i) Hence, a temperature of 1 K corresponds to 
2.4 
a volume of —— litres. 
600 
(iii) Thus, the volume at a temperature of 
2.4 
540 K = — x 540 = 2.16 litres. 
600 


Now try the following Practice Exercise 


Practice Exercise 26 Direct proportion 
(answers on page 342) 


1. 3engine parts cost £208.50. Calculate the cost 
of 8 such parts. 


2. If 9litres of gloss white paint costs £24.75, 
calculate the cost of 24 litres of the same paint. 


3. The total mass of 120 household bricks is 
57.6kg. Determine the mass of 550 such 
bricks. 


4. А simple machine has an effort: load ratio of 
3:37. Determine the effort, in grams, to lift a 
load of 5.55 КМ. 


5. If 16 cans of lager weighs 8.32 Ко, what will 
28 cans weigh? 


6. Hooke's law states that stress is directly pro- 
portional to strain within the elastic limit of 
a material. When, for copper, the stress is 
60 MPa, the strain is 0.000625. Determine 
(a) the strain when the stress is 24 MPa and 
(b) the stress when the strain is 0.0005 
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7. Charles's law states that volume 15 directly 
proportional to thermodynamic temperature 
for a given mass of gas at constant pressure. 
A gas occupies a volume of 4.8 litres at 330 K. 
Determine (a) the temperature when the vol- 
ume is 6.4 litres and (b) the volume when the 
temperature is 396 K. 


Here are some further worked examples on direct 
proportion. 


Problem 13. Some guttering on a house has to 
decline by 3 mm for every 70 cm to allow rainwater 
to drain. The gutter spans 8.4 m. How much lower 
should the low end be? 


(i) The guttering has to decline in the ratio 3:700 or 
3 


700 
(1) Ifd isthe vertical drop in 8.4 ог 8400 mm, then 


d 
the decline must be in the ratio d : 8400 or —— 


8400 
d 3 

(1) Now — = —— 

8400 700 
(v) Cross-multiplying gives 700 x d = 8400 х 3 from 

4 
which, ga 
700 


i.e. d = 36mm, which is how much the lower end 
should be to allow rainwater to drain. 


Problem 14. Ohm’s law state that the current 
flowing in a fixed resistance is directly proportional 
to the applied voltage. When 90 mV is applied 
across a resistor the current flowing is 3 А. 
Determine (a) the current when the voltage is 

60 mV and (b) the voltage when the current is 4.2 A 


(a) Current is directly proportional to the voltage. 
(1) When voltage 15 90 mV, the current is ЗА. 
(i) Hence, a voltage of 1 mV corresponds to a 


t of — A. 
current o 90 


(11) Thus, when the voltage is 60mV, the 
current = 60 х — = 2А. 
90 
(b) Voltage is directly proportional to the current. 
(1) When current is ЗА, the voltage is 90 mV. 


(1) Hence, a current of 1A corresponds to a 
90 
voltage of = mV = 30mV. 


(iii) Thus, when the current is 4.2A, the 
voltage = 30 x 4.2 = 126mV. 


Problem 15. Some approximate imperial to 
metric conversions are shown in Table 6.1. Use the 
table to determine 


(a) the number of millimetres in 12.5 inches 


(b) aspeed of 50 miles per hour in kilometres 
per hour 


(c) the number of miles in 300 km 
(d) the number of kilograms in 20 pounds weight 


(e) the number of pounds and ounces in 
56kilograms (correct to the nearest ounce) 


(f) the number of litres in 24 gallons 


(g) the number of gallons in 60 litres 
Table 6.1 


] mile = 1.6km 
(1Ib = 1607) 


(8 pints — 1 gallon) 


(а) 12.5inches = 12.5 x 2.54cm = 31.75cm 
31.73cm = 31.75 x 10mm = 317.5 mm 


(b) 50m.p.h. = 50 х I.6km/h = 80 km/h 


300 
(c) 300km= 18 miles = 186.5 miles 


20 
(d) 201b— —kg=9.09kg 


(е) 56kg = 56 x 2.21b= 123.216 


0.21Ь-- 0.2 x 1602= 3.207 = 307, correct to 
the nearest ounce. 


Thus, 56kg = 123]b 307, correct to the nearest 
ounce. 


(f) 24 gallons = 24 x 8 pints = 192 pints 
192 

192 pints = —— litres = 109.1 litres 
1.76 


(g) 


60 litres = 60 x 1.76 pints = 105.6 pints 


105.6 
105.6 pints = EG gallons — 13.2 gallons 


Problem 16. Currency exchange rates for five 
countries are shown in Table 6.2. Calculate 


(a) 
(b) 


(c) 


(d) 


(e) 


(b) 


(с) 


(4) 


(е) 


how many euros £55 will buy 


the number of Japanese yen which can be 
bought for £23 


the number of pounds sterling which can be 
exchanged for 6405 kronor 


the number of American dollars which can be 
purchased for £92.50 


the number of pounds sterling which can be 
exchanged for 2925 Swiss francs 


Table 6.2 
France el = 22160105 
Japan £1 = 185 yen 

. Norway £1 = 10.50 kronor 

| Switzerland £1 = 1.95 francs 
USA £1 = 1.80 dollars 


£1 = 1.25 euros, hence £55 = 55 x 1.25 euros 


= 68.75 euros. 
£1 = 185 yen, hence £23 = 23 x 185 yen 
= 4255 yen. 
£1 = 10.50 kronor, hence 6405 lira = co 
саас , ~~ 10.50 
= £610. 


£1 = 1.80 dollars, hence 
£92.50 = 92.50 х 1.80 dollars = $166.50 
£1 = 1.95 Swiss francs, hence 


292 
2925 pesetas = eo ? = £1500 
1.95 


Now try the following Practice Exercise 


Practice Exercise 27 Further direct 
proportion (answers on page 342) 


ПА 


Ohm's law states that current is proportional 
to p.d. in an electrical circuit. When a p.d. of 
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60 mV is applied across a circuit a current of 
24 A flows. Determine (a) the current flowing 
when the p.d. is 5 V and (b) the p.d. when the 
current is 10 mA. 


2. The tourist rate for the Swiss franc is quoted in 
anewspaper as £1 = 1.92 fr. How many francs 
can be purchased for £326.40? 


3. If linch = 2.54cm, find the number of mil- 
limetres in 27 inches. 


4. 102.216 = I kg and ПЬ- 160z, determine the 
number of pounds and ounces in 38 kg (correct 
to the nearest ounce). 


5. If llitre = 1.76 pints and 8 pints = 1 gallon, 
determine (a) the number of litres in 35 gallons 
and (b) the number of gallons in 75 litres. 


6. Hooke's law states that stress is directly pro- 
portional to strain within the elastic limit of a 
material. When for brass the stress is 21 MPa, 
the strain 1s 0.00025. Determine the stress 
when the strain 18 0.00035. 


7. If 12inches = 30.48cm, find the number of 
millimetres in 23 inches. 


8. The tourist rate for the Canadian dollar is 
quoted in a newspaper as £1 — 1.84fr. How 
many Canadian dollars can be purchased for 
£550? 


6.4 Inverse proportion 


Two variables, x and y, are in inverse proportion to one 
220 А L 1 К 

another if y is proportional to —, i.e. y œ — or y = — or 
x % х 


k = xy where k is a constant, called the coefficient of 
proportionality. 

Inverse proportion means that, as the value of one vari- 
able increases, the value of another decreases, and that 
their product is always the same. 

For example, the time for a journey is inversely propor- 
tional to the speed of travel. So, if at 30 m.p.h. a journey 
is completed in 20 minutes, then at 60 m.p.h. the journey 
would be completed in 10 minutes. Double the speed, 
half the journey time. (Note that 30 x 20 = 60 x 10.) 
In another example, the time needed to dig a hole is 
inversely proportional to the number of people digging. 
So, if 4 men take 3 hours to dig a hole, then 2 men 
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(working at the same rate) would take 6 hours. Half the 
men, twice the time. (Note that 4 x 3 = 2 х 6.) 
Here are some worked examples on inverse proportion. 


Problem 17. Itis estimated that a team of four 
designers would take a year to develop an 
engineering process. How long would three 
designers take? 


If 4 designers take 1 year, then 1 designer would take 
4 years to develop the process. Hence, 3 designers would 


take 3 years, i.e. 1 year 4 months. 


Problem 18. А team of five people can deliver 
leaflets to every house in a particular area in four 
hours. How long will it take a team of three people? 


If 5 people take 4 hours to deliver the leaflets, then 

1 person would take 5 x 4= 20 hours. Hence, 3 peo- 
20 2 

ple would take 3 hours, i.e. 63 hours, i.e. 6 hours 

40 minutes. 


Problem 19. The electrical resistance R of a 
piece of wire is inversely proportional to the 
cross-sectional area A. When A = 5mm?, 

R = 7.02 ohms. Determine (a) the coefficient of 
proportionality and (b) the cross-sectional area 
when the resistance is 4 ohms 


1 k 
(a Ra—, ie R= — ог k= RA. Hence, when 
A A 
R =7.2 and A = 5, the 


coefficient of proportionality, k = (7.2)(5) = 36 


k 
(b) Since k = RA then A = R Hence, when R = 4, 


36 
the cross sectional area, A = a 9mm? 


Problem 20. Boyle’s law states that, at constant 

temperature, the volume V of a fixed mass of gas is 
inversely proportional to its absolute pressure p. If 
a gas occupies a volume of 0.08 m? ata pressure of 


1510 pascals, determine (a) the coefficient of 
proportionality and (b) the volume if the pressure is 
changed to 4 х 106 pascals 


1 k 
(a) V &-— i.e. V = — ork = pV. Hence, the 
P P 
coefficient of proportionality, k 


= (1.5 x 10°)(0.08) = 0.12 х 10° 


k 0.12x 106 


(b) Volume, V = — = — — —-— =0.03m? 
p 4 х 106 


Now try the following Practice Exercise 


Practice Exercise 28 Further inverse 
proportion (answers on page 342) 


1. A 10kg bag of potatoes lasts for a week with a 
family of 7 people. Assuming all eat the same 
amount, how long will the potatoes last if there 
are only two in the family? 


2. If8 men take 5 days to build a wall, how long 
would it take 2 men? 


3. If y is inversely proportional to x and 
у= 15.3 when x = 0.6, determine (a) the 
coefficient of proportionality, (b) the value of 
y when x is 1.5 and (c) the value of x when y 
15727122) 


4. Acar travelling at 50 km/h makes a journey in 
70 minutes. How long will the journey take at 
70 km/h? 


5. Boyle's law states that, for a gas at constant 
temperature, the volume of a fixed mass of 
gas is inversely proportional to its absolute 
pressure. If a gas occupies a volume of 1.5 m? 
at a pressure of 200 x 10? pascals, determine 
(a) the constant of proportionality, (b) the 
volume when the pressure is 800 x 10? pas- 
cals and (c) the pressure when the volume is 
1.25m. 


Chapter 7 


Powers, roots and laws of 


7.1 Introduction 


The manipulation of powers and roots is a crucial under- 
lying skill needed in algebra. In this chapter, powers and 
roots of numbers are explained, together with the laws 
of indices. 

Many worked examples are included to help understand- 


ing. 
7.2 Powers and roots 


7.2.1 Indices 


The number 16 is the same as 2 x 2 x 2 x 2,and2 x 2 x 
2 x 2 can be abbreviated to 2*. When written as 2*, 2 is 
called the base and the 4 is called the index or power. 
2^ is read as ‘two to the power of four’. 

Similarly, 37 is read as ‘three to the power of 5’. 
When the indices are 2 and 3 they are given special 
names; i.e. 2 is called ‘squared’ and 3 is called ‘cubed’. 
Thus, 


42 is called ‘four squared’ rather than ‘4 to the power 
of 2’ and 

5? is called ‘five cubed’ rather than ‘5 to the power of 3” 
When no index is shown, the power is 1. For example, 
2 means 2!. 


Problem 1. Evaluate (a) 2° (b) 34 
(a) 26 means2x 2x 2x 2x2x2 (i.e. 2 multiplied 


by itself 6 times), and 2 x 2x 2x 2x 2x 2 = 64 
ie. 26 — 64 


DOI: 10.1016/B978-1-85617-697-2.00007-7 


indices 


(b) 34 means 3 x 3x 3 x3 (i.e. 3 multiplied by itself 
4 times), and 3 x 3x 3 x 3 = 81 


Le. 34-81 


Problem 2. Change the following to index form: 
(a) 32 (b) 625 


(a) (i) Тоехргеѕѕ 32 in its lowest factors, 32 is initially 
divided by the lowest prime number, i.e. 2. 
(1) 32+2= 16, hence 32 22 x 16. 


(11) 16 is also divisible by 2, i.e. 16 = 2 х 8. Thus, 
32=2х 2х 8. 


(iv) 8 is also divisible by 2, i.e. 8 = 2 x 4. Thus, 
32=2х2х2х 4. 


(v) 4 is also divisible by 2, i.e. 4=2 x 2. Thus, 
32-2х2х2х2х 2. 


(vi) Thus, 32 = 25. 


(6) (1) 625 is not divisible by the lowest prime num- 
ber, i.e. 2. The next prime number is 3 and 625 
is not divisible by 3 either. The next prime 
number is 5. 


(i) 625--5--125,16.625--5х 125. 


(11) 125 is also divisible by 5, i.e. 125 = 5 x 25. 
Thus, 625 2 5 x 5 x 25. 


(iv) 25 is also divisible by 5, i.e. 25 — 5 x 5. Thus, 
625-5х5х5х5. 


(v) Thus, 625 — 54. 
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Problem 3. Evaluate 3? x 2? 


3? x2? =3x3x3x2x2 
=27x4 
= 108 


7.2.2 Square roots 


When a number is multiplied by itself the product is 
called a square. 

For example, the square of 3 is 3 x 3 = 32 — 9. 

A square rootis the reverse process; i.e., the value of the 
base which when multiplied by itself gives the number; 
i.e., the square root of 9 is 3. 

The symbol J is used to denote a square root. Thus, 
1/9 = 3. Similarly, V4 = 2 and /25 = 5. 

Because —3 x —3 = 9, 4/9 also equals —3. Thus, V9= 
+3 or —3 which is usually written as /9 = +3. Simi- 
larly, /16 = +4 and 4/36 = +6. 

The square root of, say, 9 may also be written in index 
form ав 92. 


92 = V9 = 43 


32 x 23 x 4/36 
416х 4 


Problem 4. Evaluate taking only 


positive square roots 


3? x23 4/20. 3x3x2x2x2x6 


/I6x4 0 4x4 
9x8x6 9х1х6 
|^ 16 — 2 
_9x1x3 by cancelling 
1 
=27 
10^ x 4/100 


Problem 5. Evaluate taking the 


oF 103 
positive square root only 


104 х /100 10х 10x 10 x 10 x 10 
103 Е 10 x 10 x 10 


- Іхіхіх10х10 by cancelling 
1х1х 1 
_ 100 


1 
= 100 


Now try the following Practice Exercise 


Practice Exercise 29 Powers and roots 
(answers on page 342) 


Evaluate the following without the aid of a calcu- 
lator. 


122227 27 21 
3. 10° бі) Qucm 
5. Change 16 to 6. 252 
index form. 
1 10° 
7. 642 225 
103 
102 х 103 " 25 х 642 х 32 
10? i 144 x 3 
taking positive 


square roots only. 


7.3 Laws of indices 


There are six laws of indices. 


(1) From earlier, 22 x 22 = (2 x 2) x (2 x 2 x 2) 


= 32 

=9? 
Hence, 22x23 —25 
Or 22 x 23 = 2243 


This is the first law of indices, which demonstrates 
that when multiplying two or more numbers 
having the same base, the indices are added. 


25 2x2x2x2x2 1x1x1x2x2 


2 = 
2) 23 2x2x2 1x1xl 
2x2 2 
= 4-2 
1 
9 25 
Hence, — i? gr -- --29-3 
23 23 


This is the second law of indices, which demon- 
strates that when dividing two numbers having 
the same base, the index in the denominator is 
subtracted from the index in the numerator. 


(3) (3°)? = 35x2 = 310 and (22? = 22х3 = 26 


This is the third law of indices, which demon- 
strates that when a number which is raised to 
a power is raised to a further power, the indices 
are multiplied. 
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(4) 3°=1 and 179-21 
This is the fourth law of indices, which states that 
when a number has an index of 0, its value is 1. 
ag. d 4 1 
(5) 3 = 34 an 2-3 = 
This is the fifth law of indices, which demonstrates 
that a number raised to a negative power is the 
reciprocal of that number raised to a positive 
power. 


23 


(6) 83 = 7/82 (2)2 —4 and 
252 = 4/25! = V25! = +5 
(Note that V zd ) 


This is the sixth law of indices, which demon- 
strates that when a number is raised to a frac- 
tional power the denominator of the fraction is 
the root of the number and the numerator is the 
power. 

Here are some worked examples using the laws of 
indices. 


Problem 6. Evaluate in index form 5? x 5 x 52 


53 x 5x5 =5 x5! x 52 (Note that 5 means 5*3 


= 53+1+2 from law (1) 
= 56 
5 
Problem 7. Evaluate 3i 


35 

gi = 35-4 from law (2) 
=3! 
=3 


24 
Problem 8. Evaluate 24 


2524 
24 — 
= 20 
24 2x2x2x2 16 
23 2x2x2x2 16 


2021 


from law (2) 


But -1 


Hence, from law (4) 


Any number raised to the power of zero equals 1. For 
example, 6° = 1, 128° = 1, 13742° = 1 and so on. 


32 
Problem 9. Evaluate E A 
3x3* мы 359 3» ам 
М 70.3 7.4737 -3 
from laws (1) and (2) 
Bul 2 3x3x3 іхіхі 
u E = 
34 3x3x3x3 1х1х1х3 
(by cancelling) 
E 
3 
3 x 32 
Hence, = =3'=—  fromlaw (5) 
Similarly, 27! = Pg = 57^ and 
imilarly, = 5, a m and so on. 
3 102 
Problem 10. Evaluate E 
3 2 342 5 
10 -— - а - - from law (1) 
—1073—107? от law (2) 
1) = DO from law (5) 
1053 1000 
10? x 10 3; 1 
H ! -107- = 0.001 
ша 108 1000 


Understanding powers of ten is important, especially 
when dealing with prefixes in Chapter 8. For example, 


10? = 100, 10° = 1000, 10* = 10000, 
10° = 100000, 10° = 1000000 


ait _ ee 09 
107! = — =0.1, 107? = — = — = 0.01 
10 102 100 


and so on. 
Problem 11. Evaluate (a) 52 x 5? = 54 
(b) (357) (32232) 

From laws (1) and (2): 


52 x 53 Е 50-3) 


2.43. 54 
(а) 5°x5°+5°= 54 54 
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3x35 3045) 
8% - 2 3 
(b (3 х 3°) (3 x3) = эт 38 7 3829 
36 
= үул- 37-31 3 


Problem 12. Simplify (а) (23)* (b) (329, 
expressing the answers in index form 
From law (3): 
(a) (23)4 = 23х4 = 212 
(b) (32) 23 32x5 2: 310 


102 В 
Problem 13. Evaluate: aie 
From laws (1) to (4): 


(102)3 10x3) 106 


6—6 0 
105 х 102 1062 m 710 -10-1 
2123 
ages 14. Find the value of (a) 27 x 25 
(55) 
b) 5 
2503 
From the laws of indices: 
23424 2(3+4) 27 
(а) = = — 97-12 
27 х 25 20-65) 212 
— 2-5 a 1 
2307-25-32 
32 3 32x3 36 
(b) Cr M — 2_ _ 36-10 
3x39 214497 310 
2 3-4 Ї 2 1 
эт 081 


Problem 15. Evaluate (а) 41/2 (b) 163/4 (с) 272/3 
(4) д-1/2 


(a) 4172-44-22 


(b 163/4 = 163 = (2)? =8 
(Note that it does not matter whether the 4th root 
of 16 is found first or whether 16 cubed is found 
first — the same answer will result.) 


(с) 272/3 = W272 = (3)? =9 
1 1 1 1 


d) 9:12- =— = 
(@ 9/2 Jg аз 73 


Now try the following Practice Exercise 


Practice Exercise 30 Laws of indices 
(answers on page 342) 


Evaluate the following without the aid of a 
calculator. 


1. 22х2х24 2. 35х33х3 
in index form 
20 33 
3 3 4. 35 
a 23222 
2271 6. 5 
10 х 106 
T энэ 8. 10-10 
105 
10? x 104 
MB 224444 10. 56х52--57 
10° 


11. (72)? in index form D OY 


3!x3*. Шог? 
193 in 14. ——~ in 
35 (3 x 27)2 
index form index form 
16 x 4? zs 
i, We m 
(2 x 8)3 Sa 
2 -4 2-1 
ЇЇ 3297 18. Fa 
33 П 
242-502 5 5 
19. ——_ шт. 
2х2-2х 26 5-8 x 53 


Here are some further worked examples using the laws 
of indices. 


3 7 
Problem 16. Evaluate 8 
53 х 34 


The laws of indices only apply to terms having the 
same base. Grouping terms having the same base and 
then applying the laws of indices to each of the groups 
independently gives 

3x5 3 ? 3 | 30-45. 50-3 

2x3 34 53 
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221211 
Problem 17. Find the value of ———————— 
74 х 24 х 33 


2 x35 wq = 9874 y 35-3 y 72х2-4 


74 х 24 х 33 
= 2-х 32 х 7 
1 
--х32хі---4- 
х х 2 
41-5 x 81⁄3 


Problem 18. Evaluate 280592905 


415 = 43/2 = VB = 25 =8 gl? = 82, 


224,3272/5 = _1 : = 
нэ 32/5 i2 2 4 
415x813 8х2 16 

Неке 22 3205 12171 
4x 4 
Alternatively, 
415 х 81/3 (0)213/2 х (23/3 


22 х 32-2/5 2x (25у-2/5 
сл! 
= 2 5 2 э341-2-41-2) = 24 = 16 


PPLP 
Problem 19. Evaluate LÁ 


Dividing each term by the HCF (highest common factor) 
of the three terms, i.e. 32 x 5?, gives 


32x55 33x5 

32 х 55433x 53 32x53) 3253 
34 x 54 Е 34 х 54 
32 х 53 


30 2) х 56 3) 30 2) х 50 
34-2 50-93) 


3° x 5743! x 50 


32 x 51 
1х25+3х1 28 
9x5 ^ 45 


9207 
Problem 20. ЕшдШесуамео--------с: 
34 x 54+ 33 x 53 


To simplify the arithmetic, each term is divided by the 
HCF of all the terms, i.e. 32 x 5°. Thus, 


3 x55 

3^x5 Е 32 х 53 
34 х 54 +33 х 53 345 54 33 х 53 
32x53 32x 53 


30-2 x 56-3) 
34—2 x §(4-3) 4. 368-2 x 58-3) 
39 x 52 
~ 32x 51431 х 50 
1x 5? 25 25 
~ 32x543x1 4543 48 


i= сы 
3-2 x« TP s« S72 
expressing the answer in index form with positive 
indices 


Problem 21. Simplify 


23 1 1 2 1 2 
Since 7T = —, —~ = 3^ and —~ = 5, then 
737 3-2 5-2 
77? x34 34 x 32 x 5? 
3-2 x 75 x 572 73 х 75 
367 Dae 
7045 378 
165 972 


Problem 22. Simplif 
roblem NE ea то 


expressing the answer in index form with positive 
indices 


Expressing the numbers in terms of their lowest prime 
numbers gives 
162 х 972 pu x 83)? 
4x 33—273 x8 2 x 33—273 x (23)2 


Ш 28 x 3—4 
7 22 х 33 — 2-3 x 26 


2 28 х 3—4 
~ 92 x 33-23 
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Dividing each term by the HCF (i.e. 22) gives 


28 x 3-4 26 x 3-4 26 


22х33-23 3.3 31035-2) 


20 зүг? 
ШЇЇ 
О 
Problem 23. Simplify -----а 


the answer with positive indices 


Raising a fraction to a power means that both the numer- 
ator and the denominator of the fraction are raised to that 


зү! 43 
power, 1.6. () = 33 


A fraction raised to a negative power has the same value 
as the inverse of the fraction raised to a positive power. 


а 1 1 52 52 
Thus, (3) ИРТ a= ao = 1X a0 = а 
С) 8 


ЗҮС” Juv = 

Similarly, (-| =(=) = 

11111 arly, (2) (5) 23 
-2 


2? 53 
() > 
45 , a ы pe JO AS 
33 32 53 c 342) x 53-2) 


Now try the following Practice Exercise 


Practice Exercise 31 Further problems on 
indices (answers on page 342) 


In problems 1 to 4, simplify the expressions given, 
expressing the answers in index form and with 
positive indices. 


! 210252 5 Ua me 
|^ 54 х 34 39% 74x73 
а 42 х 93 822500 a 
8 x 34 72252 х 24 х 9-2 


In Problems 5 to 15, evaluate the expressions given. 


1 -1 
5, (=) 6. 8102» 


7 i 8 M 
AES 
: о о аа: 
Berek | 23 х 32-82 x9 
m 0 2 (222. 
` 32 x 5 x 72 : 23 х 162 


(32)3/2 x (81/52 
4 (3? x (43)1/2 х (9)-1/2 


Units, prefixes and 
engineering notation 


8.1 Introduction 


Of considerable importance in engineering is a knowl- 
edge of units of engineering quantities, the prefixes used 
with units, and engineering notation. 

We need to know, for example, that 


80kV — 80 x 10? V, which means 80000 volts 


and 25mA = 25 x 10? A, 
which means 0.025 amperes 


and 50пЕ = 50 х 10-°F, 
which means 0.000000050 farads 


This is explained in this chapter. 


The system of units used in engineering and science 
is the Systéme Internationale d'Unités (International 
System of Units), usually abbreviated to SI units, and is 
based on the metric system. This was introduced in 1960 
and has now been adopted by the majority of countries 
as the official system of measurement. 

The basic seven units used in the SI system are listed in 
Table 8.1 with their symbols. 

There are, of course, many units other than these seven. 
These other units are called derived units and are 
defined in terms of the standard units listed in the table. 
For example, speed is measured in metres per second, 
therefore using two of the standard units, i.e. length and 
time. 


DOI: 10.1016/B978- 1-856 17-697-2.00008-9 


Table 8.1 Basic SI units 


Quantity Unit Symbol 

Length metre m (1m = 100cm 
= 1000 mm) 

Mass kilogra kg (1kg = 1000 g) 

Time second s 

Electric current ampere A 

Thermodynamic kelvin K (K = °C +273) 

temperature 

Luminous candela cd 

intensity 

Amount of mole mol 

substance 


Some derived units are given special names. For exam- 
ple, force = mass x acceleration has units of kilogram 
metre per second squared, which uses three of the base 
units, i.e. kilograms, metres and seconds. The unit of kg 
m/s? is given the special name of a Newton. 

Table 8.2 contains a list of some quantities and their 
units that are common in engineering. 


8.3 Common prefixes 


SI units may be made larger or smaller by using prefixes 
which denote multiplication or division by a particular 
amount. 
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Table 8.2 Some quantities and their units that are common in engineering 


Quantity Symbol 


N 


Area 


square metre 


E 


Mass kilogram 


ж 
ga 


> 


Electric current ampere 


N 


Acceleration metre per second squared m/s 


Temperature kelvin or Celsius Kor E 


Angular velocity radian per second rad/s 


2 


Force newton 


= 


Energy, work joule 


a 


Charge, quantity of electricity coulomb 


ЕТІ 


Capacitance farad 


Inductance 


5 
5 
< 
ав 


The most common multiples are listed in Table 8.3. 
A knowledge of indices is needed since all of the prefixes 
are powers of 10 with indices that are a multiple of 3. 
Here are some examples of prefixes used with engineer- 
ing units. 

A frequency of 15 GHz means 15 x 10°Hz, which is 
15000 000 000 hertz, 

i.e. 15 gigahertz is written as 15 GHz and is equal to 15 
thousand million hertz. 

(Instead of writing 15000000000 hertz, it is much 
neater, takes up less space and prevents errors caused 


by having so many zeros, to write the frequency as 
15 GHz.) 

A voltage of 40 МУ means 40 х 106 V, which is 
40000000 volts, 

i.e. 40 megavolts is written as 40 MV and is equal to 40 
million volts. 


An inductance of 12mH means 12 x 1073Н or 


аР 101 
— H or —— ich is 0. А 
ip ^ 1999 em 


ie. 12 millihenrys is written as 12 mH and is equal to 
12 thousandths of a henry. 
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Table 8.3 Common SI multiples 


Prefix Мате Meaning 


M mega multiply by 10° 


m milli multiply by 10? 


i.e. x 1000000 


n nano multiply by 1079 


les 5% 


— 0.000 000 001 


10° ^ 1000000000 


150 
A time of 150 ns means 150 х 10775 or 1095 which 


09 
is 0.000000 150s, 
i.e. 150 nanoseconds is written as 150 ns апа is equal to 
150 thousand millionths of a second. 
A force of 20kN means 20 x 10? №, which is 20000 
newtons, 
i.e. 20 kilonewtons is written as 20kN and is equal to 
20 thousand newtons. 


30 
A charge of 30 pC means 30 x 10-9 C or 106 C, which 


is 0.000030C, 
i.e. 30 microcoulombs is written as 30 uC and is equal 
to 30 millionths of a coulomb. 


45 
A capacitance of 45 pF means 45 x 107? F or —— Е 


12” 
which is 0.000 000 000 045 F, = 
i.e. 45 picofarads is written as 45 pF and is equal to 45 
million millionths of a farad. 
In engineering it is important to understand what such 
quantities as 15 GHz, 40МУ, 12mH, 150ns, 20kN, 
30uC and 45 pF mean. 


Now try the following Practice Exercise 


Practice Exercise 32 SI units and common 
prefixes (answers on page 343) 


1. State the SI unit of volume. 


2. State the SI unit of capacitance. 


State the SI unit of area. 


State the SI unit of velocity. 

State the SI unit of density. 

State the SI unit of energy. 

State the SI unit of charge. 

State the SI unit of power. 

State the SI unit of angle. 

State the SI unit of electric potential. 

State which quantity has the unit kg. 

State which quantity has the unit symbol Q. 
State which quantity has the unit Hz. 

State which quantity has the unit m/s?. 
State which quantity has the unit symbol A. 
State which quantity has the unit symbol H. 
State which quantity has the unit symbol m. 
State which quantity has the unit symbol K. 
State which quantity has the unit Pa. 

State which quantity has the unit rad/s. 
What does the prefix G mean? 


Whatisthe symbol and meaning of the prefix 
milli? 
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23. What does the prefix p mean? 


24. What is the symbol and meaning of the prefix 
mega? 


8.4 Standard form 


A number written with one digit to the left of the decimal 
point and multiplied by 10 raised to some power is said 
to be written in standard form. 


43 645 = 4.3645 x 107 
in standard form 


For example, 


and 0.0534 = 5.34 x 107? 
in standard form 


Problem 1. Express in standard form (a) 38.71 
(b) 3746 (c) 0.0124 


For a number to be in standard form, itis expressed with 
only one digit to the left of the decimal point. Thus, 


(a) 38.71 must be divided by 10 to achieve one digit 
to the left of the decimal point and it must also be 
multiplied by 10 to maintain the equality, i.e. 


71 
38.71= 28 x 10 =3.871 x 10 in standard form 


(b) 3746— х 1000 = 3.746 x 10° in standard 


100 1.24 
(с) 0.0124- 0.0124 x — = —— = 124 x 107? 
j 100 100 
in standard form. 


Problem 2. Express the following numbers, 
which are in standard form, as decimal numbers: 


(а) 1.725 х 1072 (b) 5.491 х 10% (c) 9.84 x 10? 


L 1.725 
(a) 1.725 x 107? = 0.01725 (i.e. move the 


decimal point 2 ӨРЕЛ to the left). 


(b) 5.491 x 10^ — 5.491 x 10000 = 54910 (i.e. move 
the decimal point 4 places to the right). 


(c) 9.84 x 10° = 9.84 x 1 = 9.84 (since 10° = 1). 


Problem 3. Express 7 цан form, correct to 3 


а 0 195 (c) mu 


significant figures, C 16 


3 
(a) 8 — 0.375, and expressing it in standard form 


gives 
0.375 = 375 x 107! 


9 : 
(b) 197 = 19.6 = 1.97 x 10 in standard form, cor- 


rect to 3 significant figures. 


9 
(c) 741 16^ 741.5625 —7.42 x 10? in standard form, 


correct to 3 significant figures. 


Problem 4. Express the following numbers, given 
in standard form, as fractions or mixed numbers, 
(a) 2.5 x 107! (b) 6.25 x 107? (c) 1.354 x 10? 


25 25 1 
2.5 x 107! = = = — =- 

шин 101004 

2625 625 1 


100 Bog 16 


(b 6.25 х 10-2 = 
s 2 

(с) 1.354 x 10? = 135.4 = 1354 -135- 
10 5 


Problem 5. Evaluate (а) (3.75 х 103)(6 х 10%) 
ЭЭР 
(b) 


7 х 102” 
form 


expressing the answers in standard 


(a) (3.75 х 103)(6 х 10*) = (3.75 x 6)(105*^) 


= 22.50 х 107 
= 2.25 x 108 
3:535t 00 E Tm TN j 


Now try the following Practice Exercise 


Practice Exercise33 Standard form 
(answers on page 343) 


In problems 1 to 5, express in standard form. 


Ї Ч 739 (b) 284 (0 197.62 


2. (a) 2748 (b) 33170 (c) 274218 

3. (a) 0.2401 (b) 0.0174 (c) 0.00923 

4. (a) 1702.3 (b) 10.04 (c) 0.0109 
1 7 
EE (b Il; 
Ы 4 зо 
32 5 


In problems 6 and 7, express the numbers given as 
integers or decimal fractions. 


о @ ТО 10> (ы) 9327 < 10" 
(on S41 x10" (0) x 

Te (а) 3 89> (Os (by ol a 
(1 8x107 


In problems 8 and 9, evaluate the given expres- 
sions, stating the answers in standard form. 


8. (а) (4.5 х 1072)3 x 103) 
(b) 2х (5.5 x 105) 


oc Hm 
9 Mire mc 
б) 35105 
Ы) (2:4 1023501025) 
(4.8 x 104) 
10. Write the following statements in standard 
form. 
(a) The density of aluminium is 2710 
kgm 


(b) Poisson's ratio for gold is 0.44 


(c) The impedance of free space is 
376.73 Q. 


(d) The electron rest energy is 0.511 MeV. 


(e) Proton charge—mass ratio is 95789700 
Скр 


(f) The normal volume of a perfect gas is 
0.02241 m? moll. 


8.5 Engineering notation 


In engineering, standard form is not as important as 
engineering notation. Engineering notation is similar 
to standard form except that the power of 10 is always 
a multiple of 3. 


For example, 43645 = 43.645 х 10? 

in engineering notation 
and 0.0534 = 53.4 х 1077 

in engineering notation 
From the list of engineering prefixes on page 55 it is 


apparent that all prefixes involve powers of 10 that are 
multiples of 3. 
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For example, a force of 43645N can rewritten as 
43.645 x 10°N and from the list of prefixes can then 
be expressed as 43.645 kN. 


Thus, 43645N z 43.645 kN 


To help further, on your calculator is an ‘ENG’ button. 
Enter the number 43 645 into your calculator and then 
press —. Now press the ENG button and the answer is 
43.645 x 10?. We then have to appreciate that 10? is the 
prefix ‘kilo’, giving 43645 N = 43.645 kN. 

In another example, let a current be 0.0745 A. Enter 
0.0745 into your calculator. Press —. Now press 
ENG and the answer is 74.5 х 1072. We then have 
to appreciate that 107? is the prefix ‘milli’, giving 
0.0745 A =74.5mA. 


Problem 6. Express the following in engineering 
notation and in prefix form: 


(a) 300000W (b) 0.000068 H 


(a) Enter 300000 into the calculator. Press — 
Now press ENG and the answer is 300 x 10?. 


From the table of prefixes on page 55, 10? corre- 


sponds to kilo. 
Hence, 300000 УУ = 300 х 107 W in engineering 
notation 
= 300 kW in prefix form. 


(b) Enter 0.000068 into the calculator. Press = 
Now press ENG and the answer is 68 х 1075. 


From the table of prefixes оп page 55, 1076 
corresponds to micro. 


Hence, 0.000068 H = 68 х 10-6 H in engineering 
notation 


= 68 WH in prefix form. 


Problem 7. Express the following in engineering 
notation and in prefix form: 


(отоо (b47<10 DR 


(a) Enter 42 x 10° into the calculator. Press = 
Now press ENG and the answer is 4.2 x 10°. 


From the table of prefixes on page 55, 106 corre- 
sponds to mega. 
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Hence, 42 x 10? Q = 4.2 х 106 Q in engineering (b) Enter 3100 x 10712 into the calculator. Press = 
notation 


= 4.2 МӘ in prefix form. 


Now press ENG and the answer is 3.1 х 107°. 
From the table of prefixes on page 55, 1077 


47 corresponds to nano. 
(b) Enter 47 + 1010 = ——____ into the calcu- 
10000000000 Hence, 3100 pF = 31 x 10:2Е--3.1 x 107?F 
lator. Press = 
= 3.1 nF 
Now press ENG and the answer is 4.7 х 1077. в 
From the table of prefixes оп page 55, 107° Problem 10. Rewrite (a) 14700 mm in metres 
corresponds to nano. (b) 276cm in metres (c) 3.375 kg in grams 


Hence, 47 —-10!0 F = 4.7 x 107? F in engineer- 


ing notation (a 1m = 1000 тт, hence 
1 


= 4.7 nF in prefix form. шилж 1000 105. — 


А в Hence, 14700 тт = 14700 x 10-3 т = 14.7 m. 
Problem 8. Rewrite (а) 0.056 mA in pA i í 
(b) 16700kHz as MHz (b) 1m=100cm, hence lem= >= тоз = 1072 


(a) Enter 0.056 ~ 1000 into the calculator (since milli Hence, 276cm = 276 х 107? m = 2.76m. 
means +1000). Press = (с) 1kg = 10008 = 10g 


: -6 
Now press ENG and the answer is 56 х 1077. Hence, 3.375kg = 3.375 х 103 g = 3375g. 
From the table of prefixes on page 55, 1076 


corresponds to micro. 


Hence, 0.056mA = 0:038 А = 56 х 1076A Now try the following Practice Exercise 


1000 


Practice Exercise 34 Engineering notation 
(b) Enter 16700 x 1000 into the calculator (since kilo (answers on page 343) 


means х 1000). Press = 
In problems | to 12, express in engineering nota- 


Now press ENG and the answer is 16.7 x 10°. tion in prefix form. 


From the table of prefixes on page 55, 10° corre- 1. 60000Pa 
sponds to mega. 
2. 0.00015 W 
Hence, 16700kHz= 16700 x 1000Hz з 5x0 
= 16.7 x 10°Hz д 5,5 100° F 
= 16.7MHz 5. 100000 W 
6. 0.00054A 
Problem 9. Rewrite (a) 63 x 10* V in kV т 15100 
(b) 3100 pF in nF 
В 2255104 V 
(a) Enter 63 x 104 into the calculator. Press = 9. 35000000000 Hz 
Now press ENG and the answer is 630 x 10°. 10. 1.5x10-!! EF 
From the table of prefixes on page 55, 10? corre- 11. 0.000017A 
sponds to kilo. 
12. 462009 


Hence, 63 x 10^ V = 630 x 10? V = 630kV. 


15). 
14. 
I5; 
16. 
19 


Rewrite 0.003 mA in pA 
Rewrite 2025 kHz as MHz 
Rewrite 5 х 10*N in kN 
Rewrite 300 pF in nF 


Rewrite 6250 cm in metres 
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18. Rewrite 34.6g in kg 


In problems 19 and 20, use a calculator to evaluate 
in engineering notation. 


19. 45 x 1077 x 3 x 10! 


(1.6 ж 10:7) (25x 107) 
(100 x 10-6) 


20. 


Revision Test 3 : Ratio, proportion, powers, roots, indices and units 


This assignment covers the material contained in Chapters 6-8. The marks available are shown in brackets at the 
end of each question. 


ІР 


In a box of 1500 nails, 125 are defective. Express 
the non-defective nails as a ratio of the defective 
ones, in its simplest form. (3) 


Prize money іп а lottery totals £4500 and is shared 
among three winners in the ratio 5:3:1. How much 
does the first prize winner receive? (3) 


A simple machine has an effort:load ratio of 3:41. 
Determine the effort, in newtons, to lift a load of 
6.15 KN. (3) 


If 15 cans of lager weigh 7.8kg, what will 24 cans 
weigh? (3) 


Hooke’s law states that stress is directly propor- 
tional to strain within the elastic limit of a material. 
When for brass the stress is 21 MPa, the strain is 
250 х 10-6, Determine the stress when the strain 


is 350 х 1076, (3) 
If 12inches = 30.48 cm, find the number of mil- 
limetres in 17 inches. (3) 


If x is inversely proportional to yand х = 12 when 
y = 0.4, determine 
(a) the value of x when y is 3. 


(b) the value of y when x = 2. (3) 
Evaluate 
(43-22 
1 
(р) 492 (4) 
Ba OC Т 
Evaluate taking positive square 


1 
3x 812 
roots only. (3) 


10. 
11. 


12: 


157 


14. 


ШЕ? 


16. 


17 


Evaluate 6^ x 6 x 62 in index form. (2) 


Evaluate 


a 4 5 
(9) 25 о тт (4) 
Evaluate 
PD? 
o5 
(23 x 16)* 
(8x2)? 


1 -1 
(c) (а) (7) 


Evaluate 


(a) 


(b) 


1 
(a) (27) 3 (b) (5) 


State the SI unit of (a) capacitance (b) electrical 
potential (c) work (3) 


State the quantity that has an SI unit of 
(a) kilograms (b) henrys (c) hertz (d) m? (4) 


Express the following in engineering notation in 
prefix form. 


(а) 2500007 
(c) 2 x 108 Уу 


(b) 0.05H 
(d) 750 x 1078 F (4) 


Rewrite (a) 0.0067 mA in мА (b) 40 x 10^ kV as 
MV (2) 


9.1 Introduction 


We are already familiar with evaluating formulae using 
a calculator from Chapter 4. 

For example, if the length of a football pitch is L and its 
width is b, then the formula for the area A is given by 


A=Lxb 


This is an algebraic equation. 

If L = 120m and b = 60m, then the area 

A = 120 x 60 = 7200 m?. 

The total resistance, Кт, of resistors №, Ro and R3 
connected in series is given by 


Rr = Ку + К + Кз 


This is an algebraic equation. 
If Ri = 6.3kQ, № =2.4kQ and R3 = 8.5 КО, then 


Rr = 6.3 + 2.4 + 8.5 =17.2kQ 


The temperature in Fahrenheit, F, is given by 


9 
кесет 


where С is the temperature in Celsius. This is ап 
algebraic equation. 


9 
If C = 100°C, then F = 5 х 100--32 


= 180+32 = 212°Е. 
If you can cope with evaluating formulae then you will 
be able to cope with algebra. 


9.2 Basic operations 


Algebra merely uses letters to represent numbers. 
If, say, a, b, c and d represent any four numbers then in 
algebra: 


DOI: 10.1016/B978-1-85617-697-2.00009-0 


basic algebra 


(a) a+a +a +a = 4a. For example, if a = 2, then 
2-2-2-2-4х2--8. 


(b) 5b means 5xb. For example, if b —4, then 
5b = 5 x 4 = 20. 


(c) 2a+3b+a-— 2b = 2а +a + ЗЬ — 2b = За +b 


Only similar terms can be combined in algebra. 
The 2a and the +a can be combined to give 3a 
and the 3b and —2b can be combined to give 1b, 
which is written as b. 


In addition, with terms separated by + and — signs, 
the order in which they are written does not matter. 
In this example, 2a +3b +a — 2b is the same as 
2a +a 4- 3b — 2b, which is the same as 3b +a + 
2a — 2b, and so on. (Note that the first term, i.e. 
2a, means 4-2a.) 


(4) 4abed=4xaxbxcxd 


For example, ifa = 3, b = —2, c = 1 and d = —5, 
then 4abcd = 4 x 3 x —2 x 1 x —5 = 120. (Note 
that — x — = +) 


(e) (a)(c)(d) means a x c x d 


Brackets are often used instead of multiplication 
signs. For example, (2)(5)(3) means 2 x 5 x 3 = 
30. 


(f) ab = ba 
If a = 2 and b = 3 then 2 x 3 is exactly the same 
as 3 x 2, i.e. 6. 


(g) b?=bxb. For 
3223x3-29. 


example, if b=3, then 


(h) а -ахаха For example, if a=2, then 
23=2x2x2=8. 


Here are some worked examples to help get a feel for 
basic operations in this introduction to algebra. 
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9.2.1 Addition and subtraction 


Problem 1. Find the sum of 4x, 3x, —2x and —x 


4x +3x +—2x + —x = 4х + 3х – 2х —x 
(Note that + x — = —) 


= 4x 


Problem 2. Find the sum of 5x, 3y, z, —3x, —4y 
and 6z 


5х+3у +z +—3x +—4y + 6z 
= 5x + 3y +z — 3x — 4y + 6z 
= 5х — 3x + 3y — 4y +z + 6z 
=2x—y+7z 


Note that the order can be changed when terms are sep- 
arated by + and — signs. Only similar terms can be 
combined. 


Problem 3. Simplify 4x? — x — 2y + 5x + 3y 
4х? — x —2y +5x +3y = 4x? +5x — x +3y — 2y 
= Ax? +4x+y 


Problem 4. Simplify 3xy — 7x -- Axy +2x 


3xy — 7х +4xy+2x = 3xy+4xy4+2x — 7х 
= 7ху — 5x 


Now try the following Practice Exercise 


PracticeExercise 35 Addition and 
subtraction in algebra (answers on page 343) 


1. Find the sum of 4a, —2a,3a and —8a. 


2. Find the sum of 2a,5b, —3c, —a, —3b and 
Te. 


3. Simplify 2x — 3x? — 7y +x -Ay — 2y?. 
4. Simplify 5ab — 4a +ab +a. 
Э Simpliy 2x = 3y Fir I y TS FS. 


6. Simplify 3 +x +5x —2—4x. 

7. Addx—2y+3 to3x+4y-—1. 

8. Subtract a — 2b from 4a + 3b. 

9. Froma 4- b — 2c take За + 2b — Ас. 
10. From x? 4- xy — y? take xy — 2х2. 


9.2.2 Multiplication and division 


Problem 5. Simplify bc x abc 


bcxabc—-axbxbxcxc 
—-axb?xc 


= abc? 
Problem 6. Simplify —2p x —3p 
— x — = + hence, —2p x —3p = 6р? 


Problem 7. Simplify ab x b*c х а 


abxb’cxa=axaxbxbxbxc 


-а xb? xc 


Problem 8. Evaluate Зар + Abc — abc when 
а= ор ап їе 


3ab+4be—abc=3xaxb+4xbxc-axbxc 
=3x3x2+4x2x5-3x2x5 
= 18 +40 — 30 
= 28 


Problem 9. Determine the value of 5pq?r?, given 


2 1 
шилж поа 


5p? -5хрхф xr 


2ү? ҮҮ? 
-5х2х(2) «(5) 
5 2 
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зү? и 1 
-5х2х(-) х 3 since pol 
5 2 2 
5.2 2. 2 5. 25.5 
--Хх-Хх-х-х-х-х 
1 1 > 5 2 2 2 
1] 1 1 1 1 5 5 : 
ш-х-х-х-х-х-хХ by cancelling 
1 1 1 1 1 1] | 
-5х5 
= 25 


Problem 10. Multiply 2a + 3b by a +b 


Each term in the first expression is multiplied by a, then 
each term in the first expression is multiplied by b and 
the two results are added. The usual layout is shown 
below. 


2a +3b 
_atb 
Multiplying by a gives — 2a? + Зар 
Multiplying by b gives 2ab + 3b? 
2 2 
Adding gives 2a” + Sab + 3b 


Thus, (2a + 3b) (a +b) = 2a? + 5ab + ЗЬ? 


Problem 11. Multiply 3x — 2y? + 4xy by 
2x —5y 


3x —29* +4xy 
2х — 5y 


Multiplying е S 

by 2x > 6x? —4xy? +8x7y 
Multiplying 

by —5y > —20xy? -15ху +10y° 
Adding gives 6x? — 24x y? + 8x? y — 15x y +10y° 


Thus, (3x — 2y? + 4xy) (2x — 5y) 
= 6x? — 24xy? + 8x?y — 15ху + 10у 


Problem 12. Simplify 2x + 8xy 


ЭХ 
2x + 8xy means —— 
í 8xy 


2x 2х х 


8xy 8ххху 


1х1 : 
шог by cancelling 


9 2 
Problem 13. Simplify £ 


9a*bc 9xaxaxbxc 


3ac 3хахс 


=3xaxb 


- Зар 


Problem 14. Divide 2x? +x —3 by x —1 


(i) 2х2 +x —3 is called the dividend and x — 1 the 
divisor. The usual layout is shown below with the 
dividend and divisor both arranged in descending 
powers of the symbols. 


2x +3 
x—12x? -x —3 
2x? —2x 
3x —3 
3x —3 


(i) Dividing the first term of the dividend by the 
2 


2x 
first term of the divisor, i.e. — gives 2x, which 
X 
is put above the first term of the dividend as 
shown. 


(ii) The divisor is then multiplied by 2x, i.e. 


2x(x — 1) 2 2x? — 2x, which is placed under the 
dividend as shown. Subtracting gives 3x — 3. 


(v) The process is then repeated, i.e. the first term 


of the divisor, x, is divided into 3x, giving 4-3, 
which is placed above the dividend as shown. 


(v) Then 3(x — 1) 23x —3, which is placed under 


the3x — 3. The remainder, on subtraction, is zero, 
which completes the process. 


Thus, (2x? +x — 3) + (x – D 2 Qx +3). 


(A check can be made on this answer by 
multiplying (2x 4-3) by (x — 1), which equals 
2x? +x — 3.) 


2. 


X 


Problem 15. Simplify 
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(1) Gv) (vii) 

x? - ху +y 
xty)x3+0 +0 +y 

x? +x7y 


-х?у +y 


(i) x into x3 goes x. Put x? above x3. 


(1) xay) =x? +х?2у 

(iii) Subtract. 

(iv) x into —x*y goes —xy. Put —xy above the 

dividend. 

(v) -xy@ty) = –х?у– ху? 

(vi) Subtract. 
(vii) x into xy? goes у2. Put y? above the dividend. 
(vii) yp y)mxy y 

(ix) Subtract. 


xi +y? 


2 2 
=x xy + . 


Thus, 


The zeros shown in the dividend are not normally shown, 
but are included to clarify the subtraction process and 
to keep similar terms in their respective columns. 


Problem 16. Divide 4a? — 6a?b + 5b? by 2a — b 


2a? — 2ab — b? 
2a — b) 4a? — 6a?b 
4a? —2a?b 


—4a?b 
—4a?b + 2ab? 
=2ab? + 5b? 
—2ab*+ b? 
Ap? 


+5b3 


4557 


4a? —6a?b--5b? | 
2a — b 


2a? — 2ab — b?, remain- 


Alternatively, the answer may be expressed as 


4a? — 6a?b + 5p? 452 
= 2a” — 2ab — b?+ ——— 
2a—b шах: Ыса 


Now try the following Practice Exercise 


Practice Exercise 36 Basic operations in 
algebra (answers on page 343) 


1. Simplify pq x pq?r. 
2. Simplify —4a x —2a. 
3. Simplify 3 x —2q x —q. 
4 


Evaluate 3pq —5qr — pqr when p=3, 
q = —2 and г = 4. 


5. Determine the value of 3x?yz?, given that 


1 
х-2,у-1-а42-- 


2 3 
DCE = 
6. Ifx=5 and y = 6, evaluate шаг 
ytxy+2x 
ПОРЕ Эсо апа 2500 evaluate 
3a+ 2b 
50:20 
8. 5парШу2х--14ху. 
23522) 
9. Simplify 2-5 
5xyz 


10. Multiply 3a — b by a +b. 

11. Multiply 2a — 5b 4- c by 3a 4- b. 
12. Simplify За + 9ab. 

13. Simplify 4a?b + 2a. 

14. Divide 6x? y by 2ху. 

15. Divide2x? +xy — y? by x +у. 
16. Divide3p? — pq — 242 by p — q. 
17. Simplify (а + b? + (a b). 


9.3 Laws of indices 


The laws of indices with numbers were covered in 
Chapter 7; the laws of indices in algebraic terms are 
as follows: 
(1) a" xq" =а"+" 

Forexample, а? x at —a?*^ =a! 
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m 5 


(2) — = ат" 5—2 3 


C 
For example, 2 = =g 


(3) (a")" = а"" For example, (a2? = 42х3 = 46 


m 4 
(4) an = Ma" For example, x3 = Vx" 
(5) а" = ES For example, 37? = ES 5 1 
а" 32 9 
(6) a? 21 For example, 179 21 


Here are some worked examples to demonstrate these 
laws of indices. 


Problem 17. Simplify a?b?c x ab?c? 
5 


ас x ab? -а x P xcxaxb?xc 


1 2 


= а? xb хс! xa'xb?xc 


Grouping together like terms gives 
a xa! xb xb xc! хо 
Using law (1) of indices gives 
a2t! x 2 x с1+5 =a? x b’ x có 
i.e. a? b?c x ab? c5 = a? p5 сб 


i 3 il 
Problem 18. Simplify a3 b2 c? x a6 b2c 


Using law (1) of indices, 


x? yg 
хо 


Problem 19. Simplify 


Pye xxyxsz 


xlyj х2хух 13 


5-2 2-1 1-3 


=x X y^ XZ by law (2) of indices 


Problem 20. Simplify = 2 and evaluate when 
gems ipe : 00122 
Using law (2) of indices, 
2 a ‘=a’, Eus p?! = b and 
a b 
a e ub 
Thus, - =a*bc® 


1 
When a=3,b=7 and с = 2, 


25,6 2 ! 6 ! 
а2Ьс5 = (3) () (2) = (7) (64) = 144 


Problem 21. Simplify (р3)2(42)* 


Using law (3) of indices gives 
(p q^ = p x а” 
-р“” 


шына E 
roblem 5 imp i y (men 1/4 
The brackets indicate that each letter in the bracket must 
be raised to the power outside. Using law (3) of indices 
gives 
(mn2y? тїх3,2х3 mn 
(т1/2,1/4у4 - т8/2х4,0/4х4 - mn! 


Using law (2) of indices gives 


Problem 23. Simplify (a?b)(a ^b), expressing 
the answer with positive indices only 


Using law (1) of indices gives a?* ^p! *-? = а-1р-! 


1 1 
Using law (5) of indices gives a^! b^! = ара 5 
(25220112 
Problem 24. Simplify (43722572): expressing 


the answer with positive indices only 
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Using law (3) of indices gives 


du ru er 
(а3/2е f5ny ~ d3e? f5 


Using law (2) of indices gives 


1 2 
42-3,2-2 £5 5-4 1,0 £-5 


9 


—d f^3 since e? = 1 from law 


(6) of indices 


vot 
T df? 


from law (5) of indices 


Now try the following Practice Exercise 


Practice Exercise 37 Laws of indices 
(answers on page 343) 


In problems 1 to 18, simplify the following, giving 
each answer as a power. 


| "uxo 2. аха ха? 
3. и хи? 4. Бх 
S. Bae с хс с“ 
7 m? x тб 8 (х2)(х) 
“mt xm? x6 
4 -3 
82) 10. (y?) 
H. (rx By w сес 
42 5 ry 
13), ic 14. л) 
2ү-2 
1 
15, (7 16. 
b? (s3)° 
9222 
1 pqr’ х pq Ж ра”? 18. = i 
22 


19. Simplify (x? y?z) (x? yz?) and evaluate when 


Eu ап 28) 
raz? % 


5pc? 
20. цо 222363 and evaluate when 
a= DW ani 
2 2 3 


Here are some further worked examples on the laws of 


indices 


iU. D De 
р1/4дд1/2,1/6 
when р --16,4-:9 andr = 4, taking positive roots 
only 


Problem 25. Simplify and evaluate 


When р = 16, q = 9 and r = 4, 


I 3 1 1 
p4qł?r2 = 1649 
= (416) (V 95) (4/4) from law (4) of indices 


= (2)(3°)(2) = 108 


225 2 
Problem 26. Simplify 2 22 
X 


b 
Algebraic expressions of the form аг can be split 


. a b 
into — + —. Thus, 
с < 


2.42 2 2-42 2 
ху Ех X y X 
y y > y m m 1 ly 


+ 
xy xy xy 


—xyMy 
(since x? = 1,fromlaw (6) of indices). 


x? y 
Problem 27. Simplify -a 
xy 


-ху 


The highest common factor (HCF) of each of the three 
terms comprising the numerator and denominator is xy. 
Dividing each term by xy gives 


2-7 
х2у 2 ху 2 x 
xy —xy ху? xy 9-1 
Xy ху 
a?b 


ES араса 
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The HCF of each of the three terms is a'/*b. Dividing 
each term by а!/?Ь gives 


a?b 
a?b B а1/2Б Шин 
ав2-а1253 ^ qp? — 1253 д1/2,-42 
ap а!/2Ь 


3/2 


Problem 29. Simplify (@3VbVc5)(./avV/b2c3) 


and evaluate when a = 2 бапак 81 


Using law (4) of indices, the expression can be written as 


1 2 


m 13 1 2 
(a3Vbv'c5)(\/av b2c3) = (ғы 2) (4: je) 
Using law (1) of indices gives 


1 5 12 1 1,2 5 
(25222) $a) аі de 


Itis usual to express the answer in the same form as the 
question. Hence, 


T 7. 11 
а2Ь6с? =Valvb cni 


When a — 5-6 and c = 1, 
vete e (5) ran (m 


NR 
-(5) (2)7(1) =1 


(x2y 2 (x y?) 


(x5y3)1/2 


Problem 30. Simplify 


Using laws (3) and (4) of indices gives 


(x2y!/2) (х) (21/2) (1722/3) 


(х5 у3)1/2 = х5/2у3/2 


Using laws (1) and (2) of indices gives 


1 1 
T or 
у" yy 


NIW 


1 5 2 
х2%2-2 +37 


1 jb i 
y2 =x" y 3 =y 30 


from laws (5) and (6) of indices. 


Now try the following Practice Exercise 


Practice Exercise 38 Laws of indices 
(answers on page 343) 


1. Simplify (a? bc?) (а1/26—1/2с) and eval- 
uate when a = 3, b = 4 and c = 2. 


In problems 2 to 5, simplify the given expressions. 
a?b 4- a?b 
а252 
3. (42572062) (c2? 
(abc)? 
(а25-1с-3)3 
Pea 
pq? — р? 
6. (xV/ yx YN 3) 
Ts («2 fec? 1-0) expressing the answer with 
positive indices only. 
(а?БУ2с-1/2)(аруу3 
(Va3./b c) 


10.1 Introduction 


In this chapter, the use of brackets and factorization 
with algebra is explained, together with further practice 
with the laws of precedence. Understanding of these 
topics is often necessary when solving and transposing 
equations. 


10.2 Brackets 


With algebra 
(a) 2(a+b)=2a+2b 


(b) (a+b)(c+d) = a(c+d)+b(c+d) 
ac 4- ad 4- bc 4- bd 


Here are some worked examples to help understanding 
of brackets with algebra. 


Problem 1. Determine 2b(a — 5b) 


2b(a —5b) = 2b x a--2b x —5b 
2ba — 10b? 
= 2ab — 105? 


(note that 2ba is the 
same as 2ab) 


Problem 2. Determine (3x + 4у)(х — у) 


(Зх +4y)(x — y) = 3x(x — y) +4у(х — y) 
= 3x? —3xy+4yx – 4y? 
= 3x? – 3xy +4xy — 4y? 
(note that 4yx is the same as 4x y) 
= 3x? +ху – 4y? 


Problem 3. Simplify 3(2x —3y) — (3x — y) 
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3(2x – 3y) — (Зх — y) = 3x 2x — 3 x Зу — 3x ——y 
(Note that — (3x — y) = —1 (3x — y) and the 
— 1 multiplies both terms in the bracket) 
-шбх-9у-3х-у 
(Note: — x — = +) 
= 6x —3x+y—9y 
= 3x — 8y 


Problem 4. Remove the brackets and simplify the 
expression (a — 2b) +5(b — c) —3(c +2d) 


(a — 2b) + 5(b — c) —3(c +24) 
—a-—2b-F5xb-F5x—c—3xc—3x2d 
—a-—2b--5b — 5c — Зс — 6а 
=a + 3b — 8c — 6d 


Problem 5. Simplify (p +q)(p — q) 


(р0+4)(0р = 9) = рр-9) +9(р- 9) 
= p-pqctqp-q? 
spop 


Problem 6. Simplify (2x — 3y)? 


(2x —3y) = (2x - 3у)(2х – 3y) 
= 2x(2x — 3y) — 3y(2x — 3y) 
= 2x x 2x +2x x —3y — 3y x 2x 
-Зух-Зу 
= 4x? — бху — 6xy -9y? 
(Note: + х= = — and — x— = +) 
= 4x? — 12xy + 9y? 


Problem 7. Remove the brackets from the 
expression and simplify 2[x? — 3x(y + x) + 4xy] 


2[x? — 3x(y + x) + 4xy] = 2[x? — 3xy — 3x? +4xy] 
(Whenever more than one type of brackets is involved, 
always start with the inner brackets) 


—2[-2x? + xy] 
--4х2--2ху 
= 2xy — 4x? 


Problem 8. Remove the brackets and simplify the 
expression 2a — [3{2(4a — b) — 5(а + 2b)) + 4a] 


(i) Removing the innermost brackets gives 


2a — [3{8a — 2b — 5a — 10b} + 4a] 
(1) Collecting together similar terms gives 
2a — [3{3a — 12b} + 4a] 
(11) Removing the ‘curly’ brackets gives 
2a — [9a — 36b + 4a] 
(iv) Collecting together similar terms gives 
2a — [13a — 365] 
(v) Removing the outer brackets gives 


2a — 13a + 36b 


(vi) ie. -lla+36b or 36b – 11а 


Now try the following Practice Exercise 


Practice Exercise 399 Brackets (answers on 

page 344) 

Expand the brackets in problems 1 to 28. 
Со) P3 2. (4 +4)(2x +1) 
3. ОЗЫ яг (2) 4) (7 =. 3) 
5. (2x +6)(2x +5) С (оова) (вра) 
7. (a+b)(a+b) 8. (х+6)2 
9. (a—cy 10. (5x + 3)? 
120508 12. Qx – 3)(2х +3) 


Further algebra 69 


а 14. (rs +1)” 
15. За(Б-2а) 

17. Са” алаты 

18. 3(3p —24) — (9 — Ар) 
19. (3x—4y) -3(y – 2) – (z - 4х) 
20. (2a +5b)(2a — 5b) 
210—255 


16. 2x(x — y) 


20 (dg 52 

23. 2x +[у — Qx + y)] 

ОРАО (аа) 

25. 4[a? — 3a(2b -- a) - 7ab] 

26. 3[x? - 2x (y - 3x) + 3xy(1 + x)] 
272255 ша 2pye ary] 

28. 24p—[2(3p — 4) – 2(р+24)} +34] 


10.3 Factorization 


The factors of 8 аге 1, 2, 4 апа 8 because 8 divides Бу 
1, 2, 4 and 8. 

The factors of 24 are 1, 2, 3, 4, 6, 8, 12 and 24 because 24 
divides by 1, 2, 3, 4, 6, 8, 12 and 24. 

The common factors of 8 and 24 are 1, 2, 4 and 8 since 
1, 2, 4 and 8 are factors of both 8 and 24. 

The highest common factor (HCF) is the largest 
number that divides into two or more terms. 

Hence, the HCF of 8 and 24 is 8, as explained in 
Chapter 1. 

When two or more terms in an algebraic expression con- 
tain a common factor, then this factor can be shown 
outside of a bracket. For example, 


df +48 —d(f +8) 


which is just the reverse of 
d(f +8) — df t dg 


This process is called factorization. 
Here are some worked examples to help understanding 
of factorizing in algebra. 


Problem 9. Factorize ab — 5ас 
а is common to both terms ab and —5ac. a is there- 


fore taken outside of the bracket. What goes inside the 
bracket? 
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(i) What multiplies a to make ab? Answer: b 
(i) What multiplies a to make —5ac? Answer: —5c 


Hence, b — 5c appears in the bracket. Thus, 


ab —5ac — a(b — 5c) 


Problem 10. Factorize 2х2 + 14x y? 


For the numbers 2 and 14, the highest common factor 
(НСЕ) is 2 (i.e. 2 is the largest number that divides into 
both 2 and 14). 

For the x terms, x? and x, the HCF is x. 

Thus, the HCF of 2x? and 14x y? is 2x. 

2x is therefore taken outside of the bracket. What goes 
inside the bracket? 


(i) What multiplies 2x to make 2x2? Answer: х 
(ii) What multiplies 2x to make 14x y?? Answer: 7y? 


Hence x + 7 y? appears inside the bracket. Thus, 


2x? +14ху? = 2x(x + 7у3) 


Problem 11. Factorize 3x?y — 12xy? + 15xy 


For the numbers 3, 12 and 15, the highest common factor 
is 3 (i.e. 3 is the largest number that divides into 3, 12 
and 15). 

For the x terms, x3, x and x, the HCF is x. 

For the y terms, y, y? and y, the HCF is y. 

Thus, the HCF of 3x? y and 12x y? and 15xy is 3x y. 
3x y is therefore taken outside of the bracket. What goes 
inside the bracket? 


(i) What multiplies 3xy to make 3x? y? Answer: x? 


(ii) What multiplies 3xy to make —12x y?? Answer: 
-4у 


(iii) What multiplies 3xy to make 15ху? Answer: 5 
Hence, x? — 4y +5 appears inside the bracket. Thus, 
3х7у - 12ху? +15xy= 3xy (x? -4у--5) 


Problem 12. Factorize 25a?b? — 5a? p? 


For the numbers 25 and 5, the highest common factor 
is 5 (i.e. 5 is the largest number that divides into 25 
and 5). 

For the a terms, a? and a, the HCF is a?. 

For the b terms, Р? and b?, the HCF is 22. 


Thus, the HCF of 254297 and 5a°*b? is 5a?b?. 
504252 is therefore taken outside of the bracket. What 
goes inside the bracket? 


(i) What multiplies 5a?b? to make 25a?b?? Answer: 
5p? 


(ii) What multiplies 5a?b? to make —5a?b?? Answer: 
—a 


Hence, 5 — a appears іп the bracket. Thus, 


254257 — 5a? b? = 5a? b? (5b? — а) 
Problem 13.  Factorize ax — ay + bx — by 


The first two terms have a common factor of a and the 
last two terms a common factor of b. Thus, 


ах —ay t bx — by =a(x — y) t b(x — y) 


The two newly formed terms have a common factor of 
(x — y). Thus, 


a(x — y) t b(x — y) = (x —y)(a +b) 
Problem 14. Factorize 2ax —3ay + 2bx — 3by 


а is а common factor of the first two terms and b a 
common factor of the last two terms. Thus, 
2ax — Зау + 2bx —3by = а(2х —3y)+ b(2x —3y) 
(2x — 3y) is now a common factor. Thus, 
a(2x — 3y) + b(2x —3y) = (2x — 3y) (a + D) 


Alternatively, 2x is a common factor of the original 
first and third terms and —3y is a common factor of 
the second and fourth terms. Thus, 


2ax —3ay + 2bx —3by = 2x(a + b) —3y(a + b) 
(a + b) is now a common factor. Thus, 
2x(a + b) — 3y(a + b) = (a - b) (2x — Зу) 


as before 


Problem 15. Factorize x? + 3x2 х —3 


x? is a common factor of the first two terms. Thus, 


Аы ъжызы р) 
— 1 is a common factor of the last two terms. Thus, 


x^(x +3) x -32 x?(x +3) - 1(х +3) 
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(x +3) is now a common factor. Thus, 


x?(x +3) —1(x —3) = € +3)? — 1) 


Now try the following Practice Exercise 


Practice Exercise 40 Factorization (answers 
on page 344) 


Factorize and simplify the following. 


1. 2x+4 QU Dee 50598 
3. pb-F2pc 4. 2x+4xy 

5. 442 – 124ү 6. Ax +8х2 

7. 242+ 84п S. rs+rptrt 
9. х--3х2--5х7 10. abc--b?c 


ху 15:22119:) 
12. 4p?q? —10pq? 13. 21a?b? — 28ab 
14. 2ху2--бх2у--8х3у 
15. 2x*y—Axy? - 8x3 y^ 


16. 28y+7y? + l4xy 


17 3x? + 6x — Зху 18 abc--2ab abc 
2007 ` 2c+4 Do 
Srs+15r3t+20r r 
12) 
6г212--8:--215 2t 
20. ay+by+a+b 21. px+qx+py+qy 


2298 (08° =O) lose — р 
23. 2ax +3ay —4bx —6by 


10.4 Laws of precedence 


Sometimes addition, subtraction, multiplication, divi- 
sion, powers and brackets can all be involved in an 
algebraic expression. With mathematics there is a defi- 
nite order of precedence (first met in Chapter 1) which 
we need to adhere to. 

With the laws of precedence the order is 


Brackets 
Order (or pOwer) 
Division 


Multiplication 


Addition 
Subtraction 


The first letter of each word spells BODMAS. 
Here are some examples to help understanding of 
BODMAS with algebra. 


Problem 16. Simplify 2x + 3x x 4x — x 


2x +3x x 4x —x = De 1 —x (M) 
= 2x —x + 12x? 
= x+12x? (S) 
or x(1 + 12x) by factorizing 


Problem 17. Simplify (y +4y) x Зу — 5y 


(У +4y) x 3y —Sy = Sy x 3y — 5y (B) 
= 15y? — 5y M) 
or 5y(3y — 1) by factorizing 


Problem 18. Simplify p +2p x (Ap — 7р) 


pt2px(Ap—Tp) = p+2p x —3p (B) 
= р 6р? (М) 
or p(1— 6p) by factorizing 


Problem 19. Simplify t + 2t +37 — 5t 


130i 5r = —+3t -5t (р) 


Il 

| 
+ 
w 
EN 

l 
ол 
4 


by cancelling 
= --24 (S) 


Problem 20. Simplify x + (4x +x) — 3x 


x= (4х +x)— 3x = х 5х – 3х (В) 
х 
x 5 3x (D) 
1 : 
icu 3x by cancelling 


Problem 21. Simplify 2y + (бу +3y — 5y) 


2y = (6y c 3y — 5y) = 2у -4y (B) 
2 
= = (D) 
M 
1 


5 by cancelling 
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Problem 22. Simplify Problem 25. Simplify 
5а +3a x 2a +a +2a — Та Gp+p)2p + 3p)= Up —sp) 
5a +3a x 2a +a +2a — 7a Gp t p)Ēp+3p)= 4p —5p) 
a 
шашинг (D) = (6p)(5p)+ (=p) (B) 
1 : 
=5a+3a х 2a +5 —7a by cancelling -брх5р---р 
1 5p 
= 5a t ба? + > — 7a (M) dier (D) 
! 5 
= —2a+6a? + 2 (5) -брх 7 by cancelling 
1 = 
= —30p 


Problem 23. Simplify 
(4у +3y)2y +y - 4y —6y 


(4y +3у)2у + y -4y — 6y Now try the following Practice Exercise 


=7yx2y+y+4y—6y (B) 
: Practice Exercise 41 Laws of precedence 
=Tyx2y+ 47 - 6y (D) (answers on page 344) 
1 . . . 
ух i 6y by cancelling Simplify the following. 
E 1. 3x +2х x4x—x 
-14/7---6 (M) 
Цаг as 2. Qy+y)x4y—3y 
Problem 24. Simplify 3. 4b + 3b x (b— 6b) 
5b+2b x 3b+b — (Ab —7b) 4. 84-2а--ба-За 
5b -- 2b x 3b +b + (4b — 7b) Өс шаш ЦЭ ЛАН 
= 5b 2b x 3b+b+-3b (B) ыы D 
b 7. Зу-2ухБ5у--2у-8у-бу 
= 5b+2b x 3b+ — (D) 
Pus 8. (х+2х)3х + 2x — 6x — 4х 
=5b+2b x 3b+ 20 by cancelling 9. 5a+2a x 3a+a~(2a—9a) 
= 5b+2b x 3b— 5 10. (32+ 21) (5. +t) + (t — 30) 
1 11. -5Х- 2x —3 
= 5h + 6b? — - (M) маллан 
3 12. 3a+2a x 5a + 4a — 2a — ба 


Chapter 11 


Solving simple equations 


11.1 Introduction 


Зх — 4 is an example of an algebraic expression. 
3x — 4 = 2 is an example of an algebraic equation (i.e. 
it contains an ‘=’ sign). 
An equation is simply a statement that two expressions 
are equal. 
Hence, A — лғ? (where A is the area of a circle 

of radius r) 


9 
Ғ- 5С + 32 (which relates Fahrenheit and 


Celsius temperatures) 
and y = 3x 4-2 (which is the equation of a 
straight line graph) 
are all examples of equations. 


11.2 Solving equations 


To ‘solve an equation’ means ‘to find the value of the 
unknown’. For example, solving 3x — 4 = 2 means that 
the value of x is required. 

In this example, х = 2. How did we arrive at x = 2? 
This is the purpose of this chapter — to show how to 
solve such equations. 

Many equations occur in engineering and it is essential 
that we can solve them when needed. 

Here are some examples to demonstrate how simple 
equations are solved. 


Problem 1. Solve the equation 4x — 20 


Dividing each side of the equation by 4 gives 
4x 20 


4 4 
i.e. x =5 by cancelling, which is the solution to the 


equation 4x — 20. 
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The same operation must be applied to both sides of an 
equation so that the equality is maintained. 

We can do anything we like to an equation, as long 
as we do the same to both sides. This is, in fact, the 
only rule to remember when solving simple equations 
(and also when transposing formulae, which we do in 
Chapter 12). 


2 
Problem 2. Solve the equation = =6 


2x 
Multiplying both sides by 5 gives 5 (2) = 5(6) 


Cancelling and removing brackets gives 2х = 30 
Dividing both sides of the equation by 2 gives 


2x 30 
2 2 
Cancelling gives x =15 


2x 
which is the solution of the equation == 6. 


Problem 3. Solve the equation a — 5 = 8 


Adding 5 to both sides of the equation gives 


a—54+5=8+5 
i.e. a=8+5 
i.e. а= 13 
which is the solution of the equation a — 5 — 8. 
Note that adding 5 to both sides of the above equation 
results in the —5 moving from the LHS to the RHS, but 
the sign is changed to +. 


Problem 4. Solve the equation x +3 = 7 


Subtracting 3 from both sides gives х-3-3-7-3 
i.e. x=7=3 
ie. x=4 
which is the solution of the equation x +3 = 7. 
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Note that subtracting 3 from both sides of the above 
equation results in the +3 moving from the LHS to the 
RHS, but the sign is changed to —. So, we can move 
straight from x 4-3 = 7 tox — 7 — 3. 

Thus, a term can be moved from one side of an equa- 
tion to the other as long as a change in sign is made. 


Problem 5. Solve the equation 6x + 1 = 2x +9 


In such equations the terms containing x are grouped 
on one side of the equation and the remaining terms 
grouped on the other side of the equation. As in Prob- 
lems 3 and 4, changing from one side of an equation to 
the other must be accompanied by a change of sign. 


Since 6x+1=2x+9 
then бх —2x 29—1 
ie. 4x — 8 


4 
Dividing both sides by 4 gives > = 


t2 4| oo 


Cancelling gives x= 


which is the solution of the equation бх + 1 = 2x +9. 
In the above examples, the solutions can be checked. 
Thus, in Problem 5, where 6x + 1 22x +9, if x = 2, 
then 


LHS of equation = 6(2) + 1 = 13 
RHS of equation = 2(2) +9 = 13 


Since the left hand side (LHS) equals the right hand 
side (RHS) then x = 2 must be the correct solution of 
the equation. 

When solving simple equations, always check your 
answers by substituting your solution back into the 
original equation. 


Problem 6. Solve the equation 4 — Зр = 2р — 11 


In order to keep the p term positive the terms in p are 
moved to the RHS and the constant terms to the LHS. 
Similar to Problem 5, if 4 — 3p —2p — 11 


then 4+11=2p+3p 
i.e. 15--5р 


ЕТ : А 15 5р 
Dividing both sides by 5 gives == 5 


Cancelling gives 3=p or p=3 


which is the solution of the equation 4 — Зр = 2p — 11. 


By substituting p =3 into the original equation, the 
solution may be checked. 


LHS = 4—3(3) =4-9=-—5 
КН5--20)-11-6-11---5 
Since LHS = RHS, the solution p = 3 must be correct. 
If, in this example, the unknown quantities had been 


grouped initially on the LHS instead of the RHS, then 
3р-2р--11-4 


i.e. -5р--15 
- -1 
from which, гәр - ээ 
—5 —5 
and p=3 
as before. 


It is often easier, however, to work with positive values 
where possible. 


Problem 7. Solve the equation 3(x — 2) =9 


Removing the bracket gives 3x —6 —9 


Rearranging gives 3x 2946 
i.e. 3x = 15 
Dividing both sides by 3 gives r= 5 


which is the solution of the equation 3(x — 2) = 9. 
The equation may be checked by substituting x = 5 back 
into the original equation. 


Problem 8. Solve the equation 
4(2r —3) —2(r —4) = 3(r – 3) – 1 


Removing brackets gives 
8r—12—2r4+8=3r—9-1 


Rearranging gives 8r—2r—3r=—9—1+412-8 


i.e. 3r = —6 


Dividing both sides by 3 gives r = = = -2 


which is the solution of the equation 
4Qr —3) – 2(r – 4) =3(r – 3) – 1. 


The solution may be checked by substituting r = —2 
back into the original equation. 


lH$:3-4-3)55(22 3455-384 125—16 
RSS 3229) = 1 S16 =1 S16 


Since LHS = RHS then r = —2 is the correct solution. 
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Now try the following Practice Exercise 


Practice Exercise 42 Solving simple 
equations (answers on page 344) 


Solve the following equations. 


E Agde egi 

2. 8—3t c2 

3 2 Їнэ) 

: ze = 

4. 2х-1= 5х +11 

9). 7-4р-2р-5 

6. 2.6х-1.3--0.9х--0.4 

7. 2а--6-5а-0 

92 seat or a eel 

9. 204-3--34--114--5-8 


10. 2х-1)-4 
11. 16—4(t +2) 

[Sf DD FES) са 
13. 2x 24(x —3) 

14. 6(2-3у)-42--2(у-1) 

15. 20g—5)-520 

16. 4(3х +1) = 7(x - 4) -2(x +5) 
17. 1143(— 7) 216— (r +2) 

18. 8+4(х— D —5(x —3) = 2(5 – 2х) 


Here are some further worked examples on solving 
simple equations. 


4 2 
Problem 9. Solve the equation — — 5 
X 


The lowest common multiple (LCM) of the denomina- 
tors, i.e. the lowest algebraic expression that both x and 
5 will divide into, is 5x. 


Multiplying both sides by 5x gives 
4 2 
52880) 
5(4) = x(2) 


Cancelling gives 


i.e. 20 = 2x (1) 


20 
Dividing both sides by 2 gives a 5 


Cancelling gives 10 = хогх = 10 


4 2 
which is the solution of the equation — = 5 


х 
When there is just one fraction on each side of the equa- 
tion as in this example, there is a quick way to arrive 
at equation (1) without needing to find the LCM of the 
denominators. 


2 
We can move from — = = to 4 x 5 =2 x x by what is 
х 
called ‘cross-multiplication’ . 
In general, if - = E then ad = bc 


We can use cross-multiplication when there is one 
fraction only on each side of the equation. 


3 4 
Problem 10. Solve the equation —— = 
1-2 3-4 
Cross-multiplication gives 3(3t + 4) = 4(t — 2) 
9t --12—4t — 8 


Removing brackets gives 


Rearranging gives 9t — 4t = —8 — 12 


Le. 5t = —20 
НТ : : -20 
Dividing both sides by 5 gives t= >= -4 
Т : А 3 4 
which is the solution of the equation —— = ——— 
1-2 3-4 


Problem 11. Solve the equation 


2) Э 1 Зу 
2235-0020 


The lowest common multiple (LCM) of the denomina- 
tors is 20; 1.e., the lowest number that 4,5, 20 and 2 will 
divide into. 

Multiplying each term by 20 gives 


2y 3 1 3y 
20 | — 201- 20(5) -20(--1-201-- 
F (9): 2 in) - 
Cancelling gives 4(2у) + 5(3) + 100 = 1 – 10(3y) 
i.e. 8y+ 15 + 100 = 1 —30y 


Rearranging gives 8y+30y 21—15—100 
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i.e. 38у--114 
Dividing both sides by 38 ei 38y  -114 
ividing both sides ives — = — 
: шин 38 ^ 38 
Cancelling gives y=-3 


which is the solution of the equation 


2 3 1 3y 
y a = ! 


Problem 12. Solve the equation ./x = 2 


Whenever square root signs are involved in an equation, 
both sides of the equation must be squared. 


Squaring both sides gives (vx)? = (2) 
Le. x=4 


which is the solution of the equation ,/x = 2. 
Problem 13. Solve the equation 24/4 = 8 


Whenever square roots are involved in an equation, the 
square root term needs to be isolated on its own before 
squaring both sides. 


Cross-multiplying gives de 8 

2 
Cancelling gives Vd —4 
Squaring both sides gives (Уа) = (ay 
Le. d=16 


which is the solution of the equation 2/4 = 8. 


Problem 14. Solve the equation ( МЕ ) =? 
vb 
Cross-multiplying gives Vb+3=2Vb 
Rearranging gives 3-245-45 
i.e. 3 = b 
Squaring both sides gives 9=b 


b+3 
which is the solution of the equation yb =. 
vb 


Problem 15. Solve the equation x? = 25 


Whenever a square term is involved, the square root of 
both sides of the equation must be taken. 


Taking the square root of both sides gives 4 qo = 0/95 
Le. х = +5 


which is the solution of the equation x? = 25. 


15 
Problem 16. Solve the equation ama 


We need to rearrange the equation to get the 1? term оп 
its own. 


Cross-multiplying gives 15(3) = 2(4t7) 


i.e. 45 = 812 
Dividing both sides by 8 gives 45 _ 8? 

8 8 
By cancelling 5.625 = 1? 
ог t 25625 


Taking the square root of both sides gives 


V = 5.625 
15 t = +2.372 


correct to 4 significant figures, which is the solution of 
15 2 

the equation — = = 
i 4? 3 


Now try the following Practice Exercise 


Practice Exercise 43 Solving simple 
equations (answers on page 344) 


Solve the following equations. 


1 
il; еа 
2* puce i 
4 S 6 
3. EUN ee 
4 2 
22:22:27 
5 6 15 
5. Be a 202256 
3 4 5 
X X 
2) QUA 
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Problem 17. Applying the principle of moments 


5 
8. УГ to a beam results in the equation 
1 1 7 EXS em (Os 1?) x2 
9. an Ay = 24 where F is the force in newtons. Determine the 
value of F 
10. 20 z 3 Е - 3 2 
А : 5 5 Removing brackets gives ЗЕ —15—2F 
t =F t 
Ч 0) 12 ar 15 2 Rearranging gives 3F+4+2F = 15 
ОН а іе. 5Е = 15 
5 20 4 
m . . 5Е 15 
3 Jm 1 Dividing both sides by 5 gives 4-% 
2-3 3 
2 3 from which, force, F = 3N. 
14, 
-3 2 1 
i gis Problem 18. А copper wire has a length L of 
1222-1222 TE 22 ard 1.5 km, a resistance R of 5Q and a resistivity of 
4 5 2 17.2 x 10760 mm. Find the cross-sectional area, a, 
IL; 
ОЕ of the wire, given that А = нь 
а 
17, 2,/у--5 
. L 
3 Since R = p then 
18. 4- (2) +3 а 
x Р” (17.2 x 10760 mm)(1500 x 10? mm) 
D cM e р 3 | 
ШЕ 120 2 From the units given, a is measured in mm?. 
20. 10— 5/С 2 1) Thus, 5a = 17.2 x 1079 x 1500 x 107 


5 17.2 х 1076 x 1500 x 10? 
t and a= 
21. П T 5 


=. 172 x 1500x10?  172x15 ,. 
22. (=)-; = x5 10xS ^" 
шог 


Hence, the cross-sectional area of the wire is 5.16 mm?. 


6 2а 
23, == 

а 5 

11 8 Problem 19. PV =mRT is the characteristic gas 
24. Тэ DEL A equation. Find the value of gas constant R when 


pressure P —3x 108 Pa, volume V = 0.90 m°, 
mass m — 2.81 kg and temperature 7 —231K 


Dividing both sides of PV — mRT by mT gives 


11.3 Practical problems involving PV mRT 
simple equations mT mT 
There are many practical situations in engineering in Cancelling gives Py =R 
which solving equations is needed. Here are some mT 6 
worked examples to demonstrate typical practical Substituting values gives R= (3 x 10 ) 0.90) 


situations ~ (2.80 (231) 
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Using a calculator, gas constant, R — 4160 J/(kg K), 
correct to 4 significant figures. 


Problem 20. A rectangular box with square ends 
has its length 15 cm greater than its breadth and the 
total length of its edges is 2.04 m. Find the width of 
the box and its volume 


Let x cm — width — height of box. Then the length of 
the box is (x + 15) em, as shown in Figure 11.1. 


MON 


x 
Figure 11.1 


The length of the edges of the box is 2(4x) +4(x + 15) 
cm, which equals 2.04m or 204cm. 


Hence, 204 = 2(4х) + 4(x + 15) 
204 = 8x + 4x + 60 
204 — 60 = 12x 
Le. 144 = 12x 
and x = 12cm 


Hence, the width of the box is 12 cm. 
Volume of box = length x width x height 
= (х+ 15)(x)() = (12+ 15)(12)(12) 
= (27)(12)(12) 
= 3888 ст? 
Problem 21. Тһе temperature coefficient of 
resistance œ may be calculated from the formula 
К; = Ro(1 + at). Find a, given В, = 0.928, 
Ко = 0.80 and t = 40 
Since А, = Ro(1 + at), then 
0.928 = 0.80[1 + o (40)] 
0.928 = 0.80 + (0.8) (o) (40) 
0.928 — 0.80 = 32a 
0.128 = 32a 


0.128 
a= 


---- = 0.004 
Hence, 32 


Problem 22. The distance s metres travelled 
in time f seconds is given by the formula 


1 
я-01- 2447, where и is the initial velocity in m/s 


and a is the acceleration in m/s”. Find the 
acceleration of the body if it travels 168 m in 6s, 
with an initial velocity of 10 m/s 


1 
s — ut t at^, and s = 168, u = 10 and t = 6 


1 
Непсе, 168 = (10)(6) + 546)" 

168 = 60+ 18a 
168 — 60 = 18a 

108 = 18a 

108 
а----б 

18 


Hence, the acceleration of the body is 6 m/s?. 


Problem 23. When three resistors in an electrical 

circuit are connected in parallel the total resistance 
1 1 1 

Rr is given by 2r + + —. Find the 


) po du 2 R3 
total resistance when Rj = 5 ©, Ro = 10 Q and 


Е 300 


1 à 1 + l 6+3+1_ 10. 1 
Rr 5 10 30 30 30 3 
Taking the reciprocal of both sides gives Rr 23 
1 1 1 1 
Alternatively, if = , the LCM of th 
ernatively, 1 R 3710130 е of the 


denominators is 30Кт. 


Hence, 30Rr (ғ) = 30Rr () 
Кт 5 
+30Rr (5) +30Rr (5) : 
10 30 


Cancelling gives 30 = 6Ат +3Rr + Кт 


i.e. 30 = 10Ет 
30 
and Кт = 10 = 39, as above. 
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Now try the following Practice Exercise 


Practice Exercise 44 Practical problems 
involving simple equations (answers on 
page 344) 


1. A formulaused for calculating resistance of a 
L 
cableis R = С. Given R = 1.25, L = 2500 
a 
and a =2 x 1074, find the value of p. 


2. Force F newtons is given by F = ma, where 
т 18 the mass in kilograms and a is the accel- 
eration in metres per second squared. Find the 
acceleration when a force of 4kN is applied 
to а mass of 500kg. 


3. PV —mRT is the characteristic gas equa- 
tion. Find the value of m when 
P — 100 x 10°, V — 3.00, R = 288 and 
ПИ 2 (007 


4. When three resistors №, R2 апа Аз are con- 
nected in parallel, the total resistance Кт is 
1 
determined from = 
Rr Ri ar Ro T R3 
(a) Find the total resistance when 
о Оаа а 19100 


(6) Епа the value of Аз given that 
RT =3Q Ry — sand Ко = 100): 


5. Six digital camera batteries and 3 camcorder 
batteries cost £96. If a camcorder battery 
costs £5 more than a digital camera battery, 
find the cost of each. 


6. Ohm’s law тау be represented by J = V/R, 
where / is the current in amperes, V is 
the voltage in volts and R is the resistance 
in ohms. A soldering iron takes a current 
of 0.30A from a 240V supply. Find the 
resistance of the element. 


7. Тһе distance, в, travelled in time / seconds 15 


1 
given by the formula s = ut + =at? where 


u is the initial velocity in m/s and a is the 
acceleration in m/s”. Calculate the accelera- 
tion of the body if it travels 165 m in 38, with 
an initial velocity of 10 m/s. 


Here are some further worked examples on solving 
simple equations in practical situations. 


Problem 24. The extension x m of an aluminium 
tie bar of length / m and cross-sectional area Am? 
when carrying a load of F Newtons is given by the 
modulus of elasticity E = ҒІ/ Ax. Find the 
extension of the tie bar (in mm) if 

E = 70 x 10? N/m’, F = 20 х 10°N, А = 0.1m? 
and / = 1.4m 


Е--ҒІ/Ах, hence 
N (20х109М)(1.4ш) 
70x10?— = 
T md (0.1m2)(x) 
(the unit of x is thus metres) 
70 x 10? x 0.1 x x 220x 108 x 1.4 


20 x 106 x 1.4 
X = Ss - 
70 x 109 x 0.1 
2x14 
= m 
7 x 100 
|. 2x14 1800 
лэ Шон 


— 4mm 


Cancelling gives х 


Hence, the extension of the tie bar, х = 4mm. 


Problem 25. Power ina d.c. circuit is given by 


V 
P= ЛЕ where V is the supply voltage and R is the 


circuit resistance. Find the supply voltage if the 
circuit resistance is 1.25 © and the power measured 
is 320 УУ 


y? y? 
Since P = —, then 320= —— 
R 1.25 

(320)(1.25) = V? 

ie. V? — 400 


Supply voltage, У = 7400 = +20 V 


Problem 26. А painter is paid £6.30 per hour for a 
basic 36 hour week and overtime is paid at one and 
a third times this rate. Determine how many hours 
the painter has to work in a week to earn £319.20 


Basic rate per hour — £6.30 and overtime rate per hour 
1 
= 1- x £6.30 = £8.40 
Let the number of overtime hours worked = x 
Then, (36)(6.30) + (x)(8.40) = 319.20 
226.80 + 8.40x = 319.20 
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8.40x = 319.20 — 226.80 = 92.40 
92.40 
Х-----і 
8.40 
Thus, 11 hours overtime would have to be worked to 
earn £319.20 per week. Hence, the total number of 


hours worked is 36 + 11, i.e. 47 hours. 


Problem 27. А formula relating initial and final 
states of pressures, Р and Р», volumes, V; and V2, 


and absolute temperatures, Т and 7, of an ideal 
ІІ P» 


gas is . Find the value of P» given 


1 2 
Ру = 100 х 10°, V; = 1.0, V2 = 0.266, Т = 423 
and 7» = 293 


. PV РҮ 
Since = 
Ti Т, 
(100 х 103)(1.0) Р›(0.266) 
then = 
423 293 


Cross-multiplying gives 
(100 х 105)(1.0)(293) = Р>(0.266)(423) 


.. (100 x 105)(1.0) 293) 


2— . (0.266423) 
Р, = 260 х 10° or 2.6 x 10°. 


Hence, 


Problem 28. Тһе stress, f, in a material of a 
thick cylinder can be obtained from 


D 
== = Calculate the stress, given that 
а V\f-p 


D=21.5,d = 10.75 and p = 1800 


Since Э = (=) then ES - (2 100) 
4 f-p 10.75 7 — 1800 
1.6. 


AES 


f — 1800 
: . А f + 1800 
Squaring both sides gives Д = ————— 
f — 1800 


Cross-multiplying gives 
4(f — 1800) = f + 1800 
4f —7200 = f + 1800 
4f — f = 1800 + 7200 
3f = 9000 


9000 
f = —— = 3000 


Hence, stress, f = 3000 


Problem 29. 12 workmen employed on a 
building site earn between them a total of £4035 per 
week. Labourers are paid £275 per week and 
craftsmen are paid £380 per week. How many 
craftsmen and how many labourers are employed? 


Let the number of craftsmen be c. The number of 
labourers 18 therefore (12 — c). 
The wage bill equation is 


380c + 275(12 — с) = 4035 
380c + 3300 — 275c = 4035 
380c — 275c = 4035 — 3300 


105c = 735 
735 

c=—=7 
105 


Hence, there are 7 craftsmen and (12—7), i.e. 5 
labourers on the site. 


Now try the following Practice Exercise 


Practice Exercise 45 Practical problems 
involving simple equations (answers on 
page 344) 


1. А rectangle has a length of 20cm and a width 
bcm. When its width is reduced by 4cm its 
area becomes 160 cm. Find the original width 
and area of the rectangle. 


2. Given R = Rı (1 + of), find a given 
О 10108 апай = 55 

3. Ifv? =u? +2as, find u given v = 24, 
a = —40 and s = 4.05 


4. The relationship between the temperature on 
a Fahrenheit scale and that on a Celsius scale 


9 
is given by F — rid +32. Express 113°F in 


degrees Celsius. 


S lig ee = find the value of 5 given 
8 
ш = 1.219, g = 9.81 and t = 0.3132 


6. Two joiners and five mates earn £1824 
between them for a particular job. If a joiner 
earns £72 more than a mate, calculate the 
earnings for a joiner and for a mate. 


An alloy contains 60% by weight of copper, 
the remainder being zinc. How much copper 
must be mixed with 50kg of this alloy to give 
an alloy containing 75% copper? 


A rectangular laboratory has a length equal to 
one and a half times its width and a perimeter 
of 40 m. Find its length and width. 
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Applying the principle of moments to a beam 
results in the following equation: 


hx ЭР 6 = FT 


where F is the force in newtons. Determine 
the value of F. 


Revision Test 4: Algebra and simple equations 


This assignment covers the material contained in Chapters 9-11. The marks available are shown in brackets at the 
end of each question. 


ех EM zo EX 


Evaluate 3pqr? —2p?qr + pqr when p= 


= апа ай 


In problems 2 to 7, simplify ће expressions. 


9p?qr? 

3pq?r 
2(3x — 2y) — (4y — 3x) 
(x — 2y)Qx + y) 


peg т^ x pq^r- 


(3a — 2b)? 
4p2 


3 


a^b*c 
ab3c? 
Factorize 
(а) 2х2у3 — 10xy? 
(02212): — Fa be 2220 
Factorize and simplify 
2x*y+6xy? ху? 

ХЕЗУ х2у 


Remove the brackets and simplify 
10a — [32a — b) — 4(b — a) + 5b] 


Simplify x +5x — x + 2x —3x)x 


Simplify За + 2a x 5a + 4a + 2a — ба 
Solve the equations 


(2)89071—139 
(b) 2x —4-9 


? 


) 


жт 
WNiFe 


(3) 


(3) 
(3) 
(3) 
(3) 


(3) 


(5) 


(5) 


(4) 


(4) 
(4) 


(3) 


14. 


IS 


16. 


ШЕ 


18. 


IG). 


Solve the equations 


(a) Ы 8 
а -y = 
9 Ў 

(b) 6х-1= 4х +5 (4) 
Solve the equation 
5(t — 2) — 3(4 — t) = 2(t +3) — 40 (4) 
Solve the equations: 

(a) 

a 

2x +1 x= 3 

(b) 2x? = 162 (7) 


Kinetic energy is given by the formula, 


Ep = 5” joules, where m is the mass in kilo- 


grams and v is the velocity in metres per second. 
Evaluate the velocity when Ey = 576 х 10:71 
and the mass is 5kg. (4) 


An approximate relationship between the num- 
ber of teeth T on a milling cutter, the diameter 
of the cutter D and the depth of cut d is given 


by T= . Evaluate d when T = 10 and 
D+4d 
= 30; (5) 


The modulus of elasticity E is given by the for- 


ЇЕ, 
mula E = му, where / is force in newtons, L 
5% 


is the length іп metres, x is the extension in 
metres and A the cross-sectional area in square 
metres. Evaluate A, in square centimetres, when 
Е = 80 х 10 М/ш2, x=2mm, F =100 x 10°N 
and L = 2.0m. (5) 


Chapter 12 


Transposing formulae 


12.1 Introduction 


V 
In the formula J = Гэ 1 is called the subject of the 


formula. 

Similarly, in the formula y = mx +c, y is the subject of 
the formula. 

When a symbol other than the subject is required to 
be the subject, the formula needs to be rearranged to 
make a new subject. This rearranging process is called 
transposing the formula or transposition. 

For example, in the above formulae, 


rcl men IR 
R 


and if y = mx + c then x = 


y-c 
m 


How did we arrive at these transpositions? This is the 
purpose of this chapter — to show how to transpose for- 
mulae. A great many equations occur in engineering and 
it is essential that we can transpose them when needed. 


12.2 Transposing formulae 


There are no new rules for transposing formulae. 
The same rules as were used for simple equations in 
Chapter 11 are used; i.e., the balance of an equation 
must be maintained: whatever is done to one side of 
an equation must be done to the other. 

It is best that you cover simple equations before trying 
this chapter. 

Here are some worked examples to help understanding 
of transposing formulae. 


Problem 1. Тгапѕроѕе p = q +r +s to make r 
the subject 


DOI: 10.1016/B978-1-85617-697-2.00012-0 


The object is to obtain r on its own on the LHS of the 
equation. Changing the equation around so that r is on 
the LHS gives 


q+r+s=p 0) 


From Chapter 11 on simple equations, a term can be 
moved from one side of an equation to the other side as 
long as the sign is changed. 

Rearranging gives r = p —q— s. 

Mathematically, we have subtracted д--5 from both 
sides of equation (1). 


Problem 2. If a 4-b = ш — x + y, express x as 
the subject 


As stated in Problem 1, a term can be moved from one 
side of an equation to the other side but with a change 
of sign. 

Hence, rearranging gives x = w + y — a — b 


Problem 3. Transpose v = fA to make A the 
subject 


v= fà relates velocity v, frequency f and wave- 
length à 


Rearranging gives fà=v 
EN : : fr v 
Dividing both sides by f gives — = — 
Jof 

v 
Cancelling gives А = 7 


Problem 4. When а body falls freely through a 
height h, the velocity v is given by v? = 2gh. 
Express this formula with h as the subject 
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Rearranging gives 2gh= v? 
Ке) : Р 2gh v? 
Dividing both sides by 26 gives —— = — 
2g 2g 

v 

Cancelling gives h= — 
2g 


V 
Problem 5. If J = R rearrange to make V the 
subject 


V. . А 
I = — is Ош 58 law, where / is the current, V is the 
voltage and R is the resistance. 


Rearranging gives V = 
R 
НЭХ V 
Multiplying both sides by R gives R в)! К(1) 
ү 


1К 


Cancelling gives 
F 
Problem 6. Тгапѕроѕе a = — form 
m 


F 1 
а = — relates acceleration a, force F and mass m. 
m 


Rearranging gives Ё 


Е 
Multiplying both sides Бу m gives т (=) = т(а) 
т 


Cancelling gives F=ma 
Rearranging gives та = F 
Dividing both sides by a gives шэг с 
а а 

i.e. m= F 
a 


IL, 
Problem 7. Rearrange the formula R = ша to 
make (a) A the subject and (b) L the subject 


pL l VN 
R = — relates resistance R of a conductor, resistiv- 


ity p, conductor length L and conductor cross-sectional 
area A. 
pL 


E cup 


(a) Rearranging gives z 


Multiplying both sides by A gives 


pL\ — 
A (5) = A(R) 


Cancelling gives pL = AR 
Rearranging gives AR — pl 
ЖК . : AR pL 
Dividing both sides by R gives oe 
: . pL 
Cancelling gives А = Fi 
M : pL . 
(b) Multiplying both sides of Т К by A gives 
pL = AR 
Am Н : pL AR 
Dividing both sides by p gives — = — 
p р 
Cancelling gives L = — 
p 


Problem 8. Тгапѕроѕе y = mx +c to make m the 
subject 


y=mx-+c is the equation of a straight line graph, 
where y is the vertical axis variable, x is the horizontal 
axis variable, т is the gradient of the graph and c is the 


y-axis intercept. 
Subtracting c from both sides gives У-с-тх 


or тх-у-с 


y—c 
x 


Dividing both sides by x gives m= 


Now try the following Practice Exercise 


Practice Exercise 46 Transposing formulae 
(answers on page 344) 


Make the symbol indicated the subject of each of 
the formulae shown and express each in its simplest 
form. 


1. a+b=c-—d-e (d) 


2 WS 7% (x) 
S ЈИ з (v) 
4. v=u-+at (a) 
Su Week (R) 
( 3v 5 — (y) 
Т eem 20р (ғ) 
8 у-тх--с (х) 


8 1 PRI (T) 
10. Xr —2nfL (L) 


Шан К 
R (R) 
X 
(20228 (x) 
a 
9 
13. F=5C+32 (с) 
14 € (9) 
Т 2776 


12.3 Further transposing of formulae 


Here are some more transposition examples to help 
us further understand how more difficult formulae are 
transposed. 


Ft 
Problem 9. "Transpose the formula v = u + — to 

m 
make F the subject 


Ft 
v = u + — relates final velocity v, initial velocity и, 
m 


force F, mass m and time f. (- is acceleration a.) 
m 


Ft 
Rearranging gives u+—=v 
m 
Ft 
and — =р-и 
m 


Multiplying each side by m gives 


Ft 
”(2) —m(v-—u) 
m 


Cancelling gives Ft = m(v —u) 


22 . . m (v — u) 
Dividing both sides by t gives — — EP TEE 


? н m (v — u) 
Cancelling gives F = —— —— — 


m 
г Ғаш-(-и) 
t 
This shows two ways of expressing the answer. There 
is often more than one way of expressing a trans- 
posed answer. In this case, these equations for F are 

equivalent; neither one is more correct than the other. 


Problem 10. The final length L of a piece of 
wire heated through 0?C is given by the formula 
Го =L,(1+ a8) where Lı is the original length. 
Make the coefficient of expansion o the subject 
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Rearranging gives Li(1 4-00) = L5 


Removing the bracket gives Lı + [100 = L2 
Rearranging gives Іла0- L — Lı 


Іда0 Ш L — Lı 


Dividing both sides by L10 gives 


L10 B L10 
Cancelline vi L2- Lı 
a= ———— 

ancelling gives L10 


An alternative method of transposing L2 = Lı (1 + 00) 
for o is: 


L 
Dividing both sides by L gives L =1+00 


1 


L 
Subtracting | from both sides gives Е —l=aé 
1 


L2 
or об---- 
Li 
L 
lod 
Dividing both sides by 0 gives a= ET Тар 
L 
га а E 
The two answers о = Z : anda = = look 


quite different. They are, however, equivalent. The first 
answer looks tidier but is no more correct than the 
second answer. 


Problem 11. A formula for the distance s moved 
1 
by a body is given by s = 2 + u)t. Rearrange the 


formula to make u the subject 


1 

Rearranging gives 20 +u)t=s 
Multiplying both sides by 2 gives (v+u)t =2s 

t 2 
Dividing both sides by f gives (v - w = = 
: : 25 
Cancelling gives v+u = 2 

: : 25 2s — vt 
Rearranging gives Шен SP ope ы 


Problem 12. А formula for kinetic energy is 


1 
[cem АЖ Transpose the formula to make v the 
subject 


1 
Rearranging gives gm =k 
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Whenever the prospective new subject is a squared 
term, that term 15 isolated on the LHS and then the square 
root of both sides of the equation is taken. 


Multiplying both sides by 2 gives mv? = 2k 
2 

Dividing both sides by m gives са ДИЕ 2k 

m m 

: : 2 2k 

Cancelling gives 02 = — 

т 


Taking the square root of both sides gives 


eG 


: (=) 
1.е. v= -- 
т 


Problem 13. In a right-angled triangle having 
sides x, y and hypotenuse z, Pythagoras’ theorem 
states z? = x? + y?. Transpose the formula to find x 


2 


Rearranging gives х2 + у? =z 


and vay? 


Taking the square root of both sides gives 


x=,/22-y? 
2 


ML 
Problem 14. Тгапврове y = SET to make L the 
subject 


Multiplying both sides by 8E7 gives 8EIy = ML? 


ivi : 1 8Ely 2 
Dividing both sides by M gives E m L 
8Е1 
or 1? = 0 
M 


Taking the square root of both sides gives 


3 8Ely 
M 

һе L= 8ЕТу 
М 

1 


Problem 15. Given t = 27. | —, find g in terms of 


t,l and zx 


Whenever the prospective new subjectis within a square 
root sign, it is best to isolate that term on the LHS and 
then to square both sides of the equation. 


ІШ 
2n./-=t 
8 


Dividing both sides by 27 gives — E 


p fey. P 
g Ол) 4m 


Cross-multiplying, (1.e. multiplying 


Rearranging gives 


Squaring both sides gives 


each term by 47r? g), gives 4л1- gt? 
or gt? =4rn’l 
T 5 2 gt? 4л21 
Dividing both sides by £^ gives up 
: А 4x?l 
Cancelling gives g= pos 


Problem 16. The impedance Z of an a.c. circuit 


is given Бу Z = у R? + X? where В is the 
resistance. Make the reactance, X, the subject 


Rearranging gives 


VR24X2=Z 


Squaring both sides gives R X 


Rearranging gives X = 72 – В? 


Taking the square root of both sides gives 


X = у Z? — R? 


Problem 17. The volume V of a hemisphere of 
p 
radius r is given by V — алт (a) Find r in terms 


of V. (b) Evaluate the radius when V = 32 cm? 


2 
(a) Rearranging gives ал” =V 
Multiplying both sides by 3 gives 2xr) 23V 
- ; 21r) 3V 
Dividing both sides by 27 gives = — 
2л 2л 


Cancelling gives r = — 
2л 
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Taking the cube root of both sides gives 


74) 


2л 


1 (2) 
1.6. r => | — 
2x 


(b) When V = 32cm?, 


2 
radius r — 1G - ТЕ XS ) — 2.48 cm. 
2л 2л 


Now try the following Practice Exercise 


Practice Exercise 47 Further transposing 
formulae (answers on page 345) 


Make the symbol indicated the subject of each of 
the formulae shown in problems | to 13 and express 
each in its simplest form. 


a 


1 бе (ғ) 
1-7 
Мх-4 
O E 
SUP — 2) 
3. A= ———— 
Т (Р) 
: | AB? (р) 
208727 
5. R= Ro(1 at) (ғ) 
FE (0 
mer : 
7 EP -008 (R) 
! ЕГЕТ 
8. y=4ab*c* (5) 
a? p? 
9 ung cd (x) 
ТЕ 
10. БЭР (1) 
2 
11. 52--и2--2а8 (и) 
л К20 
12, A= (R) 
360 


18! w= (t2) (a) 
y 


14. Transpose Z = / R2 + x f L)? for L and 
evaluate L when Z = 27.82, R= 11.76 and 
f =50. 


12.4 More difficult transposing of 


formulae 


Here are some more transposition examples to help 
us further understand how more difficult formulae are 
transposed. 


(За (L —d 
Problem 18. (a) Transpose $ = шө to 


make / the subject. (b) Evaluate L when d = 1.65 
and S = 0.82 


3d (L — d) 
The formula 5 = — $8 represents the sag S at 


the centre of a wire. 


ГЕ. 

(a) Squaring both sides gives 52- A 
Multiplying both sides by 8 gives 

85? = 3d(L — d) 


2 
Dividing both sides by 3d gives 2. =L-d 


мэ 852 
Rearranging gives L =d + — 
3d 
(b) When d = 1.65 and S = 0.82, 
82 8 x 0.822 
L =d+ — = 1.65 = 2.737 
Td 3 x 1.65 


Problem 19. Тгапврове the formula 
280 EMO 
= саа to make a the subject 


а2х2 tay С 
- = 
Multiplying both sides by r gives 


Rearranging gives 


а?х + a? y=rp 
Factorizing the LHS gives a^ (x + y)=rp 
Dividing both sides by (x + y) gives 


а(х +у) rp 
(ety) (x+y) 
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2 ҮР 
a= 
Gy) 
Taking the square root of both sides gives 


E 
a= —— 
x+y 


Whenever the letter required as the new subject 
occurs more than once in the original formula, after 
rearranging, factorizing will always be needed. 


Cancelling gives 


Problem 20. Make b the subject of the formula 


20520) 
7 Уа + be 

ЯМ х- 
Rearranging gives ITE —a 
Multiplying both sides by /bd + be gives 

gun RIED 

or av/bd +be=x—y 
Dividing both sides by a gives bd + be = — 


a 


e (Ez?) 
| 


a +e) - (E22 


2 
Squaring both sides gives 


Factorizing the LHS gives 


Dividing both sides by (d + e) gives 


(d +e) 


| -y 
~ a2(d +e) 


b 
Problem 21. Ifa = ---, make b the subject of 


1+b 
the formula 
" M b 
earranging gives me a 
Multiplying both sides by (1 + b) gives 
b — a(14- b) 
Removing the bracket gives b=a-+ab 


Rearranging to obtain terms in b on the LHS gives 
b—ab-a 


Factorizing the LHS gives b(1—a)-—a 


Dividing both sides by (1 — a) gives b= 1 
—a 


E 
Problem 22. Тгапѕроѕе the formula V = R п 
" 
to make r the subject 
Rearranging gives ET ds 
ыы R+r 
Multiplying both sides by (R +r) gives 
Er=V(R+r) 
Removing the bracket gives Er=VR+Vr 


Rearranging to obtain terms in r on the LHS gives 


Er —Vr VR 
Factorizing gives r(E—V)=VR 
— : : VR 
Dividing both sides by (E — V) gives r = ——— 
E-V 
Problem 23. Тгапврове the formula 
2 
y= 20 z — {іо make q the subject 
РЕ) 
Rearranging gives Pd -ішу 
r+q? 
рд? 
апа == = t 
r+ q? IE 


Multiplying both sides Бу (r + 42) gives 
pq? =(r tq) +0) 
Removing brackets gives pq? =ry+rt + 4?у + q^t 
Rearranging to obtain terms in q on the LHS gives 
рд? —q!y - qt «ry &rt 
Factorizing gives а? (р —y-t)-r(y-ct) 
Dividing both sides by (p — y — t) gives 
2_ Жу) 
(py-t) 
Taking the square root of both sides gives 


(2+2) 
q= ————— 
p-y-t 


Problem 24. Given that 2 - | (=) 
d f=p 


express p in terms of D, 4 and f 
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Rearranging gives (22) == D 


7-р а 
— ftp) D 
quaring both sides gives = =P 


Cross-multiplying, i.e. multiplying each term 
by d?^( f — p), gives 
d^(f +p)=D*(f-p) 

Removing brackets gives aT + а?р - DF - р2р 
Rearranging, to obtain terms in р on the LHS gives 

d'pyD'po D'f-d'f 
Factorizing gives р(а? + р?) = f(D? – 42) 
Dividing both sides by (d? + D?) gives 


| f(D? -q?) 
P= (qr 


Now try the following Practice Exercise 


Practice Exercise 48 Further transposing 
formulae (answers on page 345) 


Make the symbol indicated the subject of each of 
the formulae shown in problems 1 to 7 and express 
each in its simplest form. 


І. у= (а 


2. M-nz(R^—r*) (R) 


Е 
3 шил. e) 
D 
Зиг (L) 
ТАРСЕ 
2 2 
F ae (b) 
b2 

20 1247? 
A : (r) 


9, 


10. 


р. = (b) 


а —2b 


A formula for the focal length, f, of a convex 
1 

lens is — = — + —. Transpose the formula to 
j m m 


make v the subject and evaluate v when f — 5 
and u — 6. 


The quantity of heat, О, 18 given by the formula 
Q = mc(t? — tı). Make t the subject of the 
formula and evaluate t? when m = 10, t; = 15, 
c — 4 and Q — 1600. 


The velocity, v, of water in a pipe appears 


З 0.03112 
in the formula h = cS Express v 


8 
as the subject of the formula and evalu- 
ate v when A = 0.712, L = 150,d = 0.30 and 
ge 


The sag, S, at the centre of a wire is given 
3d (l — d) 
8 


the subject of the formula and evaluate / when 
d — 1.75 and S — 0.80. 


by the formula 5 = i ( ) Make / 


In an electrical alternating current cir- 
cuit the impedance Z is given by 


1 
215 G a (oL - =| | Transpose 
о 


the formula to make C the subject and hence 
evaluate C when Z = 130, R= 120,0 = 314 
and L — 0.32 


An approximate relationship between the 
number of teeth, T, on a milling cutter, the 
diameter of cutter, D, and the depth of cut, d, 


is given by T — Р. Determine the value 
of D when T = 10 and d = 4mm. 


Make A, the wavelength of X-rays, the subject 


CANIS 
of the following formula: дыр ава 
p a 


Solvin 


13.1 Introduction 


Only one equation is necessary when finding the value of 
a single unknown quantity (as with simple equations 
in Chapter 11). However, when an equation contains 
two unknown quantities it has an infinite number of 
solutions. When two equations are available connecting 
the same two unknown values then a unique solution 
is possible. Similarly, for three unknown quantities it is 
necessary to have three equations in order to solve fora 
particular value of each of the unknown quantities, and 
so on. 

Equations which have to be solved together to find 
the unique values of the unknown quantities, which are 
true for each of the equations, are called simultaneous 
equations. 

Two methods of solving simultaneous equations analyt- 
ically are: 


(a) by substitution, and 
(b) бу elimination. 


(A graphical solution of simultaneous equations is 
shown in Chapter 19.) 


13.2 Solving simultaneous equations 


in two unknowns 


The method of solving simultaneous equations is 
demonstrated in the following worked problems. 


DOI: 10.1016/B978-1-85617-697-2.00013-2 


Chapter 13 


simultaneous 
equations 


Problem 1. Solve the following equations for x 
and y, (a) by substitution and (b) by elimination 
x+2y=-1 (1) 
4x —3y = 18 (2) 


(a) By substitution 
From equation (1): x = —1 — 2y 
Substituting this expression for x into equation (2) 
gives 


4(—1—2y) -3y = 18 
This is now a simple equation in y. 
Removing the bracket gives 


P um 
PCM 


Substituting y — —2 into equation (1) gives 


x +2(—2) = –1 
х-4--і 
хэ-1-4-3 


Thus, x 23 and y = —2 is the solution to the 
simultaneous equations. 
Check: in equation (2), since x = 3 and y = —2, 


LHS 24(3)—3(—2) = 12 +6 = 18 = RHS 


(b) By elimination 
x+2y=-1 (1) 
4x —3y = 18 (2) 


If equation (1) is multiplied throughout by 4, the 
coefficient of x will be the same as in equation (2), 
giving 

4x+8y = —4 (3) 


Subtracting equation (3) from equation (2) gives 


4x —3y = 18 (2) 
4x+8y = —4 (3) 
0—11y 222 
22 
Hence, y= ЕТ] ---2 


(Note: in the above subtraction, 
18— —4 = 18 +4 = 22.) 


Substituting y = —2 into either equation (1) or equa- 
tion (2) will give x = 3 as in method (a). The solution 
x = 3, y = —2 is the only pair of values that satisfies 
both of the original equations. 


Problem 2. Solve, by a substitution method, the 
simultaneous equations 


3x—2y= 12 (1) 
х--Зу--7 (2) 


From equation (2), x = —7 — 3y 

Substituting for x in equation (1) gives 
3(—7 —3y)—2y = 12 

Le. —21 — 9y — 2y = 12 
=1]y=12+21=33 


33 
Hence, y = ET —3 


Substituting y — —3 in equation (2) gives 


х-3(-3)--7 
Le. х-9--7 
Непсе хэ-7-9-2 
Thus, x = 2, y = —3 is the solution of the simultaneous 


equations. (Such solutions should always be checked 
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by substituting values into each of the original two 
equations.) 


Problem 3. Use an elimination method to solve 
the following simultaneous equations 


3x +4у = 5 (1) 
2x 5у = —12 (2) 
If equation (1) is multiplied throughout by 2 and equa- 


tion (2) by 3, the coefficient of x will be the same in the 
newly formed equations. Thus, 


2 x equation (1) gives бх +8y = 10 (3) 


3 x equation (2) gives бх — 15у = —36 (4) 


Equation (3) — equation (4) gives 


0+23y=46 

. 46 

i.e. ee) 
y= 93 


(Note +8y — —15y = 8y + 15y = 23y and 10— —36 = 
10+ 36 = 46.) 


Substituting y = 2 in equation (1) gives 


3x +4(2) = 5 
from which 3x =5-8=-3 
and х--і 


Checking, by substituting x = —1 and y = 2 in equation 
(2), gives 


LHS = 2(—1) =50) = —2 — 10 = —12 = RHS 


Hence, x = —1 and у = 2 is the solution of the simul- 
taneous equations. 

The elimination method is the most common method of 
solving simultaneous equations. 


Problem 4. Solve 
T = 2y = 20 (1) 
бх + 5y = 29 (2) 
When equation (1) is multiplied by 5 and equation (2) 


by 2, the coefficients of y in each equation are numeri- 
cally the same, i.e. 10, but are of opposite sign. 
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5 x equation (1) gives 35x — 10y = 130 (3) 


IL Si aco es ІР 12. 
2 x equation (2) gives 12x + 10у = 58 (4) ди, 
Adding equations (3) 13. 5m—3n=11 14. 
and (4) gives 47x +0 = 188 mAn = 8 
Hence, xm 188 _4 15, біре 2% 16. 
47 Зх --7y =41 


Note that when the signs of common coefficients are 
different the two equations are added and when the 
signs of common coefficients are the same the two 
equations are subtracted (as in Problems 1 and 3). 


Substituting x — 4 in equation (1) gives equations 


Эре IMS 
2x+5y = —4 
8a — ЗЬ = 51 
3a +4b = 14 
se = 550 
2d+c+4=0 


13.3 Further solving of simultaneous 


Here are some further worked problems on solving 


ангаа simultaneous equations. 
28 — 2y = 26 
28 —26 2 2y Problem 5. Solve 
2-2у SIDES 
Hence, у-і 4p+q+11=0 
R : ; 
Checking, by substituting x — 4 and y = 1 in equation earranging gives 
(2), gives — 
LHS = 6(4) + 5(1) = 244-5 = 29 = RHS jpeg 


Thus, the solution is x = 4, y = 1. 


Now try the following Practice Exercise 


Multiplying equation (4) by 2 gives 


8p+2q = —22 


Adding equations (3) and (5) gives 


Practice Exercise 49 Solving simultaneous 11р-0--22 
equations (answers on page 345) -22 

= -ш =) 
Solve the following simultaneous equations and 11 


verify the results. 


Substituting p = —2 into equation (1) gives 


0) 
(2) 


(3) 
(4) 


(5) 


ll, 25e — 0 DM RUE 

х+у=6 х-Зу--9 ad 
3. х-4у--4 4. 3x—2y = 10 —6 = 24 

5x —2y=7 5х +у= 21 422 E 
5. 5p+4q=6 6. 7x+2y=11 2 

20 = З= 7 3 40-35 8—77 Checking, by substituting p = —2 and q = —3 into 
7. 2x —1y 2 —8 8. a+2b=8 equation (2), gives 

со ЕЕ [Hi 4-2) (53) 11 2 —8—3431-0-RH$ 
9, біңгідее Т) 9, 25e amy m ) 

а-5Ь- х+3у=4 Hence, the solutionis p = —2, q = —3. 
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Problem 6. Solve 


Х 
= = 1 
8 y (1) 
i3 — 


E (2) 


Whenever fractions are involved in simultaneous equa- 
tions it is often easier to firstly remove them. Thus, 
multiplying equation (1) by 8 gives 


TROR 
ie. х--20--8у (3) 
Multiplying equation (2) by 3 gives 
39-у-9х (4) 

Rearranging equations (3) апа (4) gives 

x — 8y = —20 (5) 

Ox + y = 39 (6) 
Multiplying equation (6) by 8 gives 

72x + 8y = 312 (7) 


Adding equations (5) and (7) gives 


73x +0 = 292 
292 

Х----д4 
73 


Substituting х = 4 into equation (5) gives 
4-8у--20 
4--20--8у 

24 = 8y 
Nm 
8 


Checking, substituting x — 4 and y — 3 in the original 
equations, gives 


3 


5 I 1 
(): LHS = == = +2- = 3 = у = КН5 
+5 27 2 y 


(2% LHS = 13-5 =13-1=12 
RHS = 3x = 3(4) = 12 


Hence, the solution is x = 4, y 2 3. 


Problem 7. Solve 


2.5x 0.75 -3y 20 
1.6x — 1.08 — 1.2y 


It 18 often easier to remove decimal fractions. Thus, 
multiplying equations (1) and (2) by 100 gives 


250x +75 — 300y = 0 (1) 
160x = 108 — 120y (2) 


Rearranging gives 


250x — 300y = —75 (3) 
160x + 120y = 108 (4) 


Multiplying equation (3) by 2 gives 
500x — 600у = —150 (5) 

Multiplying equation (4) by 5 gives 
800x + 600y = 540 (6) 

Adding equations (5) and (6) gives 


1300x + 0 = 390 
390 39 3 
71300 130 10 


x -0.3 


Substituting x = 0.3 into equation (1) gives 


250(0.3) + 75 — 300у = 0 


75 +75 = 300y 
150 = 300y 
150 
22-03 
У = 300 


Checking, by substituting x = 0.3 апа у = 0.5 in equa- 
tion (2), gives 


LHS = 160(0.3) = 48 
RHS = 108 — 120(0.5) = 108 — 60 = 48 


Hence, the solution is x = 0.3, y 2 0.5 
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Now try the following Practice Exercise 


Practice Exercise 50 Solving simultaneous 
equations (answers on page 345) 


Solve the following simultaneous equations and 
verify the results. 


80 
1 7р-11424-0 2, =+5=4 
275 
х у 
-1-34-5 шэг) 
gp 7 
3, 2-7--2Ь Tm 
2 2 
12— 5a + b 143у--2 
2у 49 
аа бил 
50715 12 
3х у,5 v 25 
ES = (0) шэг 
7 217 ER 2 
7. L5x -22y 2—18 8. 3b —2.5a = 0.45 


2.4x +0.6y = 33 1.6a + 0.8b = 0.8 


13.4 Solving more difficult 


simultaneous equations 


Here are some further worked problems on solving more 
difficult simultaneous equations. 


Problem 8. Solve 


2 
шэг, (1) 
x у 

1 4 

E 2) 
x у 


In this type of equation the solution is easier if a 


1 1 
substitution is initially made. Let — = a and — — b 
x y 


2a 3b 57 (3) 
a—4b—-2 (4) 


Thus equation (1) becomes 


and equation (2) becomes 
Multiplying equation (4) by 2 gives 


2a — 8b = —4 (5) 


Subtracting equation (5) from equation (3) gives 
04+ 11b — 11 
1.е. b=1 


Substituting b = 1 in equation (3) gives 


2a+3=7 
2а-7-3--4 
1.е. a=2 


Checking, substituting a = 2 and b = 1 in equation (4), 
gives 


ЕЕ иН 


Hence, a = 2 апар = 1. 


1 1-1 
However, since --4, х= – = = ог0.5 
х а 2 
: 1 1 1 
and since --), у-----і 
y b 1 
Hence, the solution is x = 0.5, y = 1. 
Problem 9. Solve 
1 3 
—+—=4 1 
2a "А 55 0) 
z + M 10.5 (2) 
шалтаг 
1 1 
Let -=x and -=y 
a b 
then ta =4 3 
2157 (3) 
1 
4х + a= 10.5 (4) 
To remove fractions, equation (3) is multiplied by 10, 
giving 
10 (5) +10(2y) = 1004) 
2 SET 
i.e. 5x +6y = 40 (5) 


Multiplying equation (4) by 2 gives 
8х--у-21 (6) 

Multiplying equation (6) Бу 6 gives 
48x + 6y = 126 (7) 
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Subtracting equation (5) from equation (7) gives 


43x +0 = 86 

86 
x=—=2 

43 


Substituting x = 2 into equation (3) gives 


aa =4 
2°5° — 
-У-4-і- 
=-(3)=5 
y 39) 
: 1 1 1 
Since =x, а= – = = ог 0.5 
а x 2 
d si l b l ! 0.2 
and since ре x x Вон! 


Hence, the solution is a = 0.5, b = 0.2, which may be 
checked in the original equations. 


Problem 10. Solve 
1 4 


= — 1 

ary 27 0) 

l лшы (2) 
2х-у 33 


To eliminate fractions, both sides of equation (1) are 
multiplied by 27(x + y), giving 


1 4 
27(x + y) (=) =27(x+y) (5) 


i.e. 270) = 4(x t y) 

27 = 4х +4y (3) 
Similarly, in equation (2) 33 = 4(2x — y) 
1.е. 33 = 8х — 4у (4) 


Equation (3) + equation (4) gives 


60 
60 = 12x and x = — —5 
x and x = 7, 


Substituting x = 5 in equation (3) gives 


27 = 4(5) +4у 


from which 4у-27-20--7 


7-3 
and у= = = 1- 0г1.75 
4 4 


Hence, х = 5, у = 1.75 is the required solution, which 
may be checked in the original equations. 


Problem 11. Solve 
еі yt? 2 


1 

3 5 15 0) 
l—=3e Saky 9 

= 2 

6 ar 2 6 (2) 


Before equations (1) and (2) can be simultaneously 
solved, the fractions need to be removed and the 
equations rearranged. 


Multiplying equation (1) by 15 gives 


х-1 yt2Y | 2 
is( - ) +15( i )es(&) 
1.е. S(x —1)+3(y +2) = 2 


5х-5-3у-6-2 
5х--3у-2--5-6 


Непсе, 5х+3у = 1 (3) 


Multiplying equation (2) Бу 6 gives 


1-х А fc 
«( 6 )+6( 2 )-50) 
ie. (1-х)--3(5--у) =5 


1-х--15--3у = 5 
-х-Зу-5-1-15 


Hence, -х-Зу--11 (4) 


Thus the initial problem containing fractions can be 
expressed as 


5х+3у = 1 (3) 
=х +3у = –11 (4) 


Subtracting equation (4) from equation (3) gives 


6x +0= 12 
12 
x=—=2 
6 
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Substituting x = 2 into equation (3) gives 


5(2)+3y =1 
10+3y=1 
3y=1-10=-9 
—9 
= — = —3 
цаг 


Checking, substituting x = 2, y = —3 in equation (4) 
gives 


LHS = —2 +3(—3) = —2 — 9 = —11 = RHS 


Hence, the solution is x = 2, y = —3. 


Now try the following Practice Exercise 


Practice Exercise51 Solving more difficult 
simultaneous equations (answers on page 
345) 


In problems 1 to 7, solve the simultaneous equa- 
tions and verify the results 


3.2 4 3 
1. ----- 14 2 em 
52 y a b 
902 21885 
ey a b 
1 3 Sue 
peut RE 
5 1 35 3 7 
-------- -----і1.1 
р 24 2 х у 
1 4-2 
шоог шагч оо 
шаг “эрэг цэ. Бу 73 
6. 3r+2 25-1 1 Doe ms 
5) 4 5 
ара |2 
4 га 


3 4 5 
8 If5x— — = l and x + – = –, find the value 
y у 2 


ху+1 
Ў 


of 


13.5 Practical problems involving 


simultaneous equations 


There are a number of situations in engineering and 
science in which the solution of simultaneous equations 
is required. Some are demonstrated in the following 
worked problems. 


Problem 12. The law connecting friction F and 
load L for an experiment is of the form F =aL +b 
where а and b are constants. When F = 5.6N, 

L = 8.0N and when F = 4.4N, L = 2.0N. Find the 
values of a and b and the value of F when 

J£, == SIN 


Substituting F —5.6 and L=8.0 into F=aL+b 
gives 


5.6 = 8.0а +b (1) 


Substituting F —4.4 and L=2.0 into F=aL+b 
gives 


44 —2.0a +b Q) 


Subtracting equation (2) from equation (1) gives 


1.2 = 6.0a 
12 1 0.2 
gc c ME x 


1 
Substituting a = 5 into equation (1) gives 


1 
5.6= 8.01 – b 
(;)+ 


5.6=1.6+b 
5.6—16=b 


1 
Checking, substituting a = 5 and b = 4 in equation (2), 


gives 


1 
us - 20( 5) 4-0444-44-188 


1 
Hence, a = 5 andb=4 


1 
When L 26.5, F=aL+b= =(6-5)+4= 1.3 +4, 
їе, F =5.30N. 
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Problem 13. The equation of a straight line, 
of gradient m and intercept on the y-axis c, is 

y = mx +c. Ifa straight line passes through the 
point where x — 1 and y — —2, and also through 
the point where x — 3.5 and y — 10.5, find the 
values of the gradient and the y-axis intercept 


Substituting x = 1 and у = —2 into y = mx +c gives 
—2=m+c (1) 


Substituting х = 3.5 and у = 10.5 into у= mx +c 
gives 


10.5=3.5m+c (2) 


Subtracting equation (1) from equation (2) gives 


12.5 = 2.5т, from which, m= = =5 
Substituting m = 5 into equation (1) gives 
-2-5-Ес 
с--2-5---7 
Checking, substituting m = 5 and c = —7 in equation 


(2), gives 
RHS = (3.5)(5) + (—7) = 17.5 — 7 = 10.5 = LHS 


Hence, the gradient m = 5 and the y-axis intercept 
с--7. 


Problem 14. When Kirchhoff’s laws are applied 
to the electrical circuit shown in Figure 13.1, the 
currents / and / are connected by the equations 


27151 ROS (1) 
22060211) (2) 
h (2 


27 vf 2) Is E (D I: у 


80 
21 20 


Figure 13.1 


Solve the equations to find the values of currents Г 
and h 


Removing the brackets from equation (1) gives 
272151 +81 -8h 
Rearranging gives 
9.51; — 8h = 27 (3) 
Removing the brackets from equation (2) gives 
—26 =2h -8h +8h 
Rearranging gives 
=81 + 10h = —26 (4) 
Multiplying equation (3) by 5 gives 
47.5h — 40h = 135 (5) 
Multiplying equation (4) by 4 gives 
-321)--401,---104 (6) 


Adding equations (5) and (6) gives 


15.5]; +0 =31 
31 
П-----2 
15.5 


Substituting /; = 2 into equation (3) gives 


9.52) = Bh = 27 


19— 8h = 27 

19—27=8h 

—8 = 8р 

and h = -–1 
Hence, the solution is Д = 2 and Г = —1 (which may 


be checked in the original equations). 


Problem 15. The distance s metres from a fixed 
point of a vehicle travelling in a straight line with 
constant acceleration, a m/s?, is given by 

s —ut 4-1аг2, where u is the initial velocity in m/s 
and t the time in seconds. Determine the initial 
velocity and the acceleration given that s — 42m 
when / = 2s, and s = 144 m when t = 45. Also find 
the distance travelled after 3s 
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1 
Substituting 5 = 42 and = 2 into s = ut + ja gives 


І 2 
42 = 2и + 240) 
1.е. 42--2и--2а (1) 


1 
Substituting s = 144 and 1-4 into s — ut zat? 


gives 
1 2 
144 = 4u + 24) 
i.e. 144 = 4u + 8a (2) 
Multiplying equation (1) by 2 gives 
84 = 4u + 4a (3) 


Subtracting equation (3) from equation (2) gives 


60=0+ 4a 
and m m 
4 


Substituting a — 15 into equation (1) gives 


42 = 2u + 2(15) 


42 —30 = 2u 
NE 7 
u = 2 = 


Substituting a = 15 and u = 6 in equation (2) gives 
RHS = 4(6) + 8(15) = 24 + 120 = 144 = LHS 


Hence, the initial velocity и = 6 m/s and the acceler- 
ation a = 15 m/s”. 


1 
Distance travelled after 3s is given by s = ut + ja 


where t = 3, u = 6 and a = 15. 


Hence, s = (6)(3) + 518) = 18 +67.5 


i.e. distance travelled after 3s = 85.5 m. 


Problem 16. The resistance RQ of a length of 
wire at t°C is given by А = Ro(1 + at), where Ro 
is the resistance at 0°C and о is the temperature 
coefficient of resistance in /°C. Find the values of a 
and Ro if А = 30Q at 50°C and А = 35 © at 100°C 


Substituting R = 30 and 1-50 into R= Ro(1+ at) 
gives 


30 = Ro(1 + 500) (1) 


Substituting А = 35 and t = 100 into R = Ro(1 + at) 
gives 


35 = Ro(1 + 1000) (2) 


Although these equations may be solved by the conven- 
tional substitution method, an easier way is to eliminate 
Ro by division. Thus, dividing equation (1) by equation 
(2) gives 


30 Ю0(1--50а) 1+ 500 
35  Ro(1 +100) 1+ 1000 


Cross-multiplying gives 


30(1 + 1000) = 35(1 + 500) 
30 + 30000 = 35 + 17500 
30000 — 17500 = 35 — 30 


12500 = 5 

5 1 

i.e. Ee .004 
цагг 35) 7 0€ 


1 
Substituting о = 250 into equation (1) gives 


1 
30 = Ro {1+ 50)( 5) } 


30 = Ro (1.2) 
Ко = 20 = 25 
1.2 


1 
Checking, substituting o = 250 and Ro = 25 in equa- 
tion (2), gives 


1 
RHS = 25 [1+ (100) (55) 
= 25(1.4) = 35 = LHS 


Thus, the solution is 0 = 0.004/°C and Ro = 25 9. 


Problem 17. The molar heat capacity of a solid 
compound is given by the equation c = a +bT, 
where a and 5 are constants. When c — 52, T — 100 
and when c — 172, T — 400. Determine the values 
of a and b 


When c = 52, T = 100, hence 
52 =a+100b (1) 

When с = 172, T = 400, hence 
172 = a + 400b (2) 


Equation (2) — equation (1) gives 


120 = 300b 
from which, b= 120 = 0.4 
300 


Substituting b = 0.4 in equation (1) gives 


52 =a + 100(0.4) 
а-52-40-12 


Hence, а = 12 апа b=0.4 


Now try the following Practice Exercise 


Practice Exercise 52 


Practical problems 


involving simultaneous equations (answers 
on page 345) 


the 


In a system of pulleys, the effort P required to 
raise a load W is given by Р =aW +b, where 
a and b are constants. If W = 40 when P = 12 
and W — 90 when P — 22, find the values of 
a and b. 


Applying Kirchhoff's laws to an electrical 
circuit produces the following equations: 


5= 0.21 +2() —h) 
12=3h+04h – 2(1 — h) 


Determine the values of currents /; and /2 


Velocity v is given by the formula v = u + at. 
If v = 20 when t = 2 and v = 40 when t = 7, 
find the values of и and a. Then, find the 
velocity when t = 3.5 


Three new cars and 4 new vans supplied to a 
dealer together cost £97 700 and 5 new cars 
and 2 new vans of the same models cost 
£103 100. Find the respective costs of a car 
and a van. 


y = тх +c is the equation of a straight line 
of slope m and y-axis intercept c. If the line 
passes through the point where x — 2 and 
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y — 2, and also through the point where x — 5 
and y — 0.5, find the slope and y-axis intercept 
of the straight line. 


6. The resistance R ohms of copper wire at °C 
is given by R = Ко(1 + ot), where Ro is the 
resistance at 0°C and о is the temperature coef- 
ficient of resistance. If R = 25.44 Q at 30°C 
and R = 32.17 Q at 100°C, find œ and Ко 


7. Тһе molar heat capacity of a solid compound 
is given by the equation c =a -- bT. When 
c = 60, T = 100 and when c = 210, T = 400. 
Find the values of a and b. 


8. Inanengineering process, two variables p and 
q are related Буд = ap + b/p, where a and b 
are constants. Evaluate а and b if q = 13 when 
p — 2 and д = 22 when р = 5. 


9. Ina system of forces, the relationship between 
two forces Ғ and F> is given by 


5Е/-3Е--6-0 
ЗЕ +52 +18 = 0 


Solve for F; and F5 


13.6 Solving simultaneous equations 


in three unknowns 


Equations containing three unknowns may be solved 
using exactly the same procedures as those used with 
two equations and two unknowns, providing that there 
are three equations to work with. The method is demon- 
strated in the following worked problem. 


Problem 18. Solve the simultaneous equations. 


xty+c=4 (1) 
2x —3y+4z = 33 (2) 
3x 2у -2222 (3) 


There are a number of ways of solving these equations. 
One method is shown below. 

The initial object is to produce two equations with two 
unknowns. For example, multiplying equation (1) by 4 
and then subtracting this new equation from equation (2) 
will produce an equation with only x and y involved. 
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Multiplying equation (1) by 4 gives Now try the following Practice Exercise 


4x +4у +4: = 16 4 
4 e Practice Exercise 53 Simultaneous 


equations in three unknowns (answers on 


Equation (2) — equation (4) gives 
q (2) - eq (4)g page 345) 


—2x — Ty = 17 (5) In problems 1 to 9, solve the simultaneous equa- 
tions in 3 unknowns. 
Similarly, multiplying equation (3) by 2 and then 
adding this new equation to equation (2) will produce Ile ay S= Ile 2h Seca] 
another equation with only x and y involved. sp — Wares Ilt 3x oy 2 —4 


Multiplying equation (3) by 2 gives 3x +2y +22 = 14 5x +3у +22 = 8 


3. Зх--5у--22-6 4. 2х +4у +5: = 23 
s= s 3g =O) 3x —y—2z7=6 
Ate [Wap 3) 4x +2у + 52 = 31 


6x —4y —4z =4 (6) 


Equation (2) + equation (6) gives 
5. 2x+3y+4z=36 6. Ах--у-Ғ32- 31 


8x — Ту = 37 (7) Зх +2у +32 = 29 2x —y+2z=10 
cee Wee a Ill Oa 
Rewriting equation (5) gives 
Te Seq аг mk Geese ДУР = 15) 
-2х-1у--17 (5) 2x — 2y +9z = 20 3x+y—z=-—l11 


шог. M o EI 
Now we can use the previous method for solving 


: А : 9. 3x+2y+z=14 
simultaneous equations in two unknowns. 


diede SV ьо = ALS 


Equation (7) — equation (5) gives 10x = 20 МЕЕ 


10. Kirchhoff’s laws аге used to determine the 
current equations in an electrical network and 
result in the following: 


from which, x=2 


(Note that 8x — —2x = 8x + 2x = 10x) 
Substituting x = 2 into equation (5) gives ги: ч. 


3i, — 2i2 + i3 = —5 


—4-Ty=17 
from which, —7y=17+4=21 21 — 3i2 +213 = 6 
and у--3 Determine the values of i, i2 and із 


11. The forces in three members of a frame- 


Substituting x — 2 and y — —3 into equation (1) gives work are F;, F2 and Рз. They are related by 
following simultaneous equations. 


14Ғ --2.8F5 +2.8Е3 = 5.6 
42Е — 1.4F5 4-5.6F3 = 35.0 
4.2 Fi +2.8Fo — 1.4 F3 = —5.6 


2-3--:--4 
5 


from which, z= 


Hence, the solution of the simultaneous equations is 


х= 2, у = 3 ап х = 5. Find the values of Fj, Р and F3 


Revision Test 5 : Transposition and simultaneous equations 


This assignment covers the material contained in Chapters 12 and 13. The marks available are shown in brackets at 
the end of each question. 


Il. 


23 


Transpose p—q +r — a — b for b. (2) 


Make zr the subject of the formula r — = (2) 
л 


1 
Тгапврове V = сын h for h. (2) 


Ё for E. Q) 


Transpose [ = 
IS PU 


b 
Transpose k = for d. (4) 
adi] 


ІТ, 
Make g the subject of the formula t = 27, | — 
8 
(3 


лК20 
Transpose A = for R. (2) 
360 


Make г the subject of the formula 
if 


шиг 5 
x+y m (5) 
Make А the subject of the formula 

--5 (5) 
OE рэн 


The surface area A of a rectangular prism is 
given by the formula A = 2(bh + hl + Ib). Eval- 
uate b when A= 11750 т>, А = 25 т апа 


1 = 75mm. (4) 

The velocity v of water in а pipe appears in 
0.03 Lv? 

the formula h = EIL Evaluate v when 


8 
h =0.384,d=0.20,L=80andg=10. (3) 


12. A formula for the focal length f of a convex 


TNT 
lens is — = —+ —. Evaluate v when f — 4 and 
j m mw 

u= W, (4) 
In problems 13 and 14, solve the simultaneous equa- 
tions. 
13, 022010 (b 4x-3y=11 

5х-у-22 3x +5y = 30 (9) 


b 
М. (а) 3a-8+5=0 


eee m 
2 4 
2р+1 1-44 5 
(5) - 
5 2) 2) 
l=3p 24-30 32 
-0 18 
qo ae (18) 


15. In an engineering process two variables x and y 
b 

are related by the equation y = ax + —, where a 
x 


and b are constants. Evaluate a and b if y= 15 
when x = 1 and y = 13 when x = 3. (5) 


16. Kirchhoff's laws are used to determine the current 
equations in an electrical network and result in the 


following: 
Un Seo dp ous = ol 
ЭЙ e diga = --5) 
ОШ Sat 13) (6 
Determine the values of i, i? and 13 (10) 


Chapter 14 


Solving quadratic equations 


14.1 Introduction 


As stated in Chapter 11, an equation is a statement 
that two quantities are equal and to ‘solve an equation’ 
means ‘to find the value of the unknown’. The value of 
the unknown is called the root of the equation. 

A quadratic equation is one in which the highest 
power of the unknown quantity is 2. For example, 
x? — Зх + 1 = 0 is a quadratic equation. 

There are four methods of solving quadratic equa- 
tions. These are: 


(a) by factorization (where possible), 
(b) by ‘completing the square’, 
(c) by using the ‘quadratic formula’, or 


(d) graphically (see Chapter 19). 


14.2 Solution of quadratic equations 


by factorization 


Multiplying out (x + 1)(х —3) gives x? — 3x +x —3 
i.e. x? — 2x — 3. The reverse process of moving from 
x? — 2x — 3 to (x + 1)(x — 3) is called factorizing. 

If the quadratic expression can be factorized this 
provides the simplest method of solving a quadratic 
equation. 


For example, if x? —2x — 3 = 0, then, by factorizing 
(x + 1) (х —3) =0 


(x+1)=0, іе. x—-1 
or (x —3)=0, 16. x =3 


Hence, either 


Hence, x = —1 and x = 3 are the roots of the quad- 
ratic equation x? — 2x — 3 — 0. 

The technique of factorizing is often one of trial and 
error. 
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Problem 1. Solve the equation x? + x — 6 = 0 by 
factorization 


The factors of x? are x and x. These are placed in 
brackets: (x Xx ) 

The factors of —6 are +6 and —1, or —6 and +1, or +3 
and —2, or —3 and +2. 

The only combination to give a middle term of +x is 
+3 and —2, 


ie. х2 +x -—6= (x +3)(x – 2) 


The quadratic equation x? +x — 6 = 0 thus becomes 
(x -3)x = 2) 20 

Since the only way that this can be true is for either the 

first or the second or both factors to be zero, then 


either (x+3)=0, ie х--3 


Or (x—2)20, ie х= 2 


Hence, the roots of x? +x —6=0 are x = —3 and 
x2. 


Problem 2. Solve the equation x? + 2x — 8 20 
by factorization 


The factors of x? are x and x. These are placed in 
brackets: (x W 3 

The factors of —8 are +8 and —1, or —8 and +1, or +4 
and —2, or —4 and +2. 

The only combination to give a middle term of 4-2x is 
+4 and —2, 


ie. x? 42x —8 = (x +4)(x —2) 


(Note that the product of the two inner terms (4x) added 
to the product of the two outer terms (—2x) must equal 
the middle term, --2х in this case.) 
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The quadratic equation x? + 2x — 8 = 0 thus becomes 
(x +4)(х – 2) =0 

Since the only way that this can be true is for either the 

first or the second or both factors to be zero, 


хэ-4 
x=2 


either (x +4)=0, Le. 


or (x —2)=0, ie. 


Hence, the roots of x? + 2x —8=0 are x = —4 and 
x2. 


Problem 3. Determine the roots of 
x? — 6x +9 — 0 by factorization 


x?—6x492(x—3)x—3) іе. (x – 3)2 =0 


The LHS is known as a perfect square. 
Hence, x 23 is the only root of the equation 
x? — 6x +9 = 0. 


Problem 4. Solve the equation x? — 4x = 0 


Factorizing gives x(x —4) = 0 

If x(x — 4) = 0, 

either х=0 or х-4-0 
i.e. x=0 or x4 


These are the two roots of the given equation. Answers 
can always be checked by substitution into the original 
equation. 


Problem 5. Solve the equation x? +3x — 4 = 0 


Factorizing gives (x — 1)(x +4) 20 


Hence, either x—120 or x+4=0 


i.e. x=1 ог x=-4 


Problem 6. Determine the roots of 4x? — 25 =0 
by factorization 


The LHS of 4x? —25 = 0 is the difference of two 
squares, (2x)? and (5)2. 

By factorizing, 4x? — 25 = (2x -5)(2x —5), ie. 
(2x +5)(2x —5)20 

---2.5 


Hence, either (2x+5)=0, ie хэ- 


5 
2 


5 
or (2x —5)=0, ie. We 52 


Problem 7. Solve the equation x? — 5x +6 = 0 


Factorizing gives (x —3)(x -2) 20 


Hence, either х-3-0 or х-2-0 


i.e. x=3 or x2 
Problem 8. Solve the equation x? = 15 — 2x 


x 2x 15 =0 
(x + 5)(х —3) 20 


Rearranging gives 
Factorizing gives 


Hence, either x+5=0 or х-3-0 


i.e. x=-5 or x=3 


Problem 9. Solve the equation 3x? — 11x — 4 = 0 
by factorization 


The factors of 3x? are 3x and x. These are placed in 
brackets: (Зх х ) 

The factors of —4 are —4 and +1, or +4 and —1, or —2 
and 2. 

Remembering that the product of the two inner terms 
added to the product of the two outer terms must equal 
—11x, the only combination to give this is +1 and —4, 


i.e. 3x2-—11x —4 = (3x + D (x — 4) 


The quadratic equation 3x3?— 11x —4—0 thus 


becomes (3x + 1)(x —4) 20 
. . 1 

Hence, either (3x 4-1) 20, ie. х = -3 

or (x-4)=0, ie x= 4 


and both solutions may be checked in the original 
equation. 


Problem 10. Solve the quadratic equation 
Ax? + 8x +3 =0 by factorizing 


The factors of 4x? are 4x and x or 2x and 2x. 

The factors of 3 are 3 and 1, or —3 and — 1. 
Remembering that the product of the inner terms added 
to the product of the two outer terms must equal --8х, 
the only combination that is true (by trial and error) is 


(Ax? + 8x +3) = (2x +3)(2x +1) 
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Hence, (2х--3)Ох--1)--0, from which either i.e. x? —5x+5x 25-20 
(2x +3) 20 or (2х +1) = 0. 1 2 
i.e. х^ —25=0 


3 
Thus, 2x = —3, from which x =—= or —1.5 
2 Problem 14. Find the equation in x whose roots 


1 12 —0.4 
or 2x = –1, from which x = 73 or —0.5 СЕ шир 
which may be checked in the original equation. В 1.2 and -0.4 аге the roots of a quadratic equation 
en 
Problem 11. Solve the quadratic equation (x — 1.2)(х +0.4) =0 
15x? +2x — 8 =0 by factorizing 5 
i.e. x^— 1.2х +0.4x — 0.48 = 0 

The factors of 15x? are 15x and x or 5x and 3x. i.e. x? – 0.8х — 0.48 = 0 
The factors of —8 are —4 are 4-2, or 4 and —2, or —8 
and +1, or 8 and —1. : . і 
By trial and error the only combination that works is Now try the following Practice Exercise 


15x? + 2x —8 = (5x + 4) (3x — 2) І j ў . 
Practice Exercise 54 Solving quadratic 


Hence, (5x + 4)(3x — 2) = 0, from which either 5x + equations by factorization (answers on 

4-0ог3х-2-0. раде 346) 

Hence. r= _4 or x= 2 In problems 1 to 30, solve the given equations by 
5 factorization. 


which may be checked in the original equation. 


1. х2-16-0 2. х2 --4x -32—0 
Problem 12. Тһе roots of a quadratic equation 3. (х--2) = 16 4. 4x? —9—0 
1 2 
are = and —2. Determine the equation in x 5. 3x°+4x=0 6. 837-3220 
7. х2-8х--16- 0 8. x? -- 10x 4-25 —0 
If the roots of a quadratic equation are, say, о and В, 9. x2 -2x c 120 10. х2 +5x+6=0 
then (x — a)(x — B) = 0. 11. х2--10х--21-0 12. х2-х-2-0 
1 13. у2-у-12-0 14. y? —9y -14 x0 
Hence, if aw = = and В = —2, A 2 2 Ч 
3 15. x7+8x+16=0 16. х2-4х-4-0 
(к=) е-е =0 17. x246x+9=0 18. x2-9=0 
2 19. 3x74+8x+4=0 20. 4x?-- 12x -9 — 0 
1 
Е 1 
(2-5) 4-0 21. 42-те =0 22. х2--3х-28-0 
4.3 2 23 2x =x — 3 —0 21 бх — 5x 1 —0 
x°—=x+2x--==0 2 2 
3 3 25. 10х2--3х-4-40 26. 2152-25х-44 
2,5, 21 27. 8x 13: 020 28 522213: 6 — 0 
х жз а-! 
3 29. 6x?—5x -4—0 30. 8x7+2x-15=0 
or 3x° +5x -2=0 


In problems 31 to 36, determine the quadratic 
Problem 13. Find the equation in x whose roots шиг 
are 5 and —5 31. 3and 1 32. 2and —5 

33. —1 and —4 34. 2.5 and —0.5 


35. 6 and —6 36. 2.4 and —0.7 


If 5 and —5 are the roots of a quadratic equation then 


(x —5)(x +5) 20 
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14.3 Solution of quadratic equations 


by ‘completing the square’ 


An expression such as x? or (x +2)? or (x —3)* is 
called a perfect square. 


If x? =3 then x = £3 
If (x +2)? =5 then x +2 = £45 and x = —2 5 
If (x 23? = 8 then x —3 = 4/8 and x 234 V8 


Hence, if a quadratic equation can be rearranged so that 
one side of the equation is a perfect square and the other 
side of the equation is a number, then the solution of 
the equation is readily obtained by taking the square 
roots of each side as in the above examples. The process 
of rearranging one side of a quadratic equation into a 
perfect square before solving is called ‘completing the 
square'. 


(x +а)? =x? +2ах +a’ 


Thus, in order to make the quadratic expression x? + 2ax 
into a perfect square, it is necessary to add (half the 


: 2. 2а Ұ? 2 
coefficient of х)4,1.е. - ога 


For example, x?--3x becomes a perfect square by 


3 2 
adding (5) , 1.e. 
зү? ЗҮ? 
2 
3 ~) = = 
ин +) (+5) 


The method of completing the square is demonstrated 
in the following worked problems. 


Problem 15. Solve 2x? + 5х = 3 by completing 
the square 


The procedure is as follows. 


(i) Rearrange the equation so that all terms are on the 
same side of the equals sign (and the coefficient 
of the x? term is positive). Hence, 


2х2--5х-3-0 


(ii) Make the coefficient of the x? term unity. In this 
case this is achieved by dividing throughout by 2. 


Hence, 
2x? 5x 3 
i cc 0) 
2 t3 2 
5 3 
: 2 
ё. -Х---0 
Le X + 5% 2 


(iii) 


(iv) 


(v) 


(vi) 


(vii) 


Rearrange the equations so that the x? and x 
terms are on one side of the equals sign and the 
constant is on the other side. Hence, 

3 3 


Bis. 
Цан” e 


Add to both sides of the equation (half the coeffi- 


. А . 229 
cient of x)?. In this case the coefficient of x is 2 


5\2 
Half the coefficient squared is therefore G) 


Thus, 
2,5,,(9 3 (5 : 
Х X ша 
2 4 2744 


The LHS is now а perfect square, i.e. 


M 2 3 зү? 
х+- {| = = = 
4 2714 
Evaluate the RHS. Thus, 
Q3y 3 25 24-25 49 
Se ap = a Te 36^ 16 


Take the square root of both sides of the equation 
(remembering that the square root of a number 
gives a + answer). Thus, 


: + 5 7 
1.е. x -= E 
4 4 
Solve the simple equation. Thus, 
» T 
x=--+- 
4 4 
: + А 0.5 
=-- + - = – =  ог0. 
ЖЕ 507472 2 
5 7 12 
апа x= = --3 
4 4 4 


Hence, x 20.5 ог x = —3; ie, the roots of the 
equation 2x? + 5x = 3 are 0.5 and —3. 


Problem 16. Solve 2х2 +9x +8 = 0, correct to 3 
significant figures, by completing the square 


Making the coefficient of x? unity gives 


Rearranging gives 


9 
х +5x+4=0 


9 
xix 
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Adding to both sides (half the coefficient of x)? gives 


9 Фү? дү? 
2 

= 4 
: 4950) () 


The LHS is now a perfect square. Thus, 


9? 81 81 64 17 
x+ = 4= = 
4 16 16 16 16 


Taking the square root of both sides gives 


17 
ghee (16) = +108 


4 16 
Hence, x = —— + 1.031 
i.e. x = —1.22 ог —3.28, correct to 3 significant figures. 


Problem 17. Ву completing the square, solve the 
quadratic equation 4.6y? + 3.5y — 1.75 = 0, correct 
to 3 decimal places 


4.65? -3.5y 1.75 20 


Making the coefficient of y? unity gives 


2,35. 175. 

46 46 
and rearranging gives ig sue 
цан У 7467 46 


Adding to both sides (half the coefficient of y)* gives 


2,35. (35 52175 320 
” бад" 1923] 46 192 


The LHS is now a perfect square. Thus, 


a5" 
251 = 0.5251654 
o » 53) 


Taking the square root of both sides gives 


3.5 
y + — = V0.5251654 = +0.7246830 


9.2 
3.5 
Hence, y = ——— £0.7246830 
9.2 
i.e. y = 0.344 or —1.105 


Now try the following Practice Exercise 


Practice Exercise 55 Solving quadratic 
equations by completing the square 
(answers on page 346) 


Solve the following equations correct to 3 decimal 
places by completing the square. 

l. х2+4х+1=0 2. 2х2--5х-4-0 
3. 332-x—520 4. 5x?—8x 42-0 
5. 4x?—11x4320 6. 2x3? 5x22 


14.4 Solution of quadratic equations 


by formula 


Let the general form of a quadratic equation be given 
by ax? +bx+c= 0, where a, р and c are constants. 
Dividing ax? + bx +c = 0 by a gives 


2 b с 
x°+—-x+-=0 
a a 
. . 2 b с 
Rearranging gives х/---Х--- 
a a 
Adding to each side of the equation the square of half 


the coefficient of the term in x to make the LHS a perfect 
square gives 


2,4 (P ” X EX" c 
х x - 
а 2а 2а а 


b\2 
Rearranging gives ( + ) = 
a 


4a? a 4a? 


Taking the square root of both sides gives 


Бо (S) +v b? – Дас 


2a 4a? 2a 
b | 4b? —4ac 
Hence, x= - 
2a 2a 
А : А —b + 4 b? — 4ac 
i.e. the quadratic formulais x = шин инж 
а 


(This method of obtaining the formula is completing the 
square — as shown in the previous section.) 
In summary, 


—b+/b? — дас 
2a 


This is known as the quadratic formula. 


if ax? + bx +c = 0 then x = 
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Problem 18. Solve x? + 2х — 8 = 0 by using the 
quadratic formula 


Comparing x7+2x—8=0 with ax*+bx+c=0 
gives a = 1, b = 2 and c = —8. 
Substituting these values into the quadratic formula 


—b + Vb? —4ac 
Хх-----ос--- 
2а 
gives 
—2 + J/22 —4(1)(—-8) -2--/4--32 
x= = 
2(1) 2 
—2 +436 -2-6 
z 2 ~ 2 
-2-6 -2-6 
- or 
2 2 
4  —8 
Hence, x = 2 or E i.e. x = 2 or x = —4. 


Problem 19. Solve 3x? — 11x — 4 = 0 by using 
the quadratic formula 


Comparing 3x? — 11x — 4 = 0 with ax? +bx +c =0 
gives a = 3, b = —11 and c = —4. Hence, 


xoci HE / C1 = 4)(-4) 


2(3) 
С +11 + V1214+48 11x 4169 
Е 6 Е 6 
11413 11413 11-13 
= = or 
6 6 6 


H 24 -2. 4 1 
ence, x = — or —,ie.x = 4 or x = – 
x 6 6 х х 3 


Problem 20. Solve 4x? +7х +2 = 0 giving the 
roots correct to 2 decimal places 


Comparing 4x? + 7x +2 = 0 with ax? -- bx +c gives 
a —4,b = 7 and c = 2. Hence, 


-7-,/72--4(4)0) 
== 
20) 
-7-417 -7--44123 
= 8 Е 8 
=7 44,103. =7=4123 


or 
8 8 


Hence, x = —0.36 or —1.39, correct to 2 decimal 
places. 


Problem 21. Use the quadratic formula to solve 
4-2 


4 i-i 


= 7 correct to 4 significant figures 


Multiplying throughout by 4(x — 1) gives 


(x +2) 
а= He) x 


= 4(x — (7) 


Cancelling gives (x — 1)(x +2) + (4)(3) = 28(х — 1) 
x? +x — 2-12 = 28x — 28 


Hence, x? —27x -3820 


Using the quadratic formula, 


"EZ UE J (—27)? — 4(1) G8) 


2 
27--./577 27+ 24.0208 
E 2 Е 2 
27 + 24.02 
Hence, y= 2 7 цэг = 25.5104 
27 — 24.02 
or y= 2 SUE — 1.4896 


Hence, x -- 25.51 or 1.490, correct to 4 significant 
figures. 


Now try the following Practice Exercise 


Practice Exercise 56 Solving quadratic 
equations by formula (answers on page 346) 


Solve the following equations by using the 
quadratic formula, correct to 3 decimal places. 


1. 2x*+5x—4=0 
2. 5.76х2 +2.86х – 1.3520 
3. 2x?— Ix - A20 


S 
4. 4х--5-- 
X 


5 
5 (2x +1) = —— 
х-3 


6. 3х2-5х-1-0 
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7. 4x*+6x—-8=0 

8. 5.6х2-112х-1-0 
9. 3x(x+2)+2x(x —4)=8 
10. 4х2-х(2х--5) = 14 


2 
11. 3 = 
х9 EU 
12. ——+2x=7+4x 
x—7 
1 
n 66а 
х-1 


14.5 Practical problems involving 


quadratic equations 


There are many practical problems in which a 
quadratic equation has first to be obtained, from given 
information, before it is solved. 


Problem 22. Тһе area of a rectangle is 23.6cm? 
and its width is 3.10cm shorter than its length. 
Determine the dimensions of the rectangle, correct 
to 3 significant figures 


Let the length of the rectangle be x cm. Then the width 
is (x — 3.10) cm. 


Area = length x width = x(x — 3.10) = 23.6 
i.e. x? —3.10x — 23.6 =0 


Using the quadratic formula, 


-(-3.10) + V (=3.10)2 — 4(1)(-23.6) 


2(1) 
3.100 4/9.61--94.4 3.10: 10.20 
B 2 n 2 
1330 -710 
= or 
2 2 


Hence, x = 6.65cm or —3.55cm. The latter solution is 
neglected since length cannot be negative. 

Thus, length x =6.65cm and width = x —3.10 = 
6.65 — 3.10 = 3.55 cm, i.e. the dimensions of the rect- 
angle are 6.65 cm by 3.55 cm. 

(Check: Area = 6.65 x 3.55 = 23.6cm?, correct to 
3 significant figures.) 


Problem 23. Calculate the diameter of a solid 
cylinder which has a height of 82.0 cm and a total 
surface area of 2.0 m? 


Total surface area of a cylinder 
— curved surface area 4- 2 circular ends 


= 2nrh+2nr* (where r = radius and h = height) 


Since the total surface area = 2.0 m? and the height h = 
82cm or 0.82 m, 


2.0 = 27r (0.82) + 2zr? 
i.e. 2лг2 2x: r(0.82) — 2.0 20 
1 
Dividing throughout by 27 gives r? +0.82r — — = 0 
Л 


Using the quadratic formula, 


—0.82 + / 0.82)? -40)(-2) 


Үсээ 


20) 
_ —0.82+ V1.94564 -0.82--1.39486 
Е 2 i 2 


— 0.2874 or — 1.1074 


Thus, the radius ғ of the cylinder is 0.2874 m (the 
negative solution being neglected). 
Hence, the diameter of the cylinder 

—2x0.2874 


— 0.5748 m or 57.5cm 
correct to 3 significant figures. 


Problem 24. The height s metres of a mass 
projected vertically upwards at time ¢ seconds is 


s = ut — ~gt?. Determine how long the mass will 


take after being projected to reach a height of 16m 
(a) on the ascent and (b) on the descent, when 
u = 30m/s and g = 9.81 m/s? 
: І 2 
When heights = 16m, 16 = 30t — а 
і.е. 4.90512 — 307 + 16 = 0 


Using the quadratic formula, 


А —(—30) + 4/(—30)2 — 4(4.905)(16) 

B 2(4.905) 

30+ /586.1 30-2421 
9.81 700981 


= 5.53 or 0.59 
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Hence, the mass will reach a height of 16m after 
0.59s on the ascent and after 5.53s on the descent. 


Problem 25. А shed is 4.0m long and 2.0m wide. 
A concrete path of constant width is laid all the way 
around the shed. If the area of the path is 9.50 m7, 
calculate its width to the nearest centimetre 


Figure 14.1 shows a plan view of the shed with its 
surrounding path of width / metres. 


t 
ны ын Е 
t ro 
Ж 17 | 
18---:--! 
! 2.0m i 
Ї І 
| i 
І 
| 4.0m ! |(4.0 + 2t) 
| i 
| І 
| 
| | 4 SHED ! 
tL] = 2 
Figure 14.1 


Area of path = 2(2.0 x t) + 2t (4.0 + 2t) 


ie. 9.50 = 4.0t + 8.0t + 412 
or 4t?4-12.0t — 9.50 = 0 
Hence, 


i= —(12.0)+ /(12.0)2 - 4(4)(—9.50) 


2(4) 
-12.0--4/2960 —12.0 + 17.20465 
i 8 8 


ie. 1-0.6506ш or — 3.65058 m. 


Neglecting the negative result, which is meaningless, 
the width of the path, t = 0.651m or 65cm correct to 
the nearest centimetre. 


Problem 26. If the total surface area of a solid 
cone is 486.2 cm? and its slant height is 15.3cm, 
determine its base diameter. 


From Chapter 27, page 245, the total surface area A of 
a solid cone is given by A = zrl + ztr?, where 1 is the 
slant height and r the base radius. 


If A — 482.2 and | — 15.3, then 
482.2 = zr(15.3) + nr? 


ie. zr?--153zr — 482.2 =0 


482.2 | 
= 


ог r? 153r — 0 


Using the quadratic formula, 


-153,|[assp -4(—2)] 


7 
= —15.3 + 848.0461 —15.3 +29.12123 
Е 2 Е 2 


Hence, radius r = 6.9106cm (or —22.21 cm, which is 
meaningless and is thus ignored). 
Thus, the diameter of the base — 2r — 2(6.9106) 

= 13.82cm. 


Now try the following Practice Exercise 


Practice Exercise 57 Practical problems 
involving quadratic equations (answers on 
page 346) 


1. The angle a rotating shaft turns through in / 


seconds is given by 0 = ott + ~at?. Deter- 


mine the time taken to complete 4 radians if 
c is 3.0 rad/s and о is 0.60 rad/s?. 


2. The power P developed in an electrical cir- 
cuit is given by P = 107 — 812, where 1 is 
the current in amperes. Determine the current 
necessary to produce a power of 2.5 watts in 
the circuit. 


3. The area of a triangle is 47.6cm? and its 
perpendicular height 15 4.3 cm more than its 
base length. Determine the length of the base 
correct to 3 significant figures. 


4. The sag, /, in metres in a cable stretched 
between two supports, distance x m apart, is 
given by / = — + x. Determine the distance 
between the supports when the sag is 20 m. 

5. "Theacid dissociation constant K, of ethanoic 


acid is 1.8 х 1077 тоіат for а particu- 
lar solution. Using the Ostwald dilution law, 
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x? 


Е Е) 
ionization, given that v = I0dm?. 


à , determine x, the degree of 


6. А rectangular building is 15m long by 11 m 
wide. A concrete path of constant width is 
laid all the way around the building. If the 
area of the path is 60.0 m?, calculate its width 
correct to the nearest millimetre. 


7. Тһе total surface area of a closed cylindrical 
container is 20.0 m?. Calculate the radius of 
the cylinder if its height is 2.80 m. 


8. The bending moment M at a point in a beam 
UE 3x (20 — х) 
is given by M = —— —— ——, where x metres 
is the distance from the point of support. 
Determine the value of x when the bending 


moment is 50 Nm. 


9. А tennis court measures 24 m by 11 m. In the 
layout ofanumber of courts an area of ground 
must be allowed for at the ends and at the 
sides of each court. If a border of constant 
width 1s allowed around each court and the 
total area of the court and its border is 950 m?, 
find the width of the borders. 


10. Tworesistors, when connected in series, have 
a total resistance of 40 ohms. When con- 
nected in parallel their total resistance is 8.4 
ohms. If one of the resistors has a resistance 
of R,, ohms, 

(a) show that R2 — 40R, +336 = 0 and 


(b) calculate the resistance of each. 


14.6 Solution of linear and quadratic 


equations simultaneously 


Sometimes a linear equation and a quadratic equation 
need to be solved simultaneously. An algebraic method 
of solution is shown in Problem 27; a graphical solution 
is shown in Chapter 19, page 160. 


Problem 27. Determine the values of x and y 
which simultaneously satisfy the equations 
y =5x —A—2x? and y = 6x — 7 


For a simultaneous solution the values of y must be 
equal, hence the RHS of each equation is equated. 


Thus, 5x —4—2x* = 6x — 7 
Rearranging gives 5x —4— 2x? 6x -7 20 
i.e. —x+3—2x? =0 
or 2х2 px -320 
Factorizing gives (2х +3)(x —1) 20 


3 1 
е. X———0rx-— 
һе 2 


In the equation y = 6x — 7, 


3 3 
when x ——7, y=6(-5) --16 


апа when x= 1, у=6-7= –1 


(Checking the result in y = 5x — 4 — 2x?: 


2 
наса у= 5 : 4—2 : 
2 2 2 


15 
2 


апа when x = 1, y=5—4—2=-—l,as above.) 


16, as above, 


їе 
2 


Hence, the simultaneous solutions occur when 


3 
t=- I= mlad win уе. 


Now try the following Practice Exercise 


Practice Exercise 58 — Solving linear and 
quadratic equations simultaneously 
(answers on page 346) 


Determine the solutions of the following simulta- 
neous equations. 

1. у=х2+х+1 2. у-1552-21х-11 
y=4-x y=2x-1 
3. 2х2 +у=44+5х 


х+у=4 


15.1 Introduction to logarithms 


With the use of calculators firmly established, logarith- 
mic tables are now rarely used for calculation. However, 
the theory of logarithms is important, for there are sev- 
eral scientific and engineering laws that involve the rules 
of logarithms. 

From Chapter 7, we know that 16-42". 

The number 4 is called the power or the exponent or 
the index. In the expression 2" the number 2 is called 
the base. 

In another example, we know that 64 = 82. 


In this example, 2 is the power, or exponent, ог index. 
The number 8 is the base. 


15.1.1 Whatis a logarithm? 


Consider the expression 16 = 2^. 

An alternative, yet equivalent, way of writing this 
expression is log, 16 = 4. 

This is stated as ‘log to the base 2 of 16 equals 4’. 

We see that the logarithm is the same as the power 
or index in the original expression. It is the base in 
the original expression that becomes the base of the 
logarithm. 


The two statements 16 = 2^ and 
log, 16 = 4 are equivalent 
If we write either of them, we are automatically imply- 
ing the other. 


In general, if a number у can be written in the form a”, 
then the index x is called the ‘logarithm of y to the base 
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of a’, i.e. 
if y = a” then x = log, y 


In another example, if we write down that 64 = 8? then 
the equivalent statement using logarithms is logg 64 = 2. 
In another example, if we write down that log; 27 = 3 
then the equivalent statement using powers is 3° = 27. 
So the two sets of statements, one involving powers and 
one involving logarithms, are equivalent. 


15.1.2. Common logarithms 


From the above, if we write down that 1000 — 10?, then 
3 = 1051 1000. This may be checked using the ‘log’ 
button on your calculator. 

Logarithms having a base of 10 are called common 
logarithms and 10210 is usually abbreviated to lg. The 
following values may be checked using a calculator. 


1g27.5 = 1.4393... 
1g378.1 = 2.5776... 
1g0.0204 = —1.6903... 


15.1.3 Napierian logarithms 


Logarithms having a base of e (where e is a mathemat- 
ical constant approximately equal to 2.7183) are called 
hyperbolic, Napierian or natural logarithms, and 
log, is usually abbreviated to In. The following values 
may be checked using a calculator. 


113.65 = 1.2947... 
In417.3 = 6.0338... 
1n0.182 = —1.7037... 


Napierian logarithms are explained further in Chapter 
16, following. 
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Here are some worked problems to help understand- 
ing of logarithms. 


Problem 1. Evaluate log; 9 


Let x —1og49 then 3* = 9 from the definition of 

a logarithm, 
i.e. 35-32, from which x = 2 
Hence, log39= 2 


Problem 2. Evaluate logy, 10 


Let x = 1061010 then 10* = 10 from the definition 
of a logarithm, 


ie. 10* = 10!, from which x = 1 


Hence, 10210 10 = 1 (which may be checked 


using a calculator). 


Problem 3. Evaluate 102168 


then 16* — 8 from the definition 
of a logarithm, 


Let x = 102168 


ie. (24) = 23 i.e. 245 = 23 from the laws 
of indices, 
: 3 
from which, 4x =3 апа х = 1 
3 
Непсе, 1091 8 = 1 
Problem 4. Evaluate 1g0.001 
Let x =1g0.001 —10g,90.001 then 10* = 0.001 
i.e. 105 = 107° 
from which, x = —3 


Hence, lg 0.001 = —3 (which may be checked 


using a calculator) 


Problem 5. Evaluate Ine 


Let x =Ine=log,e then е =e 


i.e. ех =e!, from which 
x=1 
Hence, Ine = 1 (which may be checked 


by a calculator) 


1 
Problem 6. Evaluate log; 81 


Їнэн 18 dh Е ша 
et x = log; — en uM EE 
USER] 81 34 
from which x = —4 
H 1 : 4 
ence, 003 5. —— 
53 81 
Problem 7. Solve the equation lg x =3 
Iflgx=3 then logjgx=3 
and х= 10% іе. х = 1000 
Problem 8. Solve the equation log, x = 5 
Iflog.x=5 then х-25-32 
Problem 9. Solve the equation log; x = —2 
If1 2 th gums 
og; x = — en x= = — = —— 
n 53^ 25 


Now try the following Practice Exercise 


Practice Exercise 59 Laws of logarithms 
(answers on page 346) 


In problems 1 to 1 1, evaluate the given expressions. 


1. log,910000 2. 108516 3. (06,125 
1 

4. Ep 5. logg2 6. log; 343 

7. 110) 8. 18001 9. 100,8 

10. 106273 11: ine? 


In problems 12 to 18, solve the equations. 


12. logjgx —4 ІЗ 1520:5 

14. log;x = 2 15. logyx = 2, 
16. lg x 2—2 1 log = -5 
Um. moe 
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15.2 Laws of logarithms 


There are three laws of logarithms, which apply to any 
base: 


(1) To multiply two numbers: 
log (А x B) = log A + logB 
The following may be checked by using a calculator. 


Ір10-1 


Also, 195 +162 = 0.69897...--0.301029...—1 


Hence, 15 (5 х 22 = 15 10 = 155 +152 


(2) To divide two numbers: 


A 
log (5) = log A —logB 


The following may be checked using a calculator. 
5 
In 2/- In2.5 = 0.91629... 


Also, In5 —In2 = 1.60943... — 0.69314... 


— 0.91629... 
3 
Hence, In 2 = 105 – 102 


(3) To raise a number to а power: 
logA" =nlogA 
The following may be checked using a calculator. 
1852 = 1625 = 1.39794... 
Also, 21g5 = 2 x 0.69897...= 1.39794... 
Hence, 1852 =21g5 
Here are some worked problems to help understanding 


of the laws of logarithms. 


Problem 10. Write log4 + log7 as the logarithm 
of a single number 


log4 + log7 = log(7 x 4) by the first law of 
logarithms 


= log 28 


Problem 11. Write log 16 — log2 as the logarithm 
of a single number 


16 
log 16 — log2 = log (2) by the second law of 


logarithms 
-1088 


Problem 12. Write 2 log 3 as the logarithm of a 
single number 


2log 3 = log 32 by the third law of logarithms 
= 1059 


1 
Problem 13. Write 358 25 as the logarithm of a 
single number 


1 1 
2 log25 —1og252 Бу the third law of logarithms 


= log V25 = log5 
Problem 14. Simplify log 64 — log 128 + log 32 


641598 128 = 2" and 32 = 25 
Hence, log64 — log 128 + log32 
= 10526 — log2’ + log2? 
= 6log2 — 71og2 + 51og2 
by the third law of logarithms 
= 4log2 


1 1 
Problem 15. Write 7 106 16-- 3 log27 — 21og5 
as the logarithm of a single number 


1 1 
аве 3 log27 — 2log5 


1 1 
= log 162 +105273 —log5? 
by the third law of logarithms 
= log V16 + log /27 — 10825 
by the laws of indices 


= log4 + log3 — log25 
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4x3 
= log iuh by the first and second 
25 


laws of logarithms 


12 
-1 — } =log0.4 
(2) og 0.48 


Problem 16. Write (a) log 30 (b) log 450 in terms 
of log 2, log 3 and log 5 to any base 


(а) log30 = log(2 x 15) = log(2 x 3 x 5) 


= log2 + log3 + log5 
by the first law 
of logarithms 


(b) log450 = log(2 x 225) = log(2 x 3 x 75) 
= log(2 x 3 x 3 x 25) 
= log(2 x 32 x 57) 


= log2 +1023? +10852 
by the first law 
of logarithms 


i.e. log450 = log2 + 2log3 + 21025 
by the third law of logarithms 


4 


Problem 17. Write log in terms of 


log 2, log 3 and log 5 to any base 


8х4/5 
log 31 


= log8 + log 4/5 — 10581 


by the first and second laws 
of logarithms 


1 
= 1052? +10554 —1og3* 


by the laws of indices 


8 x 4/5 1 
i.e. 2 Seitz dtes son 


81 
by the third law of logarithms 


Problem 18. Evaluate 
1 
10225 — 105125 + 5 102625 
31085 


1 
log25 — log 125 + 2 108625 
3log5 


1 
log5? —1og5? + 219854 
E 3log5 


4 
2log5 —3log5 + 21902 


31095 
"11085 1 
~ 3log5 3 


Problem 19. Solve the equation 
log(x — 1) + log(x + 8) = 2log(x + 2) 


LHS = log(x — 1) + log(x + 8) = log(x — 1)(x + 8) 
from the first 
law of logarithms 


= log(x? +7x — 8) 


RHS = 2log(x +2) = log(x + 2)? 
from the first 
law of logarithms 


= log(x? -- Ax +4) 
Hence, log(x? + 7x — 8) = log(x? + Ax + 4) 
from which, х? +7x —8 = х2 +4х +4 
1.6. 7х-8--4х--4 
ie. Зх = 12 
апа х= 4 


1 
Problem 20. Solve the equation 2 1024 = logx 


1 1 
2 1094 = 10042 from the third law of 
logarithms 


= log4/4 from the laws of indices 


1 
Непсе, 2 1084 = logx 
becomes log /4 = logx 
1.е. 1082 = logx 
from which, 2=% 


i.e. the solution of the equation is x = 2. 


Problem 21. Solve the equation 
log (32 - 3) —logx = log2 


2_ 


3 
log (37 - 3) —logx = log E ) from the second 
law of logarithms 
х2-3 
Непсе, log = 1082 
x 

А х2 3 
from which, z2 
Rearranging gives Х22-3-2х 
апа х2-2хХ-3-0 


Factorizing gives (x —3)(x +1) 20 


from which, x=30rx=-1 


x = — 1 is not a valid solution since the logarithm of a 
negative number has no real root. 


Hence, the solution of the equation is x = 3. 


Now try the following Practice Exercise 


Practice Exercise 60 Laws of logarithms 
(answers on page 346) 


In problems 1 to 11, write as the logarithm of a 
single number. 


І. log2+log3 2. log3+log5 
3. log3+log4 —log6 
4. 1087--10821--10849 


5. 2log2 +log3 6. 2log2+3log5 


1 
7. 2log5— 5 log81 + log36 
1 1 
8. -1088--10881--10827 
3 2 
1 
OF J log4 — 2log3 + log45 


1 
10. 4 10g 16 + 2log3 - 10818 


11. 21092 +log5 — log 10 
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Simplify the expressions given in problems 
12 to 14. 


12. log27 —log9 + log81 
13. 10064 +109232 — log 128 
14. 1058 — 1024 + log32 


Evaluate the expressions given in problems 15 
and 16. 


1 1 
= log 16 — -log8 
15 2 e 
log4 
1 
log9 — log3 + 22092. 


16. 
21083 


Solve the equations given in problems 17 to 22. 
17. logx^ —logx? —log5x —log2x 

18. log2t? —logt —log16 + logt 

19. 2logb? —3logb = log8b — log 4b 

20. log(x + 1)+log@ — 1) = 1063 


1 
РІВ 3 log27 = log(0.5a) 


22. log(x? — 5) — logx =log4 


15.3 Indicial equations 


The laws of logarithms may be used to solve 
certain equations involving powers, called indicial 
equations. 


For example, to solve, say, 3* = 27, logarithms to a base 
of 10 are taken of both sides, 


ie. logio 3* = 10810 27 


апа х 10810 3 = 1081027 
by the third law of logarithms 


logio27 — 1.43136... 


102,03 0.47712... 


-3 which may be readily 
checked. 


Rearranging gives x = 


log27 
Note, 
log3 


: 27 
is not equal to log 
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Problem 22. Solve the equation 2* — 5, correct 
to 4 significant figures 


Taking logarithms to base 10 of both sides 0827 = 5 
gives 
1021027 = 108105 
Le. X log; 2 = 108105 
by the third law of logarithms 


102,05. 0.6989700... 
102102 0.3010299... 


= 2.322, correct to 4 


Rearranging gives x = 


significant figures. 


Problem 23. Solve the equation 2571 --325-9 
correct to 2 decimal places 


Taking logarithms to base 10 of both sides gives 
log; 2**! = logo 377 
1.6. (х-4-1)108:52:-502Х--5)108:03 
х log) 2 +105102 = 2x logio 3--5108 03 


x (0.3010) + (0.3010) = 2x (0.4771) — 5(0.4771) 


i.e. 0.3010x + 0.3010 = 0.9542x — 2.3855 


Hence, 2.3855 + 0.3010 = 0.9542x — 0.3010x 
2.6865 — 0.6532x 
from which x= 2.6865 — 4. 
0.6532 ' 


correct to 2 decimal places. 


Problem 24. Solve the equation x? = 34.68, 
correct to 4 significant figures 


Taking logarithms to base 10 of both sides gives 


log;ox?" = 10810 34.68 


2:1 logiox = 10810 34.68 


Hence, 


= 0.57040 


log;o 34.68 
logio x = e 


Thus, x = antilog 0.57040 = 10957040 


— 3.719, 
correct to 4 significant figures. 


Now try the following Practice Exercise 


Practice Exercise 61 
(answers on page 346) 


Indicial equations 


In problems 1 to 8, solve the indicial equations for 
X, each correct to 4 significant figures. 


1, 3* 264 2. 25-09 
Е dcc 1891 
5. 2528 = 42* (д de! ayer 


. «9-25 — 0.792 


~] 


8. 0.027* = 3.26 


2 


The decibel gain п of an amplifier is given 
Р 

by n = 1010210 (2) where P} is the power 
1 

input and Р» is the power output. Find the 


power gain 2 when n = 25 decibels. 
1 


15.4 Graphs of logarithmic functions 


A graph of y = log;ox is shown in Figure 15.1 and a 
graph of y = log, х is shown in Figure 15.2. Both can 
be seen to be of similar shape; in fact, the same general 
shape occurs for a logarithm to any base. 

In general, with a logarithm to any base, a, it is noted 
that 


(a) Ююв,1-0 
Let log, = x then a” = 1 from the definition of the 
logarithm. 
If a* = 1 then x = 0 from the laws of logarithms. 
Hence, log, 1 — 0. In the above graphs it is seen 
that 109101 = 0 and log, 1 = 0. 

(b log,a=1 
Let log, a = x then а" =a from the definition of 
a logarithm. 


Га” =a then x = 1. 
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3 x 


x 3 2 1 05 0.2 0.1 
y=10940X | 0.48 0.30 0 -0.30 -070 -1.0 


-0.5 


х 6 5 4 3 2 1 05 02 0.1 


10 y -log,x 1.79 1.61 1.39 1.10 0.69 0 —0.69 —1.61 -2.30 


Figure 15.1 Figure 15.2 


Hence, log, a = 1. (Check with a calculator that 


X: . 2. 
log, 10 = 1 and log, e = 1.) If a* — 0, and a is a positive real number, then 


x must approach minus infinity. (For example, 

(c) log, 0 — —oo check with a calculator, 27? = 0.25,27% = 
Let log, 0 = x then a* = 0 from the definition of a 9.54 x 1077, 2-200 = 6.22 х 10~®!, and so on.) 
logarithm. Hence, log, 0 > —oo 


Chapter 16 


Exponential functions 


16.1 Introduction to exponential 


functions 


An exponential function is one which contains e*, e 
being a constant called the exponent and having an 
approximate value of 2.7183. The exponent arises from 
the natural laws of growth and decay and is used as a 
base for natural or Napierian logarithms. 

The most common method of evaluating an exponential 
function is by using a scientific notation calculator. Use 
your calculator to check the following values. 


е! = 2.7182818, correct to 8 significant figures, 


e 1-618 — 0,1982949, correct to 7 significant figures, 


eo - 1.1275, correct to 5 significant figures, 


а 0.22993, correct to 5 decimal places, 


е79431 — 0.6499, correct to 4 decimal places, 


e = 11159, correct to 5 significant figures, 


"RU e 0.0617291, correct to 7 decimal places. 


Problem 1. Evaluate the following correct to 4 
decimal places, using a calculator: 


0.0256(e>7! ЕЕ 2255) 


0.0256(e5?! — 2-49; 


= 0.0256(183.094058...- 12.0612761 ...) 
— 4.3784, correct to 4 decimal places. 


Problem 2. Evaluate the following correct to 4 
decimal places, using a calculator: 


: 00-25 47025 
2025 4 2-0.25 


DOI: 10.1016/B978-1-85617-697-2.00016-8 


: 20.25 _ 60.25 
2025 2-0.25 


1.28402541...— 0.77880078... 
777 V1.28402541 ...4- 0.77880078... 


5 0.5052246... 
"77 42.0628262... 


— 1.2246, correct to 4 decimal places. 


Problem 3. The instantaneous voltage v in a 
capacitive circuit is related to time / by the equation 
v = Ve^'/C8 where V, С and R are constants. 
Determine v, correct to 4 significant figures, 

when t = 50ms, C = 10 uF, К--47КО and 

V — 300 volts 


v = Ve '/€R — 3994 0750x 107)/(0x107x47x 10?) 


Using a calculator, v= 300g ы 


= 300(0.89908025...) 
= 269.7 volts. 


Now try the following Practice Exercise 


PracticeExercise62 Evaluating 
exponential functions (answers on page 347) 


1. Evaluate the following, correct to 4 significant 
figures. 


(a) e 8 (b) e 078 (c) е!0 


2. Evaluate the following, correct to 5 significant 
figures. 


(a) gl. 029 (b) e 27483 (c) 0.62e4-178 
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In problems 3 and 4, evaluate correct to 5 decimal 
places. 


83 (а) ын (b) 8.52e- 12651 
522.6921 


(c) 3211171 


5.6823 623127... 624127 
^ (a) —2.1347 b ee су тэ. 
ae 2 
4 (e~1-7295 — 1) 
©) —— тетт 


5. The length of a баг, /, at a temperature, 0, 
is given by 1--10699, where lg and а are 
constants. Evaluate /, correct to 4 significant 
figures, where J/g = 2.587, 0 = 321.7 and 
aœ = 1.771 x 1074. 


6. Whenachain of length 2L is suspended from 
two points, 2D metres apart on the same hor- 


L+VL?2 + 
" : 
Evaluate D when k = 75m апа L = 180m. 


16.2 The power series for e* 


The value of e* can be calculated to any required degree 
of accuracy since it is defined in terms of the following 
power series: 


izontal level, D = k į In 


2 3 4 
x x x 
RB (1) 


БЭЭ 
Секта тарт 


(where 3!= 3 x 2 x 1 and is called ‘factorial 37). 

The series 18 valid for all values of x. 

The series 18 said to converge; i.e., if all the terms are 
added, an actual value for e* (where x is a real number) 
1s obtained. The more terms that are taken, the closer 
will be the value of e* to its actual value. The value of 
the exponent e, correct to say 4 decimal places, may be 
determined by substituting x — 1 in the power series of 
equation (1). Thus, 


(D^. ар at ау. «D^ 

5r ^ ar a 5! 6! 
ay. D 

3» tg 
=1+1+4+0.5 4- 0.16667 + 0.04167 + 0.00833 

-+ 0.00139 + 0.00020 + 0.00002 + --- 


ёї-14-1- 


= 2.71828 


ie. е= 2.7183, correct to 4 decimal places. 


The value of e®-°, correct to say 8 significant figures, is 


found by substituting x — 0.05 in the power series for 
e*. Thus, 


0.05)? (0.05)? (0.05) 
Дарж урал" Элэг х най 
2! 3! 4! 
(0.05)? 


= 1+0.05 + 0.00125 + 0.000020833 
+ 0.000000260 + 0.0000000026 


i.e. e995 = 1.0512711, correct to 8 significant figures. 


In this example, successive terms in the series grow 
smaller very rapidly and it is relatively easy to deter- 
mine the value of е009 to a high degree of accuracy. 
However, when x is nearer to unity or larger than unity, 
a very large number of terms are required for an accurate 
result. 

If, in the series of equation (1), x is replaced by —x, 
then 


= (=x)? (х)? 
E 
e*=1+(-x)+ 71 + 31 
2 3 
: ЭЕ... х х 
li dix Li тыста 


In a similar manner the power series for e* may 
be used to evaluate any exponential function of the form 
аек, where a and k are constants. 

In the series of equation (1), let x be replaced by kx. 
Then 


2 3 
ae =н СЕ 27 | 


2 3 


Thus 565 = 541 + (2х) + 


(2x)? Qu 
21 3 «| 


=541+2x+—— + ++ 


2 6 


| 
Чиг 
| 


4 
ie. — 5e" = 5 Lene ee] 


Problem 4. Determine the value of 5605), correct 
to 5 significant figures, by using the power series 
for e* 
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From equation (1), 


2 22. 44 
е “31435404 ppt p 


3! 
(0.5)? 
(3)(2)(1) 
(0.5)5 
(5)(4)3) Q) (1) 


(0.5)? 
(2)(1) 
(0.5)* 
(4)(3)(2)(1) 
(0.5)6 
(6)(5)(4)(3)(2)(1) 
= 1+0.5 + 0.125 + 0.020833 
+ 0.0026042 + 0.0002604 
+ 0.0000217 


Hence, e =1+0.5 + 


Le. e)? = 1.64872, correct to 6 significant 
figures 


8.2436, correct to 5 
significant figures. 


Hence, 5 — 5(1.64872) = 


Problem 5. Determine the value of Зе” |, correct 
to 4 decimal places, using the power series for e* 


Substituting x = —1 in the power series 


x2 x3 x4 


е Іт ВАН 


3! 
Ш CD, сар 
=1+(-) + 2| 31 


cp» 
4! 
= 1—1+0.5 — 0.166667 + 0.041667 
— 0.008333 + 0.001389 
— 0.000198 +--- 
= 0.367858 correct to 6 decimal places 


gives e 


+ 


Hence, 3e7! = 
decimal places. 


(3)(0.367858) = 1.1036, correct to 4 


Problem 6. Expand e* (x? — 1) as far as the term 
: 5 
in x 


The power series for e* is 
2 3 4 5 


е-е 2 
21 301 4!” 5! 


Hence, 


e (x7 – 1) 


_ 1 х? x? x4 х? 
zx ke таш 


Jorn 


1 x? x? x4 х? 
түс ol ot ae oe 


Grouping like terms gives 


when expanded as far as the term in x?. 


Now try the following Practice Exercise 


Practice Exercise 63 Power series for e” 


(answers on page 347) 


1. Evaluate 5.6e—!, correct to 4 decimal places, 
using the power series for e*. 


2. Usethe power series for e* to determine, cor- 
rect to 4 significant figures, (a) е2 (b) e-93 
and check your results using a calculator. 


3. Expand (1 — 2x)e?* as far as the term in x^. 


4. Expand Qe* )(х1/2) to six terms. 


16.3 Graphs of exponential functions 


Values of e* and e~* obtained from a calculator, correct 
to 2 decimal places, over a range x = —3 to x = 3, аге 
shown in Table 16.1. 
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Table 16.1 
Sut) = demo I eem 005 Ши өө 262221 


e 0.05 0.08 0.14 022 0.37 0.61 1.00 1.65 2.72 448 7.39 12.18 20.09 
ех 20.09 1218 7.39 448 272 165 100 0.61 0.37 022 0.14 0.08 0.05 


Figure 16.1 shows graphs of y = e* and y 2e. 


Figure 16.2 


—2x 


1 
A graph of –е7 <" is shown in Figure 16.3. 


From the graph, when x — —1.2, y — 3.67 and when 


Figure 16.1 y =1.4, x = —0.72 
Problem 7. Plot a graph of у = 2e??* over a 
range of x = —2 to x = 3. Then determine the value 


of y when x = 2.2 and the value of x when y = 1.6 


A table of values is drawn up as shown below. 


22032 81 110 148 200 270 364 4:92 


A graph of у = 2e°3* is shown plotted in Figure 16.2. 


From the graph, when x = 2.2, y = 3.87 and when 
y = 1.6, x = —0.74 


1 
Problem 8. Plot a graph of y = сай over the 


range x = —1.5 to x = 1.5. Determine from the 
graph the value of y when x = —1.2 and the value Figure 16.3 
of x when y = 1.4 


Problem 9. The decay of voltage, v volts, across 
a capacitor at time / seconds is given by 

v = 250е7'/3. Draw a graph showing the natural 
decay curve over the first 6 seconds. From the 
graph, find (a) the voltage after 3.45 and (b) the 
time when the voltage is 150 V 


A table of values is drawn up as shown below. 
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A table of values is drawn up as shown below. 


t 0 1 2 3 
e t 1.00 0.7165 0.5134 0.3679 
v=250e/3 2500 1791 1284 91.97 


t 4 5 (9) 
et 0.2636 0.1889 0.1353 


v = 250e 7/3 65.90 47.22 33.83 


The natural decay curve of v = 250671/3 


Figure 16.4. 


v=250e 7*3 


Voltage v (volts) 


0 11:52 33.4 4 5 6 
Time t (seconds) 


Figure 16.4 


From the graph, 
(a) when time = 3.45, voltage v = 80 V, and 
(b) when voltage v = 150 V, time - 1.58. 


18 shown in 


Now try the following Practice Exercise 


Practice Exercise 64 Exponential graphs 
(answers on page 347) 


1. Plot a graph of у = 31025 over the range 


x = —3 to x = 3. Hence determine the value 
of y when x — 1.4 and the value of x when 
y=45 


1 : 

2. Plot a graph of y= P over a range 
x = —1.5 to x = 1.5 and then determine the 
value of y when x — —0.8 and the value of x 
when y = 3.5 


3. Inachemical reaction the amount of starting 
material C cm? left after / minutes is given 
by C = 40e- 9-996! Plot a graph of C against 
t and determine 


(a) the concentration C after 1 hour. 


(b) the time taken for the concentration to 
decrease by half. 


4. The rate at which a body cools is given by 
6 = 250e-9 95! where the excess of tempera- 
ture of a body above its surroundings at time f 
minutes is 0 °C. Plot a graph showing the nat- 
ural decay curve for the first hour of cooling. 
Then determine 


(a) the temperature after 25 minutes. 


(b) thetime when the temperature is 195?C. 


16.4 Napierian logarithms 


Logarithms having a base of e are called hyperbolic, 
Napierian or natural logarithms and the Napierian 
logarithm of x is written as log, x or, more commonly, 
as In x. Logarithms were invented by John Napier, a 
Scotsman (1550-1617). 

The most common method of evaluating a Napierian 
logarithm is by ascientific notation calculator. Use your 
calculator to check the following values: 


In 4.328 = 1.46510554...= 1.4651, correct to 4 
decimal places 

In 1.812 = 0.59443, correct to 5 significant figures 

Inl=0 

In 527 = 6.2672, correct to 5 significant figures 

In 0.17 = —1.772, correct to 4 significant figures 

In 0.00042 = —7.77526, correct to 6 significant 

figures 
Ine? =3 
Ine! 21 


From the last two examples we can conclude that 
log,e* =x 


This is useful when solving equations involving expo- 
nential functions. For example, to solve езх = 7, take 
Napierian logarithms of both sides, which gives 
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In e* =In7 

1.6. 3x = 107 
1 

from which = 3 117 = 0.6486, 


correct to 4 decimal places. 


Problem 10. Evaluate the following, each correct 


1 
to 5 significant figures: (a) 7 114.7291 
117.8693 3.171һ24.07 
Овози Е сис 


1 1 
(а) 51147291 = 5 (1.5537349....) = 0.77687, 


correct to 5 significant figures. 


1n7.8693 2.06296911... 


= 0.26215, correct 
7.8693 7.8693 


(b) 


to 5 significant figures. 


3.171n24.07 


3.17(3.18096625...) 
(c) 2201765 ` 


= 12.027, 
0.83845027... 


correct to 5 significant figures. 


1 2:5 
Problem 11. Evaluate the following: (a) == йен 
1g 1005 
5022210223 
(b) T (correct to 3 decimal places) 
(a) lu^ 25 E 
4 161005 05 6 
Зи” 182:23 
(0123-0020 
In2.23 


2 5(9.29986607.. .)(0.34830486. ..) 
B (0.80200158...) 


= 20.194, correct to 3 decimal places. 


Problem 12. Solve the equation 9 = 46725 to find 
x, correct to 4 significant figures 


—3x —3x 


9 
Rearranging 9 = 4е ^* gives Гэж е 


Taking the reciprocal of both sides gives 


4 
Since Іор,е =a, then In (5) = 3x 


1 4 1 


Hence, х--іп (5) = —(—0.81093) = —0.2703, 


3 9 3 
correct to 4 significant figures. 


t 
Problem 13. Given 32=70(1 — e72), 
determine the value of t, correct to 3 significant 
figures 


1 
Rearranging 32 = 70(1 - e 1) gives 


32 21 
--1-е 2 
70 
and 
L 32 38 
е2-1------ 
70 70 


. t 70 
166, ~=In{ — 
2 (5) 


70 
from which, t = 21n (35) — 1.22, correct to 3 signifi- 


cant figures. 


Problem 14. Solve the equation 


4.87 
2.68 = In (=) to find x 
20 


definition of а logarithm, since 


4.87 4.87 
2.68 = 1n (= ) then e?98 = SM 
A A 


4.87 
Rearranging gives x= 268 = аласы» 


Le. x = 0.3339, 
correct to 4 significant figures. 


From the 


7 
Problem 15. Solve 2 = e>* correct to 4 
significant figures 
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Taking natural logs of both sides gives 


In + = Ine** 


ТШ 3x1 
П = = sx ine 
4 


7 
Since Ine = 1, m = 3х 
i.e. 0.55962 = 3x 
i.e. x = 0.1865, 


correct to 4 significant figures. 


Problem 16. Solve e*—! = 2635-4 correct to 4 
significant figures 
Taking natural logarithms of both sides gives 
In (e*—!) = In (267777) 
and by the first law of logarithms, 
In (e!) = In2+In(e**~“) 
i.e. х-1-12-3х-4 
Rearranging gives 
4-1-іІһ2-3х-х 


1.е. 3 —In2 = 2х 


— ]n2 
from which, y= 3 = = 1.153 


Problem 17. Solve, correct to 4 significant 
figures, In(x — 2)? = (х — 2) — а(х +3) 4- 1.6 
Rearranging gives 
In(x — 2)? — In(x — 2) + In(x 4-3) = 1.6 
and by the laws of logarithms, 


2 
nf Soe] = 16 
(x — 2) 


Cancelling gives 


(х — 2)(x +3)} = 1.6 


and (x – 2)(х +3) =e!® 
i.e. х2 +х=6 =е16 
or зза Х-56-2818:20 


ie. x? +x —10.953 20 


Using the quadratic formula, 


—1 x /1? —4(1)(—10.953) 


2 
—] X 444.812 
Е 2 
-1:56.6942 
= 2 
1.е. x = 2.847 ог — 3.8471 
x = —3.8471 is not valid since the logarithm of a 


negative number has no real root. 
Hence, the solution of the equation is x = 2.847 


Now try the following Practice Exercise 


Practice Exercise65 Evaluating Napierian 
logarithms (answers on page 347) 


In problems 1 and 2, evaluate correct to 5 signifi- 
cant figures. 


1 1n82.473 
171: 52222920: 
3 4.829 
ко 562132162 
©) --- 212942 
овак o Sem 
4 71510141 21n0.00165 
1n4.8629 — 12.4711 
(c) 
5.173 


In problems 3 to 16, solve the given equations, each 
correct to 4 significant figures. 


3. 1.5 =4e! 
4. 7.8322)1e- !?* 


5. 16=24(1 2-5) 


8. Inx 22.40 
9. 244 e?* =45 
10. 5=e7t!_7 
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1. 8-3(1-42) 

12. In(x +3) —Inx = (х — 1) 

13. (х — 1? —1In3 = (х — 1) 

14. In(x +3) +2 = 12 - In(x —2) 

15. ее) — 3609 

ІС 12: 51): 15 10221101 


17. Transpose b=Int—alnD to make f the 
subject. 


P Ri 
18. If — = 1010810 BR! find the value of Ry 
2 


when Р = 160, О = 8 and № = 5. 


AME 
19. Е = v, eov), make W the subject of the 
formula. 


16.5 Laws of growth and decay 


Laws of exponential growth and decay are of the form 
y = Ает and y = A(1 — e7*), where A and k аге 
constants. When plotted, the form of these equations is 
as shown in Figure 16.5. 


Figure 16.5 


The laws occur frequently in engineering and science 
and examples of quantities related by a natural law 
include: 


(a) Linear expansion 1 = loe”? 


(b) Change in electrical resistance with temperature 


Кө = Roe” 
(c) Tension in belts T, = Toe"? 
(d) Newton's law of cooling 0 = бое“ 
(e) Biological growth y = yoe 
(f) Discharge of a capacitor q = Qe "С 
(g) Atmospheric pressure p = рое"! 
(h) Radioactive decay N = Noe ^ 


() Decay of current in an inductive circuit 


Sie 


(j) Growth of current in a capacitive circuit 
i= 1(1 —e-/CR) 


Here are some worked problems to demonstrate the laws 
of growth and decay. 


Problem 18. The resistance R of an electrical 
conductor at temperature 0?C is given by 

JR m Кое, where о is a constant апа Ао = 5 КО. 
Determine the value of o correct to 4 significant 
figures when R = 6kQ and 0 = 1500°C. Also, find 
the temperature, correct to the nearest degree, when 
the resistance R is 5.4kQ 


Transposing R = Roe’ gives Т ef 


0 


Taking Napierian logarithms of both sides gives 


T І; R 1 i 6 x 10? 
тш 101 = n 
ence, = 0 Re 1500 V5x10 


21 
771500 
= 1.215477... х 1074 


(0.1823215...) 


Hence, œ = 1.215 x 10~4 correct to 4 significant 
figures. 


R 1. R 
From above, In — = a0 hence 0 = — In — 
Ro a Ro 
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When R=5.4x 10°, «—1.215477...x 107^ and 
Ro =5 x 10° 


1 5.4 x 10? 
0- In 
1.215477... x 10-4 5 х 103 


104 E 
= LLL — (7.696104... x 1072) 
13215477... 


= 633°C correct to the nearest degree. 


Problem 19. In an experiment involving 
Newton’s law of cooling, the temperature 0 (°C) is 
given by 0 = 65e" . Find the value of constant k 
when бо = 56.6?C, 0 = 16.5?C and 

t = 79.0 seconds 


0 
Transposing 0 = 60е“ gives E e^" , from which 
0 


бо 1 Y: 
6 ~ етк = 


Taking Napierian logarithms of both sides gives 


0 
In 2 — kt 
0 
from which, 
1 8 1 : 
b= hh = alo 
t 0 79.0 16.5 
1 
= — (1.2326486... 
79.0! ) 


Hence, k = 0.01560 ог 15.60 x 1073. 


Problem 20. Тһе current i amperes flowing in а 
capacitor at time / seconds is given by 


і —8.0(1— e^ CR), where the circuit resistance R is 
25kQ and capacitance C is 16 ҺЕ. Determine 

(a) the current i after 0.5 seconds and (b) the time, 
to the nearest millisecond, for the current to reach 
6.0 A. Sketch the graph of current against time 


Ї 
(a) Current i = в0(1-е т) 
=8.0[1 — e 05/ü06x10 505x105] 
—8.0(1—e7125) 
— 8.0(1 — 0.2865047 ...) 
— 8.0(0.7134952...) 


= 5.71 amperes 


t 
(b) Transposing i = &o(1 = се) gives 


1 1 


-1-её CR 
8.0 

шаа 8.0 — 

from which, e CR —1— à = 1 
8.0 8.0 
Taking the reciprocal of both sides gives 
E 8.0 
e CR = 
8.0—i 


Taking Napierian logarithms of both sides gives 


t 8.0 
— — |n - 
CR 8.0—i 


1 = CRIn( on ) 
80-1 


When i = 6.0A, 


Hence, 


t = (16 x 1079)(25 х 103) In SLS 
8.0 — 6.0 


4 : 
1.6. t= 200 n 80 = 0.41n4.0 
10° 2.0 
= 0.4(1.3862943...) 
= 0.5545s 


= 555ms correct to the nearest ms. 


A graph of current against time is shown in 
Figure 16.6. 


Figure 16.6 


Problem 21. The temperature 62 of a winding 
which is being heated electrically at time ¢ is given 


i 
by 0; = 01(1 —e т), where бі is the temperature 
(in degrees Celsius) at time t = 0 and t isa 
constant. Calculate 
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(a) 061, correct to the nearest degree, when 0» is 
50°C, t is 30s and т is 60s and 


(b) the time f, correct to 1 decimal place, for 02 to 
be half the value of 6; 


(a) Transposing the formula to make 04 the subject 


gives 
0 05 50 
pe (1-езіз) | 1— 2730/60 
50 50 


~ 1—e-03 ~ 0.393469... 
ie. 6, =127°C correct to the nearest degree. 


(b) Transposing to make 1 the subject of the formula 


gives 
0 і 
€ = 1 = ет 
01 
. =i 0» 
from which, e t —1—— 
z 
t 0 
Hence, — — —]n ( — 2) 
T е! 


1 
і 62 = —0 
Since 02 2 1 


1 
f= -60m (1 — 5) = —601n0.5 


= 41.595 


Hence, the time for the temperature 0: to be one half 
of the value of 6; is 41.6s, correct to 1 decimal place. 


Now try the following Practice Exercise 


Practice Exercise 66 Laws of growth and 
decay (answers on page 347) 


1. The temperature, T°C, of a cooling object 
varies with time, ¢ minutes, according 
to the equation Т = 1506704: Deter- 
mine the temperature when (а) і-- 0, 
(b) t = 10 minutes. 


2. Тһе pressure p pascals at height h metres 
above ground level is given by p — роет"! C 
where po is the pressure at ground level 


and C is a constant. Find pressure p when 
po = 1.012 x 10° Pa, height h = 1420m and 
C= A500! 


The voltage drop, v volts, across an inductor 
L һепгув at time f seconds is given by 


Rt 
v=200e L, where А = 1500 апа 
L =12.5 х1073Н. Determine (a) the 
voltage when t = 160 х 10-58 and (b) the 
time for the voltage to reach 85 V. 


The length / metres of a metal bar at tem- 
perature ¢°C is given by / = 1067”, where lo 
and o are constants. Determine (a) the value 
of l when Jp = 1.894, о = 2.038 x 10-4 and 
t = 250?C and (b) the value of lọ when 
l 22.416,t =310°C anda = 1.682 x 107^. 


The temperature 62°C of an electrical con- 
ductor at time f seconds is given by 
0; =6;(1—e7"/"), where бі is the ini- 
tial temperature and Т seconds is a con- 
stant. Determine (a) 0? when 0; — 159.9?C, 
t = 30s and T = 80s and (b) the time t for 
62 to fall to half the value of 6; if T remains 
at 808. 


A belt is in contact with a pulley for a sector of 
0 — 1.12 radians and the coefficient of fric- 
tion between these two surfaces is р = 0.26. 
Determine the tension on the taut side of the 
belt, T newtons, when tension on the slack 
side is given by 7) — 22.7newtons, given 
that these quantities are related by the law 
T = Тое. 


The instantaneous current i at time 1 is 
given by i = 10e" /CR when a capacitor 
is being charged. The capacitance C is 
7x10-9 farads and the resistance R is 
0.3 x 10 ohms. Determine (a) the instanta- 
neous current when 7 15 2.5 seconds and (b) 
the time for the instantaneous current to fall to 
5 атрегеѕ. Sketch a curve of current against 
time from f = 0 to t = 6 seconds. 


The amount of product x (in mol/cm?) 
found in a chemical reaction starting 
with 2.5 mol/cm? of reactant is given by 
x —2.5(1— e-^) where t is the time, in 
minutes, to form product x. Plot a graph 
at 30second intervals up to 2.5 minutes and 
determine x after 1 minute. 
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The current і flowing in a capacitor at 
time t is given by і = 12.5(1— e-'/CR), 
where resistance R is 30kQ and the 
capacitance С is 20ҺЕ. Determine (a) 
the current flowing after 0.58ёсоп48 and 
(b) the time for the current to reach 
10 amperes. 


10. 


The amount A after n years of a sum invested 
P is given by the compound interest law 
A = Ре”"/100, when the per unit interest rate 
r is added continuously. Determine, correct 
to the nearest pound, the amount after 8 years 
for a sum of £1500 invested if the interest 
rate is 6% per annum. 


Revision Test 6 : Quadratics, logarithms and exponentials 


This assignment covers the material contained in Chapters 14-16. The marks available are shown in brackets at the 
end of each question. 


[А 


Solve the following equations by factorization. 


(a) x2—9 20 (b) х2 + 12x -36 20 
(c) х2--3х-4-20 (4) 3:2-2-4-0 

(9) 
Solve the following equations, correct to 3 decimal 
places. 
(a) 5x?--7x 320 (b) 3a*+4a—5=0 

(8) 
Solve the equation 3x? — x — 4 = Oby completing 
the square. (6) 


Determine the quadratic equation in x whose roots 
are | and —3. (3) 


The bending moment M at a point in a beam 
цог: Sox EL) : 
is given by M = — — ——— where x metres is 
the distance from the point of support. Deter- 
mine the value of x when the bending moment is 


50 Хш. (5) 


The current 7 flowing through an electronic device 
is given by i= (0.00502 +0.014v) amperes 
where v is the voltage. Calculate the values of v 
when i = 3 x 1072. (6) 


Evaluate the following, correct to 4 significant 
figures. 


217: 
(a) 3.2114.92—51817.9 (b) ——— (4) 
Bi 


Solve the following equations. 


(а) lgx =4 (b) Inx 22 
(с) logox —5 (d) 5* 22 
(e) 321-1 2 702 (f) 3e?* 242 (18) 


10. 


11. 


129 


15); 


14. 


15» 


1 
Evaluate 10216 (s) (4) 


Write the following as the logarithm of a single 
number. 


1 
(00 10225522 10рэ = 2 log 16 


1 1 
(b) 3log3 + ag 3 10827 (8) 
Solve the equation 
log(x? + 8) — log(2x) = log3. (5) 


Evaluate the following, each correct to 3 decimal 
places. 


(a) 1n462.9 


(b) 1n0.0753 

30811201 

шээг 3 
(© 4.63 © 


Expand xe>* to six terms. (5) 


a 
Evaluate v given that v = Ef 1—e CR } volts 


when Е--100У,С- ІЗҺЕ R=S50kQ and 
t=1.5s. Also, determine the time when the 
voltage is 60 V. (8) 


1 
Plot a graph of у= =е712 over the range 
x = —2 tox = +1 and hence determine, correct to 
1 decimal place, 


(a) the value of y when x = —0.75, and 
(b) the value of x when y = 4.0 (8) 


Chapter 17 


Straight line graphs 


17.1 Introduction to graphs 


A graph is a visual representation of information, 
showing how one quantity varies with another related 
quantity. 

We often see graphs in newspapers or in business 
reports, in travel brochures and government publica- 
tions. For example, a graph of the share price (in pence) 
over a six month period for a drinks company, Fizzy 
Pops, is shown in Figure 17.1. 

Generally, we see that the share price increases to a high 
of 400 p in June, but dips down to around 280 p in August 
before recovering slightly in September. 

A graph should convey information more quickly to the 
reader than if the same information was explained in 
words. 

When this chapter is completed you should be able to 
draw up a table of values, plot co-ordinates, determine 
the gradient and state the equation of a straight line 
graph. Some typical practical examples are included in 
which straight lines are used. 


17.2 Axes, scales and co-ordinates 


We are probably all familiar with reading a map to locate 
a town, or a local map to locate a particular street. For 
example, a street map of central Portsmouth is shown in 
Figure 17.2. Notice the squares drawn horizontally and 
vertically on the map; this is called a grid and enables 
us to locate a place of interest or a particular road. Most 
maps contain such a grid. 

We locate places of interest on the map by stating a letter 
and a number - this is called the grid reference. 

For example, on the map, the Portsmouth & Southsea 
station is in square D2, King’s Theatre is in square ES, 
HMS Warrior is in square A2, Gunwharf Quays is in 
square B3 and High Street is in square B4. 

Portsmouth & Southsea station is located by moving 
horizontally along the bottom of the map until the 
square labelled D is reached and then moving vertically 
upwards until square 2 is met. 

The letter/number, D2, is referred to as co-ordinates; 
ie., co-ordinates are used to locate the position of 


Fizzy Pops 
350 
300 
250 Apr 07 May 07 Jun 07 Jul 07 Aug 07 Sep 07 


Figure 17.1 
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Figure 17.2 Reprinted with permission from AA Media Ltd. 


a point on a map. If you are familiar with using a 
map in this way then you should have no difficulties 
with graphs, because similar co-ordinates are used with 
graphs. 

As stated earlier, a graph is a visual representation 
of information, showing how one quantity varies with 
another related quantity. The most common method of 
showing a relationship between two sets of data is to 
use a pair of reference axes — these are two lines drawn 
at right angles to each other (often called Cartesian or 
rectangular axes), as shown in Figure 17.3. 

The horizontal axis is labelled the x-axis and the ver- 
tical axis is labelled the y-axis. The point where x is 0 
and y is O is called the origin. 

x values have scales that are positive to the right of 
the origin and negative to the left. y values have scales 
that are positive up from the origin and negative down 
from the origin. 

Co-ordinates are written with brackets and a comma 
in between two numbers. For example, point A is shown 
with co-ordinates (3, 2) and is located by starting at the 


i Н ET EK 


Figure 17.3 


origin and moving 3 units in the positive x direction 
(i.e. to the right) and then 2 units in the positive y 
direction (i.e. up). 

When co-ordinates are stated the first number is 
always the x value and the second number is always 
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the y value. In Figure 17.3, point B has co-ordinates 
(—4, 3) and point C has co-ordinates (—3, —2). 


17.3 Straight line graphs 


The distances travelled by a car in certain реп- 
ods of time are shown in the following table of 
values. 


10 20 30 40 50 60 


Distance travelled (m) 50 100 150 200 250 300 


We will plot time on the horizontal (or x) axis with a 
scale of 1 cm — 10s. 

We will plot distance on the vertical (or y) axis with a 
scale of 1 cm = 50m. 

(When choosing scales itis better to choose ones such as 
lcm = | unit, 1 cm = 2unitsor 1 cm = IOunits because 
doing so makes reading values between these values 
easier.) 

With the above data, the (x, y) co-ordinates become 
(time, distance) co-ordinates; i.e., the co-ordinates are 
(10, 50), (20, 100), (30, 150), and so on. 

The co-ordinates are shown plotted in Figure 17.4 
using crosses. (Alternatively, a dot or a dot and circle 
may be used, as shown in Figure 17.3.) 

A straight line is drawn through the plotted co- 
ordinates as shown in Figure 17.4. 


Distance/time graph 


Distance Travelled (m) 


Time (s) 


Figure 17.4 


Student task 


The following table gives the force F newtons which, 
when applied to a lifting machine, overcomes a 
corresponding load of L newtons. 


F (Newtons) 19 35 30/99 125 17) 


L (Newtons) 40 120 230 410 540 680 


1. Plot L horizontally and F vertically. 


2. Scales are normally chosen such that the graph 
occupies as much space as possible on the 
graph paper. So in this case, the following 
scales are chosen. 


Horizontal axis (i.e. L): 1 ст = 50N 


Vertical axis (i.e. Е): Іст = 10N 


3. Draw the axes and label them L (newtons) for 
the horizontal axis and F (newtons) for the 
vertical axis. 


4. Label the origin as 0. 


5. Write on the horizontal scaling at 100, 200, 300, 
and so on, every 2cm. 


6. Write on the vertical scaling at 10, 20, 30, and 
so on, every 1 cm. 


7. Plot on the graph the co-ordinates (40, 19), 
(120, 35), (230, 50), (410, 93), (540, 125) and 
(680, 147), marking each with a cross or a dot. 


8. Using aruler, draw the best straight line through 
the points. You will notice that not all of the 
points lie exactly ona straight line. This is quite 
normal with experimental values. In a practi- 
cal situation it would be surprising if all of the 
points lay exactly on a straight line. 


9. Extend the straight line at each end. 


10. From the graph, determine the force applied 
when the load is 325 №. It should be close 
to 75N. This process of finding an equivalent 
value within the given data is called interpola- 
tion. Similarly, determine the load that a force 
of 45N will overcome. It should be close to 
170N. 


11. From the graph, determine the force needed to 
overcome a 750N load. It should be close to 
161N. This process of finding an equivalent 
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value outside the given data is called extrapo- 
lation. To extrapolate we need to have extended 
the straight line drawn. Similarly, determine the 
force applied when the load is zero. It should be 
close to 11 N. The point where the straight line 
crosses the vertical axis is called the vertical- 
axis intercept. So, in this case, the vertical-axis 
intercept = 11 N at co-ordinates (0, 11). 


The graph you have drawn should look something 
like Figure 17.5 shown below. 


Graph of F against L 


1 йл 11 1 1 1 1 
0 100 200 300 400 500 600 700 
L (Newtons) 


Lp 
800 
Figure 17.5 


In another example, let the relationship between two 
variables x and y be y = 3x +2. 

When x = 0, y=0+2=2 

When x 21,y 234225 

When x = 2, y = 6 + 2 = 8, and so on. 

The co-ordinates (0, 2), (1, 5) and (2, 8) have been 
produced and are plotted, with others, as shown in 
Figure 17.6. 

When the points are joined together a straight line 
graph results, i.e. y = 3x + 2 is a straight line graph. 


17.3.1 Summary of general rules to be 
applied when drawing graphs 


(a) Give the graph a title clearly explaining what is 
being illustrated. 


(b) Choose scales such that the graph occupies as 
much space as possible on the graph paper 
being used. 


Figure 17.6 Graph of y/x 


(c) Choose scales so that interpolation is made as 
easy as possible. Usually scales such as 1cm — 
l unit, 1 cm = 2 units or 1 cm = 10 units are used. 
Awkward scales such as 1 cm = 3 units or 1 cm — 7 
units should not be used. 


(d) Тһе scales need not start at zero, particularly when 
starting at zero produces an accumulation of points 
within a small area of the graph paper. 


(e) The co-ordinates, or points, should be clearly 
marked. This is achieved by a cross, or a dot and 
circle, or just by a dot (see Figure 17.3). 


(f) A statement should be made next to each axis 
explaining the numbers represented with their 
appropriate units. 


(g) Sufficient numbers should be written next to each 
axis without cramping. 


Problem 1. Plot the graph у = 4x + 3 in the 
range x = —3 to x = +4. From the graph, find 
(a) the value of y when x — 2.2 and (b) the value 
of x when y 2 —3 


Whenever an equation is given and a graph is required, 
a table giving corresponding values of the variable is 
necessary. The table is achieved as follows: 


When х--3, у-4х--3--4(-3)--3 
--12-3--9 

When х---2, у--4(-2)--3 
= —8+3 = -5, апа so on. 


Such a table is shown below. 


2103 2 41 1 16 


y = = 


The co-ordinates (—3, —9), (—2, —5), (—1, —1), and 
so on, are plotted and joined together to produce the 
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Figure 17.7 


straight line shown in Figure 17.7. (Note that the scales 
used on the x and y axes do not have to be the same.) 
From the graph: 


(a) when x = 2.2, y = 11.8, and 
(b) when у= —3, x = —1.5 


Now try the following Practice Exercise 


Practice Exercise 67 
(answers on page 347) 


Straight line graphs 


1. Assuming graph paper measuring 20cm by 
20cm is available, suggest suitable scales for 
the following ranges of values. 

(a) Horizontal axis: 3V to 55V; vertical 
axis: 109 to 1802. 


(b) Horizontal axis: 7m to 86m; vertical 
axis: 0.3 V to 1.69 V. 


(c) Horizontal axis: 5N to 150N; vertical 
axis: 0.6mm to 3.4 mm. 


2. Corresponding values obtained experimen- 
tally for two quantities are 
-5-3-1 024 


14-13 -9 -5 -3 15 


Plot a graph of y (vertically) against x (hori- 
zontally) to scales of 2cm = 1 for the horizon- 
tal x-axis and 1 cm = 1 for the vertical y-axis. 
(This graph will need the whole of the graph 
paper with the origin somewhere in the centre 
of the paper). 


From the graph, find 


(a) the value of y when x = 1 

(b) the value of y when x = —2.5 
(c) the value of x when y = —6 
(d) the value of x when y =7 


3. Corresponding values obtained experimen- 
tally for two quantities are 


— --й5 02252725 00650 
Д —13.0 —5.5 —3.0 2.0 9.5 12.0 22.0 


Use a horizontal scale for x of Іст = 1 unit 
and a vertical scale for y of 1 cm = 2 units and 
draw a graph of x against y. Label the graph 
and each of its axes. By interpolation, find 
from the graph the value of y when x is 3.5. 


4. Draw a graph of y — 3x +5 — 0 over a range 
of x = —3 to x = 4. Hence determine 
(a) the value of y when x — 1.3 


(b) the value of x when y 2 —9.2 


5. The speed n rev/min of a motor changes when 
the voltage V across the armature is varied. 
The results are shown in the following table. 


Гео 560 720 900 1010 1240 1410 
80 100 120 140 160 180 


V (volts) 


Itis suspected that one of the readings taken of 
the speed is inaccurate. Plot a graph of speed 
(horizontally) against voltage (vertically) and 
find this value. Find also 

(a) the speed at a voltage of 132 V. 


(b) the voltage at a speed of 1300rev/min. 


17.4 Gradients, intercepts and 


equations of graphs 


17.4.1 Gradients 


The gradient or slope of a straight line is the ratio of 
the change in the value of y to the change in the value of 
x between any two points on the line. If, as x increases, 
(—), y also increases, (1), then the gradient is positive. 


у-2х-1 


Figure 17.8 


In Figure 17.8(a), a straight line graph y = 2x +1 is 
shown. To find the gradient of this straight line, choose 
two points on the straight line graph, such as A and C. 
Then construct a right-angled triangle, such as ABC, 
where BC is vertical and AB is horizontal. 


changeiny СВ 


Then, gradient of AC = —— = 
changeinx ВА 
Pede _ 
23-1 2 


In Figure 17.8(b), a straight line graph y = —3x +2 is 
shown. To find the gradient of this straight line, choose 
two points on the straight line graph, such as D and F. 
Then construct a right-angled triangle, such as DEF, 
where EF is vertical and DE is horizontal. 


changeiny FE 


Then, gradient of DF = - - 
changeinx ED 


11-2 9 
~ 3-0 -3 


3 


Figure 17.8(c) shows a straight line graph y =3. 
Since the straight line is horizontal the gradient 
is zero. 


17.4.2 The y-axis intercept 


The value of y when x = 0 is called the y-axis inter- 
cept. In Figure 17.8(a) the y-axis intercept is 1 and in 
Figure 17.8(b) the y-axis intercept is 2. 
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17.4.3 The equation of a straight line graph 
The general equation of a straight line graph is 
y=mx+c 


where m is the gradient and c is the y-axis intercept. 
Thus, as we have found in Figure 17.8(a), 
y = 2x + 1 represents a straight line of gradient 2 and 
y-axis intercept 1. So, given the equation y = 2x + 1, 
we are able to state, on sight, that the gradient — 2 
and the y-axis intercept — 1, without the need for any 
analysis. 

Similarly, in Figure 17.8(b), y = —3x + 2 represents a 
straight line of gradient —3 and y-axis intercept 2. 

In Figure 17.8(c), y = 3 may be rewritten as y = Ox +3 
and therefore represents a straight line of gradient O and 
y-axis intercept 3. 

Here are some worked problems to help understanding 
of gradients, intercepts and equations of graphs. 


Problem 2. Plot the following graphs on the same 


axes in the range x = —4 to x = +4 and determine 
the gradient of each. 

(а) y—x b)y=x+2 
()у-х--5 (d)y2x—3 


A table of co-ordinates is produced for each graph. 


(a) y=x 


yo e M ey eed 


The co-ordinates are plotted and joined for each graph. 
The results are shown in Figure 17.9. Each of the straight 
lines produced is parallel to the others; i.e., the slope or 
gradient is the same for each. 
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Figure 17.9 


To find the gradient of any straight line, say, y = x — 3, 

a horizontal and vertical component needs to be con- 

structed. In Figure 17.9, AB is constructed vertically at 

x = 4 and BC is constructed horizontally at y = —3. 
АВ і-(-2) 4 


The gradient of AC = = ---і1 
ВС 4-0 4 


i.e. the gradient of the straight line у = x — 3 is 1, which 
could have been deduced ‘on sight’ since y = lx —3 
represents a straight line graph with gradient 1 and 
y-axis intercept of —3. 
The actual positioning of AB and BC is unimportant 
because the gradient is also given by 

DE -1-(-2) 1 


==>] 
EF 2-1 1 


The slope ог gradient of each of the straight lines in 
Figure 17.9 is thus 1 since they are parallel to each 
other. 


Problem 3. Plot the following graphs on the same 
axes between the values x = —3 to x = +3 and 
determine the gradient and y-axis intercept of each. 


(a) y = 3х 
(c) y = —4x +4 


(b) y 23x47 
(d) у= —4x —5 


A table of co-ordinates is drawn up for each equation. 


(а) у= 3х 


(D у= 3х +7 


(с) у= 4х +4 


(d у--4х-5 


y 7 3 l| =5 -% =15 =17 


Each of the graphs is plotted as shown in Figure 17.10 
and each is a straight line. y = Зх and y = 3x +7 are 
parallel to each other and thus have the same gradient. 
The gradient of AC is given by 


CB. 16-7 9 
BA 3-0 3 


=3 


Figure 17.10 


Hence, the gradients of both y = Зх and y = Зх +7 
are 3, which could have been deduced ‘on sight’. 

y = —4x + 4 and y = —4x — 5 are parallel to each other 
and thus have the same gradient. The gradient of DF is 
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given by A table of values is produced for each equation as shown 
below. 


FE 5-417) 12 
ED | 0-3  -3 


Hence, the gradient of both у= —4x--4 and СЕЕ — 


у= —4x —5 is —4, which, again, could have been m a ES 
deduced *on sight". DE TEC 23 
The y-axis intercept means the value of y where the 5x +25 34 24 1 


straight line cuts the y-axis. From Figure 17.10, 
The graphs are plotted as shown in Figure 17.11. 


y= ens the aos at ya The two straight lines are seen to intersect at (—1, 2). 


y =3x+7 cuts the y-axis at y = +7 
y = —4x +4 cuts the y-axis at y = +4 Уа 
y = —4x — 5 cuts the y-axis at y = —5 


Some general conclusions can be drawn from the graphs 
shown in Figures 17.9 and 17.10. When an equation is 
of the form y = тх +c, where m and c are constants, 
then 


(a) a graph of y against x produces a straight line, 


(b) m represents the slope or gradient of the line, and 
(c) c represents the y-axis intercept. 


Thus, given an equation such as y = 3x +7, it may be 
deduced ‘on sight that its gradient is +3 and its y-axis 
intercept is +7, as shown in Figure 17.10. Similarly, if 
y = —4x — 5, the gradient is —4 and the y-axis intercept 
is —5, as shown in Figure 17.10. 

When plottinga graph of the form у = mx + c, only two 
co-ordinates need be determined. When the co-ordinates 
are plotted a straight line is drawn between the two 
points. Normally, three co-ordinates are determined, the 
third one acting as a check. 


Figure 17.11 


Problem 5. If graphs of y against x were to be 
plotted for each of the following, state (1) the 
gradient and (11) the y-axis intercept. 


(QURE P (b) у= —4x +7 
Problem 4. Plot the graph 3x + y + 1 = 0 and (c) y = Зх (d) у= —5x -3 
2y —5 = x on the same axes and find their point of (Ә-С OMS 
intersection 
If y=mx+c then m = gradient and с = y-axis 
Rearranging Зх + y 4-1 20 gives y 2 —3x — 1 intercept. 
(a) If y 29x +2, then (1) gradient — 9 
Rearranging 2y —5 = x gives 2y=x+5 and (ii) y-axis intercept — 2 
КЕЛЕТ. (b Ify=—4x+7, then (i) gradient = —4 


3 : (ii) y-axis intercept = 7 
Since both equations are of the form y = mx +c, both (c) If y 23x ie. y 23x +0, 
are straight lines. Knowing an equation is a straight then (i) gradient = 3 
line means that only two co-ordinates need to be plot- 
ted and a straight line drawn through them. A third 
co-ordinate is usually determined to act as a check. i.e. the straight line passes through the origin. 


(1) y-axis intercept = 0 
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(d) If y=—5x—3,then (i) gradient = —5 
(ii) y-axis intercept = —3 
(е) If y 26 i.e. y 20x +6, 
then (1) gradient — 0 
(1) y-axis intercept = 6 
i.e. y = 6 is a straight horizontal line. 


(f) If y2x ie. у= Ix +0, 
then (1) gradient = 1 


(i1) y-axis intercept — 0 
Since y = x, as x increases, y increases by the same 


amount; i.e., y is directly proportional to х. 


Problem 6. Without drawing graphs, determine 
the gradient and y-axis intercept for each of the 
following equations. 


(a) y+4=3x (b) 2y -8x 26 (с) 3x 24y 7 


If у= тх +с then m = gradient and c= y-axis 
intercept. 


(a) Transposing y+4= 3x gives y 23x —4 
Hence, gradient — 3 and y-axis intercept — —4. 

(b) Transposing 2y + 8x = 6 gives 2y = —8x +6 
Dividing both sides by 2 gives y= —4x + 3 
Hence, gradient = —4 and y-axis intercept = 3. 


(c) Transposing 3x = 4y +7 gives 3x — 7 = 4y 


or 4у-3х-7 
НУУ: : А 3 7 

Dividing both sides by 4 gives y= 47 Е 

ог y=0.75x — 1.75 


Hence, gradient = 0.75 and y-axis intercept 
= —1.75 


Problem 7. Without plotting graphs, determine 
the gradient and y-axis intercept values of the 
following equations. 


(a) y=7x —3 (b) 3y = —6x +2 
(c) y-2=4x 4-9 да 
i4 28: 


()2х-9у-1-0 


(a) y=7x – 3 15 of the form y = тх +c 


Hence, gradient, т = 7 and y-axis intercept, 
с--3. 


6 2 
(b) Rearranging3y = —6x +2 gives y= x + 3” 
i 2x + : 
ie. --2х--- 
d 3 


which is of the form y = mx +c 
Hence, gradient m = —2 and y-axis intercept, 
2 


c= > 


3 
(c) Rearranging y—2=4x+9 gives y = 4x + 11. 
Hence, gradient = 4 and y-axis intercept = 11. 


x 1 


1 
(d) Rearranging 5- 5 -5 gives y=3 G =) 


3 
Hence, gradient = 7 and 
3 
y-axis intercept = — 5 


(e) Rearranging 2x +9y+1=0 gives 9y= — 2x – 1, 
. 2 1 
ie. Уу---Хх-- 
цав 
: 2 
Hence, gradient — -д and 


1 
y-axis intercept = — 9 


Problem 8. Determine for the straight line shown 
in Figure 17.12 (a) the gradient and (b) the equation 
of the graph 


Figure 17.12 


(a) Aright-angled triangle ABC is constructed on the 
graph as shown in Figure 17.13. 


A 
Gradient — В = ES =5 
CB 4-1 3 
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Figure 17.13 


(b) The y-axis intercept at x = 0 is seen to be at y = 3. 


y=mx-+c is a straight line graph where 
m = gradient and c = y-axis intercept. 


From above, m = 5 and с = 3. 


Hence, the equation of the graph is y 2 5x 4-3. 


Problem 9. Determine the equation of the 
straight line shown in Figure 17.14. 


Figure 17.14 


The triangle DEF is shown constructed in Figure 17.14. 


DF 3-(-3 6 
FE  -1-2  -3 


Gradient of DE = ---2 


and the y-axis intercept = 1. 


Hence, the equation of the straight lineis y = mx +c 
i.e. y = —2x +1. 


Problem 10. The velocity of a body was 
measured at various times and the results obtained 
were as follows: 


Velocity v (m/s) 8 10.5 13 15. 
Time: (s) тг 


Plot a graph of velocity (vertically) against time 
(horizontally) and determine the equation of the 
graph 


Suitable scales are chosen and the co-ordinates (1, 8), 
(2, 10.5), (3, 13), and so on, are plotted as shown in 
Figure 17.15. 


Velocity (v), in metres per second 


0 1 2 3 4 5 6 7 
Time (t), in seconds 


Figure 17.15 


The right-angled triangle PRQ is constructed on the 
graph as shown in Figure 17.15. 
PR 18-8 10 


Gradient of PQ = = =—= 
КО 5-1 4 


The vertical axis intercept is at v = 5.5 m/s. 

The equation of a straight line graph is y = mx + c. In 
this case, £ corresponds to x and v corresponds to y. 
Hence, the equation of the graph shown in Figure 17.15 
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is v = mt + c. But, from above, gradient, m = 2.5 and 
v-axis intercept, c = 5.5. 
Hence, the equation of the graph is v = 2.51 + 5.5 


Problem 11. Determine the gradient of the 
straight line graph passing through the co-ordinates 
(a) (—2, 5) and (3, 4), and (b) (—2, —3) and (—1,3) 


From Figure 17.16, a straight line graph passing 
through co-ordinates (хі, y1) and (Хо, ух) has a gradient 


given by 


У2--У1 
HH = - 
X2 = ХІ 


(х, у) 


м 
[ 

1 

1 

h 
X 


0 X, 


Figure 17.16 


(a) A straight line passes through (—2, 5) and (3, 4), 
hence xı = —2, yı = 5, x2 = 3 and уҙ = 4, hence, 
»-» 4-5 1 
-3-(-2) 5 
(b) A straight line passes through (—2, —3) and 
(—1,3), hence x; = —2, yı = —3, хә = —1 and 
y2 — 3, hence, gradient, 
403). $093) . ÓR 0. 
(—2) 


gradient, m = 
X2— ХІ 


m 
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X2— X] 1 


Now try the following Practice Exercise 


Practice Exercise68 Gradients, intercepts 
and equations of graphs (answers on page 
347) 


1. The equation ofa lineis 4y = 2x + 5. A table 
of corresponding values is produced and is 
shown below. Complete the table and plot a 
graph of y against x. Find the gradient of the 
graph. 


10. 


Determine the gradient and intercept on the 
y-axis for each of the following equations. 

(а) y=4x-2 (b) 
(с) у--3х-4 (d y=4 


у--х 


Find the gradient and intercept on the y-axis 
for each of the following equations. 


(a) 2y—1=4x (b бх-2у-5 
X 
3Су-1)-- 
(0 3Qy-D 1 
Determine the gradient and y-axis intercept 


for each of the equations in problems 4 and 
5 and sketch the graphs. 


(a) y= 6x —3 (b) y = —2x +4 
(c) у = 3x (С) 0 
(а) 2y +1 = 4х (6) 2х -3y +5 = 0 


ыг Бөлен із 
(030)-4-2 (5:-:-ҙ-0 


Determine the gradient of the straight line 
graphs passing through the co-ordinates: 


(a) (2,7) and (—3, 4) 
(b) (—4, —1) and (—5, 3) 


I3 il 5 
(© (5-3) Bs (53) 


State which of the following equations will 
produce graphs which are parallel to one 
another. 

(а) у-4-?2х (b 4x =-(Qv+1) 


1 
(c) 5202) (4) 
(е) ж-20-) 


ji 
pmo 


Draw on the same axes the graphs of 
y —3x—5 and Зу +2х = 7. Find the co- 
ordinates of the point of intersection. Check 
the result obtained by solving the two simul- 
taneous equations algebraically. 


Plot the graphs y = 2x + 3 and 2y = 15 — 2x 
on the same axes and determine their point of 
intersection. 


Draw on the same axes the graphs of 
y=3x—1 and y+2x=4. Find the co- 
ordinates of the point of intersection. 


11. A piece of elastic is tied to a support so that it 
hangs vertically and a pan, on which weights 
can be placed, is attached to the free end. The 
length of the elastic is measured as various 
weights are added to the pan and the results 
obtained are as follows: 


Load, W (N) 9 WwW 1S W 25 
БТА (о 60 72 84 96 108 


Plot а graph of load (horizontally) against 
length (vertically) and determine 


(a) the value of length when the loadis 17N. 

(b) the value of load when the length is 
74cm. 

(c) its gradient. 

(d) the equation of the graph. 


12. The following table gives the effort P to lift 
a load W with a small lifting machine. 


460210 20 30 40 50 60 
ЖАМ 51 64 51 96 109 124 


Plot W horizontally against P vertically and 
show that the values lie approximately on a 
straight line. Determine the probable rela- 
tionship connecting P and W in the form 
P =а№ b. 


13. Inan experiment the speeds N rpm of a fly- 
wheel slowly coming to rest were recorded 
against the time t in minutes. Plot the results 
and show that N and ¢ are connected by 
an equation of the form N =at +b. Find 
probable values of a and b. 


t (min) 2 4 ($ 698 AU 12 14 


Ибат) 372 333 292 252 210 177 132 


17.5 Practical problems involving 


straight line graphs 


When a set of co-ordinate values are given or are 
obtained experimentally and it is believed that they 
follow a law of the form y = mx +c, if a straight line 
can be drawn reasonably close to most of the co-ordinate 
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values when plotted, this verifies that a law of the 
form y=mx-+c exists. From the graph, constants 
m (i.e. gradient) and c (i.e. y-axis intercept) can be 
determined. 

Here are some worked problems in which practical 
situations are featured. 


Problem 12. The temperature in degrees Celsius 
and the corresponding values in degrees Fahrenheit 
are shown in the table below. Construct rectangular 
axes, choose suitable scales and plot a graph of 
degrees Celsius (on the horizontal axis) against 
degrees Fahrenheit (on the vertical scale). 


Е 50 68 104 140 176 212 


From the graph find (a) the temperature in degrees 
Fahrenheit at 55°C, (b) the temperature in degrees 
Celsius at 167°F, (c) the Fahrenheit temperature at 
09С and (d) the Celsius temperature at 230°F 


The co-ordinates (10, 50), (20, 68), (40, 104), and so 
on are plotted as shown in Figure 17.17. When the 
co-ordinates are joined, a straight line is produced. 
Since a straight line results, there is a linear relationship 
between degrees Celsius and degrees Fahrenheit. 


Degrees Fahrenheit (°F) 


> 
0 20 40 5560 7580 100110120 x 
Degrees Celsius (°C) 


Figure 17.17 


(a) То find the Fahrenheit temperature at 55°C, a verti- 
cal line AB is constructed from the horizontal axis 
to meet the straight line at B. The point where the 
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horizontal line BD meets the vertical axis indicates 
the equivalent Fahrenheit temperature. 


Hence, 55°C is equivalent to 131°F. 


This process of finding an equivalent value in 
between the given information in the above table 
is called interpolation. 


(b) To find the Celsius temperature at 167°F, a 
horizontal line EF is constructed as shown in 
Figure 17.17. The point where the vertical line FG 
cuts the horizontal axis indicates the equivalent 
Celsius temperature. 


Hence, 167°F is equivalent to 75°C. 


(c) Ifthe graph is assumed to be linear even outside of 
the given data, the graph may be extended at both 
ends (shown by broken lines in Figure 17.17). 


From Figure 17.17, 0°C corresponds to 32°F. 
(d) 230°F is seen to correspond to 110°C. 


The process of finding equivalent values outside 
of the given range is called extrapolation. 


Problem 13. In an experiment on Charles's law, 
the value of the volume of gas, V m?, was measured 
for various temperatures T°C. The results are 
shown below. 


28.22 29.0 
re (ай Cc 70 75 9) & 


Plot a graph of volume (vertical) against 
temperature (horizontal) and from it find (a) the 
temperature when the volume is 28.6 m? and (b) the 
volume when the temperature is 67°C 


If a graph is plotted with both the scales starting at zero 
then the result is as shown in Figure 17.18. All of the 
points lie in the top right-hand corner of the graph, 
making interpolation difficult. A more accurate graph 
is obtained if the temperature axis starts at 55?C and 
the volume axis starts at 24.5 m?. The axes correspond- 
ing to these values are shown by the broken lines in 
Figure 17.18 and are called false axes, since the origin 
is not now at zero. A magnified version of this relevant 
part of the graph is shown in Figure 17.19. From the 
graph, 

(a) When the volume is 28.6 m°, the equivalent tem- 

perature is 82.5?C. 


(b) When the temperature is 67?C, the equivalent 
volume is 26.1 m?. 


20r 


Volume (m?) 
a 


0 20 40 60 80 100 x 
Temperature (°C) 


Figure 17.18 


28r 


27 Б 


Volume (mê) 


264 “ши шалсган 
26Г 


25 F 


1 1 1 » 
65 67 70 75 8082585 x 
Temperature (°C) 


Figure 17.19 


Problem 14. In ап experiment demonstrating 
Hooke’s law, the strain in an aluminium wire was 
measured for various stresses. The results were: 


Stress (N/mm?) 4.9 8.7 


Strain 0.00007 0.00013 0.00021 


Stress (N/mm?) 18.4 DAD 27.3 


Strain 0.00027 0.00034 0.00039 
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(c) The value of the stress when the strain is 0.00020 


Plot a graph of stress (vertically) against strain is 14N/mm2. 


(horizontally). Find (a) Young’s modulus of 
elasticity for aluminium, which is given by the 
gradient of the graph, (b) the value of the strain at a 
stress of 20 N/mm? and (с) the value of the stress 
when the strain is 0.00020 


Problem 15. The following values of resistance 
R ohms and corresponding voltage V volts are 
obtained from a test on a filament lamp. 


The co-ordinates (0.00007, 4.9), (0.00013, 8.7), and 
so on, are plotted as shown in Figure 17.20. The 
graph produced is the best straight line which can be 
drawn corresponding to these points. (With experimen- 
tal results it is unlikely that all the points will lie exactly 
on a straight line.) The graph, and each of its axes, are 
labelled. Since the straight line passes through the ori- 
gin, stress is directly proportional to strain for the given 
range of values. 


Vvots 16 29 52 76 94. 


Choose suitable scales and plot a graph with R 
representing the vertical axis and V the horizontal 
axis. Determine (a) the gradient of the graph, (b) the 
R axis intercept value, (c) the equation of the graph, 
(d) the value of resistance when the voltage is 60 V 
and (e) the value of the voltage when the resistance 
is 40 ohms. (f) If the graph were to continue in the 
same manner, what value of resistance would be 
obtained at 110 V? 


The co-ordinates (16, 30), (29, 48.5), and so on are 
shown plotted in Figure 17.21, where the best straight 
line is drawn through the points. 


yA 


T І 
E 
= 1 
8, І 
Figure 17.20 x i 
8 І 
5 1 
(a) The gradient of the straight line АС is given by а | 
Ф l 
AB 28-7 21 | 
BC  0.00040—0.00010 0.00030 | 
21 P ons 
73х104 103 '* | 
С І 1 B І 
= 2 г! i | ee 
=e ol 2024 40 60 80 100110120 Xx 
Voltage V (volts) 
Thus, Young's modulus of elasticity for alu- 
minium is 70 000 N/mm?. Since 1 m? = 106 mm?, Figure 1721 
70000 N/mm? is equivalent to 70000 x 10° N/m?, 
i.e. 70 x 10° N/m? (or pascals). (a) The slope or gradient of the straight line AC is 
given by 


From Figure 17.20, 


(b) The value of the strain at a stress of 20 N/mm? is AB = 135 — 10 = 125 — 125 
0.000285 BC 100-0 100 
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(Note that the vertical line AB and the horizon- 
tal line BC may be constructed anywhere along 
the length of the straight line. However, calcula- 
tions are made easier if the horizontal line BC is 
carefully chosen; in this case, 100.) 


(b) The R-axis intercept is at R = 10 ohms (by extra- 
polation). 


(c) The equation ofa straight line is y = mx + c, when 
y is plotted on the vertical axis and x on the hori- 
zontal axis. m represents the gradient and c the 
y-axis intercept. In this case, R corresponds to y, 
V corresponds to x, m = 1.25 and c = 10. Hence, 
the equation of the graph is R = (1.25 V + 10) 9. 


From Figure 17.21, 
(d) When the voltage is 60 V, the resistance is 85 9. 
(e) Whentheresistanceis 40 ohms, the voltage is 24V. 


(f) By extrapolation, when the voltage is 110 V, the 
resistance is 147 9. 


Problem 16. Experimental tests to determine the 
breaking stress o of rolled copper at various 
temperatures / gave the following results. 


Stress о (N/cm?) 8.46 8.04 TIS 
Temperature (°С) 70 200 280 
Stress o (N/cm?) 7.37 7.08 6.63 
Temperature t(°C) 410 500 640 


Show that the values obey the law o = at +b, 
where а and b are constants, and determine 
approximate values for a and Р. Use the law to 
determine the stress at 2509С and the temperature 
when the stress is 7.54 N/cm?. 


The co-ordinates (70, 8.46), (200, 8.04), and so on, are 
plotted as shown in Figure 17.22. Since the graph is a 
straight line then the values obey the law o = at +b, 
and the gradient of the straight line is 


AB .36 — 6.7 l. 
_ 8.36 6 6 60 — 0.0032 
BC 100-0600. —500 


a= 


Vertical axis intercept, b = 8.68 
Hence, the law of the graph is о = 0.00321 + 8.68 
When the temperature is 250°C, stress ø is given by 


с = —0.0032(250) + 8.68 = 7.88 N/cm? 


Stress о (N/cm?) 


Figure 


y^ 
8.68 
8.50 


8.36 


8.00 


7.50 


1 1 1 1 1 1 1 > 
0 100 200 300 400 500 600 700Х 
Temperature t (°C) 


17.22 


Rearranging o. = —0.0032r + 8.68 gives 


Hence, 


0:00326-:8:58-12, Fe 42222225 
0.0032 


when the stress, 0 = 7.54 М/сш?, 
8.68 — 7.54 
t ture, t = ————_— = 356.3°C 
emperature 0.0032 


Now try the following Practice Exercise 
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Practical problems 


involving straight line graphs (answers on 
page 347) 


il: 


The resistance R ohms of a copper winding 
is measured at various temperatures t ^C and 
the results are as follows: 


iD. Tof) ts) SNL 4 
С 20 36 48 58 64 


R (ohms) 


Plot a graph of R (vertically) against ғ (hori- 
zontally) and find from it (a) the temperature 
when the resistance is 1229 and (b) the 
resistance when the temperature is 52?C. 


The speed of a motor varies with armature 
voltage as shown by the following experi- 
mental results. 


Пин 285 517 615 
V (volts) 60 95 110 


ЖЕЗ 750 917 1050 
V (volts) ПЭО 155 175 


Plot a graph of speed (horizontally) against 
voltage (vertically) and draw the best straight 
line through the points. Find from the graph 
(a) the speed at a voltage of 145 V and (b) the 
voltage at a speed of 400 rev/min. 


The following table gives the force F 
newtons which, when applied to a lifting 
machine, overcomes a corresponding load of 
L newtons. 


осот 25 47 64 
Load L (newtons) 50 140 210 


Iove ТӘЛӘЛӘШ 120 149 187 
AERE 430 550 700 


Choose suitable scales and plot a graph of 
F (vertically) against L (horizontally). Draw 
the best straight line through the points. 
Determine from the graph 


(a) the gradient, 
(b) the F-axis intercept, 
(c) the equation of the graph, 


(d) the force applied when the load is 
310 NN, and 


(e) the load that a force of 160N will 
overcome. 


(f) If the graph were to continue in the 
same manner, what value of force will 
be needed to overcome a 800N load? 


The following table gives the results of tests 
carried out to determine the breaking stress 
с of rolled copper at various temperatures, f. 


ОИ 8.51 8.07 7.80 
soiree 75 220 310 


Straight line graphs 


ОН EE 747 7.23 6.78 
молі 120 500 650 


Plot a graph of stress (vertically) against 
temperature (horizontally). Draw the best 
straight line through the plotted co-ordinates. 
Determine the slope of the graph and the 
vertical axis intercept. 


The velocity v of a body after varying time 
intervals / was measured as follows: 


СЭ 2 5 8 
v (m/s) 169 19.0 21.1 


С 11 15 18 
v (m/s) 232 ЖӘЙ) DRS, Il 


Plot v vertically and t horizontally and draw 
a graph of velocity against time. Determine 
from the graph (a) the velocity after 10s, 
(b) the time at 20m/s and (c) the equation 
of the graph. 


The mass m of a steel joist varies with length 
L as follows: 


МЕССИИ 50 100 120 140 160 


Тл ТИІ 3.00 3.74 4.48 5.23 5.97 


Plot a graph of mass (vertically) against 
length (horizontally). Determine the equa- 
tion of the graph. 


The crushing strength of mortar varies with 
the percentage of water used in its prepara- 
tion, as shown below. 


Crushing strength, 167 1.40 1.13 


F (tonnes) 


% of water used, w% 6 9 12 


Crushing strength, 0.86 0.59 0.32 


F (tonnes) 


ОЕТ 15 18 21 
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Plot a graph of F (vertically) against w 
(horizontally). 


(a) Interpolate and determine the crushing 
strength when 1046 water is used. 


(b) Assuming the graph continues in the 
same manner, extrapolate and deter- 
mine the percentage of water used when 
the crushing strength is 0.15 tonnes. 


(c) Whatis the equation of the graph? 


Inanexperiment demonstrating Hooke's law, 
the strain in a copper wire was measured for 
various stresses. The results were 


МЭ 10.6 x 109 18.2 x 10° 24.0 х 106 
(pascals) 


ШИ 0.00011 0.00019 0.00025 
Stress 30.7 x 106 39.4 x 106 
(pascals) 

Strain 0.00032 0.00041 


Plot a graph of stress (vertically) against 
strain (horizontally). Determine 


(a) Young’s modulus of elasticity for cop- 
per, which is given by the gradient of 
the graph, 


(b) the value of strain at a stress of 
21 x 10° Pa, 


(c) the value of stress when the strain is 
0.00030, 


10. 


An experiment with a set of pulley blocks 
gave the following results. 


Effort, E (newtons) ООК 1576 
Load, L (newtons) д 398 


ео 17.4 20.8 23.6 
ШОИ оу 27 74 88 


Plot a graph of effort (vertically) against load 
(horizontally). Determine 


(a) the gradient, 

(b) the vertical axis intercept, 

(c) thelaw of the graph, 

(d) the effort when the load is 30N, 
(e) the load when the effort is 19N. 


The variation of pressure p in a vessel with 
temperature Т is believed to follow a law of 
the form p = aT + b, where a and b are con- 
stants. Verify this law for the results given 
below and determine the approximate values 
of a and b. Hence, determine the pressures 
at temperatures of 285 K and 310K and the 
temperature at a pressure of 250 kPa. 


Pressure, p (kPa) Maal DAT PSR 


отте 273 277 282 


Pressure, p (kPa) 258 262 267 


MSc Ы 259 294 300 


Chapter 18 


Graphs reducing non-linear 
laws to linear form 


18.1 Introduction 


In Chapter 17 we discovered that the equation of a 
straight line graph is of the form y — mx +c, where 
m is the gradient and c is the y-axis intercept. This 
chapter explains how the law of a graph can still be deter- 
mined even when it is not of the linear form y = mx +c. 
The method used is called determination of law and is 
explained in the following sections. 


18.2 Determination of law 


Frequently, the relationship between two variables, say 
x and y, is nota linear one; i.e., when x is plotted against 
y a curve results. In such cases the non-linear equation 
may be modified to the linear form, y = mx + c, so that 
the constants, and thus the law relating the variables, can 
be determined. This technique is called ‘determination 
of law’. 

Some examples of the reduction of equations to linear 
form include 


(i) y=ax?+b compares with Y = mX +c, where 
m — a,c =b and X = х2. 
Hence, y is plotted vertically against x? horizon- 
tally to produce a straight line graph of gradient 
a and y-axis intercept b. 


1 
B әсі de y-a() +» 
X X 


y is plotted vertically against — horizontally to 
x 


produce a straight line graph of gradient a and 
y-axis intercept b. 


DOI: 10.1016/B978- 1-856 17-697-2.00018-1 


(ii) y =ax* +bx 
Dividing both sides by x gives a ax +b. 
x 


Comparing with Y = mX +c shows that E 18 
plotted vertically against x horizontally to Dro: 
duce a straight line graph of gradient a and 2. 
axis intercept b. 


Here are some worked problems to demonstrate deter- 
mination of law. 


Problem 1. Experimental values of x and y, 
shown below, are believed to be related by the law 
y =ax? +b. By plotting a suitable graph, verify 
this law and determine approximate values of 

a and b 


CA 2 3 4 5) 


y» 98 152 242 FES SU 


If y is plotted against x a curve results and it is not 
possible to determine the values of constants a and b 
from the curve. 

Comparing y = ax? +b with Y = mX +c shows that 
y is to be plotted vertically against x? horizontally. A 
table of values is drawn up as shown below. 


x 64 2 3 4 5 
x? 1 4 9 16 25 
y o8 152 %3 X5 53.0 
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A graph of y against x? is shown in Figure 18.1, with 
the best straight line drawn through the points. Since a 
straight line graph results, the law is verified. 


Figure 18.1 
Е th h radient. С ан 
rom the graph, lent, a = — = 
Bore m "=C 25-5 
36 
= — =1,8 
20 


and the y-axis intercept, b = 8.0 


Hence, the law of the graph is y = 1.8x? + 8.0 


Problem 2. Values of load L newtons and 
distance d metres obtained experimentally are 
shown in the following table. 


Load, L(N) 32:9. 296 270 232 


Distance, 40) 075 037 024 047 


Load, L(N) 183 128 10.0 6.4 


Distance,d(m) 0.12 0.09 0.08 0.07 


(a) Verify that load and distance are related by a 
law of the form L = E + b and determine 
approximate values of a and b. 


(b) Hence, calculate the load when the distance 18 
0.20 m and the distance when the load 18 20 N. 


1 
(a) Comparing L = 189 ie. L=a 2) +b with 
Y =mX +c shows that L is to be plotted ver- 


1 
tically against — horizontally. Another table of 


values is drawn up as shown below. 


ООО S024 ЛТ ЛІ» (09 (03 (0) 


1 
d ies) OCA TIENS 50363521 11 SORTA :29 
[ 


1 
A graph of L against 7 is shown in Figure 18.2. А 


straight line can be drawn through the points, 
which verifies that load and distance are related 


by a law of the form L = 2 +b. 


L 
Figure 18.2 
: : 1 AB 31-11 
Gradient of straight line, a = — = 
BC 2-12 
20 
S= e. 
—10 


L-axis intercept, b = 35. 
2 
Hence, the law of the graph is L = -2 + 35. 
(b) When the distance d = 0.20 m, 


-2 
load, L = —— + 35 = 25.0N. 


0.20 Р 
Rearranging L = “2 + 35 gives 
2 2 
——35—L and d= 


d 35-І, 
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the load L=20N, 


2 
= = =0.13m. 
38-20 “13 мээм 


Hence, when distance, 


d 


Problem 3. Тһе solubility s of potassium chlorate 
is shown by the following table. 


1C I0 20 30 40 100 


5 4.9 7.6 11.1 154 20.4 26.4 40.6 58.0 


50 60 80 


The relationship between s and 7 is thought to be of 
the form s = 3 + at + bt?. Plot a graph to test the 
supposition and use the graph to find approximate 
values of a and b. Hence, calculate the solubility of 
potassium chlorate at 70°C 


Rearranging 5 = 3 + at + bt? gives 


= Зиг 
апа SS ati 
-3 
ot 2 =bt+a 


t 
which is of the form Y —mX +c 


. s—3 
This shows that 


is to be plotted vertically and 


1 horizontally, with gradient b and vertical axis inter- 
cept a. 
Another table of values is drawn up as shown below. 


11.1 15.4 20.4 26.4 40.6 58.0 


5 4.9 
5-3 


7.6 


0.19 0.23 0.27 0.31 0.35 0.39 0.47 0.55 


8-3 
t 
18.3. A straight line fits the points, which shows that 
s and ¢ are related by s = 3 +at + bt”. 
AB 0.39—0.19 


A graph of against 1 is shown plotted in Figure 


Gradient of straight line, b = 


BC 60-10 
2 
22929 д 
50 


Vertical axis intercept, a = 0.15 
Hence, the law of the graph is s = 3 + 0.15¢ + 0.0042. 
The solubility of potassium chlorate at 70°C is 
given by 
s = 3 +0.15(70) + 0.004(70)? 
=3+105+19.6 = 33.1 


Figure 18.3 


Now try the following Practice Exercise 


Practice Exercise 70 Graphs reducing 
non-linear laws to linear form (answers on 
page 348) 


In problems 1 to 5, x and y are two related vari- 
ables and all other letters denote constants. For the 
stated laws to be verified it is necessary to plot 
graphs of the variables in a modified form. State 
for each, (a) what should be plotted on the vertical 
axis, (b) what should be plotted on the horizon- 
tal axis, (c) the gradient and (d) the vertical axis 


intercept. 
1, у=4+сх? 2, see 
3: EN 4. y—ex-bx? 
20 
а 
5. уз--х 
х 
6. Inan experiment the resistance of wire is mea- 


sured for wires of different diameters with the 
following results. 


HAE 1.64 1.14 0.89 0.76 0.63 
1.10 1.42 1.75 2.04 2.56 


d (mm) 


It is thought that R is related to d by the law 
R= ын + b, where a and b are constants. Ver- 


ify this and find the approximate values for 
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a and b. Determine the cross-sectional area 
needed for a resistance reading of 0.50 ohms. 


7. Corresponding experimental values of two 
quantities x and y are given below. 


is 30 45 @0 Ss ШІ) 
Й 11.5 25.0 47.5 79.0 119.5 169.0 


By plotting a suitable graph, verify that y 
and x are connected by a law of the form 
y = kx? +c, where k and c are constants. 
Determine the law of the graph and hence find 
the value of x when y is 60.0 


8. Experimental results of the safe load LKN, 
applied to girders of varying spans, d m, are 
shown below. 

2/0092 8083160 2:0 438 

AERA 475 339 264 226 198 


Span, d (m) 


Itis believed that the relationship between load 
and span is L — c/d, where c is a constant. 
Determine (a) the value of constant c and (b) 
the safe load for a span of 3.0m. 


9. The following results give corresponding val- 
ues of two quantities x and y which are 
believed to be related by a law of the form 
y — ax? + bx, where a and b are constants. 


* 33.86 55.54 72.80 84.10 111.4 168.1 
34 52 65 73 91 124 


Verify the law and determine approximate val- 
ues of a and b. Hence, determine (a) the value 
of y when х is 8.0 and (b) the value of x when 
y is 146.5 


18.3 Revision of laws of logarithms 


The laws of logarithms were stated in Chapter 15 as 
follows: 


log(A x В) = log A + logB (1) 


A 
(2) = logA —logB (2) 


logA" =n xlogA (3) 


Also, Ine = 1 and if, say, lg x = 1.5, 
then x = 10!? = 31.62 


Further, if 3* = 7 then 1637-4167 and x1g3 = lg 7, 


. 1g 7 
from which x = == = 1.771 
lg 3 
These laws and techniques are used whenever non-linear 


laws of the form у — ax", y = ab* and у = ae"* are 


reduced to linear form with the values of a and b needing 
to be calculated. This is demonstrated in the following 
section. 


18.4 Determination of laws involving 


logarithms 


Examples of the reduction of equations to linear form 
involving logarithms include 


(a y=ax" 
Taking logarithms to a base of 10 of both sides 


gives 
Ig у =Ig(ax") 
=lga+ lgx” by law (1) 
i.e. Igy =nlgx+l1ga by law (3) 


which compares with Y = mX +c 


and shows that Ig y is plotted vertically against 
lgx horizontally to produce a straight line graph 
of gradient n and lg y-axis intercept lg a. 

See worked Problems 4 and 5 to demonstrate how 
this law is determined. 


(b y=ab* 
Taking logarithms to a base of 10 of both sides 
gives 


Igy —lg(ab^) 
i.e. Igy=lga+lgb’ bylaw (1) 
Igy=lga+xlgb_ by law (3) 
Le. Igy=xlgb+lga 
or lg y = (lgb)x + lga 
which compares with 


Y=mX+c 


and shows that lg y is plotted vertically against 
x horizontally to produce a straight line graph 
of gradient lgb and lg y-axis intercept lg a. 


See worked Problem 6 to demonstrate how this law 
1s determined. 

(с) y=ae™ 
Taking logarithms to a base of e of both sides 


gives 

In y = In(ae?*) 
ie. lny-lna-1ne" bylaw (1) 
by law (3) 


since Ine = 1 


ie. Iny=Ina+bxIne 

ie. Шу-дх--Ша 

which compares with 
Ү-тХ--с 

and shows that In у is plotted vertically against 


x horizontally to produce a straight line graph 
of gradient b and In y-axis intercept In a. 


See worked Problem 7 to demonstrate how this law is 
determined. 


Problem 4. The current flowing in, and the 
power dissipated by, a resistor are measured 
experimentally for various values and the results are 
as shown below. 


36 41 5.6 638 


Current, J (amperes) 2.2 


116 311 403 753 1110 


Power, P (watts) 


Show that the law relating current and power is of 
the form P = RI”, where R and n are constants, 
and determine the law 


Taking logarithms to a base of 10 of both sides of 
P — RI" gives 
Ig P -16(К17)-416К--1617-416К--0161 
by the laws of logarithms 

ie. IgP=nlg/+lgR 

which is of the form Y = mX +c, 
showing that lg P is to be plotted vertically against lg / 
horizontally. 
A table of values for lg J and Ig P is drawn up as shown 
below. 


I 22 3.6 4.1 5.6 6.8 

1071 0.342 0.556 0.613 0.748 0.833 
Р 116 311 403 753 1110 
Р 2.064 2493 2.605 2.877 3.045 
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A graph of lg P against lg/ is shown in Figure 18.4 
and, since a straight line results, the law Р = RI" is 
verified. 


0.300.40 0.50 0.60 0.70 0.80 0.90 
Ig L 


Figure 18.4 
АВ 298—218 
BC 08-04 


Gradient of straight line, n = 


Itis not possible to determine the vertical axis intercept 
on sight since the horizontal axis scale does not start 
at zero. Selecting any point from the graph, say point 
D, where 1g 7 = 0.70 and lg P = 2.78 and substituting 
values into 

IgP=nlgI+lgR 


gives 2.78 = (2)(0.70) + 1g R 


from which, lg R = 2.78 — 1.40 = 1.38 


Hence, R = апос 1.38 = 10! 25 = 24.0 


Hence, the law of the graph is P = 24.07? 


Problem 5. Тһе periodic time, Т, of oscillation of 
a pendulum is believed to be related to its length, L, 
by a law of the form T = KL", where k and n are 
constants. Values of T were measured for various 
lengths of the pendulum and the results are as 
shown below. 


Periodic time, (s) LO TIS ТВ о 


0 
Length, L(m) 0.25 0.42 0.56 0.81 1.0 1.32 
Show that the law is true and determine the 
approximate values of k and n. Hence find the 
periodic time when the length of the pendulum is 
0.75 ш 
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From para (a), page 150,if T — KL" 
then IgT =nlgL+lgk 
and comparing with Y=mX+c 


shows that 167 is plotted vertically against lg L hor- 
izontally, with gradient n and vertical-axis intercept 
lgk. 

A table of values for lg T and lg L is drawn up as shown 
below. 


IgT 0 0.114 0.176 0.255 0.301 0.362 
1, 0.25 042 0.56 0.81 1.0 3 


IgE 0.602 0.377 0.252 -0.092 0 


A graph of lg T against lg L is shown in Figure 18.5 and 
the law T = kL” is true since a straight line results. 


0.60-0.50-0.40-0.30-0.20-0.10 0 
lg L 


0.10 0.20 


Figure 18.5 


From the graph, gradient of straight line, 

AB 0.25 – 0.05 020 1 
"BC -010-(-050) 040 2 
Vertical axis intercept, lg k = 0.30. Hence, 
k = antilog 0.30 = 10030 = 2.0 


Hence, the law of the graph is T = 2.011/2 or 
Т-2.0/1. 
When length L = 0.75 m, T = 2.0,/0.75 = 1.73s 


Problem 6. Quantities x and y are believed to be 
related by a law of the form y = ab*, where a and b 
are constants. The values of x and corresponding 
values of y are 


xO 06 12 18 24 320 


у 5.0 9.67 18.7 36.1 69.8 135.0 


Verify the law and determine the approximate 
values of a and b. Hence determine (a) the value of 
y when x is 2.1 and (b) the value of x when y is 100 


From рага (b), page 150,if ^ y =ab* 
then lgy = (lgb)x +lga 
and comparing with Y=mX +c 


shows that lg y is plotted vertically and x horizontally, 
with gradient Ig b and vertical-axis intercept lga. 
Another table is drawn up as shown below. 


0.6 1:2 1.8 24 3.0 


y 50 967 I7 36/1 698 1350 
Igy 070 0.90 127 1.56 1.84 213 
A graph of lgy against x is shown in Figure 18.6 


and, since a straight line results, the law y — ab* is 
verified. 


lg y 


Figure 18.6 
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Gradient of straight line, 
AB = 2.13 —1.17 Ш 0.96 
BC 30-10 20 


Hence, b = antilog 0.48 = 10048 — 3.0, correct to 2 
significant figures. 


= 0.48 


lgb = 


Vertical axis intercept, lga = 0.70, from which 
a = antilog 0.70 


= 100-70 — 5.0, correct to 
2 significant figures. 


Hence, the law of the graph is y — 5.0(3.0)* 
(a) When x —2.1, y = 5.0(3.0)2! = 50.2 
(b When y= 100, 100 = 5.0(3.0)*, from which 
100/5.0 — (3.0)* 
ie. 20 = (3.0) 
Taking logarithms of both sides gives 
1g20 = 1g(3.0)* = x1g3.0 

1620 1.3010 
1g3.0 0.4771 — 


Hence, x — 2.73 


Problem 7. Тһе current i mA flowing in a 
capacitor which is being discharged varies with 
time 7 ms, as shown below. 


i(mA) 203 61.14 22.49 6.13 2.49 0.615 
t(ms) 100 160 210 


275) 320) 31 


Show that these results are related by a law of the 
form i = Ie'/T , where I and T are constants. 
Determine the approximate values of J and T 


Taking Napierian logarithms of both sides of 


i= 1677 
gives Ini = In(1e//T) =InI +Ine‘/? 
t 
=In/J+—1 
n "т пе 
1 
1.е. Ini =In/J+ Т since Ine = 1 
1 
Ini =| —}t+In/ 
or nl (7) + In 


which compares with y=mx+c 


showing that Ini is plotted vertically against 1 hor- 
izontally, with gradient - and vertical-axis intercept 
In 1. 


Another table of values is drawn up as shown below. 


i 203 
Ini aS 0 71 1.81 0.91 


6114 2249 6.13 2.49 0.615 


—0.49 


A graph of Ini against ¢ is shown in Figure 18.7 
and, since a straight line results, the law i = I e! IT is 
verified. 


5.0 


ЭРЭЭ ызды р (200, 3.31) 


Figure 18.7 


АВ 5.30-1.30 
~ BC 100—300 


Gradient of straight line, 2 = 


4.0 
= —— = —0.02 
—200 
Hence, = E --50 
-0.02 


Selecting any point on the graph, say point D, where 
t = 200 and Ini = 3.31, and substituting 


1 
into lni = { —)t+In/ 
nl (7) + In 


1 
ives 3.31 = —— (200) + In Z 
g 50° )+In 


from which, In/J =3.31+4.0=7.31 


and J =antilog7.31 = e^?! = 1495 or 1500 
correct to 3 significant figures. 
Hence, the law of the graph is i = 1500е—'/50 
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Now try the following Practice Exercise 


Practice Exercise 71 Determination of law 
involving logarithms (answers on page 348) 


In problems 1 to 3, x and y are two related vari- 
ables and all other letters denote constants. For the 
stated laws to be verified it is necessary to plot 
graphs of the variables in a modified form. State 
for each, (a) what should be plotted on the vertical 
axis, (b) what should be plotted on the horizon- 
tal axis, (c) the gradient and (d) the vertical axis 
intercept. 


4. The luminosity 1 of a lamp varies with 
the applied voltage V and the relationship 
between 1 and V is thought to be J = kV". 
Experimental results obtained are 


I (candelas) 


V (volts) 


I(candelas) 


V (volts) 


Verify that the law is true and determine 
the law of the graph. Also determine the 
luminosity when 75 У is applied across the 
lamp. 


5. The head of pressure h and the flow veloc- 
ity v are measured and are believed to be 
connected by the law v — aA^, where a and 
b are constants. The results are as shown 
below. 


Verify that the law is true and determine values 
of a and b. 


Experimental values of x and y are measured 
as follows. 


The law relating x and y is believed to be of 
the form y = ab*, where a and b are constants. 
Determine the approximate values of a and b. 
Hence, find the value of y when x is 2.0 and 
the value of x when y is 100. 


The activity of a mixture of radioactive iso- 
topes is believed to vary according to the law 
R= Rot <, where Ко and c are constants. 
Experimental results are shown below. 


Verify that the law is true and determine 
approximate values of Ко and c. 


Determine the law of the form y = ае which 
relates the following values. 


The tension T in a belt passing round a pul- 
ley wheel and in contact with the pulley over 
an angle of 0 radians is given by T = Toe", 
where 70 and u are constants. Experimental 
results obtained are 


T (newtons) 


0 (radians) 


Determine approximate values of 70 and m. 
Hence, find the tension when 0 is 2.25 radians 
and the value of Ө when the tension is 50.0 
newtons. 


Chapter 19 


Graphical solution of 


19.1 Graphical solution of 


simultaneous equations 


Linear simultaneous equations in two unknowns may 
be solved graphically by 


(a) plotting the two straight lines on the same axes, 
and 


(b) noting their point of intersection. 


The co-ordinates of the point of intersection give the 
required solution. 

Here are some worked problems to demonstrate the 
graphical solution of simultaneous equations. 


Problem 1. Solve graphically the simultaneous 
equations 

2х-у-4 

a = 5 


Rearranging each equation into у = mx + c form gives 
у-2х-4 
Уу--х--5 


Only three co-ordinates need be calculated for each 
graph since both are straight lines. 


x 0 2 
у= 2х — 4 -4 -2 0 


DOI: 10.1016/В978-1-85617-697-2.00019-3 


equations 


x 0 21 2 
y=-x+5 5 4 3 


Each of the graphs is plotted as shown in Figure 19.1. 
The point of intersection is at (3, 2) and since this is the 
only point which lies simultaneously on both lines 
then x 23, y = 2 is the solution of the simultaneous 
equations. 


Figure 19.1 
Problem 2. Solve graphically the equations 
1.20x + y = 1.80 
x —5.0y = 8.50 
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Rearranging each equation into y = mx + c form gives 


y = —1.20x + 1.80 (1) 
x 8.5 
TUS 30 
i.e. y =0.20x — 1.70 (2) 


Three co-ordinates are calculated for each equation as 
shown below. 


X 0 1 2 
y--—1.20x4-1.80 180 0.60 -0.60 
X (0) 1 D 
y=0.20x — 1.70 —1.70 -1.50  —1.30 


The two sets of co-ordinates are plotted as shown in 
Figure 19.2. The point of intersection is (2.50, —1.20). 
Hence, the solution of the simultaneous equations is 
x = 2.50, y = —1.20 

(Itis sometimes useful to initially sketch the two straight 
lines to determine the region where the point of inter- 
section is. Then, for greater accuracy, a graph having a 
smaller range of values can be drawn to *magnify' the 
point of intersection.) 


y^ 
3 


у= 0.20x — 1.70 


у= -1.20х- 1.80 


Figure 19.2 


Now try the following Practice Exercise 


Practice Exercise 72 Graphical solution of 
simultaneous equations (Answers on 
page 347) 


In problems 1 to 6, solve the simultaneous equa- 

tions graphically. 

15255052 
y=-x+6 


2980-2152 
Зун! 


4. 3x+4y=5 
ee ооу 10) 

5. 1.4x 7.06 = 3.2y 6.3х-2у-0 
2.1x — 6.7y = 12.87 4х +у+11=0 


3. у= 5-х 


7. The friction force F newtons and load L 
newtons are connected by a law of the form 
Е =aL +b, where а and b are constants. 
When F = 4N, L = 6N and when F =2.4N, 
L = 2N. Determine graphically the values of a 
and b. 


19.2 Graphical solution of quadratic 


equations 


A general quadratic equation is of the form 
y- ax? + bx +c, where a, b and c are constants and 
а 18 not equal to zero. 

A graph of a quadratic equation always produces a shape 
called a parabola. 

The gradients of the curves between 0 and A and 
between B and C in Figure 19.3 are positive, whilst 
the gradient between A and B is negative. Points such 
as A and B are called turning points. At A the gradi- 
ent is zero and, as x increases, the gradient of the curve 
changes from positive just before A to negative just after. 
Such a pointis called a maximum value. At B the gra- 
dient is also zero and, as x increases, the gradient of the 
curve changes from negative just before B to positive 
just after. Such a point is called a minimum value. 


y^ 


Figure 19.3 


Following are three examples of solutions using 
quadratic graphs. 


(а) у=ах? 
2 2 l2 
Graphs of y 2x^,y —3x^ and y= 2" are 
shown in Figure 19.4. All have minimum values at 
the origin (0, 0). 


Figure 19.4 


1 
Graphs of y = —x?, y = —3x? and y = d are 


shown in Figure 19.5. All have maximum values 
at the origin (0, 0). 


Figure 19.5 
When y — ax?, 
(1) curves are symmetrical about the y-axis, 
(ii) the magnitude of a affects the gradient of the 
curve, and 
(11) the sign of a determines whether it has a 
maximum or minimum value. 
(р) y= ax? +c 
Graphs of у= х2 +3, y—x?-2, y — —x? +2 
and y = —2x? — | are shown in Figure 19.6. 
When y — ax? +c, 
(1) curves are symmetrical about the y-axis, 
(ii) the magnitude of a affects the gradient of the 
curve, and 
(iii) the constant c is the y-axis intercept. 
(с) y=ax?+bx +e 
Whenever b has a value other than zero the curve 
is displaced to the right or left of the y-axis. 
When b/a is positive, the curve is displaced b/2a 
to the left ofthe y-axis, as shown in Figure 19.7(a). 
When b/a is negative, the curve is displaced 


b/2a to the right of the y-axis, as shown in 
Figure 19.7(b). 


Quadratic equations of the form ax? -- bx +c = 0 
may be solved graphically by 
(a) plotting the graph y = ax? + bx +c, and 


(b) noting the points of intersection on the x-axis (i.e. 
where y — 0). 
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у-х2-3 


у--2х2-1 
(с) ( 
Figure 19.6 

уж 

12 

! 

Be 
у-х2-6х-11/6| 
2 al 

2L 

AED 


Figure 19.7 


The x values of the points of intersection give the 
required solutions since at these points both y — 0 and 
ax? -- bx 4- c = 0. 

The number of solutions, or roots, of a quadratic equa- 
tion depends on how many times the curve cuts the 
x-axis. There can be no real roots, as in Figure 19.7(a), 
one root, as in Figures 19.4 and 19.5, or two roots, as in 
Figure 19.7(b). 

Here are some worked problems to demonstrate the 
graphical solution of quadratic equations. 


Problem 3. Solve the quadratic equation 

Ax? +.4x — 15 = 0 graphically, given that the 
solutions lie in the range x = —3 to x — 2. 
Determine also the co-ordinates and nature of the 
turning point of the curve 
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Let y = 4х2 + 4x — 15. A table of values is drawn up as 
shown below. 


огт... 


12} у«4х2-4х-15 


xv 


Figure 19.8 


A graph of y = 4x? + 4x — 15 is shown in Figure 19.8. 
The only points where у = 4x? + Ax — 15 and y = O are 
the points marked A and B. This occurs at x = —2.5 
and x = 1.5 and these are the solutions of the quadratic 
equation 4x? +4x — 15 = 0. 

By substituting x = —2.5 and x = 1.5 into the original 
equation the solutions may be checked. 

The curve has a turning point at (—0.5, —16) and the 
nature of the point is a minimum. 

An alternative graphical method of solving 
4х2 +4x – 15 = 0 is to rearrange the equation as 
4x? 2 —4x -- 15 and then plot two separate graphs 
— in this case, y — 4x? and у= —4x +15. Their 
points of intersection give the roots of the equation 
4x? = —4x + 15, ie. 4x? + Ax — 15 = 0. This is shown 
in Figure 19.9, where the roots are x — —2.5 and 
x — 1.5, as before. 


Problem 4. Solve graphically the quadratic 
equation —5x? + 9x + 7.2 = 0 given that the 
solutions lie between x = —1 and x = 3. Determine 
also the co-ordinates of the turning point and state 
its nature 


Figure 19.9 


Let y = —5x? -- 9x -- 7.2. A table of values is drawn up 
as shown below. 


x m EE 1 
yas ЗИ cus laS 727012 
x 2 2.5 3 
Ээ ара” 52 SS 


A graph of y = —5x? -- 9x -- 7.2 is shown plotted in 
Figure 19.10. The graph crosses the x-axis (i.e. where 
у= 0) at x = —0.6 and x = 2.4 and these are the solu- 
tions of the quadratic equation —5x? -- 9x 4- 7.2 = 0. 
The turning point is a maximum, having co-ordinates 
(0.9, 11.25). 


Problem 5. Plot a graph of y = 2x? and hence 
solve the equations 


(а)22-8-0 (һ)22-х-3-0 


A graph of y = 2x? is shown in Figure 19.11. 


(a) Rearranging 2x? — 8 = 0 gives 2x? = 8 and the 
solution of this equation is obtained from the points 
of intersection of y — 2x? and y = 8; ie. at со- 
ordinates (—2, 8) and (2,8), shown as A and В, 
respectively, in Figure 19.11. Hence, the solutions 
of 2x? — 8 = 0 are x = —2 and x = +2. 


(b) Rearranging 2x? — x — 3 = 0 gives 2x? = x +3 
and the solution of this equation is obtained 
from the points of intersection of y — 2x? and 
y = x + 3;i.e., at C and D in Figure 19.11. Hence, 
the solutions of 2x? — x — 3 = 0 are x = —1 and 
x=1.5 


у--5х2-9х-72 


ya 
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A graph of y=—2x*+3x+6 is shown in 
Figure 19.12. 


8р у--2х2-3х-6 


Figure 19.11 


Problem 6. Plot the graph of y = —2x? +3x +6 


for values of x from x = —2 to x = 4. Use the 
graph to find the roots of the following equations. 


(11 “2.2195 6-0 (5) —2x2- 3x 2-0 


(ce) 2213: 9-0 (4) (15-0 


A table of values for y = —2x? + 3x + 6 is drawn up as 


shown below. 


Figure 19.12 


The parabola y = —2x* +3x +6 and the straight 
line y = 0 intersect at A and B, where x = —1.13 
and x =2.63, and these are the roots of the 
equation —2x? + 3x +6 = 0. 


Comparing y= —2x? 3x +6 (1) 
with 0= —2x? +3х +2 (2) 


shows that, if 4 is added to both sides of 
equation (2), the RHS of both equations will 
be the same. Hence, 4 = —2x? +3x +6. The 
solution of this equation is found from the 
points of intersection of the line y — 4 and 
the parabola y = —2x? -- 3x +6; i.e., points С 
and D in Figure 19.12. Hence, the roots of 
—2x? +3x +2 = 0 are x = —0.5 and x = 2. 


—2x?-F3x--9 — 0 may be rearranged as 
—2x?-F3x H6 2 —3 and the solution of 
this equation is obtained from the points 
of intersection of the line y — —3 and the 
parabola y= —2x? +3x +6; ie. at points E 
and F in Figure 19.12. Hence, the roots of 
—2x? -- 3x +9 = 0 are x = —1.5 and x = 3. 
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(d) 


у= —2x? +3x +6 (3) 
0--2х2--х--5 (4) 


Comparing 
with 


shows that, if 2x +1 is added to both sides 
of equation (4), the RHS of both equations 
will be the same. Hence, equation (4) may be 
written as 2x +1 = —2x? +3х +6. The solu- 
tion of this equation is found from the points 
of intersection of the line у = 2х +1 and the 
parabola у = —2x?-F3x-F6; ie. points С 
and H in Figure 19.12. Hence, the roots of 
—2x? +x +5 = 0 are x = —1.35 and x = 1.85 


Now 


Practice Exercise 73 


try the following Practice Exercise 


Solving quadratic 


equations graphically (answers on page 348) 


In 


Sketch the following graphs and state the 
nature and co-ordinates of their respective 
turning points. 
(a) у= 4x? 


(с) уз-х2-3 


(b) у-2х2-1 
(4) y= 22 1 
=. 


Solve graphically the quadratic equations іп prob- 
lems 2 to 5 by plotting the curves between the given 
limits. Give answers correct to 1 decimal place. 


2 


3 


4 
5 
6 


. 4?—-x-120; x=-ltox=1 
so = 3h = 27, 4 == oe = 8 
2x7 6x -9=0; х--2юх-5 
Ор) ВОС оор 
Solve the quadratic equation 
2x*+7x+6=0 graphically, given that 
the solutions lie in the range x — —3 to 
x=1. Determine also the nature and 


co-ordinates of its turning point. 


Solve graphically the quadratic equation 
10x? — 9x — 11.2 = 0, given that the roots lie 
between x = —1 and x — 2. 


Plot a graph of y — 3x? and hence solve the 
following equations. 


сг — 00 O 3x — 2, 1 —0 


Plot the graphs у = 2x? and y = 3 — 4x on 
the same axes and find the co-ordinates of the 
points of intersection. Hence, determine the 
roots of the equation 2x? -- 4x — 3 — 0. 


10. Plot a graph of y= 10x? — 13x — 30 for 
values of x between x = —2 and x —3. 
Solve the equation 10x? — 13x — 30 — 0 and 
from the graph determine 
(a) the value of y when x is 1.3, 

(b) the value of x when y is 10, 
(c) the roots of the equation 
10x? — 15x — 18 = 0. 


19.3 Graphical solution of linear 


and quadratic equations 
simultaneously 


The solution of linear and quadratic equations simul- 
taneously may be achieved graphically by 


(a) plotting the straight line and parabola on the same 
axes, and 


(b) noting the points of intersection. 


The co-ordinates of the points of intersection give the 
required solutions. 

Here is a worked problem to demonstrate the simulta- 
neous solution of a linear and quadratic equation. 


Problem 7. Determine graphically the values of 
x and y which simultaneously satisfy the equations 
y 22x? — 3x — 4 and y 2 2 — 4x 


y 22x? — 3x — 4 is a parabola and a table of values is 
drawn up as shown below. 


-4 


=5 


-2 5 


y = 2 — 4x isa straight line and only three co-ordinates 
need be calculated: 


x 0 1 2 


y 2 —2 —6 
The two graphs are plotted in Figure 19.13 and the 
points of intersection, shown as A and B, are at co- 
ordinates (—2, 10) and (1.5, —4). Hence, the simul- 
taneous solutions occur when x = —2, y = 10 and 
when x = 1.5, y = —4. 

These solutions may be checked by substituting into 
each of the original equations. 


Figure 19.13 


Now try the following Practice Exercise 


PracticeExercise 74 Solving linear and 
quadratic equations simultaneously 
(answers on page 348) 


1. Determine graphically the values of x and 
y which simultaneously satisfy the equations 
y = 2(x? — 2x — 4) and y +4 = 3x. 


2. Plot the graph of y = 4x? — 8x — 21 for values 
of x from —2 to +4. Use the graph to find the 
roots of the following equations. 


(a) 4x? —8x —21=0 
(b) 4x2 —8x —16—0 
(c) 4x? —6x —18 =0 


19.4 Graphical solution of cubic 


equations 


A cubic equation of the form ax? + bx? +cx +d = 0 
may be solved graphically by 


(a) plotting the graph y = ax? + bx? +cx +d, and 


(b) noting the points of intersection on the x-axis (i.e. 
where y = 0). 
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The x-values of the points of intersection give the 
required solution since at these points both y = 0 and 
ax? + bx? +сх +d = 0. 

The number of solutions, or roots, of a cubic equation 
depends on how many times the curve cuts the x-axis 
and there can be one, two or three possible roots, as 
shown in Figure 19.14. 


y y y 


(a) (b) (c) 
Figure 19.14 


Here are some worked problems to demonstrate the 
graphical solution of cubic equations. 


Problem 8. Solve graphically the cubic equation 
4x? — 8x? — 15x +9 = 0, given that the roots lie 
between x — —2 and x — 3. Determine also the 
co-ordinates of the turning points and distinguish 
between them 


Let y = 4x? — 8x? — 15x + 9. A table of values is drawn 
up as shown below. 


31705. О 9777::10/777-21 


A graph of у= 4х? —8x? — 15x +9 is shown in 
Figure 19.15. 

The graph crosses the x-axis (where y = 0)atx = —1.5, 
x = 0.5 and x = 3 and these are the solutions to the 
cubic equation 4x? — 8x? — 15x 4-9 — 0. 

The turning points occur at (—0.6, 14.2), which is a 
maximum, and (2, —21), which is a minimum. 


Problem 9. Plot the graph of 

y = 2x? — 7x? +4x +4 for values of x between 
x — —] and x — 3. Hence, determine the roots of 
the equation 2x? — 7х2 +4x +4 = 0 


A table of values is drawn up as shown below. 


162 Basic Engineering Mathematics 


Figure 19.15 


A graph of у= 2х? — 7х2 +4х +4 is shown in 
Figure 19.16. The graph crosses the x-axis at x = —0.5 
and touches the x-axis at x — 2. 


y-2x3— 7x? c Ax 4 


ху 


Figure 19.16 


Hence the solutions of the equation 
2x3 — 7x? +4х +4 = 0 are x = —0.5 and x = 2. 


Now try the following Practice Exercise 


Practice Exercise 75 Solving cubic 
equations (answers on page 348) 


ie 


Plot the graph у= 4х? +4х? – 11x —6 
between x ——3 and x=2 and use 
the graph to solve the cubic equation 
4x? E Ax? - 10x —6 — 0. 


By plotting a graph of y = x? — 2x? — 5x +6 
between x — —3 and x — 4, solve the equa- 
tion x? — 2x? — 5x +6 = 0. Determine also 
the co-ordinates of the turning points and 
distinguish between them. 


In problems 3 to 6, solve graphically the cubic 
equations given, each correct to 2 significant 
figures. 


3: 


ШІ сл СА” 55 


x-120 

x? —x* —5x+2=0 
220212 

2x3 — x? — 9.08x + 8.28 = 0 


Show that the cubic equation 
8x? + 36x? + 54x + 27 = 0 has only one real 
root and determine its value. 


Revision Test 7 : Graphs 


This assignment covers the material contained in Chapters 17-19. The marks available are shown in brackets at the 
end of each question. 


1? 


Determine the value of Р in the following table of 
values. 


д 0 1 4 


үеэ 300--3) => =2 /р (2) 
Assuming graph paper measuring 20cm by 20cm 
is available, suggest suitable scales for the follow- 
ing ranges of values. 

Horizontal axis: 5 М to 70N; vertical axis: 20mm 
to 190mm. (2) 


Corresponding values obtained experimentally for 
two quantities are: 


NC ONCE 1 02 4 


y —17 -11 —5 -2 4 10 

Plot a graph of y (vertically) against x (hori- 
zontally) to scales of 1 cm — 1 for the horizontal 
x-axis and 1 cm — 2 for the vertical y-axis. From 
the graph, find 

(a) the value of y when x — 3, 

(b) the value of y when x — —4, 

(c) the value of x when y — 1, 

(d) the value of x when y — —20. (8) 


If graphs of y against x were to be plotted for each 
of the following, state (1) the gradient, and (11) the 
y-axis intercept. 


(а) y=—5x4+3 (092012: 
(с) 2y+4=5x (d 5х +2у=6 
(е) ж-3-0 (10) 


The resistance R ohms of a copper winding is mea- 
sured at various temperatures /9С and the results 
are as follows. 


R(Q) 38 47 55 62 72 
t(*C) 16 34 50 64 84 


Plot a graph of R (vertically) against t (horizon- 
tally) and find from it 

(a) the temperature when the resistance is 50 Q, 
(b) the resistance when the temperature is 72°C, 
(c) the gradient, 

(d) the equation of the graph. (10) 


6. 


10. 


x and y are two related variables and all other 
letters denote constants. For the stated laws to 
be verified it is necessary to plot graphs of the 
variables in a modified form. State for each 

(a) what should be plotted on the vertical axis, 
(b) what should be plotted on the horizontal axis, 
(c) the gradient, 

(d) the vertical axis intercept. 


0) y=p+trx? (i) у= tbe (4) 


The following results give corresponding values 
of two quantities x and y which are believed to be 
related by a law of the form y = ax? + bx where 
a and b are constants. 


72.8 84.1 111.4 168.1 


5 
S OS 73 I 


12.4 


Verify the law and determine approximate values 
of a and b. 

Hence determine (1) the value of y when x is 8.0 
and (11) the value of x when y is 146.5 (18) 


By taking logarithms of both sides of y — kx", 
show that lg y needs to be plotted vertically and 
lgx needs to be plotted horizontally to produce 
a straight line graph. Also, state the gradient and 
vertical-axis intercept. (6) 


By taking logarithms of both sides of у = ae** 
show that In y needs to be plotted vertically and 
x needs to be plotted horizontally to produce а 
straight line graph. Also, state the gradient and 
vertical-axis intercept. (6) 


Show from the following results of voltage V and 
admittance Y of an electrical circuit that the law 
connecting the quantities is of the form V =kY” 
and determine the values of k and n. 


Voltage 

V (volts) 2.88 2.05 1.60 1.22 0.96 
Admittance, 

Y(siemens) 0.52 0.73 0:94 1.23 1.57 


(12) 
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11. 


The current i flowing in a discharging capacitor 
varies with time 7 as shown. 


17.0 5.8 1.7 0.58 024 


i (mA) 50.0 
t(ms) 200 255 310 375 425 475 


Show that these results are connected by the 


Rus 
law of the form i = JeT where / is the initial 
current flowing and Т 15 a constant. Determine 
approximate values of constants / and T. (15) 


122 


13: 


14. 


Solve, correct to 1 decimal place, the quadratic 
equation 2x? — 6x — 9 = 0 by plotting values of x 


from x 2 2 0 х = 5. (8) 
Plot the graph of y —x?-F4Ax?--x —6 for 
values of x between х---4 and х- 2. 
Hence determine the roots of the equation 
2 (9) 


Plot a graph of y = 2x? from x = —3 to x = +3 
and hence solve the following equations. 

(a) 232—820 

(b) 2х2-4х-6-0 (10) 


Chapter 20 


Angles and triangles 


20.1 Introduction 


Trigonometry is a subject that involves the measurement 
of sides and angles of triangles and their relationship to 
each other. This chapter involves the measurement of 
angles and introduces types of triangle. 


20.2 Angular measurement 


An angle is the amount of rotation between two straight 
lines. Angles may be measured either in degrees or in 
radians. 

If a circle is divided into 360 equal parts, then each part 
is called 1 degree and is written as 1° 


ie. 1 revolution = 360° 


1 
or 1 degree is 3608 of a revolution 


Some angles are given special names. 


* Any angle between 0° and 90° is called an acute 
angle. 

e An angle equal to 90? is called a right angle. 

e Any angle between 90° and 180° is called an obtuse 
angle. 

* Any angle greater than 180° and less than 360° is 
called a reflex angle. 

e An angle of 180° lies on a straight line. 

* If two angles add up to 90? they are called comple- 
mentary angles. 

• [ftwoangles add up to 180? they are called supple- 
mentary angles. 

* Parallellines are straight lines which are in the same 
plane and never meet. Such lines are denoted by 
arrows, as in Figure 20.1. 


DOI: 10.1016/B978-1-85617-697-2.00020-X 


* A straight line which crosses two parallel lines is 
called a transversal (see MN in Figure 20.1). 


Figure 20.1 


With reference to Figure 20.1, 


(a) a=c, b=d, e=g and f —h. Such pairs of 
angles are called vertically opposite angles. 


(D a=e, b= f, c=g and d=h. Such pairs of 
angles are called corresponding angles. 


(c) c=e and b=h. Such pairs of angles are called 
alternate angles. 


(d) b+e=180° and c+h= 180°. Such pairs of 
angles are called interior angles. 


20.2.1 Minutes and seconds 

One degree may be sub-divided into 60 parts, called 
minutes. 

ie. 1 degree — 60 minutes 


which is writtenas 1° = 60'. 
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41 degrees and 29 minutes is written as 419297, 41229” 
is equivalent to 41 60 41.483° as a decimal, correct 


to 3 decimal places by calculator. 
1 minute further subdivides into 60 seconds, 


i.e. 1 minute — 60 seconds 


which is writtenas — 1' = 60". 

(Notice that for minutes, 1 dash 1s used and for seconds, 
2 dashes are used.) 

For example, 56 degrees, 36 minutes and 13 seconds is 
written as 56?36'13". 


20.2.2 Radians and degrees 


Oneradian is defined as the angle subtended at the centre 
of a circle by an arc equal in length to the radius. (For 
more on circles, see Chapter 26.) 

With reference to Figure 20.2, for arc length s, 


: 5 
6 radians = — 
n 


Figure 20.2 


When s is the whole circumference, i.e. when 


s = mr, 


2 
ше Vx 
r r 


In one revolution, 0 = 360°. Hence, the relationship 
between degrees and radians is 


360° = 2л radians or 180° = л rad 


1 o 
18: ede asp 
т 


Неге are some worked examples on angular measure- 
ment. 


Problem 1. Evaluate 43°29’ + 27243” 


43? 29' 


(1) 29/443! = 72’ 
(1) Since 60’ = 1°, 72’ = 1°12’ 
(iii) The 12’ is placed in the minutes column and 1° is 
carried in the degrees column. 
(iv) 43° +27° + 1° (carried) = 71°. Place 71? in the 
degrees column. 


This answer can be obtained using the calculator as 
follows. 


1. Enter 43 2. Рїев8277” 3. Enter 29 
4. Press? "^" 5. Press + 6. Enter 27 
7. Press 97” 8. Enter 43 9. Press? ^ ^" 
10. Press — Answer = 71°12’ 


Thus, 43°29’ + 27°43’ = 71°12’. 
Problem 2. Evaluate 84°13’ — 56°39’ 


84° 13” 
- 56° 39’ 
27° 34! 
(i) 13/- 39 cannot be done. 


Gi) 1? or 60’ is ‘borrowed’ from the degrees column, 
which leaves 83° in that column. 

(iii) (60’ + 13’) — 39’ = 34’, which is placed in the 
minutes column. 

(iv) 83° — 56° = 27°, which is placed in the degrees 
column. 


This answer can be obtained using the calculator as 
follows. 


1. Enter 84 2. Press? "^" 3. Enter 13 
4. Press? "^" 5. Press — 6. Enter 56 
7. Press 977” 8. Enter 39 9. Press? ^ "^ 
10. Press — Answer — 27?34' 


Thus, 84?13' — 56?39' = 27°34’. 
Problem 3. Evaluate 19° 51/47” + 63°27'34” 


19? 51' 47" 
+ 63° 27' 34" 
83? 19721” 

1? T 
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G) 47” +34" = 81" 
(ii) Since 60” = 1’, 81" = 1/21” 
(iii) The 21” is placed in the seconds column and 1” 
is carried in the minutes column. 
(іу) 51/--27---1/-79 
(v) Since 60! = 1°, 79' = 1919 
(vi) The 19’ is placed in the minutes column and 1° 
is carried in the degrees column. 
(vii) 19°+63°+ 1° (carried) = 83°. Place 83° in the 
degrees column. 


This answer can be obtained using the calculator as 
follows. 


1. Enter 19 2. Press?" ^" 3. Enter 51 

4. Press? "^ 5. Enter 47 6. Press? ^ ^ 
7. Press + 8. Enter 63 9. Press? ^ ^ 
10. Enter 27 11. Press? "^" 
12. Enter 34 13. Press °??? 
14. Press = Answer = 83719721” 


Thus, 19251747” + 63927734” = 83219721”. 


Problem 4. Convert 39° 27’ to degrees in decimal 
form 


39°27' = 39 28 
7777 60 
22 0.45? Бу calculat 
60-2 y calculator 
o 14 27” o 
Hence, 39?27' = 39 = 39.45 


60 
This answer can be obtained using the calculator as 
follows. 
1. Enter 39 
4. Press? ^ ^" 
Answer — 39.45? 


2. Press? ^^" 


5. Press — 


3. Enter 27 
6. Press?" ^" 


Problem 5. Convert 63? 26/51" to degrees in 
decimal form, correct to 3 decimal places 


o / ША еі о 51/ шеш о / 
63 2651 = 63 Зээ 26.85 


26.85° 
63°26.85' = 63 = 63.4475° 


63? 26/51” = 63.448° correct to 3 decimal 


Hence, 
places. 
This answer can be obtained using the calculator as 
follows. 


]. Enter 63 2. Press? "^" 3. Enter 26 
4. Press?" "" 5. Enter 51 6. Press? "^ ^" 
7. Press = 8. Press°’’’ Answer = 63.4475? 


Problem 6. Convert 53.753° to degrees, minutes 
and seconds 


0,753* = 0.753 х 60' = 45,18 


0.18’ =0.18 x 60" = 11” 
to the nearest second 
Hence, 53.753? = 53?45'11" 


This answer can be obtained using the calculator as 
follows. 


]. Enter 53.753 
3. Press? ^ ^" 


2. Press — 
Answer — 53?45'10.8" 


Now try the following Practice Exercise 


Practice Exercise 76 Angular measurement 
(answers on page 348) 


1. Evaluate 52°39’ + 29°48’ 

2. Evaluate 76°31’ — 48°37’ 

3. Evaluate 77°22’ + 41°36! — 67247! 

4. Evaluate 41°37'16” + 58?29'36" 

5. Evaluate 54?37'42" — 38°53/25” 

6. Evaluate 79°26/19” — 45?58/56" --53921/38” 
7. Convert 72?33' to degrees in decimal form. 

8 


Convert 27?45'15" to degrees correct to 3 
decimal places. 


9. Convert 37.952? to degrees and minutes. 


10. Convert 58.381? to degrees, minutes and 
seconds. 


Here are some further worked examples on angular 
measurement. 


Problem 7. State the general name given to the 
following angles: (a) 157? (b) 49? (c) 90? (d) 245? 


(a) Any angle between 90? and 180? is called an 
obtuse angle. 


Thus, 157? is an obtuse angle. 


(b) Any angle between 0? and 90? is called an acute 
angle. 
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Thus, 49° is an acute angle. 
(c) An angle equal to 90° is called a right angle. 


(d) Any angle greater than 180? and less than 360? is 
called a reflex angle. 


Thus, 245? is a reflex angle. 


Problem 8. Find the angle complementary to 
48° 39' 


If two angles add up to 90? they are called comple- 
mentary angles. Hence, the angle complementary to 
48?39' is 


90° — 48?39' = 41°21’ 
Problem 9. Find the angle supplementary to 
122254 


If two angles add up to 180° they are called supple- 
mentary angles. Hence, the angle supplementary to 
74925! is 


180° — 74° 25’ = 105° 35’ 


Problem 10. Evaluate angle 0 in each of the 
diagrams shown in Figure 20.3 


0 587 44? 
(a) (b) 
Figure 20.3 


(a) Thesymbol shown in Figure 20.4 is called a right 
angle and it equals 90°. 


Figure 20.4 


Hence, from Figure 20.3(a), 
6+41° = 90° 


from which, 0 = 90? — 41° = 49° 


(b) An angle of 180° lies on a straight line. 
Hence, from Figure 20.3(b), 


180° = 53° +0 + 44° 


from which, 0 = 180° — 53° — 44° = 83° 


Problem 11. Evaluate angle 0 in the diagram 
shown in Figure 20.5 


Figure 20.5 


There are 360° in a complete revolution of a circle. 
Thus, 360° = 58° + 108° + 64° + 39° + 6 


from which, 0 = 360? — 58° — 108? — 64° — 39° = 91° 


Problem 12. Two straight lines AB and CD 
intersect at 0. If ZAOC is 43°, find ZAOD, 
ZDOB and ZBOC 


From Figure 20.6, ZAOD is supplementary to ZAOC. 
Hence, ZAOD = 180° — 43° = 137°. 

When two straight lines intersect, the vertically opposite 
angles are equal. 


Hence, Z DOB = 43° and ZBOC 137° 
A D 
43° 0 
C B 
Figure 20.6 
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a =b = 46° (corresponding angles between parallel 
lines). 

Also, b + c -- 90? = 180° (angles on a straight line). 
Hence, 46? + c 4-90? = 180°, from which, c = 44°. 

b and d are supplementary, hence d — 180? — 46? 

1339 = 134°. 
Alternatively, 90° + c = d (vertically opposite angles). 


Problem 13. Determine angle В in Figure 20.7 


Problem 16. Convert the following angles to 
radians, correct to 3 decimal places. 

(a) 73? (b) 25937” 

Figure 20.7 Although we may be more familiar with degrees, radians 
is the SI unit of angular measurement in engineering 


a = 180? — 133° = 47? (i.e. supplementary angles). (1 radian © 57.3°). 


a = B =47° (corresponding angles between parallel (a) Since 180° = л rad then 1° = E amd 
lines). 180 ` 
л 
Hence, 73° = 73 х 18014 = 1.274 rad. 
Problem 14. Determine the value of angle 0 in 37° 
Figure 20.8 (b) 25°37! = 25 60 7 25.616666... 
A Hence, 25937 = 25.616666 ...° 


= 25.616666... x -—rad 


= 0.447 rad. 


C 
: Problem 17. Convert 0.743 rad to degrees and 
Figure 20.8 : 
minutes 
: : 180° 
Let a straight line FG be drawn through E such that FG Since 180° = л rad then 1 rad = 
is parallel to AB and CD. 180° 
ZBAE = ZAEF (alternate angles between parallel lines Hence, 0.743 rad = 0.743 x = 42.57076...° 
АВ and FG), hence ZAEF = 23°37’. 7 _ 47°34 


ZECD = ZFEC (alternate angles between parallel lines 
FG and CD), hence ZFEC = 35949”, 


Since л rad = 180°, then 2146 — 90°, “rad = 45°, 


Z rad = 60° and rad = 30° 
гаа = and —rad = 
Angle 6 = ZAEF + ZFEC = 23°37 +35°49' 3 6 


= 59°26’ 


Now try the following Practice Exercise 


Problem 15. Determine angles c and d in А А 
Figure 20.9 Practice Exercise 77 Further angular 


measurement (answers on page 348) 


1. State the general name given to an angle of 


d 467 197°. 
a 
29 2. State the general name given to an angle of 
136°. 


3. State the general name given to an angle of 
Figure 20.9 do 
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State the general name given to an angle of 
90°. 
Determine the angles complementary to the 


following. 
(a) 69° (Ы) 27°37’ (c) 4193/43” 


Determine the angles supplementary to 
(а) 78° (b)15? (с) 169941711” 


Find the values of angle 0 in diagrams 
(a) to (i) of Figure 20.10. 


(c) (9) 


36° 
0 


0) 
Figure 20.10 


8. 


10. 


11. 


122 


157 


14. 


With reference to Figure 20.11, what is the 
name given to the line XY? Give examples of 
each of the following. 


Ж Ж y 
5 6 
7 
8 
15 
x 4 
Figure 20.11 


(a) vertically opposite angles 
(b) supplementary angles 

(c) corresponding angles 

(d) alternate angles 


In Figure 20.12, find angle o. 


< 
137229! 
а 
7 24 , 
< 6°49 
Figure 20.12 


In Figure 20.13, find angles a, b and c. 


Figure 20.13 
Find angle 8 in Figure 20.14. 


133° 


98° 


Figure 20.14 


Convert 76° to radians, correct to 3 decimal 
places. 


Convert 34°40’ to radians, correct to 3 deci- 
mal places. 


Convert 0.714 rad to degrees and minutes. 


Angles and triangles 171 


20.3 Triangles 


A triangle is a figure enclosed by three straight lines. 
The sum of the three angles of a triangle is equal 
to 180°. 


20.3.1 Types of triangle 


An acute-angled triangle is one in which all the angles 
are acute; i.e., all the angles are less than 90°. An 
example is shown in triangle ABC in Figure 20.15(a). 
A right-angled triangle is one which contains a right 
angle; i.e., one in which one of the angles is 90°. An 
example is shown in triangle DEF in Figure 20.15(b). 


A 
D 


549 
50° 


(a) (b) 
Figure 20.15 


An obtuse-angled triangle is one which contains an 
obtuse angle; i.e., one angle which lies between 90° 
and 180°. An example is shown in triangle РОК in 
Figure 20.16(a). 

An equilateral triangle is one in which all the sides and 
all the angles are equal; i.e., each is 60°. An example is 
shown in triangle ABC in Figure 20.16(b). 


A 


60° 
D 


(a) (b) 
Figure 20.16 


An isosceles triangle is one in which two angles and 
two sides are equal. An example is shown in triangle 
EFG in Figure 20.17(a). 

A scalene triangle is one with unequal angles and 
therefore unequal sides. An example of an acute 
angled scalene triangle is shown in triangle ABC in 
Figure 20.17(b). 


Figure 20.17 


Figure 20.18 


With reference to Figure 20.18, 


(a) Angles A, B and C are called interior angles of 
the triangle. 


(b) Angle @ is called an exterior angle of the triangle 
and is equal to the sum of the two opposite interior 
angles; i.e., 0 = А + C. 

(c) a+b +c is called the perimeter of the triangle. 

A 


Figure 20.19 
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A right-angled triangle ABC is shown in Figure 20.19. 
The point of intersection of two lines is called a vertex 
(plural vertices); the three vertices of the triangle are 
labelled as A, В and C, respectively. The right angle 
is angle C. The side opposite the right angle is given 
the special name of the hypotenuse. The hypotenuse, 
length AB in Figure 20.19, is always the longest side of 
a right-angled triangle. With reference to angle B, AC 
is the opposite side and BC is called the adjacent side. 
With reference to angle A, BC is the opposite side and 
AC is the adjacent side. 

Often sides of a triangle are labelled with lower case 
letters, a being the side opposite angle A, b being the 
side opposite angle B and c being the side opposite 
angle C. So, in the triangle ABC, length AB — c, length 
BC =a and length AC = b. Thus, c is the hypotenuse 
in the triangle ABC. 

Z is the symbol used for ‘angle’. For example, in the 
triangle shown, ZC = 90°. Another way of indicating 
an angle is to use all three letters. For example, ZABC 
actually means Z B; i.e., we take the middle letter as the 
angle. Similarly, ZBAC means ZA and ZACB means 
ZC, 

Here are some worked examples to help us understand 
more about triangles. 


Problem 18. 
Figure 20.20 


Name the types of triangle shown in 


Figure 20.20 


(a) Equilateral triangle (since all three sides are 
equal). 
(b) Acute-angled scalene triangle (since all the 


angles are less than 90°). 


(c) Right-angled triangle (39° + 51° = 90°; hence, 
the third angle must be 90°, since there are 180° 
in a triangle). 


(d) Obtuse-angled scalene triangle (since one of the 
angles lies between 90° and 180°). 


(e) Isosceles triangle (since two sides are equal). 


Problem 19. In the triangle ABC shown in 
Figure 20.21, with reference to angle 0, which side 
is the adjacent? 


A 


Figure 20.21 


The triangle is right-angled; thus, side AC is the 
hypotenuse. With reference to angle 0, the opposite side 
is BC. The remaining side, AB, is the adjacent side. 


Problem 20. In the triangle shown in 
Figure 20.22, determine angle 0 


56* 


Ш 0 


Figure 20.22 


The sum of the three angles of a triangle is equal to 
180°. 

The triangle is right-angled. Hence, 

90? + 56° + Z0 = 180° 


Z0 = 180° — 90° — 56° = 34°. 


from which, 


Problem 21. Determine the value of 0 and о in 
Figure 20.23 


Figure 20.23 


In triangle ABC, ZA + ZB + ZC = 180? (the angles in 
a triangle add up to 180°). 

Hence, ZC = 180° — 90° — 62° = 28°. Thus, 

ZDCE = 28° (vertically opposite angles). 

0 = ZDCE+ ZDEC (the exterior angle of a triangle is 
equal to the sum of the two opposite interior angles). 
Hence, Z0 = 28° + 15° = 43°. 

Za and ZDEC are supplementary; thus, 

a = 180° — 15° = 165°. 


Problem 22. ABC is an isosceles triangle in 

which the unequal angle BAC is 56°. AB is extended 

to D as shown in Figure 20.24. Find, for the 

triangle, АВС and ZACB. Also, calculate ZDBC 
A 


Figure 20.24 


Since triangle ABC is isosceles, two sides — i.e. AB and 
AC – are equal and two angles — i.e. ZABC and ZACB — 
are equal. 

The sum of the three angles of a triangle is equal to 180°. 
Hence, ZABC + ZACB = 180? — 56° = 124°. 

Since ZABC = ZACB then 


124° 
ZABC = ZACB = = 62°. 


An angle of 180° lies on a straight line; hence, 

ZABC + ZDBC = 180° from which, 

Z DBC = 180° — ZABC = 180° — 62° = 118°. 
Alternatively, ZDBC=ZA+ZC (exterior angle 
equals sum of two interior opposite angles), 

ie. ZDBC = 56° + 62° = 118°. 
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Problem 23. Find angles a, b, c, d and e in 


Figure 20.25 
TE 
«5%» 
<р 
Figure 20.25 


a = 62° and c = 55° (alternate angles between parallel 
lines). 

55? + b+ 62° = 180° (angles in a triangle add up to 
180°); hence, b = 180° — 55° — 62° = 63°. 

b — d = 63? (alternate angles between parallel lines). 
e+55° + 63° = 180? (angles in a triangle add up to 
180°); hence, e = 180° — 55° — 63° = 62°. 

Check: e =a=62° (corresponding angles between 
parallel lines). 


Now try the following Practice Exercise 


Practice Exercise 78 Triangles (answers on 
page 348) 


1. Name the types of triangle shown іп diagrams 


(a) to (f) in Figure 20.26. 
“8° 
66°\/ 
Sn 157 
(8) (b) 
<] 
397 
45° Quer 
45°( > 
(c) (d) 
2) 
60° 
5 5 


Figure 20.26 
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2. Find the angles a to f in Figure 20.27. 


32° 


y 


83° b 


(a) (b) 


Figure 20.27 
3. In the triangle DEF of Figure 20.28, which 
side is the hypotenuse? With reference to 


angle D, which side is the adjacent? 


D 


| 38° 
E 


т 


Figure 20.28 


4. In triangle DEF of Figure 20.28, determine 
angle D. 


5. MNO is an isosceles triangle in which 
the unequal angle is 65° as shown in 
Figure 20.29. Calculate angle 0. 


Figure 20.29 


Determine 7¢ and Zx in Figure 20.30. 


Figure 20.30 


In Figure 20.31(а) and (b), find angles w, x, y 
and z. What is the name given to the types of 
triangle shown in (a) and (b)? 


Figure 20.31 


Find the values of angles a to 2 in 
Figure 20.32(a) and (b). 


56729” 


(8) (b) 
Figure 20.32 


9. Find the unknown angles a to k in 
Figure 20.33. 


Figure 20.33 


10. Triangle ABC has a right angle at B and 
ZBAC is 34?. BC is produced to D. If the 
bisectors of ZABC and ZACD meet at E, 
determine ZBEC. 


11. Ifin Figure 20.34 triangle BCD is equilateral, 
find the interior angles of triangle ABE. 


A C 


Ең 972 


o 


Figure 20.34 


20.4 Congruent triangles 


Two triangles are said to be congruent if they are equal 
in all respects; i.e., three angles and three sides in one 
triangle are equal to three angles and three sides in the 
other triangle. Two triangles are congruent if 
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(a) the three sides of one are equal to the three sides 
of the other (SSS), 


(b) two sides of one are equal to two sides of the other 
and the angles included by these sides are equal 
(SAS), 


(c) two angles of the one are equal to two angles of 
the other and any side of the first is equal to the 
corresponding side of the other (ASA), or 


(d) their hypotenuses are equal and one other side of 
one is equal to the corresponding side of the other 
(RHS). 


Problem 24. State which of the pairs of triangles 
shown in Figure 20.35 are congruent and name their 
sequence 


C С 
Б Е р 
1 
H J шог! 
А Е 
(8) (b) 
F 
—i 424 
S 
M 7 U 2 Е 
нг B G 
N 
P Ее, V 
X 
A Ww A 
(c) (d) (e) 
Figure 20.35 


(а) Congruent ABC, ЕРЕ (angle, side, angle; 1.е., 
ASA). 


(b) Congruent GIH, Л.К (side, angle, side; i.e., SAS). 


(c) Congruent MNO, КОР (right angle, hypotenuse, 
side; i.e., RHS). 


(d) Not necessarily congruent. It is not indicated that 
any side coincides. 


(e) Congruent ABC, FED (side, side, side; i.e., 
SSS). 
[| 
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Problem 25. In Figure 20.36, triangle РОК is 
isosceles with Z, the mid-point of PQ. Prove that 
triangles PXZ and QYZ are congruent and that 
triangles RXZ and RYZ are congruent. Determine 
the values of angles RPZ and RXZ 


28° 28° 
Р, Z Q 


Figure 20.36 


Since triangle PQR is isosceles, PR = RQ and thus 
ZOPR = ZROP. 


ZRXZ = ZQPR + 28° and ZRYZ = ZRQP + 28° (ext- 
erior angles of a triangle equal the sum of the two interior 
opposite angles). Hence, ZRXZ = ZRYZ. 


ZPXZ = 180° — ZRXZ and ZOYZ = 180° — ZRYZ. 
Thus, ZPXZ = ZQYZ. 


Triangles PXZ and QYZ are congruent since 
ЖР? = ZYQZ, PZ = ZQ and ZXZP = ZYZQ (ASA). 
Hence, XZ = YZ. 


Triangles PRZ and QRZ are congruent since 
РК = КО, ZRPZ=ZRQZ and PZ=ZQ (SAS). 
Hence, ZRZX = ZRZY. 


Triangles RXZ and RYZ are congruent since 
ZRXZ = ZRYZ, XZ = YZ and ZRZX = ZRZY (ASA). 


ZQRZ = 67° and thus ZPRQ = 67? + 67° = 134°. 
180° — 134° 
Hence, / КР = ZRQZ = NE PEE 23°. 
ZRXZ = 23? + 28° = 51° (external angle of a tri- 
angle equals the sum of the two interior opposite 
angles). 


Now try the following Practice Exercise 


Practice Exercise 79 Congruent triangles 
(answers on page 349) 


1. State which of the pairs of triangles in 
Figure 20.37 are congruent and name their 
sequences. 


B D P 
(a) (b) (c) 
V 
W 
сэ. Y 
2 = 
ЇГ Ж 
(а) (е) 
Figure 20.37 


2. Ina triangle ABC, AB = BC and D and Е 
are points on AB and BC, respectively, such 
that AD — CE. Show that triangles AEB and 
CDB are congruent. 


20.5 Similar triangles 


Two triangles are said to be similar if the angles of one 
triangle are equal to the angles of the other triangle. With 
reference to Figure 20.38, triangles ABC and РОК are 
similar and the corresponding sides are in proportion to 
each other, 


ie ЕЕ 
и а b c 
B 
Figure 20.38 
Problem 26. In Figure 20.39, find the length of 


side a 


А 
A 
50° 
с-12.0ст р 
/ 
f= шоо 
B / M70 60° 
a E: [P 
C d=4.42cm 
Figure 20.39 


In triangle ABC, 50° + 70? + ZC = 180°, from which 
ZC = 60°. 
In triangle DEF, ZE = 180° —50° — 60° = 70°. 
Hence, triangles ABC and DEF are similar, since their 
angles are the same. Since corresponding sides are in 
proportion to each other, 

a C. a 12.0 

d f 442 5.0 


12.0 
Hence, side, a — 50 442» — 10.61 cm. 


Problem 27. In Figure 20.40, find the dimensions 
marked r and p 


Figure 20.40 


In triangle POR, ZQ = 180? — 90° — 35° = 55°. 

In triangle XYZ, ZX = 180? — 90? — 55° = 35°. 
Hence, triangles POR and ZYX are similar since their 
angles are the same. The triangles may he redrawn as 
shown in Figure 20.41. 


IN 
Р q=6.82cm R Z y=10.63cm x 


Figure 20.41 
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By proportion: un ise 
42 x 7 
ie p r 6.82 
С 1297 7.44 10.63 
6.82 
from which, r = 7.44 | —— | =4.77cm 
10.63 
, Р 4 , р 6.82 
By proportion: === іе. ——---—— 
Z y 12.97 10.63 
6.82 
H 1 = 12.97 | —— | = 8.32 
ence р (5%) cm 


Problem 28. In Figure 20.42, show that triangles 
CBD and CAE are similar and hence find the length 
of CD and BD 


A 
6 
B 
10^ g 
Е 2 C 
< 
12 7 


Figure 20.42 


Since BD is parallel to AE then ZCBD = ZCAE and 
ZCDB = ZCEA (corresponding angles between paral- 
lel lines). Also, ZC is common to triangles CBD and 
CAE. 

Since the angles in triangle CBD are the same as in 
triangle CAE, the triangles are similar. Hence, 


: : CB CD( BD 
roportion: = = 
цэс» СА СЕХ АЕ 


р 
le. 22 - en. from which 
64-9 12 
9 
CD — 12 (=) =7.2cm 
9 BD . 
Also, — = —, from which 
15 10 
9 
BD= 10 (=) =6cm 
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Problem 29. A rectangular shed 2m wide and 

3m high stands against a perpendicular building of 
height 5.5 m. A ladder is used to gain access to the 
roof of the building. Determine the minimum 
distance between the bottom of the ladder and the 
shed 


A side view is shown in Figure 20.43, where AF 
is the minimum length of the ladder. Since BD 
and CF are parallel, ZADB = ZDFE (correspond- 
ing angles between parallel lines). Hence, triangles 
BAD and EDF are similar since their angles are the 
same. 


AB = AC — BC = AC — DE = 5.5 — 3 = 2.5m 


B Вр . 2.5 2 
= с cm M 


B tion: == —— іе. 
y proportion DE EF 3 EF 


Hence, EF = 2 (5) = 2.4m = minimum distance 


from bottom of ladder to the shed. 


A 
Gi 
D А 
2т 5.5 m 
Shed 
F, СҰ 
SS 
Figure 20.43 


Now try the following Practice Exercise 


Practice Exercise 80 Similar triangles 
(answers on page 349) 


1. In Figure 20.44, find the lengths x and y. 


4. 


14.58mm 


25.69 mm 


Figure 20.44 


РОК 15 an equilateral triangle of side 4 cm. 
When PQ and PR are produced to 5 and Т, 
respectively, ST is found to be parallel with 
OR. If PS is 9cm, find the length of ST. X 
is a point on ST between S and T such that 
the line PX is the bisector of ZSPT. Find the 
length of PX. 


In Figure 20.45, find 
(a) the length of BC when AB = 6cm, 
DE = 8cm and DC = 3cm, 
(b) the length of DE when EC —2cm, 
AC = 5cm and AB = 10cm. 
A B 


D Е 
Figure 20.45 


In Figure 20.46, AF =8m,AB=5m and 
BC = 3m. Find the length of BD. 


C 


A Е Е 


Figure 20.46 
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20.6 Construction of triangles 


To construct any triangle, the following drawing instru- 
ments are needed: 


(a) ruler and/or straight edge 

(b) compass 

(c) protractor 

(d) pencil. 

Here are some worked problems to demonstrate triangle 


construction. 


Problem 30. Construct a triangle whose sides are 
6cm, 5cm and 3cm 


Figure 20.47 


With reference to Figure 20.47: 


(0) Draw а straight line of any length and, with a pair 
of compasses, mark out 6cm length and label it 
AB. 


(i) Setcompass to 5 cm and with centre at A describe 
arc DE. 


(ii) Setcompass to 3cm and with centre at B describe 
arc FG. 


(iv) The intersection of the two curves at C is the ver- 
tex of the required triangle. Join AC and BC by 
straight lines. 


It may be proved by measurement that the ratio of the 
angles of a triangle is not equal to the ratio of the sides 
(i.e., in this problem, the angle opposite the 3 cm side is 
not equal to half the angle opposite the бст side). 


Problem 31. Construct a triangle ABC such that 
а = бст, b = 3cm and ZC = 60? 


With reference to Figure 20.48: 


Figure 20.48 


(i) Draw a line BC, бст long. 


(ii) Using a protractor centred at C, make an angle of 


60° to BC. 


(iii) From C measure a length of 3cm and label A. 


(iv) Join B to A by a straight line. 


Problem 32. Construct a triangle РОК given that 
QR = 5cm, ZQ = 70° and ZR = 44? 


Figure 20.49 


With reference to Figure 20.49: 


(i) Draw a straight line 5cm long and label it OR. 


(1) Use a protractor centred at О and make an angle 


of 70°. Draw ОО”. 


(iii) Use a protractor centred at R and make an angle 


of 44°. Draw RR’. 


(iv) The intersection of QQ’ and RR’ forms the vertex 


P of the triangle. 


Problem 33. Construct a triangle XYZ given that 
XY = 5cm, the hypotenuse YZ = 6.5 cm and 
LX esr 
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Figure 20.50 


With reference to Figure 20.50: 


0) 
(1) 


Gii) 


Draw a straight line 5cm long and label it XY. 


Produce XY any distance to B. With compass cen- 
tred at X make an arc at A and A’. (The length ХА 
and XA’ is arbitrary.) With compass centred at A 
draw the arc PQ. With the same compass setting 
and centred at A’, draw the arc RS. Join the inter- 
section of the arcs, C to X, and a right angle to 
XY is produced at X. (Alternatively, a protractor 
can be used to construct a 90° angle.) 


The hypotenuse is always opposite the right angle. 
Thus, YZ is opposite 7X. Using a compass 


(iv) 


centred at Y and set to 6.5cm, describe the 
arc UV. 


The intersection of the arc UV with XC produced, 
forms the vertex Z of the required triangle. Join 
YZ with a straight line. 
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Now try the following Practice Exercise 


Construction of 


triangles (answers on page 349) 


In the following, construct the triangles ABC for 
the given sides/angles. 


ЇР 


2 
3 
4. 
5 


аг 8ст b= бетгапа!су = оета 
a — 40mm, b — 60mm and C = 60°. 
0 = (бат (С = sEande bg one 
с -- 4ст, А = 130° and С = 15°. 


а = 90mm, В = 90°, hypotenuse = 105mm. 


Chapter 21 


Introduction to trigonometry 


21.1 Introduction 


Trigonometry is a subject that involves the measurement 
of sides and angles of triangles and their relationship to 
each other. 

The theorem of Pythagoras and trigonometric ratios 
are used with right-angled triangles only. However, 
there are many practical examples in engineering 
where knowledge of right-angled triangles is very 
important. 

In this chapter, three trigonometric ratios — i.e. sine, 
cosine and tangent — are defined and then evaluated 
using a calculator. Finally, solving right-angled trian- 
gle problems using Pythagoras and trigonometric ratios 
is demonstrated, together with some practical examples 
involving angles of elevation and depression. 


21.2 The theorem of Pythagoras 


The theorem of Pythagoras states: 

In any right-angled triangle, the square of the 
hypotenuse is equal to the sum of the squares of the 
other two sides. 

In the right-angled triangle ABC shown in Figure 21.1, 
this means 


b =a +c? (1) 


Figure 21.1 


DOI: 10.1016/B978- 1-856 17-697-2.00021-1 


If the lengths of any two sides of a right-angled triangle 
are known, the length of the third side may be calculated 
by Pythagoras’ theorem. 


b= уа? +c? 


From equation (1): 


Transposing equation (1) for a gives a? = b? — c?, from 
which a = Vb? — c2 
2 


Transposing equation (1) for c gives c? = b? — a”, from 
which c = 4 b? — a? 


Here are some worked problems to demonstrate the 
theorem of Pythagoras. 


Problem 1. In Figure 21.2, find the length of BC 


C 
b=4cm a 
^ c=3cm P 
Figure 21.2 
From Pythagoras, a=b* +e 
ie. a = 42 +3? 
=16+9 = 25 
Непсе, а= м 25 = 5cm. 


м 25 = +5 but ina practical example like this an answer 
of a — —5cm has no meaning, so we take only the 
positive answer. 


Thus a = BC = 5cm. 
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PQR is a 3, 4, 5 triangle. There are not many right- 
angled triangles which have integer values (i.e. whole 
numbers) for all three sides. 


Problem 2. In Figure 21.3, find the length of EF 


D 
Im Е е= 13ст 
E d |Р 
Figure 21.3 

By Pythagoras’ theorem, e =d+ f ы 
Непсе, 13? = d? + 5? 

169 = d? +25 

d? = 169 — 25 = 144 

Thus, d = 4144 = 12cm 
Le. а = EF = 12cm 


DEF is а 5, 12, 13 triangle, another right-angled 
triangle which has integer values for all three sides. 


Problem 3. Two aircraft leave an airfield at the 
same time. One travels due north at an average 
speed of 300km/h and the other due west at an 
average speed of 220 km/h. Calculate their distance 
apart after 4 hours 


After 4 hours, the first aircraft has travelled 
4 x 300 = 1200 km due north 
and the second aircraft has travelled 
4 x 220 = 880 km due west, 


as shown in Figure 21.4. The distance apart after 
4hours — BC. 


Ж 
5 1200 Кт 


Figure 21.4 


From Pythagoras’ theorem, 
BC? = 1200? + 880? 
= 1440000 + 774400 = 2214400 
and ВС = V2214400 = 1488km. 


Hence, distance apart after 4 hours = 1488 km. 


Now try the following Practice Exercise 


Practice Exercise 82 Theorem of 
Pythagoras (answers on page 350) 


1. Find the length of side x in Figure 21.5. 


41cm 


40cm 
Figure 21.5 


2. Findthe length of side x in Figure 21.6(a). 


3. Find the length of side x in Figure 21.6(b), 
correct to 3 significant figures. 


25m 
7m 
г 
X 
(a) 

X 

4.7mm 
8.3mm 


(b) 
Figure 21.6 


4. Inatriangle ABC, АВ = 17cm, BC = 12 ст 
апа ZABC = 90°. Determine the length of 
AC, correct to 2 decimal places. 


5. А tent peg is 4.0m away from a 6.0m high 
tent. What length of rope, correct to the 


10. 


ШЕ 


125 


13: 


nearest centimetre, runs from the top of the 
tent to the peg? 


In a triangle ABC, ZB is a right angle, 
AB — 6.92cm and BC = 8.78cm. Find the 
length of the hypotenuse. 


In a triangle CDE, D = 90°, 
CD = 14.83 mm and CE = 28.31 mm. 
Determine the length of DE. 


Show that if a triangle has sides of 8, 15 and 
17cm it is right-angled. 


Triangle PQR is isosceles, Q being a right 
angle. If the hypotenuse is 38.46cm find (a) 
the lengths of sides PQ and QR and (b) the 
value of Z QPR. 


А man cycles 24 km due south and then 20 km 
due east. Another man, starting at the same 
time as the first man, cycles 32km due east 
and then 7 km due south. Find the distance 
between the two men. 


A ladder 3.5 m long is placed against a per- 
pendicular wall with its foot 1.0m from the 
wall. How far up the wall (to the nearest cen- 
timetre) does the ladder reach? If the foot of 
the ladder is now moved 30cm further away 
from the wall, how far does the top of the 
ladder fall? 


Two ships leave a port at the same time. One 
travels due west at 18.4 knots and the other 
due south at 27.6 knots. If Iknot = 1 nautical 
mile per hour, calculate how far apart the two 
ships are after 4 hours. 


Figure 21.7 shows a bolt rounded off at one 
end. Determine the dimension Л. 


E 
E. 
© 
[ 
x 


ша 


R=45mm 


Figure 21.7 
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14. Figure 21.8 shows a cross-section of a com- 
ponent that is to be made from a round bar. 
If the diameter of the bar is 74mm, calculate 
the dimension x. 


: 
А 
4 Сы 72mm 
v 
Figure 21.8 


21.3 Sines, cosines and tangents 


With reference to angle @ in the right-angled triangle 
ABC shown in Figure 21.9, 


opposite side 


ѕіпе 0 = 
hypotenuse 


А : : : . BC 
‘Sine’ is abbreviated to ‘sin’, thus sinó = — 


AC 
C 
ce 
oem 1 
we Opposite 
0 Ш 
А Adjacent B 


Figure 21.9 


. adjacent side 
Also, cosine? = ———————— 
hypotenuse 


‘Cosine’ is abbreviated to ‘cos’, thus cos? = AC 
opposite side 


Finally, tangent 0 = ———————— 
y Б adjacent side 


BC 
‘Tangent’ is abbreviated to ‘tan’, thus tan = AB 


These three trigonometric ratios only apply to right- 
angled triangles. Remembering these three equations 
is very important and the mnemonic “5ОН CAH TOA’ 
is one way of remembering them. 
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SOH indicates sin = opposite + hypotenuse 
CAH indicates cos = adjacent + hypotenuse 
TOA indicates tan = opposite + adjacent 


Here are some worked problems to help familiarize 
ourselves with trigonometric ratios. 


Problem 4. In triangle РОК shown in 
Figure 21.10, determine sin 0, cos 0 and tan 0 


P 
13 
5 
0 
Q 12 R 
Figure 21.10 
ite sid P 5 
sing = 9PPositeside _ PO _ > _ Q 3846 
hypotenuse PR 13 
dj t sid R 12 
cops PEE. ОКС фон 
hypotenuse PR 13 
ite sid P 
tan = SUL NI MES — 0.4167 


adjacent side QR 12 


Problem 5. In triangle ABC of Figure 21.11, 
determine length AC, sin C, cos C, tan C, sin A, 
cos A and tan A 


A 
3.47 cm 
E 4.62 ст с 
Figure 21.11 
By Pythagoras, AC? = AB? + BC? 
ie. AC? = 3.472 + 4.62? 
from which AC = 43.47? + 4.62? = 5.778cm 


opposite side AB 3.47 


sinC = = = = 0.6006 
hypotenuse АС 5.778 
dj t sid BC 4.62 
cosc MS LEE e — 0.7996 
hypotenuse AC 5.778 
ite sid AB 47 
tanC = ЕЕ e м ын = а = 0.7511 
adjacent side ВС 4.62 
ite sid B 4.62 
dg. OO лғы ла 
hypotenuse АС 5.778 
A adjacent side AB 3.47 0.6006 
cl hypotenuse 7 AC 578 ` 
ite sid B 4.62 
jes ES Me. үзі 


adjacent side АВ 3.47 


8 
Problem 6. Iftan B — 15” determine the value of 
sin В, cos В, sin A and tan A 


A right-angled triangle ABC is shown in Figure 21.12. 
If tan B = 15” then АС = 8 and BC = 15. 


B 15 C 


Figure 21.12 


By Pythagoras, AB? = AC? + BC? 
ie. AB? = 82 4.15? 
from which AB -—4 8 +152 =17 


sin B = ас = 8 ог 0.4706 


АВ 17 
В = св 0.8824 
cos “АВ = 17° x 
dide do са 
AB 17 
BC 15 
А = — = — or 1.875 
tan АС 8 9 8750 


Problem 7. Point A lies at co-ordinate (2, 3) and 
point B at (8, 7). Determine (a) the distance AB and 
(b) the gradient of the straight line AB 


Figure 21.13 
(a) Points A and B are shown in Figure 21.13(a). 


In Figure 21.13(b), the horizontal and vertical 
lines AC and BC are constructed. Since ABC is 
a right-angled triangle, and AC = (8 — 2) = 6 and 
BC = (7 —3) =4, by Pythagoras’ theorem, 
AB? = АС? + BC? = 62 + 42 

and АВ = /62 +42 = 4/52 

= 7.211 correct to 3 

decimal places. 


(b) The gradient of AB is given by (апд, i.e. 


radient = (ап0 2-0 
1 = tang = = = 
8 АС 6 3 


Now try the following Practice Exercise 


Practice Exercise 83 
(answers on page 349) 


Trigonometric ratios 


1. Sketch a triangle XYZ such that 
aya ООУ Ост алс 272522 IC 
Determine sin 7, cos Z, tan X and cos X. 


2. In triangle ABC shown in Figure 21.14, find 
sin A, cos A, tan A, sin B, cos В and tan B. 


Figure 21.14 


3. IfcosA = 


form. 


15 
17 find sin A and tan A, in fraction 
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1 
4. IftanX = = find sin X and cos X, in frac- 


tion form. 


5. For the right-angled triangle shown in 
Figure 21.15, find (a) sino (b) cos0 (с) tan0. 


Uy 


Figure 21.15 


6. If tand= T. find sin and cosÓ in fraction 
form. 

7. Point P lies at co-ordinate (—3, 1) and point 
Q at (5, —4). Determine 
(a) the distance PQ. 
(b) the gradient of the straight line PQ. 


21.4 Evaluating trigonometric ratios 


of acute angles 


The easiest way to evaluate trigonometric ratios of any 
angle is to use a calculator. Use a calculator to check the 
following (each correct to 4 decimal places). 


sin29° = 0.4848 sin53.62° = 0.8051 
cos 67? = 0.3907 соѕ 83.57° = 0.1120 


tan34° = 0.6745 tan67.83° = 2.4541 


429 
sin 67°43’ = sin67— = sin67.7166666...° = 0.9253 


2 o 
cos 13?28' = cos B — cos 13.466666...? — 0.9725 


о 


4 
tan 56254/ = аһ5654 = tan56.90° = 1.5340 


If we know the value of a trigonometric ratio and need to 
find the angle we use the inverse function on our calcu- 
lators. For example, using shift and sin on our calculator 
gives sin-!( 

If, for example, we know the sine of an angle is 0.5 then 
the value of the angle is given by 


біп 10.5 = 30° (Check that ѕіп 30° = 0.5) 
Similarly, if 
cos = 0.4371 then 0 = сов”! 0.4371 = 64.08? 
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and if 
tan A = 3.5984 then A = tan ^! 3.5984 = 74.47? 


each correct to 2 decimal places. 
Use your calculator to check the following worked 
problems. 


Problem 8. Determine, correct to 4 decimal 
places, 81143939” 


jo 


sin43?39' = sinas = sin43.65? = 0.6903 


This answer can be obtained using the calculator as 
follows: 


1. Press sin 2. Enter 43 3. Press? ’” 
4. Enter 39 5. Press? ""* 6. Press ) 
7. Press = Answer = 0.6902512... 


Problem 9. Determine, correct to 3 decimal 
places, 6 cos 62°12’ 


12° 
6 cos 62° 12' = 6 cos 02 d = 6cos62.20? = 2.798 


This answer can be obtained using the calculator as 
follows: 


1. Enter 6 2. Press cos 3. Enter 62 
4. Press? " 5. Enter 12 6. Press? " 
7. Press ) 8. Press Answer = 2.798319... 


Problem 10. Evaluate sin 1.481, correct to 4 
significant figures 


sin 1.481 means the sine of 1.481 radians. (If there is no 
degrees sign, i.e.? , then radians are assumed). Therefore 
a calculator needs to be on the radian function. 

Hence, sin 1.481 — 0.9960 


Problem 11. Evaluate сов(3л /5), correct to 4 
significant figures 


As in Problem 10, 37/5 is in radians. 
Hence, со8(3л /5) = cos 1.884955... = —0.3090 
Since, from page 166, zradians = 180°, 
3 
37/5 rad = 5 x 180° = 108°. 


i.e. 37:/5 rad = 108°. Check with your calculator that 
cos 108° = —0.3090 


Problem 12. Evaluate tan 2.93, correct to 4 
significant figures 


Again, since there is no degrees sign, 2.93 means 2.93 
radians. 

Hence, tan2.93 = —0.2148 

It is important to know when to have your calculator on 
either degrees mode or radian mode. A lot of mistakes 
can arise from this if we are not careful. 


Problem 13. Find the acute angle біп”! 0.4128 in 
degrees, correct to 2 decimal places 


біп”! 0.4128 means ‘the angle whose sine is 0.4128’. 
Using a calculator, 
1. Press shift 

4. Press ) 


The answer 24.380848... is displayed. 
Hence, sin! 0.4128 = 24.38? correct to 2 decimal 
places. 


2. Press sin 3. Enter 0.4128 


5. Press = 


Problem 14. Find the acute angle cos! 0.2437 in 
degrees and minutes 


cos! 0.2437 means ‘the angle whose cosine is 0.2437’. 
Using a calculator, 


1. Press shift 
4. Press ) 


2. Press cos 3. Enter 0.2437 


5. Press = 

The answer 75.894979... is displayed. 

6. Press ° ” and 75° 53’ 41.93" is displayed. 

Hence, cos~! 0.2437 = 75.899 = 77954” correct to the 


nearest minute. 


Problem 15. Find the acute angle tan~! 7.4523 іп 
degrees and minutes 


tan! 7.4523 means ‘the angle whose tangent is 7.4523’. 
Using a calculator, 


1. Press shift 
4. Press ) 


2. Press tan 3. Enter 7.4523 


5. Press = 
The answer 82.357318... is displayed. 
6. Press ° ” and 82° 21’ 26.35" is displayed. 


Hence, tan! 7.4523 = 82.36? = 82°21’ correct to the 
nearest minute. 


Problem 16. In triangle EFG in Figure 21.16, 
calculate angle G 


Е 


8.7) 
2.30 ст 20 


Figure 21.16 


With reference to ZG, the two sides of the triangle given 
are the oppositeside EF and the hypotenuse EG; hence, 
sine is used, 


1.6. sinG = 220 = 0.26406429... 
8.71 

from which, С = sin^! 0.26406429... 

i.e. С = 15.311360? 

Непсе, ZG = 15.31° or 15°19’. 


Problem 17. Evaluate the following expression, 
correct to 3 significant figures 
4.2 tan 49°26’ — 3.7 sin66?1' 
7.1 cos 29°34’ 


By calculator: 
о, 26\° 
tan49^26 = tan 495) = 1.1681, 


sin66°1’ = 0.9137 and cos 29°34’ = 0.8698 


4.2tan 49°26’ — 3.7sin66° 1’ 
7.1 со829934/ 


|. (4.2 x 1.1681) — (3.7 x 0.9137) 
(7.1 x 0.8698) 


Hence, 


4.9060 — 3.3807 1.5253 
6.1756 77 6.1756 
= 0.2470 = 0.247, 


correct to 3 significant figures. 


Now try the following Practice Exercise 


Practice Exercise 84 Evaluating 
trigonometric ratios (answers on page 349) 


1. Determine, correct to 4 decimal places, 
3sin66?41'. 


10. 


11. 


125 
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Determine, correct to 3 decimal places, 
5 СОЛА 


Determine, correct to 4 significant figures, 
7 їап7999”, 


Determine 
m 

(a) sine 23 (b) соѕ 1.681 (с) tan3.672 

Find the acute angle біп”! 0.6734 in degrees, 


correct to 2 decimal places. 


Find the acute angle сов”! 0.9648 in degrees, 
correct to 2 decimal places. 


Find the acute angle (ап! 3.4385 in degrees, 
correct to 2 decimal places. 


Find the acute angle sin! 0.1381 in degrees 
and minutes. 


Find the acute angle со”! 0.8539 in degrees 
and minutes. 


Find the acute angle tan ^! 0.8971 in degrees 
and minutes. 


In the triangle shown in Figure 21.17, deter- 
mine angle 6, correct to 2 decimal places. 


Figure 21.17 


In the triangle shown in Figure 21.18, deter- 
mine angle 0 in degrees and minutes. 


Figure 21.18 
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13. Evaluate, correct to 4 decimal places, 
4.5cos 67°34’ — sin 90? 
2tan45? 
14. Evaluate, correct to 4 significant figures, 
(3 510 37.83°)(2.5 tan 57.48?) 
4.1 cos 12.56? 


21.5 Solving right-angled triangles 


‘Solving a right-angled triangle’ means ‘finding the 
unknown sides and angles’. This is achieved using 


(a) the theorem of Pythagoras and/or 
(b) trigonometric ratios. 


Six pieces of information describe a triangle completely; 
i.e., three sides and three angles. As long as at least 
three facts are known, the other three can usually be 
calculated. 

Here are some worked problems to demonstrate the 
solution of right-angled triangles. 


Problem 18. In the triangle ABC shown in 
Figure 21.19, find the lengths AC and AB 


A 


B 6.2mm C 


Figure 21.19 


There is usually more than one way to solve such a 
triangle. 


In triangle ABC, 
A A 
tan42° = = = вэ 
ВС 62 
(Remember SOH CAH TOA) 


Transposing gives 
AC = 6.2 tan 42° = 5.583 mm 


BC 62 . 
cos42? = —— = ——, from which 
AB AB 


6.2 
~ cos429 
Alternatively, by Pythagoras, AB? = AC? + BC? 
from which АВ = VAC? + BC? = 45.5832 + 6.2? 
= /69.609889 = 8.343 mm. 


Problem 19. Sketch a right-angled triangle ABC 
such that B = 90°, АВ = 5cm and BC = 12cm. 
Determine the length of AC and hence evaluate 
sin A, cos C and tan A 


= 8.343 mm 


Triangle ABC is shown in Figure 21.20. 


Figure 21.20 


By Pythagoras’ theorem, АС = ,/52 +122 = 13 


ЯГ : opposite side 
By definition: sinA = = 


12 
= — or 0.9231 
hypotenuse 13 


(Remember SOH CAH TOA) 


adjacent side 


с ог 0.9231 


cosC = = 
hypotenuse 13 


ite sid 12 
opposite side 120 2.400 


and tan A = — zy 
adjacent side 5 


Problem 20. Intriangle PQR shown in 
Figure 21.21, find the lengths of PQ and PR 


P 
38° 
Q 7.5 ст R 
Figure 21.21 
PQ P 
tan38? — РО = PQ hence 
QR 75 


РО =7.5tan38° = 7.5(0.7813) = 5.860 cm 
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, QR 75 
cos 38° = —— = —., hence 
PR PR 
7.5 7.5 


= 9.518 cm 


= соѕ38° 0.7880 


Check: using Pythagoras’ theorem, 
(7.5)? + (5.860)? = 90.59 = (9.518). 


Problem 21. Solve the triangle ABC shown in 
Figure 21.22 


35mm 


| 37mm 


To ‘solve the triangle ABC’ means ‘to find the length 
AC and angles B and C’. 


Figure 21.22 


sinC — 35 = 0.94595, hence 
37 
C = sin ^! 0.94595 = 71.08° 


B — 180? — 90? — 71.08? — 18.92? (sincethe angles in 
a triangle add up to 180?) 


. AC 
sin B = —. hence 
37 
AC = 37 sin 18.92° = 37(0.3242) = 12.0 mm 


or, using Pythagoras’ theorem, 372 = 35? + AC? , from 


which AC = /(372 — 352) = 12.0 mm. 


Problem 22. Solve triangle XYZ given 
ZX = 90°, ZY = 23?17' and YZ = 20.0 mm 


It is always advisable to make a reasonably accurate 
sketch so as to visualize the expected magnitudes of 
unknown sides and angles. Such a sketch is shown in 
Figure 21.23. 


ZZ = 180° — 90° — 23°17' = 66°43’ 


20.0 mm 


23717” 


Figure 21.23 


XZ 
20.0” 
= 20.0(0.3953) = 7.906 mm 


sin23?17' = hence XZ = 20.0 sin 23°17’ 


XY 
cos 23°17’ = 210 hence XY = 20.0cos 23°17’ 


= 20.0(0.9186) = 18.37mm 
Check: using Pythagoras’ theorem, 
(18.37)? + (7.906)? = 400.0 = (20.0), 


Now try the following Practice Exercise 


Practice Exercise 85 Solving right-angled 
triangles (answers on page 349) 


]. Calculate the dimensions shown as x in 
Figures 21.24(a) to (f), each correct to 4 
significant figures. 


(b) 


Figure 21.24 
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F 


E: 
4.0 
D 
8.0 
(b) 
G nc 

.0 

V 2 


(e) K M 


( 
7 


H 
L 
12.0 
J 
(c) 
IE 
6 
чө? 
(9) 
[1 (0) 
X 
4.0 
53° 
1-р 
Figure 21.24 
2. Find the unknown sides and angles in the right- N 
angled triangles shown in Figure 21.25. The (e) 
A 
41° 
3.0 
5.0 
B 
5.0 А ан z 
(a) (f) 


dimensions shown are in centimetres. 
Figure 21.25 Figure 21.25 


4.30 
59° 
x 
9) 
x 
0 
(f) 


7 
Q 
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3. A ladder rests against the top of the perpendi- 
cular wall of a building and makes an angle of 
73° with the ground. If the foot of the ladder is 
2m from the wall, calculate the height of the 
building. 


4. Determine the length x in Figure 21.26. 


56° 7 


x 
Figure 21.26 


21.6 Angles of elevation and 


depression 


If, in Figure 21.27, BC represents horizontal ground and 
AB a vertical flagpole, the angle of elevation of the top 
of the flagpole, A, from the point C is the angle that the 
imaginary straight line AC must be raised (or elevated) 
from the horizontal CB; i.e., angle 0. 


Figure 21.27 


Figure 21.28 


If, in Figure 21.28, PQ represents a vertical cliff and 
R a ship at sea, the angle of depression of the ship 
from point P is the angle through which the imaginary 
straight line PR must be lowered (or depressed) from 
the horizontal to the ship; i.e., angle ф. (Note, / РКО is 
also ф — alternate angles between parallel lines.) 


Problem 23. An electricity pylon stands on 
horizontal ground. At a point 80m from the base of 
the pylon, the angle of elevation of the top of the 


pylon is 23°. Calculate the height of the pylon to the 
nearest metre 


Figure 21.29 shows the pylon AB and the angle of 
elevation of A from point C is 23°. 


A 
23^ 
C 80m B 
Figure 21.29 
о AB AB 
(ап 23° = — = — 
BC 80 


Hence, height of pylon AB = 80tan 23° 
= 80(0.4245) = 33.96m 
= 34m to the nearest metre. 


Problem 24. A surveyor measures the angle of 
elevation of the top of a perpendicular building as 
199, He moves 120m nearer to the building and 
finds the angle of elevation is now 47°. Determine 
the height of the building 


The building PQ and the angles of elevation are shown 
in Figure 21.30. 


P 
h 
i 47 R 19° s 
р X "n 120 қ 
Figure 21.30 
7 
In triangle PQS, tan19° = 5 7 
Непсе, h = tan 19? (x + 120) 


ie. h = 0.3443(х +120) (1) 


h 
In triangle POR, tan47° = — 
х 
Hence, h =tan47°(x) i.e. h = 1.0724x (2) 


Equating equations (1) and (2) gives 
0.3443(x + 120) = 1.0724x 
0.3443x + (0.3443)(120) = 1.0724x 
(0.3443)(120) = (1.0724 — 0.3443)x 
41.316 = 0.7281x 


192 Basic Engineering Mathematics 


From equation (2) height of building, 
h = 1.0724x = 1.0724(56.74) = 60.85 m. 


Problem 25. The angle of depression of a ship 
viewed at a particular instant from the top of a 75m 
vertical cliff is 30°. Find the distance of the ship 
from the base of the cliff at this instant. The ship is 
sailing away from the cliff at constant speed and 1 
minute later its angle of depression from the top of 
the cliff is 20°. Determine the speed of the ship in 
km/h 


Figure 21.31 shows the cliff AB, the initial position of 
the ship at C and the final position at D. Since the angle 
of depression is initially 30°, ZACB = 30° (alternate 
angles between parallel lines). 


A 30° 
BET 
75m 
= 30° 20° 
B С х р 


Figure 21.31 


AB 75 
tan30? = — = — hence, 


BC BC 
Cu 75 
^ tan30° 
= 129.9 m = initial position 
of ship from base of cliff 
In triangle ABD, 
AB 75 75 

tan20° = 


BD BC+CD 12994x 


7 
Hence, 129.9 +x = ELM — 206.06m 
tan 209 
from which x = 206.06 — 129.9 = 76.16m 


Thus, the ship sails 76.16 m in 1 minute; i.e., 60s, 


й distance 76.16 
Hence, speed of ship = — = — m/s 
time 60 
76.16 x 60 x 60 
km/h = 4.57 km/h. 
60 х 1000 К 


Now try the following Practice Exercise 


Practice Exercise 86 Angles of elevation 
and depression (answers on page 349) 


1° 


A vertical tower stands on level ground. At 
a point 105m from the foot of the tower the 
angle of elevation of the top is 19°. Find the 
height of the tower. 


If the angle of elevation of the top of a vertical 
30m high aerial is 32°, how far is it to the 
aerial? 


From the top of a vertical cliff 90.0m high 
the angle of depression of a boat is 19°50’. 
Determine the distance of the boat from the 
cliff. 


From the top of a vertical cliff 80.0 m high the 
angles of depression of two buoys lying due 
west of the cliff are 23? and 15°, respectively. 
How far apart are the buoys? 


From a point on horizontal ground a surveyor 
measures the angle of elevation of the top of 
a flagpole as 18°40’. He moves 50m nearer 
to the flagpole and measures the angle of ele- 
vation as 26°22’. Determine the height of the 
flagpole. 


A flagpole stands on the edge of the top of a 
building. At a point 200m from the building 
the angles of elevation of the top and bot- 
tom of the pole are 32° and 30° respectively. 
Calculate the height of the flagpole. 


From a ship at sea, the angles of elevation of 
the top and bottom of a vertical lighthouse 
standing on the edge of a vertical cliff are 
31° and 26°, respectively. If the lighthouse is 
25.0m high, calculate the height of the cliff. 


From a window 4.2 m above horizontal ground 
the angle of depression of the foot of a building 
across the road is 24° and the angle of elevation 
of the top of the building is 34°. Determine, 
correct to the nearest centimetre, the width of 
the road and the height of the building. 


The elevation of a tower from two points, one 
due west of the tower and the other due east 
of it are 20° and 24°, respectively, and the two 
points of observation are 300 m apart. Find the 
height of the tower to the nearest metre. 


Revision Test 8 : Angles, triangles and trigonometry 


This assignment covers the material contained in Chapters 20 and 21. The marks available are shown in brackets at 
the end of each question. 


1. Determine 38?48' + 17°23’. (2) 8. In Figure RT8.4, if triangle ABC is equilateral, 
: 277) ome Apap determine CDE. (3) 
2, Шәйәнтшіте 20/9413) П USE 3) 520 ООР 
3 
(3) A A 
3. Change 42.683° to degrees and minutes. (2) 
4. Convert 77?42/34" to degrees correct to 3 decimal 
places. (3) 
5. Determine angle 0 in Figure RT8.1. (3) С 
926 
E 
D 
Figure RT8.4 
9. Find angle J in Figure RT8.5. (2) 
Figure RT8.1 H 
6. Determine angle 0 in the triangle in Figure RT8.2. C 
(2) G] 
J 
Figure RT8.5 
10. Determine angle 0 in Figure RT8.6. (3) 


Figure RT8.2 


7. Determine angle 6 in the triangle in Figure RT8.3. 


(2) 


Figure RT8.6 


11. State the angle (a) supplementary to 49° (b) com- 
Figure RT8.3 plementary to 49°. (2) 
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12. In Figure RT8.7, determine angles x, y and z. 
(3) 


Figure КТ8.7 
13. In Figure RT8.8, determine angles a to e. (5) 


Figure RT8.8 
14. In Figure RT8.9, determine the length of AC. 
(4) 
B 
10m 
D 
C 
8m 
E 

Figure RT8.9 


15. Intriangle J KL in Figure RT8.10, find 
(a) thelength K J correct to 3 significant figures. 
(b) sinL and tan K, each correct to 3 decimal 
places. (4) 


16. 


17: 
18. 


19), 


20. 


248 


229 


287 


Gv 


5:91 


Figure КТ8.10 


Two ships leave a port at the same time. Ship X 
travels due west at 30 km/h and ship Y travels due 
north. After 4 hours thetwo ships are 130 kmapart. 
Calculate the velocity of ship Y. (4) 


12 
If sinA — 3T find tan A in fraction form. (3) 


Evaluate 5tan62?11' correct to 3 significant 


figures. (2) 
Determine the acute angle cos ^! 0.3649 in degrees 
and minutes. (2) 


In triangle P QR in Figure RT8.11, find angle Р 
in decimal form, correct to 2 decimal places. (2) 


P Q 
а 152 
R 
Figure RT8.11 
Evaluate, correct to 3 significant figures, 
3 tan 81.27° — 5 cos 7.32? — 6 sin 54.81°. (2) 


In triangle ABC in Figure RT8.12, find lengths 
AB and AC, correct to 2 decimal places. (4) 


A 


40° 35' 
B C 


Figure RT8.12 


From a point P, the angle of elevation of a 40m 
high electricity pylon is 20°. How far is point P 
from the base of the pylon, correct to the nearest 
metre? (3) 


Chapter 22 


Trigonometric waveforms 


22.1 Graphs of trigonometric 


functions 


By drawing up tables of values from 0° to 360°, graphs 
of y = sin А, у = cos A and у = tan A may be plotted. 
Values obtained with a calculator (correct to 3 deci- 
mal places — which is more than sufficient for plotting 
graphs), using 30? intervals, are shown below, with the 
respective graphs shown in Figure 22.1. 
(a) y=sinA 

A 0 30° 60° 90° 120? 150? 180° 


sinA 0 0.500 0.866 1.000 0.866 0.500 0 


210° 240° 270° 300° 330° 360° 


sin А —0.500 -0.866 —1.000 —0.866 —0.500 0 


(D y=cosA 


90? 120° 150° 180° 


cos А 1.000 0.866 0.500 0  —0.500 —0.866 —1.000 


210° 240? 270° 300? 330° 360° 


сов А -0.866 -0.500 0 0.500 0.866 1.000 


(c) y=tanA 


A O 30°" 605 90° 120° 150? 1809 


(00250052 Ә2 еа 228 50577110) 


210° 240° 270° 300° 330° 360° 


tanA 0.577 1.732 со —1.732 -0.577 0 


DOI: 10.1016/В978-1-85617-697-2.00022-3 


30 60 90 120 150 149219 240 270 300 330 
! i 


І 
І 
I 
І 
І 
| 
І 
І 
y= cos А 


Figure 22.1 


From Figure 22.1 it is seen that 


(a) Sine and cosine graphs oscillate between peak 
values of +1. 


(b) The cosine curve is the same shape as the sine 
curve but displaced by 90°. 


(c) Thesine and cosine curves are continuous and they 
repeat at intervals of 360° and the tangent curve 
appears to be discontinuous and repeats at intervals 
of 180°. 
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22.2 Angles of any magnitude 


Figure 22.2 shows rectangular axes ХХ” and YY’ 
intersecting at origin 0. As with graphical work, mea- 
surements made to the right and above 0 are positive, 
while those to the left and downwards are negative. 

Let 0А be free to rotate about 0. By convention, 
when 0A moves anticlockwise angular measurement is 
considered positive, and vice versa. 


90* 
Y 

Quadrant 2 Quadrant 1 
+ + 

— Ё dU 
180 X 0 j X 360° 

Quadrant 3 Quadrant 4 
ү” 
270% 

Figure 22.2 


Let ОА be rotated anticlockwise so that 0; is any 
angle in the first quadrant and let perpendicular AB 
be constructed to form the right-angled triangle ОАВ 
in Figure 22.3. Since all three sides of the trian- 
gle are positive, the trigonometric ratios sine, cosine 
and tangent will all be positive in the first quadrant. 
(Note: ОА is always positive since it is the radius of a 
circle.) 

Let OA be further rotated so that 62 is any angle in the 
second quadrant and let AC be constructed to form the 


90° 
Quadrant 2 Quadrant 1 
A 
i A 
| + + І 
+1 | 
LD 0 - Ч 9 
180° === 5 J 
СІ Өз 0 04 ЇЕ B 360° 
Ї Ї 
Ї 
= A А = 
І І 
І І 
А А 
Quadrant 3 Quadrant 4 
270° 


Figure 22.3 


right-angled triangle OAC. Then, 


5810 02 = = + cosh = — = — 
+ 
tan 02 = 


Let ОА be further rotated so that 63 is any angle in the 
third quadrant and let AD be constructed to form the 
right-angled triangle OAD. Then, 


sin Өз = —— == 


tan; = — = + 
Let OA be further rotated so that 64 is any angle in the 
fourth quadrant and let AE be constructed to form the 
right-angled triangle ОАЕ. Then, 


+ 
sinĝ4 = — = — cos 04 = — = + 
4 4 т 


ян 
tan64 = = 
+ 


The above results are summarized in Figure 22.4, in 
which all three trigonometric ratios are positive in the 
first quadrant, only sine is positive in the second quad- 
rant, only tangent is positive in the third quadrant and 
only cosine is positive in the fourth quadrant. 

The underlined letters in Figure 22.4 spell the word 
CAST when starting in the fourth quadrant and moving 
in an anticlockwise direction. 


90° 


Sine All positive 


180° 360° 


Tangent Cosine 


270° 


Figure 22.4 


It is seen that, in the first quadrant of Figure 22.1, 
all of the curves have positive values; in the second only 
sine is positive; in the third only tangent is positive; 
and in the fourth only cosine is positive — exactly as 
summarized in Figure 22.4. 


A knowledge of angles of any magnitude is needed 
when finding, for example, all the angles between 0° 
and 360° whose sine is, say, 0.3261. If 0.3261 is entered 
into acalculator and then the inverse sine key pressed (or 
біп”! key) the answer 19.03? appears. However, there 
is a second angle between 0? and 360? which the cal- 
culator does not give. Sine is also positive in the second 
quadrant (either from CAST or from Figure 22.1(a)). 
The other angle is shown in Figure 22.5 as angle 0, 
where 0 = 180° —19.03? = 160.97°. Thus, 19.03? 
and 160.97° are the angles between 0° and 360° whose 
sine is 0.3261 (check that sin 160.97° = 0.3261 on your 
calculator). 


0% 
360° 


270° 


Figure 22.5 


Be careful! Your calculator only gives you one of 
these answers. The second answer needs to be deduced 
from a knowledge of angles of any magnitude, as shown 
in the following worked problems. 


Problem 1. Determine all of the angles between 
0° and 360° whose sine is —0.4638 


The angles whose sine is —0.4638 occur in the third 
and fourth quadrants since sine is negative in these 
quadrants — see Figure 22.6. 


207.63% 332.37? 


Figure 22.6 


From Figure 22.7, 0 = sin! 0.4638 = 27.63°. Mea- 
sured from 0°, the two angles between 0° and 360° 
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whose sine is —0.4638 are 180° + 27.63° i.e. 207.63° 
and 360° — 27.63°, i.e. 332.37°. (Note that if a calcu- 
lator is used to determine sin~! (—0.4638) it only gives 
one answer: —27.632588°.) 


0% 
360° 


Figure 22.7 


Problem 2. Determine all of the angles between 
0° and 360° whose tangent is 1.7629 


A tangent is positive in the first and third quadrants — 
see Figure 22.8. 


y=tan x 


240.44° 


Figure 22.8 


From Figure 22.9, 0 = tan`! 1.7629 = 60.44?. Mea- 
sured from 0°, the two angles between 0° and 360° 
whose tangent is 1.7629 are 60.44° and 180° + 60.44°, 
i.e. 240.44° 


907 


1807 


270° 


Figure 22.9 


Problem 3. Solve the equation 
cos! (—0.2348) = a for angles of œ between 0° 
and 360? 


198 
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90° 


360° 


270° 


Figure 22.10 


Cosine is positive in the first and fourth quadrants and 
thus negative in the second and third quadrants — see 
Figure 22.10 or from Figure 22.1(b). 

In Figure 22.10, angle 0 = cos~! (0.2348) = 76.42°. 
Measured from 0°, the two angles whose cosine 
is —0.2348 аге a = 180° — 76.42°, i.e. 103.58° апа 
a = 180° + 76.42°, i.e. 256.42? 


Now try the following Practice Exercise 


Practice Exercise 87 Angles of any 
magnitude (answers on page 349) 


l. Determine all of the angles between 0? and 
360? whose sine is 
(a) 0.6792 (b) —0.1483 


2. Solve the following equations for values of x 
between 0? and 3607. 


180* 
30* 


210* =0:5 


Figure 22.11 


60° 


(a) x= cos™! 0.8739 
(b) x=cos—!(—0.5572) 


3. Find the angles between 0° to 360° whose 
tangent is 
(a) 0.9728 


(b) —2.3420 


In problems 4 to 6, solve the given equations in the 
range 0° to 360°, giving the answers in degrees and 
minutes. 


4. cos™!(—0.5316) = t 
5. sin 1(—0.6250) = a 
6. tan !0.8314— 0 


22.3 The production of sine and 


cosine waves 


In Figure 22.11, let OR be a vector | unit long and free to 
rotate anticlockwise about 0. In one revolutiona circle is 
produced and is shown with 15° sectors. Each radius arm 
has a vertical and a horizontal component. For example, 
at 30°, the vertical component is 75 and the horizontal 
component is OS. 


From triangle OST, 
7. Т, 
sin 30° = = = ТВ Le. TS = sin30? 
TO 1 
and cos30? — Os = 9s 16. OS = соѕ 30° 
ТО 1 


210° 


270° 330° 


120° 


Figure 22.12 


22.3.1 Sine waves 


The vertical component TS may be projected across to 
T'S', which is the corresponding value of 30° on the 
graph of y against angle x°. If all such vertical compo- 
nents as TS are projected on to the graph, a sine wave 
is produced as shown in Figure 22.11. 


22.3.2 Cosine waves 


If all horizontal components such as OS are projected 
on to a graph of y against angle x°, a cosine wave is 
produced. It is easier to visualize these projections by 
redrawing the circle with the radius arm OR initially in 
a vertical position as shown in Figure 22.12. 

It is seen from Figures 22.11 and 22.12 that a cosine 
curve is of the same form as the sine curve but is dis- 
placed by 90° (or 2/2 radians). Both sine and cosine 
waves repeat every 360°. 


22.4 Terminology involved with sine 


and cosine waves 


Sine waves are extremely important in engineering, with 
examples occurring with alternating currents and volt- 
ages — the mains supply is a sine wave — and with simple 
harmonic motion. 


22.4.1 Cycle 


When a sine wave has passed through a complete 
series of values, both positive and negative, it is said 
to have completed one cycle. One cycle of a sine 
wave is shown in Figure 22.1(a) on page 195 and in 
Figure 22.11. 
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120° 


180° 


240° 300° 


360° 


22.4.2 Amplitude 


The amplitude is the maximum value reached in a half 
cycle by a sine wave. Another name for amplitude is 
peak value or maximum value. 

A sine wave у = 5 ѕіпх has an amplitude of 5, а 
sine wave v = 200sin314f has an amplitude of 200 and 
the sine wave y — sinx shown in Figure 22.11 has an 
amplitude of 1. 


22.4.3 Period 


The waveforms y — sinx and y — cosx repeat them- 
selves every 360°. Thus, for each, the period is 360°. 
A waveform of y — tanx has a period of 180? (from 
Figure 22.1(c)). 

A graph of y = 3sin2A, as shown in Figure 22.13, has 
an amplitude of 3 and period 1807. 

A graph of y = sin3A, as shown in Figure 22.14, has ап 
amplitude of 1 and period of 120°. 

A graph of y = 4cos2x, as shown in Figure 22.15, has 
an amplitude of 4 and a period of 180°. 

In general, if y=Asinpx ог y=Acospx, 


amplitude = A and period = zu 


y=3sin2A 


270° 360° 


Figure 22.13 
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Figure 22.15 


E 
Problem 4. Sketch y — 2sin 5 A over one cycle 


360° 360° x 5 
Amplitude = 2; period = —— = 3 = 


3 5 
A sketch of y = 2 sin 5 A is shown in Figure 22.16. 


= 600° 


y 
2 


m 
у-2 sin БА 


Figure 22.16 


Figure 22.17 


22.4.5 Frequency 


The number of cycles completed in one second is called 
the frequency f and is measured in hertz, Hz. 


1 1 
dx M icr 


Problem 5. Determine the frequency of the sine 
wave shown in Figure 22.17 


In the sine wave shown in Figure 22.17, T — 20ms, 
hence 


1 1 
frequency, f = — = 50Hz 


T 20x 10-3 


Problem 6. Ifa waveform has a frequency of 
200 kHz, determine the periodic time 


If a waveform has a frequency of 200 kHz, the periodic 
time T is given by 
1 


periodic time, T = — = ————— 
f 200x10 


=5 х 10765 = 5s 


22.4.6 Lagging and leading angles 


A sine or cosine curve may not always start at 0°. 
To show this, a periodic function is represented by 


22.4.4 Periodic time 


In practice, the horizontal axis of a sine wave will be 
time. The time taken for a sine wave to complete one 
cycle is called the periodic time, Т. 

In the sine wave of voltage v (volts) against time 1 (mil- 
liseconds) shown in Figure 22.17, the amplitude is 10 V 
and the periodic time is 20 ms; i.e., Т = 20 ms. 


y = Asin(x Бо) where о is a phase displacement 
compared with y = Asin х. For example, y = sin A is 
shown by the broken line in Figure 22.18 and, on 
the same axes, y = sin(A — 60°) is shown. The graph 
y =sin(A — 60°) is said to lag y = sin A by 60°. 

In another example, y = cos А is shown by the bro- 
ken line in Figure 22.19 and, on the same axes, y — 
cos(A + 45?) is shown. The graph y = cos(A +45°) is 
said to lead y = cos A by 45°. 


y=cosA 
y=cos (A+ 45°) 


90 180° / 270° 360° 
\ / 


-1.0 


Figure 22.19 


Problem 7. Sketch у = 5sin(A + 30?) from 
A — 0? to A — 360? 


Amplitude = 5 and period = 360°/1 = 360° 


5sin(A + 30°) leads 5sinA by 30° (ie. starts 30° 
earlier). 

A sketch of y=5sin(A+30°) is 
Figure 22.20. 


shown in 


Problem 8. Sketch y = 7sin(2A — 7/3) in the 
range 0 < A < 360° 
Amplitude = 7 and period = 27/2 = л radians 


In general, y = sin(pt – о) lags y = sin pt by a/p, 
hence 7sin(2A — x/3) lags 7sin2A by (7/3)/2, i.e. 


л /6 rad or 30° 


A sketch of у-78Шш(А-7/3) is shown in 
Figure 22.21. 
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^N Ue y=5sinA 
v 


y=5 sin (A + 30°) 


y=7sin 2A 
у= 7 sin (2А-т/3) 
ps 


7/6, 


Figure 22.21 


Problem 9. Sketch y = 2cos(wt — 37/10) over 
one cycle 


Amplitude = 2 and period = 2л/о rad 


2cos(wt — 31/10) lags 2cosot by 37/10% seconds. 
A sketch. of y —2cos(ot – Зл/10) is shown in 
Figure 22.22. 


Зт/10о rads 


у-2со8 ot Fá 


Y=2cos(wt— 35/10) 


Figure 22.22 
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Now try the following Practice Exercise 


Practice Exercise88 Trigonometric 
waveforms (answers on page 350) 


1. Asine wave is given by y = 5sin3x. State its 
peak value. 


2. A sine wave is given by y = 4sin2x. State its 
period in degrees. 


3. Aperiodic function is given by y = 30 cos 5x. 
State its maximum value. 


4. А periodic function is given by y = 25cos3x. 
State its period in degrees. 


In problems 5 to 11, state the amplitude and period 
of the waveform and sketch the curve between 0? 
and 360°. 


Эх 
Әр = COSA 6. y= шс 
: 0 
7. y=3sin4t e w= 7 
9 2: 10 6sin(t — 45°) 
. y= = sin — . у= 651(7 — 
у-> 8 y 


11. у= 4с05(20 + 30?) 


12. Тһе frequency of a sine wave is 200Hz. 
Calculate the periodic time. 


13. Calculate the frequency of a sine wave that 
has a periodic time of 25 ms. 


14. Calculate the periodic time for a sine wave 
having a frequency of 10 kHz. 


15. Analternating current completes 15 cycles in 
24ms. Determine its frequency. 


16. Graphs of y; = 2sinx and 
y2 = 3sin(x + 50°) are drawn on the same 
axes. Is y» lagging or leading у? 


17. Graphs of y; — 6sinx and 
yo = 5sin(x — 70?) are drawn on the same 
axes. Is yı lagging or leading y2? 


22.5 Sinusoidal form: A sin(wt + о) 


If a sine wave is expressed in the form 


y = Asin(@t + æ) then 
(a) A — amplitude. 


(b) o = angular velocity = 27 f rad/s. 


(c) frequency, f — B hertz. 
2л 


VEM 2л . 1 
(d) periodic time, T = — seconds | i.e. T = 7 : 
w 


(e) a= angle of lead or lag (compared with 
y = Asinat). 


Here are some worked problems involving the sinu- 
soidal form A sin(wt + o). 


Problem 10. Ап alternating current is given by 
i = 30sin(1007 t + 0.35) amperes. Find the 

(a) amplitude, (b) frequency, (c) periodic time and 
(d) phase angle (in degrees and minutes) 


(a) i =30sin(100zt + 0.35)A; hence, 
amplitude = 30A. 


(b) Angular velocity, о = 1007r,rad/s, hence 


100 
frequency, f — ur e 50Hz 
2л 2л 
БЕРГЕН І 
(c) Periodic time, T = — = — = 0.02s ог 20 ms. 
f 50 


(d) 0.35 is the angle in radians. The relationship 
between radians and degrees is 


360° = 27 radians or 180? = xz radians 


from which, 


1° = 10734 апа 1гай - Е 


Hence, phase angle, о = 0.35 rad 
180 ү? 

- (oss x =) = 20.05° ог 20°3’ leading 
л 


(= 57.30°) 


i = 30sin(1007 t). 


Problem 11. An oscillating mechanism has a 
maximum displacement of 2.5 m and a frequency of 
60 Hz. At time / = 0 the displacement is 90cm. 
Express the displacement in the general form 
Asin(ot + о) 


Amplitude = maximum displacement = 2.5 т. 
Angular velocity, w = 27 f = 2л (60) = 120л rad/s. 
Hence, 


displacement = 2.5sin(1207 t + о) m. 
When t = 0, displacement = 90cm = 0.90 m. 


hence, 0.90 = 2.5sin(0+ a) 
, 0.90 
Le. ing = —— = 0.36 
sing 25 
Непсе, o = sin 0.36 = 21.10? 


— 21?6' = 0.368 rad. 


Thus, displacement = 2.5 sin(120zt + 0.368) m. 


Problem 12. The instantaneous value of voltage 
in an a.c. circuit at any time / seconds is given by 
v = 340sin(50zt — 0.541) volts. Determine the 
(a) amplitude, frequency, periodic time and phase 
angle (in degrees), (b) value of the voltage when 

t = 0, (c) value of the voltage when t = 10 ms, 
(d) time when the voltage first reaches 200 V and 
(e) time when the voltage is a maximum. Also, 
(f) sketch one cycle of the waveform 


(a Amplitude = 340 V 


Angular velocity, о = 507r 


50 
Frequency, f — шинээ 25 Hz 
27 2л 
ЛОС 1 1 
Periodic time, T = — = — = 0.045 or 408 
f 25 


180\° 
Phase angle = 0.541 rad = (ози х ЗЭ) 
л 


= 31° lagging v = 3405іп(50л/) 
(b) When ¢=0, 
v = 340sin(0 — 0.541) 
— 340sin(—31?) 2 —175.1V 
(c) When ¢ = 1015, 
v = 340sin(50z x 10 x 107? — 0.541) 
— 340sin(1.0298) 
— 340sin59? — 291.4 volts 
(d) When v — 200 volts, 


200 = 340 sin(502t — 0.541) 


200 
346 = 81105071 — 0.541) 
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200 
Hence, (50at —0.541) = sin! —— 
ence (507 ) =sin 340 


= 36.03° or 0.628875 rad 
50л1 = 0.628875 + 0.541 


= 1.169875 
Hence, when v = 200 V, 
1.169875 
time, t = —————— = 7.448 ms 


50л 


(e) When the voltage is a maximum, v = 340 V. 
Hence 340 = 340sin(507rt — 0.541) 
1 = sin(50xt — 0.541) 
507t — 0.541 = sin! 1 = 90° or 1.5708 rad 
50лі = 1.5708 + 0.541 = 2.1118 


2.111 
Hence, time, t = E = 13.44 ms 
507 
(f) A sketch of v =340sin(SOzt — 0.541) volts is 
shown in Figure 22.23. 


Voltage v 


340 
291.4 ---24- 
200 


v=340 sin(50 ті 0.541) 


у--340 біп 50 ті 


Figure 22.23 


Now try the following Practice Exercise 


Practice Exercise 89 Sinusoidal form 
Авіп(о + о) (answers оп page 350) 


In problems 1 to 3 find the (a) amplitude, 
(b) frequency, (c) periodic time and (d) phase angle 
(stating whether it is leading or lagging sin wt) of 
the alternating quantities given. 


1. i=40sin(507t 4-0.29) mA 
2. y=75sin(40r — 0.54) cm 
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v = 300sin(200zt — 0.412) V 


A sinusoidal voltage has a maximum value of 
120 V and a frequency of 50 Hz. At time t = 0, 
the voltage is (a) zero and (b) 50 V. Express 
the instantaneous voltage v in the form 
v= Asin(ot +a). 


An alternating current has a periodic time of 
25ms and a maximum value of 20 A. When 
time = 0, current i = —10 amperes. Express 
the current i in the form i = А sin (wt + о). 


An oscillating mechanism has a maximum dis- 
placement of 3.2m and a frequency of 50 Hz. 
At time t= 0 the displacement is 150cm. 
Express the displacement in the general form 
Asin(ot + o) 


7. Тһе current in an a.c. circuit at any time t 


seconds is given by 
і = 55іп(100л1- 0.432) amperes 


Determine the 
(a) amplitude, frequency, periodic time and 
phase angle (in degrees), 


(b) value of current at t = 0, 

(c) value of current at t = 8 ms, 

(d) time when the currentis first a maximum, 

(e) time when the current first reaches 3A. 
Also, 


(f) sketch one cycle of the waveform show- 
ing relevant points. 


Chapter 23 


Non-right-angled triangles 
and some practical 


23.1 The sine and cosine rules 


To ‘solve a triangle’ means ‘to find the values of 
unknown sides and angles’. If a triangle is right-angled, 
trigonometric ratios and the theorem of Pythagoras 
may be used for its solution, as shown in Chapter 21. 
However, for a non-right-angled triangle, trigono- 
metric ratios and Pythagoras’ theorem cannot be used. 
Instead, two rules, called the sine rule and the cosine 
rule, are used. 


23.1.1 The sine rule 


With reference to triangle ABC of Figure 23.1, the sine 
rule states 


a b c 


sinA sinB  sinC 


Figure 23.1 


DOI: 10.1016/B978-1-85617-697-2.00023-5 


applications 


The rule may be used only when 

(a) 1 side and any 2 angles are initially given, ог 

(b) 2 sides and an angle (not the included angle) are 
initially given. 

23.1.2 Тһе cosine rule 


With reference to triangle ABC of Figure 23.1, the 
cosine rule states 


a? = +c? — 2bc cos A 
or b? =a” + с? — 2ac cos В 
or c? = a? +b? — 2ab cosC 
The rule may be used only when 


(a) 2 sides and the included angle are initially 
given, or 


(b) 3sides are initially given. 


23.2 Area of any triangle 


The area of any triangle such as ABC of Figure 23.1 
is given by 


1 
(a) 2 x base x perpendicular height 
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1 1 1 
or (b) 245 sinC or сэн sin B or 226 sinA 


or (c) V Is(s — a)(s — b)(s — c)] where s = шатаа 


23.3 Worked problems on the solution 
of triangles and their areas 


Problem 1. Ina triangle XYZ, ZX = 51°, 
ZY =67° and YZ = 15.2 cm. Solve the triangle and 
find its area 


The triangle XYZ is shown in Figure 23.2. Solving the 
triangle means finding ZZ and sides XZ and XY. 


Y x-152cm Z 
Figure 23.2 


Since the angles in a triangle add up to 180°, 
Z = 180° — 51° — 67° = 62? 
: : 15.2 y 
Applying the sine rule, = — 
ЕРІТЕ 811519 811679 
= 
sin 62° 
Using а = : 
sin 679 
15.2sin67? 
511519 
= 18.00 cm = XZ 
Using а = — 5 
sin 62° 
15.2 sin62° 
sin 51° 
= 17.27 cm = XY 


and transposing gives y= 


and transposing gives z= 


1 
Area of triangle XYZ = 257 sin Z 


1 
B 2 49.218,00) sin 62? — 120.8 cm? 


1 1 
(or area = 252 sinY = 2452)07.27) sin67° 


= 120.8 cm?) 


It is always worth checking with triangle problems that 
the longest side is opposite the largest angle and vice- 
versa. In this problem, Y is the largest angle and X Z is 
the longest of the three sides. 


Problem 2. Solve the triangle ABC given 
В = 78°51', AC = 22.31 mm and AB = 17.92 mm. 
Also find its area 


Triangle ABC is shown in Figure 23.3. Solving the 
triangle means finding angles A and C and side BC. 


A 


Ё 
5 b=22.31mm 
ER 


78751” 


B a С 
Figure 23.3 
22.31 17.92 
Applying the sine rule, = 
сааж, sin 78°51 sin C 
f hich sinC 17.92 8ш 78951” 0.7881 
sin C = ——————— = 0. 

rom whic 2231 


Hence, C = sin 10.7881 = 52°0' or 128°0' 


Since В = 78°51’, C cannot be 128°0’, since 128°0 + 
78°51’ is greater than 180°. Thus, only C =52°0’ is 
valid. 

Angle A = 180? — 78°51’ — 52?0' = 49?9', 


Applying the sine rule, а ЭР 22.31 
81149997  «ш78951 
1 oQ/ 
from which а 22315499 17 20mm 
sin 78951” 


Hence, А = 49°9', С = 52°0' and BC = 17.20 mm. 
1 
Area of triangle ABC = 2 ac sin B 


1 
= z 617.20)(17.92) sin 78°51’ 


= 151.2mm? 
Problem 3. Solve the triangle РОК and find its 


area given that OR = 36.5mm, PR = 29.6mm and 
20 =36° 
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Triangle POR is shown in Figure 23.4. 


P 
г 9= 29.6 тт 
ZÀ 
Q p=36.5mm R 
Figure 23.4 
296 36.5 
Авид л 22 205 
pplying the sine rule, - = op 
36.5 sin 36° 
from which sin P = шилж — 0.7248 


Hence, P = sin ^! 0.7248 = 46.45? or 133.55? 


When P — 46.45? and Q — 36? then 

R = 180? — 46.45? — 36? = 97.55? 

When P — 133.55? and Q — 36? then 

R = 180? — 133.55? — 36° = 10.45? 

Thus, in this problem, there are two separate sets of 
results and both are feasible solutions. Such a situation 
is called the ambiguous case. 

Case 1. P = 46.4525, О = 36°, R = 97.55°, 

p = 36.5 тт and 4 = 29.6mm 


: r 29.6 
From the sine rule, - =— 
sin97.55° 811369 
29.6 51п97.55° 
fond: pa Водата PO 
sin 36? 


1 1 
Area of POR = 2 pq sin R = 226-5296) sin 97.55? 


— 535.5mm? 


Case 2. Р = 133.555, Q = 36°, R= 10.45, 
p = 36.5 mm and 4 = 29.6mm 


: r 29.6 
From the sine rule, - —— 
sinl0.45° 611369 
29.6sin 10.45? 
from which r= хээг = 9.134mm = РО 
sin 36? 


1 1 
Area of РОК — 224 sinR = 506509. sin 10.45? 
= 97.98 mm? 


The triangle РОК for case 2 is shown in Figure 23.5. 


133.55° 
P 
9.134 mm 29.6 mm 
Q'^ 365mm R 
36° 10.45° 


Figure 23.5 


Now try the following Practice Exercise 


Practice Exercise 90 Solution of triangles 
and their areas (answers on page 350) 


In problems 1 and 2, use the sine rule to solve the 
triangles ABC and find their areas. 


ПЫ AS OS P= OS ттт 
2 B= 71226 1 = 56232 7b —=18:60\em 


In problems 3 and 4, use the sine rule to solve the 
triangles DEF and find their areas. 


Sh. 0 ст = 2020 атт Л 2264 
4. d —32.6mm,e = 25.4mm, D = 104°22’ 


In problems 5 and 6, use the sine rule to solve the 
triangles JKL and find their areas. 


өт бэст 9 29cm Ke 90g 
6. k=46mm,/= 36mm, L = 35? 


23.4 Further worked problems on the 


solution of triangles and their 
areas 


Problem 4. Solve triangle DEF and find its area 
given that EF = 35.0 mm, DE = 25.0 mm and 
ZE=64° 


Triangle DEF is shown in Figure 23.6. Solving the trian- 
gle means finding angles D and F and side DF. Since 
two sides and the angle in between the two sides are 
given, the cosine needs to be used. 


Figure 23.6 


Applying the cosine rule, eld y^ —2df cos Е 
ie. е2 = (35.0) + (25.0)? — [2(35.0)(25.0) cos 64°] 
= 1225 + 625 — 767.15 


= 1082.85 
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from which e = Vv 1082.85 
= 32.91 mm = DF 
32.91 25.0 
Applying the si le, = 
pplying the sine rule sage aa 
25.0sin64? 


from which sin F — — 0.6828 


32.91 


Thus, ZF = sin 10.6828 = 4394/ ог 136756/ 
F = 136°56' is not possible in this case since 136°56' + 
64° is greater than 180°. Thus, only F = 43?4' is valid. 
Then Z D = 180? — 64? — 43?4' = 72°56’. 


1 
Area of triangle DEF = 2 df sinE 


1 
= 5 (35.0)(25.0) sin 64° = 393.2 mm? 
Problem 5. А triangle ABC has sides 
a = 9.0cm, b = 7.5cm and с = 6.5 ст. Determine 
its three angles and its area 


Triangle ABC is shown in Figure 23.7. It is usual first 
to calculate the largest angle to determine whether the 
triangle is acute or obtuse. In this case the largest angle 
is A (i.e. opposite the longest side). 


с= 6.5ст b=7.5cm 


Figure 23.7 


Applying the cosine rule, a? = 2 + c? —2becosA 


from which 2bccosA = b? + ce-g 
b +e a? 1715 2655-909 
and cosA = = 
2bc 2(7.5)(6.5) 


-0.1795 


A = cos 1 0.1795 = 79.67° 
(or 280.33°, which is clearly impossible) 


Hence, 


The triangle is thus acute angled since cos A is positive. 
(If cos A had been negative, angle A would be obtuse; 
1.e., would lie between 90? and 180?.) 


Хоршооллын 1 9.0 7.5 
ing the sine rule, = 
apes sin79.67* — зіп В 
71.5sin 79.67? 
from which sin В = ШЫТ -- 0.8198 


9.0 


Непсе, B = ѕіп 10.8198 = 55.07? 
and | C = 180? — 79.67? — 55.07? = 45.26? 


Area = ./[s(s — a)(s — b)(s — c)], where 
a+b+c 9.0+7.5 +6.5 
S = — 


2 2 
Hence, 


= 11.5ст 


area = /[11.5(11.5 — 9.0) (11.5 — 7.5)(11.5 —6.5)] 
= \/[11.5(2.5)(4.0)(5.0)] = 23.98 cm? 


1 
Alternatively, area = 7 ас sinB 


1 
= 26-5) sin 55.07? = 23.98 cm? 


Problem 6. Solve triangle XYZ, shown in 
Figure 23.8, and find its area given that 
12512528 40254227 ап )272-52425с111 


z=7.2cm 


Figure 23.8 


Applying the cosine rule, 
y? = х2 +z” —2xzcosY 
= 4.5? + 7.2? — [2(4.5)(7.2) cos 128°] 
= 20.25 + 51.84 — [—39.89] 
= 20.25 + 51.84 + 39.89 = 112.0 


y = [s 112.0 = 10.58 cm = XZ 


10.58 7.2 
Applying the si le, = 
pp ying tae "7772 777 
from which sin Z = eee = 0.5363 
10.58 


Z = sin 10.5363 = 32.43? 
(or 147.57° which is not possible) 


Hence, 


Thus, X = 180° — 128° — 32.43? = 19.57° 


1 1 
Area of XYZ = 3*4 sinY — 20-5)0:2) sin 128° 
= 12.77 cm? 


Now try the following Practice Exercise 


PracticeExercise91 Solution of triangles 
and their areas (answers on page 350) 


In problems 1 and 2, use the cosine and sine rules 
to solve the triangles POR and find their areas. 


I EQ? cman 1 сш 524 
2. q—325m,r —442m, Р = 105? 


In problems 3 and 4, use the cosine and sine rules 
to solve the triangles XYZ and find their areas. 


3. х= 10.0ст, у= 8.0ст, z = 7.0cm 


4. х= 21 тт, y = 34mm, z = 42mm 


23.5 Practical situations involving 


trigonometry 


There are a number of practical situations in which the 
use of trigonometry is needed to find unknown sides and 
angles of triangles. This is demonstrated in the following 
worked problems. 


Problem 7. A room 8.0m wide has a span roof 
which slopes at 33° on one side and 40° on the 
other. Find the length of the roof slopes, correct to 
the nearest centimetre 


A section of the roof is shown in Figure 23.9. 


Figure 23.9 


Angle at ridge, B = 180° — 33° — 40° = 107° 


Б ад 1 8.0 а 
тот the sine rule, атое inae 
from which E a obtinet 
sin 107° 
. 8.0 с 
Also from the sine rule, - -- 
ѕіп 107° 81409 
from which Qi Sia sara 


sin 107° 
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Hence, the roof slopes are 4.56 m and 5.38 m, correct 
to the nearest centimetre. 


Problem 8. A man leaves a point walking at 
6.5 km/h in a direction E 20° N (i.e. a bearing of 
70°). A cyclist leaves the same point at the same 
time in a direction E 40° S (i.e. a bearing of 130?) 
travelling at a constant speed. Find the average 
speed of the cyclist if the walker and cyclist are 
80 km apart after 5 hours 


After 5 hours the walker has travelled 5 x 6.5 = 32.5 km 
(shown as AB in Figure 23.10). If AC is the distance the 
cyclist travels in 5 hours then BC — 80 km. 


Figure 23.10 
80 32.5 
Applying the si le, ——— = 
pplying the sine rule 20-00 
2.5si E 
from which sinC = шиг -0.3518 
80 
Hence, C = sin 10.3518 = 20.60° 
(or 159.40°, which is not possible) 
and B — 180? — 60? — 20.60? — 99.40? 
А . Í 80 b 
Applying the sine rule again, = 
sin60° 51п99.40° 
from which Увш аш ТҮҮН 
sin 609 


Since the cyclist travels 91.14 Кт in 5 hours, 


91.14 
time 5 


distance 


average speed = = 18.23km/h 


Problem 9. Two voltage phasors are shown in 
Figure 23.11. If Vj = 40 V and V2 = 100 V, 
determine the value of their resultant (i.e. length 
OA) and the angle the resultant makes with Vj 
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о В 
М, = 40У 


Figure 23.11 


Angle OBA = 180° — 45° = 135° 
Applying the cosine rule, 
OA? = ҮР + V2 — 2V1 V2 cos OBA 
= 40? + 100? — (2(40)(100) cos 135°} 
= 1600 + 10000 — (—5657] 
= 1600 + 10000 + 5657 = 17257 
Thus, resultant, OA = 4/17257 = 131.4 V 


: : 131.4 100 
Applying the sine rule = 
ца 811359. 8ШАОВ 
100 8ш 135° 
from which  sinAOB = a — 0.5381 


Hence, angle АОВ = біп”! 0.5381 = 32.55? (or 
147.45°, which is not possible) 

Hence, the resultant voltage is 131.4 volts at 32.55? 
to V 


Problem 10. In Figure 23.12, PR represents the 
inclined jib of a crane and is 10.0 m long. PQ is 
4.0 m long. Determine the inclination of the jib to 
the vertical and the length of tie QR. 


R 


Figure 23.12 
Applying the si 1 m cs PO 
pp ying the sne rue, ТТ 
р . РО ѕіп 120°  (4.0)sin 120° 
from which sin R = = 


PR Е 10.0 
= 0.3464 


Hence, ZR =sin—! 0.3464 = 20.27? (or 159.73°, 
which is not possible) 

ZP = 180° — 120° — 20.27° = 39.73°, which is the 
inclination of the jib to the vertical 


10.0 OR 
Applying the sine rule, = 
РР ying me sine ri’, “01209 — 5139.735 
10.0sin39.73° 
from which length of tie, QR = —— 27 
sin 120° 
= 7.38m 


Now try the following Practice Exercise 


Practice Exercise92 Practical situations 
involving trigonometry (answers on 
page 350) 


1. A ship P sails at a steady speed of 45 km/h 
in a direction of W 32° N (i.e. a bearing of 
302?) from a port. At the same time another 
ship Q leaves the port at a steady speed of 
35 km/h in a direction N 15? E (i.e. a bearing 
of 015?). Determine their distance apart after 
4 hours. 


2. Two sides of a triangular plot of land are 
52.0 m апа 34.0 m, respectively. If the area 
of the plot is 620 m?, find (а) the length 
of fencing required to enclose the plot and 
(b) the angles of the triangular plot. 


3. A jib crane is shown in Figure 23.13. If the 
tie rod PR is 8.0m long and PQ is 4.5 m long, 
determine (a) the length of jib RQ and (b) the 
angle between the jib and the tie rod. 


R 


Figure 23.13 


4. A building site is in the form of a quadri- 
lateral, as shown in Figure 23.14, and its 
area is 1510 m?. Determine the length of the 
perimeter of the site. 
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28.5m 
V/ 
34.6m 
52.4m (> 


Figure 23.14 


5. Determine the length of members BF апа EB 
in the roof truss shown in Figure 23.15. 


АТ ӘП В 


5m C 
Figure 23.15 


6. Alaboratory 9.0 m wide has a span roof which 
slopes at 36? on one side and 44? on the other. 
Determine the lengths of the roof slopes. 


7. PQ and QR are the phasors representing the 
alternating currents in two branches of a cir- 
cuit. Phasor PQ is 20.0 A and is horizontal. 
Phasor QR (which is joined to the end of PQ 
to form triangle РОК) is 14.0 A and is at an 
angle of 35? to the horizontal. Determine the 
resultant phasor PR and the angle it makes 
with phasor РО. 


23.6 Further practical situations 


involving trigonometry 


Problem 11. А vertical aerial stands on 
horizontal ground. A surveyor positioned due east 
of the aerial measures the elevation of the top as 
48°. He moves due south 30.0 m and measures the 
elevation as 44°. Determine the height of the aerial 


In Figure 23.16, DC represents the aerial, A is the initial 
position of the surveyor and B his final position. 


DC 
From triangle ACD, uu ийг: from which 


_ DC 
^ tan4ge 
DC 


Similarly, from triangle BCD, BC = — — 
tan 449 


Figure 23.16 


For triangle ABC, using Pythagoras’ theorem, 


BC? = AB? + AC? 


DC X? pc ү? 
———| = (30.0? 
(ж) uer (ғ) 


DC? : : = 30.0? 
tan244° (ап248° 


DC? (1.072323 — 0.810727) = 30.0? 


(б. 200”. said 
~ 0.261596 | l 


Hence, height of aerial, DC = v 3340.4 = 58.65 m. 


Problem 12. A crank mechanism of a petrol 
engine is shown in Figure 23.17. Arm ОА 18 

10.0 cm long and rotates clockwise about O. The 
connecting rod AB is 30.0 cm long and end B is 
constrained to move horizontally. 


(a) For the position shown in Figure 23.17, 
determine the angle between the connecting 
rod AB and the horizontal, and the length 
of OB. 


(b) How far does B move when angle AOB 
changes from 50° to 120°? 


30.0 c^ 


B 


Figure 23.17 
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(a) 


(b) 


Applying the si 1 хі aR 
ing the sine rule, — -- 
pp ying sin50° sinB 
. . AO sin 50° 10.0 sin 50? 
from which sin B — - 
АВ 30.0 
= 0.2553 


Hence, В = sin~! 0.2553 = 14.79? (or 165.21°, 
which is not possible) 


Hence, the connecting rod AB makes an angle 
of 14.79° with the horizontal. 


Angle OAB = 180° — 50° — 14.79° = 115.21° 


mE: OB 
1n e sine rule: = 
pp ying 81509  sin115.21° 
Osin115.21° 
from which gp cata 
sin50° 
= 35.43 cm 


Figure 23.18 shows the initial and final positions 
of the crank mechanism. 


Figure 23.18 


In triangle OA'B', applying the sine rule, 


30.0 10.0 
sinl209 sin A'B/'O 
10.0sin 120? 
from which sin А'В'О = 300 — 0.28868 


A'B'O = sin—! 0.28868 = 16.78? (ог 
163.22°, which is not possible) 
Angle OA'B' = 180° — 120? — 16.78? = 43.22? 


Hence, 


30.0 ОВ! 
Applying the sine rule, = 
Pplying іле sing rule, anl20*  sin43.22° 
30.0 sin 43.22° 
Кено = 23.72ст 
sin 120° 
Since OB = 35.43ст and OB’ =23.72cm, 


ВВ! = 35.43 — 23.72 = 11.71 cm 
Hence, B moves 11.71cm when angle AOB 
changes from 50° to 120°. 


Problem 13. The area of a field is in the form of a 
quadrilateral ABCD as shown in Figure 23.19. 
Determine its area 


Figure 23.19 


A diagonal drawn from B to D divides the quadrilateral 
into two triangles. 


Area of quadrilateral ABCD 


= area of triangle ABD 
+ area of triangle BCD 
1 
= 2025000 sin 114° 
1 
+F 2 (42.5) (62.3) sin 56° 


= 389.04 + 1097.5 
= 1487 т2 


Now try е following Practice Exercise 


Practice Exercise93 More practical 
situations involving trigonometry (answers 
on page 350) 


1. Three forces acting on a fixed point are repre- 
sented by the sides of a triangle of dimensions 
7.2cm,9.6cm and 11.0cm. Determine the 
angles between the lines of action and the three 
forces. 


2. A vertical aerial AB, 9.60m high, stands on 
ground which is inclined 12° to the horizontal. 
A stay connects the top of the aerial A to a point 
C on the ground 10.0 m downhill from B, the 
foot of the aerial. Determine (a) the length of 
the stay and (b) the angle the stay makes with 
the ground. 


3. A reciprocating engine mechanism is shown 
in Figure 23.20. The crank AB is 12.0cm long 
and the connecting rod BC is 32.0cm long. 
For the position shown determine the length 
of AC and the angle between the crank and the 
connecting rod. 


Figure 23.20 


From Figure 23.20, determine how far C 
moves, correct to the nearest millimetre, when 
angle CAB changes from 40° to 160°, B 
moving in an anticlockwise direction. 


A surveyor standing W 25°S of a tower mea- 
sures the angle of elevation of the top of 
the tower as 46°30’. From a position E 23°S 
from the tower the elevation of the top is 
37°15’. Determine the height of the tower if the 
distance between the two observations is 75 m. 


Calculate, correct to 3 significant figures, the 
co-ordinates x and y to locate the hole centre 
at P shown in Figure 23.21. 


P 


х 100mm 


Figure 23.21 
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An idler gear, 30mm in diameter, has to be 
fitted between a 70 mm diameter driving gear 
and a 90mm diameter driven gear, as shown 
in Figure 23.22. Determine the value of angle 
0 between the centre lines. 


90mm 


30mm 


99.78mm 4g RG dia 


70mm 
dia 


Figure 23.22 


16 holes are equally spaced on a pitch circle 
of 70mm diameter. Determine the length of 
the chord joining the centres of two adjacent 
holes. 


Chapter 24 


Cartesian and polar 


24.1 Introduction 


There are two ways in which the position of a point in 
a plane can be represented. These are 


(a) Cartesian co-ordinates, i.e. (x, y). 


(b) Polar co-ordinates, 1.6. (r, 0), where r is a radius 
from a fixed point and 0 is an angle from a fixed 
point. 


24.2 Changing from Cartesian to 


polar co-ordinates 


In Figure 24.1, if lengths x and y are known then 
the length of r can be obtained from Pythagoras’ the- 
orem (see Chapter 21) since OPQ is a right-angled 
triangle. 


уа 
Р 
r І y 
| 
0 
E 
0 &— — — —À Q Х 
x 


Figure 24.1 


Hence, r? = (x? + y?), from which. r = /x? + y? 


From trigonometric ratios (see Chapter 21), tan 0 = : 
х 


DOI: 10.1016/В978-1-85617-697-2.00024-7 


co-ordinates 


from which 0 — tan 1 


x 
r —/x?-F y? and 0 = tan”! У are the two formulae 


we need to change from Cartesian to polar co-ordinates. 
The angle 0, which may be expressed in degrees or radi- 
ans, must always be measured from the positive x-axis; 
i.e., measured from the line OQ in Figure 24.1. It is 
suggested that when changing from Cartesian to polar 
co-ordinates a diagram should always be sketched. 


Problem 1. Change the Cartesian co-ordinates 
(3, 4) into polar co-ordinates 


A diagram representing the point (3, 4) is shown in 
Figure 24.2. 


уа 


хү 


Figure 24.2 


From Pythagoras’ theorem, r = 4/32 +4? = 5 (note 
that —5 has no meaning in this context). 

By trigonometric ratios, 0 —tan^! a= 53.13° or 
0.927 rad. T" 

Note that 53.13? — 53.13 x 180 rad = 0.927 rad. 
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Hence, (3, 4) in Cartesian co-ordinates corre- 
sponds to (5, 53.13°) or (5, 0.927 rad) in polar 
co-ordinates. 


Problem 2. Express in polar co-ordinates the 
position (—4, 3) 


A diagram representing the point using the Cartesian 
co-ordinates (—4, 3) is shown in Figure 24.3. 


Figure 24.3 


From Pythagoras’ theorem, ғ = 4/42 + 32 = 5 
3 
a = tan! gj 36.87? or 
0.644 rad 


By trigonometric ratios, 


Hence, 0 — 180? — 36.87? — 143.13? 
Or Ө = zx — 0.644 = 2.498 rad 


Hence, the position of point P in polar co-ordinate 
form is (5, 143.13?) or (5, 2.498 rad). 


Problem 3. Express (—5, —12) in polar 
co-ordinates 


A sketch showing the position (—5, —12) is shown in 
Figure 24.4. 


УА 


0 


ES 


5 
LT 
a 
12 З 


Р 


о 
xv 


Figure 24.4 


12 
r 24/52 4 122 = 13 anda = tan! — = 67.38? 
or 1.176 rad 


Hence, 0 = 180? + 67.38? = 247.38? 

or Ó = x + 1.176 = 4.318 rad. 

Thus, (—5, —12) in Cartesian co-ordinates corre- 
sponds to (13, 247.38?) or (13, 4.318rad) in polar 
co-ordinates. 


Problem 4. Express (2, —5) in polar co-ordinates 


A sketch showing the position (2, —5) is shown in 
Figure 24.5. 


J 
xv 


9 


Figure 24.5 


r — 4/22 + 52 = 4/29 = 5.385, correct to 3 decimal 
places 
: = 68.20° or 1.190 rad 


a = (ап! 


Hence, 0 = 360° — 68.20° = 291.80° 
or 0 = 2л — 1.190 = 5.093 rad. 


Thus, (2, —5) in Cartesian co-ordinates corresponds 
to (5.385, 291.80°) or (5.385, 5.093 rad) in polar co- 
ordinates. 


Now try the following Practice Exercise 


Practice Exercise 94 Changing from 
Cartesian to polar co-ordinates (answers 
on page 350) 


In problems 1 to 8, express the given Cartesian co- 
ordinates as polar co-ordinates, correct to 2 decimal 
places, in both degrees and radians. 


1. (8,5) 2. (6.18, 2.35) 
41021) 4 (554437) 
5 (27.9) 6. (—2.4, —3.6) 
7: (6252) 8 (06-124 
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24.3 Changing from polar to Cartesian 
co-ordinates 


Figure 24.6 


From the right-angled triangle OPQ in Figure 24.6, 
со80 = E and sinf = 5 from trigonometric ratios 
r r 


Hence, x = r соѕ0 and y =r sinô. 


If lengths ғ and angle 0 are known then x = r cos0 and 
y =r sinô are the two formulae we need to change from 
polar to Cartesian co-ordinates. 


Problem 5. Change (4, 32°) into Cartesian 
co-ordinates 


A sketch showing the position (4, 32°) is shown in 
Figure 24.7. 


xv 


Figure 24.7 


Now x =r cos = 4с0532° = 3.39 
and y =r sinf = 4sin32? = 2.12 
Hence, (4, 32?) in polar co-ordinates corresponds to 


(3.39, 2.12) in Cartesian co-ordinates. 


Problem 6. Express (6, 137?) in Cartesian 
co-ordinates 


A sketch showing the position (6, 137?) is shown in 
Figure 24.8. 


Figure 24.8 


x =r cos = 6cos 137? = —4.388 


which corresponds to length OA in Figure 24.8. 
y =r sin = 6sin137° = 4.092 


which corresponds to length AB in Figure 24.8. 


Thus, (6, 137°) in polar co-ordinates corresponds to 
(—4.388, 4.092) in Cartesian co-ordinates. 

(Note that when changing from polar to Cartesian co- 
ordinates it is not quite so essential to draw a sketch. Use 
of x =r cos 0 and y =r sin 0 automatically produces 
the correct values and signs.) 


Problem 7. Express (4.5, 5.16 rad) in Cartesian 
co-ordinates 


A sketch showing the position (4.5, 5.16 rad) is shown 
in Figure 24.9. 


УА 


0 — 5.16 rad 
A 


xv 


4.5 


Figure 24.9 


x =r cos0 = 4.5cos5.16 = 1.948 
which corresponds to length OA in Figure 24.9. 
y =r sinf = 4.5sin 5.16 = —4.057 


which corresponds to length AB in Figure 24.9. 


Thus, (1.948, —4.057) in Cartesian co-ordinates cor- 
responds to (4.5, 5.16 rad) in polar co-ordinates. 
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Now try the following Practice Exercise 5 
d 5 24.4 Use of Pol/Rec functions on 


А А . calculators 
Practice Exercise 95 Changing polar to 
Cartesian co-ordinates (answers on Another name for Cartesian co-ordinates is rectangular 
page 350) co-ordinates. Many scientific notation calculators have 


Pol and Rec functions. ‘Rec’ is an abbreviation of ‘rect- 
angular’ (i.e. Cartesian) and ‘Pol’ is an abbreviation of 
‘polar’. Check the operation manual for your particular 
calculator to determine how to use these two func- 
1. (5, 75°) 2. (44, 1.12rad) tions. They make changing from Cartesian to polar co- 

5 ordinates, and vice-versa, so much quicker and easier. 
Б ыг For example, with the Casio fx-83ES calculator, or sim- 
8 (105) 210°) 6. (4,4rad) Цаг, to change the Cartesian number (3, 4) into polar 
form, the following procedure is adopted. 


1. Press ‘shift? 2. Press ‘Pol’ 3. Enter3 


In problems 1 to 8, express the given polar со- 
ordinates as Cartesian co-ordinates, correct to 3 
decimal places. 


7. (1.5, 300°) 8. (6,5.5rad) 


9. Figure 24.10 shows 5 equally spaced holes 4. Enter ‘comma’ (obtained by ‘shift’ then ) ) 
on an 80mm pitch circle diameter. Calculate 
their co-ordinates relative to axes Ox and Oy m ter ОБАВИ) ВИЕ 
in (a) polar form, (b) Cartesian form. The answer is r = 5,0 = 53.13? 
: қ Hence, (3, 4) іп Cartesian form is the same as 
10. In Figure 24.10, calculate the shortest dis- (5, 53.13°) in polar form. 
ae between the centres of two adjacent If the angle is required in radians, then before repeating 
oles. 


the above procedure press ‘shift’, ‘mode’ and then 4 to 
change your calculator to radian mode. 

Similarly, to change the polar form number (7, 126°) 
into Cartesian or rectangular form, adopt the following 


procedure. 
1. Press ‘shift’ 2. Press ‘Rec’ 
3. Enter 7 4. Enter ‘comma’ 


5. Enter 126 (assuming your calculator is in degrees 


mode) 
6. Press) 7. Press = 
The answer is X — —4.11 and, scrolling across, 


Y — 5.66, correct to 2 decimal places. 
Hence, (7, 126°) in polar form is the same as 
(—4.11, 5.66) in rectangular or Cartesian form. 


Now return to Practice Exercises 94 and 95 in 
this chapter and use your calculator to determine the 


answers, and see how much more quickly they may be 
Figure 24.10 obtained. 


Revision Test 9 : Trigonometric waveforms and practical trigonometry 


This assignment covers the material contained in Chapters 22-24. The marks available are shown in brackets at the 
end of each question. 
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10. 


ІНІ; 


А sine wave is given by y = 8 sin4x. State its peak 
value and its period, in degrees. (2) 


A periodic function is given by у = 15tan2x. 
State its period in degrees. (2) 


The frequency of a sine wave is 800 Hz. Calculate 
the periodic time in milliseconds. (2) 


Calculate the frequency of a sine wave that has a 
periodic time of 40 us. (2) 


Calculate the periodic time for a sine wave having 
a frequency of 20kHz. (2) 


An alternating current completes 12 cycles in 
16ms. What is its frequency? (3) 


A sinusoidal voltage 1 given Бу 

e = 150sin(S500zt — 0.25) volts. Determine the 

(a) amplitude, 

(b) frequency, 

(c) periodic time, 

(d) phase angle (stating whether it is leading or 
lagging 150 ѕ1п 50071). (4) 


Determine ће acute angles in degrees, degrees and 
minutes, and radians. 
(а) sin~!0.4721 (b) сов”! 0.8457 


(с) tan-! 1.3472 (9) 

Sketch the following curves, labelling relevant 

points. 

(a) у = 4cos(0 + 45°) (b) y = 5 51п(27 — 60°) 
(8) 

The current in an alternating current сіг- 

cuit at any time 1 seconds is given by 


i = 120sin(100zt + 0.274) amperes. Determine 

(a) the amplitude, frequency, periodic time and 
phase angle (with reference to 120 sin 10071), 

(b) the value of current when ft = 0, 

(c) the value of current when t = 6ms. 


Sketch one cycle of the oscillation. (16) 


A triangular plot of land ABC is shown in 
Figure RT9.1. Solve the triangle and determine 
its area. (10) 


12, 


15, 


14. 


157 


16. 


1537 


Figure RT9.1 


A car is travelling 20m above sea level. It then 
travels 500 m up a steady slope of 17?. Determine, 
correct to the nearest metre, how high the car is 
now above sea level. (3) 


Figure RT9.2 shows a roof truss POR with rafter 
PQ = 3m. Calculate the length of 

(a) the roof rise PP’, 

(b) rafter PR, 

(c) the roof span QR. 

Find also (d) the cross-sectional area of the roof 
truss. (11) 


Figure RT9.2 


Solve triangle ABC given b = 10cm, c = 15cm 
and ZA = 60°. (10) 


Change the following Cartesian co-ordinates into 
polar co-ordinates, correct to 2 decimal places, in 
both degrees and in radians. 


(а) (—2.3,5.4) (b) (7.6, —9.2) (10) 


Change the following polar co-ordinates into 
Cartesian co-ordinates, correct to 3 decimal 
places. 


(а) (6.5,1329) (Ы) (3, Згад) (6) 
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Areas of common shapes 


25.1 Introduction 


Area is a measure of the size or extent of a plane surface. 
Area is measured in square units such as mm?, cm? and 
m7. This chapter deals with finding the areas of common 
shapes. 

In engineering it is often important to be able to cal- 
culate simple areas of various shapes. In everyday life 
its important to be able to measure area to, say, lay a car- 
pet, order sufficient paint for a decorating job or order 
sufficient bricks for a new wall. 

On completing this chapter you will be able to recog- 
nize common shapes and be able to find the areas of rect- 
angles, squares, parallelograms, triangles, trapeziums 
and circles. 


25.2 Common shapes 


25.2.1 Polygons 


A polygon is a closed plane figure bounded by straight 
lines. A polygon which has 

3 sides is called a triangle — see Figure 25.1(a) 

4 sides is called a quadrilateral — see Figure 25.1(b) 

5 sides is called a pentagon — see Figure 25.1(c) 

6 sides is called a hexagon — see Figure 25.1(d) 

7 sides is called a heptagon - see Figure 25.1(e) 

8 sides is called an octagon - see Figure 25.1(f) 


25.2.2 Quadrilaterals 


There are five types of quadrilateral, these being rect- 
angle, square, parallelogram, rhombus and trapezium. 

If the opposite corners of any quadrilateral are joined 
by a straight line, two triangles are produced. Since the 
sum of the angles of a triangle is 180?, the sum of the 
angles of a quadrilateral is 360°. 


DOI: 10.1016/B978-1-85617-697-2.00025-9 


Rectangle 
In the rectangle ABCD shown in Figure 25.2, 


(a) all four angles are right angles, 


(b) the opposite sides are parallel and equal in length, 
and 


(c) diagonals AC and BD are equal in length and bisect 
one another. 


Square 
In the square PORS shown in Figure 25.3, 


(a) all four angles are right angles, 
(b) the opposite sides are parallel, 
(c) all four sides are equal in length, and 


(d) diagonals PR and QS are equal in length and bisect 
one another at right angles. 


Parallelogram 

In the parallelogram WXYZ shown in Figure 25.4, 
(a) opposite angles are equal, 

(b) opposite sides are parallel and equal in length, and 
(c) diagonals WY and XZ bisect one another. 
Rhombus 

In the rhombus ABCD shown in Figure 25.5, 

(a) opposite angles are equal, 

(b) opposite angles are bisected by a diagonal, 
(c) opposite sides are parallel, 

(d) all four sides are equal in length, and 


(e) diagonals AC and BD bisect one another at right 
angles. 
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Figure 25.1 


Figure 25.5 Figure 25.6 


Trapezium 
In the trapezium EFGH shown in Figure 25.6, 


(a) only one pair of sides is parallel. 


(a) (b) (c) 
(e) (f) 


Problem 1. State the types of quadrilateral shown 
in Figure 25.7 and determine the angles marked a 
tol 


E 4, 
Х <| E x 
А-В 401 J К 
|| (7% 
Ka n pb geo» 
D СОИ M L 
(a) (b) (c) 
о 
i Хы” 
са, 
Q УР, - Р 
j 
(d) 
Figure 25.7 


(a) ABCD is a square 
The diagonals of a square bisect each of the right 
angles, hence 


90° 


а = = 45° 


(b EFGH is a rectangle 


(c) 


(d) 


(е) 


In triangle FGH, 40° + 90? + b = 180°, since the 
angles in a triangle add up to 180°, from which 
b = 50°. Also, c = 40? (alternate angles between 
parallel lines EF and HG). (Alternatively, b and c 
are complementary; i.e., add up to 90?.) 

d = 90? +c (external angle of a triangle equals 
the sum of the interior opposite angles), hence 
d = 90° + 40° = 130° (ог ZEFH = 50° апа 
d = 180? — 50° = 130°). 


JKLM is a rhombus 

The diagonals of a rhombus bisect the interior 
angles and the opposite internal angles are equal. 
Thus, ZJKM= ZMKL = ZJMK = ZLMK = 30°, 
hence, e = 30°. 

In triangle KLM, 30° + ZKLM + 30° = 180° 
(the angles in a triangle add up to 180°), hence, 
ZKLM = 120°. The diagonal JL bisects ZKLM, 


120° 
hence, f = 2 - 607. 


ХОРО is a parallelogram 

g = 52° since the opposite interior angles of a 
parallelogram are equal. 

In triangle NOQ, g +h + 65? = 180° (the angles 
in a triangle add up to 180°), from which 
h = 180° — 65° — 52° = 63°. 

i = 65° (alternate angles between parallel lines 
МО and OP). 

jJ = 52° +i = 52° + 65° = 117° (the external 
angle of a triangle equals the sum of the interior 
opposite angles). (Alternatively, ZPQO = h = 
63°; hence, j = 180° — 63° = 117°.) 


RSTU is a trapezium 

35? +k = 75° (external angle of a triangle equals 
the sum of the interior opposite angles), hence, 
k = 40°. 

ZSTR = 35° (alternate angles between parallel 
lines RU and ST). 1 + 35? = 115° (external angle 
of atriangle equals the sum of the interior opposite 
angles), hence, / = 115? — 35° = 80°. 


Now try the following Practice Exercise 


Practice Exercise 96 Common shapes 
(answers on page 351) 


il. 
2. 
3h 


Find the angles p and q in Figure 25.8(a). 
Find the angles r and s in Figure 25.8(b). 
Find the angle / in Figure 25.8(c). 
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Figure 25.8 


25.3 Areas of common shapes 


The formulae for the areas of common shapes are shown 
in Table 25.1. 

Here are some worked problems to demonstrate how 
the formulae are used to determine the area of common 
shapes. 


Problem 2. Calculate the area and length of the 
perimeter of the square shown in Figure 25.9 


}¢—— 4.0 cm ——»9| 


| 


4.0cm 


| 


Area of square — x? = (4.0)? = 4.0cm x 4.0cm 
= 16.0cm? 


Figure 25.9 


25 


(Note the unit of area is cm x cm — cm^; i.e., square 


centimetres or centimetres squared.) 
Perimeter of square = 4.0cm + 4.0cm + 4.0cm 


+4.0cm = 16.0cm 


Problem 3. Calculate the area and length of the 
perimeter of the rectangle shown in Figure 25.10 


Ak 7.0cm > B 
| ст 
р С 


Figure 25.10 
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Table 25.1 Formulae for the areas of common shapes 


Area of plane figures 


Rectangle Area =I x b 


1 
Triangle Area = 25 bxh 
h 


d? 
Circle Area — zr? or тал 


Circumference = 27 


Radian measure: 2л radians = 360 degrees 
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Area of rectangle =/ x b = 7.0 x 4.5 
= 31.5ст? 
Perimeter of rectangle = 7.0cm 4- 4.5cm 


+7.0cm + 4.5cm 
= 23.0cm 


Problem 4. Calculate the area of the 
parallelogram shown in Figure 25.11 


5 > Iz 
ГЭ 
I 
> 
H d 
16mm 
>| 
21mm 
Figure 25.11 


Area of a parallelogram = base x perpendicular height 


The perpendicular height / is not shown in Figure 25.11 
but may be found using Pythagoras’ theorem (see 
Chapter 21). 

From Figure 25.12, 92--52--12, from which 
һ|2-92-52--81-25--56. 

Hence, perpendicular height, 


h = V 56 = 7.48 mm. 


16 mm 


Figure 25.12 
Hence, area of parallelogram EFGH 


= 16 mm x 7.48 mm 


= 120mm?. 


Problem 5. Calculate the area of the triangle 
shown in Figure 25.13 


Figure 25.13 


1 
Area of triangle JK = 2 х base x perpendicular height 
1 
——XxIJx ЈК 
2 


To find JK, Pythagoras' theorem is used; i.e., 
5.682 = 1.92? + JK?, from which 


JK = ү 5.682 — 1.922 = 5.346cm 
1 
Hence, area of triangle IJK = 2 х 1.92 х 5.346 


= 5.132cm?. 


Problem 6. Calculate the area of the trapezium 
shown in Figure 25.14 


27.4mm 
ю 5 >| 
5.5mm aaa 
М----- 
8.6mm 


Figure 25.14 


1 
Area of a trapezium = 2 х (sum of parallel sides) 


x (perpendicular distance 
between the parallel sides) 


Hence, area of trapezium LMNO 
1 
Зах (27.4+ 8.6) х 5.5 


1 
Gs 36 x 5.5 = 99mm? 
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Problem 7. А rectangular tray is 820mm long 
and 400 шт wide. Find its area in (a) mm? (b) cm? 
(c) m? 
(a) Area of tray = length x width = 820 x 400 
= 328000 mm? 
(b) Since 1 cm = 10mm, 1cm? = Іст x Іст 


= 10mm x 10mm = 100mm?, or 


1 
1mm? = Ta = 0.01 cm? 


Hence, 328000 mm? = 328000 x 0.01 cm? 
= 3280 cm. 
(с) Since 1m = 100cm, 1m?=1mx1m 


= 100cm x 100cm = 10000 cm?, or 


cm? = "M = 0.0001m? 
10000 


Hence, 3280 cm? = 3280 x 0.0001 m? 
— 0.3280 m?. 
Problem 8. The outside measurements of a 
picture frame are 100cm by 50cm. If the frame is 


4cm wide, find the area of the wood used to make 
the frame 


A sketch of the frame is shown shaded in Figure 25.15. 


100cm 


92cm 


шин 


Figure 25.15 


Area of wood = area of large rectangle — area of 
small rectangle 


= (100 x 50) — (92 x 42) 
= 5000 — 3864 
= 1136 cm? 


Problem 9. Find the cross-sectional area of the 
girder shown in Figure 25.16 


1 50mm 
га 
m A 
Т 
5mm 
B 
—| 6mm Е 
ш 
8тт Шы 
| 3 
C | 
| 70mm 


Figure 25.16 
The girder may be divided into three separate rectangles, 
as shown. 
Area of rectangle A = 50 x 5 = 250mm? 
Area of rectangle B = (75 —8—5) x 6 
= 62 x 6 = 372mm? 
Area of rectangle C = 70 x 8 = 560 mm? 
Total area of girder = 250 + 372 + 560 
= 1182mm? or 11.82 cm? 


Problem 10. Figure 25.17 shows the gable end of 
a building. Determine the area of brickwork in the 


gable end 
A 
B 
D 
6m 
ы 
8т 


The shape is that of a rectangle and a triangle. 


Figure 25.17 


Area of rectangle = 6 x 8 = 48 m? 


1 
Area of triangle = 2 х base x height 


CD = 4m and AD = 5m, hence AC = 3m (since it is a 
3, 4, 5 triangle — or by Pythagoras). 


1 
Hence, area of triangle ABD = 2 х8х3= 122. 
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Total area of brickwork = 48 + 12 


= 60m?. 


Now try the following Practice Exercise 


Practice Exercise 97 


Areas of common 


shapes (answers on page 351) 


il 


Name the types of quadrilateral shown in 
Figure 25.18(i) to (iv) and determine for each 
(a) the area and (b) the perimeter. 


30 mm 
38 mm 


120 mm 


3.5 cm 


[ao mm 


16 cm 
(iv) 
Figure 25.18 


A rectangular plate is 85mm long and 
42mm wide. Find its area in square centi- 
metres. 


A rectangular field has an area of 1.2 hectares 
and a length of 150m. If hectare = 
10000 m2, find (a) the field' s width and (b) the 
length of a diagonal. 


Find the area of a triangle whose base is 
8.5cm and perpendicular height is 6.4 cm. 


A square has an area of 162 cm?. Determine 
the length of a diagonal. 


A rectangular picture has an area of 0.96 m?. 
If one of the sides has a length of 800mm, 
calculate, in millimetres, the length of the 
other side. 


Determine the area of each of the angle iron 
sections shown in Figure 25.19. 


10. 


l 
30mm 
Ї 1 
cm 8mm 
ЕЕ Есі! 
EM 10 
Ч ыг m 
6mm 
I — —P» «—»4— — I— ——— — ———À1 
2cm 1cm 2cm 50mm 


(a) (b) 
Figure 25.19 


Figure 25.20 shows a 4m wide path around 
the outside of a 41 m by 37 ш garden. Calcu- 
late the area of the path. 


— — 41———4 


А 


A 
оо 
к] 


Үү 


Figure 25.20 


The area of a trapezium is 13.5 cm? and the 
perpendicular distance between its parallel 
sides is 3cm. If the length of one of the par- 
allel sides 18 5.6cm, find the length of the 
other parallel side. 


Calculate the area of the steel plate shown in 


Ficure 25.218 
fes 


Dimensions 
in mm 
100 


Figure 25.21 
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11. Determine the area of an equilateral triangle 
of side 10.0cm. 


12. If paving slabs are produced in 250mm by 
250mm squares, determine the number of 
slabs required to cover an area of 2m. 


Here are some further worked problems on finding the 
areas of common shapes. 


Problem 11. Find the area of a circle having a 
radius of 5cm 


Area of circle = xr? = x (5)? = 252 = 78.54ст2 


Problem 12. Find the area of a circle having a 
diameter of 15mm 


md. qd) 2238 


= 176.7 mm? 
4 4 


Area of circle — 


Problem 13. Find the area of a circle having a 
circumference of 70mm 


Circumference, c = 2лг, hence 


. с 70 35 
radius, r = — = — = — 
2л 2л л 
35\? 352 
Area of circle = лг2 = л ( ) = 
л л 


= 389.9 mm? or 3.899 cm? 


Problem 14. Calculate the area of the sector of a 
circle having radius 6cm with angle subtended at 
centre 50? 


о DN 
Area of sector = —— (tr^) = — (6^) 
360 360 
= 50 x л x 36 —15.71cm? 
360 


Problem 15. Calculate the area of the sector of a 
circle having diameter 80mm with angle subtended 
at centre 107°42’ 


If diameter = 80mm then radius, r = 40mm, and 


42 
107— 
07942/ 
area of sector = 360 (2402) = 2-8 (л402) 
107.7 
= —— (7407) 
360 


= 1504mm? or 15.04 cm? 


Problem 16. A hollow shaft has an outside 
diameter of 5.45 cm and an inside diameter of 
2.25 cm. Calculate the cross-sectional area of the 
shaft 


The cross-sectional area of the shaft is shown by the 
shaded part in Figure 25.22 (often called an annulus). 


Figure 25.22 


Area of shaded part = area of large circle — area of 
small circle 
nD? ла? 


X 
E = 0р2 g 
4 42 ) 


= 1545: — 2.25?) 


= 19.35 cm? 


Now try the following Practice Exercise 


Practice Exercise98 Areas of common 
shapes (answers on page 351) 


1. A rectangular garden measures 40m by 15m. 
A 1m flower border is made round the two 
shorter sides and one long side. A circular 
swimming pool of diameter 8 m is constructed 
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Problem 17. Calculate the area of a regular 
octagon if each side is 5cm and the width across the 
flats is 12cm 


in the middle of the garden. Find, correct to the 
nearest square metre, the area remaining. 


2. Determine the area of circles having (a) a 
radius of 4cm (b) a diameter of 30mm (c) a An octagon is an 8-sided polygon. If radii are drawn 
circumference of 200mm. from the centre of the polygon to the vertices then 8 


оаа equal triangles аге produced, as shown in Figure 25.25. 


and an inside diameter of 20mm. Determine 
its area. 


4. If the area of a circle is 320 mm^, find (a) its 
diameter and (b) its circumference. 


12cm 


5. Calculate the areas of the following sectors of 
circles. 


(a) radius 9cm, angle subtended at centre Mt 
inse 

(b) diameter 35mm, angle subtended at Figure 25.25 
centre 48°37’. 


6. Determine the shaded area of the template 


; Ї ; 
АОИ Area of one triangle = 2 х base x height 


1 12 2 
== х5 х = = 15ст 
4 | 80тт 2 2 
radius Area of octagon = 8 x 15 = 120cm? 
120mm 
eB Problem 18. Determine the area of a regular 
222222222 hexagon which has sides 8cm long 
90mm 
Figure 25.23 A hexagon is a 6-sided polygon which may be divided 


into 6 equal triangles as shown in Figure 25.26. The 
angle subtended at the centre of each triangle is 360° + 
6 = 60°. The other two angles in the triangle add up to 
120° and are equal to each other. Hence, each of the 
triangles is equilateral with each angle 60° and each 
side 8cm. 


7. Anarchway consists of a rectangular opening 
topped by a semi-circular arch, as shown in 
Figure 25.24. Determine the area of the open- 
ing if the width is 1 m and the greatest height 
is 2m. 


4cm 
I«—1 


Figure 25.26 


I—— — — —M 
1m 


Figure 25.24 К 1 . 
Area of one triangle — 7 х base x height 


Here are some further worked problems of common _ 1 "TT 
shapes. 2 
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h is calculated using Pythagoras’ theorem: 
8 =h? +4" 
from which h = 82 — 42 = 6.928 cm 


Hence, 


1 
Area of one triangle = 2 x 8 x 6.928 = 27.71 cm? 


Area of hexagon = 6 x 27.71 
= 166.3cm? 


Problem 19. Figure 25.27 shows a plan of a floor 
of a building which is to be carpeted. Calculate the 
area of the floor in square metres. Calculate the cost, 
correct to the nearest pound, of carpeting the floor 
with carpet costing £16.80 per m7, assuming 30% 
extra carpet is required due to wastage in fitting 


Figure 25.27 


Area of floor plan 
= area of triangle ABC + area of semicircle 
+ area of rectangle CGLM 
+ area of rectangle CDEF 


— area of trapezium HIJK 


Triangle ABC is equilateral since AB = BC = 3m and, 


hence, angle B'CB = 60°. 
sin B/CB = BB'/3 
i.e. ВВ = 3 sin60° = 2.598 m. 


1 
Area of triangle ABC = 240 (ВВ”) 


1 
- 5 000.598) = 3.897 m? 


2. l 4 1 2 
Area of semicircle = gu = 2705) 


—9.817m? 
Area of CGLM =5 x 7 235m? 
Area of CDEF = 0.8 x 3224m? 


1 
Area of HIJK = soe 1J)(0.8) 


Since MC — 7 m then LG — 7 m, hence 
JI —7 5.2 = 1.8m. Hence, 


1 
Area of HIJK = 7.8 + 1.8)(0.8) = 1.92 m? 


Total floor area = 3.897 + 9.817 4-35 + 2.4 — 1.92 
= 49.194 m? 


To allow for 30% wastage, amount of carpet required 
= 1.3 x 49.194 = 63.95 m? 


Cost of carpet at £16.80 рег m2 
= 63.95 x 16.80 = £1074, correct to the nearest pound. 


Now try the following Practice Exercise 


Practice Exercise99 Areas of common 
shapes (answers on page 351) 


1. Calculate the area of a regular octagon if each 
side is 20mm and the width across the flats is 
48.3 mm. 


2. Determine the area of a regular hexagon which 
has sides 25 mm. 


3. A plot of land is in the shape shown in 
Figure 25.28. Determine 


20m 30m 20m 
4-4 ai 


Figure 25.28 
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(a) its area in hectares (1 ha = 10* m°). 
(b 


хи 


the length of fencing required, to the near- 
est metre, to completely enclose the plot 
of land. 


25.4 Areas of similar shapes 


Figure 25.29 shows two squares, one of which has sides 
three times as long as the other. 


-------- 
! ! 
! ! 
! ! 
Yep — 
! ! 
3х І 1 
| 1 
ЫЕ--------і---- 
! ! 
Х 1 1 
I I 
I ! 
<БЬ> e 
x 3x 


Figure 25.29 


Area of Figure 25.29(a) = (x)(x) = x? 
Area of Figure 25.29(b) = (3x)(3x) = 9x? 


Hence, Figure 25.29(b) has an area (33; i.e., 9 times the 
area of Figure 25.29(a). 

In summary, the areas of similar shapes are pro- 
portional to the squares of corresponding linear 
dimensions. 


Problem 20. А rectangular garage is shown on a 
building plan having dimensions 10mm by 20mm. 
If the plan is drawn to a scale of 1 to 250, determine 
the true area of the garage in square metres 


Area of garage on the plan — 10mm x 20mm 


— 200mm? 


Since the areas of similar shapes are proportional to the 
squares of corresponding dimensions, 


True area of garage — 200 x (250)? 
= 12.5 x 108mm? 


12.5x 106 , 
= ——— m 
106 
since 1m? = 10°mm 


= 12.5m? 


2 


Now try the following Practice Exercise 
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1. The area of a park on a map is 500mm. If 
the scale of the map is 1 to 40000, deter- 
mine the true area of the park in hectares 
(1 hectare = 10^ m°). 


2. A model of a boiler is made having an overall 
height of 75 mm corresponding to an overall 
height of the actual boiler of 6 m. If the area of 
metal required for the model is 12 500 mm?, 
determine, in square metres, the area of metal 
required for the actual boiler. 


3. The scale of an Ordnance Survey map is 
1:2500. A circular sports field has a diam- 
eter of 8cm on the map. Calculate its area 
in hectares, giving your answer correct to 
3 significant figures. (1 hectare = 10* m?.) 


26.1 Introduction 


A circle is a plain figure enclosed by acurved line, every 
point on which is equidistant from a point within, called 
the centre. 

In Chapter 25, worked problems on the areas of circles 
and sectors were demonstrated. In this chapter, proper- 
ties of circles are listed and arc lengths are calculated, 
together with more practical examples on the areas of 
sectors of circles. Finally, the equation of a circle is 
explained. 


26.2 Properties of circles 


(a) The distance from the centre to the curve is called 
the radius, r , of the circle (see OP in Figure 26.1). 


Figure 26.1 


(b) The boundary of a circle is called the circumfer- 
ence, c. 


(c) Any straight line passing through the centre and 
touching the circumference at each end is called 
the diameter, d (see QR in Figure 26.1). Thus, 
d —2r. 


circumference 


(d) Theratio - is a constant for any cir- 
diameter 


cle. This constant is denoted by the Greek letter лт 
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The circle 


(pronounced “ріе”), where л = 3.14159, correct 
to 5 decimal places (check with your calculator). 


с 
Непсе, d =z orc=ad orc=2nar. 


(е) А semicircle is one half of a whole circle. 
(f) A quadrant is one quarter of a whole circle. 


(g) А tangent toa circle is a straight line which meets 
the circle at one point only and does not cut the cir- 
cle when produced. AC in Figure 26.1 is a tangent 
to the circle since it touches the curve at point B 
only. If radius OB is drawn, angle ABO is a right 
angle. 


(h) The sector of a circle is the part of a circle 
between radii (for example, the portion OXY of 
Figure 26.2 is a sector). If a sector is less than a 
semicircle it is called a minor sector; if greater 
than a semicircle it is called a major sector. 


X 


С, 
“Ху” 


Figure 26.2 


(i) The chord of a circle is any straight line which 
divides the circle into two parts and is termi- 
nated at each end by the circumference. ST, in 
Figure 26.2, is a chord. 


(j) Segment is the name given to the parts into which 
acircle is divided by a chord. If the segment is less 
than a semicircle it is called a minor segment 
(see shaded area in Figure 26.2). If the segment 
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is greater than a semicircle it is called a major 
segment (see the un-shaded area in Figure 26.2). 


(k) An arc is a portion of the circumference of a cir- 
cle. The distance SRT in Figure 26.2 is called 
a minor arc and the distance 5ХҮТ is called a 
major arc. 


Figure 26.4 


(1) The angle at the centre of a circle, subtended 
by an arc, is double the angle at the circumfer- 
ence subtended by the same arc. With reference 
to Figure 26.3, 


A tangent to a circle is at right angles to a radius drawn 
from the point of contact; i.e., ABO = 90°. Hence, using 
Pythagoras’ theorem, 


Angle AOC = 2 x angle ABC AO? = AB? + ОВ? 


from which, AO = V AB2 + ОВ? 
од в 
6-2 = y 1502 + 402 = 155.2mm 


Now try the following Practice Exercise 


Figure 26.3 
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(m) Theangleinasemicircleis aright angle (see angle (answers on page 351) 


BQP in Figure 26.3). 
1. Calculate the length of the circumference of 


a circle of radius 7.2 cm. 
Problem 1. Find the circumference of a circle of 2. Ifthe diameter of a circle is 82.6 mm, calcu- 
radius 12.0cm late the circumference of the circle. 


3. Determine the radius of a circle whose cir- 
Circumference, c = 2 x л x radius = 2ztr = 27x (12.0) ППТ cnn 


= 752060 4. Find the diameter of a circle whose perimeter 


is 149.8cm. 
Problem 2. If the diameter of a circle is 75mm, 


ий ifs ciranac: 5. Acrank mechanism is shown in Figure 26.5, 


where XY 18 a tangent to the circle at point 
X.Ifthecircle radius OX is 10cm and length 


Circumference, c = л x diameter = ла = x (75) : А 
OY is 40cm, determine the length of the 


= 235.6mm connecting rod XY. 
Problem 3. Determine the radius of a circular X 
pond if its perimeter is 112m 
Y 
Perimeter = circumference, c = 27r 40cm 
: с 112 
Hence, radius of pond, ғ = — = — = 17.83 ст 
2л 2л 
Figure 26.5 


Problem 4. In Figure 26.4, АВ is a tangent to the . К 
circle at В. If the circle radius is 40mm апа 6. Ifthe circumference of the earth is 40000 km 


AB = 150mm, calculate the length AO at the equator, calculate its diameter. 


232 Basic Engineering Mathematics 


7. Calculate the length of wire in the paper clip 
shown in Figure 26.6. The dimensions are in 


millimetres. 
2.5rad 
ж 
ж 
32 
12 
2.5гаа 
6 
3rad 
Figure 26.6 


26.3 Radians and degrees 


One radian is defined as the angle subtended at the 
centre of a circle by an arc equal in length to the radius. 
With reference to Figure 26.7, for arc length s, 


. 5 
6 radians = — 
в 


Figure 26.7 


When s = whole circumference (= 2777) then 


ie. 2л radians = 360° or x radians = 180° 


180° 
Thus, lrad = = 57.30°, correct to 2 decimal 
places. 
: л л л 
Since л rad = 180°, then — = 90°, — = 60°, — = 45°, 
2 3 4 


and so on. 


Problem 5. Convert to radians: (a) 125° 
(b) 69247” 


180 
(a) Since 180° = л rad, 1° = — rad, therefore 
л 


125° = 125 (та) rad = 2.182 radians. 


47° 
(b) 69°47 = dr — 69.783? (or, with your calcu- 


lator, enter 69947” using ° ' ' ' function, press = 
and press ° ° ° ° again). 
and 69.783° = 69.783 (=) rad 

= 1.218 radians. 


Problem 6. Convert to degrees and minutes: 
(a) 0.749 radians (b) 37/4 radians 


о 


: 180 
(a) Since т rad = 180°, 1 rad = 


180 ү? 
0.749 rad= 0.749 | — | = 42.915? 
л 


0.915? = (0.915 х 60) = 55’, correct to the nea- 
rest minute, 


Hence, 0.749 radians = 42°55’ 


therefore 


180\° 
(b) Since Irad = (2) Шеп 
л 


3 180\° 
T ad = 37 (180) L3 89 = 135° 
4 4 x 4 


Problem 7. Express in radians, in terms of zr, 
(CES OI 27 SES 


Since 180° = zrrad, 1° = S dnd 


~ 180 
(а) 150° = 150 (=) са. 
180 6 
(b) 270° = 270 (15) rad = = rad 
(c) 37.5° = 37.5 (=) Hiec ud 
180 360 24 


Now try the following Practice Exercise 


Practice Exercise 102 
(answers on page 351) 


Radians and degrees 


1. Convert to radians in terms of тг: 


(1) EE (S O S 

2. Convert to radians, correct to 3 decimal 
places: 
(07 488 (b) S425 T1259 (с2:2:15/ 
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3. Convert to degrees: 
(а) rad (b) rad (o) “rad 
— ra — га с) --та 
E 9 12 
4. Convert to degrees and minutes: 


(a) 0.0125rad (b) 2.69rad 
(c) 7.241rad 


26.4 Arclength and area of circles and 


sectors 


26.4.1 Arclength 


From the definition of the radian in the previous section 
and Figure 26.7, 


arc length, s = r0 where 0 is in radians 


26.4.2 Area of a circle 
From Chapter 25, for any circle, area = л х (radius)? 


1.6. area = zr? 


2 ла? 
area = лғ” or —— 


d 
Si ==, 
ince r 2 1 


26.4.3 Area ofa sector 


0 
Area of a sector — x07" when 0 is in degrees 


when 0 is in radians 


Problem 8. А hockey pitch has a semicircle of 
radius 14.63 m around each goal net. Find the area 
enclosed by the semicircle, correct to the nearest 
square metre 


1 
Area of a semicircle = =r? 
2, 
1 
When r = 14.63m, area = 57 (14.63)? 
ie. area of semicircle — 336m? 
Problem 9. Find the area of a circular metal plate 


having a diameter of 35.0 mm, correct to the nearest 
square millimetre 


2 
: ла 
Area of a circle = rr? = —— 


л (35.0)? 


When d = 35.0mm, area = a 


ie. area of circular plate = 962 mm? 


Problem 10. Find the area of a circle having a 
circumference of 60.0mm 


Circumference, с = 2ztr 


. . с 60.0 30.0 
from which radius, r = = = 
2 2л л 


Area of a circle = лғ? 


2 
ie. агеа = л (29) =286.5 mm? 
л 


Problem 11. Find the length of the arc of a circle 
of radius 5.5cm when the angle subtended at the 
centre is 1.20 radians 


Length of arc, s = r0, where 0 is in radians. 
Hence, arc length, s = (5.5)(1.20) = 6.60 cm. 


Problem 12. Determine the diameter and 
circumference of a circle if an arc of length 4.75 cm 
subtends an angle of 0.91 radians 


Since arc length, s — r0 then 
1 s 4.75 
radius, r = — =5.22cm 
Diameter = 2 x radius = 2 x 5.22 = 10.44 cm 


0 091 
Circumference, c = ла = x (10.44) = 32.80 cm 


Problem 13. If an angle of 125° is subtended by 
an arc of a circle of radius 8.4 cm, find the length of 
(a) the minor arc and (b) the major arc, correct to 

3 significant figures 


Since 180? = zr rad then 1° = (=) rad and 
т. 180 
125° = 125 (150) гаа 
(a) Length of minor arc, 
л 
180 
correct to 3 significant figures 


s =r = (84)(125) ( ) — 18.3cm, 
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(b) Length of major arc = (circumference — minor 
arc) = 27 (8.4) — 18.3 = 34.5cm, correct to 3 
significant figures. 

(Alternatively, major arc = r0 


= 8.4(360 — 125) (15) = 34.5cm.) 


Problem 14. Determine the angle, in degrees and 
minutes, subtended at the centre of a circle of 
diameter 42 mm by an arc of length 36 mm. 
Calculate also the area of the minor sector formed 


Since length of arc, s = r0 then 0 = 5 
m 


. diameter 42 
Radius, r= = 
2 2 


Jeta oppidis 
r 21 


— 21 mm, 


hence 


180 ү? 

1.7143rad = 1.7143 x (=) = 98.22? = 98°13’ = 
л 

angle subtended at centre of circle. 


From equation (2), 
1 4 1 2 
area of sector = A 0- 2021) (1.7143) 


= 378mm’. 


Problem 15. А football stadium floodlight can 
spread its illumination over an angle of 45° toa 
distance of 55m. Determine the maximum area that 
is floodlit. 


1 
Floodlit area = area of sector = 270 


= 5697 (45 х ix) 


= 1188m? 


Problem 16. An automatic garden sprayer 
produces spray to a distance of 1.8 m and revolves 
through an angle o which may be varied. If the 
desired spray catchment area is to be 2.5 m?, to what 
should angle o be set, correct to the nearest degree? 


1 1 
Area of sector = 279, hence 2.5 = 2 (187 a 


25х2 
fronton. wa = = 7 нь 


L82 ^ 


180 ү? 
1.5432rad = [1.5432 x — | = 88.42° 
л 


Hence, angle œ = 88°, correct to the nearest degree. 


Problem 17. The angle of a tapered groove is 
checked using a 20mm diameter roller as shown in 
Figure 26.8. If the roller lies 2.12 mm below the top 
of the groove, determine the value of angle 0 


Figure 26.8 


In Figure 26.9, triangle ABC is right-angled at C (see 
property (g) in Section 26.2). 


Figure 26.9 


Length BC = 10 mm (i.e. the radius of the circle), and 
АВ = 30 — 10 — 2.12 = 17.88 mm, from Figure 26.9. 


. 0 10 ЭЭ 10 
Hence, sin = = and — = sin ---- | = 34° 
2 17.88 17.88 


and angle 0 = 68°. 


Now try the following Practice Exercise 


Practice Exercise 103 Arc length and area 
of circles and sectors (answers on page 351) 


]. Calculate the area of a circle of radius 6.0 cm, 
correct to the nearest square centimetre. 


2. Тһе diameter of a circle is 55.0 mm. Deter- 
mine its area, correct to the nearest square 
millimetre. 


The perimeter of a circle is 150mm. Find its 
area, correct to the nearest square millimetre. 


Find the area of the sector, correct to the 
nearest square millimetre, of a circle having 
a radius of 35mm with angle subtended at 
centre of 75°. 


An annulus has an outside diameter of 
49.0 mm and an inside diameter of 15.0 mm. 
Find its area correct to 4 significant figures. 


Find the area, correct to the nearest square 
metre, of a 2m wide path surrounding a 
circular plot of land 200 m in diameter. 


A rectangular park measures 50m by 40m. 
A 3m flower bed is made round the two 
longer sides and one short side. A circular fish 
pond of diameter 8.0m is constructed in the 
centre of the park. It is planned to grass the 
remaining area. Find, correct to the nearest 
square metre, the area of grass. 


With reference to Figure 26.10, determine (a) 
the perimeter and (b) the area. 


17cm 


28cm 


Figure 26.10 


9. Find the area of the shaded portion of 


Figure 26.11. 


Figure 26.11 


10. 


ШЕ 


125 


12: 


14. 


15: 


16. 


ІШЕ 


18. 


The circle 


Find the length of an arc of a circle of radius 
8.32 cm when the angle subtended at the cen- 
tre is 2.14 radians. Calculate also the area of 
the minor sector formed. 


If the angle subtended at the centre of a cir- 
cle of diameter 82mm is 1.46rad, find the 
lengths of the (a) minor arc and (b) major arc. 


A pendulum of length 1.5m swings through 
an angle of 10° in a single swing. Find, in 
centimetres, the length of the arc traced by 
the pendulum bob. 


Determine the length of the radius and cir- 
cumference of a circle if an arc length of 
32.6cm subtends an angle of 3.76 radians. 


Determine the angle of lap, in degrees and 
minutes, if 180mm of a belt drive are in 
contact with a pulley of diameter 250 mm. 


Determine the number of complete revo- 
lutions a motorcycle wheel will make in 
travelling 2km if the wheel's diameter is 
85.1cm. 


A floodlightat a sports ground spread its illu- 
mination over an angle of 40? to a distance 
of 48 m. Determine (a) the angle in radians 
and (b) the maximum area that is floodlit. 


Find the area swept out in 50 minutes by the 
minute hand of a large floral clock if the hand 
is 2m long. 


Determine (a) the shaded area in Figure 26.12 
and (b) the percentage of the whole sector that 
the shaded area represents. 


Figure 26.12 
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19. Determine the length of steel strip required 
to make the clip shown in Figure 26.13. 


100mm 


100mm 


Figure 26.13 


20. А 50° tapered hole is checked with a 40mm 
diameter ball as shown in Figure 26.14. 
Determine the length shown as x. 


=< 


X 


Figure 26.14 


26.5 The equation of a circle 


The simplest equation of a circle, centre at the origin 
and radius r, is given by 


х2 +у2 = 12 
For example, Figure 26.15 shows a circle x? + y? =9. 
yA 
зі 
2 x+y? =9 
1 
> 
=3 =2=1.0 X 


Figure 26.15 


More generally, the equation of a circle, centre (a, b) 
and radius r, is given by 


(ха) +(y—by =r 0) 
Figure 26.16 shows a circle (x — 2)? + (y – 3)? = 4. 


У 
5 
! 
2 t 
b=3 
| 
0 2 4 Х 


Figure 26.16 
The general equation of a circle is 
x? y? +2ex+2fy+c=0 (2) 


Multiplying out the bracketed terms in equation (1) 
gives 


x? -2ax +a* + y? —2by +b? =r? 


Comparing this with equation (2) gives 


2e 
2e = —2 ш---- 
е a, ie.a 2 
2 
and 2f = —2b, ie boil 


and c—a^-b —r°, іе. ғ = уа? +b? – с 
Thus, for example, the equation 
х2 +у2 —4x —6y+9=0 


represents a circle with centre, 


-4 2 
a= -(z)s- -(3) i.e., at (2, 3) and 
radius, г--422--32-9-42 


Hence, x? + y? — 4x — 6y +9 = 01 the circle shown in 
Figure 26.16 (which may be checked by multiplying out 
the brackets in the equation (x — 2)? + (у = 3)? = 4). 


Problem 18. Determine (a) the radius and (b) the 
co-ordinates of the centre of the circle given by the 
equation x? + y? +8x —2y 4-820 


x? +y? 8x —2y +8 = 0 is of the form shown in 
equation (2), 


where a= -(5) --4,Б- -(3) =1 
2 2 


and r= (—4)? + 12-8 = V9 = 3. 


Hence, x? + y? -- 8x — 2y +8 = 0 represents a circle 
centre (—4, 1) and radius 3, as shown in Figure 26.17. 


y | 

| 

qp 

% 2 | 

Умар 

Н 6 4 0 Х 
| | 

| 

Н-----------4--ңа--4 | 
н | 


Figure 26.17 


Alternatively, x? + y? + 8x — 2y +8 = 0 may be rear- 
ranged as 


(x +4)? + (у – 1)2-9=0 
іе. (х4-48--(у-41) = 3" 


which represents a circle, centre (—4, 1) and radius 3, 
as stated above. 


Problem 19. Sketch the circle given by the 
equation x? + y? — 4x +6y —3=0 


The equation of a circle, centre (a,b), radius r is 
given by 
(ха)? +(y—by =? 


The general equation of a circle is 
x? + у? +2ех -2fy +с= 0 


2 2 
From above a = — b=- Л and r =v a? +b? —c 


Hence, if x? + y? —4x +6y —3=0 
-4 6 
then 4--( )=2.0=-( )=-3 and 


2 2 
r=y2 +3 - (-3) = V16=4 
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Thus, the circle has centre (2, —3) and radius 4, as 
shown in Figure 26.18. 


моо 


Figure 26.18 
Alternatively, x? + y? — 4х + 6y — 3 = 0 may Бе rear- 
ranged as 
(x — 2)? + (у +3)? -3-13=0 
ie. (х-2 (y 43) 24 


which represents a circle, centre (2, —3) and radius 4, 
as stated above. 


Now try the following Practice Exercise 


Practice Exercise 104 The equation of a 
circle (answers on page 351) 


1. Determine (a) the radius and (b) the 
co-ordinates of the centre of the circle given 
by the equation x? + y? — 6x + 8y +21 = 0. 


2. Sketch the circle given by the equation 
x? + y? — 6x +4y -3— 0. 


3. Sketch the curve x? + (y — 1)? — 25 = 0. 


2 
4. Sketch the curve x = 6 | — A | 


Revision Test 10: Areas and circles 


This assignment covers the material contained in Chapters 25 and 26. The marks available are shown in brackets at 


the end of each question. 


1. A rectangular metal plate has an area of 9 600 cm?. 
If the length of the plate is 1.2m, calculate the 
width, in centimetres. (3) 


2. Calculate the cross-sectional area of the angle iron 
section shown in Figure RT10.1, the dimensions 
being in millimetres. (4) 

1 4—19 — 

3 


Ї 


| 


ЙГ 27 >| 


Figure RT10.1 


3. Find the area of the trapezium M N O P shown in 
Figure RT10.2 when a = 6.3 cm, b = 11.7 cm and 


» 4-4 28 


ГО = DD C0, (3) 
a 
| мі“ 2 41! 
h 
| » O 
Ple b >| 
Figure RT10.2 
4. Find the area of the triangle DEF in Figure 
RT10.3, correct to 2 decimal places. (4) 


5. Arectangular park measures 150m by 70m. A2m 
flower border is constructed round the two longer 
sides and one short side. A circular fish pond of 
diameter 15m is in the centre of the park and the 
remainder of the park is grass. Calculate, correct 
to the nearest square metre, the area of (a) the 
fish pond, (b) the flower borders and (c) the grass. 

(6) 


6. Aswimming pool is 55 mlong and 10 m wide. The 
perpendicular depth at the deep end is 5 m and at 


Figure RT10.3 


the shallow end is 1.5 m, the slope from one end 
to the other being uniform. The inside of the pool 
needs two coats of a protective paint before it is 
filled with water. Determine how many litres of 
paint will be needed if 1 litre covers ТО 7) 


7. Find the area of an equilateral triangle of side 
20.0cm. (4) 


8. A steel template is of the shape shown in 
Figure RT10.4, the circular area being removed. 
Determine the area of the template, in square 
centimetres, correct to 1 decimal place. (8) 


30mm 
-ы 


130mm 


70mm 


>< 


70mm 150mm 


Figure RT10.4 


9. The area of a plot of land on a map is 
400 mm^. If the scale of the map is 1 to 50000, 


determine the true area of the land in hectares 
(1 hectare = 10^ m?). (4) 


Determine the shaded area in Figure RT10.5, 
correct to the nearest square centimetre. (3) 


Figure RT10.5 


Determine the diameter of a circle, correct to 
the nearest millimetre, whose circumference is 
178.4 cm. (2) 


Calculate the area of a circle of radius 6.84 cm, 
correct to 1 decimal place. (2) 


The circumference of a circle is 250mm. Find its 
area, correct to the nearest square millimetre. (4) 


Find the area of the sector of a circle having a 
radius of 50.0mm, with angle subtended at centre 
of 120°. (3) 


Determine the total area of the shape shown in 
Figure RT10.6, correct to 1 decimal place. (7) 


€ — 7.0m —> 


6.0m 


Figure RT10.6 


16. 


17 


18. 


19. 


20. 


ӘЛІ, 
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The radius of a circular cricket ground is 75 m. The 
boundary is painted with white paint and 1 tin of 
paint will paint a line 22.5 m long. How many tins 
of paint are needed? (3) 


Find the area of a 1.5m wide path surrounding a 
circular plot of land 100m in diameter. (3) 


A cyclometer shows 2530 revolutions in a dis- 
tance of 3.7km. Find the diameter of the wheel 
in centimetres, correct to 2 decimal places. (4) 


The minute hand of a wall clock is 10.5cm long. 
How far does the tip travel in the course of 
24 hours? (4) 


Convert 
(a) 125947” to radians. 
(b) 1.724 radians to degrees and minutes. (4) 


Calculate the length of metal strip needed to 
make the clip shown in Figure RT10.7. (7) 


70mm 


Figure RT10.7 


228 


25); 


75тт 15mm rad 


a 30 mm гаа 


15mm rad 


70mm 


A lorry has wheels of radius 50cm. Calculate the 
number of complete revolutions a wheel makes 
(correct to the nearest revolution) when travelling 
3 miles (assume | mile = 1.6km). (4) 


The equation of a circle is 

x? + y? + 12x — 4y +4 = 0. Determine 

(a) the diameter of the circle. 

(b) the co-ordinates of the centre of the circle. 


(7) 


Chapter 27 


Volumes of common solids 


27.1 Introduction 


The volume of any solid is a measure of the space occu- 
pied by the solid. Volume is measured in cubic units 
such as mm?, cm? and m?. 

This chapter deals with finding volumes of common 
solids; in engineering it is often important to be able to 
calculate volume or capacity to estimate, say, the amount 
of liquid, such as water, oil or petrol, in different shaped 
containers. 

A prism is a solid with a constant cross-section and 
with two ends parallel. The shape of the end is used to 
describe the prism. For example, there are rectangular 
prisms (called cuboids), triangular prisms and circular 
prisms (called cylinders). 

On completing this chapter you will be able to cal- 
culate the volumes and surface areas of rectangular and 
other prisms, cylinders, pyramids, cones and spheres, 
together with frusta of pyramids and cones. Volumes of 
similar shapes are also considered. 


27.2 Volumes and surface areas of 


common shapes 


27.2.1 Cuboids or rectangular prisms 


A cuboid is a solid figure bounded by six rectangular 
faces; all angles are right angles and opposite faces are 
equal. A typical cuboid is shown in Figure 27.1 with 
length /, breadth b and height h. 


Volume of cuboid = і x b x h 
and 


surface area = 2bh + 2hl + 21b = 2(bh -- hl -- Ib) 


DOI: 10.1016/B978-1-85617-697-2.00027-2 


Figure 27.1 


A cube is a square prism. If all the sides of a cube are x 
then 


Volume — x? and surface area — 6x? 


Problem 1. A cuboid has dimensions of 12cm by 
4cm by 3cm. Determine (a) its volume and (b) its 
total surface area 


The cuboid is similar to that in Figure 27.1, with 
l = 12cm, b = 4cm and h = 3cm. 
(a) Volume of cuboid=/ x bx h —12x4x3 

— 144 cm? 


(b) Surface area = 2(bh + hl + 1р) 
-245х3-3х12-12х 4) 


— 2(12.4- 36 + 48) 
—2x 96 = 192 cm? 


Problem 2. Ап oil tank is the shape of a cube, 
each edge being of length 1.5 m. Determine (a) the 
maximum capacity of the tank in m? and litres and 
(b) its total surface area ignoring input and output 
orifices 


(a) Volume of oil tank = volume of cube 
= 1.5m x 1.5m x 1.5m 
= 1.5 т? = 3.375 m? 
1 m? = 100cm х 100cm х 100cm = 10$ст?. 
Hence, 


volume of tank = 3.375 x 10°cm? 


1 litre = 1000cm?, hence oil tank capacity 


3.375 x 106 


1000 litres = 3375 litres 


(b) Surface area of one side = 1.5m x 1.5m 
= 2.25 2. 


A cube has six identical sides, hence 


total surface area of oil tank = 6 x 2.25 
213.5m? 


Problem 3. A water tank is the shape of a 
rectangular prism having length 2 m, breadth 75 cm 
and height 500 mm. Determine the capacity of the 
tank in (a) m? (b) cm? (c) litres 


Capacity means volume; when dealing with liquids, the 
word capacity is usually used. 

The water tank is similar in shape to that in Figure 27.1, 
with l = 2m, b = 75cm and h = 500mm. 


(a) Capacity of watertank — / x b x h. To use this for- 
mula, all dimensions must be in the same units. 
Thus, / 22m, b = 0.75 m and Л = 0.5m (since 
1m = 100cm = 1000 mm). Hence, 


capacity of tank = 2 х 0.75 x 0.5 = 0.75 т? 


(b) Im -ішхішхіш 
= 100cm х 100cm х 100cm 


i.e., 1m?- 1000 000 =10° cm?. Hence, 
capacity = 0.75 m? = 0.75 x 106 cm? 


— 750000 cm? 
(c) 1litre = 1000cm?. Hence, 
750,000 
75 Poll 27501 
0000 cm 1000 0 litres 


27.2.2 Cylinders 


A cylinder is a circular prism. A cylinder of radius r and 
height h is shown in Figure 27.2. 
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Figure 27.2 


Volume = лг 


Curved surface area = 2xrh 


Total surface area = 2zrh + 2x r? 


Total surface area means the curved surface area plus 
the area of the two circular ends. 


Problem 4. A solid cylinder has a base diameter 
of 12cm and a perpendicular height of 20cm. 
Calculate (a) the volume and (b) the total surface 
area 


(a Volume = лг2л = л x (2) х 20 
= 7201 = 2262 cm? 
(b) Total surface area 
=2nrh+2nr° 


= (2x m x 6X 20) + (2x 2x6’) 
= 2407 +727 = 3127 = 980 cm? 


Problem 5. A copper pipe has the dimensions 
shown in Figure 27.3. Calculate the volume of 
copper in the pipe, in cubic metres. 


12cm 
25cm 


Figure 27.3 
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Outer diameter, D = 25cm = 0.25 m and inner diame- 
ter, d = 12cm = 0.12m. 


Area of cross-section of copper 


лр? ла? л(025/ л(0412) 
4 4 4 4 
= 0.0491 — 0.0113 = 0.0378 m? 


Hence, volume of copper 


— (cross-sectional area) x length of pipe 


— 0.0378 x 2.5 — 0.0945 m? 


27.2.3 More prisms 


A right-angled triangular prism is shown in Figure 27.4 
with dimensions b, h and /. 


Figure 27.4 


1 
Volume — jbhl 


and 


surface area — area of each end 


+ area of three sides 


Notice that the volume is given by the area of the end 
(i.e. area of triangle — Iph) multiplied by the length /. 
In fact, the volume of any shaped prism is given by the 
area of an end multiplied by the length. 


Problem 6. Determine the volume (in cm?) of the 
shape shown in Figure 27.5 


Figure 27.5 


The solid shown in Figure 27.5 is a triangular prism. 
The volume V of any prism is given by V — AA, where 
A is the cross-sectional area and h is the perpendicular 
height. Hence, 


1 
volume — 5 16 x 12 х 40 = 3840 mm? 


= 3.840 cm? 
(since 1 cm? = 1000 mn?) 


Problem 7. Calculate the volume of the 
right-angled triangular prism shown in Figure 27.6. 
Also, determine its total surface area 


40cm 


Figure 27.6 


Volume of right-angled triangular prism 


1 1 
= —bhl==x8x6~x 40 
2 2 


i.e. volume — 960 cm? 


Total surface area = area of each end + area of three 


sides. 


In triangle ABC, АС? = AB? + BC? 


AC =V AB? + BC? = 4/62 +82 


= 10cm 


from which, 


Hence, total surface area 


=2 (29) + (AC x 40) + (BC х 40) + (AB x 40) 


= (8 x 6) + (10 x 40) + (8 x 40) + (6 x 40) 
= 48 + 400 + 320 + 240 


ie. total surface area = 1008 cm? 


Problem 8. Calculate the volume and total 
surface area of the solid prism shown in Figure 27.7 


15cm 


Figure 27.7 


The solid shown in Figure 27.7 is a trapezoidal prism. 


Volume of prism = cross-sectional area x height 


1 
= ~(11+5)4x 15 = 32 х 15 


Um 
— 480 cm? 


Surface area of prism 


— sum of two trapeziums 4- 4 rectangles 
= (2 х 32) + (5 х 15) + (101 x 15) +2(5 x 15) 
= 64+ 75 + 165 + 150 = 454 cm? 
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Now try the following Practice Exercise 


Practice Exercise 105 


Volumes and surface 


areas of common shapes (answers on 
page 351) 


ile 


10. 


11. 


Change a volume of 1200000cm? to cubic 
metres. 


Change a volume of 5000mm? to cubic 
centimetres. 


A metal cube has a surface area of 24cm?. 
Determine its volume. 


A rectangular block of wood has dimensions 
of 40mm by 12mm by 8 mm. Determine 


(a) its volume, in cubic millimetres 


(b) its total surface area in square millime- 
tres. 


Determine the capacity, in litres, of a fish tank 
measuring 90cm by 60cm by 1.8m, given 
1 litre = 1000 cm?. 


A rectangular block of metal has dimensions 
of 40mm by 25 mm by 15 mm. Determine its 
volume in cm?. Find also its mass if the metal 
has a density of 9 g/cm?. 


Determine the maximum capacity, in litres, 
of a fish tank measuring 50cm by 40cm by 
2.5m (1 litre = 1000cm?). 


Determine how many cubic metres of con- 
crete are required for a 120m long path, 
150mm wide and 80mm deep. 


A cylinder has a diameter 30 mm and height 

50mm. Calculate 

(a) its volume in cubic centimetres, correct 
to 1 decimal place 


(b) the total surface area in square centime- 
tres, correct to 1 decimal place. 


Find (a) the volume and (b) the total sur- 
face area of a right-angled triangular prism 
of length 80cm and whose triangular end 
has a base of 12cm and perpendicular 
height 5 cm. 


A steel ingot whose volume is 2m? is rolled 
out into a plate which is 30mm thick and 
1.80 m wide. Calculate the length of the plate 
in metres. 
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The volume of a cylinder is 75cm’. If its 
height is 9.0cm, find its radius. 


Calculate the volume of a metal tube whose 
outside diameter is 8cm and whose inside 
diameter is 6cm, if the length of the tube is 
4m. 


The volume of a cylinder is 400cm?. If 
its radius is 5.20cm, find its height. Also 
determine its curved surface area. 


A cylinder is cast from a rectangular piece of 
alloy 5 ст Бу 7cm Бу 12cm. If the length of 
the cylinder is to be 60cm, find its diameter. 


Find the volume and the total surface area 
of a regular hexagonal bar of metal of length 
3 ш if each side of the hexagon is 6cm. 


A block of lead 1.5m by 90cm by 750mm 
is hammered out to make a square sheet 
15mm thick. Determine the dimensions of 
the square sheet, correct to the nearest cen- 
timetre. 


How long will it take a tap dripping at a rate 
of 800 тт?/5 to fill а 3-litre can? 


A cylinder is cast from a rectangular piece 
of alloy 5.20cm by 6.50cm by 19.33 cm. If 
the height of the cylinder is to be 52.0cm, 
determine its diameter, correct to the nearest 
centimetre. 


How much concrete is required for the con- 
struction of the path shown in Figure 27.8, if 
the path is 12cm thick? 


8.5m >| 


Figure 27.8 


27.2.4 Pyramids 


Volume of any pyramid 


1 
ыг х area of base x perpendicular height 


A square-based pyramid is shown in Figure 27.9 with 
base dimension x by x and the perpendicular height of 


the pyramid h. For the square-base pyramid shown, 


1 
volume = gu 


4 г Y 


Figure 27.9 


Problem 9. А square pyramid has a 
perpendicular height of 16cm. If a side of the base 
is 6cm, determine the volume of a pyramid 


Volume of pyramid 
1 : А 
zu x area of base x perpendicular height 


1 
x саг 


= 192 cm? 


Problem 10. Determine the volume and the total 
surface area of the square pyramid shown in 
Figure 27.10 if its perpendicular height is 12 cm. 


Volume of pyramid 


1 
= 3 (area of base) x perpendicular height 


1 
= 3(5x5)x 12 


= 100 cm? 
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| 3x 540 
^ 6x10 


ie. perpendicular height of pyramid — 27 cm 


from which, h — 27cm 


27.2.5 Cones 


A cone is a circular-based pyramid. A cone of base 
radius r and perpendicular height A is shown in 
Figure 27.11. 


1 
Volume = 3 x area of base x perpendicular height 


Figure 27.10 


The total surface area consists of a square base and 4 
equal triangles. 


Area of triangle ADE 


1 
= х base х perpendicular height 


1 
--х5хАС 
2 


The length АС may be calculated using Pythagoras’ 
theorem on triangle ABC, where AB= 12cm and Figure 27.11 
BC=4x5=25cm. 


: 1 2 
AC = УАВ? + ВС? = V122 +2.52 = 1226cm us Volume лг В 
Hence, Curved surface area = лг 


1 - 2 
area of triangle ADE = > x 5 x 12.26 = 30.65 cm? ика 


Total surface area of pyramid = (5 x 5) + 4(30.65) Problem 12. Calculate the volume, in cubic 
— 147.6 cm2 centimetres, of a cone of radius 30mm and 
Е ! perpendicular height 80mm 


Problem 11. A rectangular prism of metal having 
dimensions of 5cm by 6cm by 18cm is melted 
down and recast into a pyramid having a 
rectangular base measuring 6cm by 10cm. 
Calculate the perpendicular height of the pyramid, 
assuming no waste of metal 1cm = 10mm and 


1 1 
Volume of cone = QU - 3 x x x 30? x 80 


= 75398.2236... mm? 


1 cm? = 10mm x 10mm x 10mm = 10? mm?, or 


Volume of шилэн prism=5 x 6 x 18 = 540 cm? line = 1073 cm? 
Volume of pyramid 
1 Hence, 75398.2236... mm? 
е5 х area of base х perpendicular height = 753982236... x 10? en? 
i.e., 


1 
Hence, 540--х(6х10)х/ 
3 Е volume = 75.40 cm? 
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Alternatively, from the question, r = 30mm = 3cm and 
h = 80mm = 8 ст. Hence, 


1 1 
volume = quA - 3 xz x 32 х 8 = 75.40 cm? 


Problem 13. Determine the volume and total 
surface area of a cone of radius 5 cm and 
perpendicular height 12cm 


The cone is shown in Figure 27.12. 


Figure 27.12 
l 2 І 2 
Volume of cone = 3477 h= E xz x5^x12 


= 3142 cm? 
Total surface area — curved surface area 4- area of base 
=arl+ar* 


From Figure 27.12, slant height / may be calculated 
using Pythagoras' theorem: 


1—412?--5? = 13cm 
Hence, total surface area = (л x 5 х 13) + (л х 52) 


= 282.7 cm. 


27.2.6 Spheres 
For the sphere shown in Figure 27.13: 


4 
Volume = сын and surface area = 4z r? 


7 


Figure 27.13 


Problem 14. Find the volume and surface area of 
a sphere of diameter 10cm 


Since diameter = 10cm, radius, r = 5cm. 


2 а 3 
Volume of sphere = Td =3 хлх5 
= 523.6 cn? 


Surface area of sphere = 47r? 24x a x 5° 


= 314.2 cm? 


Problem 15. The surface area of a sphere is 
201.1 ст2. Find the diameter of the sphere and 
hence its volume 


Surface area of sphere = 4z7?. 


Hence, 201.1ст2 2 4 x z x r?, 

from which r= 2m — 16.0 
4хл 

апа radius, r= У 16.0 = 4.0ст 


from which, diameter = 2 x r = 2 х 4.0 = 8.0 ст 
Volume of sphere = 37" mm хл x (4.0) 


— 268.1 cm? 


Now try the following Practice Exercise 


Practice Exercise 106 Volumes and surface 
areas of common shapes (answers on 
page 351) 


1. Па cone has a diameter of 80mm and а 
perpendicular height of 120mm, calculate 
its volume in cm? and its curved surface 
area. 


2. Asquare pyramid has a perpendicular height 
of 4cm. If a side of the base is 2.4cm long, 
find the volume and total surface area of the 
pyramid. 


Volumes of common solids 247 


3. А sphere has a diameter of бст. Determine Cylinder 
its volume and surface area. de 
4. If the volume of a sphere is 566 cm?, find its , Volume — л r?h 
radius. Total surface area = 2zrh + 2nr? 


5. A pyramid having a square base has a per- 
pendicular height of 25 cm and a volume of 
75 стз. Determine, in centimetres, the length 
of each side of the base. 


6. A cone has a base diameter of 16mm and a 
perpendicular height of 40 mm. Find its vol- 
ume correct to the nearest cubic millimetre. 


7. Determine (a) the volume and (b) the surface 
area of a sphere of radius 40 mm. 


8. The volume of a sphere is 325cm?. Deter- 
mine its diameter. 


Pyramid 
9. Given the radius of the earth is 6380km, Хас 1 ХАВ 
calculate, in engineering notation 3 
(a) its surface area in km?. Total surface area ізі 
sum of areas of triangles 
(b) its volume in km?. forming sides + area of base 


10. An ingot whose volume is 1.5m? is to be 
made into ball bearings whose radii are 
8.0cm. How many bearings will be produced 
from the ingot, assuming 596 wastage? 


27.3 Summary of volumes and surface 


areas of common solids 


A summary of volumes and surface areas of regular 
solids is shown in Table 27.1. 


4 3 
Volume = -nr 


Surface area = 4zr? 


* 
5 
d 


Table 27.1 Volumes and surface areas of regular 
solids 
27.4 More complex volumes and 


surface areas 


Here are some worked problems involving more com- 
plex and composite solids. 


Problem 16. A wooden section is shown in 
Figure 27.14. Find (a) its volume in m? and 
(b) its total surface area 


248 Basic Engineering Mathematics 


Figure 27.14 


(a) The section of wood is a prism whose end com- 
prises a rectangle and a semicircle. Since the 
radius of the semicircle is 8cm, the diameter 18 
16cm. Hence, the rectangle has dimensions 12cm 
by 16cm. 1 


Area of end = (12 x 16) + 578° = 292.5ст? 


Volume of wooden section 
= area of end x perpendicular height 
= 292.5 x 300 = 87 750 cm? 

87750 
- m?, since 1 m? = 108 cm 
106 


= 0.08775 n? 


3 


(b) The total surface area comprises the two ends 
(each of area 292.5 cm?), three rectangles and a 
curved surface (which is half a cylinder). Hence, 


total surface area 


= (2 x 292.5) +2(12 x 300) 


1 
+ (16 х 300) + oo x 8 x 300) 


= 585 + 7200 + 4800 + 24007 
—20125cm? or 2.0125 т2 


Problem 17. A pyramid has a rectangular base 
3.60cm by 5.40cm. Determine the volume and total 
surface area of the pyramid if each of its sloping 
edges is 15.0cm 


The pyramid is shown in Figure 27.15. To calculate the 
volume of the pyramid, the perpendicular height EF is 
required. Diagonal BD is calculated using Pythagoras’ 
theorem, 


ie. BD = J [3.602 + 5.402] = 6.490cm 
1 6.490 
Hence, ЕВ-- 270 E ci 3.245cm 


H 


Using Pythagoras' theorem on triangle BEF gives 


Figure 27.15 


BF? = ЕВ? + EF? 


from which EF = y (BF? — EB?) 


= y 15.02 — 3.245? = 14.64ст 


Volume of pyramid 
1 . : 
= а @rea of base)(perpendicular height) 


1 
= 3” x 5.40)(14.64) = 94.87 cm? 


Area of triangle ADF (which equals triangle BCF) 


= 3(AD)(FG), where G is the midpoint of AD. 
Using Pythagoras’ theorem on triangle FGA gives 


FG = J [15.02 — 1.802] = 14.89 cm 


Hence, area of triangleADF = 5 (3.60)(14.89) 
= 26.80ст2 
Similarly, if H is the mid-point of AB, 
ЕН = у 15.02 — 2.702 = 14.75cm 


Hence, area of triangle АВЕ (which equals triangle 


1 
CDF) = JODE) = 39.83 cm? 
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Total surface area of pyramid 
= 2(26.80) + 2(39.83) + (3.60) (5.40) 
= 53.60 + 79.66 + 19.44 
= 152.7 cm? 


Problem 18. Calculate the volume and total 
surface area of a hemisphere of diameter 5.0cm 


1 
Volume of hemisphere = 2 (volume of sphere) 


2 4 2 12501 
--л”--л|р-- 
3 3422 


= 32.7 сп? 
Total surface area 


= curved surface area + area of circle 


1 
= 2 (surface area of sphere) + zr? 


1 
- 26лғ лт 
ADS 
—2nr +nr = Злт? = Зл (2) 
= 58.9cm? 


Problem 19. A rectangular piece of metal having 
dimensions 4cm by 3cm by 12cm is melted down 
and recast into a pyramid having a rectangular base 
measuring 2.5cm by 5cm. Calculate the 
perpendicular height of the pyramid 


Volume of rectangular prism of metal = 4 x 3 x 12 
= 144 ст? 


Volume of pyramid 


1 
= z Med of base)(perpendicular height) 


Assuming no waste of metal, 


1 
144— =(2.5 x 5) height) 


144 x 3 
2.5 x35 
— 34.56 cm 


i.e. perpendicular height of pyramid — 


Problem 20. A rivet consists of a cylindrical 
head, of diameter 1 cm and depth 2 mm, and a shaft 
of diameter 2 mm and length 1.5 cm. Determine the 
volume of metal in 2000 such rivets 


Radius of cylindrical head — sem = 0.5cm апа 
height of cylindrical head = 2mm = 0.2 cm. 
Hence, volume of cylindrical head 

—zr?h = n (0.5)? (0.2) = 0.1571 сш? 


Volume of cylindrical shaft 


(28% 
=ar-h -«( 5 ) (1.5) = 0.0471 cm? 


Total volume of 1 rivet= 0.1571 + 0.0471 
= 0.2042 cm? 
Volume of metal in 2000 such rivets 


— 2000 x 0.2042 — 408.4 cm? 


Problem 21. A solid metal cylinder of radius 
6cm and height 15cm is melted down and recast 
into a shape comprising a hemisphere surmounted 
by a cone. Assuming that 896 of the metal is wasted 
in the process, determine the height of the conical 
portion if its diameter is to be 12cm 


Volume of cylinder — zr!h-mz x6 x15 
— 5407 cm? 


If 8% of metal 15 lost then 92% of 540z gives the 
volume of the new shape, shown in Figure 27.16. 


д 


12 ст 


Figure 27.16 
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Hence, the volume of (hemisphere -- cone) 


= 0.92 x 540л cm? 


А 1/4 1 
1.6. 3 (б) тов 092 х зол 


Dividing throughout by л gives 


Since the diameter of the new shape is to be 12 cm, radius 
г = бст, 


hence 


"NE ee 
3667 + 5(8)*h = 0.92 x 540 
144+ 12h = 496.8 


i.e. height of conical portion, 


| 496.8 — 144 
B 12 


h = 29.4 cm 


Problem 22. A block of copper having a mass of 
50kg is drawn out to make 500 m of wire of 
uniform cross-section. Given that the density of 
copper is 8.91 g/cm, calculate (a) the volume of 
copper, (b) the cross-sectional area of the wire and 
(c) the diameter of the cross-section of the wire 


(a) А density of 8.91 g/cm? means that 8.91 g of cop- 
per has a volume of 1 cm?, or 1 g of copper has a 
volume of (1 + 8.91) cm?. 


: mass 
Density — 
volume 
: mass 
from which volume = - 
density 


Hence, 50kg, i.e. 50000 g, has a 


mass — 50000 


— = cm? = 5612 cn? 
density 8.91 


volume — 


(b) Volume of wire — area of circular cross-section 


x length of wire. 


Hence, 5612 cm? = area x (500 x 100cm) 
5612 2 

— —— ——— cm 

500 x 100 

— 0.1122 cm? 


from which, area — 


d? 
(c) Area of circle = zr? or аж 


ла? 
hence, 0.1122-- DS 


. 4 x 0.1122 
from which, d — —0.3780cm 
л 


i.e. diameter of cross-section is 3.780 mm. 


Problem 23. A boiler consists of a cylindrical 
section of length 8 m and diameter 6m, on one end 
of which is surmounted a hemispherical section of 
diameter 6 m and on the other end a conical section 
of height 4 m and base diameter 6 m. Calculate the 
volume of the boiler and the total surface area 


The boiler is shown in Figure 27.17. 


Figure 27.17 


3 


Volume of hemisphere, Р--лғ 


3 
2 
= 5 хл x3? = 184m 


Volume of cylinder, Q= mr’h =m x3 х 8 


= 727 m? 


1 1 
Volume of cone, R= qun = 3 хлх32х4 


= 127m? 
Total volume of boiler = 182 +727 + 127 
= 1027 = 320.4 т? 


1 
Surface area of hemisphere, Р = 5 nr) 


-2хлх32- 182m" 


Curved surface area of cylinder, О-2лгһ 


-ф2хлх3х8 
= 487 m? 


The slant height of the cone, /, is obtained by Pythago- 
ras’ theorem on triangle ABC, i.e. 


1= 4 (42+32) = 5 
Curved surface area of сопе, 


Ё-лїї-лх3х5-15лш" 


Total surface area of boiler = 187r + 48л + 15л 


= 81x = 254.5 m? 


Now try the following Practice Exercise 


Practice Exercise 107 More complex 
volumes and surface areas (answers on 
page 351) 


1. Find the total surface area of a hemisphere of 
diameter 50mm. 


2. Find (a) the volume and (b) the total surface 
area of a hemisphere of diameter 6cm. 


3. Determine the mass of a hemispherical cop- 
per container whose external and internal 
radii are 12cm and 10cm, assuming that 
1 cm? of copper weighs 8.9 g. 


4. А metal plumb bob comprises a hemisphere 
surmounted by a cone. If the diameter of the 
hemisphere and cone are each 4cm and the 
total length is 5 cm, find its total volume. 


5. A marquee is in the form of a cylinder sur- 
mounted by a cone. The total height is 6 mand 
the cylindrical portion has a height of 3.5m 
with a diameter of 15 m. Calculate the surface 
area of material needed to make the marquee 
assuming 1290 of the material is wasted in 
the process. 


6. Determine (a) the volume and (b) the total 
surface area of the following solids. 


() acone of radius 8.0cm and perpendi- 
cular height 10cm. 


(i) asphere of diameter 7.0cm. 


(ii) ahemisphere of radius 3.0cm. 


10. 


11. 
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(v) a2.5cm by 2.5 ст square pyramid of 
perpendicular height 5.0 cm. 


(v) a 4.0cm by 6.0cm rectangular pyra- 
mid of perpendicular height 12.0 cm. 


(vi) a 4.2ст by 4.2cm square pyramid 
whose sloping edges are each 15.0cm 


(vii) apyramid having an octagonal base of 
side 5.0cm and perpendicular height 
20cm. 


A metal sphere weighing 24kg is melted 
down and recast into a solid cone of base 
radius 8.0cm. If the density of the metal is 
8000 kg/m? determine 


(a) the diameter of the metal sphere. 


(b) the perpendicular height of the cone, 
assuming that 1590 of the metal is lost 
in the process. 


Find the volume of a regular hexagonal pyra- 
mid if the perpendicular height is 16.0 cm and 
the side of the base is 3.0cm. 


A buoy consists of a hemisphere surmounted 
by a cone. The diameter of the cone and 
hemisphere is 2.5m and the slant height of 
the cone is 4.0m. Determine the volume and 
surface area of the buoy. 


A petrol container is in the form of a central 
cylindrical portion 5.0m long with a hemi- 
spherical section surmounted on each end. If 
the diameters of the hemisphere and cylinder 
are both 1.2m, determine the capacity of the 
tank in litres (litre = 1000 cm?). 


Figure 27.18 shows a metal rod section. 
Determine its volume and total surface area. 


1.00cm 
radius 1.00m 


Y 


2.50cm. 


^ 


Figure 27.18 
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12. Find the volume (in cm?) of the die-casting 
shown in Figure 27.19. The dimensions are 
in millimetres. 


60 22 
30 гаа 
50 


УС 2 


Figure 27.19 


13. The cross-section of part of a circular ven- 
tilation shaft is shown in Figure 27.20, ends 
AB and CD being open. Calculate 


(a) the volume of the air, correct to 
the nearest litre, contained in the 
part of the system shown, neglect- 
ing the sheet metal thickness (given 
Litre = 1000 cm?). 


(b) the cross-sectional area of the sheet 
metal used to make the system, in 
square metres. 

(c) thecost of the sheet metal if the material 
costs £11.50 per square metre, assum- 
ing that 25% extra metal is required due 


to wastage. 
2m 
|< | 
14 
500mm 
| B T 
1.5m 
X 
1.5m 
AA 
C D 
86---” 
800тт 
Figure 27.20 


27.5 Volumes and surface areas of 


frusta of pyramids and cones 


The frustum of a pyramid or cone is the portion remain- 
ing when a part containing the vertex is cut off by a 
plane parallel to the base. 

The volume of a frustum of a pyramid or coneis given 
by the volume of the whole pyramid or cone minus the 
volume of the small pyramid or cone cut off. 

The surface area of the sides of a frustum of a pyra- 
mid or cone is given by the surface area of the whole 
pyramid or cone minus the surface area of the small 
pyramid or cone cut off. This gives the lateral surface 
area of the frustum. If the total surface area of the frus- 
tum is required then the surface area of the two parallel 
ends are added to the lateral surface area. 

There is an alternative method for finding the volume 
and surface area of a frustum of a cone. With reference 
to Figure 27.21, 


Figure 27.21 
1 2 2 
Volume = 37hüR +Rr+r*) 
Curved surface area = zl (R +r) 


Total surface area = mI (R +r) + zr? +R? 


Problem 24. Determine the volume of a frustum 
of a cone if the diameter of the ends are 6.0cm and 
4.0cm and its perpendicular height is 3.6cm 


G) Method 1 


A section through the vertex of a complete cone is 
shown in Figure 27.22. 


. 2 р AP DR 
Using similar triangles, — = — 
DP BR 
Hence, AP Е 3.6 
20 1.0 
2.0)(3.6 
from which АР = але» 


=7.2cm 
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A 
4.0cm 
D E 
A 
М-ы Р 
2.0ст 
3.6ст 
В R 1 Cy 
Q 
1.0cm 
3.0 ст ! 
6.0 ст 
Figure 27.22 


The height of the large cone= 3.6 + 7.2 
= 10.8cm 


Volume of frustum of cone 
= volume of large cone 
— volume of small cone cut off 


1 2 1 2 
= 77 (8.0? (10.8) – z7 (2.0)? 72) 


= 101.79 — 30.16 = 71.6 cm? 


(ii) Method 2 
From above, volume of the frustum of a cone 


= 2 2 

яс +Rr+r*) 
where R=3.0cm, 

r=2.0cm and h=3.6cm 


Hence, volume of frustum 
E! 2 2 
= 470.6) (3.0)* + (3.0) (2.0) + (2.0) 


1 
- 47 (3.6)(19.0) = 71.6 cm? 


Problem 25. Find the total surface area of the 
frustum of the cone in Problem 24. 


0) 


i) 


Method 1 


Curved surface area of frustum — curved surface 
area of large cone — curved surface area of small 
cone cut off. 


From Figure 27.22, using Pythagoras’ theorem, 
AB? = AQ? + ВО? 
from which AB = ,/[10.8? +3.0?] = 11.21ст 


and AD? = AP? + DP? 


from which AD = {у [7.2 + 2.07 | = 7.47ст 


Curved surface area of large cone = лгі 
= л(ВО)(АВ) = x (3.0)(11.21) 
= 105.65cm? 


and curved surface area of small cone 


= n (DPY(AD) = л(2.0)(7.47) = 46.94cm? 


Hence, curved surface area of frustum 
— 105.65 — 46.94 
= 58.71 cm? 


Total surface area of frustum 
= curved surface area 
+ area of two circular ends 


= 58.71 + x (2.0)? + x (3.0)? 
= 58.71 + 12.57 + 28.27 = 99.6 cm? 


Method 2 


From page 252, total surface area of frustum 
—zl(R-r) +ar +R? 
where / = BD = 11.21 — 7.47 = 3.74cm, 
R = 3.0cm and r = 2.0cm. Hence, 
total surface area of frustum 
= 1 (3.74)(8.0 + 2.0) + x (2.0 + x (3.0 
— 99.6 cm? 
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Problem 26. A storage hopper is in the shape of a 
frustum of a pyramid. Determine its volume if the 
ends of the frustum are squares of sides 8.0m and 
4.6m, respectively, and the perpendicular height 
between its ends is 3.6m 


The frustum is shown shaded in Figure 27.23(a) as part 
of a complete pyramid. A section perpendicular to the 
base through the vertex is shown in Figure 27.23(b). 


| с 
І 
SS | 
E Н | 4.6 | 
N “ \ ст | 
га р 
E y, | 
9 | 2.3m!2.3m \3.6m 
І 
А IH ЇЕ 
Е 
8.0m УРТА 4.0m ^ 
(a) (b) 
Figure 27.23 
a : CG BH 
By similar triangles — = —— 
BG AH 
From which, height 
BH 2.3)(3.6 
cc = 86 ( )=! X ) 487m 


AH 1:7 
Height of complete pyramid = 3.6 + 4.87 = 8.47 m 
Volume of large pyramid = ; 6.0? (8.47) 

— 180.69 m* 
Volume of small pyramid cut off = На (4.87) 
—3435m? 


Hence, volume of storage hopper — 180.69 — 34.35 
= 146.3 n 


Problem 27. Determine the lateral surface area of 
the storage hopper in Problem 26 


The lateral surface area of the storage hopper consists 
of four equal trapeziums. From Figure 27.24, 


1 
Area of trapezium PRSU = 7 (PR + SU)(QT ) 


à 8.0m 


Figure 27.24 


OT =1.7m (same as AH in Figure 27.23(b) and 
ОО = 3.6m. By Pythagoras’ theorem, 


or = /(09? + or?) = /[3. +1.7] = 3.98m 
Area of trapezium PRSU 


1 
= 5 (4.6 + 8.0)(3.98) = 25.07 m? 
Lateral surface area of hopper — 4(25.07) 


= 100.3 m? 


Problem 28. A lampshade is in the shape of a 
frustum of a cone. The vertical height of the shade 
is 25.0cm and the diameters of the ends are 20.0cm 
and 10.0cm, respectively. Determine the area of the 
material needed to form the lampshade, correct to 3 
significant figures 


The curved surface area of a frustum of a cone 
=лі(К +r) from page 252. Since the diameters of 
the ends of the frustum are 20.0cm and 10.0cm, from 
Figure 27.25, 


Y« 
R=10.0cm 


Figure 27.25 
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r=5.0cm, А = 10.0cm 


and 1 = y [25.0? + 5.02] = 25.50ст 


from Pythagoras’ theorem. 
Hence, curved surface area 


= x (25.50)(10.0 + 5.0) = 1201.7 cm? 


i.e., the area of material needed to form the lampshade 


is 1200 cm’, correct to 3 significant figures. 


Problem 29. А cooling tower is in the form of a 
cylinder surmounted by a frustum of a cone, as 
shown in Figure 27.26. Determine the volume of air 
space in the tower if 40% of the space is used for 
pipes and other structures 


Gum 1 


E 
o 
8 
Е 
о 
ey 
Figure 27.26 
Volume of cylindrical portion — zr^h 
250” 


= 5890 


1 
Volume of frustum of cone = ал? + Аг + г?) 


where h = 30.0 — 12.0 = 18.0m, 
R=25.0+2=12.5m 
and r=12.00+2=6.0m. 


Hence, volume of frustum of cone 


1 
23 
= 5038 m? 
Total volume of cooling tower = 5890 + 5038 
= 10928 n? 


= -x (18.0) (2.5) + (12.5)(6.0) + (6.0)? | 


If 40% of space is occupied then 
volume of air space = 0.6 x 10928 = 6557 m? 


Now try the following Practice Exercise 


Practice Exercise 108 Volumes and surface 
areas of frusta of pyramids and cones 
(answers on page 352) 


1. The radii of the faces of a frustum of a cone 
are 2.0 cm and 4.0 cm and the thickness of the 
frustum is 5.0cm. Determine its volume and 
total surface area. 


2. A frustum of a pyramid has square ends, 
the squares having sides 9.0cm and 5.0cm, 
respectively. Calculate the volume and total 
surface area of the frustum if the perpendicular 
distance between its ends is 8.0 сіп. 


3. А cooling tower is in the form of a frustum of 
a cone. The base has a diameter of 32.0 m, the 
top has a diameter of 14.0m and the vertical 
height is 24.0m. Calculate the volume of the 
tower and the curved surface area. 


4. A loudspeaker diaphragm is in the form of a 
frustum of a cone. If the end diameters are 
28.0cm and 6.00 cm and the vertical distance 
between the ends is 30.0cm, find the area of 
material needed to cover the curved surface of 
the speaker. 


5. A rectangular prism of metal having dimen- 
sions 4.3cm by 7.2cm by 12.4cm is melted 
down and recast into a frustum of a square 
pyramid, 10% of the metal being lost in the 
process. If the ends of the frustum are squares 
of side 3cm and 8cm respectively, find the 
thickness of the frustum. 


6. Determine the volume and total surface area 
of a bucket consisting of an inverted frustum 
of a cone, of slant height 36.0cm and end 
diameters 55.0cm and 35.0cm. 


7. А cylindrical tank of diameter 2.0m and per- 
pendicular height 3.0m is to be replaced by 
a tank of the same capacity but in the form 
of a frustum of a cone. If the diameters of 
the ends of the frustum are 1.0m and 2.0m, 
respectively, determine the vertical height 
required. 
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27.6 Volumes of similar shapes 


Figure 27.27 shows two cubes, one of which has sides 
three times as long as those of the other. 


3x 


d 
A 
х 
(8) 
Figure 27.27 


Volume of Figure 27.27(a) = (х)(х)(х) = x? 


Volume of Figure 27.27(5) = (3x)(3x)(3x) = 27x3 


Hence, Figure 27.27(b) has a volume (3)?, i.e. 27, times 
the volume of Figure 27.27(a). 

Summarizing, the volumes of similar bodies are 
proportional to the cubes of corresponding linear 
dimensions. 


Problem 30. А car has a mass of 1000kg. 

A model of the car 18 made to a scale of 1 to 50. 
Determine the mass of the model if the car and its 
model are made of the same material 


~ \50 


Volume of model 2 i 
Volume of car 


since the volume of similar bodies are proportional to 
the cube of corresponding dimensions. 

Mass = density x volume and, since both car and model 
are made of the same material, 


Mass of model 1\3 
Mass of car 50 
Hence, mass of model 
1 ү Ш 1000 


3 
- Ї — | = —— =0.008k 8 
(mass of саг) (=) 503 gorog 


Now try the following Practice Exercise 


Practice Exercise 109 Volumes of similar 
shapes (answers on page 352) 


1. The diameter of two spherical bearings are in 
the ratio 2:5. What is the ratio of their vol- 
umes? 


2. An engineering component has a mass of 
400g. If each of its dimensions are reduced 
by 3096, determine its new mass. 


Chapter 28 


Irregular areas and volumes, 
and mean values 


28.1 Areas of irregular figures 


Areas of irregular plane surfaces may be approximately 
determined by using 


(a) a planimeter, 
(b) the trapezoidal rule, 
(c) the mid-ordinate rule, or 


(d) Simpson's rule. 


Such methods may be used by, for example, engineers 
estimating areas of indicator diagrams of steam engines, 
surveyors estimating areas of plots of land or naval 
architects estimating areas of water planes or transverse 
sections of ships. 


(a) A planimeter is an instrument for directly mea- 
suring small areas bounded by an irregular curve. 
There are many different kinds of planimeters but 
all operate in a similar way. A pointer on the 
planimeter is used to trace around the boundary 
of the shape. This induces a movement in another 
part of the instrument and a reading of this is used 
to establish the area of the shape. 


(b) Trapezoidal rule 
To determine the area PORS in Figure 28.1, 


(1) Divide base PS into any number of equal 
intervals, each of width d (the greater the 
number of intervals, the greater the accu- 
racy). 

(ii) Accurately measure ordinates y1, y2, ya, etc. 


DOI: 10.1016/B978-1-85617-697-2.00028-4 


"UC Ur ON 


Figure 28.1 


Gii) Area PORS 


1+ У7 
ЕЕЕ 


In general, the trapezoidal rule states 


Хус width of) | 1 /first + last 
Т \ interval / | 2 V ordinate 
sum of 


+ | remaining 
ordinates 


(c) Mid-ordinate rule 


hatt atu 


Figure 28.2 


To determine the area ABCD of Figure 28.2, 
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(i) Divide base AD into any number of equal 
intervals, each of width d (the greater the 
number of intervals, the greater the accuracy). 

(ii) Erect ordinates in the middle of each interval 
(shown by broken lines in Figure 28.2). 

(iii) Accurately measure ordinates y1, y2, уз, etc. 
(iv) Area ABCD 
(уі y2 + ya + y4 + ys + yo). 


In general, the mid-ordinate rule states 


Area = (width of interval)(sum of 
mid-ordinates) 
(d) Simpson’s rule 
To determine the area PORS of Figure 28.1, 


(i) Divide base PS into an even number of inter- 
vals, each of width d (the greater the number 
of intervals, the greater the accuracy). 

(ii) Accurately measure ordinates ут, y2, y3, etc. 


(11) Area PORS = 5 
+2(y3 + ys)] 


In general, Simpson’s rule states 
dum 1/ width of first + last 
~ 3\ interval ordinate 


4( sum of even 42 sum of remaining 
ordinates odd ordinates 


Problem 1. А car starts from rest and its speed is 
measured every second for 6s. 


Time f (s) 0 1 


Speed v(m/s) 0 2.5 5.5 8.75 12.5 17.5 240. 


Determine the distance travelled in 6 seconds (1.6. 
the area under the v/t graph), using (a) the 
trapezoidal rule (b) the mid-ordinate rule 

(c) Simpson's rule 


A graph of speed/time is shown in Figure 28.3. 


(a) Trapezoidal rule (see (b) above) 
The time base is divided into 6 strips, each of 
width 1 s, and the length of the ordinates measured. 
Thus, 


0+ 24.0 
area = (1)| ( Е )+23+53 


+ 8.75 + 12.5 + "s = 58.75m 


[Ci + y7) + 4» + y4 + ye) 


Graph of speed/time 


Time (seconds) 


Figure 28.3 


(b) Mid-ordinate rule (see (c) above) 
The time base is divided into 6 strips each of 
width 15. Mid-ordinates are erected as shown in 
Figure 28.3 by the broken lines. The length of each 
mid-ordinate is measured. Thus, 


area = (1)[1.25 + 4.0 +7.0 + 10.75 + 15.0 
+ 20.25] = 58.25m 
(c) Simpson’s rule (see (d) above) 


The time base is divided into 6 strips each of width 
18 and the length of the ordinates measured. Thus, 


1 
area = 5(1)[(0 + 24.0) +4(2.5 + 8.75 


+ 17.5) + 2(5.5 + 12.5)] = 58.33m 


Problem 2. А river 18 15m wide. Soundings of 
the depth are made at equal intervals of 3 m across 
the river and are as shown below. 


Depth (m) 0 2.2 3.3 4.5 4.2 24 0 


Calculate the cross-sectional area of the flow of 
water at this point using Simpson's rule 


From (d) above, 


Area — 3 010-0) 44022--455--2.4)--2(3.3--4.2)| 


= (1)[0 + 36.4 + 15] = 51.4m? 
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Now try the following Practice Exercise 


Practice Exercise 110 Areas of irregular 
figures (answers on page 352) 


18 


Plot a graph of y = 3x — x? by completing 
a table of values of y from x =Otox = 3. 
Determine the area enclosed by the curve, 
the x-axis and ordinates x — 0 and x — 3 by 
(a) the trapezoidal rule (b) the mid-ordinate 
rule (c) Simpson's rule. 


Plot the graph of y = 2x? +3 between x = 0 
and x — 4. Estimate the area enclosed by the 
curve, the ordinates x — 0 and x — 4 and the 
x-axis by an approximate method. 


The velocity of a car at one second intervals is 
given in the following table. 


ИНГЭ ХОЙО | 2 3 4 5 6 


Velocity 
0 2.0 4.5 8.0 14.0 21.0 29.0 


v (m/s) 


Determine the distance travelled in 6 sec- 
onds (i.e. the area under the v/t graph) using 
Simpson's rule. 


The shape of a piece of land is shown in 
Figure 28.4. To estimate the area of the land, 
a surveyor takes measurements at intervals 
of 50m, perpendicular to the straight portion 
with the results shown (the dimensions being 
in metres). Estimate the area of the land in 
hectares (1 ha = 10^ m?). 


140|160|200 


ГБс 50 Гао Гао (50 59) 


Figure 28.4 


The deck of a ship is 35 m long. At equal inter- 
vals of 5 m the width is given by the following 
table. 


GEM O 2.8 5.2 65 5.8 4.1 3.0 23 


Estimate the area of the deck. 


28.2 Volumes of irregular solids 


If the cross-sectional areas A1, А2, A3,... of an irreg- 
ular solid bounded by two parallel planes are known at 
equal intervals of width d (as shown in Figure 28.5), by 
Simpson's rule 


d 
Volume, V — 3I (t1 t A7) +4(A2 + А4 + Аб) 


+2(A3 + As)] 


Figure 28.5 


Problem 3. А tree trunk is 12m in length and has 
a varying cross-section. The cross-sectional areas at 
intervals of 2m measured from one end are 

0.52, 0.55, 0.59, 0.63, 0.72, 0.84 and 0.97 m?. 
Estimate the volume of the tree trunk 


A sketch of the tree trunk is similar to that shown 
in Figure 28.5 above, where d 22m, A; = 0.52m?, 
A» = 0.55 m?, and so on. 

Using Simpson's rule for volumes gives 


2 
Volume — 31992 + 0.97) + 4(0.55 + 0.63 + 0.84) 


+ 2(0.59 + 0.72)] 
2 


= 31149 + 8.08 + 2.62] = 8.13 m? 


Problem 4. The areas of seven horizontal 
cross-sections of a water reservoir at intervals of 
10m аге 210, 250, 320, 350, 290, 230 and 170 m°. 
Calculate the capacity of the reservoir in litres 


Using Simpson’s rule for volumes gives 


10 
Volume = 3 [210 + 170) + 4(250 + 350 + 230) 


+2(320 + 290] 
2210 


3 [380 + 3320 + 1220] = 16 400m? 
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16400 n? = 16400 х 106 cm?. 
Since 1 litre = 1000cm?, 


А . . 16400 х 106 . 
capacity of reservoir = —————— litres 
1000 


= 16400000 = 16.4 x 10° litres 


Now try the following Practice Exercise 


Practice Exercise 111 — Volumes of irregular 
solids (answers on page 352) 


1. The areas of equidistantly spaced sections of 
the underwater form of a small boat are as fol- 
lows: 

1.76, 2.78, 3.10, 3.12, 2.61, 1.24 and 0.85 n. 
Determine the underwater volume if the 
sections are 3 m apart. 


2. To estimate the amount of earth to be 
removed when constructing a cutting, the 
cross-sectional area at intervals of 8m were 
estimated as follows: 

0, 2.8, 3.7, 4.5, 4.1, 2.6 and Om?. 
Estimate the volume of earth to be excavated. 


3. Thecircumference ofa 12m long log of timber 
of varying circular cross-section is measured 
at intervals of 2m along its length and the 
results are as follows. Estimate the volume of 
the timber in cubic metres. 


Distance from 
one end (m) 0 2 4 6 


(ӨЛ гол10011-4418410082 2.80 3.25 3.94 4.32 


Distance from 
one end (m) 8 10 12 


5.16 5.82 636 


Circumference (m) 


28.3 Mean or average values of 


waveforms 


The mean or average value, y, of the waveform shown 
in Figure 28.6 is given by 


area under curve 
~~ length of base, b 


If the mid-ordinate rule is used to find the area under the 


curve, then 


sum of mid-ordinates 


^ number of mid-ordinates 


(- yr y2 + ys + y4 + ys yet y7 
Е 7 


for Figure 286) 


Figure 28.6 


For a sine wave, the mean or average value 


(a) over one complete 
Figure 28.7(a)), 


cycle is zero (see 


(b) over half a cycle is 0.637 x maximum value or 
— х maximum value, 
л 

(c of a full-wave rectified waveform (see 
Figure 28.7(b)) is 0.637 x maximum value, 


(d) of а half-wave rectified waveform (see 
Figure 28.7(c)) is 0.318 x maximum value 


or — X maximum value. 
л 


ү V 
Vm Vin 
0 t 0 t 
(a) (b) 
V 
Vin 
0 t 


Figure 28.7 


Problem 5. Determine the average values over 
half a cycle of the periodic waveforms shown in 
Figure 28.8 


5 T 
o 20 t 
8 g 
— = 
5 о 
-20 
(a) 
2 
Ф 10 
D 
S 
o 
> 
0 2 4 8t(ms) 
—10 
(c) 
Figure 28.8 


(a) Areaundertriangular waveform (a) for a half cycle 
is given by 


1 
Area = 2 (base) (perpendicular height) 


1 
= 50 х 1077)(20) = 20 x 10? Vs 
Average value of waveform 
_ area under curve 


length of base 


(b) Area under waveform (b) fora half cycle 
=(1x 1)+(3 x 2) =7As 


area under curve 
Average value of waveform = ——————— —— 


length of base 
7A 
= 233A 
3s 


(c) A half cycle of the voltage waveform (c) is 
completed in 4 ms. 


1 
Area under curve = 219 - 1)1072110) 


= 10 x 107? vs 
area under curve 


Average value of waveform — 
length of base 


10 x 1072У6 
^. 4x 10:38 


=2.5V 
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Problem 6. Determine the mean value of current 
over one complete cycle of the periodic waveforms 
shown in Figure 28.9 

A 


Current (mA) 
Ол 


12121) » 
4 8 12 16 20 24 28 (тэ) 


AA 


L L » 
2 4 6 8 1012 (тв) 


о 


го 


Сштепі (А) 


о 


Figure 28.9 


(a) One cycle of the trapezoidal waveform (a) is com- 
pleted in 10 ms (i.e. the periodic time is 10 ms). 


Area under curve — area of trapezium 


1 
= x~(sum of parallel sides) (perpendicular 


distance between parallel sides) 
Ї -3 -8 
= е x10 "5x10 7») 
= 30 x 107% As 
area under curve 


Mean value over one cycle = —————————— 
length of base 


_ 30x 1076 Аѕ 
~ 10x 10:38 


=3mA 


(b) One cycle of the saw-tooth waveform (b) is com- 
pleted in 5 ms. 


1 
Area under curve = 29 х 107232) 


=3 x 10-3 Ав 


area under curve 


Mean value over one cycle = 
y length of base 


_ 3x 10? As 
~ Se 102% 


= 0.6А 
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Problem 7. Тһе power used in a manufacturing 
process during a 6 hour period is recorded at 
intervals of 1 hour as shown below. 


Time (h) 


Plot a graph of power against time and, by using the 
mid-ordinate rule, determine (a) the area under the 
curve and (b) the average value of the power 


The graph of power/time is shown in Figure 28.10. 


Graph of power/time 


Power (kW) 


Time (hours) 


Figure 28.10 


(а) Thetimebaseis divided into 6 equal intervals, each 
of width 1 hour. Mid-ordinates are erected (shown 
by broken lines in Figure 28.10) and measured. 
The values are shown in Figure 28.10. 


Area under curve 
— (width of interval) (sum of mid-ordinates) 
= (1)[7.0+ 21.5 + 42.0 + 49.5 + 37.0 + 10.0] 
= 167 kWh (i.e. a measure of electrical energy) 


area under curve 
(b) Average value of waveform = —————————— 
length of base 


_ 167kWh 


6h 
- 27.83 КУУ 


Alternatively, average value 


sum of mid-ordinates 


^. number of mid-ordinates 


Problem 8. Figure 28.11 shows a sinusoidal 
output voltage of a full-wave rectifier. Determine, 
using the mid-ordinate rule with 6 intervals, the 
mean output voltage 


=i 
o 


Voltage (V) 


1 1 1 » 
0| 30260290” 180° 270° 360° 0 


am т 37 2т 
2 2 


Figure 28.11 


One cycle of the output voltage is completed in л radians 
or 180°. The base is divided into 6 intervals, each of 
width 30°. The mid-ordinate of each interval will lie at 
15°, 45°, 75°, etc. 

At 15° the height of the mid-ordinate is 

10sin 15? = 2.588 V, 

At 45? the height of the mid-ordinate is 

108ш 45° = 7.071 V, and so on. 


The results are tabulated below. 


Mid-ordinate 


Height of mid-ordinate 


45° 10sin45° = 7.071 V 


105° 108ш 105° = 9.659 V 


165° 108ш 165° = 2.588 У 


Mean or average value of output voltage 


f . E 3 Ї . 
sum of mid-ordinates — 38.636 — 6.439 V 


^ number of mid-ordinates 6 


(With a larger number of intervals a more accurate 
answer may be obtained.) 


For a sine wave the actual mean value is 
0.637 x maximum value, which in this problem 
gives 6.37 V. 


Problem 9. An indicator diagram for a steam 
engine is shown in Figure 28.12. The base line has 


been divided into 6 equally spaced intervals and the 
lengths of the 7 ordinates measured with the results 
shown in centimetres. Determine 


(a) the area of the indicator diagram using 
Simpson’s rule 
(b) the mean pressure in the cylinder given that 
1 cm represents 100 kPa. 
р 12.0ст 1 
Figure 28.12 


(а) 


(5) 


12.0 
The width of each interval is ——cm. Using 


Simpson’s rule, 
1 
area = 302-0188 + 1.6) +4(4.0 + 2.9 + 1.7) 


+23.5 +2.2)] 


2 
= 352-3444 11.4] = 34cm? 


. . area of diagram 
Mean height of ordinates — 


length of base 
34 


Since 1 ст represents 100 kPa, 


mean pressure in the cylinder 
= 2.83cm x 100 kPa/cm = 283kPa 


Now try the following Practice Exercise 


Practice Exercise 112 


Mean or average 


values of waveforms (answers on page 352) 


ile 


Determine the mean value of the periodic 
waveforms shown in Figure 28.13 over a half 
cycle. 


Find the average value of the periodic wave- 
forms shown in Figure 28.14 over one com- 
plete cycle. 


Current (A) 
го 
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= 100 
Ф 
D 
Ko 
5 
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8 
0 15 0 t(ms) 
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Figure 28.13 
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Figure 28.14 
An alternating current has the following values 


at equal intervals of 5 ms: 
05 10 15 20 2 30 
119014690 0 0.9 2.6 4.9 5.8 3.5 0 


Time (ms) 


Plot a graph of current against time and esti- 
mate the area under the curve over the 30 ms 
period, using the mid-ordinate rule, and deter- 
mine its mean value. 


Determine, using an approximate method, the 
average value of a sine wave of maximum 
value 50 У for (a) a half cycle (b) a complete 
cycle. 


An indicator diagram of a steam engine is 
12cm long. Seven evenly spaced ordinates, 
including the end ordinates, are measured as 
follows: 

5.90, 5.52, 4.22, 3.63, 3.32, 3.24 and 3.16cm. 
Determine the area of the diagram and the 
mean pressure in the cylinder if 1 cm repre- 
sents 90 kPa. 


Revision Test 11 : Volumes, irregular areas and volumes, and mean values 


This assignment covers the material contained in Chapters 27 and 28. The marks available are shown in brackets at 
the end of each question. 
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Ve 


A rectangular block of alloy has dimensions of 
60mm by 30mm Бу 12 mm. Calculate the volume 
of the alloy in cubic centimetres. (3) 


Determine how many cubic metres of concrete are 
required for a 120m long path, 400mm wide and 
10cm deep. (3) 


Find the volume of a cylinder of radius 5.6cm 
and height 15.5cm. Give the answer correct to the 
nearest cubic centimetre. (3) 


A garden roller is 0.35m wide and has a diame- 
ter of 0.20m. What area will it roll in making 40 
revolutions? (4) 


Find the volume of a cone of height 12.5cm and 
base diameter 6.0 cm, correct to 1 decimal place. 


(3) 


Find (a) the volume and (b) the total surface 
area of the right-angled triangular prism shown in 
Figure RT11.1. (9) 


11.6cm 


Figure RT11.1 


A pyramid having a square base has a volume 
of 86.4 cm?. If the perpendicular height is 20cm, 
determine the length of each side of the base. (4) 


A copper pipe is 80 m long. It has a bore of 830mm 
and an outside diameter of 100 mm. Calculate, in 
cubic metres, the volume of copper in the pipe. (4) 


10. 


11. 


105 


115); 


14. 


IS: 


16. 


Find (a) the volume and (b) the surface area of a 
sphere of diameter 25 mm. (4) 


A piece of alloy with dimensions 25mm by 
60 mm by 1.60m is melted down and recast into 
a cylinder whose diameter is 150mm. Assum- 
ing no wastage, calculate the height of the 
cylinder in centimetres, correct to 1 decimal 
place. (4) 


Determine the volume (in cubic metres) and the 
total surface area (in square metres) of a solid 
metal cone of base radius 0.5 m and perpendicular 
height 1.20 m. Give answers correct to 2 decimal 
places. (6) 


A rectangular storage container has dimensions 
3.2m by 90cm by 60cm. Determine its volume in 
(а) m? (b) ст?. (4) 


Calculate (a) the volume and (b) the total surface 
area of a 10cm by 15cm rectangular pyramid of 
height 20cm. (8) 


A water container is of the form of a central cylin- 
drical part 3.0m long and diameter 1.0m, with a 
hemispherical section surmounted at each end as 
shown in Figure КТ11.2. Determine the maximum 
capacity of the container, correct to the nearest 
litre. (1 litre = 1000cm?.) 


3.0m 


1.0m 


Figure RT11.2 
(5) 


Find the total surface area of a bucket consist- 
ing of an inverted frustum of a cone of slant 
height 35.0cm and end diameters 60.0cm and 
40.0 cm. (4) 


А boat has a mass of 20000 kg. A model of the 
boat is made to a scale of 1 to 80. If the model is 
made of the same material as the boat, determine 
the mass of the model (in grams). (3) 


ШЕ 
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Plot a graph of y = 3x? + 5 from x = 1 to x =4. 
Estimate, correct to 2 decimal places, using 6 inter- 
vals, the area enclosed by the curve, the ordinates 
x = l and x = 4, and the x-axis by 

(a) the trapezoidal rule 

(b) the mid-ordinate rule 

(c) Simpson's rule. (16) 


A circular cooling tower is 20 m high. The inside 
diameter of the tower at different heights is given 
in the following table. 


О 50 100 150 200 
Diameter(m) 16.0 13.3 107 8.6 8.0 


Height (т) 


19; 


265 


Determine the area corresponding to each diame- 
ter and hence estimate the capacity of the tower in 
cubic metres. (7) 


A vehicle starts from rest and its velocity is 
measured every second for 6 seconds, with the 
following results. 


Time t (s) Шо ЕУ О 
Velocity Ш (т/5) 0! 2 2497 52 60090 


Using Simpson’s rule, calculate 

(a) the distance travelled in 65 (i.e. the area under 
the v/t graph), 

(b) the average speed over this period. (6) 


29.1 Introduction 


This chapter initially explains the difference between 
scalar and vector quantities and shows how a vector is 
drawn and represented. 

Any object that is acted upon by an external force 
will respond to that force by moving in the line of 
the force. However, if two or more forces act simul- 
taneously, the result is more difficult to predict; the 
ability to add two or more vectors then becomes 
important. 

This chapter thus shows how vectors are added and 
subtracted, both by drawing and by calculation, and how 
finding the resultant of two or more vectors has many 
uses in engineering. (Resultant means the single vector 
which would have the same effect as the individual vec- 
tors.) Relative velocities and vector i, j, k notation are 
also briefly explained. 


29.2 Scalars and vectors 


The time taken to fill a water tank may be measured as, 
say, 50s. Similarly, the temperature in a room may be 
measured as, say, 16°C or the mass of a bearing may be 
measured as, say, 3 kg. Quantities such as time, temper- 
ature and mass are entirely defined by a numerical value 
and are called scalars or scalar quantities. 

Not all quantities are like this. Some are defined 
by more than just size; some also have direction. For 
example, the velocity of a car may be 90km/h due 
west, a force of 20N may act vertically downwards, 
ог an acceleration of 1011/52 may act at 50° to the 
horizontal. 

Quantities such as velocity, force and acceleration, 
which have both a magnitude and a direction, are 
called vectors. 
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Now try the following Practice Exercise 


Practice Exercise 113 Scalar and vector 
quantities (answers on page 352) 


1. State the difference between scalar and vector 
quantities. 


In problems 2 to 9, state whether the quantities 
given are scalar or vector. 


2. А temperature of 70°C 

3. 5m? volume 

A downward force of 20N 

500J of work 

30cm? area 

A south-westerly wind of 10 knots 


50 m distance 


BO 98 sl бл Бу gs 


An acceleration. of 15m/s? at 60? to the 
horizontal 


29.3 Drawing a vector 


A vector quantity can be represented graphically by a 
line, drawn so that 


(a) thelength of the line denotes the magnitude of the 
quantity, and 


(b) the direction of the line denotes the direction in 
which the vector quantity acts. 


An arrow is used to denote the sense, or direction, of the 
vector. 

The arrow end of a vector is called the “пове” and the 
other end the ‘tail’. For example, a force of 9N acting 
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at 45° to the horizontal is shown in Figure 29.1. Note 
that an angle of +45° is drawn from the horizontal and 
moves anticlockwise. 


45° 


Figure 29.1 


A velocity of 20 m/s at —60? is shown in Figure 29.2. 
Note that an angle of —60° is drawn from the horizontal 
and moves clockwise. 


Figure 29.2 


29.3.1 Representing a vector 


There are a number of ways of representing vector 
quantities. These include 


(a) Using bold print. 


— й 

(b AB where ап arrow above two capital letters 
denotes the sense of direction, where A is the 
starting point and B the end point of the vector. 


(c) AB or à; i.e., a line over the top of letter. 
(d) а;1.е., underlined letter. 

The force of 9 N at 45? shown in Figure 29.1 may be 
represented as 


ба or Oa ог Da 


The magnitude of the force is Oa. 
Similarly, the velocity of 20m/s at —60? shown in 
Figure 29.2 may be represented as 


0b or ОБ or 05 


The magnitude of the velocity is Ob. 


In this chapter a vector quantity is denoted by bold 
print. 


29.4 Addition of vectors by drawing 


Adding two or more vectors by drawing assumes that 
a ruler, pencil and protractor are available. Results 
obtained by drawing are naturally not as accurate as 
those obtained by calculation. 


(a) Nose-to-tail method 
Two force vectors, Е апа F2, are shown in 
Figure 29.3. When an object is subjected to more 
than one force, the resultant of the forces is found 
by the addition of vectors. 


Fy 


Fi 
Figure 29.3 


То add forces F| and F>, 
(i) Force А] is drawn to scale horizontally, 
shown as да in Figure 29.4. 
(ii) From the nose of Fi, force Р is drawn at 
angle 0 to the horizontal, shown as ab. 
(iii) The resultant force is given by length 0b, 
which may be measured. 
This procedure is called the ‘nose-to-tail’ or 
‘triangle’ method. 


Fo 


F, à 


Figure 29.4 


(b) Parallelogram method 
To add the two force vectors, Ё and № of 
Figure 29.3, 
(1) A line cb is constructed which is parallel to 
and equal in length to 0a (see Figure 29.5). 
(1) A line ab is constructed which is parallel to 
and equal in length to 0c. 
(iii) The resultant force is given by the diagonal 
of the parallelogram; i.e., length 0р. 
This procedure is called the ‘parallelogram’ 
method. 
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Figure 29.5 


Problem 1. А force of 5N is inclined at an angle 
of 45° to a second force of 8 N, both forces acting at 
a point. Find the magnitude of the resultant of these 
two forces and the direction of the resultant with 
respect to the 8 М force by (a) the nose-to-tail 
method and (b) the parallelogram method 


The two forces are shown in Figure 29.6. (Although the 
8N force is shown horizontal, it could have been drawn 
in any direction.) 


457 


8N 


Figure 29.6 


(a) Nose-to-tail method 
(i) The 8N force is drawn horizontally 8 units 
long, shown as 0a in Figure 29.7. 

(ii) From the nose of the 8 N force, the 5 N force 
is drawn 5 units long at an angle of 45° to the 
horizontal, shown as ab. 

(11) The resultant force is given by length ОР and 
is measured as 12 N and angle 0 is measured 
as 17°. 


Figure 29.7 


(b) Parallelogram method 
(i) In Figure 29.8, a line is constructed which 
is parallel to and equal in length to the 8N 
force. 
(1) A lineis constructed which is parallel to and 
equal in length to the 5 М force. 


Figure 29.8 


(iii) The resultant force is given by the diagonal 
of the parallelogram, i.e. length ОР, and 18 
measured as 12N and angle 0 is measured 
as 17°. 


Thus, the resultant of the two force vectors in 
Figure 29.6 is 12 N at 17? to the 8N force. 


Problem 2. Forces of 15 and 10N are at an angle 
of 90? to each other as shown in Figure 29.9. Find, 
by drawing, the magnitude of the resultant of these 
two forces and the direction of the resultant with 
respect to the 15 М force 


A 


10N 


15N 
Figure 29.9 


Using the nose-to-tail method, 


(i) The 15N force is drawn horizontally 15 units 
long, as shown in Figure 29.10. 


10N 


15N 


Figure 29.10 


(ii) From the nose of the 15N force, the 10N force 
is drawn 10 units long at an angle of 90? to the 
horizontal as shown. 


Gii) The resultant force is shown as R and is measured 
as 18N and angle 0 is measured as 34°. 


Thus, the resultant of the two force vectors is 18 N at 
34° to the 15N force. 


Problem 3. Velocities of 1010/5, 20 m/s and 

15 m/s act as shown in Figure 29.11. Determine, by 
drawing, the magnitude of the resultant velocity and 
its direction relative to the horizontal 


20m/s 


o 
Figure 29.11 


When more than 2 vectors are being added the nose-to- 
tail method 18 used. The order in which the vectors are 
added does not matter. In this case the order taken is vj, 
then v2, then v3. However, if a different order is taken 
the same result will occur. 


(1) vı is drawn 10 units long at an angle of 30? to the 
horizontal, shown as 0а in Figure 29.12. 


195* 
A 
Va 


Vg 


a 
V4 
30° 


0 


Figure 29.12 


(1) From the nose of vi, v2 is drawn 20 units long at 
an angle of 90° to the horizontal, shown as ab. 
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(ii) From the nose of v2, v3 is drawn 15 units long at 
an angle of 195? to the horizontal, shown as br. 


(iv) The resultant velocity is given by length 0r and 
is measured as 22m/s and the angle measured to 
the horizontal is 105°. 


Thus, the resultant of the three velocities is 22 m/s at 
105? to the horizontal. 


Worked Examples 1 to 3 have demonstrated how vec- 
tors are added to determine their resultant and their 
direction. However, drawing to scale is time-consuming 
and not highly accurate. The following sections demon- 
strate how to determine resultant vectors by calculation 
using horizontal and vertical components and, where 
possible, by Pythagoras’ theorem. 


29.5 Resolving vectors into horizontal 


and vertical components 


A force vector F is shown in Figure 29.13 at angle 0 
to the horizontal. Such a vector can be resolved into 
two components such that the vector addition of the 
components is equal to the original vector. 


Е. 


Figure 29.13 


The two components usually taken are a horizontal 
component and a vertical component. If aright-angled 
triangle is constructed as shown in Figure 29.14, Oa is 
called the horizontal component of F and ab is called 
the vertical component of F. 


Figure 29.14 


From trigonometry (see Chapter 21 and remember SOH 
CAH TOA), 


соѕ0 = on from which 0a = Ob cos = F cos0 
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i.e. the horizontal component of F = F соѕ0, and 
А ab : : : 
5110 = Ob from which, ab = Obsin@ = F sin 


i.e. the vertical component of F = F sing. 


Problem 4. Resolve the force vector of 50N at an 
angle of 35? to the horizontal into its horizontal and 
vertical components 


The horizontal component of the 50N force, 
Оа = 50c0s35? = 40.96 N. 

The vertical component of the 50М force, 
ab = 50sin35? = 28.68 М. 

The horizontal and vertical components are shown in 
Figure 29.15. 


Figure 29.15 


(To check: by Pythagoras, 


Ob = V/40.962 + 28.682 = SON 


28.68 
d Ө = ап —— | = 35° 
Ён ын (ы) 


Thus, the vector addition of components 40.96 № and 
28.68 N is 50N at 35°.) 


Problem 5. Resolve the velocity vector of 20 m/s 
at an angle of —30° to the horizontal into horizontal 
and vertical components 


The horizontal component of the 20m/s velocity, 
Оа = 20cos(—30°) = 17.32 m/s. 

The vertical component of the 20m/s velocity, 
ab = 20sin(—30°) = —10m/s. 

The horizontal and vertical components are shown in 
Figure 29.16. 


Problem 6. Resolve the displacement vector of 
40 m at an angle of 120° into horizontal and vertical 
components 


17.32m/s a 
0 30° 


ә 
Ome 


—10 m/s 


b 
Figure 29.16 


The horizontal component of the 40m displacement, 
0а = 40 cos 120° = —20.0 m. 

The vertical component of the 40m displacement, 
ab = 40sin 120° = 34.64m. 

The horizontal and vertical components are shown in 
Figure 29.17. 


Figure 29.17 


29.6 Addition of vectors by 


calculation 


Two force vectors, Е and Р, are shown in Figure 29.18, 
F being at an angle of 0; and Р at an angle of бо. 


VA 
- 
с см 
EJS 
Ч 16 
us 
1 » 
F4 cos 0, H 
[6—0 
" , 
Р, COS 05 
Figure 29.18 


A method of adding two vectors together is to use 
horizontal and vertical components. 

The horizontal component of force F; is Р cos0, and 
the horizontal component of force F is Fz cos 62. The 
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total horizontal component of the two forces, 
Н = Б cos 0; + Е cos 0 


The vertical component of force F is Fi sin0; and the 
vertical component of force Fz is № 51п 02. The total 
vertical component of the two forces, 


V = Fisin6; + Fy sin 62 


Since we have H and V, the resultant of Fy and F5 
is obtained by using the theorem of Pythagoras. From 
Figure 29.19, 


Ob? = Н? + v? 
ie. resultant = v H? + V? at an angle 


y 
iven by 0 = tan! -- 
given by an (z) 


b 
5. 
set 
eg V 
0 g H a 


Figure 29.19 


Problem 7. А force of 5N is inclined at an angle 
of 45° to a second force of 8 М, both forces acting at 
a point. Calculate the magnitude of the resultant of 
these two forces and the direction of the resultant 
with respect to the 8 N force 


The two forces are shown in Figure 29.20. 


45° 


8N 


Figure 29.20 


The horizontal component of the 8N force is 8cos0? 
and the horizontal component of the 5N force is 
5cos45?. The total horizontal component of the two 
forces, 


Н = 8cos0? + 5 соѕ45° = 8 + 3.5355 = 11.5355 


The vertical component of the 8N force is 8sin0° and 
the vertical component of the 5 N force is 5sin45?. The 
total vertical component of the two forces, 


V = 8sin0? +5sin45° = 0 + 3.5355 = 3.5355 


5. 
9% V — 3.5355 М 


0 
Н-11.5355 № 


Figure 29.21 


From Figure 29.21, magnitude of resultant vector 


= /H2+ V? 


= /11.53552 + 3.53552 = 12.07N 


The direction of the resultant vector, 


(5) (0255) 
Ө = tan —| = tan 
H 11.5355 


= (ап! 0.30648866... = 17.04? 


Thus, the resultant of the two forces is a single vector 
of 12.07 N at 17.04? to the 8N vector. 


Problem 8. Forces of 15N and 10N are at an 
angle of 90? to each other as shown in Figure 29.22. 
Calculate the magnitude of the resultant of these 
two forces and its direction with respect to the 

15N force 


10N 


15N 
Figure 29.22 


The horizontal component of the 15 М force is 15 cos0? 
and the horizontal component of the 10N force is 
10cos90°. The total horizontal component of the two 
velocities, 


H = 15cos0° + 10cos90° = 15--0--15 
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The vertical component of the 15N force is 15 sin0? and 
the vertical component of the 10N force is 10sin90°. 
The total vertical component of the two velocities, 


V = 15sin0° + 10sin90? = 0+ 10 = 10 


Magnitude of resultant vector 
= V H? + V? = V15? + 10? 218.03N 
The direction of the resultant vector, 


1 
0 = (7) - шаг (12) = 33.69? 


Thus, the resultant of the two forces is a single vector 
of 18.03 N at 33.69° to the 15 N vector. 

There is an alternative method of calculating the resul- 
tant vector in this case. If we used the triangle method, 
the diagram would be as shown in Figure 29.23. 


10N 


15N 


Figure 29.23 


Since a right-angled triangle results, we could use 
Pythagoras’ theorem without needing to go through the 
procedure for horizontal and vertical components. In 
fact, the horizontal and vertical components are 15 М 
and 10N respectively. 

This is, of course, a special case. Pythagoras can only 
be used when there is an angle of 90° between vectors. 
This is demonstrated in worked Problem 9. 


Problem 9. Calculate the magnitude and 
direction of the resultant of the two acceleration 
vectors shown in Figure 29.24. 


A 


28 m/s2 


15m/s2 
Figure 29.24 


The 15 m/s? acceleration is drawn horizontally, shown 
as да in Figure 29.25. 


b 


Өд 


Figure 29.25 


From the nose of the 15 m/s? acceleration, the 28 m/s? 
acceleration 18 drawn at an angle of 90? to the horizontal, 
shown as ab. 

The resultant acceleration, R, is given by length 00. 
Since a right-angled triangle results, the theorem of 
Pythagoras may be used. 


Ob = у 152 + 282 = 31.76 m/s? 


28 

-1 o 

and a an ( 15 ) 

Measuring from the horizontal, 

0 = 180? — 61.82? = 118.18? 

Thus, the resultant of the two accelerations is a single 
vector of 31.76 m/s? at 118.18? to the horizontal. 


Problem 10. Velocities of 10 m/s, 20 m/s and 

15 m/s act as shown in Figure 29.26. Calculate the 
magnitude of the resultant velocity and its direction 
relative to the horizontal 


20 m/s 


23 
Figure 29.26 


The horizontal component of the 10m/s velocity 
= 10cos30° = 8.660 m/s, 
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the horizontal component of the 20m/s velocity is 

20cos90? = 0 m/s 

and the horizontal component of the 15 m/s velocity is 

15cos195? = —14.489 m/s. 

The total horizontal component of the three velocities, 
Н = 8.660 + 0 — 14.489 = —5.829 m/s 

The vertical component of the 10ш/8 velocity 

= 10sin30° = 5m/s, 

the vertical component of the 20m/s velocity is 

20sin90? = 20 m/s 

and the vertical component of the 15m/s velocity is 

15 sin 195° = —3.882 m/s. 

The total vertical component of the three forces, 


V = 5 + 20 — 3.882 = 21.118 m/s 


21.118 


а 0 


5.829 


Figure 29.27 
From Figure 29.27, magnitude of resultant vector, 


R= V H? + V2 = 45.8292 + 21.1182 = 21.91 m/s 
The direction of the resultant vector, 


a = tan! u = ќар! Ал = 74.57° 
Н 5.829 


Measuring from the horizontal, 

Ө = 180° — 74.57? = 105.43°. 

Thus, the resultant of the three velocities is a single 
vector of 21.91 m/s at 105.43° to the horizontal. 


Now try the following Practice Exercise 


PracticeExercise 114 Addition of vectors 
by calculation (answers on page 352) 


1. A force of 7 N is inclined at an angle of 50° to 
a second force of 12 №, both forces acting at 
a point. Calculate the magnitude of the resul- 
tant of the two forces and the direction of the 
resultant with respect to the 12 № force. 


2. Velocities of 5m/s and 12m/s act at a point 
at 90? to each other. Calculate the resultant 
velocity and its direction relative to the 12 m/s 
velocity. 


Calculate the magnitude and direction of the 
resultant of the two force vectors shown in 
Figure 29.28. 


A 


10N 


13N 
Figure 29.28 
Calculate the magnitude and direction of the 


resultant of the two force vectors shown in 
Figure 29.29. 


22N 


4 


18N 
Figure 29.29 
A displacement vector 81 is 30m at 0°. A 
second displacement vector s2 is 12 т at 90°. 
Calculate the magnitude and direction of the 
resultant vector $ + $2 
Three forces of 5N, 8N and 13N act as 
shown in Figure 29.30. Calculate the mag- 
nitude and direction of the resultant force. 


8N 


13N 
Figure 29.30 
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If velocity v4 —25m/s at 60° and 
02 = 15m/sat —30°, calculate the magnitude 
and direction of v4 + v2. 


Calculate the magnitude and direction of the 
resultant vector of the force system shown in 
Figure 29.31. 


Figure 29.31 


Calculate the magnitude and direction of 
the resultant vector of the system shown in 
Figure 29.32. 


Figure 29.32 


An object is acted upon by two forces of mag- 
nitude 10N and 8 N at an angle of 60° to each 
other. Determine the resultant force on the 
object. 


A ship heads in a direction of E 2025 at a 
speed of 20 knots while the current is 4 knots 
ina direction of N 30°E. Determine the speed 
and actual direction of the ship. 


29.7 Vector subtraction 


In Figure 29.33, a force vector F is represented by 
oa. The vector (-оа) can be obtained by drawing a 
vector from o in the opposite sense to oa but having 
the same magnitude, shown as ob in Figure 29.33; i.e., 
ob — (—oa). 


Figure 29.33 


For two vectors acting at a point, as shown in 
Figure 29.34(a), the resultant of vector addition is 


os = оа + ob 


Figure 29.33(b) shows vectors ob + (—oa) that is, 
ob — oa and the vector equation is ob — oa = od. Com- 
paring od in Figure 29.34(b) with the broken line ab 
in Figure 29.34(a) shows that the second diagonal of 
the parallelogram method of vector addition gives the 
magnitude and direction of vector subtraction of oa 
from ob. 


Figure 29.34 


Problem 11. Accelerations of a; = 1.5 m/s? at 
90? and аҙ = 2.6m/s? at 145? act at a point. Find 
ay + аз and а — аз by (a) drawing a scale vector 
diagram and (b) calculation 


(a) Thescale vector diagram is shown in Figure 29.35. 
By measurement, 


ај +a = 3.7 m/s? at 126? 
ay — аз = 2.1 m/s? at 0° 


(b) Resolving horizontally and vertically gives 
Horizontal component of a1 + a2, 
Н = 1.5cos90? 4-2.6cos 145? = —2.13 
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Figure 29.35 


Vertical component of a1 + a2, 

V = 1.5 51п90° + 2.6sin 145° = 2.99 

From Figure 29.36, the magnitude of a; + a2, 
R = 4/(—2.13)2 + 2.992 = 3.67 m/? 


2.99 
In Figure 29.36, a = tan ! 213 = 54.53° and 


0 = 180° — 54.53° = 125.47? 
Thus, ay + a2 = 3.67 m/s? at 125.47? 


Figure 29.36 


Horizontal component of a1 — a2 

= 1.5cos90° — 2.6cos 145? = 2.13 
Vertical component of a1 — a2 

= 1.5sin90° — 2.6 sin 145° = 0 
Magnitude of ay — a2 = v 2.132 + 0? 
= 2.13 m/s” 


0 
Direction of ay — а = tan! =0° 
irection of ay — az = tan (55) 


Thus, ау — a2 = 2.13m/s? at 0° 


Problem 12. Calculate the resultant of 

(a) vy — v2 + v3 and (b) v2 — vy — v3 when 

vy = 22 units at 140°, v? = 40 units at 190? and 
v3 = 15 units at 290° 


(a) The vectors are shown in Figure 29.37. 


+V 


+H 


Figure 29.37 


The horizontal component of vı — v2 + v3 

= (22 cos 140?) — (40cos 190°) + (15 cos 290°) 
= (—16.85) — (—39.39) + (5.13) = 27.67 units 
The vertical component of vı —v2 +03 

= (22sin 140°) — (40 sin 190°) + (15sin 290?) 
= (14.14) — (—6.95) + (—14.10) = 6.99 units 
The magnitude of the resultant, 

R= V27.672 + 6.99? = 28.54 units 

The direction of the resultant 


9 
R = tan! = 14.18° 
27.67 


Thus, vy — v? + v3 = 28.54 units at 14.18? 


(b) The horizontal component of v? — v1 — v3 
= (40cos 190°) — (22 cos 140?) — (15 cos 290°) 
= (—39.39) — (—16.85) — (5.13) ——27.67 units 
The vertical component of v2 — v1 — v3 
= (4051п 190?) — (22 sin 140?) — (15 sin 290?) 
= (—6.95) — (14.14) — (—14.10) = —6.99 units 
From Figure 29.38, the magnitude of the resul- 
tant, R = УС(-21.67). + (—6.99)? = 28.54 units 


$5) = 14.18°, from which, 


6. 
27.67 
0 = 180? + 14.18? = 194.18? 


and о = (апт! 
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0 
27.67 Ailey 


Figure 29.38 


Thus, v? — vy — v3 = 28.54 units at 194.18? 
This result is as expected, since v2 — v — v3 
= — (vı — v2 + v3) and the vector 28.54 units at 
194.18? is minus times (i.e. is 180? out of phase 
with) the vector 28.54 units at 14.18? 


Now try the following Practice Exercise 


Practice Exercise 115 Vector subtraction 


(answers on page 352) 


1. Forces of А = 40N at 45? and № = 30N at 
125° act at a point. Determine by drawing and 
by calculation (a) Fy + Р (b) F1 — Р 


2. Calculate the resultant of (a) vı + v2 — v3 
(b) 03 — v? +0 when vy = 15m/s at 85°, 
v2 = 25 m/s at 175? and v3 = 12 m/s at 235°. 


29.8 Relative velocity 


For relative velocity problems, some fixed datum point 
needs to be selected. This is often a fixed point on the 
earth's surface. In any vector equation, only the start 
and finish points affect the resultant vector of a system. 
Two different systems are shown in Figure 29.39, but, 
in each of the systems, the resultant vector is ad. 


Figure 29.39 


The vector equation of the system shown in 
Figure 29.39(a) is 


ad — ab 4 bd 
and that for the system shown in Figure 29.39(b) is 
ad =ab+be+cd 


Thus, in vector equations of this form, only the first and 
last letters, a and d, respectively, fix the magnitude and 
direction of the resultant vector. This principle is used 
in relative velocity problems. 


Problem 13. Two cars, P and Q, are travelling 
towards the junction of two roads which are at right 
angles to one another. Car P has a velocity of 

45 km/h due east and car Q a velocity of 55 km/h 
due south. Calculate (a) the velocity of car P 
relative to car Q and (b) the velocity of car Q 
relative to car P 


(a) The directions of the cars are shown in 
Figure 29.40(а), which is called a space diagram. 
The velocity diagram is shown in Figure 29.40(b), 
in which pe is taken as the velocity of car P rela- 
tive to point e on the earth's surface. The velocity 
of P relativeto Q is vector pq and the vector equa- 
tionis pq = pe + eq. Hence, the vector directions 
are as shown, eq being in the opposite direction 


to qe. 
q q 
РА РА 


(а) (0) (с) 


N 


wte 


5 
poa ! 55 km/h 
> 


45 km/h 


Figure 29.40 


From the geometry of the vector triangle, the mag- 
nitude of pq = 4/45? + 552 = 71.06 km/h and the 


22 
direction of pq — un (S) = 50.71° 
That is, the velocity of car Р relative to car О is 
71.06 km/h at 50.71° 


(b) The velocity of car Q relative to car P is given by 
the vector equation qp = qe + ep and the vector 
diagram is as shown in Figure 29.40(c), having ep 
opposite in direction to pe. 
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From the geometry of this vector triangle, the mag- 
nitude of gp = 4/45? + 552 = 71.06 m/s and the 


Calculations involving vectors given in i,j,k nota- 
tion are carried out in exactly the same way as standard 
algebraic calculations, as shown in the worked examples 


29 
direction of gp = un (2) = 50.71° but must 
lie in the third quadrant; i.e., the required angle is 
180° + 50.71? = 230.71? 


That is, the velocity of car Q relative to car Р is 
71.06 m/s at 230.71° 


Now try the following Practice Exercise 


Practice Exercise 116 Relative velocity 
(answers on page 352) 


І. А car is moving along a straight horizontal 
road at 79.2 km/h and rain is falling vertically 
downwards at 26.4 km/h. Find the velocity of 
the rain relative to the driver of the car. 


2. Calculate the time needed to swim across a 
river 142 m wide when the swimmer can swim 
at 2 km/h in still water and the river is flowing 
at 1 km/h. At what angle to the bank should 


below. 


Problem 14. Determine 
(Bi +27 +2k) — (4i —3j +2k) 


G64 2742 =G4i=37 +2k) 


235/43] +2k=4i 237 = 9E 
=-i+5j 


Problem 15. Given p = 3i + 2k, 


4- 


4i —2j+3k andr = —3i +5j — 4k, 


determine 
(a) —r (b) 3p (c) 2p +3q (d) —p+2r 
(e) 0.2p + 0.64 — 3.2r 


(a) 
(b) 


-r = -(-3i +5j — 4k) = 43i — 5j -- 4k 
3p = 3Gi + 2k) = 9i + 6k 


the swimmer swim? (c) 2p +34 = 231+ 2k) + 3(4i - 2j + 3k) 

= 61+ 4k+ 12i — 6j + 9k 

3. A ship is heading in a direction N 60°E at a = 18i — 6j + 13k 

speed which in still water would be 20 km/h. 2 : . Р 
It is carried off course by а current of 8km/h 19) Аба | Т саи бА 5] S 
2 IDE 2 D = —3i — 2k + (—6i + 10j — 8k) 
in a direction of E 50°S. Calculate the ship’s : : : 
actual speed and direction. = 3b 2k 61 + 107 — 8k 

= —91+ 107 — 10k 

(e) 0.2p +0.6q —32r 


29.9 i,jandk notation 


A method of completely specifying the direction of a 
vector in space relative to some reference point is to use 
three unit vectors, i, j and k, mutually at right angles 
to each other, as shown in Figure 29.41. 


= 0.2(3i + 2k) +0.6(41 — 2j + 3k) 
—3.2(—3i + 5j — 4k) 
= 0.6i +0.4k 4- 2.4i — 1.2j + 1.8k 4- 9.6i 


—16j 4- 12.8k 
—12.6i —17.2j +15k 


Now 


try the following Practice Exercise 


AZ Practice Exercise 117 i, j,k notation 
(answers on page 352) 
Given that p = 21+ 0.57 —3k,q = —i + j - 4k 
andr — 6j — 5k, evaluate and simplify the follow- 
ing vectors in i, j, k form. 
Ak 1. -4 2. 2 
iw? > ЭЭГ 4. -4-2р 
P E. i 5. 3q+4r 6. 4-2р 
"d 7. ргга-гг SEDES? E sh? 
9. 2р--0.44--0.5ғ 10. 7r—2q 


Figure 29.41 


Chapter 30 


Methods of adding 
alternating waveforms 


30.1 Combining two periodic 


functions 


There are a number of instances in engineering and sci- 
ence where waveforms have to be combined and where 
it is required to determine the single phasor (called 
the resultant) that could replace two or more separate 
phasors. Uses are found in electrical alternating cur- 
rent theory, in mechanical vibrations, in the addition of 
forces and with sound waves. 

There are a number of methods of determining the 
resultant waveform. These include 


(a) Drawing the waveforms and adding graphically. 
(0) Drawing the phasors and measuring the resultant. 
(c) Using the cosine and sine rules. 


(d) Using horizontal and vertical components. 


30.2 Plotting periodic functions 


This may be achieved by sketching the separate func- 
tions on the same axes and then adding (or subtracting) 
ordinates at regular intervals. This is demonstrated in 
the following worked problems. 


Problem 1. Plot the graph of y; = 3 sin A from 
A = 0° to A = 360°. On the same axes plot 

y2 = 2cos A. By adding ordinates, plot 

yr = 3 sin A + 2cos А and obtain a sinusoidal 
expression for this resultant waveform 
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yı =3sinA апа уз = 2соѕА are shown plotted in 
Figure 30.1. Ordinates may be added at, say, 15° 
intervals. For example, 


at 0°, yj +y2 =0+2=2 

at 15°, y; + y2 = 0.78 + 1.93 = 2.71 

at 120°, у + y? =260+=1=1.6 

at 210°, у + у = —1.50— 1.73 = —3.23, and 


so on. 
—34 
y 
3.6 
3 


yı=3sin А 
Ув= 3.6 sin (A + 34°) 


Figure 30.1 


The resultant waveform, shown by the broken line, 
has the same period, i.e. 360?, and thus the same fre- 
quency as the single phasors. The maximum value, 
or amplitude, of the resultant is 3.6. The resultant 


waveform leads y; = 3sinA by 34° or 34 x rad = 


180 
0.593 rad. 
The sinusoidal expression for the resultant waveform is 


yr = 3.6sin(A + 34°) or yg = 3.6sin(A + 0.593) 


Problem 2. Plot the graphs of y; = 4sin œt and 
yo = 3sin(wt — 7/3) on the same axes, over one 
cycle. By adding ordinates at intervals plot 

YR = yı + y2 and obtain a sinusoidal expression for 
the resultant waveform 


yı = 4sinot and y? = 3sin(ot — 7/3) are shown plot- 
ted in Figure 30.2. 


Уі- 4 біп в! 


Y2 = 3 sin (wt— т/3) 
=y1+ Ус 


Figure 30.2 


Ordinates are added at 15° intervals and the resultant is 
shown by the broken line. The amplitude of the resultant 
is 6.1 and it lags y; by 25? or 0.436 rad. 

Hence, the sinusoidal expression for the resultant wave- 
form is 


yr = 6.1sin(@t — 0.436) 


Problem 3. Determine a sinusoidal expression 
for yı — y? when y; = 4sinot and 
y2 = 3sin(wt — 7/3) 


Ур and y» are shown plotted in Figure 30.3. At 15° 
intervals y» is subtracted from у. For example, 

at 0°, yj — у 20— (—2.6) = 42.6 

at 30°, y; — у =2—(—1.5) = 43.5 

at 150°, yj — у = 2 — 3 = —1, and so on. 


The amplitude, or peak, value of the resultant (shown by 
the broken line) is 3.6 and it leads y; by 45° or 0.79 rad. 
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“180: “270°,” 360° 


-2 т/2 “от 37/2 2т 
S ae 
-4 


Figure 30.3 


ot 


Hence, 


yı — y2 = 3.6sin(ot + 0.79) 


Problem 4. Two alternating currents are given by 
ij = 20sinot amperes and i? = 10 sin(or + =) 
amperes. By drawing the waveforms on the same 


axes and adding, determine the sinusoidal 
expression for the resultant i, + i2 


i, and i? are shown plotted in Figure 30.4. The resultant 
waveform for i; + i? is shown by the broken line. It has 
the same period, and hence frequency, as i, and i». 
The amplitude or peak value is 26.5 A. The resultant 
waveform leads the waveform of ij = 20sinwt by 19° 
or 0.33rad. 

Hence, the sinusoidal expression for the resultant 
ij + i? is given by 


ig = іу + i2 = 26.5sin(ot + 0.33) A 


Now try the following Practice Exercise 


Practice Exercise 118 Plotting periodic 
functions (answers on page 352) 


1. Plot the graph of y —2sinA from A— 
0° to А = 360°. On the same axes plot 
y=4cosA. By adding ordinates at inter- 
vals plot y = 2sinA 4-4cos А and obtain а 
sinusoidal expression for the waveform. 


2. Two alternating voltages are given by 
vı =10sinwt volts and v2 = 14sin(wt + 
л/3) volts. By plotting 91 and v2 on the 
same axes over one cycle obtain a sinusoidal 
expression for (a) vı + v2 (b) vı — v2 
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Figure 30.4 


3. Express l2sinot-F5cosot in the form 
Asin(ot +a) by drawing and measurement. 


30.3 Determining resultant phasors 


by drawing 


The resultant of two periodic functions may be found 
from their relative positions when the time is zero. 
For example, if y; = 4sinct and уҙ = 3sin(wt — 7/3) 
then each may be represented as phasors as shown in 
Figure 30.5, y; being 4 units long and drawn horizon- 
tally and y? being 3 units long, lagging y; by x /3 radians 
or 60°. To determine the resultant of ут + y2, y; is drawn 
horizontally as shown in Figure 30.6 and y» is joined to 
the end of y; at 60? to the horizontal. The resultant 
is given by yg. This is the same as the diagonal of a 
parallelogram that is shown completed in Figure 30.7. 


у-4 
60° or 7/3 rads 


Y2=3 
Figure 30.5 
Resultant yr, in Figures 30.6 and 30.7, may be deter- 


mined by drawing the phasors and their directions to 
scale and measuring using a ruler and protractor. In this 


i, = 20 sinwt 


2) 


ip = 10 sin(wt+ 5 


Figure 30.6 


Figure 30.7 


example, ур is measured as 6 units long and angle ф is 
measured as 25°. 


25? =25 x jggradians — 0.44 rad 


Hence, summarizing, by drawing, 
Ук = у t y2 —4sinot +3 sin(wt — 7/3) 

= 6sin(wt — 0.44). 
If the resultant phasor, yg = yı — y2 is required then 
y2 is still 3 units long but is drawn in the opposite 
direction, as shown in Figure 30.8. 


Problem 5. Two alternating currents are given by 
ij = 20sinot amperes and i? = 10sin (or + =) 
amperes. Determine i; + i? by drawing phasors 


-У-3 


Figure 30.8 


The relative positions of i; and i» at time t = 0 are 
л 
shown as phasors in Figure 30.9, where —rad = 60°. 


The phasor diagram in Figure 30.10 is drawn to scale 
with a ruler and protractor. 


= 10A 
60* 
Figure 30.9 
in 
ф 60° 
Figure 30.10 


The resultant ig is shown and is measured as 26 A and 
angle ф as 19? or 0.33 rad leading іу. Hence, by drawing 
and measuring, 


ig = іу i? = 26sin(ot + 0.33) A 


Problem 6. For the currents in Problem 5, 
determine i; — i? by drawing phasors 


At time ¢ = 0, current i; is drawn 20 units long hori- 
zontally as shown by Oa in Figure 30.11. Current і is 
shown, drawn 10 units long in a broken line and leading 
by 60°. The current —i2 is drawn in the opposite direc- 
tion to the broken line of 72, shown as ab in Figure 30.11. 
The resultant ір is given by Ob lagging by angle ф. 
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Figure 30.11 


By measurement, ір = 17 А and ф = 30° ог 0.52rad. 
Hence, by drawing phasors, 


ig = i1 — i2 =17sin(wt —0.52)A 


Now try the following Practice Exercise 


Practice Exercise 119 Determining 
resultant phasors by drawing (answers on 
page 352) 


1. Determine а sinusoidal expression for 
2sin@ -- 4cos0 by drawing phasors. 


2. If vy; = 10sinwt volts and 
v2 = l4sin(ot + 2/3) volts, determine by 
drawing phasors sinusoidal expressions for 
(a) vı + v2 (b) vı — v2 


3. Express l2sinot-F5cosot in the form 
Asin(wt + a) by drawing phasors. 


30.4 Determining resultant phasors 


by the sine and cosine rules 


As stated earlier, the resultant of two periodic func- 
tions may be found from their relative positions when 
the time is zero. For example, if y; =Ssinwt and 
y2 = 4sin(wt — 7/6) then each may be represented by 
phasors as shown in Figure 30.12, y; being 5 units 
long and drawn horizontally and y» being 4 units long, 
lagging y; by 7/6 radians or 30°. To determine the 
resultant of уі + y2, yı is drawn horizontally as shown 
in Figure 30.13 and y» is joined to the end of y; at 2/6 
radians; i.e., 30? to the horizontal. The resultant is given 
by yg. 

Using the cosine rule on triangle Oab of Figure 30.13 
gives 


у2 = 52 +42 — [2(5)(4) cos 150°] 
= 25+ 16 — (—34.641) = 75.641 
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Figure 30.12 


Figure 30.13 
from which yr = У 75.641 = 8.697 
: . 8.697 4 
Using the sine rule, — == 
sin150° sing 
: р 4 8ш 150° 
from which sing = ——— = 0.22996 
8.697 
and ф = 5іп 1 0.22996 


= 13.29? or 0.232 rad 


Hence, yr = у + y2 —5sinot + 4sin(wt — л/6) 
= 8.697 5іп(оѓ — 0.232) 


Problem 7. Given y; = 2sinot and 
y2 = 3sin(wt + 77/4), obtain an expression, by 
calculation, for the resultant, yg = у + y2 


When time ¢ = 0, the position of phasors y; and y» are 
as shown in Figure 30.14(a). To obtain the resultant, y; 
is drawn horizontally, 2 units long, and y2 is drawn 3 
units long at an angle of л/4гаа ог 45° and joined to 
the end of y; as shown in Figure 30.14(b). 

From Figure 30.14(b), and using the cosine rule, 


ув = 22 +3? — [22) 3) cos 135°] 
—44-9 — [-8.485] = 21.485 


Hence, yr = V21.485 = 4.6352 


3 — 4.6352 


Using the sine rule — = 
sing@ sin 135° 


т/4 or 45° 
y-2 
(8) 


Figure 30.14 
11352 
from which sing = аи = 0.45765 
4.6352 
Непсе, ф = sin! 0.45765 


= 27.24° ог 0.475таа 


Thus, by calculation, yr = 4.635 ѕіп(оѓ + 0.475) 


Problem 8. Determine 
20віпая + 10sin (or ES =) 


using the cosine and sine rules 


From the phasor diagram of Figure 30.15 and using the 
cosine rule, 


i% = 20? + 10? — [2(20)(10) cos 120°] = 700 


ің 


= 10А 
$ 120: 60° 
Figure 30.15 
Hence, ір = У 700 = 26.46 A 


10 _ 26.46 


Using е sine rule gives — = 
sing sin 120° 


Methods of adding alternating waveforms 283 


from which Sap 10 sin 120° From trigonometry (see Chapter 21 and remember SOH 

7 26.46 САН ТОА), 

= 0.327296 

E o 0 
and ф —sin 10.327296 — 19.10 соѕ0 = Е from which 0a = Ob cos = F cos0 
л 
= 19.10 х —~ = 0.333 гаа 
ТТ га 


ie. the horizontal component of F,H = F соѕ0, 
Hence, by cosine and sine rules, 


and 
ig = іу + i2 = 26.46sin(wt + 0.333) А 
ab 
Now try the following Practice Exercise 8110 = 05” from which ab = Obsin0 = F sin 
Practice Exercise 120 Resultant phasors by i.e. the vertical component of Р, У = F sin. 
the sine and cosine rules (answers on Determining resultant phasors by horizontal and vertical 
page 352) components is demonstrated in the following worked 
; ; А . problems. 
]. Determine, using the cosine and sine rules, a 
sinusoidal expression for 
у= 2sin A + 4cos A. Problem 9. Two alternating voltages are given by 
2. Given vı = IOsinot volts and vı = 15 5іп оѓ volts and v? = 25 sin(wt — 7/6) 
v; —l4sin(cot-- 7/3) volts, use the cosine volts. Determine a sinusoidal expression for the 
and sine rules to determine sinusoidal expres- resultant UR = vi + v? by finding horizontal and 
sions for (a) vj + v2 (b) vj — v vertical components 
In problems 3 to 5, express the given expressions 
in the form A sin(@t + o) by using the cosine and The relative positions of v; and v2 at time t = 0 are 
sine rules. shown in Figure 30.17(a) and the phasor diagram is 


PME е” shown in Figure 30.17(b). 


гэ. (or 2 2) 


4 үүл 15У 
5. бѕіпог +З ѕіп СЕ 2 7/6 ог 30° 
30.5 Determining resultant phasors VOT RON 
by horizontal and vertical (а) 
components " 
ШЕ) 
If a right-angled triangle is constructed as shown іп 150° 39 
Figure 30.16, Oa is called the horizontal component of 
F and ab is called the vertical component of F. Vp 
b Ун 
(b) 
E Figure 30.17 
V 
0 The horizontal component of vg, 
0 H ма Н = 15cos0? + 25 cos(—30°) = 36.65 V 


The vertical component of vg, 
Figure 30.16 V = 15sin0° + 25 sin(—30°) = —12.50V 
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Hence, vg = V36.652 + (—12.50)2 
by Pythagoras’ theorem 
= 38.72 volts 
tan $ P cH. озин 
an ф = = = A 
Н 36.65 
from which ф = tan! (—0.3411) 


— —18.83? or —0.329 radians. 


Hence, vg = vy + v? = 38.72sin(ot — 0.329) V 


Problem 10. For the voltages in Problem 9, 
determine the resultant vg = v; — v2 using 
horizontal and vertical components 


The horizontal component of vg, 

Н = 15cos0? —25cos(—30?) = —6.65V 
The vertical component of vp, 

V = 15sin0° — 25 sin(—30°) = 12.50 V 


Hence, vg = у (—6.65)2 + (12.50)? 
by Pythagoras’ theorem 
= 14.16 volts 
ү 12.50 
t = = = —1.8797 
ЧИРЖ ЭД cds 
from which — $ = tan~!(—1.8797) 
= 118.01° or 2.06 radians. 
Hence, Ug = Yj — v? = 14.16 sin(wt + 2.06) V 


The phasor diagram is shown in Figure 30.18. 


№ = 25 


Үр 


Figure 30.18 


Problem 11. Determine 
20sinct +10sin (or x: = 


using horizontal and vertical components 


Figure 30.19 


From the phasors shown in Figure 30.19, 
Total horizontal component, 

Н = 20cos0? + 10 cos 60? = 25.0 

Total vertical component, 

V =20sin0° + 10sin60° = 8.66 

By Pythagoras, the resultant, 

ig = J [25.02 -8.66?] = 26.46 A 

8.66 


25.0 
= 19.11? or 0.333rad 


Hence, by using horizontal and vertical components, 


Phase angle, ф = (апт! 


20sinct +10sin (ot + 5) = 26.46sin(wt + 0.333) 


Now try the following Practice Exercise 


Practice Exercise 121 Resultant phasors by 
horizontal and vertical components (answers 
on page 353) 


In problems 1 to 5, express the combination of 
periodic functions in the form Asin(wt +a) by 
horizontal and vertical components. 


ЇЇ Tsinot + 5sin (or + 7.) 
. . л 
2: 6sinot + 3sin (or — =) 
ТЕ 
NES S savy . (or -- >) 


4. v=8sinwt —5sin (or — = 


3 
SMS =9sin (or + 2) -Tsin (ot — =) 


6. The voltage drops across two components 
when connected in series across an a.c. 
supply are v; = 200sin314.21 and 
v2 = 120sin(314.2t — 7/5) volts 
respectively. Determine 


(a) the voltage of the supply (given by 
vı + v2) in the form Asin(ot + o). 


Methods of adding alternating waveforms 285 


(b) the frequency of the supply. 8. The voltages across three components in a 


o bee : series circuit when connected across ап a.c. 
7. If the supply to a circuit is v = 20sin628.3t 


volts and the voltage drop across one of 


the components is v; = 15 sin(628.3t — 0.52) v) = 40sin (300: = =) volts and 
volts, calculate 4 


supply are v, = 25sin (3007: + =) volts, 


v3 = 50sin (30071 + 2) volts. Calculate 
(a) the voltage drop across the remainder of 3 


the circuit, given by v — vi, in the form (a) the supply voltage, in sinusoidal form, in 
Asin(wt Xo) the form A sin(wt X o) 
(b) the supply frequency (b) the frequency of the supply 


(c) the periodic time of the supply. (c) the periodic time. 


Revision Test 12: Vectors and adding waveforms 


This assignment covers the material contained in Chapters 29 and 30. The marks available are shown in brackets at 
the end of each question. 


17 


State the difference between scalar and vector 
quantities. (2) 
State whether the following are scalar or vector 
quantities. 
(a) A temperature of 50°C. 
(b) 2m? volume. 
(c) A downward force of 10N. 
(d) 400J of work. 
(e) 20cm? area. 
(f) A south-easterly wind of 20 knots. 
(g) 40m distance. 
(h) An acceleration of 25m/s? at 30? to the 

horizontal. (8) 
A velocity vector of 16 m/s acts at an angle of 
—40° to the horizontal. Calculate its horizontal 
and vertical components, correct to 3 significant 
figures. (4) 
Calculate the resultant and direction of the dis- 
placement vectors shown in Figure RT12.1, cor- 
rect to 2 decimal places. (6) 

A 
41m 
> 
26m 
Figure RT12.1 

Calculate the resultant and direction of the force 
vectors shown in Figure RT12.2, correct to 2 
decimal places. (6) 
If acceleration ay = 11 m/s? at 70° and 
аз = 19 m/s? at —50°, calculate the magnitude 
and direction of ај +a2, correct to 2 decimal 
places. (8) 
If velocity vı = 36m/s at 52? and v2 = 17 m/s at 


—15°, calculate the magnitude and direction of 
V1 — v2, correct to 2 decimal places. (8) 


10. 


5N 


7N 


У 


Figure RT12.2 


Forces of 10N, 16N and 20N act as shown in 
Figure RT12.3. Determine the magnitude of the 
resultant force and its direction relative to the 16 М 
force 

(a) by scaled drawing. 


(b) by calculation. (13) 


Б,-16М 


Е,-20М 
Figure RT12.3 


For the three forces shown in Figure RT12.3, 
calculate the resultant of F4 — Ез — Ез and its 
direction relative to force F2. (9) 


Two cars, A and B, are travelling towards cross- 
roads. A has a velocity of 60km/h due south and 
B a velocity of 75 km/h due west. Calculate the 
velocity of A relative to B. (6) 
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11. Given a = —3i + 3j + 5k, b = 2i — 5j + 7k and 13. The instantaneous values of two alternating volt- 
€ = 3i + 6j — АК, determine the following: (1) —4b ages are given by 
(ii) a+ b — c (iii) Sb — 3a (6) 


v; = 150sin (or + =) volts 
and 
v2 = 90 sin (or — 5) volts 
6 


12. Calculate the magnitude and direction of the resul- 
tant vector of the displacement system shown in 
Figure RT12.4. (9) 

Plot the two voltages on the same axes to scales 

of 1 cm = 50 volts and 1 cm = 7/6. Obtain a sinu- 

soidal expression for the resultant of v; and v» in 
the form А sin (wt + о) (a) by adding ordinates at 

intervals and (b) by calculation. (15) 


Figure RT12.4 


31.1 Some statistical terminology 


31.1.1 Discrete and continuous data 


Data are obtained largely by two methods: 


(a) 


(b) 


By counting - for example, the number of stamps 
sold by a post office in equal periods of time. 


By measurement — for example, the heights of a 
group of people. 


When data are obtained by counting and only whole 
numbers are possible, the data are called discrete. Mea- 
sured data can have any value within certain limits and 
are called continuous. 


Problem 1. Data are obtained on the topics given 
below. State whether they are discrete or continuous 
data. 


(a) 


(b) 


(c) 


(d) 


(a) 


The number of days on which rain falls in a 
month for each month of the year. 


The mileage travelled by each of a number of 
salesmen. 


The time that each of a batch of similar 
batteries lasts. 


The amount of money spent by each of several 
families on food. 


The number of days on which rain falls in a given 
month must be an integer value and is obtained by 
counting the number of days. Hence, these data 
are discrete. 
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(b) 


(c) 


(d) 


Chapter 31 


Presentation of 
statistical data 


A salesman can travel any number of miles 
(and parts of a mile) between certain limits and 
these data are measured. Hence, the data are 
continuous. 


The time that a battery lasts is measured and 
can have any value between certain limits. Hence, 
these data are continuous. 


The amount of money spent on food can only be 
expressed correct to the nearest pence, the amount 
being counted. Hence, these data are discrete. 


Now try the following Practice Exercise 


Practice Exercise 122 Discrete and 
continuous data (answers on page 353) 


In the following problems, state whether data relat- 
ing to the topics given are discrete or continuous. 


е 


(a) The amount of petrol produced daily, for 
each of 31 days, by a refinery. 

The amount of coal produced daily by 
each of 15 miners. 

The number of bottles of milk delivered 
daily by each of 20 milkmen. 

The size of 10 samples of rivets produced 
by a machine. 


(b) 
(c) 


The number of people visiting an exhi- 
bition on each of 5 days. 

The time taken by each of 12 athletes to 
run 100 metres. 


(c) The value of stamps sold in a day by each 
of 20 post offices. 

(d) The number of defective items produced 
in each of 10 one-hour periods by a 
machine. 


31.1.2 Further statistical terminology 


A set is a group of data and an individual value within 
the set is called a member of the set. Thus, if the 
masses of five people are measured correct to the near- 
est 0.1 kilogram and are found to be 53.1 kg, 59.4kg, 
62.1 kg, 77.8kg and 64.4 kg then the set of masses in 
kilograms for these five people is 


(53.1, 59.4, 62.1, 77.8, 64.4} 


and one of the members of the set is 59.4 

A set containing all the members is called a pop- 
ulation. Some members selected at random from a 
population are called a sample. Thus, all car registration 
numbers form a population but the registration numbers 
of, say, 20 cars taken at random throughout the country 
are a sample drawn from that population. 

The number of times that the value of a member 
occurs in a set is called the frequency of that mem- 
ber. Thus, in the set (2, 3, 4, 5,4, 2, 4, 7, 9), member 4 
has a frequency of three, member 2 has a frequency of 
2 and the other members have a frequency of one. 

The relative frequency with which any member of a 
set occurs is given by the ratio 


frequency of member 


total frequency of all members 


For the set {2,3,5,4,7,5,6,2,8}, the relative fre- 
quency of member 5 is —. Often, relative frequency is 


expressed as a percentage and the percentage relative 
frequency is 


(relative frequency х 100) 96 


31.2 Presentation of ungrouped data 


Ungrouped data can be presented diagrammatically in 
several ways and these include 


(a) pictograms, in which pictorial symbols are used 
to represent quantities (see Problem 2), 
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(b) horizontal bar charts, having data represented 
by equally spaced horizontal rectangles (see Prob- 
lem 3), and 


(c) vertical bar charts, in which data are repre- 
sented by equally spaced vertical rectangles (see 
Problem 4). 


Trends in ungrouped data over equal periods of time 
can be presented diagrammatically by a percent- 
age component bar chart. In such a chart, equally 
spaced rectangles of any width, but whose height cor- 
responds to 10090, are constructed. The rectangles 
are then subdivided into values corresponding to the 
percentage relative frequencies of the members (see 
Problem 5). 

A pie diagram is used to show diagrammatically the 
parts making up the whole. In a pie diagram, the area of 
a circle represents the whole and the areas of the sectors 
of the circle are made proportional to the parts which 
make up the whole (see Problem 6). 


Problem 2. Тһе number of television sets 
repaired in a workshop by a technician in six 
one-month periods is as shown below. Present these 
data as a pictogram 


Month January February March 
Number repaired 11 6 15 
Month April May June 

. Number repaired 9) 13 8 


Each symbol shown in Figure 31.1 represents two tele- 


vision sets repaired. Thus, in January, 5~ symbols аге 


used to represent the 11 sets repaired; in February, 3 
symbols are used to represent the 6 sets repaired, and 
so on. 


Month Number of TV sets repaired D= 2 sets 
January [3 be be ja be = 
February ЇЕ im m 
we D D pp pa 
April Г ) œ 
vy — ВЕВ|Їр- 
June Г ) 

Figure 31.1 
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Problem 3. Тһе distance in miles travelled by 
four salesmen in a week are as shown below. 


Salesman 


Use a horizontal bar chart to represent these data 
diagrammatically 


Equally spaced horizontal rectangles of any width, but 
whose length is proportional to the distance travelled, 
are used. Thus, the length of the rectangle for sales- 
man P is proportional to 413 miles, and so on. The 
horizontal bar chart depicting these data is shown in 
Figure 31.2. 


Salesmen 


0 100 200 300 400 500 600 
Distance travelled, miles 


Figure 31.2 


Problem 4. The number of issues of tools or 
materials from a store in a factory is observed for 
seven one-hour periods in a day and the results of 
the survey are as follows. 


Present these data on a vertical bar chart 


2 40 

9 

о 30 

5 

Е 20 

о 

Е 10 

2 

1 2 3 4 5 6 7 
Periods 

Figure 31.3 


In a vertical bar chart, equally spaced vertical rect- 
angles of any width, but whose height is proportional 


to the quantity being represented, are used. Thus, the 
height of the rectangle for period | is proportional to 34 
units, and so on. The vertical bar chart depicting these 
data is shown in Figure 31.3. 


Problem 5. The numbers of various types of 
dwellings sold by a company annually over a 
three-year period are as shown below. Draw 
percentage component bar charts to present 
these data 


Year 1 Year2 Year 3 


5-roomed bungalows 38 71 118 


5-roomed houses 64 82 147 


A table of percentage relative frequency values, correct 
to the nearest 1%, is the first requirement. Since 


percentage relative frequency 


frequency of member x 100 


total frequency 


then for 4-roomed bungalows in year 1 


percentage relative frequency 


24 x 100 
~ 24+38+44+64+30 
The percentage relative frequencies of the other types 


of dwellings for each of the three years are similarly 
calculated and the results are as shown in the table below. 


= 12% 


Year 1 Year2 Year 3 


5-roomed bungalows 19% 28% 34% 


5-roomed houses 32% 933% 42% 


The percentage component bar chart is produced by con- 
structing three equally spaced rectangles of any width, 
corresponding to the three years. The heights of the rect- 
angles correspond to 100% relative frequency and are 


subdivided into the values in the table of percentages 
shown above. A key is used (different types of shading 
or different colour schemes) to indicate corresponding 
percentage values in the rows of the table of percent- 
ages. The percentage component bar chart is shown in 
Figure 31.4. 


Key 
E] 6-roomed houses 


5-roomed houses 


о 
о 


= 
Е] 
] 


80 NN 4-roomed houses 
70 5-roomed bungalows 
60 4-roomed bungalows 


Boo 
o o 


Percentage relative frequency 


Figure 31.4 


Problem 6. The retail price of a product costing 
£2 is made up as follows: materials 10р, labour 
20р, research and development 40 p, overheads 

70 p, profit 60 p. Present these data on a pie diagram 


A circle of any radius is drawn. The area of the circle 
represents the whole, which in this case is £2. The circle 
18 subdivided into sectors so that the areas of the sectors 
are proportional to the parts; i.e., the parts which make 
up the total retail price. For the area of a sector to be 
proportional to a part, the angle at the centre of the circle 
must be proportional to that part. The whole, £2 or 200 p, 
corresponds to 3609. Therefore, 


10 
10р corresponds to 360 x 200 degrees, i.e. 18? 


20 
20p corresponds to 360 x 200 degrees, i.e. 36° 


and so on, giving the angles at the centre of the circle 
for the parts of the retail price as 18°, 36°, 722, 126? and 
1082, respectively. 

The pie diagram is shown in Figure 31.5. 


Problem 7. 


(a) Using the data given in Figure 31.2 only, 
calculate the amount of money paid to each 
salesman for travelling expenses if they are 
paid an allowance of 37 p per mile. 
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Research and 
development 


Labour 


6? 
108° 


12 
Overheads 


Profit 


Ір = 1.8° 


Figure 31.5 


(5) 


(c) 


(a) 


(b) 


(c) 


Using the data presented in Figure 31.4, 
comment on the housing trends over the 
three-year period. 


Determine the profit made by selling 700 units 
of the product shown in Figure 31.5 


By measuring the length of rectangle P, the 
mileage covered by salesman P is equivalent to 
413 miles. Hence salesman P receives a travelling 
allowance of 


£413 x 37 
—— —— — i.e. £152.81 
100 ie.£ 8 


Similarly, for salesman Q, the miles travelled are 
264 and his allowance is 


£264 x 37 
———— i.e. £97. 
100 i.e. £97.68 


Salesman R travels 597 miles and he receives 


539 ХАТ, 2 6220:80 
100 


Finally, salesman 5 receives 


£14 
212237 езін 
100 


An analysis of Figure 31.4 shows that 5-roomed 
bungalows and 5-roomed houses are becoming 
more popular, the greatest change in the three years 
being a 15% increase in the sales of 5-roomed 
bungalows. 


Since 1.89 corresponds to | p and the profit occu- 
pies 108° of the pie diagram, the profit per unit is 


108 x 1 
Xie. 60р 
18 


The profit when selling 700 units of the prod- 
uct is 


700 x 60 
go Se 


i.e. £42 
100 i.e. £420 
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Now try the following Practice Exercise 


Practice Exercise 123 Presentation of 
ungrouped data (answers on page 352) 


Ik. 


The number of vehicles passing a stationary 
observer on a road in six ten-minute intervals 
is as shown. Draw a pictogram to represent 
these data. 


ОН | 2 3 4 5 6 


Number of 
vehicles 25) 48! (02 (09 420 41 


The number of components produced by a 
factory in a week is as shown below. 


Day Mon Tues Wed Thur Fri 


Number of 
еее) 1580 2190 1840 2385 1280 


Show these data on a pictogram. 


For the data given in Problem 1 above, draw 
a horizontal bar chart. 


Present the data given in Problem 2 above on 
a horizontal bar chart. 


For the data given in Problem 1 above, 
construct a vertical bar chart. 


Depict the data given in Problem 2 above on 
a vertical bar chart. 


A factory produces three different types of 
components. The percentages of each of 
these components produced for three one- 
month periods are as shown below. Show this 
information on percentage component bar 
charts and comment on the changing trend 
in the percentages of the types of component 
produced. 


Month 2 3 
Component P 35 40 
Component Q 40 35 


Component R 25) 25 


8. А company has five distribution centres and 


the mass of goods in tonnes sent to each 


centre during four one-week periods is as 
shown. 


Week 2 5 4 

Centre A 160 174 158 
Centre B 63 77 69 
Centre С Dl 20 ФП 
Centre D 104 117 144 
Centre Е 218 203 194 


Use a percentage component bar chart to pre- 
sent these data and comment on any trends. 


9. The employees in a company can be split 
into the following categories: managerial 3, 
supervisory 9, craftsmen 21, semi-skilled 67, 
others 44. Show these data on a pie diagram. 


10. The way in which an apprentice spent his 
time over a one-month period is as follows: 
drawing office 44 hours, production 64 hours, 
training 12 hours, at college 28 hours. Use a 
pie diagram to depict this information. 


11. (a) Withreference to Figure 31.5, determine 
the amount spent on labour and materials 
to produce 1650 units of the product. 

(b) If in year 2 of Figure 31.4 1% cor- 
responds to 2.5 dwellings, how many 
bungalows are sold in that year? 


12. (a 


Sm 


If the company sells 23500 units per 
annum of the product depicted in 
Figure 31.5, determine the cost of their 
overheads per annum. 

If 196 of the dwellings represented in 
year 1 of Figure 31.4 corresponds to 
2 dwellings, find the total number of 
houses sold in that year. 


31.3 Presentation of grouped data 


When the number of members in a set is small, say ten or 
less, the data can be represented diagrammatically with- 
out further analysis, by means of pictograms, bar charts, 
percentage components bar charts or pie diagrams (as 
shown in Section 31.2). 

For sets having more than ten members, those mem- 
bers having similar values are grouped together in 


(b 


SS 


classes to form a frequency distribution. То assist in 
accurately counting members in the various classes, a 
tally diagram is used (see Problems 8 and 12). 

A frequency distribution is merely a table show- 
ing classes and their corresponding frequencies (see 
Problems 8 and 12). The new set of values obtained 
by forming a frequency distribution is called grouped 
data. The terms used in connection with grouped data 
are shown in Figure 31.6(a). The size or range of a class 
is given by the upper class boundary value minus the 
lower class boundary value and in Figure 31.6(b) is 
7.65 — 7.35; i.e., 0.30. The class interval for the class 
shown in Figure 31.6(b) is 7.4 to 7.6 and the class 
mid-point value is given by 


(upper class boundary value) + (lower class boundary value) 


2 
and in Figure 31.6(b) is 
7.65 +7.35 
a i.e. 7.5 
2 
(a) | Class interval ! 


Lower Class Upper 
class mid-point class 


boundary boundary 
І І 
(b) (07.3 7.4 to 7.6 7.7 tol 
7.35 7:5 7.65 


Figure 31.6 


One of the principal ways of presenting grouped data 
diagrammatically is to use a histogram, in which the 
areas of vertical, adjacent rectangles are made propor- 
tional to frequencies of the classes (see Problem 9). 
When class intervals are equal, the heights of the rect- 
angles of a histogram are equal to the frequencies of the 
classes. For histograms having unequal class intervals, 
the area must be proportional to the frequency. Hence, 
if the class interval of class A is twice the class inter- 
val of class B, then for equal frequencies the height 
of the rectangle representing A is half that of B (see 
Problem 11). 

Another method of presenting grouped data diagram- 
matically is to use a frequency polygon, which is the 
graph produced by plotting frequency against class mid- 
point values and joining the co-ordinates with straight 
lines (see Problem 12). 
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A cumulative frequency distribution is a table 
showing the cumulative frequency for each value of 
upper class boundary. The cumulative frequency for a 
particular value of upper class boundary is obtained by 
adding the frequency of the class to the sum of the pre- 
vious frequencies. A cumulative frequency distribution 
is formed in Problem 13. 

The curve obtained by joining the co-ordinates of 
cumulative frequency (vertically) against upper class 
boundary (horizontally) is called an ogive or a cumu- 
lative frequency distribution curve (see Problem 13). 


Problem 8. Тһе data given below refer to the gain 
of each of a batch of 40 transistors, expressed 
correct to the nearest whole number. Form a 
frequency distribution for these data having seven 
classes 


81 83 87 74 76 89 82 84 
86 76 77 71 86 85 87 88 
84 81 80 81 73 89 82 79 
81 79 78 80 85 77 84 78 
83 79 80 83 82 79 S80 77 


The range of the data is the value obtained by tak- 
ing the value of the smallest member from that of the 
largest member. Inspection of the set of data shows that 
range — 89 — 71 — 18. The size of each class is given 
approximately by the range divided by the number of 
classes. Since 7 classes are required, the size of each 
class is 18— 7; that is, approximately 3. To achieve 
seven equal classes spanning a range of values from 71 
to 89, the class intervals are selected as 70—72, 73—75, 
and so on. 

To assist with accurately determining the number in 
each class, a tally diagram is produced, as shown in 
Table 31.1(a). This is obtained by listing the classes 
in the left-hand column and then inspecting each of the 
40 members of the set in turn and allocating them to 
the appropriate classes by putting “176 in the appropri- 
ate rows. Every fifth ‘1’ allocated to a particular row 15 
shown as an oblique line crossing the four previous “175, 
to help with final counting. 

A frequency distribution for the data is shown in 
Table 31.1(b) and lists classes and their correspond- 
ing frequencies, obtained from the tally diagram. (Class 
mid-point values are also shown in the table, since they 
are used for constructing the histogram for these data 
(see Problem 9).) 
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Table 31.1(a) 
Class Tally 


73-15 11 
79-81 IHT HT 11 
85-87 

Table 31.1(b) 


Class mid-point 


Frequency 


73-75 


79-81 


85-87 


Problem 9. Construct a histogram for the data 
given in Table 31.1(b) 


The histogram is shown in Figure 31.7. The width of 
the rectangles corresponds to the upper class boundary 
values minus the lower class boundary values and the 
heights ofthe rectangles correspond to the class frequen- 
cies. The easiest way to draw a histogram is to mark the 


16 
14 
12 
10 
8 
6 
4 
2 


71 74 77 80 83 86 89 
Class mid-point values 


Frequency 


Figure 31.7 


class mid-point values on the horizontal scale and draw 
the rectangles symmetrically about the appropriate class 
mid-point values and touching one another. 


Problem 10. The amount of money earned 
weekly by 40 people working part-time in a factory, 
correct to the nearest £10, is shown below. Form a 
frequency distribution having 6 classes for these 
data 


80 90 70 110 90 160 110 80 


80 90 110 80 100 90 120 70 


50 100 110 90 100 70 110 80 


Inspection of the set given shows that the majority of 
the members of the set lie between £80 and £110 and 
that there is a much smaller number of extreme val- 
ues ranging from £30 to £170. If equal class intervals 
are selected, the frequency distribution obtained does 
not give as much information as one with unequal class 
intervals. Since the majority of the members lie between 
£80 and £100, the class intervals in this range are 
selected to be smaller than those outside of this range. 
There is no unique solution and one possible solution is 
shown in Table 31.2. 


Table 31.2 
Class 


Frequency 


50-70 


100-110 


150-170 


Problem 11. Draw a histogram for the data given 
in Table 31.2 


When dealing with unequal class intervals, the his- 
togram must be drawn so that the areas (and not 
the heights) of the rectangles are proportional to the 
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Table 31.3 
2 3 4 8) 6 


Frequency Upper class Lower class Class range Height of 


boundary boundary rectangle 


6 3 
z 4 pale aa 
50-70 6 75 5 30 30/9 qs 
12 9 
E 1 75 20 ша 
80-90 2 95 m ot 
100-110 14 115 95 20 шаа, 
2 TESTES 
120-140 4 145 115 30 EL 
30 15 
150-170 D 175 145 30 zm 
2 30 15 


frequencies of the classes. The data given are shown 
in columns 1 and 2 of Table 31.3. Columns 3 and 4 
give the upper and lower class boundaries, respectively. 
In column 5, the class ranges (i.e. upper class bound- 
ary minus lower class boundary values) are listed. The 


heights of the rectangles are proportional to the ratio 
frequency 81 7.4 8.8 8.0 84 85 81 7.3 9.0 8.6 
as shown in column 6. The histogram is 


83 71 8&1 83 87 78 87 85 84A 85 


class range’ 
shown in Figure 31.8. 


The range of the data is the member having the largest 


Е 42/15 value minus the member having the smallest value. 
Ф D 10/15 Inspection of the set of data shows that range = 9.1 — 
=e 8/15 7.1- 2.0. 
5 2 je The size of each class is given approximately by 
9 ^ 2/5 range 
LL ——— MÀ s 
30 60 85 105 130 160 number of classes 
Class mid-point values Since about seven classes are required, the size of each 
Fieure 31.8 classis 2.0 + 7,1.e. approximately 0.3, and thus the class 
g : limits are selected as 7.1 to 7.3, 7.4 to 7.6, 7.7 to 7.9, 
and so on. The class mid-point for the 7.1 to 7.3 class is 
Problem 12. The masses of 50 ingots in 7.35 +7.05 16.72 
kilograms are measured correct to the nearest 0.1 kg 2 TOS 


and the results are as shown below. Produce a 
frequency distribution having about 7 classes for 
these data and then present the grouped data as a 7.65 + 7.35 i675 
frequency polygon and a histogram цэ 


the class midpoint for the 7.4 to 7.6 class is 


and so on. 
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To assist with accurately determining the number 
in each class, a tally diagram is produced as shown 
in Table 31.4. This is obtained by listing the classes in 
the left-hand column and then inspecting each of the 50 
members of the set of data in turn and allocating it to the 
appropriate class by putting a ‘1’ in the appropriate row. 
Each fifth ‘1’ allocated to a particular row is marked as 
an oblique line to help with final counting. 


Table 31.4 
Class 


Tally 


7.4 to 7.6 HT 


8.0 to 8.2 HHT 44T 1111 


ят 1 


8.6 to 8.8 


A frequency distribution for the data is shown in 
Table 31.5 and lists classes and their corresponding fre- 
quencies. Class mid-points are also shown in this table 
since they are used when constructing the frequency 
polygon and histogram. 


Table 31.5 


С1аѕ5 Frequency 


Class mid-point 


7.4 to 7.6 eS) 5) 


A frequency polygon is shown in Figure 31.9, 
the co-ordinates corresponding to the class mid- 
point/frequency values given in Table 31.5. The co- 
ordinates are joined by straight lines and the polygon 
is ‘anchored-down’ at each end by joining to the next 
class mid-point value and zero frequency. 

A histogram is shown in Figure 31.10, the width 
of a rectangle corresponding to (upper class boundary 


Frequency polygon 


12 
>> 
9 10 
3 8 
o 
9 6 
LL 

4 

2 

0 

72 75 78 81 84 87 9.0 
Class mid-point values 

Figure 31.9 


value — lower class boundary value) and height corre- 
sponding to the class frequency. The easiest way to draw 
ahistogram is to mark class mid-point values on the hori- 
zontal scale and to draw the rectangles symmetrically 
about the appropriate class mid-point values and touch- 
ing one another. A histogram for the data given in 
Table 31.5 is shown in Figure 31.10. 


14 
12 
e А 
с 10 Histogram 
S 8 
8 
B 6 
4 
2 
0 
7.215 7.5 0 7.8 9 8.110 8.4 18 8.7 9 9.0 o 
M M M © co co o 
Class mid-point values 
Figure 31.10 


Problem 13. The frequency distribution for the 
masses in kilograms of 50 ingots is 


ТІСІН (872: 


7.7 to 7.9 


8.9 to 9.1 


Form a cumulative frequency distribution for these 
data and draw the corresponding ogive 
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A cumulative frequency distribution is a table giving 
values of cumulative frequency for the values of upper 
class boundaries and is shown in Table 31.6. Columns 
1 and 2 show the classes and their frequencies. Column 
3 lists the upper class boundary values for the classes 
given in column 1. Column 4 gives the cumulative fre- 
quency values for all frequencies less than the upper 
class boundary values given in column 3. Thus, for 
example, for the 7.7 to 7.9 class shown in row 3, the 
cumulative frequency value is the sum of all frequen- 
cies having values of less than 7.95, 1.е.3 +5 +9 = 17, 
and so on. 


Table 31.6 
1 2 3 4 


Class Frequency Upper class Cumulative 


boundary less than frequency 


7.4—7.6 5 7.65 8 
TIE) 9 795 17 
8.0-8.2 14 825 5 
8.3-8.5 11 8.55 42 
8.6-8.8 6 8.85 48 
S98). il 2 Э 5 50 


The ogive for the cumulative frequency distribu- 
tion given in Table 31.6 is shown in Figure 31.11. 
The co-ordinates corresponding to each upper class 
boundary/cumulative frequency value are plotted and 


50 


40 


Cumulative frequency 


7.05 7.35 7.65 7.95 8.25 8.55 8.85 9.15 
Upper class boundary values in kilograms 


Figure 31.11 


the co-ordinates are joined by straight lines (not the best 
curve drawn through the co-ordinates as in experimental 
work). The ogive is ‘anchored’ at its start by adding the 
co-ordinate (7.05, 0). 


Now try the following Practice Exercise 


Practice Exercise 124 Presentation of 
grouped data (answers on page 353) 


il; 


The mass in kilograms, correct to the nearest 
one-tenth of a kilogram, of 60 bars of metal 
are as shown. Form a frequency distribution 
of about 8 classes for these data. 


39.8 40.1 40.3 40.0 40.6 39.7 40.0 40.4 39.6 39.3 


39.6 40.7 40.2 39.9 40.3 40.2 40.4 39.9 39.8 40.0 


40.3 39.7 39.9 40.5 39.9 40.5 40.0 


40.1 40.8 40.0 40.0 40.1 40.2 40.1 40.0 40.2 39.9 


39.7 39.8 40.4 39.7 39.9 39.5 40.1 40.1 39.9 402 


39.5 40.6 40.0 40.1 39.8 39.7 39.5 40.2 39.9 40.3 


2: 


Draw a histogram for the frequency distribu- 
tion given in the solution of Problem 1. 


The information given below refers to the 
value of resistance in ohms of a batch of 
48 resistors of similar value. Form a fre- 
quency distribution for the data, having about 
6 classes, and draw a frequency polygon and 
histogram to represent these data diagram- 
matically. 


6 6 
229 2105) 218 222 M0 217 225 20.7 
3213 


228| 21E 220 22.7 20107 219 Mill 220 


228 2122 


22.2 ЭЛӘ 21.3 2251 21.5 220 234 21.2 


The time taken in hours to the failure of 50 
specimens of a metal subjected to fatigue fail- 
ure tests are as shown. Form a frequency dis- 
tribution, having about 8 classes and unequal 
class intervals, for these data. 
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Form a cumulative frequency distribution for 
these data. 


8. Drawanogiveforthe data given in the solution 
of Problem 7. 


9. The diameter in millimetres of a reel of wire 
is measured in 48 places and the results are as 
shown. 


5. Forma cumulative frequency distribution and 
hence draw the ogive for the frequency distri- 
bution given in the solution to Problem 3. 


6. Draw a histogram for the frequency distribu- 
tion given in the solution to Problem 4. 


7. The frequency distribution for a batch of 
50 capacitors of similar value, measured in 
microfarads, is 


2212 223 207 213 226 216 212 


2153 222 214 227 209 221 


11.0-11.4 7 
(a) Forma frequency distribution of diame- 
115-119 10 ters having about 6 classes. 
12.0-124 12 (b) Draw a histogram depicting the data. 
125-129 11 (c) Form a cumulative frequency distribu- 
tion. 
13.0-13.4 8 (d) Draw an ogive for the data. 


Chapter 32 


Mean, median, mode and 
standard deviation 


32.1 Measures of central tendency 


A single value, which is representative of a set of values, 
may be used to give an indication of the general size of 
the members in a set, the word ‘average’ often being 
used to indicate the single value. The statistical term 
used for ‘average’ is the ‘arithmetic mean’ or just the 
‘mean’. 

Other measures of central tendency may be used and 
these include the median and the modal values. 


32.2 Mean, median and mode for 


discrete data 


32.2.1 Mean 


The arithmetic mean value is found by adding together 
the values of the members of a set and dividing by the 
number of members in the set. Thus, the mean of the set 
of numbers {4, 5, 6, 9} is 


4+5+6+9. 
i : 


e. 6 


In general, the mean of the set (x1, x2, x3, ... Xn} is 


х+х +53 ++ : х 
x= 5 written as 2x 
n n 


where >” is the Greek letter ‘sigma’ and means ‘the sum 
of’ and x (called x-bar) is used to signify a mean value. 


DOI: 10.1016/B978-1-85617-697-2.00032-6 


32.2.2 Median 


The median value often gives a better indication of the 
general size of a set containing extreme values. The set 
(7,5, 74, 10} has a mean value of 24, which is not really 
representative of any of the values of the members of the 
set. The median value is obtained by 


(a) ranking the set in ascending order of magnitude, 
and 


(b) selecting the value of the middle member for sets 
containing an odd number of members or finding 
the value of the mean of the two middle members 
for sets containing an even number of members. 


For example, the set (7, 5, 74, 10} is ranked as 
(5, 7, 10, 74} and, since it contains an even number 
of members (four in this case), the mean of 7 and 10 is 
taken, giving a median value of 8.5. Similarly, the set 
(3, 81, 15, 7, 14] is ranked as (3, 7, 14, 15, 81] and 
the median value 18 the value of the middle member, 
ie. 14. 


32.2.3 Mode 


The modal value, or mode, is the most commonly 
occurring value in a set. If two values occur with 
the same frequency, the set is ‘bi-modal’. The set 
{5, 6, 8, 2,5, 4, 6, 5, 3} has a modal value of 5, since the 
member having a value of 5 occurs the most, i.e. three 
times. 


Problem 1. Determine the mean, median and 
mode for the set (2, 3, 7, 5, 5, 13, 1, 7, 4, 8, 3, 4, 3} 
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The mean value is obtained by adding together the 
values of the members of the set and dividing by the 
number of members in the set. Thus, 


mean value, x 
2-3--7--5--5-13-1--7--4--8--3--4--3 
B 13 


E CUR 
13 

To obtain the median value the set is ranked, that 1s, 
placed in ascending order of magnitude, and since the 
set contains an odd number of members the value of the 
middle member is the median value. Ranking the set 
gives (1, 2, 3, 3, 3, 4, 4, 5, 5, 7, 7, 8, 13). The middle 
term is the seventh member; i.e., 4. Thus, the median 
value is 4. 

The modal value is the value of the most commonly 
occurring member and is 3, which occurs three times, 
all other members only occurring once or twice. 


Problem 2. The following set of data refers to the 
amount of money in £s taken by a news vendor for 
6 days. Determine the mean, median and modal 
values of the set 

(27.90, 34.70, 54.40, 18.92, 47.60, 39.68] 


Mean value 
_ 27,904 34.70 + 54.40 + 18.92 + 47.60 + 39.68 
Е 6 
= £37.20 


The ranked set is 

(18.92, 27.90, 34.70, 39.68, 47.60, 54.40}. 

Since the set has an even number of members, the mean 
of the middle two members is taken to give the median 
value; i.e., 


34.70 4- 39.68 
2 


Since no two members have the same value, this set has 
no mode. 


median value — — £37.19 


Now try the following Practice Exercise 


Practice Exercise 125 Mean, median and 
mode for discrete data (answers on 
page 353) 


In problems 1 to 4, determine the mean, median 
and modal values for the sets given. 


(95505 Ic 2 

(20551221 2 29552926225929) 

{4.72, 4.71, 4.74, 4.73, 4.72, 4.71, 4.73, 4.72} 
{73.8, 126.4, 40.7, 141.7, 28.5, 237.4, 157.9} 


маг 


32.3 Mean, median and mode for 


grouped data 


The mean value for a set of grouped data is found by 
determining the sum of the (frequency x class mid-point 
values) and dividing by the sum of the frequencies; i.e., 


Fixit fox2 Уыт _ 2x) 
РУ, 22 


where f is the frequency of the class having a mid-point 
value of x, and so on. 


mean value, x = 


Problem 3. The frequency distribution for the 
value of resistance in ohms of 48 resistors is as 
shown. Determine the mean value of resistance 


20.5-20.9 3 
21.0-21.4 10 
21.5-21.9 11 
22.0-22.4 13 
22.5-22.9 9 
23.0-23.4 2 


The class mid-point/frequency values are 20.7 3, 21.2 
10, 21.7 11, 22.2 13, 22.7 9 and 232 2. 
For grouped data, the mean value is given by 


2x) 
md 


where f is the class frequency and x is the class mid- 
point value. Hence mean value, 


(3 x 20.7) + (10 x 21.2) + (11 x 21.7) 
4113 x 22.2) + (9 x 22.7) + (2 х 23.2) 
48 


x= 


i.e. the mean value is 21.9 ohms, correct to 3 significant 
figures. 


32.3.1 Histograms 


The mean, median and modal values for grouped data 
may be determined from a histogram. In a histogram, 


frequency values are represented vertically and variable 
values horizontally. The mean value is given by the value 
of the variable corresponding to a vertical line drawn 
through the centroid of the histogram. The median value 
is obtained by selecting a variable value such that the 
area of the histogram to the left of a vertical line drawn 
through the selected variable value is equal to the area of 
the histogram on the right of the line. The modal value 
is the variable value obtained by dividing the width of 
the highest rectangle in the histogram in proportion to 
the heights of the adjacent rectangles. The method of 
determining the mean, median and modal values from 
a histogram is shown in Problem 4. 


Problem 4. The time taken in minutes to 
assemble a device is measured 50 times and the 
results are as shown. Draw a histogram depicting 
the data and hence determine the mean, median and 
modal values of the distribution 


14.5-15.5 5 
16.5-17.5 
18.5-19.5 16 
20.5-21.5 12 
22.5-23.5 
24.5-25.5 3 


The histogram is shown in Figure 32.1. The mean value 
lies at the centroid of the histogram. With reference to 
any arbitrary axis, say YY shown at a time of 14 min- 
utes, the position of the horizontal value of the centroid 
can be obtained from the relationship AM = (am), 
where A is the area of the histogram, M is the hor- 
izontal distance of the centroid from the axis YY,a 
is the area of a rectangle of the histogram and m is 
the distance of the centroid of the rectangle from YY. 
The areas of the individual rectangles are shown circled 
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on the histogram giving a total area of 100 square 
units. The positions, m, of the centroids of the individual 
rectangles are 1, 3,5, ... units from YY. Thus 


100M = (10 x D) + (16 x 3) + (32 x 5) + (24 x 7) 
+ (12 x 9) + (6 x 11) 
560 


ie. M = — = 5.6 units from ҮҮ 
100 


Thus, the position of the mean with reference to the 
time scale is 14 + 5.6, i.e. 19.6 minutes. 

The median 18 the value of time corresponding to a 
vertical line dividing the total area of the histogram into 
two equal parts. The total area is 100 square units, hence 
the vertical line must be drawn to give 50 units of area on 
each side. To achieve this with reference to Figure 32.1, 
rectangle ABFE must be split so that 50 — (10 4- 16) 
units of area Пе on one side and 50 — (24 + 12 + 6) units 
of area lie on the other. This shows that the area of ABFE 
is split so that 24 units of area lie to the left ofthe line and 
8 units of area lie to the right; i.e., the vertical line must 
pass through 19.5 minutes. Thus, the median value of 
the distribution is 19.5 minutes. 

The mode is obtained by dividing the line AB, which 
is the height of the highest rectangle, proportionally to 
the heights of the adjacent rectangles. With reference 
to Figure 32.1, this is achieved by joining AC and BD 
and drawing a vertical line through the point of inter- 
section of these two lines. This gives the mode of the 
distribution, which is 19.3 minutes. 


Now try the following Practice Exercise 


Practice Exercise 126 Mean, median апа 
mode for grouped data (answers on 
page 354) 


1. 21 bricks have a mean mass of 24.2kg and 
29 similar bricks have a mass of 23.6kg. 
Determine the mean mass of the 50 bricks. 


2. The frequency distribution given below refers 
to the heights in centimetres of 100 people. 
Determine the mean value of the distribution, 
correct to the nearest millimetre. 


150-156 5 
157-163 18 
164-170 20 
171-177 27 
178-184 22 
185-191 8 


302 Basic Engineering Mathematics 


3. The gain of 90 similar transistors is measured 
and the results are as shown. By drawing a 
histogram of this frequency distribution, deter- 
mine the mean, median and modal values of 
the distribution. 


83.5-85.5 6 
86.5-88.5 39 
89.5-91.5 27 
92.5-94.5 15 
pie NES 


4. The diameters, in centimetres, of 60 holes 
bored in engine castings are measured and 
the results are as shown. Draw a histogram 
depicting these results and hence determine 
the mean, median and modal values of the 


distribution. 
2.011-2.014 7 
2.016-2.019 16 
2.021-2.024 23 
2.026-2.029 9 
2.031-2.034 5 


32.4 Standard deviation 


32.4.1 Discrete data 


The standard deviation of a set of data gives an indication 
of the amount of dispersion, or the scatter, of members 
ofthe set from the measure of central tendency. Its value 
is the root-mean-square value of the members of the set 
and for discrete data is obtained as follows. 


(i) Determine the measure of central tendency, usu- 
ally the mean value, (occasionally the median or 
modal values are specified). 


(ii) Calculate the deviation of each member of the set 
from the mean, giving 


(x1 — X), (хо — X), (x3 — X), ... 


(ii) Determine the squares of these deviations; 1.е., 
(x1 -xy, (x2 -xy, (x3 -xy, ... 
(iv) Find the sum of the squares of the deviations, i.e. 
(1-5) + Ga x) tos x) уун 
(v) Divide by the number of members in the set, п, 
giving 
= A2 
Gi =)? + (о -x + (x3 -x) H 


n 


(vi) Determine the square root of (v). 


The standard deviation is indicated by о (the Greek 
letter small ‘sigma’) and is written mathematically as 


ee 


standard deviation, o = | 
n 


where x is a member of the set, x is the mean value of 
the set and n is the number of members in the set. The 
value of standard deviation gives an indication of the 
distance of the members of a set from the mean value. 
The set {1, 4, 7, 10, 13} has a mean value of 7 and a 
standard deviation of about 4.2. The set (5, 6, 7, 8, 9} 
also has a mean value of 7 but the standard deviation is 
about 1.4. This shows that the members of the second 
set are mainly much closer to the mean value than the 
members of the first set. The method of determining the 
standard deviation for a set of discrete data is shown in 
Problem 5. 


Problem 5. Determine the standard deviation 
from the mean of the set of numbers 
{5, 6, 8, 4, 10, 3}, correct to 4 significant figures 


Е n = x 
The arithmetic mean, x = Za 
n 


5--6--8--4--10--3 
- 6 - 


zem) 


Standard deviation, o = | 
n 


6 


The (x — x)? values are (5 — 6)?, (6 — 6)2, (8 — 6)2, 
(4 — 6)2, (10 — 6? and (3 — 6)2. 


The sum of the (x — x)? values, 


ie. У (х — х)2, 181+0+4+4+16+9 = 34 


“сүү 
and 20-09. 3 
п 6 


since there are 6 members in the set. 


=5.6 


Hence, standard deviation, 


= 2 : 
еш [ze] =y 5.6=2.380, 


correct to 4 significant figures. 


32.4.2 Grouped data 


For grouped data, 


standard deviation, o = | 


е 
Lf 


where f is the class frequency value, x is the class mid- 
point value and x is the mean value of the grouped data. 
The method of determining the standard deviation for a 
set of grouped data is shown in Problem 6. 


Problem 6. The frequency distribution for the 
values of resistance in ohms of 48 resistors is as 
shown. Calculate the standard deviation from the 
mean of the resistors, correct to 3 significant figures 


20.5-20.9 3 
21.0-21.4 10 
21.5-219 11 
22.0-22.4 13 
22.5-22.9 9 
23.0-234 2 


The standard deviation for grouped data is given by 


2 [cd 


227 


From Problem 3, the distribution mean value is 
x = 21.92, correct to 2 significant figures. 


The ‘x-values’ are the class mid-point values, 1.6. 
20:7. 212.21.755 


Thus, the (х —X)? values аге (20.7 – 21.92)2, 
(212-2192), (21.7 — 21.92), ... 


and the f(x—x)? values are 3(20.7— 21.92), 
10(21.2 — 21.92)”, 11 (21.7 — 21.92)”, ... 


The X f(x — х)? values are 
4.4652 + 5.1840 + 0.5324 + 1.0192 
+5.4756 + 3.2768 = 19.9532 
Х|7(х-х)) 19.9532 
У 48 


and standard deviation, 


= 0.41569 


21 


= 0.645, correct to 3 significant figures. 


EV) 
с = [zug m] = 4/0.41569 
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Now try the following Practice Exercise 


Practice Exercise 127 Standard deviation 


(answers on page 354) 


1. Determine the standard deviation from the 
mean of the set of numbers 


499 222 2) 52:9) 8:5 3) ()) 9 
correct to 3 significant figures. 


2. The values of capacitances, in microfarads, of 
ten capacitors selected at random from a large 
batch of similar capacitors are 


34.3, 25.0, 30.4, 34.6, 29.6, 28.7, 
33.4, 32.7, 29.0 and 31.3. 


Determine the standard deviation from the 
mean for these capacitors, correct to 3 signif- 
icant figures. 


3. The tensile strength in megapascals for 15 
samples oftin were determined and found to be 


34.61, 34.57, 34.40, 34.63, 34.63, 34.51, 
34.49, 34.61, 34.52, 34.55, 34.58, 34.53, 
34.44, 34.48 and 34.40. 


Calculate the mean and standard deviation 
from the mean for these 15 values, correct to 
4 significant figures. 


4. Calculate the standard deviation from the 
mean for the mass of the 50 bricks given in 
problem 1 of Practice Exercise 126, page 301, 
correct to 3 significant figures. 


5. Determine the standard deviation from the 
mean, correct to 4 significant figures, for the 
heights of the 100 people given in problem 2 
of Practice Exercise 126, page 301. 


6. Calculate the standard deviation from the 
mean for the data given in problem 4 of 
Practice Exercise 126, page 302, correct to 3 
decimal places. 


32.5 Quartiles, deciles and percentiles 


Other measures of dispersion which are sometimes 
used are the quartile, decile and percentile values. The 
quartile values of a set of discrete data are obtained by 
selecting the values of members which divide the set 
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into four equal parts. Thus, for the set (2, 3, 4, 5, 5, 7, 
9, 11, 13, 14, 17} there are 11 members and the values 
of the members dividing the set into four equal parts 
аге 4, 7 and 13. These values are signified by О, Q2 
and Q3 and called the first, second and third quartile 
values, respectively. It can be seen that the second quar- 
tile value, Оо, is the value of the middle member апа 
hence is the median value of the set. 

For grouped data the ogive may be used to determine 
the quartile values. In this case, points are selected on the 
vertical cumulative frequency values of the ogive, such 
that they divide the total value of cumulative frequency 
into four equal parts. Horizontal lines are drawn from 
these values to cut the ogive. The values of the variable 
corresponding to these cutting points on the ogive give 
the quartile values (see Problem 7). 

When a set contains a large number of members, the 
set can be split into ten parts, each containing an equal 
number of members. These ten parts are then called 
deciles. For sets containing a very large number of mem- 
bers, the set may be split into one hundred parts, each 
containing an equal number of members. One of these 
parts is called a percentile. 


Problem 7. Тһе frequency distribution given 
below refers to the overtime worked by a group of 
craftsmen during each of 48 working weeks in a 
year. Draw an ogive for these data and hence 
determine the quartile values. 


25-29 
30-34 
35-39 
40-44 
45-49 
50-54 
55-59 


= 0 — = IK 
N e 


The cumulative frequency distribution (i.e. upper class 
boundary/cumulative frequency values) is 


29.5 5, 345 9, 39.5 16, 44.5 27, 
49.5 39, 54.5 47, 59.5 48. 


The ogive is formed by plotting these values on a graph, 
as shown in Figure 32.2. The total frequency is divided 
into four equal parts, each having a range of 48 — 4, 
i.e. 12. This gives cumulative frequency values of 0 to 
12 corresponding to the first quartile, 12 to 24 corre- 
sponding to the second quartile, 24 to 36 corresponding 
to the third quartile and 36 to 48 corresponding to the 
fourth quartile of the distribution; i.e., the distribution 


Cumulative frequency 


25 30 350, 40 0,45 Q450 55 60 
Upper class boundary values, hours 


Figure 32.2 


is divided into four equal parts. The quartile values 
are those of the variable corresponding to cumulative 
frequency values of 12, 24 and 36, marked Q1, Q2 and 
Q3 in Figure 32.2. These values, correct to the nearest 
hour, are 37 hours, 43 hours and 48 hours, respec- 
tively. The Q» value is also equal to the median value 
of the distribution. One measure of the dispersion of a 
distribution is called the semi-interquartile range and 
is given by (Оз — Q1) +2 and 15 (48 — 37) —2 in this 


case; 1.е., 55 hours. 


Problem 8. Determine the numbers contained in 
the (a) 41st to 50th percentile group and (b) 8th 
decile group of the following set of numbers. 


12:052 2016108771005 00982 5080577 у 23) 30 
220817007 00522 Daf П) ey UL 15 29 


The set is ranked, giving 


7 14 15 17 17 19 20 21 21 22 
22 23 24 26 27 28 29 30 32 37 


(a) There are 20 numbers in the set, hence the first 10% 
will be the two numbers 7 and 14, the second 10% 
will be 15 and 17, and so on. Thus, the 41st to 50th 
percentile group will be the numbers 21 and 22. 


(b) The first decile group is obtained by splitting the 
ranked set into 10 equal groups and selecting the 
first group; i.e., the numbers 7 and 14. The second 
decile group is the numbers 15 and 17, and so on. 
Thus, the 8th decile group contains the numbers 
27 and 28. 


Now try the following Practice Exercise 


Practice Exercise 128 — Quartiles, deciles 
and percentiles (answers on page 354) 


15 


The number of working days lost due to acci- 
dents for each of 12 one-monthly periods are 
as shown. Determine the median and first and 
third quartile values for this data. 


ЖІ ӘП A) 22 29 AY Зо ӘП 2 Sill 2} 


The number of faults occurring on а produc- 
tion line in a nine-week period are as shown 
below. Determine the median and quartile 
values for the data. 


310) 27 Ds) WAL DI Si Sl М] 335) 


Mean, median, mode and standard deviation 


Determine the quartile values and semi- 
interquartile range for the frequency distribu- 
tion given in problem 2 of Practice Exercise 
126, page 301. 


Determine the numbers contained in the 5th 
decile group and in the 61st to 70th percentile 
groups for the following set of numbers. 


40 46 28 32 37 42 50 31 48 45 
32 39 ОЛ 33 440) Sis) 25 420 35041 


Determine the numbers in the 6th decile group 
and in the 81st to 90th percentile group for the 
following set of numbers. 


43 47 30 25 15 51 17 21 37 33 44 56 40 49 22 
36 44 33 17 35 58 51 35 44 40 31 41 55 50 16 
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33.1 Introduction to probability 


33.1.1 Probability 


The probability of something happening is the likeli- 
hood or chance of it happening. Values of probability lie 
between 0 and 1, where 0 represents an absolute impos- 
sibility and 1 represents an absolute certainty. The prob- 
ability of an event happening usually lies somewhere 
between these two extreme values and is expressed 
as either a proper or decimal fraction. Examples of 
probability are 


that a length of copper wire 
has zero resistance at 100°C 0 


that a fair, six-sided dice 


1 
will stop with a 3 upwards 6 ог 0.1667 


that a fair coin will land 


1 
with a head upwards 2 ог 0.5 


that a length of copper wire 
has some resistance at 100°C 1 


If p is the probability of an event happening and q is the 
probability of the same event not happening, then the 
total probability is p +q and is equal to unity, since it 
is an absolute certainty that the event either will or will 
not occur; i.e., p+q = 1. 


Problem 1. Determine the probabilities of 
selecting at random (a) a man and (b) a woman 
from a crowd containing 20 men and 33 women 


DOI: 10.1016/B978-1-85617-697-2.00033-8 
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(a) The probability of selecting at random a man, p, 
is given by the ratio 
number of men 
number in crowd 


| 20 20 
7 20--33 53 


(b) Тһе probability of selecting at random a woman, 
q, is given by the ratio 


or 0.3774 


i.e. р 


number of women 


number in crowd 
33. 33 
7 20-553 53 
(Check: the total probability should be equal to 1: 


Le. 4 or 0.6226 


33 
pP = == and q = 53” thus the total probability, 


20 33 


hence no obvious error has been made.) 


33.1.2 Expectation 


The expectation, Е, of an event happening is defined 
in general terms as the product of the probability p of 
an event happening and the number of attempts made, 
n;ie. E = pn. 
Thus, since the probability of obtaining a 3 upwards 
when rolling a fair dice is 1/6, the expectation of getting 
a 3 upwards on four throws of the dice is 

1 re 

6 x 4, Lea 
Thus expectation is the average occurrence of an 
event. 


Problem 2. Find the expectation of obtaining a 4 
upwards with 3 throws of a fair dice 


Expectation is the average occurrence of an event and is 
defined as the probability times the number of attempts. 
The probability, p, of obtaining a 4 upwards for one 
throw of the dice is 1/6. 

If 3 attempts are made, n — 3 and the expectation, E, is 
рп, i.e. 


1 1 
Е--х3-- or 050 
6 2 


33.1.3 Dependent events 


A dependent event is one in which the probability of 
an event happening affects the probability of another 
ever happening. Let 5 transistors be taken at random 
from a batch of 100 transistors for test purposes and the 
probability of there being a defective transistor, рі, be 
determined. At some later time, let another 5 transistors 
be taken at random from the 95 remaining transistors 
in the batch and the probability of there being a defec- 
tive transistor, p2, be determined. The value of p» is 
different from p; since the batch size has effectively 
altered from 100 to 95; i.e., probability p2 is depen- 
dent on probability pı. Since transistors are drawn and 
then another 5 transistors are drawn without replacing 
the first 5, the second random selection is said to be 
without replacement. 


33.1.4 Independent events 


An independent event is one in which the probability 
of an event happening does not affect the probability 
of another event happening. If 5 transistors are taken at 
random from a batch of transistors and the probability of 
a defective transistor, рт, is determined and the process 
is repeated after the original 5 have been replaced in 
the batch to give p», then p; is equal to p». Since the 
5 transistors are replaced between draws, the second 
selection is said to be with replacement. 


33.2 Lawsof probability 


33.2.1 Theaddition law of probability 


The addition law of probability is recognized by the 
word “ог” joining the probabilities. 

If ра is the probability of event A happening and рв 
is the probability of event B happening, the probability 
of event A or event B happening is given by рд + рв. 
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Similarly, the probability of events A or B or C or 
...Л happening is given by 


PA + pp + pc td ру 


33.2.2 The multiplication law of probability 


The multiplication law of probability is recognized by 
the word ‘and’ joining the probabilities. 
If ра is the probability of event A happening and pg is 
the probability of event B happening, the probability of 
event A and event B happening is given by pA х рв. 
Similarly, the probability of events A and B and C and 
...Л happening is given by 

DA X PBX pc X ...X DN 


Here are some worked problems to demonstrate proba- 
bility. 


Problem 3. Calculate the probabilities of 

selecting at random 

(a) the winning horse in a race in which 10 horses 
are running and 


(b) the winning horses in both the first and second 
races if there are 10 horses in each race 


(a) Since only one of the ten horses can win, the 
probability of selecting at random the winning 
horse is 


number of winners . 1 


,ie. or 0.10 
number of horses 10 


(b) The probability of selecting the winning horse in 


the first race is — 
10 


The probability of selecting the winning horse in 
the second race is — 
10 


The probability of selecting the winning horses 
in the first and second race is given by the 
multiplication law of probability; i.e., 


2: 1 1 1 
probability = — x — 


а 0.01 
10°10 100 ?' 


Problem 4. Тһе probability of a component 
failing in one year due to excessive temperature is 
1/20, that due to excessive vibration is 1/25 and that 
due to excessive humidity is 1/50. Determine the 
probabilities that during a one-year period a 
component 
(a) fails due to excessive temperature and 
excessive vibration, 
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(b) fails due to excessive vibration or excessive 
humidity, 


(c) will not fail because of both excessive 
temperature and excessive humidity 


Let pa be the probability of failure due to excessive 
temperature, then 
1 _ 219 
PA= 20 and ра = 20 
(where ра is the probability of not failing) 


Let pp be the probability of failure due to excessive 
vibration, then 
1 d эс 24 
рв = 25 and рв = 25 
Let pc be the probability of failure due to excessive 
humidity, then 
1 _ 49 
рс= р and РС= 5 
(a) The probability of а component failing due to 
excessive temperature and excessive vibration is 
given by 


1 1 
рд х рв = == х ог 0.002 


20 25 500 
(b) Тһе probability of a component failing due to 
excessive vibration or excessive humidity is 


21 1 3 

рв + pc = 25 F 50. 50 

(c) The probability that a component will not fail due 

excessive temperature and will not fail due to 
excess humidity is 


19 49 931 


PA X PC = 20” 50. 1000 


or 0.06 


or 0.931 


Problem 5. А batch of 100 capacitors contains 73 
which are within the required tolerance values and 
17 which are below the required tolerance values, 
the remainder being above the required tolerance 
values. Determine the probabilities that, when 
randomly selecting a capacitor and then a second 
capacitor, 
(a) both are within the required tolerance values 
when selecting with replacement, 


(b) the first one drawn is below and the second 
one drawn is above the required tolerance 
value, when selection is without replacement 


(a) 


(b) 


The probability of selecting a capacitor within 
the required tolerance values is 73/100. The first 
capacitor drawn is now replaced and a second one 
is drawn from the batch of 100. The probability 
of this capacitor being within the required toler- 
ance values is also 73/100. Thus, the probability of 
selecting a capacitor within the required tolerance 
values for both the first and the second draw is 


73 73 5329 
100 ^ 100. 10000 


The probability of obtaining a capacitor below 
the required tolerance values on the first draw 
is 17/100. There are now only 99 capacitors 
left in the batch, since the first capacitor is not 
replaced. The probability of drawing a capacitor 
above the required tolerance values on the second 
draw is 10/99, since there are (100 — 73 — 17), 
i.e. 10, capacitors above the required tolerance 
value. Thus, the probability of randomly select- 
ing a capacitor below the required tolerance values 
and subsequently randomly selecting a capacitor 
above the tolerance values is 


17 10 170 17 
x E E 
100 99 9900 990 


or 0.5329 


or 0.0172 


Now try the following Practice Exercise 


Practice Exercise 129 


Laws of probability 


(answers on page 354) 


18 


23 


In a batch of 45 lamps 10 are faulty. If one 
lamp is drawn at random, find the probability 
of it being (a) faulty (b) satisfactory. 


A box of fuses are all of the same shape and 
size and comprises 23 2 A fuses, 47 5 A fuses 
and 69 13 A fuses. Determine the probability 
of selecting at random (a) a2A fuse (D) а5А 
fuse (c) a 13A fuse. 


(a) Find the probability of having a 2 
upwards when throwing a fair 6-sided 
dice. 


(b) Find the probability of having a 5 
upwards when throwing a fair 6-sided 
dice. 


(c) Determine the probability of having a 2 
and then a 5 on two successive throws of 
a fair 6-sided dice. 


4. Determine the probability that the total score 
is 8 when two like dice are thrown. 


3 
5. The probability of event A happening is 5 
and the probability of event B happening is 
2 
2 Calculate the probabilities of 


(a) both A and B happening. 


(b) only event A happening, i.e. event A 
happening and event B not happening. 


(c) only event B happening. 
(d) either A, or B, or A and B happening. 


6. When testing 1000 soldered joints, 4 failed 
during a vibration test and 5 failed due to 
having a high resistance. Determine the prob- 
ability of a joint failing due to 


(a) vibration. 
(b) high resistance. 
(c) vibration or high resistance. 


(d) vibration and high resistance. 
Here are some further worked problems on probability. 


Problem 6. А batch of 40 components contains 5 
which are defective. A component is drawn at 
random from the batch and tested and then a second 
component is drawn. Determine the probability that 
neither of the components is defective when drawn 
(a) with replacement and (b) without replacement 


(a) With replacement 


The probability that the component selected on the 
first draw is satisfactory is 35/40 i.e. 7/8. The com- 
ponent is now replaced and a second draw is made. 
The probability that this component is also satis- 
factory is 7/8. Hence, the probability that both the 
first component drawn and the second component 
drawn are satisfactory is 

7 7 49 


-Х---- .765 
Rs 64 or 0.7656 


(b) Without replacement 
The probability that the first component drawn 
is satisfactory is 7/8. There are now only 34 
satisfactory components left in the batch and the 
batch number is 39. Hence, the probability of 
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drawing a satisfactory component on the sec- 
ond draw is 34/39. Thus, the probability that the 
first component drawn and the second component 
drawn are satisfactory 1.6., neither is defective is 


7 34 238 


8 х 39 ^ 312 or 60.7628 
Problem 7. А batch of 40 components contains 5 
which are defective. If a component is drawn at 
random from the batch and tested and then a second 
component is drawn at random, calculate the 
probability of having one defective component, both 
(a) with replacement and (b) without replacement 


The probability of having one defective component can 
be achieved in two ways. If p is the probability of draw- 
ing a defective component and q is the probability of 
drawing a satisfactory component, then the probability 
of having one defective component is given by drawing 
a satisfactory component and then a defective compo- 
nent or by drawing a defective component and then a 
satisfactory one; i.e., by q x p+p xq. 


(a) With replacement 


5 1 4 33 7 
= — = - ап = — = — 
P7340 8 тав 
Hence, the probability of having one defective 
component is 


1 7 n 7 1 
8 8 8 8 
: 7 7 7 
1.6. 24 + 61732 ог 0.2188 


(b) Without replacement 


1 7 
pı = = and д! = 8 on the first of the two draws 


8 
The batch number is now 39 for the second draw, 
thus, 
229 and | S89 
p2 = 39 42 = 39 
ui 1 т 35 "n 7 ” 5 
P1927 q1 P2 = 8"39 8 39 
_ sob 33 
222312 
7 
- 20 or 0.2244 
312 
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Problem 8. A box contains 74 brass washers, 

86 steel washers and 40 aluminium washers. Three 
washers are drawn at random from the box without 
replacement. Determine the probability that all 
three are steel washers 


Assume, for clarity of explanation, that a washer is 
drawn at random, then a second, then a third (although 
this assumption does not affect the results obtained). 
The total number of washers is 


74+ 86 +40, ie. 200 


The probability of randomly selecting a steel washer on 
the first draw is 86/200. There are now 85 steel washers 
in а batch of 199. The probability of randomly selecting 
a steel washer on the second draw is 85/199. There are 
now 84 steel washers in a batch of 198. The probability 
of randomly selecting a steel washer on the third draw 
is 84/198. Hence, the probability of selecting a steel 
washer on the first draw and the second draw and the 
third draw is 


86 85 84 
x х - 
200 199 198 


614040 
7880400 


= 0.0779 


Problem 9. For the box of washers given in 
Problem 8 above, determine the probability that 
there are no aluminium washers drawn when three 
washers are drawn at random from the box without 
replacement 


The probability of not drawing an aluminium washer 


A 
on the first draw is 1 — (т 1.е., 160/200. There are 


200 
now 199 washers in the batch of which 159 are not made 


of aluminium. Hence, the probability of not drawing 
an aluminium washer on the second draw is 159/199. 
Similarly, the probability of not drawing an aluminium 
washer on the third draw is 158/198. Hence the proba- 
bility of not drawing an aluminium washer on the first 
and second and third draws is 


160 159 158 
x x = 
200 199 198 


4019520 
7880400 


= 0.5101 


Problem 10. For the box of washers in Problem 8 
above, find the probability that there are two brass 
washers and either a steel or an aluminium washer 
when three are drawn at random, without 
replacement 


Two brass washers (A) and one steel washer (B) can be 
obtained in any of the following ways. 


Ist draw 2nd draw 3rd draw 


Two brass washers and one aluminium washer (C) can 
also be obtained in any of the following ways. 


Ist draw 2nd draw 3rd draw 


Thus, there are six possible ways of achieving the com- 
binations specified. If A represents a brass washer, 
B a steel washer and C an aluminium washer, the 
combinations and their probabilities are as shown. 


Draw Probability 


First Second Third 


— 0.0274 


The probability of having the first combination or the 
second or the third, and so on, is given by the sum of 
the probabilities; i.e., by 3 x 0.0590 +3 x 0.0274, i.e. 
0.2592 


Now try the following Practice Exercise 


Practice Exercise 130 Laws of probability 
(answers on page 354) 


ile 


The probability that component A will operate 
satisfactorily for 5 years is 0.8 and that B will 
operate satisfactorily over that same period of 
time is 0.75. Find the probabilities that in a 5 
year period 


(a) both components will operate 
satisfactorily. 


(b) only component A will operate 
satisfactorily. 


(c) only component B will operate 
satisfactorily. 


In a particular street, 8096 of the houses have 
landline telephones. If two houses selected at 
random are visited, calculate the probabilities 
that 


(a) they both have a telephone. 


(b) one has a telephone but the other does 
not. 


Veroboard pins are packed in packets of 20 
by a machine. In a thousand packets, 40 have 
less than 20 pins. Find the probability that if 2 
packets are chosen at random, one will contain 
less than 20 pins and the other will contain 20 
pins or more. 


Probability 311 


A batch of 1kW fire elements contains 16 
which are within a power tolerance and 4 
which are not. If 3 elements are selected at ran- 
dom from the batch, calculate the probabilities 
that 


(a) allthree are within the power tolerance. 


(b) two are within but one is not within the 
power tolerance. 


An amplifier is made up of three transis- 
tors, A, B and C. The probabilities of A, B 
or C being defective are 1/20, 1/25 and 
1/50, respectively. Calculate the percentage of 
amplifiers produced 


(a) which work satisfactorily. 
(b) which have just one defective transistor. 


A box contains 14 40W lamps, 28 60W lamps 
and 58 25 W lamps, all the lamps being of the 
same shape and size. Three lamps are drawn at 
random from the box, first one, then a second, 
then a third. Determine the probabilities of 


(a) getting one 25 W, one 40 W and one 60 УУ 
lamp with replacement. 


(b) gettingone25 W, one 40 W and one 60 W 
lamp without replacement. 


(c) getting either one 25W and two 40W 
or one 60W and two 40 Wlamps with 
replacement. 


Revision Test 13 : Statistics and probability 


A company produces five products in the follow- 
ing proportions: 


Product A 24 
Product B 6 
Product C 15 
Product р 9 
Product E 18 


Draw (a) a horizontal bar chart and (b) a pie 
diagram to represent these data visually. (9) 


State whether the data obtained on the following 
topics are likely to be discrete or continuous. 

(a) the number of books in a library. 

(b) the speed of a car. 

(c) the time to failure of a light bulb. (3) 


Draw a histogram, frequency polygon and ogive 
for the data given below which refers to the 
diameter of 50 components produced by a 
machine. 


Class intervals Frequency 


1.30-1.32mm 4 
1.33-1.35 mm 7 
1.36-1.38mm 10 
1.39-1.41 mm 12) 
1.42-1.44 mm 8 
1.45-1.47 mm 5) 
1.48-1.50mm 4 


(16) 


4. Determine the mean, median and modal values for 


the following lengths given in metres: 


28, 20, 44, 30, 32, 30, 28, 34,26,28 (6) 


This assignment covers the material contained in Chapters 31-33. The marks available are shown in brackets at the 
end of each question. 


5. The length in millimetres of 100 bolts is as shown 


below. 
50-56 6 
57—63 16 
64-70 22 
71-77 30 
78-84 19 
85-91 7 


Determine for the sample 

(a) the mean value. 

(b) the standard deviation, correct to 4 significant 
figures. (10) 


The number of faulty components in a factory in 
a 12 week period is 


14 12 16 15 10 13 15 11 16 19 17 19 


Determine the median and the first and third 
quartile values. (7) 


Determine the probability of winning a prize in 
a lottery by buying 10 tickets when there are 10 
prizes and a total of 5000 tickets sold. (4) 


A sample of 50 resistors contains 44 which are 

within the required tolerance value, 4 which are 

below and the remainder which are above. Deter- 
mine the probability of selecting from the sample 

a resistor which 18 

(a) below the required tolerance. 

(b) above the required tolerance. 

Now two resistors are selected at random from 

the sample. Determine the probability, correct to 

3 decimal places, that neither resistor is defective 

when drawn 

(c) with replacement. 

(d) without replacement. 

(e) If a resistor is drawn at random from the 
batch and tested and then a second resistor is 
drawn from those left, calculate the probabil- 
ity of having one defective component when 
selection is without replacement. (15) 


34.1 Introduction to calculus 


Calculus is a branch of mathematics involving or lead- 
ing to calculations dealing with continuously varying 
functions such as velocity and acceleration, rates of 
change and maximum and minimum values of curves. 
Calculus has widespread applications in science and 
engineering and is used to solve complicated problems 
for which algebra alone is insufficient. 

Calculus is a subject that falls into two parts: 


(a) differential calculus (or differentiation), 
(b) integral calculus (or integration). 


This chapter provides an introduction to differentiation 
and applies differentiation to rates of change. Chapter 35 
introduces integration and applies it to determine areas 
under curves. 

Further applications of differentiation and integration 
are explored in Engineering Mathematics (Bird, 2010). 


34.2 Functional notation 


In an equation such as у = 3x? + 2x — 5, y is said to be 
a function of x and may be written as y — f (x). 

An equation written in the form f (x) = 3x? +2x —5 
is termed functional notation. The value of f(x) 
when x = 0 is denoted by /(0), and the value of f(x) 
when x = 2 is denoted by f (2), and so on. Thus, when 
f(x) 23x? +2x —5, 


f(0) =30) +20) – 5 = —5 
and (2) = 3(2)2 +2(2) —5 = 11, and so on. 


DOI: 10.1016/B978-1-85617-697-2.00034-X 


Chapter 34 


Introduction to 
differentiation 


Problem 1. If f(x) = 4x? — 3x +2, find 
FO), ТО, Е 0) and f (3) — fe) 


f (x) 24x? -3x +2 

f 0) 24( —3(0 +2 =2 

f (3) = 4(3)2 -3(3) - 2236-9 -2—29 
f(-1) 24(-1? -3(-1) +2=4+3+2=9 
f (3) - f(-1) = 29-9 = 20 


Problem 2. Given that f (x) = 5x? +x — 7, 
determine (a) f(—2) (b) f(D) — f (1) 


(a f(-2)225(-2»4(-2)-7220-2-7-11 
(b f(2) =5(2)?+2-7= 15 
fQ)=5(0)?+1-7=-1 
15 
72) + РО) = зүсэн 


Now try the following Practice Exercise 


Practice Exercise 131 Functional notation 


(answers on page 354) 

ГІН сг o Pi finde о 
JG) 7G ¥) and 7(-3). 

ПС 5 27 ind fay 
СІ ОЕ 
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3. Given f(x) = 3x? -- 2x? — 3x + 2, prove that 
1 
(Ше 


34.3 The gradient of a curve 


If a tangent is drawn at a point P on a curve, the gradient 
of this tangent is said to be the gradient of the curve 
at P. In Figure 34.1, the gradient of the curve at P is 
equal to the gradient of the tangent PQ. 


f(x) 


Figure 34.1 


For the curve shown in Figure 34.2, let the points 
A and B have co-ordinates (xj, у) and (x2, у»), 
respectively. In functional notation, y; = /(хі) and 
yo — f (x2), as shown. 


f(x) 


Figure 34.2 


The gradient of the chord AB 
BC BD-CD ((о)- fx) 


i ^ (2-1) 


AC ED 
For the curve f (x) = x? shown in Figure 34.3, 
(a) the gradient of chord AB 


|. fO-fü) 9-1 
НИ 272 


-4 


Figure 34.3 


(b) the gradient of chord AC 
| f£Q-f( 4-1 


=3 
2-1 1 
(c) the gradient of chord AD 
fü.5-fü) 225-1 25 
|| 15-1 05 ^" 
(d) if E isthe pointon the curve (1.1, f (1.1)) then the 
gradient of chord AE 
fü.1-f(ü) 121-1 
т — 11-1 0141 -. 
(e) if F is the point on the curve (1.01, f (1.01)) then 
the gradient of chord AF 
1.01) — fd 1.0201—1 
. fOD- fU) 1.020 2201 
1.01 —1 0.01 


Thus, as point B moves closer and closer to point A, 
the gradient of the chord approaches nearer and nearer 
to the value 2. This is called the limiting value of the 
gradient of the chord AB and when B coincides with A 
the chord becomes the tangent to the curve. 


Now try the following Practice Exercise 


Practice Exercise 132 The gradient of a 
curve (answers on page 354) 


]. Plot the curve f(x) —4x?—] for values 
of x from х= —1 to х= +4. Label the 
co-ordinates (3, £(3)) and (1, f(1)) as J 
and K, respectively. Join points J and K to 
form the chord JK. Determine the gradient of 


chord JK. By moving J nearer and nearer to 
K, determine the gradient of the tangent of the 
curve at K. 


34.4 Differentiation from first 


principles 


In Figure 34.4, A and B are two points very close 
together on a curve, бх (delta x) and dy (delta y) rep- 
resenting small increments in the x and y directions, 
respectively. 


B(x+ 8x, у--бу) 


Figure 34.4 


д 
Gradient of chord AB — = 
x 


dy = f(x tx) — f(x) 
бу  f(xctàóx)— fx) 


Hence, - 
ôx ôx 


however, 


ô 
As ôx approaches zero, ыг approaches a limiting value 


and the gradient of the chord approaches the gradient of 
the tangent at A. 

When determining the gradient of a tangent to a curve 
there are two notations used. The gradient of the curve 
at A in Figure 34.4 can either be written as 


Баса 
ox 


2. oy ЭГ 
limit — or limit 
5x0 ôx ӛх->0 


а 8 
In Leibniz notation, c limit Y 
dx ёх-06х 


In functional notation, 


'(x) = limit 
f ( ) ӛх->0 


Баса 
ôx 
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d 
m is the same as f'(x) and is called the differential 
х 


coefficient ог the derivative. The process of finding the 
differential coefficient is called differentiation. 
Summarizing, the differential coefficient, 


dy гау н. | I Oe) =F) 
dx =f ое ваш ôx = óx 


Problem 3. Differentiate from first principles 


$e ow 


To ‘differentiate from first principles’ means ‘to find 
f' (x) using the expression 


АЗЕ И 


'(x) = limit 
fe B0 бх 
f(x) =x? and substituting (х + х) for x gives 


f (x +x) = (x 40x)? = x? +2xdx + 8x?, hence, 


(х2 +2x8x + 5x2) — (х2) | 


T = limit 
fe нв | бх 


= limit 


2xôx + 8x? 
óx—0 


| = limit{2x + ôx} 

x ёх-»0 

As ôx — 0, (2x + ôx} — {2x + 0}. 

Thus, f’(x) = 2x i.e. the differential coefficient of x? 
is 2x. 

This means that the general equation for the gradient of 
the curve f(x) = x? is 2x. If the gradient is required at, 
say, x = 3, then gradient = 2(3) = 6. 

Differentiation from first principles can be a lengthy 
process and we do not want to have to go through this 
procedure every time we want to differentiate a function. 
In reality we do not have to because from the above 
procedure has evolved a set general rule, which we 
consider in the following section. 


34.5 Differentiation of y = ax” by the 


general rule 


From differentiation by first principles, a general rule 
for differentiating ax” emerges where a and n are any 
constants. This rule is 


d 
if y = ax” then O anx"! 
dx 


or if f (x) 2 ax" then f'(x) = anx”! 
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When differentiating, results can be expressed in a 
number of ways. For example, 


d 
(a) if y = 3х2 then 2 = 6х 
dx 
(b) if f(x) = 3х2 then f'(x) = бх 
(c) the differential coefficient of 3x? is бх 


(d) the derivative of 3x? is 6x 


( С аук 
е) пи 


34.5.1 Revision of some laws of indices 


-а 1 —2 —5 
— =x For example, 5 = х ^andx "-— — 
X 


ха 2 х5 
Jx2xi For example, У5= 5) ам i i 
1 = 
162 = GEM c 2 
Y =x: For example, 4/х5 = x3 and x3 = 4/x4 
тж 
Vx! x$ 
х? = For example, 79 = 1 and 43.50 = 1 


Here are some worked problems to demonstrate the 
general rule for differentiating y = ax”. 


Problem 4. Differentiate the following with 
respect to x: y=4x/ 


Comparing y — 4x? with y — ax" shows thata — 4 and 
n — 7. Using the general rule, 


dy апх" = (4)(7)х7:1--28х6 
dx 


Problem 5. Differentiate the following with 


respect tox: y= 


x? 
3 _5 . 
у= 5 = 3х7“, hence a = 3 and n = —2 in the general 
x 
tule. 
d 6 
ay = анх"! = (Са 7! = “б -3 = - 4 
dx x 


Problem 6. Differentiate the following with 
respect to x: у = 54/5 


1 
у-5/х-5х?, hence a=5 and gen in the 
general rule. 

d 1 
ас -аанх" !--(5) (5) 
41 5 5 
ш-Хх2- г = 
2х2 24x 


Problem 7. Differentiate y = 4 


y = 4 may be written as y = 4x°; i.e., in the general rule 
a = 4 and n = 0. Hence, 


dy | 0-1 _ 
ас (4)(0)x -0 


The equation y — 4 represents a straight horizontal 
line and the gradient of a horizontal line is zero, hence 
the result could have been determined on inspection. 
In general, the differential coefficient of a constant is 
always zero. 


Problem 8. Differentiate y = 7x 


Since y = 7x, i.e. y = 7x!, in the general rulea — 7 and 
n — 1. Hence, 


шэн (x! =7х0 =7 
dx 


since x? = 1 


The gradient of the line y=7x is 7 (from 
y =mx +c), hence the result could have been obtained 
by inspection. In general, the differential coefficient of 
kx, where k is a constant, is always k. 


Problem 9. Find the differential coefficient of 


ER. 
үлі mE 
24 4 
y= 3 — ТҰ 
2 
һе у--х4-4х73--9 
а 2 
= = (=) Ot – 4-3)! +0 
dx 3 


8 3 -4 
-- 12 
37 + 12x 
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ie dy 83 12 
Л dx 3 x4 


1 
Problem 10. If f(t) = 47+ — find f’(t) 


„13 
д анаа 
VP (3 


Hence, /f'(tf)— (4Y0Dt!-! + (-) [à 


3 
= 449 — 2473 
2 
3 3 
i.e. f'(t) 24 -4- 

Із 2/15 

а 2-9 
Problem 11. Determine = given y = a 

dx 2x 


3x?—5x 3х2 5x 3 5 


y = = = -x 
2x 2x 2х 2 2 
4у 3 
Н = == = 1.5 
епсе k or 


Problem 12. Find the differential coefficient of 


2 4 
У--х----4Ух5--7 
E) x3 
2 4 жегі 
yey? e a ЕТ 
2 x 
. 2 3 -3 5 
1.6. y= =х =Ayx +4x24+7 


dy (2 3-І (4y( 3.371 
P (5) (3)x (4)(-3)x 
«e (3) e140 
2 


6 
= ex? + 2x7 + 10x2 


i.e. = =x + — 10 х3 
dx 5 ЫЗ х4 т 
2) 2 
Т 2222. 


respect to х 


(х +2)2 х2-4х-4 x? 4х 4 
y= == == v 


X X X 


1.6. y=x'4+444x7! 
d 
Hence, 27 = 1x17! 404 (4)(- 1x17! 
X 


4 
=x? -4x =1- 5 (since x? = 1) 
x 


Problem 14. Find the gradient of the curve 


3 
у-232-1-ах-2 
% 


3 
у= 2x7 —— = 2x7 — 3x7! 
X 


Gradient — D aO. e-acp 17! 


х 
-4х--3х72 

3 

=4x+ > 

x 

When x =2, gradient = 4x + 2 4(2) + 2 

= , = 4x — = — 
5 х2 (2)2 


3 
=8+_=8.75 
ын 


Problem 15. Find the gradient of the curve 
y = 3x4 — 2x? + 5x —2 at the points (0, —2) 
and (1, 4) 


The gradient of a curve at a given point is given by the 
corresponding value of the derivative. 
Thus, since y = 3x4 — 2x? + 5x — 2, 

d 
the gradient = ay 12x? — Ax +5. 

x 

At the point (0, —2), x = 0, thus 
the gradient = 12(0)? — 4(0) +5 = 5 
At the point (1, 4), x — 1, thus 
the gradient = 12(1)? — 4(1) 4- 5 = 13 


Now try the following Practice Exercise 


Practice Exercise 133 Differentiation of 
y = ax" by the general rule (answers оп 
page 354) 


In problems 1 to 20, determine the differential 
coefficients with respect to the variable. 
127252 2. у-2х-!1 
3. у-х2-х 4, у-2х3-5х--6 
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227 


2/5); 


24. 


| 


2 
у= ІО yy =4x (x) 
Х 
у= x 12. у- м3 
22 14. y=3 І De 
Е ux MER R 
у= (x +1) 16. у-х-3,/х 
5 1 
y-(ü-xy 18. у--------2 
Эби х7 
2 (x +2)? 
y —3(t—2) 20. y— 
x 


Find the gradient of the following curves at 
the given points. 


(a) у= 3х2 atx=1 
(029625 20-9 
(с) у= х? +3х 7 ах = 0 


(4) у= pia cd 


(e) ар 
х 
(f) у= (2x +3)(х — 1) atx 2—2 


Differentiate f(x) = 6x? — 3x +5 and find 
the gradient of the curve at 


(= (62-22 


Find the differential coefficient of 
y = 2x? -- 3x? — 4х — 1 and determine the 
gradient of the curve at x — 2. 


Determine the derivative of 
y = —2x? + 4x +7 and determine the 
gradient of the curve at x = —1.5 


34.6 Differentiation of sine and 


Figure 34.5(a) shows a graph of y = sin x. The gradient 
is continually changing as the curve moves from 0 to 


cosine functions 


127 x radians 
Ї 

Ї 

Ї 

Ї 

Ї 

їр 


27 x radians 


Figure 34.5 


A to B to C to D. The gradient, given by 2 may be 
plotted in a corresponding position below y = Sin х, as 
shown in Figure 34.5 (0). 

At O, the gradient is positive and is at its steepest. Hence, 
0’ is a maximum positive value. Between 0 and A the 
gradient is positive but is decreasing in value until at A 
the gradient is zero, shown as A’. Between A and B the 
gradient is negative but is increasing in value until at B 
the gradient is at its steepest. Hence B’ is a maximum 
negative value. 

If the gradient of y=sinx is further investigated 
between B and C and C and D then the resulting graph 


dy , А 
of m 18 seen to be a cosine wave. 
Х 
Hence the rate of change of sin х is cosx, i.e. 
Т : dy 
if y 2 sinx then — =cosx 
dx 


It may also be shown that 
d 
if y = sinax, } = acosax (1) 
dx 
(where а is a constant) 


d 
and if y = sin(ax +a), йн =acos(ax+a) (2) 


(where a and о are constants). 
If a similar exercise is followed for y — cosx then the 


d 
graphs of Figure 34.6 result, showing m to be a graph 
х 


of sinx but displaced Бу z radians. 


y І 1 
І 

y=cos x l | 

+ І І 

І І 

І І 

1 1 

Ur Зт 12т х radians 

2 2 І 

І 

І 

І 

І 

І І 

І І 

І І 

І І 

І І 

І І 
| 

12 Зп 12т х radians 

= І 2 | 

d І 

A == s І 

dii ~ Х) sin x | 


Figure 34.6 


If each point on the curve y=sinx (as shown in 


л 

Figure 34.5(a)) were to be made negative (i.e. +5 
л Зл Зл 

made — —, — — made + — , and so on) then the graph 


shown in Figure 34.6(b) would result. This latter graph 
therefore represents the curve of —sinx. 
Thus, 


à dy : 
if y = cosx, — = —sinx 
dx 
It may also be shown that 
d 
if y =cosax, 25 —asinax (3) 
dx 
(wherea is aconstant) 
: 4у : 
and if y = cos(ax + о), 2 —asin(ax+a) (4) 
x 


(where а and а are constants). 


Problem 16. Find the differential coefficient of 
у =7sin2x —3cos4x 


dy = (7)(2cos 2x) — (3)(—4 sin 4х) 
dx 


from equations (1) and (3) 


= 14cos2x + 12sin4x 


Problem 17. Differentiate the following with 
respect to the variable (a) y = 2 sin 50 
(О) (2) sicos 2f 
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(а) у= 261150 


а 
29 = (2)(5 cos 50) = 10 cos 50 
from equation (1) 


(b) f(t) =3cos2r 


f' (€) = B)(—2sin2r) = —6sin2t 
from equation (3) 


Problem 18. Differentiate the following with 
respect to the variable 

(a) /(0) = 5sin(100z0 — 0.40) 

(b) f (t) = 2cos(5t + 0.20) 


(a) If f(0) =S5sin(10076 — 0.40) 
Sf’ (0) = 51100л cos(100z:0 — 0.40)] 
from equation (2), where a = 100z 
= 5007 cos(100z:0 — 0.40) 
(b) If f (t) = 2cos(5t + 0.20) 
f' (t) = 2[—5sin(5t + 0.20)] 
from equation (4), where a — 5 


= —10sin(5t + 0.20) 


Problem 19. Ап alternating voltage is given by 
v = 100sin200t volts, where 1 is the time in 
seconds. Calculate the rate of change of voltage 
when (а) t = 0.005 s and (b) t = 0.015 


v = 100sin200t volts. The rate of change of v is given 
dv 


by — 


dt 


d 
= = (100) (200cos 200) = 20000соѕ2001 
(а) Whent = 0.005 5, 
4 
T = 20000сов(200)(0.005) = 20000cos 1. 


cos 1 means ‘the cosine of 1 radian’ (make sure 
your calculator is on radians, not degrees). Hence, 


d 
= = 10806 volts per second 


(b) When: =0.01s, 
d 
z = 20000 со(200)(0.01) = 20000со52. 
Непсе, 


а 
7 = —8323 volts per second 
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Now try the following Practice Exercise 


Practice Exercise 134 Differentiation of 
sine and cosine functions (answers on 
page 354) 


1. Differentiate with respect to x: (a) y = 4sin3x 
(b) y = 2cos 6x. 


2. Given f (0) = 2sin30 — 5cos20, find /”(6). 


1 
3. Find the gradient of the curve y = 2cos 23 at 


4. Determine the gradient of the curve 


А л 
y — 3sin2x Huc 


5. An alternating current is given by 
i = 5 $10 1007 amperes, where 1 is the time 
in seconds. Determine the rate of change of 


d 
current (ie. = when f = 0.01 seconds. 
6. v=50sin40r volts represents an alternating 


voltage, v, where t is the time in seconds. At 
a time of 20 х 1072 seconds, find the rate of 


d 
change of voltage (ie. 21 


7. If f(t) =3sin(4t +0.12) — 2cos(3t — 0.72), 
determine /7(1). 


34.7 Differentiation of E апа Inax 


A graph of y = е? is shown in Figure 34.7(a). The gra- 
dient of the curve at any point is given by m and is 
x 


continually changing. By drawing tangents to the curve 
at many points on the curve and measuring the gradient 


d 
of the tangents, values of 2 for corresponding values of 
x 


x may be obtained. These values are shown graphically 
in Figure 34.7 (b). 


The graph of m against x is identical to the original 
x 
graph of y = е“. It follows that 


d 
ify-e, then Z = ех 


dx 
It may also be shown that 
d 
if y = е, then е ае 
ах 


Figure 34.7 


Therefore, 

d 
if y =2e™ , then Z = (2) 6c) = 1266 

dx 

A graph of y = Inx is shown in Figure 34.8(a). The gra- 

d 
dient of the curve at any point is given by ЯН and is 
x 


continually changing. By drawing tangents to the curve 
at many points on the curve and measuring the gradient 


d 
of the tangents, values of sas for corresponding values 


x 
of x may be obtained. These values are shown graphi- 
cally in Figure 34.8(b). 


dy : Е dy 1 
The graph of — against x is the graph of — = — 

dx dx x 
It follows that 


: dy 1 
if y = lnx, then — = — 
dx х 


It may also be shown that 


d 1 
if y =Inax, then eo 
dx x 


(Note that, in the latter expression, the constant a does 


d 
not appear in the m term.) Thus, 
х 


dy 1 
if y 2 In4x, then 2. = — 
dx x 


Figure 34.8 


Problem 20. Differentiate the following with 


4 
respect to the variable (a) y = 3e?* (b) f(t) = 324 
е 


а 
(а) Ғу-3е then 2 = (3)(2e2*) = 6e 


x 
4 4 —5t 
(b If f= ast ,then 
e 
4 20 20 
, —— ЕК 27-2)! is -5 222 
uw» сы 325: 


Problem 21. Differentiate y — 51n3x 


d IN 5 
If y = 51n3x, then — = (5) (2) 2 
ах х x 


Now try the following Practice Exercise 


Practice Exercise 135 Differentiation of е 
and Inax (answers on page 354) 


1. Differentiate with respect to x: (a) y — 5e? 
ІШЕ ры 


2. Given /(0) = 5120 —41n30, determine 
f'(0). 
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3. If f(t)=4Int+2, evaluate f’(t) when 
0229, 


4. Find the gradient of the curve 


1 1 
у= 2е ——In2x at x= 2 correct to 2 
decimal places. 


d 
5. Evaluate — when x = 1, given 
xX 


y =3e — "n +8In5x. Give the answer 
е 


correct to 3 significant figures. 


34.8 Summary of standard 


derivatives 


The standard derivatives used in this chapter are sum- 
marized in Table 34.1 and are true for all real values 
of x. 


Table 34.1 
d 
yor f (x) ЕУ or 12463) 
dx 
ах" anx”! 
sinax acosax 
cosax —asinax 
(Өн Gena 
1 
Inax = 
x 


Problem 22. Find the gradient of the curve 
y 2 3x? — 7x 4-2 at the point (1, —2) 


d 
If y = 3x2 — 7x +2, then gradient = m =6x-7 
Х 


At the point (1, —2), x = 1, 
hence gradient = 6(1) — 7 = —1 


3 2 
Problem 23. If y= — —2sin4x + — --In5x, 
X 2° 


а 
determine ex 
dx 


3 2 
у= -z —2sin4x + — +In5x 
x e 


= 3х2 —2sin4x + 2e—* + In5x 
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dj Р 21 E LUE 
qc 2x7?) — 2(4cos4x) + 2(—e s yere үх 
6 2 
= – —8cos4x - — + — 2 1 
х e x = 2х5 —4x 2 + -xl — x2 


Now try the following Practice Exercise 


Practice Exercise 136 Standard derivatives 


e (5) (3x2) - 4( — 2x3) 
( 


x) = 


(answers on page 354) + (5) = 272 
1. Find the gradient of the curve 
y =2x4+3x3—x+4 at the points ie EY uda л 2 l; 5 
(а) (0,4) (b)(1,8) ах 2 2 
2. Differentiate with respect to х: 
2 2 d?y E 1 = 
ym --21n2x—2(cos5x *3sin2:)- -37 d 4x + (8S (—3x 7%) 3 (72x 7) 
() 677) 
22 
34.9 Successive differentiation 
When a function y = f (x) is differentiated ea respect = 4x — 24x71 + 1x73 + 1875 
to x, the differential coefficient is written as шд or f'(x). 
x 
If the expression is differentiated again, the second dif- . d? y 24 1 1 
dy 1.6. 42797 а +з tu 
ferential coefficient is obtained and is written as 22 Ж х AN x 
х 
(pronounced dee two y by dee x squared) or /7(х) 
(pronounced f double-dash x). By successive differen- 
y ағу Now try the following Practice Exercise 
tiation further higher derivatives such as — ~ and —— 
1 dx? dx* 
may be obtained. Thus, А . ! 
4 4 Practice Exercise 137 Successive 
if y = 5x4 dy = 20x3 d^y = 60x2 d'y — 120x differentiation (answers on page 354) 
"ах "dx? ахз 1 2 
d^y d5y 1, If y23x^-263—3x-2, find (а) 5 
—, 7120 and — =0 4 dx 
ах4 dx? (b) а?у 
dx? 
Problem 24. If f(x) = 4х? — 2x? +x — 3, find гт 
28712 
12200) 2. jf est doc Hun com 
2 1 
F(x) = 42° —2x3 +х -3 3. (a Given f(t)= 202 a D 
Р (х) 220x* — 6x? +1 determine f"(t). 
Р" (х) = 80x3 —12x or 4x(20x? – 3) (b) Evaluate f"(r) in part (а) when t = 1. 
а?у 
2) 4 1 4. If y=3sin2t+cost, find ЕЕЕ 
Problem 25. Given y = сын E ou x "s dx 
ES х 
2 2 
determine Фу 5. If f (0) = 21140, show that /7(0) = ЕР 
dx? 
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34.10 Rates of change 


If a quantity y depends on and varies with a quantity 
x then the rate of change of y with respect to x is Э. 
Thus, for example, the rate of change of pressure р with 
height h is ар 


А rate of change with respect to time is usually just 
called ‘the rate of change’, the ‘with respect to time’ 
being assumed. Thus, for example, a rate of change of 


„a di 
current, i, is — and a rate of change of temperature, 0, 


¿d 
is —, and so on. 
dt 


Here are some worked problems to demonstrate practi- 
cal examples of rates of change. 


Problem 26. The length L metres of a certain 
metal rod at temperature t°C is given by 

L = 1 + 0.00003: + 0.0000004:?. Determine the 
rate of change of length, in mm/°C, when the 
temperature is (a) 100°C (6) 250°C 


dL 
The rate of change of length means pos 


Since length L — 1 4- 0.00003: 4- 0.0000004:2, then 


аг. 
d 0.00003 + 0.0000008r. 


(a) When — 100°C, 
dL 
— = 0.00003 + (0.0000008) (100) 


dt 
= 0.00011 m/°C = 0.11 mm/°C. 


(b) When t = 250°C, 
dL 
mm 0.00003 4- (0.0000008) (250) 
= 0.00023 m/°C = 0.23 mm/*C. 


Problem 27. The luminous intensity 7 candelas 
of a lamp at varying voltage V is given by 

I 25x 107^ V?. Determine the voltage at which 
the light is increasing at a rate of 0.4 candelas 

per volt 


The rate of change of light with respect to voltage is 
dl 
icm bud 
given by dV 
Since 1 = 5 x 10 ^ V?, 


dI 
dp (5 x 1074)(2V) = 10 x 107^V = 10 v. 


When the lightis increasing at 0.4 candelas per volt then 
+0.4 = 1073 V, from which 


04 
voltage, V = тӯ = 0.4 1077 = 400 volts 


Problem 28. Newton’s law of cooling is given by 
= Фе“ , where the excess of temperature at zero 
time is бо °C and at time ¢ seconds is 0?C. 
Determine the rate of change of temperature after 
505, given that 60 = 15°C and k = —0.02 


dé 
The rate of change of temperature is — 


40 
Since 6 = 69e", then m^ (00) —ke-* ) 


= —k0ge 9 


When бо = 15, k = —0.02 and t = 50, then 


49 
= -(-0.02)(15)е C 9.0060 


= 0.30 e! = 0.815°C/s 


Problem 29. The pressure p of the atmosphere at 
height / above ground level is given by 

p = рое"! where po is the pressure at ground 
level and c is a constant. Determine the rate 

of change of pressure with height when 

po = 10? pascals and c = 6.2 х 10* at 1550 metres 


d 
The rate of change of pressure with height is 2 
h 


—h/c 


Since p = poe , then 


d 1 
ар = (po) ele = _ P0 в/с 
dh с с 


When po = 10°, c = 6.2 x 10^ апай = 1550, then 


rate of change of pressure, 


dp 10° 
= € 


dh 6.2 x 104 


— (1550/6.2x 10*) 


3410 06-0025 = —1.573 Pa/m 
6.2 
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Now try the following Practice Exercise 


Practice Exercise 138 Rates of change 
(answers on page 355) 


ile 


An alternating current, і amperes, is given by 
i = lOsin2zft, where f is the frequency in 
hertz and 1 is the time in seconds. Determine 
the rate of change of current when t = 12 ms, 
given that f = 50 Hz. 


The luminous intensity, / candelas, of a lamp 

is given by J = 8 x 107^ V?, where V is the 

voltage. Find 

(a) the rate of change of luminous intensity 
with voltage when V — 100 volts. 


(b) the voltage at which the light is increas- 
ing at a rate of 0.5 candelas per volt. 


The voltage across the plates of a capacitor at 
any time / seconds is given by v = Ие '/С, 
where V,C and R are constants. Given 
V = 200V, C =0.10uF and А = 2MQ, find 


(a) the initial rate of change of voltage. 


(b) the rate of change of voltage after 0.28 


The pressure p of the atmosphere at height h 
above ground level is given by p — poet! e 
where po is the pressure at ground level and c 
is a constant. Determine the rate of change of 
pressure with height when po — 1.013 x 10? 
pascals and c — 6.05 x 10^ at 1450 metres. 
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Introduction to integration 


35.1 The process of integration 


The process of integration reverses the process of 
differentiation. In differentiation, if f (x) — 2x? then 
f'(x) = 4x. Thus, the integral of 4x is 2х2: i.e., inte- 
gration is the process of moving from f'(x) to f (x). By 
similar reasoning, the integral of 2t is 12. 

Integration is a process of summation or adding parts 
together and an elongated S, shown as Í. , is used to 
replace the words ‘the integral of’. Hence, from above, 
|4х--2х2 and f2t 1812. 


d 
In differentiation, the differential coefficient а indi- 


cates that a function of x is being differentiated with 
respect to x, the dx indicating that it is ‘with respect 
to x’. 

In integration the variable of integration is shown 
by adding d (the variable) after the function to be 
integrated. Thus, 


| 4x dx means ‘the integral of 4x with respect to x’, 


and | 2tdt means ‘the integral of 2t with respect (о г” 


As stated above, the differential coefficient of 2x? is 4x, 
hence; f Ax dx = 2x?. However, the differential coeffi- 
cient of 2x? +7 is also 4x. Hence, f 4x dx could also 
be equal to 2x? +7. To allow for the possible presence 
of a constant, whenever the process of integration is 
performed a constant c is added to the result. Thus, 


| аха +0 and [ya 6 


c is called the arbitrary constant of integration. 


DOI: 10.1016/B978-1-85617-697-2.00035-1 


35.2 The general solution of integrals 


of the form ax” 


The general solution of integrals of the form f ax" ах, 
where а and n are constants and n 4 —1 is given by 


п+1 
ах 
а dx = Tc 
n 


Using this rule gives 


3 4+1 3 
(i) за = d Ly? pe 


5 
- 4 3 4 өн 4 (3 
(ii) Га ads - SI Tee " +c 
1 
=j t 
dis 2 -2 2x 2H 
(11) | Бахь fr dx = S +c 
2x7! 2 
= +c=—-— +c 
-1 Е 
1 3 
1 2H 2 
(iv) | ухах = Јат te= ste 
2+1 2 
2 
eva be 


Each of these results may be checked by differentia- 
tion. 


(a) The integral of a constant k is kx +c. For 
example, 


| 5-8 te and | зас-эгжс 
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(b) When a sum of several terms is integrated the 
result is the sum of the integrals of the separate 
terms. For example, 


| х + 2х2 —5)dx 


= | зах | дах - | sax 
35.3 Standard integrals 


d 
From Chapter 34, an ax) =acos ax. Since inte- 
x 


gration is the reverse process of differentiation, it 
follows that 


fe cos ax dx = sin ax +c 
J ез 
ог cos ax dx = —sinax +c 
a 
By similar reasoning 
fs 
sin ax dx = ——cos ax +c 
a 
| ах 1 ах 
е dx = е +c 
a 
1 
and —dx =Inx +c 
x 


ах" 
From above, f ax" dx = 
n+1 


+c except when 
i п--і 
When n = —1, fx !dx = f -4х =lnx +c 

х 


A list of standard integrals is summarized in 
Table 35.1. 


Table 35.1 Standard integrals 


156 
2. fcosaxdx —sinax+c 
a 


4. Гечах 


1 
oux ЭС 
а 


Problem 1. Determine | 7х2 dx 


The standard integral, | ax" dx = 


When a — 7 and n — 2, 


7 2-1 7 3 7 
[та = тті +o= +e or gr te 


Problem 2. Determine | 2t? dt 


When a — 2 and n — 3, 


? эр ap 1, 
2t dt = аб шин +c 


3+1 4 


Note that each of the results in worked examples 1 and 
2 may be checked by differentiating them. 


Problem 3. Determine | 84х 


(Зах is the same as f 8x? dx and, using the general 
rule when a = 8 and n = 0, gives 


gx Ot! 
ва = +с= 8х + с 
0+1 
In general, if k is a constant then f kdx = kx + c. 
Problem 4. Determine f 2x dx 


When a —2 andn = 1, 


i 2x1+1 2x? 
хах | 2x dx= 1x +c= — +c 


2 
Problem 5. Determine | (3 *ix- 6x?) dx 


B 54 
1(3- 45” бх? | dx тау һе written as 


2 
[34x J gxdx — [6x^ dx 
i.e., each term is integrated separately. (This splitting 
up of terms only applies, however, for addition and 
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subtraction.) Hence, 


2 2 
| шээс dx 


2 хы х2+1 
=3 6 
(i Mal 


2A x? 3 1 
БРЕС Е 


Note that when an integral contains more than one term 
there is no need to have an arbitrary constant for each; 
just a single constant c at the end is sufficient. 


20 
Problem 6. Determine i (m dx 
x 


Rearranging into standard integral form gives 


2x? — Зх 2x? Зх 
| dx -| dx 
4x 4x 4x 


Problem 7. Determine f (1— 1)" dt 


Rearranging f (1 — t)? dt gives 
ой p% 
гат 


(а-маа-а- 


m 2^ D, 
ни tg tm 


1 
=t-P pfe 


This example shows that functions often have to be rear- 
ranged into the standard form of f ax"dx before it is 
possible to integrate them. 


5) 
Problem 8. Determine ! -24Х 
X 


5 
| Бахь | а 
х 


Using the standard integral, Ї ax" dx, when а = 5 and 
n — —2, gives 


5 -2--1 5 -1 
| зах = im +c= = +c 


1 5 
=—5х --с--- +c 
х 
Problem 9. Determine | 3./xdx 


For fractional powers it is necessary to appreciate 
m 


пат -—gan 
1 3 
1 3x27} 3x2 
3./xdx = 3х24х = ч +с = 3 +c 
-+1 2 


=) -5 5 3 
dt = —— dt = —— t 4dt 
ПЭ 13 5 Қ 5) 


914 
3 
(j= 
= |- +c 
шиг 
1 
ИТНО ИТО Я: 
Tics тт уту 77 
4 
20 
шиг жи 


Problem 11. Determine | 4cos 3xdx 


From 2 of Table 35.1, 


1 
[^ 3xdx — (4) (5) sin3x +c 


4 
= 59103 +c 


Problem 12. Determine [5 ѕіп2040 


328 Basic Engineering Mathematics 


From 3 of Table 35.1, 


1 
| ssin26a0 = (5) (-) со820--с 
5 
--- 20 
298 Tc 


Problem 13. Determine | 5e?*dx 


From 4 of Table 35.1, 


E = (5) (5) e +e 


5 3x 
z s +c 


2 
Problem 14. Determine i dt 


3 ен 


Problem 15. Determine 1 гүйх 
х 


From 5 of Table 35.1, 


ole 


21 
Problem 16. Determine ———— | dx 


20 


1 2x? 
xl 2x-—-] dx = —-+Inx+c 
X 2 


=x*4+Inx +c 


Now try the following Practice Exercise 


Practice Exercise 139 
(answers on page 355) 


Standard integrals 


Determine the following integrals. 
1. (a) /44х (b) f 7x dx 


2) 5 (b) f 3r? dt 


5? (a) | ax dx (b) f 5 dx 


4. (a) | QxX* Зх)ах (Ы) |0-30)4 


= 
200 (2) а (b) 0+0)240] 


6. (а) f (2+6)(30 – 1)40 
(b) f Gx – 2) (02 + Ddx 


4 3 
m (а) J 5 dx b) fa ax 


8. (а)2 | Vx3dx (b) f 125 

9. (a) | 227 22 
l ЛЕ 74 x* 

10. (a) f 3cos2x dx (b) | 7sin30 do 

ІІ. (af зіп ухах (b) f 6cos qud 


3 2) 5 Obs 
12. (af Ze dx (b) cu = 


22 
2116 - SL 


1 2 
(b) f (54) dt 


13747 а 


(2+3x)? d 
E X 


35.4 Definite integrals 


Integrals containing an arbitrary constant c in their 
results are called indefinite integrals since their precise 
value cannot be determined without further information. 


14. (а) | 


Definite integrals are those in which limits are applied. 


If an expression is written as ЇЕ bis called the upper 


limit and a the lower limit. The operation of applying 
the limits is defined as [x]? = (b) — (a). 


Introduction to integration 329 


For example, the increase in the value of the integral 


: : $ 3 
x? as x increases from 1 to 3 is written as Т x?dx. 


Applying the limits gives 


fra- [5] 3-9 
p? х = 3 "ec 3 с 3 С: 


-өзд-(5з4) =82 


3 


Note that the c term always cancels out when limits are 
applied and it need not be shown with definite integrals. 


2 
Problem 17. Evaluate f 3xdx 
1 


3 
Problem 18. Evaluate i (4 — x?) dx 
—9 


3 


3 x3 
| (4-х2)4х = E - | 
-2 3 20 


3 _ 93 
= рә Ә | [a 2) (2) | 


3 


-8 
:3412-59| | 8 | 


2 
Problem 19. Evaluate | х(3--2х)4х 
0 


2 2 А 3x2 2x37 
x(3+2x)dx = (3x +2x*)dx = | —— + — 
0 0 2 3 |0 


2 3 
= | 3(2) + 202) 


7 3 | {0+0} 


1 
R. = 115 ог 11.33 


П 2-4 2 
—5 
Problem 20. Evaluate ! (==) dx 


= X 


1 yd. 5x2 
| C x ESL: 
=f X 


1 5 1)" 501 
-| +1] | 1 5 D] 


2 
i 2 
Problem 21. Evaluate | (5 + 2) dx correct 
1 Х 


х 
to 3 decimal places 


m/2 
Problem 22. Evaluate | 3sin2x dx 
0 


л/2 
| 3sin2x dx 
0 


1 л/2 3 л/2 
= С (-5) анх = Е 5! 
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а 3 3 2 2 
=| 2 D] | 50] 1. о / xdx o f (x —1)dx 
3 3 1 1 
= 2 + 2 =3 4 1 3 
2 wf 5х24х e f "21 
: 1 ERU 
2 3 
Problem 23. Evaluate / 4cos3t dt 3. w f 881 e f ааг 
=ї 1 
2 1 2 4 2 2 2 
1 4cos3tdt = С () С] == É чад | a @ f [xt o f (x? — 3x --3)dx 
4. 4. Б 31 
- [55e] — | энэ 5. о / 2/x dx o f — dx 
3 3 0 2 х2 


Note that limits of trigonometric functions are always 
expressed in radians — thus, for example, sin 6 means 
the sine of 6 radians = —0.279415... Hence, 


"3 л/2 
6. о f 2 508040 o / 4 сов80 40 
0 0 


л/3 2 
2 4 4 T: 21) 284120 d0 e f 3sint dt 
| sita солт ЕКЕН л/6 0 
1 
1 
= (—0.37255) — (0.18816) 8. 23 Зоо 
--0.5607 0 


л/2 
2 e» / (3 sin2x —2cos3x) dx 
Problem 24. Evaluate ! 4e?* dx correct to ue 


1 1 2 
4 significant figures 9. (a) ji 30 dt (b) | EN dx 
0 zer 
Ит: 4] ax? d „8 а 90-51 
| 4е БЕ ] -2|е Ч| = 2[e" — е] 10. а» f —dx o | dx 
1 2 1 1 2 3х 1 x 


= 2[54.5982 — 7.3891] 
— 94.42 


35.5 The area under a curve 


4 
E 
Problem 25. Evaluate | — du correct to 4 221: 
1 4u The area shown shaded in Figure 35.1 may be deter- 


significant figures mined using approximate methods such as the trape- 
zoidal rule, the mid-ordinate rule or Simpson’s rule (see 
ЫГ. Э t 3 Chapter 28) or, more precisely, by using integration 
| 1 du= 4 nu = —[In4 — In 1] i ? : 
1 ^ 1 


3 
= gees — 0] = 1.040 


Now try the following Practice Exercise 


Practice Exercise 140 Definite integrals 
(answers on page 355) 


In problems 1 to 10, evaluate the definite integrals 
(where necessary, correct to 4 significant figures). 


Figure 35.1 
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The shaded area in Figure 35.1 is given by 


b b 
shaded area = | ydx = | f(x) dx 
a 


a 


Thus, determining the area under a curve by integration 
merely involves evaluating a definite integral, as shown 
in Section 35.4. 

There are several instances in engineering and science 
where the area beneath a curve needs to be accurately 
determined. For example, the areas between the limits 
ofa 


velocity/time graph gives distance travelled, 
force/distance graph gives work done, 
voltage/current graph gives power, and so on. 


Should a curve drop below the x-axis then y(= f (x)) 
becomes negative and |/(х)4х is negative. When 
determining such areas by integration, a negative sign 
is placed before the integral. For the curve shown in 
Figure 35.2, the total shaded area is given by (area E+ 
area F J- area С). 


Figure 35.2 
By integration, 
b c 
total shaded area — i f(x) dx — Ї f(x) dx 
a b 


d 
«f f(x) dx 


d 
(Note that this is not the same as | f (x) dx) 
a 


Itis usually necessary to sketch a curve in order to check 
whether it crosses the x-axis. 


Problem 26. Determine the area enclosed by 
y = 2x +3, the x-axis and ordinates x = 1 and 
x=4 


y=2x+3 is a straight line graph as shown in 
Figure 35.3, in which the required area is shown shaded. 


Figure 35.3 


By integration, 


4 4 2x2 4 
shaded area = f у= | (2х +з [ex] 
1 1 1 


= [(16 + 12) — (1 +3)] = 24 square units 


(This answer may be checked since the shaded area 


; ; . 1 
is a trapezium: area of trapezium = — (sum of paral- 


lel sides)(perpendicular distance between parallel sides) 


= 29 + 11)(3) = 24 square units.) 
Problem 27. The velocity v of a body 1 seconds 
after a certain instant is given by v — (Qe dE 5) m/s. 
Find by integration how far it moves in the interval 
from t = 0 tot —4s 


Since 212 +5 is a quadratic expression, the curve 
v = 212 +5 is a parabola cutting the v-axis at v = 5, 
as shown in Figure 35.4. 

The distance travelled is given by the area under the v/t 
curve (shown shaded in Figure 35.4). By integration, 


4 


4 4 21? 
shaded area -| vat= | ar +syar=[ +54 
0 0 


2(43) 
= CO +50) — (0) 


i.e. distance travelled = 62.67 m 


0 
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-1 2 
Shaded area -| ydx -f ydx, the minus sign 
1 


=3 = 
before the second integral being necessary since the 
enclosed area is below the x-axis. Hence, 


-1 
shaded area = | (x? +2x? — 5x — 6) dx 
-3 


2 
-| (x? +. 2x? — 5x —6)dx 
=] 


Ë 2х3 5x? 1 
=|—+ 6x 
-3 


4 3 2 
xt 2x 5x? 6 E 
itu 77|д 
Figure 35.4 р 2. »5 81 45 
- 6 18 18 
ЦЕ-3-254 Ma 725] 


Problem 28. Sketch the graph 16 012 5 
y 2 x? +2x? — 5x — 6 between x = —3 and le 10 12] | «e| 
x — 2 and determine the area enclosed by 

the curve and the x-axis 


1 1 2 1 
-|13 2 12. 3 
A table of values is produced and the graph sketched as | 12 | | 4 | | 3 | | 12 | 
shown in Figure 35.5, in which the area enclosed by the 
curve and the x-axis is shown shaded. B 1 2 3 
=F] 
2 
62-30 1 
JURE E UC = 2112 or 21.08 square units 
y 


Problem 29. Determine the area enclosed by the 
curve y = 3x? +4, the x-axis and ordinates x = 1 
and x — 4 by (a) the trapezoidal rule, (b) the 

у= 3354. 2x2 5x6 mid-ordinate rule, (c) Simpson's rule and 

(d) integration. 


The curve y — 3x? -- 4 is shown plotted in Figure 35.6. 
The trapezoidal rule, the mid-ordinate rule and Simp- 
son's rule are discussed in Chapter 28, page 257. 


(a) By the trapezoidal rule 
width of \| 1 / first + last 
area—[|. - : 
interval J| 2 ordinate 


sum of 
+ remaining 


ordinates 


Figure 35.5 
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ya 7 ШЛ5 16 2275 31 40957 52 


y 


Figure 35.6 


Selecting 6 intervals each of width 0.5 gives 


1 
area = (0.5) (54 +52)+ 10.75 + 16 


+ 22.75 +31+ 40.75 


= 75.375 square units 
(b) By the mid-ordinate rule 


area = (width of interval)(sum of mid-ordinates) 


Selecting 6 intervals, each of width 0.5, gives the 
mid-ordinates as shown by the broken lines in 
Figure 35.6. Thus, 


area = (0.5)(8.7 + 13.2 + 19.2 +26.7 
+35.7 +46.2) 


= 74.85 square units 


(c) By Simpson’s rule 
1 (хааш of first + last 
агеа = – { . : 
3 V interval ordinates 
( sum of even ) 
+4 : 
ordinates 


42 sum of remaining 
odd ordinates 


Selecting 6 intervals, each of width 0.5, gives 


1 
area = 5 (0.5)[(7 +52) +4(10.75 + 22.75 


+ 40.75) +2(16 + 31)] 


= 75 square units 
(d) By integration 
4 
shaded area = | ydx 
1 


4 4 
=] Gx? +4)dx = |x а 
1 1 


= (64 -- 16) — (1+4) 


— 75 square units 


Integration gives the precise value for the area under 
a curve. In this case, Simpson's rule is seen to be the 
most accurate of the three approximate methods. 


Problem 30. Find the area enclosed by the curve 
y — sin2x, the x-axis and the ordinates x — 0 and 
л 


X—— 


3 


A sketch of y — sin2x is shown in Figure 35.7. (Note 


2 
that y — sin2x has a period of T i.e., zt radians.) 


y = sin 2x 


Figure 35.7 
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7/3 
Shaded area — n ydx 
0 


л/3 1 л/3 
-| sin2x dx = | — 5 082s] 
0 2 0 
1 2л 1 
cos со80 
2 3 2 


(51:59) 


3 
=" or 0.75 square units 


Now try the following Practice Exercise 


Practice Exercise 141 


Area under curves 


(answers on page 355) 


Unless otherwise stated all answers are in square 


units. 


ie 


Show by integration that the area of a rect- 
angle formed by the line y = 4, the ordinates 
x = l and x = 6 and the x-axis is 20 square 
units. 


Show by integration that the area of the trian- 
gle formed by the line y = 2x, the ordinates 
x = О and x = 4 and the x-axis is 16 square 
units. 


Sketch the curve y=3x*+1 between 


x = —2 and x = 4. Determine by integration 
the area enclosed by the curve, the x-axis and 
ordinates x = —1 and x = 3. Use an approx- 


imate method to find the area and compare 
your result with that obtained by integration. 


The force F newtons acting on a body at a 
distance x metres from a fixed point is given 


X2 
by F = 3x + 2x?. If work done = ji F dx, 
Xi 


determine the work done when the body 
moves from the position where хі = 1 m to 
that when x2 = 3m. 


In problems 5 to 9, sketch graphs of the given equa- 
tions and then find the area enclosed between the 
curves, the horizontal axis and the given ordinates. 


Э: 
6. 


10. 


угээ sce Ieee 
=. ЕЛИТЕ 
; л 
VIE sine — 0) 20 е5 
4 
y =5cos3t; Pie ЕЕ 
6 
р о) Ca) EN 


The velocity v of a vehicle ¢ seconds after a 
certain instantis given by v — (a? + 4) m/s. 
Determine how far it moves in the interval 
fromt=1stot=5s. 


Revision Test 14: Differentiation and integration 


This assignment covers the material contained in Chapters 34 and 35. The marks available are shown in brackets at 


the end of each question. 


1. Differentiate the following functions with respect 
to x. 


(a) y = 5x? — 4x +9 (b) y = xt — 3x? —2 


(4) 
: 2 dy 
2. Given y = 2(x — 1)^, find — (3) 
dx 
d 
ЗЭ алс (2) 
% ах 
4. Given f(t) = V5, find у" (0). (2) 


4 
5. Determine the derivative of у-5-3Х--, 

at 

(3) 


6. Calculate the gradient of the curve y — 3cos = at 


a H correct to 3 decimal places. (4) 
7. Find the gradient of the curve 
f (x) = 7х2 — 4x +2 at the point (1, 5) (3) 
dy 
8. If y —5sin3x —2cos4x find v (2) 
X 


9. Determine the value of the differential coefficient 


5 
of у = 51n2x — —— when х = 0.8, correct to 3 


significant figures. (4) 


d 

ІШ 220 111 01 = 
59 

a) £3 (4) 

dx? 

11. Newton's law of cooling is given by 0 = 69e", 
where the excess of temperature at zero time is 

9, C and at time г seconds is 0°C. Determine 

the rate of change of temperature after 408, cor- 

rect to 3 decimal places, given that 6) = 16°C and 

k = —0.01 (4) 


In problems 12 to 15, determine the indefinite integrals. 
1 
127 а) [ 6? s D | Sax (4) 
х 
2 
13. @ f — 3x dx о» | зува (4) 
Ee 


14 «ә | 2 x t» f (29 «2. -2) dx 
x2 3x 


(6) 


15. @ | y de 


(b) | (cos 27 + ын e) dx (6) 
2) at 


Evaluate the integrals in problems 16 to 19, each, where 
necessary, correct to 4 significant figures. 


3 2 
16. @ | (t? —2t)dt o f (28 - 312 +2) ax 
1 -1 (6) 


л/3 3л/4 1 
ir. о f 3sin2tdt o% f со8-хах (7) 
0 л/4 3 


2 
18. of (29: - «ie 
apa il 
o | (5-46 (8) 
1 Х Х 
19. of (ух + 2e”) 4х wf (ғ -*\ ar 


(6) 


In Problems 20 to 22, find the area bounded by the curve, 
the x-axis and the given ordinates. Assume answers are 
in square units. Give answers correct to 2 decimal places 
where necessary. 


20. у-х?; apex em (3) 
24 y = 3x —x?; ies (3) 
22. у-(х-2); х-1,х-2 (4) 


23. Find the area enclosed between the curve 


y = ./x + —=, the horizontal axis and the ordi- 
57 

nates x = 1 and x = 4. Give the answer correct to 

2 decimal places. (5) 


24. The force F newtons acting on a body at a dis- 
tance x metres from a fixed point is given by 
x2 


F = 2x + 3х2. If work done =| Fdx, deter- 


x 
mine the work done when the’ body moves 
from the position when x =1m to that when 
x — 4m. (3) 


List of formulae 


Laws of indices: Areas of plane figures: 
a” ха" = qnn а" = а"-" (а")" = а"" (i) Rectangle Area =1 x b 
a” 
1 
on -n 2 0. 7 
ат!" = ат E QUT а = 1 
: b 
Quadratic formula: 
—b zb —4 
If ax? - bx --c 20. then TE E 2и h 
2a і >| 
Equation of a straight line: " 
(i) Parallelogram Area =b x h 
y=mx+c 
> 
Definition of a logarithm: 
h 
Ify=a* then x= log, y 
Laws of logarithms: » 
» > 
log(A x B) = log A +105 B b 


A 
—)= —logB 1 
s ( B ) шлан (іі) Trapezium Area = 2 (a+byh 


logA" =n x logA 


a 
¢—_ | 
Exponential series: 4 
432 x3 h 
а атте (valid for all values of x) 
! ! > 
ы ї >| 


Theorem of Pythagoras: 
1 
2 =a? +? (iv) Triangle Area = 2 xbxh 
A 
b 
с һ 
B a C 


List of formulae 337 


2 


(v) Circle Агеа = лғ” Circumference = 2zr 


Radian measure: 2л radians = 360 degrees 


For a sector of circle: 


0 
arc length, = 0 in rad 
g Цагт ( ) 


о 


1 
2) — L 26 
3607 = 3T 


Equation of a circle, centre at origin, radius r: 


shaded area — (0 in rad) 
x24 у2 =r 
Equation of a circle, centre at (a, b), radius r: 


(x —ay + (у – Б)? =r 


Volumes and surface areas of regular 
solids: 


(i) Rectangular prism (or cuboid) 
Volume = xb x h 


Surface area = 2(bh + hl + Ib) 


nt ! 
de 


b 


(i) Cylinder 
Volume = z ^h 


Total surface area = 2zr rh + 2nr? 


(1) Pyramid 


If area of base — A and 


perpendicular height = h then: 


1 
Volume= ия 


Total surface area = sum of areas of triangles 
forming sides + area of base 


(iv) Cone 
1 
Volume = qu 


Curved Surface area = лг! 


Total Surface area = zrrl + лғ 


(v) Sphere 
4 3 
Volume = 37” 


Surface area = Az? 
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Areas of irregular figures by approximate 


methods: 


Trapezoidal rule 
width of\ | 1 f/first + last 
Area X | . = А 
interval J | 2 V ordinate 
+ sum of remaining ordinates 


Mid-ordinate rule 
Area 7: (width of interval)(sum of mid-ordinates) 


Simpson's rule 
1 (уз аш of first + last 
Area + – { . : 
3 \ interval ordinate 


4:3 sum of even 42 sum of remaining 
ordinates odd ordinates 


Mean or average value of a waveform: 


area under curve 


mean value, 
T length of base 


sum of mid-ordinates 


number of mid-ordinates 


Triangle formulae: 


b с 
sinA sinB sinC 


Sine rule: 


Cosine rule: a? = b? + c? — 2bccos A 


Area of any triangle 


1 
=7 x base x perpendicular height 


1 1 1 
= —absinC or -acsinB or -bcsinA 
2 2 2 


a+b+c 


= J [s (s —a) (s — b) (s —c)] where s— 2 


For a general sinusoidal function y= Asin (of + о), 
then 


A — amplitude 


o = angular velocity = 2л f rad/s 


ын frequency, f hertz 
2л 


2л em 
— = periodic time Tseconds 
w 


a = angle of lead or lag (compared with 
у= Asinat) 


Cartesian and polar co-ordinates: 


If co-ordinate (х, y) = (r, 0) then 


r= x24 y? and 0—tan^! E 
x 


If co-ordinate (r, 0) — (x, y) then 


х =ғс050 and y=rsiné 


Arithmetic progression: 


If a — first term and d — common difference, then the 
arithmetic progression is: a, a 4- d, a 4- 2d, ... 


The n’th term is: a+ (n — 1)d 


Sum of n terms, $, — 5 (2a +(n—1)d] 


Geometric progression: 


If a = first term and r = common ratio, then the geom- 
etric progression is: a, ar, ar^, ... 


The n’th term is: ar^! 


a(1—r") a(r” — 1) 
Sum of n terms, $, — 
(1—r) (7-1) 
а 
If-—l<r<1l, i Tem 


Statistics: 


Discrete data: 
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Standard integrals 


Xx(fc-2) 


2 


Grouped data: 
и Шел: 
mean, x = 
Lf 
standard deviation, o = | 


| 


Standard derivatives 


d 

уоғЙх) 2 orf) 
ах 

ах" anx"—! 

sin ax acos ax 

cosax —asinax 

ех ае 

In ax - 


y Jy dx 
ntl 
ах" а + с (except when n = —1) 
п+1 
1 
соѕах —sinax +c 
a 
1 
sin ax ——cosax +c 
a 
ах І ах 
е —e" +c 
a 
1 
- ах +c 
x 


Answers 
Answers to practice exercises 


Exercise 1 (page 2) Exercise 5 (page 11) 


1 7 22 1 
1. 19kg 2. 16m 3. 479mm io 2. 72 лы ал 
4. -66 5. £565 б, —225 7 5 9 8 
7. —2136 8. -36121 9. #107701 БА 34135 8 i 

5. ee 7. 8. 

10. —4 11. 1487 12. 5914 11 79258 25 15 
13. 189g 14. —70872 15. 515333 gf. w2 11-25 4o 
30 10 16 16 

16. 89.25cm 43 1 4 51 
17. d = 64mm, A = 136mm, B = 10mm 13. — 14. 1— 15. — 16. 8— 
27 15 27 52 

9 16 17 17 

. 17. 1— 18. 1- 19. — 20. — 

Exercise 2 (page 5) 40 21 60 20 

1. (а) 468 (b) 868 2. (а) £1827 (ЫЬ) £4158 

3. (а) 8613kg (Ы) 584kg Exercise 6 (page 13) 

4. (a) 351 mm (b) 924mm 

10304 (b)—4433 6. (а) 48т (b)89 LÈ 222 32% 4 2 5. > 

5. (a) (b) — . (a) 48m (b) 89m өзе 222 Sexe 422 Sul 

7. (а) 259 (b) 56 8. (а) 1648 (b) 1060 3 1 1 8 

9. (a) 8067 (b)3347 10. 18kg 6z БӘЛЕ nan Gedo 1552 

5 3 12 
11.2- 12. = 13.3> 44 — 15.4 

Exercise 3 (page 6) 2 e 4 23 

1. (а) 4 (b)24 2. (а) 12 (b) 360 16 1 17. - 18.13 19. 15 20. 400litres 

З. (а) 10. (b) 350 4. (а) 90 (6) 2700 21. (а) £60, P£36, 0Е16 22. 2880 litres 

5. (a)2 (Б) 210 6. (a) З (b) 180 

7. (a) 5 (b) 210 8. (a) 15 (b) 6300 

9. (a) 14 (b) 420420 10. (a) 14. (b) 53900 Exercise 7 (page 14) 

1 1 3 13 
1. 2 3. 3.1- 4. 4- 5. 
Exercise 4 (page 8) Es io 6 қ * 
xi Loe Ч 2 9,7- 10. — 
1. 59 2. 14 88 4.5 5. —33 6 15 20 8 9 73 0 15 
6. 22 7. 68 25 9.2 10.5 17 
п. П.4 12. 2— 
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Answers to practice exercises 


Chapter 3 


Exercise 8 (page 17) 


1 7 
p P -& 28. 
20 250 40 125 
5. (а) = (b) > (c) (d) x (e) : 
e 
"sp. “28 ““80 73500125 
21 1 3 7 
T s 7.23 584107. 96. 
иг 35 9 10200 946 
ii: oi wet, wml we wee 
Б с -- е -- 
ын 40 8 20 80 
11. 0.625 12. 6.6875 13. 0.21875 14. 11.1875 
15. 0.28125 


Exercise 9 (page 18) 


1. 14.18 2. 2.785 3. 65.38 4. 43.27 
5. 1.297 6. 0.000528 

Exercise 10 (page 19) 

1. 80.3 2. 329.3 3. 72.54 4. —124.83 
5. 2953 6. 183 7. 12.52mm 

Exercise 11 (page 20) 

1. 4.998 2. 47.544 3. 385.02 4. 582.42 
5. 4569 6. 434.82 7. 626.1 8. 1591.6 
9. 0.444 10. 0.62963 11. 1.563 12. 53.455 
13. 13.84 14. 8.69 15. (a) 24.81 (b) 24.812 
16. (a) 0.00639 (b) 0.0064 17. (a) 8.4 (b) 62.6 


18. 2400 


Exercise 12 (page 23) 


1. 30.797 2. 11927 3. 13.62 4. 53.832 
5. 84.42 6. 1.0044 7. 50.330 8. 36.45 
9. 10.59 10. 12.325 


Exercise 13 (page 24) 


1. 12.25 
5. 24430 6. 2.197 
9. 219.26 10. 5.832 х 1070 


2. 0.0361 3. 46.923 4. 1.296 x 10? 
7. 30.6 8. 0.0549 


Exercise 14 (page 25) 


1. 0.571 2. 40 3. 0.13459 4. 137.9 
5. 14.96 6. 19.4481 7. 515.36 x 10-6 
8. 1.0871 9. 15.625 x 10? 10. 52.70 
Exercise 15 (page 25) 
1. 2.182 2. 11.122 3. 185.82 
4. 0.8307 5. 0.1581 6. 2.571 
Te D213 8. 1.256 9. 0.30366 
10. 1.068 11. 3.5x 106 12. 37.5 x10? 
13. 42х 1079 14. 202.767 x 10? 15. 18.32 x 10° 
Exercise 16 (page 27) 
1 

1. 0.4667 2. - 3. 4458 4. 2.732 

1 9 1 
5. — . 0.7 7. --- шэг 

71 6. 0.7083 10 8 34 
9. 2.567 10. 0.0776 
Exercise 17 (page 27) 
1. 0.9205 2. 0.7314 3. 2.9042 4. 0.2719 
5. 0.4424 6. 0.0321 7. 0.4232 8. 0.1502 
9. —0.6992 10. 5.8452 
Exercise 18 (page 28) 
1. 4.995 2. 5.782 3. 25.72 4. 69.42 
5. 0.6977 6. 52.92 7. 591.0 8. 17.90 
9. 3.520 10. 0.3770 


Exercise 19 (page 29) 


1. A—66.59cm? 2. C=52.78mm 3. R—37.5 
4. 159 m/s 5. 0.407A 6. 5.02mm 
7. 0.144J 8. 628.8 m? 9. 224.5 
10. 14230kg/m? 11. 281.1 m/s 12. 2.5269 
Ехегсіѕе 20 (раде 30) 

1. £589.27 2. 508.1 W 3. V=2.61V 
4. F = 854.5 5.1=3.81А 6. Т--14.798 
7. Е = 3.96] 8. 1 = 12.77A 9. s= 17.25 т 


10. А-7.184ст2 11. У = 7.327 
12. (а) 12.53h (b) 1h 40min, 33 m p.h. 
(c) 13.02Һ (d) 13.15h 
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Exercise 21 (page 34) 


1. 0.32% 2.17349 3. 5.7% 4. 37.4% 
5. 128.5% 6. 020 7. 0.0125 8. 0.6875 
9. 38.462% 10. (a) 21.2% (Б) 79.2% (с) 169% 
13 5 9 
11. (Ы), (d), (о), (а) 12. 13. 14. 
(b), (d), (c), (a) 20 16 16 
1 
15. A = 5, В = 50%, C =0.25, D = 25%, E = 0.30, 
F=—, G=0.60, Н =60%, 1 =0.85, 7 = 17 
Sg) ns, eR LEE 


Exercise 22 (page 36) 


1. 21.8kg 2. 9.72m 

3. (a) 496.4t (b) 8.657g (с) 20.735 4. 2.25% 
5. (a) 1496 (b) 15.67% (c) 5.3696 6. 37.86 
7. 14 minutes 57 seconds 8. 76g 9. £611 
10. 37.49% 11. 39.2% 12. 17% 13. 38.796 
14. 2.796 15. 5.60m 16. 3.5% 


Exercise 23 (page 38) 


1. 2.5% 2. 18% 3. £310 4. £175000 
5. £260 6. £20000 7. £9116.45 8. £50.25 
9. £39.60 10. £917.70 11. £185000 12. 7.296 
13. A 0.6kg, B 0.9kg, C 0.5kg 

14. 54%, 31%, 15%, 0.31 

15. 20000 Ко (or 20 tonnes) 

16. 13.5mm, 11.5mm 17. 600kW 


Chapter 6 


Exercise 24 (page 41) 

1. 36:1 2. 35:10r7:2 3. 47:3 

4. 96cm, 240ст 5. 5 hours or 5 hours 15 minutes 
6. £3680, £1840, £920 7. 12cm 8. £2172 


Exercise 25 (page 42) 


1. 1:15 2. 76ml 
5. 14.3kg 6. 25000kg 


3. 2596 4. 12.6kg 


Exercise 26 (page 43) 


1. £556 2. £66 3.264kg 4. 450g 5. 14.56kg 
6. (a) 0.00025 (b) 48MPa 7. (a) 440K (b) 5.76litre 


Exercise 27 (page 45) 
1. (а) 2mA (b) 25 V 2. 170 fr 3. 685.8mm 


4. 83 51007. 5. (a) 159.1 litres (b) 16.5 gallons 
6. 29.4MPa 7.584.2mm 8. $1012 


Exercise 28 (page 46) 


1. 3.5 weeks 2. 20 days 
3. (a) 9.18 (b) 6.12 (с) 0.3375 4. 50 minutes 
5. (a) 300 x 10? (b) 0.375 n? (c) 24 x 10? Pa 


Exercise 29 (page 48) 


1. 27 2. 128 3. 100000 4. 96 
6. +5 7. +8 8. 100 9. | 


5, 24 
10. 64 


Exercise 30 (page 50) 


1 
1. 128 2. 3° 3. 16 ЫГ 5.1 6. 8 


1 
7. 100 8. 1000 9. Tog 97991 10. 5 11. 7° 
12. 36 13.36 14. 34 15. 1 16. 25 
1 1 1 
17. — or — 18. 49 19. — or 0.5 20. 1 
35 243 2 


Exercise 31 (page 52) 


1 1 2 1 
1. : 3. 2 4. 
3 x 52 73 х 37 25 210 x 52 
1 2 
5. 9 6. +3 7. +- rl 
2 3 
147 1 1 
9, — 10 Ж 11 E 12, S 
148 56 45 
17 
13. --- 14. 64 15. 4- 
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Chapter 8 


Exercise 32 (page 55) 

1. cubic metres, m? 2. farad 

3. square metres, m? 4. metres per second, m/s 
5. kilogram per cubic metre, kg/m? 

6. joule 7. coulomb 8. watt 
9. radian or degree 10. volt 11. mass 
12. electrical resistance 13. frequency 

14. acceleration 15. electric current 

16. inductance 17. length 

18. temperature 19. pressure 

20. angular velocity 21. x10? 22. m, x10? 
23. x107!? 24. M, x10 

Exercise 33 (page 56) 


1. (a) 7.39 x 10 (b) 2.84 x 10 (c) 1.9762 x 102 

2. (a) 2.748 x 10? (b) 3.317 x 10^ (c) 2.74218 x 10? 
3. (a) 2.401 x 107! (b) 1.74 x 1072 (c) 9.23 х 1077 
4. (a) 1.7023 x 10? (b) 1.004 x 10 (c) 1.09 x 1072 
5 


. (a) 5 x 107! (b) 1.1875 x 10 
(c) 1.306 x 102 (d) 3.125 x 10? 


6. (a) 1010 (b) 932.7 (c) 54100 (d) 7 
7. (a) 0.0389 (b) 0.6741 (c) 0.008 
8. (a) 1.35 x 10? (b) 1.1 x 10? 
9. (a) 2 x 10? (b) 1.5 x 10? 
10. (а) 2.71 x 10? kgm^? (b) 4.4 x 107! 
(с) 3.7673 x 1020 (d) 5.11 x 107! MeV 


(e) 9.57897 x 107 Ckg^! 
(£) 2.241 x 107? m? mol! 


Exercise 34 (page 58) 

1. 60kPa 2. 150uW or 0.15 mW 
3. 50МУ 4. 55nF 

5. 100kW 6. 0.54mA or 540 LA 
7. 1.5MQ 8. 22.5mV 

9. 35 GHz 10. 15pF 

11. 17pA 12. 46.2kQ 

13. ЗһА 14. 2.025 MHz 

15. 50КМ 16. 0.3nF 

17. 62.50m 18. 0.0346kg 


19. 135x10? 20. 4x 10? 


Chapter 9 


Exercise 35 (page 62) 
1. —3a 2. a+2b+4c 
3, 3x —3x? — 3y — 2y? 4. 6ab—3a 
5. бх —Sy+8z 6. 1+ 2х 
7. 4х +2у +2 8. 32+ 56 
9. —2a—b+2c 10. = — y? 
Exercise 36 (page 64) 
1, pur 2. Ва? 3. ба? 
1 1 
4. 46 5. 5- 6. -- 
3 2 
І 2 
7. 6 eol 9. 5xz 
Ty 


10. 3a? +2ab — b? 

11. 6a? — 13ab + Зас — 5b? + bc 
1 

' 3b 

15. 2x — y 16. 3p+2q 17. 2a? - 2b? 


13. 3x 14. 2ab 


Exercise 37 (page 66) 
1. 28 2. a8 3. n? 
4. pu B np? 6. c^ 
1 
7. m* 8. x? or = 9, х12 
Х 
1 
10. y бо = 11.8 12. ci^ 
X 
1 1 
13. a?’ огу 14. 5712 or —5 15. 519 16. 579 
x Ж 
17, ат” 18. x “yz? or 
х4 
1 а2с 
19. хзу 2,13 20. a2b~2c or qa? 
Exercise 38 (page 67) 
1. а251/2с-2, 45 2. эн 3. a b6 сЗ/2 
2 
4. a7 4 с 5. РЯ 6. xy 1 
4-0 


6 3 
E 8. a11/6 51/3 с-3/2 ог all /b 
$ : 
ef мс 
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Exercise 39 (page 69) 
1. x? +5х +6 2 
3. 4х2 + 12x +9 4. 
5. Ax? +22х +30 6 
7. a? c 2ab +b? 8 
9. à? —2ac4 c? 10. 
11. 4х2-24х--36 12. 
13. 64х2--64х--16 14. 
15. 3ab — 6a? 16. 
17. 2a? -3ab —5b? 18. 
19. 7x — y — 4z 20. 
21. х2-4ху44)) 22. 
23. 0 24. 
25. 4ab — 8а? 26. 
27. 2:4-5p* 28. 


. 2x2 +9x +4 


2j?+2j—12 


. 2pqr + pu +r? 
. x? + 12x +36 


25x? +30х +9 
Ag? —9 

г252 +2rst +17 
2x? —2xy 

13p — 7q 
Да? — 25p? 

9a? — 6ab + b? 
4—a 

Зху -9x?y — 15x? 
114-2р 


Exercise 40 (page 71) 


. 2(x +2) 

. p(b4-2c) 

. 4d(d — 3f?) 

. 2q(q * 4n) 

. bc(a 4- D?) 

. 3xy(xy? — 5y +6) 

. Tab(3ab — 4) 

Я 2xy (x —2y? c Ax?y?) 


3x 


y 
. (ac b)(y +1) 
. (х — у)(а +b) 


2. 2x(y — 4z) 

4. 2х(1--2у) 

6. 4х(1--2х) 

8. х(1--3х 4-5х2) 
10. r(s-- p4t) 
12. 2pq? 2p? —5q) 
14. 2xy(y +3x - Ax?) 
16. 7у(4--у--2х) 

2r 


18. 0 19. P 


21. (p--q)(x +y) 
23. (a – 2b) Qx +3y) 


Exercise 41 (page 72) 


. 2x - 8x2 2: 

. 4b 15Ь2 4. 
3 

. 2 -4х 6. 


2 1 
. 10y -3+7 8. 


1 
. ба? 5a - = 10. 


--х-х2 12. 


92.1.4 
X е-е 
3 

—15t 


10a2 —3a 4-2 


Exercise 42 (page 75) 


1. 1 2, 2 3. 6 4. —4 5.2 
1 

6. 1 7.72 8. 5 9. 0 10. 3 
11. 2 12. -10 13.6 14. -2 15.25 
16.2 17. 6 18. —3 
Exercise 43 (page 76) 
1. 5 2. -2 3. -4- 4. 2 5, 12 

1 
6. 15 7. -4 8. 53 9. 2 10. 13 
11. —10 12. 2 13. 3 14. —11 15. —6 


16. 9 17. 6— 18.3 19. 4 20. 10 


4 
1 
21. +12 22. 3; 23. +3 24. +4 
Exercise 44 (раде 79) 
1. 1077 2. 8m/s? 3. 3.472 


4. (а) 1.89 (6) 30 
5. digital camera battery £9, camcorder battery £14 


6. 8000 7. 30m/s” 
Exercise 45 (page 80) 
1. 12cm,240cm* 2. 0.004 3. 30 
4. 45°C 5. 50 6. £312, £240 
7. 30kg 8. 12m,8m 9. 3.5N 
Chapter 12 
Exercise 46 (page 84) 
1. d=c-e-a—b 2. х= 5 
3. v= а 4. а = Е 
р t 
V 1 
. R=— --(- 
5 7 6. y 3 (t — x) 
С у= с 
7. г= — = 
r а= 8. х эт 
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Chapter 13 


I X 
4.23 10. L= 
PR 271 
Е 
11. RET 12. х-а(у-3) 
13 ca pp 32) 14. f= : 
22-23 7 2лСХс 
Exercise 47 (page 87) 
1. pa 
5 5 
d d 
2. х= o +d) ord 77 
3F—AL AL 
3. f= 3 or f=F- 3 
AB? К-К RR 
4. D=—— - 0 6 = 
SEy Roa Кі —R 
Е –е-– Іг Е-е 
7. R= or R= r 
Ї Ї 
y ay 
8. b= = —— 
(ға) /(у2 = b?) 
(26 
10. ,--- 11. u 2 Ji? —2as 
4x? 
360A 
12, r= (5) 13. a— N?y - x 
лӨ 
72 — R2 
14. L= , 0.080 
271 
Exercise 48 (page 89) 
М 
i a= |( 2-) 2. R= 4 (A +r) 
т--п It. 
A pee 4, pa CR 
(І--ж--у) и-т 
E с 6 (=) 
. — r = 
~v 1 — a? x+y 
2-2 
ppa АР на! AUTE А0 
2(p* +97) u— f 
2dgh 
9, t2 =t + —,55 10. v= — —- |.0.965 
СА (2) 
852 
П. L = — +d,2.725 
3d T 


Exercise 49 (page 92) 

1. х= 4, у = 2. х= 3,у=4 
3. x 2,у= 1.5 4. x 4, у= 1 
5. р= 2,9 = –1 6. x 1,у=2 
7-х =3,у=2 8. a=2,b=3 
9. a=5,b=2 10. х= 1, у= 1 
I1. $22,123 12. х-3,у--2 
13. m=2.5,n=05 14. а-6,5--1 
15. x 2, у= 5 16. c=2,d=-3 
Exercise 50 (page 94) 

1. р--1, q=-2 2. x=4,y=6 
3. a=2, b=3 4. s=4,t=-1 
5. x=3, y=4 6. u=12,v=2 
7. x=10,y=15 8. a = 0.30, b = 0.40 


Exercise 51 (page 96) 


1 1 1 1 
| a 2. а--,5--д 
2 4 3 2 
3 — 4. х-10 5 
«Р-ф4-5 exc ин 
5. c=3,d=4 6 r=3s=3 
7. х-5,у-1 8. 1 
Exercise 52 (page 99) 
1.а--0.2,5--4 2. П = 6.47, h = 4.62 
3.u=12,a=4,v= 26 4. £15500, £12 800 
5. m= —0.5,c=3 
6. a = 0.00426, Ro = 22.56 Q 7. а = 12, b = 0.40 
8. a —4,b —10 9. Е = 1.5, № = —4.5 
Exercise 53 (раде 100) 


1. х=2,у=1,:=3 
3. x=5,y=-l1,z=-2 


2. x 2, у= –2,:=2 
4. х= 4, у= 0, : = 3 
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5. x 22, y 24,z—-5 6x=1,y=6,z=7 
7. x 25, y 24, z-2 8. x=-4,y=3,7=2 


Exercise 57 (page 109) 


1. 11918 2. 0.345А 0r0.905A 3. 7.84cm 
9. х= 15, Y= 25,2=4.5 4. 0.619 ог 19.38m 5. 0.0133 
d dm E 2 6. 1.066т 7. 86.78ст 
Me dS cient 8. 1.835m ог 18.165m 9. 7m 


10. 12 ohms, 28 ohms 


Exercise 54 (page 104) Exercise 58 (page 110) 


1. 4ог-4 2. 4ог-8 3. 201-6 1. х= 1, y=3 and x = —3, y =7 
4 
E 2 2 1 2 1 
4. —1.5 or 1.5 цасаа 6. 2 or —2 4m ары and —12, y= —4 
7. 4 8. —5 9. 1 5 5 3 3 
10. —2 or —3 11. -Зог-7 12. 20r-1 3. х= 0, у= 4аіх =3,y=1 
13. 4ог-4 14. 20г7 15. —4 
16. 2 17. -3 18. Зог -3 
19. 2or-2 20. -15 ET Chapter 15 
3 8 8 
1 1 Exercise 59 (page 112 
22. 4 or —7 23. —1 or 1.5 24 gs (pag ) i 
1. 4 2, 4 3.3 4. -3 5.- 
1 4 1 1 
25. - ог-- 26. 1- ог 27 m 2 3 
z у 1 6. 3 7,42. 8. —2 9.1- 10 : 
2 4 1 ? m 2 "3 
28. - or —3 29. -ог-- 30. Тав 3 
3 2 4 2 1 
31. 52-4х-43-20 32. x243x—-10=0 11.2 12. 10000 13. 100000 14. 9 15. 32 


34. 452-8х-5-0 


! 3 
36. x2 —1.7x — 1.68 =0 16. 0.01 17. 16 18. е? 


Exercise 55 (page 106) Exercise 60 (page 115) 


1. —3.732 or —0.268 2. —3.137 or 0.637 1. log6 2. 10815 3. 1082 4. log3 
3. 1.468 ог —1.135 4. 1.290 or 0.310 5. 10512 6. log500 7. log100 8. log6 
5. 2.443 or 0.307 6. —2.851 or 0.351 9. log10 10. log1—0 11. log2 

12. 108243 or log3? or 51og3 

13. log16 or log2^ ог 41082 
Exercise 56 (page 107) 14. log64 ог 10226 ог 61052 
1. 0.637 or —3.137 2. 0.296 or —0.792 15.05 1615 17. х-25 18.:- 
3. 2781 ог0.719 4. 0.443 or —1.693 19. 5-2 20. х-2 21. a=6 22. x=5 
5. 3.608 ог 1.108 6. 1.434 or 0.232 
7. 0.851 or —2.351 8. 2.086 or —0.086 . 
9. 1.481 or —1.081 10. 4.176 or —1.676 Exercise 61 (page 116) 
11. 4 or 2.167 12. 7.141 or —3.641 1. 1.690 2. 3.170 3. 0.2696 4. 6.058 5. 2.251 
13. 4.562 or 0.438 6. 3.959 7. 2.542 8. —0.3272 9. 316.2 
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Chapter 16 


Exercise 62 (page 118) 


1. (a 0.1653 (b) 0.4584 (с) 22030 

2. (a) 5.0988 (b) 0.064037 (c) 40.446 
3. (a) 4.55848 (b) 2.40444 (с) 8.05124 
4. (a) 48.04106 (b) 4.07482 (c) —0.08286 
5. 2.739 6. 1207т 


Exercise 63 (page 120) 
1. 2.0601 2. (a) 7.389 (b) 0.7408 


3.1—2x?— =x? —2x4 


4. 2x2 4 25/2 4 9/2 4 1 13/2 
3 
| 1 
UA 4. 25 1/2 
TOU Cw 


Exercise 64 (page 122) 


1. 3.95,2.05 
3. (a) 28cm? (b) 116min 


2. 1.65, —1.30 
4. (a) 70°C (b) 5 minutes 


Exercise 65 (page 124) 


1. (а) 0.55547 (6) 0.91374 (с) 8.8941 

2. (a) 2.2293 (b) —0.33154 (с) 0.13087 

3. —0.4904 4. —0.5822 5. 2.197 6. 8162 
7. 0.8274 8. 11.02 9. 1.522 10. 1.485 
11. 1.962 12. 3 13. 4 


14. 147.9 15. 4.901 16. 3.095 
17. t= eotalnD 2 e? ealnD = e?e” 0“ іе. 7 = ор р“ 


18. 500 19. W= гүн(2) 
Ui 


Exercise 66 (page 127) 


1. (a) 150°C (b) 100.55C 2. 99.21КРа 

. (а) 29.32 volts (b) 71.31 x 10758 

. (а) 1.993m (b) 2.293m 5. (a) 50°C (b) 55.455 
. 30.37N 7. (a) 3.04A (b) 1.46s 
. 2.45 mol/cm? 9. (a) 7.07 A (b) 0.966s 
10. £2424 


oo 9 RU 


Exercise 67 (page 134) 


1. 


A 


. (a) —1 (b) —8 (c) —1.5 (d) 5 
. (a) 2 1.1 (b) —1.4 
. The 1010 rev/min reading should Бе 1070 rev/min; 


(a) Horizontal axis: 1 cm = АУ (or 1 cm = 5 V), 
vertical axis: 1 cm = 10Q 

(b) Horizontal axis: 1 cm — 5m, vertical axis: 
lcm =0.1 V 

(c) Horizontal axis: 1 cm = 10N, vertical axis: 
Іст = 0.2 mm 

3. 14.5 


(a) 1000 rev/min (b) 167 V 


Exercise 68 (page 140) 


1. 


. (а) 4, —2 (b) 


ala 2! 
. @ 2, 5 (93,-25 0 


. (a) 6, —3 (b) —2, 4 (с) 3,0 (d) 0,7 


1 2 
. (а) 2, (b) ye 


« (2, T) 


Missing values: —0.75, 0.25, 0.75, 2.25, 2.75; 


1 
Gradient = — 
2 


1,0 (c) —3, —4 (d) 0,4 


1 1 
2472 


2 


(с) : 2 (4) 10 45 
c , "Биг 
18 3 


2 3 3 


- (a) : (b) —4 (c) -15 


. (a) and (с), (b) and (e) 


9. (1.5,6) 10. (1,2) 


. (a) 89cm (b) 11N (c) 2.4 (d) ] 2 2.4 W 4-48 
. P=0.15W 43.5 


13. a= —20, b = 412 


Exercise 69 (page 144) 


1. 
. (a) 850 rev/min (b) 77.5 V 
. (a) 0.25 (b) I2 (c) F = 0.251 + 12 


oo N A Un ы 


(a) 40°C (b) 128Q 


(d) 89.5N (е) 592N (f) 212N 


. —0.003, 8.73 

. (а) 22.5 m/s (b) 6.43s (c) v = 0.7t +15.5 

. m = 26.9L — 0.63 

. (a) 1.317 (b) 22.89% (c) F = —0.09 W 4- 2.21 
. (a) 96 x 10? Pa (b) 0.00022 (c) 28.8 x 109 Pa 
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9. (a) : (b)6(c) E = гі. 4-6 (d) 12N (e) 65N 


10. a = 0.85, b = 12, 254.3 kPa, 275.5 kPa, 280K 


Chapter 18 


Exercise 70 (page 149) 

1. (a) y (b) х?(с)с(4)4 2. (a) y (D Vx (Ob(d)a 
1 

3. (a) y (b) = (c) f de 4. (а) 5 (5) х (с) Б (4) с 


5, (a) 509) 5 (c) a (d) b 
6. a=1.5,b=0.4,11.78mm? 7. у= 2х2 +7,5.15 
8. (a) 950 (b) 317 kN 

9. a=0.4,b = 8.6 (i) 944 (ii) 11.2 


Exercise 71 (page 154) 


. (a) Igy (b) x (с) Іва (d) lgb 

. (a) Igy (b) lgx (с) L (d) lgk 

. (a) Iny (b) x (c) n (d) Inm 

I = 0.0012 V?, 6.75 candelas 

a =3.0,b=0.5 

a = 5.7, b = 2.6, 38.53, 3.0 

Ro = 26.0, c = 1.42 8. y = 0.08е0-24х 
. Ty = 35.43, u = 0.27, 65.0 №, 1.28 radians 


Chapter 19 


Ехегсіѕе 72 (раде 156) 


en Awa WN 


1. x 2,y-4 2. x 2l,y- 

3, Xx—235,y-215 4. х--1,у-2 
5. x 223, y 2—12 6 x=-2,y=-3 
7. а= 0.4, b = 1.6 

Exercise 73 (page 160) 


1. (a) Minimum (0, 0) (b) Minimum (0, —1) 
(c) Maximum (0, 3) (d) Maximum (0, —1) 
. —0.4 or 0.6 3. —3.9 or 6.9 
. —1.l or 4.1 5. —1.8 or 2.2 
x = —1.5 or —2, Minimum at (—1.75, —0.1) 
x = —0.7 or 1.6 8. (a) +1.63 (b) 1 or —0.3 


Ағымы 


9. (—2.6, 13.2), (0.6, 0.8); x = -2.6 or 0.6 


10. x = —1.2 or 2.5 (a) —30 (b) 2.75 and —1.50 
(c) 2.3 or —0.8 


Exercise 74 (page 161) 


1. x = 4, y = 8 and x = —0.5, y = —5.5 
2. (a) x = —1.5 or 3.5 (b) x = —1.24 or 3.24 
(c) x 2 —1.5 or 3.0 


Exercise 75 (page 162) 


1 x = —2.0, —0.5 or 1.5 
2. x = —2, 1 or 3, Minimum at (2.1, —4.1), 
Maximum at (—0.8, 8.2) 


3. x—l 4. x = —2.0,0.4 or 2.6 

5. x =0.7 or 2.5 

6. x = —23,1.0 or 1.8 7. х= —1.5 
Chapter 20 

Exercise 76 (page 167) 

1. 82?27 2. 27954! 3. 519117 4. 100%6/52” 


5. 15944717” 6. 869497117 7. 72.55? 8. 27.754° 
9. 37257” 10. 58?22'52" 


Exercise 77 (page 169) 


1. reflex 2. obtuse 3. acute 4. right angle 


5. (а) 21? (b) 62°23’ (c) 48256/17” 

6. (а) 102? (b) 165? (c) 10918/49” 

7. (a) 60? (b) 110? (c) 75? (d) 143? (e) 140? 

(f) 20? (g) 129.3? (h) 79? (1) 54? 

8. Transversal (a) 1 & 3,2& 4,5 & 7,6 & 8 
(D1&2,2&3,3&4,4& 1,5 & 6,6 & 7, 
7&8,8&5,3&8,1 &6,4&70г2 & 5 
(с) 1 5,2 & 6,4 &8, 3 &7 (4) 3 & 50ог2 & 8 

9. 59920 10. a=69°,b=21°,c=82° 11. 51° 

12. 1.326гаа 13. 0.605гаа 14. 40°55' 


Exercise 78 (раде 173) 


1. (а) acute-angled scalene triangle 
(b) isosceles triangle (c) right-angled triangle 
(d) obtuse-angled scalene triangle 
(e) equilateral triangle (f) right-angled triangle 
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2. а= 40°, b = 82°, c = 66°, 
а = 75°, е= 30°, f = 75° 


. DE DE 4. 52? 5. 122.5? 

ф = 51°, x = 161° 

. 40°, 70°, 70°, 125°, isosceles 

. a=18°50',b=71°10',c = 68°, d = 90°, 
e=22°, f = 49°, g = 41° 


9. а = 103°, = 55°, с = 77°, d = 125°, 
e= 55°, f = 22°, g = 103°,h=77°, 
і = 103°, j = 77°, k = 81° 
10. 17° 11. A = 37°, B = 60°, E = 83° 


е ме (ә 


Exercise 79 (раде 176) 


1. (а) congruent ВАС, DAC (SAS) 
(b) congruent ЕСЕ, ЈНІ (SSS) 
(с) not necessarily congruent 
(d) congruent ORT, SRT (RHS) 
(e) congruent UVW, XZY (ASA) 


2. proof 


Exercise 80 (page 178) 


1. x =16.54mm, y —4.18mm 2. 9cm, 7.79ст 
З. (а) 2.25cm (b) Аст 4.3m 


Exercise 81 (page 180) 


1-5. Constructions — see similar constructions in 
worked problems 30 to 33 on pages 179—180. 


Chapter 21 


Exercise 82 (page 182) 


1. 9cm 2. 24m 3. 9.54 mm 
4. 20.81ст 5. 7.21т 6. 11.18сш 
7. 24.11 тт 8. 824 152 = 172 


9. (a) 27.20cm each (b) 45° 10. 20.81 km 
11. 3.35 m, 10cm 12. 132.7 nautical miles 
13. 2.94mm 14. 24mm 
Exercise 83 (page 185) 
А 9 40 40 
1. sin Z = —,cosZ = —,tanX = —,cosX = 
41 41 9 41 


4 
2. sin A = anis шиг : 
4 5 


cosB = 


3. sn A = —,tanA = — 
17 15 


1 
4. sinX = m 9994 


6. (a) sind (b) сов0 а 
. (а) sind = — (b) соѕ0 = — 
25 25 


7. (а) 9.434 (b) —0.625 


Exercise 84 (page 187) 


1. 2.7550 2. 4.846 3. 36.52 
4. (a) 0.8660 (b) —0.1010 (c) 0.5865 
5. 42.33? 6. 15.25° 7. 73.78? 
9. 319227 10. 419547 11. 29.05? 
13. 0.3586 14. 1.803 


8. 7°56! 
12. 20921/ 


Exercise 85 (page 189) 

1. (а) 12.22 (5) 5.619 (с) 14.87 (4) 8.349 
(е) 5.595 (f) 5.275 

2. (a) АС = 5.831 cm, ZA = 59.04?, ZC = 30.96? 
(b) DE = 6.928cm, ZD = 30°, ZF = 60° 
(с) ZJ = 62°, HJ = 5.634ст, GH = 10.59 ст 
(d) ZL = 63°, LM = 6.810 cm, KM = 13.37 cm 
(е) ZN = 26°, ON = 9.125cm, NP = 8.201 cm 
(f) ZS = 49°, RS = 4.346cm, QS = 6.625cm 

3. 6.54m 4. 9.40mm 


Exercise 86 (page 192) 


1. 36.15m 2.48m 3.249.5m 4.110.1m 
5. 53.0m 6.9.50m 7. 107.8 т 
8.9.43 т, 10.56 т 9. 60m 


Chapter 22 


Exercise 87 (page 198) 


1. (a) 42.78? and 137.22? (b) 188.53? and 351.47? 
2. (a) 29.08? and 330.92? (b) 123.86? and 236.14? 
3. (a) 44.21? and 224.21? (b) 113.12? and 293.12? 
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4. t = 12297” and 237°53’ 
5. a = 218941” and 321919” 
6. 0 — 39?44' and 219?44' 


Exercise 88 (page 202) 
1. 5 2. 180? 3. 30 4. 120? 
5. 1,1209 6. 2,144? 7. 3,90? 8. 5,720? 


7 
9. 25150” 10. 6,360° 11. 4,180° 12. 5ms 


13. 40Hz 14. 100,5 or 0.1 ms 
15. 625Hz 16. leading 17. leading 


Exercise 89 (page 203) 


1. (a) 40 (b) 25 Hz (c) 0.04s or 40 ms (c) 25 Hz 
(d) 0.29 rad (or 16.62?) leading 40 sin50zt 


2. (a) 75cm (b) 6.37 Hz (c) 0.157s 
(d) 0.54 rad (or 30.94?) lagging 75 sin 40t 


3. (a) 300 V (b) 100 Hz (c) 0.01s or 10 ms 
(d) 0.412 rad (or 23.61?) lagging 300 sin 200zt 


4. (a) v= 120sin100zt volts 
(b) v = 120sin(100zt + 0.43) volts 


Л 
Б: iz 20 sin (80x1 = =) А or 
i = 20sin(807ztt — 0.524)A 
6. 32sin(100z: 4-0.488) m 


7. (a) 5A, 50Hz, 20 ms, 24.75? lagging 
(b) —2.093A (c) 4.363 A (d) 6.375 ms (e) 3.423 ms 


Chapter 23 


Exercise 90 (page 207) 


1. C=83°,a= 14.1 mm, c = 28.9 mm, 
area — 189mm? 
2. А = 52°2!, с = 7.568cm, a = 7.152cm, 
area = 25.65 cm? 
3. D = 19°48’, E = 134?12/, e = 36.0cm, 
area — 134cm? 
4. E =49°0', Е = 26?38', f = 15.08 mm, 
area — 185.6mm? 
5. J = 44?29', L = 99°31’, 1 = 5.420 cm, 
area = 6.132cm?, or, J = 135°31/, L = 8°29, 
1= 0.811ст, area = 0.917 cm? 
6. K = 47°8', J = 97°52/, j = 62.2 тт, 
area = 820.2 mm? ог К = 132°52/, J = 12°8/, 
j = 13.19 mm, area = 174.0 mm? 


Exercise 91 (page 209) 

1. р= 13.2ст, Q = 47.35°, R = 78.65°, 
area = 77.7 cm? 

2. p=6.127m, О = 30.83°, R = 44.17°, 
area = 6.938 m2 

3. X = 83.33°, Y = 52.622, Z = 44.05°, 
area = 27.8cm? 

4. Z=29.77°, Y = 53.50°, Z = 96.73°, 
area = 355mm? 


Exercise 92 (page 210) 


1. 193km 2. (a) 122.6m (b) 94.80°, 40.66°, 44.54? 
3. (а) 11.4 m (b) 17.55? 4. 163.4m 

5. ВЕ = 3.9 т, EB=4.0m _ 6. 6.35m, 5.37m 

7. 32.48A, 14.31° 


Exercise 93 (page 212) 


1. 80.42°, 59.38°, 40.20° 2. (а) 15.23 m (b) 38.07° 
3. 40.25сш, 126.05° 4.19.8cm 5.36.2 
6. x = 69.3mm, y= 142mm 7. 130° 8.13.66 mm 


Chapter 24 


Exercise 94 (page 215) 


. (5.83, 59.04?) ог (5.83, 1.03 rad) 

. (6.61, 20.82?) or (6.61, 0.36 rad) 

. (4.47, 116.57?) or (4.47, 2.03 rad) 

. (6.55, 145.58?) or (6.55, 2.54 rad) 

. (7.62, 203.20?) or (7.62, 3.55 rad) 

. (4.33, 236.31?) or (4.33, 4.12 rad) 

. (5.83, 329.045) or (5.83, 5.74 rad) 

. (15.68, 307.75?) or (15.68, 5.37 rad) 


-120 WY = 


Exercise 95 (page 217) 


1. (1.294, 4.830) 2. (1.917, 3.960) 

. (—5.362, 4.500) 4. (—2.884, 2.154) 

.(—9.353, —5.400) 6.(-2.615,-3.207) 

. (0.750, —1.299) 8. (4.252, —4.233) 

. (а) 40218°, 40790*, 40/ 162°, 407234?, 407306? 
(b) (38.04, 12.36), (0, 40), (—38.04, 12.36), 
(—23.51, —32.36), (23.51, —32.36) 

10. 47.0 mm 


5-31 0 Ww 
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Chapter 25 


Exercise 96 (page 221) 


1. p=105°,g=35° 2. r= 142°, s = 95° 
3. t = 146° 


Exercise 97 (page 225) 


1. (1) rhombus (a) 14 cm? (b) 16cm (ii) parallelogram 
(a) 180 mm? (b) 80 mm (iii) rectangle (a) 3600 mm? 
(b) 300 mm (iv) trapezium (a) 190 cn? (b) 62.91cm 

2.35.7cm? 3.(a)80m(b)170m  4.272cm? 

5. 18cm 6. 1200 mm 


7. (a) 29cm? (b) 650 mm? 8. 560 n? 
9.34cm 10. 6750 mm? 11. 43.30 cm? 
12. 32 

Exercise 98 (page 226) 

1. 482 m2 


2. (а) 50.27 cm? (b) 706.9 mm? (c) 3183 mm 
3.2513mm? 4. (а) 20.19 mm (b) 63.41 mm 
5. (а) 53.01 cm? (b) 129.9mm? 6.5773 mm? 
7. 1.89 т2 


Ехегсіѕе 99 (раде 228) 
1. 1932mm? 2. 1624mm? 3. (а) 0.918ha (b) 456m 


Ехегсіѕе 100 (раде 229) 
1. 80һа 2.80m? 3. 3.14һа 


Chapter 26 


Exercise 101 (раде 231) 


1. 45.24сш 2. 259.5 тт 3. 2.629сш 4. 47.68 ст 
5. 38.73cm 6. 12730 ктп 7. 97.13 mm 


Exercise 102 (раде 232) 
л 5л 5л 
1. (a) 6 (b) 12 (c) A 


2. (a) 0.838 (b) 1.481 (c) 4.054 
3. (a) 210° (b) 80° (c) 105° 
4. (а) 0°43’ (b) 15498” (с) 414953” 


Exercise 103 (page 234) 
1. 113cm? 2. 2376 mm? 3. 1790 mm? 
4. 802mm? 5. 1709mm? 6. 1269 m? 
7. 1548m? 8. (a) 106.0 cm (b) 783.9 cm? 
9. 21.46m? 10. 17.80 cm, 74.07 cm? 
11. (a) 59.86 mm (b) 197.8 mm 12. 26.2 cm 
13. 8.67cm, 54.48cm 14. 82.5° 15. 748 
16. (a) 0.698 rad (b) 804.2 m? 17. 10.47 m? 
18. (a) 396mm? (b) 42.24% 19. 701.8mm 
20. 7.74mm 
Exercise 104 (page 237) 
1. (a) 2 (b) (3, —4) 2. Centre at (3, —2), radius 4 
3. Circle, centre (0, 1), radius 5 
4. Circle, centre (0, 0), radius 6 


Chapter 27 


Exercise 105 (page 243) 


1. 1.2m 2. 5cm? 3. 8cm? 

4. (a) 3840 mm? (b) 1792 mm? 

5. 972 litres 6. 15ст?, 135g 7. 500 litres 
8. 1.44m? 9. (а) 35.3сш (b) 61.3 cm? 
10. (a) 2400cm? (b) 2460cn? 11. 37.04m 
12. 1.63сш 13. 8796cm? 

14. 4.709cm, 153.9 сіп? 

15. 2.99сш 16. 28060cm?, 1.099 m? 

17. 8.22mby 8.22m 18. 62.5 min 

19. 4cm 20. 4.08 т? 

Exercise 106 (page 246) 

1. 201.1cm?, 159.0cm? 2. 7.68cm?, 25.81 cm? 


. 113.1cm?, 113.1 cm? 4.5.131cm 5.3cm 
. 2681 mm? 7. (a) 268083 mm? or 268.083 cm? 


(b) 20 106 mm? or 201.06 cm? 


. 8.53cm 
. (а) 512 x 106 km? (b) 1.09 x 1012 km? 10. 664 


Exercise 107 (page 251) 


1. 


2 
4. 
6 


5890 mm? or 58.90 cm? 


. (a) 56.55сш (b) 84.82 cm? 3. 13.57kg 


29.32 cm? 5. 393.4m? 


. (4) (a) 670 cm? (b) 523 cm? (ii) (а) 180 cm? 


(b) 154cm? Gii) (a) 56.5 cm? (b) 84.8 cm? 
(iv) (a) 10.4cm? (b) 32.0 cm? (v) (a) 96.0 cm? 
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(b) 146 cm? (vi) (a) 86.5 cm? (b) 142 cm? 
(vii) (a) 805 cm? (b) 539 cm? 


7. (a) 17.9 cm (b) 38.0 cm 8. 125cm? 
9. 10.3m?, 25.5 m? 10. 6560 litres 
11. 657.1 cm?, 1027 cn? 12. 220.7 cm? 


13. (a) 1458 litres (b) 9.77 m? (c) £140.45 


Exercise 108 (page 255) 


1. 147 cn?, 164cm? 2. 403cn?,337cm? 
3. 10480 n?, 1852 m2 4. 1707 cm? 


5. 10.69cm 6. 55910cm?, 6051 cm? 
7. 5.14ш 
Exercise 109 (page 256) 


1.8:125 2. 1372g 


Chapter 28 


Exercise 110 (page 259) 


1. 4.5 square units 2. 54.7 square units 3. 63.33m 
4. 4.70ha 5. 143 т? 


Exercise 111 (page 260) 


1. 42.59 т? 2. 147m? 3. 20.42 m? 


Ехегсіѕе 112 (раде 263) 


1. (а) 2А (b) 50У (с) 2.5А 
3. 0.093 As, 3.1A 
5. 49.13cm?, 368.5 kPa 


Chapter 29 


Exercise 113 (page 266) 


2. (a) 2.5V (b) ЗА 
4. (a) 31.83V (b) O 


1. A scalar quantity has magnitude only; a vector 
quantity has both magnitude and direction. 

2. scalar 3. scalar 4. vector 5. scalar 

6. scalar 7. vector 8. scalar 9. vector 


Exercise 114 (page 273) 


. 17.35N at 18.00? to the 12 N force 

. 13m/s at 22.62? to the 12 m/s velocity 

. 16.40 N at 37.57? to the 13N force 

. 28.43N at 129.30? to the 18N force 

. 32.31 т at 21.80? to the 30 m displacement 


о ы WN = 


. 14.72N at —14.72? to the 5 N force 

. 29.15 m/s at 29.04? to the horizontal 

. 9.28 N at 16.70? 9. 6.89 m/s at 159.56? 
. 15.62 N at 26.33? to the 10 № force 

. 21.07 knots, E 9.2295 


ті кі 
m SONA 


Exercise 115 (page 276) 


1. (а) 54.0 N at 78.16° (b) 45.64 Хаг 4.66? 
2. (a) 31.71 m/s at 121.81° (b) 19.55 m/s at 8.63? 


Exercise 116 (page 277) 


1. 83.5 km/h at 71.6? to the vertical 
2. 4minutes 55 seconds, 60° 
3. 22.79 km/h, E 9.78? N 


Exercise 117 (page 277) 


1. i—j—4k 2. 4i - j — 6k 

3 epe] =k 4. 5i — 10k 

5. —3i +27j — 8k 6. —5i + 10k 

7. i+7.5j—4k 8. 20.5j — 10k 
9. 3.60 --4.4j —69k 10. 2i - 40j — 43k 


Chapter 30 


Exercise 118 (page 279) 


1. 4.5sin(A + 63.5?) 

2. (а) 20.9 sin(wt + 0.62) volts 
(b) 12.5sin(ct — 1.33) volts 

З. 13sin(ot + 0.395) 


Exercise 119 (page 281) 


1. 4.5sin(A + 63.5?) 

2. (a) 20.9 sin(wt + 0.62) volts 
(b) 12.5 sin(wt — 1.33) volts 

З. 13 sin(wt + 0.395) 


Exercise 120 (page 283) 


1. 4.5 sin(A + 63.5?) 
2. (а) 20.9 sin(wt + 0.62) volts 
(b) 12.5 sin(wt — 1.33) volts 
З. 13 sin(@t + 0.395) 4. 11.11 sin(@t + 0.324) 
5. 8.73 sin(wt — 0.173) 


Exercise 121 (page 284) 


1. 11.11 sin(wt + 0.324) 2. 8.73 sin(wt — 0.173) 
3. i = 21.79 sin(wt — 0.639) 
4. v = 5.695 sin(wt + 0.670) 
5. x = 14.38 sin (wt + 1.444) 
6. (a) 305.3 sin(314.2t — 0.233) V (b) 50 Hz 
7. (a) 10.21 sin(628.3t + 0.818) V (b) 100 Hz 
(c) 10 ms 
8. (a) 79.83 sin(3007t + 0.352)V (b) 150 Hz 
(c) 6.667 ms 


Chapter 31 


Exercise 122 (page 288) 


1. (a) continuous (b) continuous (c) discrete 
(d) continuous 
2. (a) discrete (b) continuous (c) discrete (d) discrete 


Exercise 123 (page 292) 


1. Ifone symbolis used to represent 10 vehicles, work- 
ing correct to the nearest 5 vehicles, gives 3.5, 4.5, 
6, 7, 5 and 4 symbols respectively. 

2. If one symbol represents 200 components, working 
correct to the nearest 100 components gives: Mon 8, 
Tues 11, Wed 9, Thurs 12 and Fri 6.5. 

3. 6 equally spaced horizontal rectangles, whose 
lengths are proportional to 35, 44, 62, 68, 49 and 
41, respectively. 

4. 5 equally spaced horizontal rectangles, whose 
lengths are proportional to 1580, 2190, 1840, 2385 
and 1280 units, respectively. 

5. 6 equally spaced vertical rectangles, whose heights 
are proportional to 35, 44, 62, 68, 49 and 41 units, 
respectively. 

6. 5 equally spaced vertical rectangles, whose heights 
are proportional to 1580, 2190, 1840, 2385 and 1280 
units, respectively. 

7. Three rectangles of equal height, subdivided in the 
percentages shown in the columns of the question. 
P increases by 20% at the expense of Q and R. 

8. Four rectangles of equal height, subdivided as fol- 
lows: week 1: 18%, 7%, 35%, 12%, 28%; week 2: 
20%, 8%, 32%, 1396, 27%; week 3: 22%, 10%, 29%, 
14%, 25%; week 4: 20%, 9%, 27%, 19%, 25%. 
Little change in centres A and B, a reduction of 
about 8% in C, an increase of about 7% in D anda 
reduction of about 3% in E. 

9. А circle of any radius, subdivided into sectors hav- 
ing angles of 7.5?, 22.5?, 52.5?, 167.5? and 110°, 
respectively. 
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10. A circle of any radius, subdivided into sectors hav- 
ing angles of 107?, 1562, 2929 and 68^, respectively. 
11. (a) £495 (b) 88 12. (a) £16 450 (b) 138 


Exercise 124 (page 297) 


1. There is no unique solution, but one solution is: 


39.3-30.4 1, 39.5-39.6 5; 39.7-39.8 09, 
39.9-40.0 17; 40.1—40.2 15;40.3-40.4 7; 
40.5-40.6 4; 40.7-40.8 2. 

2. Rectangles, touching one another, having mid- 
points of 39.35, 39.55, 39.75, 39.95,... апа 
heights of 1, 5,9, 17,... 

3. There is no unique solution, but one solution is: 
20.5-20.9 3;21.0-21.4 10; 21.5-21.9 11; 
22.0-22.4 13; 22.5-22.9 9; 23.0-23.4 2. 

4. There is no unique solution, but one solution is: 
1-10 3;11-19 7; 20-22 12;23-25 11; 
26-28 10;29-38 5;39-48 2. 


5. 20.95 3; 21.45 13; 21.95 24; 22.45 37; 22.95 46; 
23.45 48 


6. Rectangles, touching one another, having mid- 
points of 5.5, 15, 21, 24, 27, 33.5 and 43.5. The 
heights of the rectangles (frequency per unit class 
range) are 0.3, 0.78, 4, 4.67, 2.33, 0.5 and 0.2. 

7. (10.95 2), (11.45 9), (11.95 19), (12.45 31), (12.95 
42), (13.45, 50) 

8. A graph of cumulative frequency against upper class 
boundary having co-ordinates given in the answer 
to problem 7. 


9. (a) There is no unique solution, but one solution is: 


2.05-2.09 3; 2.10-2.14 10; 2.15-2.19 11; 
2.20-2.24 13;2.25-2.29 9; 2.30-2.34 2. 


(b) Rectangles, touching one another, having mid- 
points of 2.07, 2.12, ... and heights of 3, 10,... 


(c) Using the frequency distribution given in the 
solution to part (a) gives 2.0953; 2.14513; 
2.195 24; 2.245 37; 2.295 46; 2.345 48. 


(d) A graph of cumulative frequency against upper 
class boundary having the co-ordinates given 
in part (c). 


Chapter 32 


Exercise 125 (page 300) 


1. Mean 7.33, median 8, mode 8 
2. Mean 27.25, median 27, mode 26 


354 Basic Engineering Mathematics 


3. Mean 4.7225, median 4.72, mode 4.72 
4. Mean 115.2, median 126.4, no mode 


Exercise 126 (page 301) 


1. 23.85kg 2. 171.7cm 

3. Mean 89.5, median 89, mode 89.2 

4. Mean 2.02158 cm, median 2.02152 cm, mode 
2.02167 cm 


Exercise 127 (page 303) 


1. 4.60 2. 2.83 uF 
3. Mean 34.53 MPa, standard deviation 0.07474 MPa 
4. 0.296kg 5. 9.394cm 6. 0.00544 cm 


Exercise 128 (page 304) 


1. 30, 25.5, 33.5 days 2. 277, 26, 33 faults 

3. Qı = 164.5cm, Q2 = 172.5 ст, Оз = 179cm, 
7.25cm 

4. 37 and 38; 40 and 41 5. 40, 40, 41; 50, 51, 51 


Chapter 33 


Exercise 129 (page 308) 
2 7 

1. (a) 9 or 0.2222 (b) 9 or 0.7778 
23 47 

2. (a) — or 0.1655 (b) — or 0.3381 
139 139 


(c) Hm or 0.4964 
139 


1-24 
шыла ag uus 
ОРА 
gv 


5. (a) 


5 5 15 
6. (a) (b) (c) : (4) 
. (a С 
250 200 1000 50000 


Exercise 130 (page 311) 


1. (a) 0.6 (b) 0.2 (c) 0.15 
3. 0.0768 

5. (a) 89.3896 (b) 10.25% 
6. (а) 0.0227 (b) 0.0234 (c) 0.0169 


Chapter 34 


Exercise 131 (page 313) 
1. 1,5,21,9,61 2. 0, 11, —10, 21 


2. (a) 0.64 (b) 0.32 
4. (a) 0.4912 (b) 0.4211 


3. proof 


Exercise 132 (page 314) 
1. 16,8 


Exercise 133 (page 317) 


1. 28x3 2. 2 3. 2х-1 
1 
4. 6x7 —5 5. ——; 6. 0 
X 
2 
7, 1+5 8. 15x^ — 8x3 + 15x? 4+ 2x 
m 
6 1 
9, —— 10. 4—8 11. 
x^ 1 2./х 
3 3 
12. = 13. —— 
2 x4 
3 
16. 1+ —— 17. 2x -2 
+ т x 
10 7 4 
18. —— + —— 19. 6r-12 20. 1—— 
x* үх 4? 


1 
21. (a) 6 (b) 6 (c) 3 (d) 


22, 19x 53 (a) —15 (b) 21 
23. 6x? +6x — 4,32 


1 1 7 
6 9 g 9) 


24. —6x? +4, —9.5 


Exercise 134 (page 320) 


1. (a) 12cos3x (b) —12sin6x 

2. 6cos30 + 1051п20 3. —0.707 4. —3 
5. 2770.2 A/s 6. 1393.4 V/s 

7. 12cos(4t 4- 0.12) + 6sin(3t — 0.72) 


Exercise 135 (page 321) 


1 15635 (b ы 
- (а) 1567 ( уан 
4. 2.80 


Exercise 136 (page 322) 
1. (a) —1 (b) 16 
4 2 А б 
2. — + = + 10sin5x — 12cos2x + —— 
х х e 


Exercise 137 (page 322) 


1. (a) 36x? + 12x (b) 72x + 12 2. 84 3 
3. (a) 2 + i + Б (b) —4.95 

5 05 ғ WP 
4. —12sin2t — cost 5. — : 


02 
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i 7 
Exercise 138 (page 324) 10. (a) 5 sin2x +e (b)-3c0530-c 
1. -2542А/8 2. (a) 0.16cd/V (b) 312.5 V ; А 
3. (а) —1000 V/s (b) —367.9 V/s П. ооа о 2” 
4. —1.635Pa/m 2 3 
3 -2 
12. (a) ze? +c (b) ——+c 
Chapter 35 8 15655 
2 u? 
Exercise 139 (page 328) I3. (а) ginx+e (by ere 
Tae ;, 18 4 
1. (а) 4х-4с O 2+ 14. (а) S/x c 8/3 + V e 
5 3 1 4r? 
2. (а) px" +e (b = te та T c 
2 4 5 4 
З. (а) 157 +c (b) 24” +c 


4 Oe 5 Dr b) 21 34 Exercise 140 (page 330) 
. (a 45 E с m Te 1. (a) 1.5 (0) 0.5 


3. (a) 6 (b) —1.333 

5. (a) 10.67 (b) 0.1667 
7. (a) 1 (b) 4.248 
9 


. (a) 105 (b) —0.5 

. (a) —0.75 (b) 0.833 
(a) 0 (b) 4 

. (a) 0.2352 (b) 2.638 


3x2 03 
5. (à) —-— Sete (b) 46 +20? + = +e 


е A Ron 


5 
6. (a) 5395-20 8 +c 


(b) 34 2 3 n ГЭР” . (а) 19.09 (b) 2.457 10. (a) 0.2703 (b) 9.099 
4 3 2 
7. (8) е (b) - +e 
3x 4x? Exercise 141 (page 334) 
8. (a) NC ЭР (b) Ur 1. proof 2. proof 3. 32 4. 29.33 Хш 
5 9 50375 6. 7.5 7d 
9. а) ec w xc 8. 1.67 9. 2.67 10. 140m 


Index 


Acute angle, 165 
Acute angled triangle, 171 
Adding waveforms, 278 
Addition in algebra, 62 
Addition law of probability, 307 
Addition of fractions, 10 
numbers, 1, 18 
two periodic functions, 278 
vectors, 267 
by calculation, 270 
Algebra, 61, 68 
Algebraic equation, 61, 73 
expression, 73 
Alternate angles, 165, 191 
Ambiguous case, 207 
Amplitude, 199 
Angle, 165 
Angle, lagging and leading, 200 
types and properties of, 165 
Angles of any magnitude, 196 
depression, 191 
elevation, 191 
Angular measurement, 165 
velocity, 202 
Annulus, 226 


Arbitrary constant of integration, 325 


Arc, 231 
Arc length, 233 
Area, 219 
Area of common shapes, 219, 221 
under a curve, 330 
Area of circle, 222, 233 
common shapes, 219 
irregular figures, 257 
sector, 222, 233 
similar shapes, 229 
triangles, 205 
Arithmetic, basic, 1 
Average, 299 
value of waveform, 260 
Axes, 130 


Bar charts, 289 
Base, 47 
Basic algebraic operations, 61 
BODMAS with algebra, 71 
fractions, 13 
numbers, 6 


Boyle’s law, 46 
Brackets, 6, 68 


Calculation of resultant phasors, 281, 
283 
Calculations, 22, 28 
Calculator, 22 
addition, subtraction, multiplication 
and division, 22 
fractions, 26 
л and e* functions, 28, 118 
reciprocal and power functions, 24 
roots and x 10* functions, 25 
square and cube functions, 23 
trigonometric functions, 27 
Calculus, 313 
Cancelling, 10 
Cartesian axes, 131 
co-ordinates, 214 
Charles’s law, 42, 142 
Chord, 230 
Circle, 222, 230, 233 
equation of, 236 
properties of, 230 
Circumference, 230 
Classes, 293 
Class interval, 293 
limits, 295 
mid-point, 293, 295 
Coefficient of proportionality, 45 
Combination of two periodic functions, 
278 
Common factors, 69 
logarithms, 111 
prefixes, 53 
shapes, 219 
Complementary angles, 165 
Completing the square, 105 
Cone, 245 
frustum of, 252 
Congruent triangles, 175 
Construction of triangles, 179 
Continuous data, 288 
Co-ordinates, 130, 131 
Corresponding angles, 165 
Cosine, 27, 183 
graph of, 195 
Cosine rule, 205, 281 
wave, 195 


Cross-multiplication, 75 
Cube root, 23 
Cubic equation, 161 
graphs, 161 
units, 240 
Cuboid, 240 
Cumulative frequency distribution, 
293,297 
curve, 293 
Cycle, 199 
Cylinder, 241 


Deciles, 304 
Decimal fraction, 216 
places, 13, 18 
Decimals, 16 
addition and subtraction, 19 
multiplication and division, 19 
Definite integrals, 328 
Degrees, 27, 165, 166, 232 
Denominator, 9 
Dependent event, 307 
Depression, angle of, 191 
Derivatives, 315 
standard list, 321 
Derived units, 53 
Determination of law, 147 
involving logarithms, 150 
Diameter, 230 
Difference of two squares, 103 
Differential calculus, 313 
coefficient, 315 
Differentiation, 313, 315 
from first principles, 315 
of ax", 315 
of e^* and In ax, 320 
of sine and cosine functions, 318 
successive, 322 
Direct proportion, 40, 42 
Discrete data, 288 
standard deviation, 302 
Dividend, 63 
Division in algebra, 62 
Division of fractions, 12 
numbers, 3, 4, 19 
Divisor, 63 
Drawing vectors, 266 


Index 357 


Elevation, angle of, 191 
Engineering notation, 57 
Equation of a graph, 135 
Equations, 73 

circles, 236 

cubic, 161 

indicial, 115 

linear and quadratic, simultaneously, 

110 

quadratic, 102 

simple, 73 

simultaneous, 90 
Equilateral triangle, 171 
Evaluation of formulae, 28 

trigonometric ratios, 185 
Expectation, 306 
Exponential functions, 118 

graphs of, 120 
Expression, 73 
Exterior angle of triangle, 171 
Extrapolation, 133 


Factorial, 119 
Factorization, 69 
to solve quadratic equations, 102 
Factors, 5, 69 
False axes, 142 
Formula, 28 
quadratic, 106 
Formulae, evaluation of, 28 
list of, 336 
transposition of, 83 
Fractions, 9 
addition and subtraction, 10 
multiplication and division, 12 
on calculator, 26 
Frequency, 200, 289 
relative, 289 
Frequency distribution, 293, 296 
polygon, 293, 296 
Frustum, 252 
Full wave rectified waveform, 260 
Functional notation, 313, 315 


Gradient, 134 
of a curve, 314 
Graph drawing rules, 133 
Graphical solution of equations, 155 
cubic, 161 
linear and quadratic, simultaneously, 
110 
quadratic, 156 
simultaneous, 155 
Graphs, 130 
exponential functions, 120 
logarithmic functions, 116 


reducing non-linear to linear form, 
147 

sine and cosine, 199 

straight lines, 130, 132 

trigonometric functions, 195 
Grid, 130 

reference, 130 
Grouped data, 292 

mean, median and mode, 300 

standard deviation, 302 
Growth and decay, laws of, 125 


Half-wave rectified waveform, 260 

Hemisphere, 249 

Heptagon, 219 

Hexagon, 219 

Highest common factor (HCF), 5, 51, 
66, 69 

Histogram, 293-296, 300 

Hooke's law, 42, 142 

Horizontal bar chart, 289 

component, 269, 283 
Hyperbolic logarithms, 111, 122 
Hypotenuse, 172 


i, j,k notation, 277 
Improper fraction, 9 
Indefinite integrals, 328 
Independent event, 307 
Index, 47 
Indices, 47, 64 
laws of, 48, 64 
Indicial equations, 115 
Integers, 1 
Integral calculus, 313 
Integrals, 325 
definite, 328 
standard, 326 
Integration, 313, 325 
of ax", 325 
Intercept, y-axis, 135 
Interest, 37 
Interior angles, 165, 171 
Interpolation, 132 
Inverse proportion, 40, 45 
trigonometric function, 185 
Irregular areas, 257 
volumes, 259 
Isosceles triangle, 171 


Lagging angle, 200 

Laws of algebra, 61 
growth and decay, 125 
indices, 48, 64, 316 
logarithms, 113, 150 


precedence, 6, 71 
probability, 307 
Leading angle, 200 
Leibniz notation, 315 
Limiting value, 314 
Linear and quadratic equations 
simultaneously, 110 
graphical solution, 160 
Logarithms, 111 
graphs involving, 116 
laws of, 113, 150 
Long division, 4 
Lower class boundary, 293 
Lowest common multiple (LCM), 5, 
10, 75 


Major arc, 231 

sector, 230 

segment, 231 
Maximum value, 156, 199 
Mean, 299, 300 

value of waveform, 260 
Measures of central tendency, 299 
Median, 299 
Member of set, 289 
Mid-ordinate rule, 257 
Minimum value, 156 
Minor arc, 231 

sector, 230 

segment, 230 
Mixed number, 9 
Mode, 299 
Multiple, 5 
Multiplication in algebra, 62 

law of probability, 307 

of fractions, 12 

of number, 3, 19 

Table, 3 


Napierian logarithms, 111, 122 
Natural logarithms, 111, 122 
Newton, 53 

Non right-angled triangles, 205 
Non-terminating decimals, 18 
Nose-to-tail method, 267 
Numerator, 9 


Obtuse angle, 165 
Obtuse-angled triangle, 171 
Octagon, 219 
Ogive, 293, 297 
Ohm's law, 42 
Order of precedence, 6, 13, 71 
with fractions, 13 
with numbers, 6 
Origin, 131 
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Parabola, 156 
Parallel lines, 165 
Parallelogram, 219 
method, 267 
Peak value, 199 
Pentagon, 219 
Percentage component bar chart, 289 
error, 36 
relative frequency, 289 
Percentages, 33 
Percentile, 304 
Perfect square, 105 
Perimeter, 171 
Period, 199 
Periodic function, 200 
plotting, 238 
Periodic time, 200 
Phasor, 280 
Pictograms, 289 
Pie diagram, 289 
Planimeter, 257 
Plotting periodic functions, 238 
Polar co-ordinates, 214 
Pol/Rec function on calculator, 217 
Polygon, 210 
frequency, 293, 296 
Population, 289 
Power, 47 
series for е”, 119 
Powers and roots, 47 
Practical problems 
quadratic equations, 108 
simple equations, 77 
simultaneous equations, 96 
straight line graphs, 141 
trigonometry, 209 
Precedence, 6, 71 
Prefixes, 53 
Presentation of grouped data, 292 
statistical data, 288 
Prism, 240, 242 
Probability, 306 
laws of, 307 
Production of sine and cosine waves, 
198 
Proper fraction, 9 
Properties of circles, 230 
triangles, 171 
Proportion, 40 
Pyramid, 244 
volumes and surface area of frustum 
of, 252 
Pythagoras’ theorem, 181 


Quadrant, 230 
Quadratic equations, 102 


by completing the square, 105 
factorization, 102 
formula, 106 
graphically, 156 
practical problems, 108 
Quadratic formula, 106 
graphs, 156 
Quadrilaterals, 219 
properties of, 219 
Quartiles, 303 


Radians, 27, 165, 166, 232 
Radius, 230 
Range, 295 
Ranking, 299 
Rates of change, 323 
Ratio and proportion, 40 
Ratios, 40 
Reciprocal, 24 
Rectangle, 219 
Rectangular axes, 131 
co-ordinates, 131 
prism, 240 
Reduction of non-linear laws to linear 
form, 147 
Reflex angle, 165 
Relative frequency, 289 
velocity, 276 
Resolution of vectors, 269 
Resultant phasors, by drawing, 280 
horizontal and vertical components, 
283 
plotting, 278 
sine and cosine rules, 281 
Rhombus, 219 
Right angle, 165 
Right angled triangle, 171 
solution of, 188 


Sample, 289 
Scalar quantities, 266 
Scalene triangle, 171 
Scales, 131 
Sector, 222, 230 
area of, 233 
Segment, 230 
Semicircle, 230 
Semi-interquartile range, 304 
Set, 289 
Short division, 4 
Significant figures, 17, 18 
Similar shapes, 229, 256 
triangles, 176 
Simple equations, 73 
practical problems, 77 
Simpson’s rule, 258 


Simultaneous equations, 90 
graphical solution, 155 
in three unknowns, 99 
in two unknowns, 90 
practical problems, 96 
Sine, 27, 183 
graph of, 195 
Sine rule, 205, 281 
wave, 198, 260 
mean value, 260 
Sinusoidal form А sin(@t + о), 202 
SI units, 53 
Slope, 134 
Solution of linear and quadratic 
equations simultaneously, 110 
Solving right-angled triangles, 188 
simple equations, 73 
Space diagram, 276 
Sphere, 246 
Square, 23, 219 
numbers, 23 
root, 25, 48 
units, 219 
Standard deviation, 302 
discrete data, 302 
grouped data, 303 
Standard differentials, 321 
form, 56 
integrals, 326 
Statistical data, presentation of, 288 
terminology, 288 
Straight line, 165 
equation of, 135 
Straight line graphs, 132 
practical problems, 141 
Subject of formulae, 83 
Subtraction in algebra, 62 
Subtraction of fractions, 10 
numbers, 1, 18 
vectors, 274 
Successive differentiation, 322 
Supplementary angles, 165 
Surface areas of frusta of pyramids and 
cones, 252 
of solids, 247 
Symbols, 28 


Tally diagram, 293, 296 
Tangent, 27, 183, 230 

graph of, 195 
Terminating decimal, 17 
Theorem of Pythagoras, 181 
Transposition of formulae, 83 
Transversal, 165 
Trapezium, 220 
Trapezoidal rule, 257 
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Triangle, 171, 219 
Triangles, area of, 205 
congruent, 175 
construction of, 179 
properties of, 171 
similar, 176 
Trigonometric functions, 27 
Trigonometric ratios, 183 
evaluation of, 185 
graphs of, 195 
waveforms, 195 
Trigonometry, 181 
practical situations, 209 
Turning points, 156 


Ungrouped data, 289 
Units, 53 

Upper class boundary, 293 
Use of calculator, 22 


Vector addition, 267 
subtraction, 274 
Vectors, 266 
addition of, 267 
by calculation, 267 
by horizontal and vertical 
components, 269 
drawing, 266 
subtraction of, 274 
Velocity, relative, 276 


Vertical axis intercept, 133 
bar chart, 289 
component, 269, 283 
Vertically opposite angles, 165 
Vertices of triangle, 172 
Volumes of common solids, 240 
frusta of pyramids and cones, 252 
irregular solids, 259 
pyramids, 244 
similar shapes, 256 


Waveform addition, 278 


y-axis intercept, 135 
Young’s modulus of elasticity, 143 
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